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1. 6.3 - RB identity 32 missing - not consistent with ASN.1. SRB in TM mode can be allocated RB identity of 32 per ASN.1. Correction only to text.

2. Expiration timer still has square brackets. Outstanding LS to RAN WG1 and WG4.

3. Superfluous bullet on emergency calls in System Information procedure - 8.1.1.x.z.v - not needed with definition of barred cell agreed in RAN#11. v3.7.0 has separate bullets outlining action for barred cell and emergency calls.Per latest 25.304 based on CR approved at RAN, bullet prohibiting emergency calls is unnecessary since barred call behavior covers that.

4. Cell Update following a RB Reconfiguration failure - setting of ORDERED_RECONFURATION to FALSE; 8.2.2.7 sets variable to FALSE after cell update "procedure" is successful. If cell update procedure includes "cell update confirm" then if cell updte confirm includes physical channel reconfiguration the latter will fail since at that time the variable to TRUE. Need to clarify meaning of cell update procedure is completed successfully - does it include cell update confirm?
5. Many places we continue to use inter-system instead of inter-RAT

6. Wrong indentation in end of 8.6.2.1 - last five bullets

7. 8.6.3.4 - bullet about how many integrity and ciphering configurations the UE stores need to be relocated as it applies to all cases not just the if condition under the bullet is placed. CR from last meeting. 

8. Conditional clauses in tabular - inconsistent usage - "Presence/Absence is needed" vs "Present" vs "Presence is mandatory" and appropriate error checking in clause 9. e.g. 10.3.3.21 and 10.3.3.21a.

9. BitString vs Bit String(correct) and OctetString vs Octet string(correct) in ASN.1

10. "Need" for Choice missing in 10.3.7.93, 10.3.7.96, 10.3.7.105, 10.3.7.109

11. 13.4.28 maxSystemCapability needs to be changed to maxInterSysMessages. CR approved in last meeting. Problem due to change in usage in another CR approved at the meeting - which therefore does not capture usage in all CRs of the same meeting.

12. Tabular not alphabetical - GPS Ephemeris and Clock Corrections IE. 10.3.7.90a move to 10.3.7.91a. Void 10.3.7.90a.

13. Minor editorial - semantics description in 10.3.2.3 - Qhist instead of Qhyst

14. Annex B.4 Inter-RAT handover with simultaneous PS and CS domain services. Note about checking with GERAN.

15. Issues with two CRs agreed in last meeting - 10.3.6.21 and 10.3.6.22 - handle CHOICE spreading factor differently in Tabular. ASN.1 identical - will not be affected. 

16. 10.3.6.22 - extra > in TPC Combination Index

17. 10.3.3.33b - reference to 1.28 Mcps TDD in R99 specification.


18. 10.3.6.10 in REL-4 semantics description for TFCI coding for 3.84 Mcps has been removed. Different from R99 - unintentional. Needs to be added back - maybe just a reference to WG1 spec. Version column missing. 

19. ASN.1  element never used - 
· CellToMeasure ::=


· CellToMeasureInfoList ::=
(draft CR available)


20. ASN.1 - element never used - 


QualityType ::=





(draft CR available)
21. ASN.1 - element never used



UE-Positioning-EventID ::=



(draft CR available)


22. ASN.1 : 'RL-RemovalInfoList' and 'RL-RemovalInformationList' : same types spelled differently.
(draft CR available)
