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13.4.0
CELL INFO LIST

This variable contains cell information on intra-frequency, inter-frequency and inter-RAT cells, as received in messages System Information Block Type 11, System Information Block Type 12, and MEASUREMENT CONTROL.

The first position in Intra-frequency cell info list corresponds to Intra-frequency cell id 0, the second to Intra-frequency cell id 1, etc.

The first position in Inter-frequency cell info list corresponds to Inter-frequency cell id 0, the second to Inter-frequency cell id 1, etc.

The first position in Inter-RAT cell info list corresponds to Intra-frequency cell id 0, the second to Inter-RAT cell id 1, etc.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Intra-frequency cell info
	OP
	1..<maxCellMeas>
	
	Note

	>CHOICE position status
	MP
	
	
	

	>>Occupied
	
	
	
	

	>>>Cell info
	MP
	
	Cell info

10.3.7.2
	

	>>Vacant
	
	
	
	No data

	Inter-frequency cell info
	OP
	1..<maxCellMeas>
	
	Note

	>CHOICE position status
	MP
	
	
	

	>>Occupied
	
	
	
	

	>>>Frequency info
	MP
	
	Frequency info

10.3.6.36
	

	>>>Cell info
	MP
	
	Cell info

10.3.7.2
	

	>>Vacant
	
	
	
	No data

	Inter-RAT cell info
	OP
	1..<maxCellMeas>
	
	Note

	>CHOICE position status
	MP
	
	
	

	>>Occupied
	
	
	
	

	>>>CHOICE Radio Access Technology
	
	
	
	

	>>>>GSM
	
	
	
	

	>>>>>Cell selection and re-selection info
	MP
	
	Cell selection and re-selection info for SIB11/12
10.3.2.4
	

	>>>>>BSIC
	MP
	
	BSIC 10.3.8.2
	

	>>>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[43]

	>>>>IS-2000
	
	
	
	

	>>>>>System specific measurement info
	
	
	enumerated (frequency, timeslot, colour code, output power, PN offset)
	For IS-2000, use fields from TIA/EIA/IS-2000.5,

subclause 3. 7.3.3.2.27, Candidate Frequency Neighbour List Message

	>>Vacant
	
	
	
	No data


NOTE:
This IE shall be cleared at cell re-selection, when leaving UTRA RRC connected mode, when switched off as well as at selection of a new PLMN.
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