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	Reason for change:
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	It is incorrectly stated that the UE shall apply the new Integrity Protection configuration exactly at the RRC sequence number indicated by the activation time. In the case where some RRC messages are lost, it is required that the UE apply the new Integrity Protection on the first message with RRC sequence number higher than that indicated in the activation time.

	
	

	Summary of change:
(

	Isolated Impact Analysis
Functionality corrected: Integrity Protection 

The UE shall apply the new IP configuration as soon as it receives the first message with RRC sequence number higher than that indicated in the activation time to cover the case where messages are lost in the downlink or if the SRB is not configured for in-sequence delivery. 

There is no UTRAN implementation impact; however, the COUNT-I will get unsynchronized in the case where messages are lost or delayed(no in-sequence delivery). 
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8.6.3.5.3
Integrity Protection modification in case of new keys or initialisation of signalling connection

The UE shall:
1>
if the IE "Integrity protection mode command" has the value "modify" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Started" and this IE was included in SECURITY MODE COMMAND:

2>
store the (oldest currently used) integrity protection configuration until activation times have elapsed for the new integrity protection configuration to be applied on all signalling radio bearers;

2>
start applying the new integrity protection configuration in the downlink for each signalling radio bearer n, at the first received message with RRC Sequence number greater than or at the RRC sequence number, indicated by the entry for signalling radio bearer n in the "RRC message sequence number list" in the IE "Downlink integrity protection activation info", included in the IE "Integrity protection mode info";

2>
perform integrity protection on the received message, applying the new integrity protection configuration, as described in subclause 8.5.10.1;

3>
if present, use the algorithm indicated by the IE "Integrity protection algorithm" (UIA [40]);

2>
set the content of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO according to the following:

3>
for each established signalling radio bearer, stored in the variable ESTABLISHED_RABS:

4>
select a value of the RRC sequence number at which (activation) time the new integrity protection configuration shall be applied in uplink for that signalling radio bearer according to the following:

5>
for each signalling radio bearer that has no pending activation time as set for integrity protection by a previous procedure changing the integrity protection configuration:

6>
set a suitable value that would ensure a minimised delay in the change to the latest integrity protection configuration.

5>
for signalling radio bearer that has a pending activation time as set for integrity protection by a previous procedure changing the integrity protection configuration:

6>
set the same value as the pending activation time for integrity protection;

5>
consider an integrity protection activation time in uplink to be pending until the selected activation time (as above) is equal to the next RRC sequence number to be used, which means that the last RRC message using the old integrity protection configuration has been submitted to lower layers.

4>
for signalling radio bearer RB0:

5>
set the value of the included RRC sequence number to greater than or equal to the current value of the RRC sequence number for signalling radio bearer RB0 in the variable INTEGRITY_PROTECTION_INFO, plus the value of the constant N302 plus one.

4>
prohibit the transmission of RRC messages on all signalling radio bearers, except for RB2, with RRC SN greater than or equal to the value in the "RRC message sequence number list" for the signalling radio bearer in the IE "Uplink integrity protection activation info" of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO.

2>
start applying the new integrity protection configuration in the uplink at the RRC sequence number, for each RBn, except for signalling radio bearer RB2, indicated by the entry for signalling radio bearer n in the "RRC message sequence number list" in the IE "Uplink integrity protection activation info", included in the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

2>
start applying the new integrity protection configuration in the uplink at the RRC sequence number for signalling radio bearer RB2, as specified for the procedure initiating the integrity protection reconfiguration;

2>
start applying the new integrity protection configuration in the downlink at the RRC sequence number, for each RBn, except for signalling radio bearer RB2, indicated by the entry for signalling radio bearer n in the "RRC message sequence number list" in the IE "Downlink integrity protection activation info";

NOTE:
For signalling radio bearers that have a pending activation time as set for integrity protection by a previous procedure changing the integrity protection configuration, UTRAN should set this value in IE "Downlink integrity protection activation info".

2>
start applying the new integrity protection configuration in the downlink at the RRC sequence number for signalling radio bearer RB2, as specified for the procedure initiating the integrity protection reconfiguration.
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