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Discussion

The draft version 2.3.0 (attached) includes following agreed non-editorial changes from RAN2 #38:

· Chapter 5.2.1 MBMS User Plane Protocol Stack Architecture enhanced according R2-032116. 

· Chapter 9 Security for MBMS enhanced according R2-032074

· Chapter 8.2.2 MBMS service availability enhanced, (word message changed to word information), and chapter 9.2. UE Actions for Mobility created based on R2-032121 in section 9.2.4 text depending UE capability inserted as agreed. 

· Chapters 8.2.4. MBMS Joined Services Indication and 8.2.5 MBMS PMM-Connected State Required Indication created according R2-032277

· Chapters 6.1. re-formatted to separate ptp and ptm channels. Sections 6.2.1-6.2.5 created describing ptm logical, transport, and physical channels and appropriate mappings according R2-032087. In 6.2.1.1 the text whether MCCH is a new… and note removed, and in 6.2.1.2 the text whether MTCH is new or existing channel (e.g. CTCH)…  is removed. 

· The MBMS access control procedure inserted in chapter 11.1 based on R2-032275, and the text MBMS paging message changed to text MBMS Group notification as no MBMS paging message is not defined.

· Broadcast of MBMS System Information signalling flow added as a new Chapter to 8.2.1 based on R2-032081

· After email discussion on RAN2 reflector two tables inserted to an informative annex (Annex <B>: MBMS Control Information) to identify MBMS control information and to describe their mapping on transport channels. 

The draft includes also following agreed non-editorial changes from RAN3 #38

· MBMS Time line and MBMS Service announcement definitions included in Section 3.1 Chapter 5.1.1 One Context per MBMS Service in CRNC and 5.1.8 RNC deregistration updated according R3-031421

These changes are visible with track changes –option made by Juho Pirskanen.

The draft also proposes following editorial changes, which are visible with track changes –option made by Rapporteur, Nokia

· Editorial harmonization of terms: MCCH and MTCH used constantly. (NCCH and CTCH removed from 5.1.3)
· In Uu signalling messages in Chapter 8.2, CRNC is introduced to keep messages send/received by SRNC and CRNC separated.
Proposal

Endorse version 2.3.0 

