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8.1.1.1.2
System information blocks

Table 8.1.1 specifies all system information blocks and their characteristics.

The area scope column in table 8.1.1 specifies the area where a system information block's value tag is valid. If the area scope is cell, the UE shall consider the system information block to be valid only in the cell in which it was read. If system information blocks have been previously stored for this cell, the UE shall check whether the value tag for the system information block in the entered cell is different compared to the stored value tag. If the area scope is PLMN or Equivalent PLMN, the UE shall check the value tag for the system information block when a new cell is selected. If the value tag for the system information block in the new cell is different compared to the value tag for the system information block stored in the UE, the UE shall re-read the system information block. If the area scope is PLMN, the UE shall consider the system information block to be valid only within the PLMN in which it was read. If the area scope is Equivalent PLMN, the UE shall consider the system information block to be valid within the PLMN in which it was received and all PLMNs which are indicated by higher layers to be equivalent.

For System information block types 15.2, 15.3 and 16, which may have multiple occurrences, each occurrence has its own independent value tag. The UE- shall re-read a particular occurrence if the value tag of this occurrence has changed compared to that stored in the UE.

The UE mode/state column when block is valid in Table 8.1.1 specifies in which UE mode or UE state the IEs in a system information block shall be regarded as valid by the UE. In other words, the indicated system information block becomes invalid upon change to a mode/state that is not included in this column. System Information Block Type 16 remains also valid upon transition to or from GSM/GPRS. In some cases, the states are inserted in brackets to indicate that the validity is dependent on the broadcast of the associated System Information Blocks by the network as explained in the relevant procedure subclause.

The UE mode/state column when block is read in Table 8.1.1 specifies in which UE mode or UE state the IEs in a system information block may be read by the UE. The UE shall have the necessary information prior to execution of any procedure requiring information to be obtained from the appropriate system information block. The requirements on the UE in terms of when to read the system information may therefore be derived from the procedure specifications that specify which IEs are required in the different UE modes/states in conjunction with the different performance requirements that are specified. 

System Information Block type 10 shall only be read by the UE while in CELL_DCH.

The UE shall:

1>
if System Information Block type 11 is referenced in the master information block or in the scheduling blocks:

2>
if System Information Block type 12 is not referenced in the master information block or in the scheduling blocks , or broadcast of System Information Block type 12 is not indicated in System Information Block type 11:

3> have read and acted upon System Information Block type 11 in a cell when the UE transmits an RRC message on RACH. 

2>
else:

3>
have read and acted upon System Information Block type 11 in a cell before the UE transmits the RRC CONNECTION REQUEST message. 

3>
have read and acted upon both System Information Block type 11 and System Information Block type 12 in a cell when:
4>
the UE transmits an RRC message on RACH in RRC connected mode; or

4>
the UE receives a message commanding to enter Cell_DCH state.
NOTE 1:
There are a number of system information blocks that include the same IEs while the UE mode/state in which the information is valid differs. This approach is intended to allows the use of different IE values in different UE mode/states.

NOTE 2:
System Information Block Type 16 is also obtained by a UE while in GSM/GPRS. The details of this are not within the scope of this specification.

The Scheduling information column in table 8.1.1 specifies the position and repetition period for the SIB.

The modification of system information column in table 8.1.1 specifies the update mechanisms applicable for a certain system information block. For system information blocks with a value tag, the UE shall update the information according to subclause 8.1.1.7.1 or 8.1.1.7.2. For system information blocks with an expiration timer, the UE shall, when the timer expires, perform an update of the information according to subclause 8.1.1.7.4.

Table 8.1.1: Specification of system information block characteristics

	System information block
	Area scope
	UE mode/state when block is valid
	UE mode/state when block is read
	Scheduling information
	Modification of system information
	Additional comment

	Master information block
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH 
	SIB_POS = 0

SIB_REP = 8 (FDD)
 SIB_REP = 8, 16, 32 (TDD)

SIB_OFF=2 
	Value tag
	

	Scheduling block 1
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information" in MIB
	Value tag
	

	Scheduling block 2
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information" in MIB
	Value tag
	

	System information block type 1
	PLMN
	Idle mode

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH
	Idle, CELL_FACH,

CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 2
	Cell
	URA_PCH
	URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 3
	Cell
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH)
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 4
	Cell
	CELL_FACH, CELL_PCH, URA_PCH
	CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	If System information block type 4 is not broadcast in a cell, the connected mode UE shall apply information in System information block type 3 in connected mode.

	System information block type 5
	Cell
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only))
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only))
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 6
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Specified by the IE "Scheduling information"
	Value tag
	If system information block type 6 is not broadcast in a cell, the connected mode UE shall read System information block type 5.

If some of the optional IEs are not included in System information block type 6, the UE shall read the corresponding IEs in System information block type 5

In TDD mode system information block 6 shall only be read in CELL_DCH if required for open loop power control as specified in subclause 8.5.7 and/or if shared transport channels are assigned to the UE. If in these cases system information block type 6 is not broadcast the UE shall read system information block type 5.

	System information block type 7
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Specified by the IE "Scheduling information"
	Expiration timer = MAX(32 , SIB_REP * ExpirationTimeFactor)
	In TDD mode system information block type 7 shall only be read in CELL_DCH if shared transport channels are assigned to the UE.

	System information block type 8
	Cell
	CELL_FACH, CELL_PCH, URA_PCH
	CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 9
	Cell
	CELL_FACH, CELL_PCH, URA_PCH
	CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Expiration timer = SIB_REP
	

	System information block type 10
	Cell
	CELL_DCH
	CELL_DCH
	Specified by the IE "Scheduling information"
	Expiration timer = SIB_REP
	

	System information block type 11
	Cell
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH)
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 12
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	If system information block type 12 is not broadcast in a cell, the connected mode UE shall read System information block type 11.

If some of the optional IEs are not included in System information block type 12, the UE shall read the corresponding IEs in System information block type 11.

	System information block type 13
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 13.1
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 13.2
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 13.3
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 13.4
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 14
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Specified by the IE "Scheduling information"
	Expiration timer = MAX(32 , SIB_REP * ExpirationTimeFactor)
	This system information block is used in 3.84 Mcps TDD mode only.

System information block type 14 shall only be read in CELL_DCH if required for open loop power control as specified in subclause 8.5.7.

	System information block type 15
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 15.1
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 15.2
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

	System information block type 15.3
	PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

	System information block type 15.4
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 15.5
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 16
	Equivalent PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences. This system information block is also valid while in GSM/GPRS.

	System information block type 17
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Specified by the IE "Scheduling information"
	Expiration timer = SIB_REP
	This system information block is used in TDD mode only.

System information block type 17 shall only be read if shared transport channels are assigned to the UE.

	System Information Block type 18
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	


The UE shall acquire all system information blocks except system information block type 10 on BCH. System Information Block type 10 shall be acquired on the FACH and only by UEs with support for simultaneous reception of one SCCPCH and one DPCH. If System Information Block type 10 is not broadcast in a cell, the DRAC procedures do not apply in this cell. System Information Block type 10 is used in FDD mode only.

[…]

8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message by the UE

The UE shall:

1>
be able to receive any of the following messages:

2>
RADIO BEARER SETUP message; or

2>
RADIO BEARER RECONFIGURATION message; or

2>
RADIO BEARER RELEASE message; or

2>
TRANSPORT CHANNEL RECONFIGURATION message; or

2>
PHYSICAL CHANNEL RECONFIGURATION message;

1>
be able to perform a hard handover and apply physical layer synchronisation procedure A as specified in [29], even if no prior UE measurements have been performed on the target cell and/or frequency.

If the UE receives:

-
a RADIO BEARER SETUP message; or

-
a RADIO BEARER RECONFIGURATION message; or

-
a RADIO BEARER RELEASE message; or

-
a TRANSPORT CHANNEL RECONFIGURATION message; or

-
a PHYSICAL CHANNEL RECONFIGURATION message:

it shall:

1>
set the variable ORDERED_RECONFIGURATION to TRUE;

1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

1>
act upon all received information elements as specified in subclause 8.6, unless specified in the following and perform the actions below.

The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.

The UE may first release the physical channel configuration used at reception of the reconfiguration message. The UE shall then:

1>
in FDD, if the IE "PDSCH code mapping" is included but the IE "PDSCH with SHO DCH Info" is not included and if the DCH has only one link in its active set:

2>
act upon the IE "PDSCH code mapping" as specified in subclause 8.6; and

2>
infer that the PDSCH will be transmitted from the cell from which the downlink DPCH is transmitted.

1>
enter a state according to subclause 8.6.3.3.

In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.

NOTE:

The RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure". UTRAN has to include it even if it does not require the reconfiguration of any RB.

If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

1>
in FDD; or

1>
in TDD when "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI.

If after state transition the UE leaves CELL_DCH state, the UE shall, after the state transition:

1>
stop any HS-DSCH reception procedures according to the stored HS-PDSCH configuration;

1>
clear any stored HS-PDSCH configuration;

1>
remove any H-RNTI stored;

1>
clear the variable H_RNTI;

1>
set the variable HS_DSCH_RECEPTION to FALSE.

In FDD, if after state transition the UE leaves CELL_DCH state, the UE shall, after the state transition:

1>
remove any DSCH-RNTI from MAC;

1>
clear the variable DSCH_RNTI.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
in TDD:

2>
if "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

3>
remove any C-RNTI from MAC;

3>
clear the variable C_RNTI.
1>
if "DPCH frame offset" is included for one or more RLs in the active set:

2>
use its value to determine the beginning of the DPCH frame in accordance with the following:

3>
if the received IE "DPCH frame offset" is across the value range border compared to the DPCH frame offset currently used by the UE:

4>
consider it to be a request to adjust the timing with 256 chips across the frame border (e.g. if the UE receives value 0 while the value currently used is 38144 consider this as a request to adjust the timing with +256 chips).

3>
if after taking into account value range borders, the received IE "DPCH frame offset" corresponds to a request to adjust the timing with a step exceeding 256 chips:

4>
set the variable INVALID_CONFIGURATION to TRUE.

3>
and the procedure ends.

2>
adjust the radio link timing accordingly.

If after state transition the UE enters CELL_FACH state, the UE shall, after the state transition:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency;

2>
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

2>
else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4];

2>
if the UE finds a suitable UTRA cell on the current frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

2>
else, if the UE can not find a suitable UTRA cell on the current frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
select PRACH according to subclause 8.5.17;

1>
select Secondary CCPCH according to subclause 8.5.19;

1>
use the transport format set given in system information;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
ignore that IE and stop using DRX.

1>
if the contents of the variable C_RNTI is empty:

2>
perform a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

2>
when the cell update procedure completed successfully:

3>
if the UE is in CELL_PCH or URA_PCH state:

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission";

4>
proceed as below.

If the UE was in CELL_FACH state upon reception of the reconfiguration message and remains in CELL_FACH state, the UE shall:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency;

2>
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

2> else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
if the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) is included the UE shall either:

3>
ignore the content of the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) and proceed as below;

2> or:

3> if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CPCH info" (for TDD), and it is different from the current cell:

4> initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4> when the cell update procedure completed successfully:

5> if the UE is in CELL_PCH or URA_PCH state, initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

If after state transition the UE enters CELL_PCH or URA_PCH state, the UE shall:

1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:

2>
set the variable INVALID_CONFIGURATION to TRUE.

The UE shall transmit a response message as specified in subclause 8.2.2.4, setting the information elements as specified below. The UE shall:

1>
if the received reconfiguration message included the IE "Downlink counter synchronisation info"; or

1>
if the received reconfiguration message is a RADIO BEARER RECONFIGURATION and the IE "New U-RNTI" is included:

2>
if the variable PDCP_SN_INFO is empty:

3>
configure the corresponding RLC entity for all AM and UM radio bearers and AM and UM signalling radio bearers except RB2 to "stop".

2>
else:

3>
configure the RLC entity for signalling radio bearers RB1, RB3 and RB4 to "stop";

3>
configure the RLC entity for UM and AM radio bearers for which the IE "PDCP SN Info" is not included to "stop".

2>
re-establish RB2;

2>
for the downlink and the uplink, apply the ciphering configuration as follows:

3>
if the received re-configuation message included the IE "Ciphering Mode Info":

4> use the ciphering configuration in the received message when transmitting the response message.

3>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because the activation times not having been reached:

4>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

5>
consider the new ciphering configuration to include the received new keys;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 as indicated in subclause 8.1.12.3.1.

4>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because of the corresponding activation times not having been reached and the previous SECURITY MODE COMMAND caused a change in LATEST_CONFIGURED_CN_DOMAIN:

5> consider the new ciphering configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 to the most recently transmitted IE "START list" or IE "START" for the LATEST_CONFIGURED_CN_DOMAIN at the reception of the previous SECURITY MODE COMMAND.

4>
apply the new ciphering configuration immediately following RLC re-establishment.

3>
else:

4>
continue using the current ciphering configuration.
2>
set the new uplink and downlink HFN of RB2 to MAX(uplink HFN of RB2, downlink HFN of RB2);

2>
increment by one the downlink and uplink HFN values for RB2;

2>
calculate the START value according to subclause 8.5.9;

2>
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info".

1>
if the received reconfiguration message did not include the IE "Downlink counter synchronisation info":

2>
if the variable START_VALUE_TO_TRANSMIT is set:

3>
include and set the IE "START" to the value of that variable.

2>
if the variable START_VALUE_TO_TRANSMIT is not set and the IE "New U-RNTI" is included:

3>
calculate the START value according to subclause 8.5.9;

3>
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info".

2>
if the received reconfiguration message caused a change in the RLC size for any RB using RLC-AM:

3>
calculate the START value according to subclause 8.5.9;

3>
include the calculated START values for the CN domain associated with the corresponding RB identity in the IE "START list" in the IE "Uplink counter synchronisation info".

1>
if the received reconfiguration message contained the IE "Ciphering mode info" or contained the IE "Integrity protection mode info":

2>
set the IE "Status" in the variable SECURITY_MODIFICATION for all the CN domains in the variable SECURITY_MODIFICATION to "Affected".
1>
if the received reconfiguration message contained the IE "Ciphering mode info":

2>
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO.

1>
if the received reconfiguration message did not contain the IE "Ciphering activation time for DPCH" in IE "Ciphering mode info":

2>
if prior to this procedure there exist no transparent mode RLC radio bearers:

3>
if, at the conclusion of this procedure, the UE will be in CELL_DCH state; and

3>
if, at the conclusion of this procedure, at least one transparent mode RLC radio bearer exists:

4>
include the IE "COUNT-C activation time" and specify a CFN value for this IE that is a multiple of 8 frames (CFN mod 8 = 0) and lies at least 200 frames ahead of the CFN in which the response message is first transmitted.

NOTE:
UTRAN should not include the IE "Ciphering mode info" in any reconfiguration message unless it is also used to perform an SRNS relocation with change of ciphering algorithm.

1>
set the IE "RRC transaction identifier" to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
if the variable PDCP_SN_INFO is not empty:

2>
include the IE "RB with PDCP information list" and set it to the value of the variable PDCP_SN_INFO.

1>
in TDD, if the procedure is used to perform a handover to a cell where timing advance is enabled, and the UE can calculate the timing advance value in the new cell (i.e. in a synchronous TDD network):

2>
set the IE "Uplink Timing Advance" according to subclause 8.6.6.26.

1>
if the IE "Integrity protection mode info" was present in the received reconfiguration message:

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted response message.

If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4].

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
select Secondary CCPCH according to subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
if the criteria for URA update caused by "URA reselection" according to subclause 8.3.1 is fulfilled after cell selection:

2>
initiate a URA update procedure according to subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.
If after state transition the UE enters CELL_PCH state from CELL_DCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency.

2> 
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
proceed as below.

2> else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4].

2> 
if the UE finds a suitable UTRA cell on the current frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
proceed as below.

2> else, if the UE can not find a suitable UTRA cell on the current frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
proceed as below.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
select Secondary CCPCH according to subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
the procedure ends.

If after state transition the UE enters CELL_PCH state from CELL_FACH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency.

2> 
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";

4>
proceed as below.

2> else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
if the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) is included the UE shall either:

3>
ignore the content of the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) and proceed as below;

2> or:

3> if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CPCH info" (for TDD), and it is different from the current cell:

4> initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4> proceed as below.

1>
prohibit periodical status transmission in RLC;

1>
remove any C-RNTI from MAC;

1>
clear the variable C_RNTI;

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
select Secondary CCPCH according to subclause 8.5.19;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
the procedure ends.
[…]

8.4.1.6.7
UE positioning measurement

Upon transition from CELL_DCH to CELL_FACH and upon transition from CELL_DCH to CELL_PCH or URA_PCH for UE assisted GPS measurements, the UE shall:

1>
retrieve each set of measurement control information of measurement type "UE positioning" stored in the variable MEASUREMENT_IDENTITY; and

2>
if the optional IE "measurement validity" for this measurement has not been included:

3>
delete the measurement associated with the variable MEASUREMENT_IDENTITY.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "CELL_DCH":

3>
stop measurement reporting;

3>
store the measurement associated with the variable MEASUREMENT_IDENTITY to be used after the next transition to CELL_DCH state.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states":

3>
upon transition from CELL_DCH to CELL_PCH or URA_PCH:

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning" stored in the variable MEASUREMENT_IDENTITY is set to "UE positioning reporting criteria" and the value of the IE "Measurement interval" included in this IE is less than 64 seconds:

5>
consider the value of the IE "Measurement interval " as being 64 seconds;

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning" stored in the variable MEASUREMENT_IDENTITY is set to "Periodical Reporting Criteria" and the value of the IE "Reporting interval" included in this IE is less than 64 seconds:

5>
consider the value of the IE "Reporting Interval" as being 64 seconds

3>
continue measurement reporting according to its UE positioning measurement reporting capability.

2>
if the IE "measurement validity" has been included and the IE "UE state" has been assigned to value "all states except CELL_DCH":

3>
upon transition from CELL_DCH to CELL_PCH or URA_PCH:

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning" stored in the variable MEASUREMENT_IDENTITY is set to "UE positioning reporting criteria" and the value of the IE "Measurement interval " included in this IE is less than 64 seconds:

5>
consider the value of the IE "Measurement interval " as being 64 seconds.

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning" stored in the variable MEASUREMENT_IDENTITY is set to "Periodical Reporting Criteria" and the value of the IE "Reporting interval" included in this IE is less than 64 seconds:

5>
consider the value of the IE "Reporting Interval" as being 64 seconds.

3>
resume this measurement and associated reporting according to its UE Positioning measurement reporting capability.

1>
if the transition is due to a reconfiguration message which included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects a cell other than that indicated by this IE; or

1>
if the transition is due to a reconfiguration message which does not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD); or

1>
if the transition is due to a reconfiguration message which included the IE "Frequency info", and the UE selects a cell on another frequency than that indicated by this IE; or

1>
if the transition is due to a reconfiguration message which does not include the IE "Frequency info", and the UE can not find a cell on the current frequency, but it selects a cell on another frequency; or
1>
if the transition is not due to a reconfiguration message:

2>
delete the assistance data included in the variable UE_POSITIONING_OTDOA_DATA_UE_BASED and UE_POSITIONING_OTDOA_DATA_UE_ASSISTED.

1>
if the IE "Positioning Methods" stored in the variable MEASUREMENT_IDENTITY is set to "OTDOA" or "OTDOA or GPS":

2>
if the IE "Method type" stored in the variable MEASUREMENT_IDENTITY is set to "UE-based" or "UE assisted preferred but UE-based allowed" or "UE-based preferred but UE-assisted allowed":

3>
begin monitoring assistance data received in System Information Block type 15.4 and System Information Block type 15.5 according to subclause 8.1.1.6.15.

2>
if the IE "Method type" stored in the variable MEASUREMENT_IDENTITY is set to "UE-assisted":

3>
begin monitoring assistance data received in System Information Block type 15.4 according to subclause 8.1.1.6.15.

1>
if the UE is in CELL_FACH state:

2>
if the IE "UE positioning OTDOA neighbour cell list for UE assisted" stored in the variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED or UE_POSITIONING_OTDOA_DATA_UE_BASED contains neighbour cells on other frequencies than the current frequency:

3>
perform measurements on other frequencies according to the IE "FACH measurement occasion info".

The UE may:

1>
if the IE "Positioning Methods" stored in the variable MEASUREMENT_IDENTITY is set to "GPS" or "OTDOA or GPS":

2>
begin monitoring assistance data received in System Information Block type 15 and/or System Information Block type 15.1 and/or System Information Block type 15.2 and/or System Information Block type 15.3 according to subclause 8.1.1.6.15.
[…]

8.5.22
Actions when entering another RAT from connected mode

NOTE:
This section does not apply when entering GERAN Iu mode from UTRAN connected mode.
When entering another RAT from connected mode (due to Inter-RAT handover from UTRAN, Inter-RAT cell change order from UTRAN or Inter-RAT cell reselection from UTRAN), after successful completion of the procedure causing the transition to the other RAT, the UE shall:

1>
if the USIM is present, for each CN domain:

2>
if a new security key set was received for this CN domain but was not used either for integrity protection or ciphering during this RRC connection: 

3>
set the START value for this domain to zero and;

3>
store this START value for this domain in the USIM;
2>
else:

3>
store the current START value for every CN domain in the USIM [50].

NOTE:
Prior to storing the START value, the UE should calculate this START value according to subclause 8.5.9.

1>
if the SIM is present, for each CN domain:

2>
if a new security key was received for this CN domain but was not used either for integrity protection or ciphering during this RRC connection: 

3>
set the START value for this domain to zero and;

3>
store this START value for this domain in the UE.
2>
else:

3>
store the current START value for this CN domain in the UE.

NOTE:
Prior to storing the START value, the UE should calculate this START value according to subclause 8.5.9.

[…]
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