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6.10.2
RAB and signalling RB for FDD

6.10.2.1
RABs and signalling RBs

In the following clauses, the typical parameter sets are presented for reference RABs, signalling RBs and important combinations of them. The data rate given for each RAB is the maximum data rate that can be supported by that RAB.

NOTE: The granularity for each RAB needs to be clarified.

Table 6.10.2.1.1: Prioritised RABs.
	#
	Traffic class [15]
	SSD [15]
	Max. rate, kbps
	CS/PS
	Version

	1
	Conversational
	Speech
	UL:12.2 DL:12.2
	CS
	R99

	1a
	Conversational
	Speech
	UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75)
	CS
	R99

	2
	Conversational
	Speech
	UL:10.2 DL:10.2
	CS
	R99

	2a
	Conversational
	Speech
	UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75)
	CS
	R99

	3
	Conversational
	Speech
	UL:7.95 DL:7.95
	CS
	R99

	4
	Conversational
	Speech
	UL:7.4 DL:7.4
	CS
	R99

	4a
	Conversational
	Speech
	UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75)
	CS
	R99

	5
	Conversational
	Speech
	UL:6.7 DL:6.7
	CS
	R99

	6
	Conversational
	Speech
	UL:5.9 DL:5.9
	CS
	R99

	7
	Conversational
	Speech
	UL:5.15 DL:5.15
	CS
	R99

	8
	Conversational
	Speech
	UL:4.75 DL:4.75
	CS
	R99

	9
	Conversational
	Unknown
	UL:28.8 DL:28.8
	CS
	R99

	10
	Conversational
	Unknown
	UL:64 DL:64
	CS
	R99

	11
	Conversational
	Unknown
	UL:32 DL:32
	CS
	R99

	11a
	Conversational
	Unknown
	UL:8 DL:8
	PS
	R99

	12
	Streaming
	Unknown
	UL:14.4 DL:14.4
	CS
	R99

	13
	Streaming
	Unknown
	UL:28.8 DL:28.8
	CS
	R99

	14
	Streaming
	Unknown
	UL:57.6 DL:57.6
	CS
	R99

	15
	Void
	
	
	
	

	15a
	Streaming
	Unknown
	UL:16 DL:64
	PS
	R99

	16
	Void
	
	
	
	

	17
	Void
	
	
	
	

	18
	Void
	
	
	
	

	19
	Void
	
	
	
	

	20
	Interactive or Background
	N/A
	UL:32 DL:8
	PS
	R99

	20a
	Interactive or Background
	N/A
	UL:8 DL:8
	PS
	R99

	20b
	Interactive or Background
	N/A
	UL:16 DL:16
	PS
	R99

	20c
	Interactive or Background
	N/A
	UL:32 DL:32
	PS
	R99

	21
	Void
	
	
	
	

	22
	Interactive or Background
	N/A
	UL:32 DL:64
	PS
	R99

	23
	Interactive or Background
	N/A
	UL:64 DL:64
	PS
	R99

	24
	Interactive or Background
	N/A
	UL:64 DL:128
	PS
	R99

	25
	Interactive or Background
	N/A
	UL:128 DL:128
	PS
	R99

	26
	Interactive or Background
	N/A
	UL:64 DL:384
	PS
	R99

	27
	Interactive or Background
	N/A
	UL:128 DL:384
	PS
	R99

	28
	Interactive or Background
	N/A
	UL:384 DL:384
	PS
	R99

	29
	Interactive or Background
	N/A
	UL:64 DL:2048
	PS
	R99

	30
	Interactive or Background
	N/A
	UL:128 DL:2048
	PS
	R99

	31
	Void
	
	
	
	

	32
	Interactive or Background
	N/A
	UL:64 DL:256
	PS
	R99

	33
	Interactive or Background
	N/A
	UL:0 DL:32
	PS
	R99

	34
	Interactive or Background
	N/A
	UL:32 DL: 0
	PS
	R99

	35
	Interactive or Background
	N/A
	UL:64 DL:144
	PS
	R99

	36
	Interactive or Background
	N/A
	UL:144 DL:144
	PS
	R99

	37
	Conversational 
	N/A
	UL:42.8 DL:42.8
	PS
	REL-5

	38
	Conversational 
	Speech
	UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6)
	CS
	REL-5

	39
	Interactive or Background 
	N/A
	UL:64 DL:768
	PS
	REL-5


Table 6.10.2.1.2: Signalling RBs

	#
	Maximum rate, kbps
	Logical channel
	PhyCh onto which SRBs are mapped
	Version

	1
	UL:1.7 DL:1.7
	DCCH
	DPCH
	R99

	2
	UL:3.4 DL:3.4
	DCCH
	DPCH
	R99

	3
	UL:13.6 DL:13.6
	DCCH
	DPCH
	R99

	4
	DL:27.2 (alt. 40.8)
	DCCH
	SCCPCH
	R99

	5
	UL:16.6
	CCCH
	PRACH
	R99

	6
	DL:30.4 (alt. 45.6)
	CCCH
	SCCPCH
	R99

	7
	DL:33.2 (alt. 49.8)
	BCCH:
	SCCPCH
	R99

	8
	DL:24 (alt. 6.4)
	PCCH
	SCCPCH
	R99

	9
	DL: 0.15
	DCCH
	DPCH
	REL-5


6.10.2.2
Combinations of RABs and Signalling RBs

In the present document, physical channel parameters for following combinations of RABs and signalling RBs on a CCTrCH are described. 

NOTE:
It is understood that for speech service the AMR mode may be operated asymmetrically for the uplink and downlink.

Combinations on DPCH

1)
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH.

2)
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH.

3)
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH.

4)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

4a)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

5)
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

5a)
Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

6)
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

7)
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

7a)
Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

8)
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

9)
Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

10)
Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB 
+ UL:1.7 DL:1.7 kbps SRBs for DCCH.

11)
Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB 
+ UL:1.7 DL:1.7 kbps SRBs for DCCH.

12)
Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

13)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

14)
Conversational / unknown / UL:32 DL:32 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

15) 
Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

16)
Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

17)
Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

18)
Void

19)
Void.

20)
Void.

21)
Void.

22)
Void.

23)
Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23a)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23b)
Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23c)
Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23d)
Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.
24)
Void

25)
Interactive or background / UL:32 DL: 64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

26)
Interactive or background / UL:64 DL: 64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

27)
Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

28)
Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

29)
Interactive or background / UL:64 DL:144 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

30)
Interactive or background / UL:144 DL:144 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

31) 
Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

32)
Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

33)
Interactive or background / UL:128 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

34)
Interactive or background / UL:384 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

35)
Interactive or background / UL:64 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

36)
Void

37)
Void

38)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38a)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38b)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38c)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38d)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38e)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38f)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38g)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38h)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38i)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38j)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.
39)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

40)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

41)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

42)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

43)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

44)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:128 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

45)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

46)
Void

47)
Void.

48)
Void.

49)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Conversational / unknown  / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. 

49a)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB
+ Conversational / unknown / UL:64 DL:64 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

50)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51a)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51b)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or Background / UL:16 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

52)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

53)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

54)
Void

55)
Void.

56)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

57)
Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

58)
Streaming / unknown / UL:16 DL:64 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

59)
Conversational / Speech / UL:42.8 DL:42.8 kbps / PS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB                                                                                       + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5).

60)
Conversational / Speech / UL:42.8 DL:42.8 kbps / PS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB 
 + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5).

61)
Conversational / unknown / UL:8 DL:8 kbps / PS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB + 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

62)
Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH (REL-5).

63)
Interactive or background / UL:64 DL:768 kbps / PS RAB
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH (REL-5).
64)
Interactive or background / UL:32 DL:64 kbps / PS RAB 
+ Interactive or background / UL:32 DL:64 kbps / PS RAB
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH (L1 multiplexing)
Combinations on DSCH and DPCH

1)
Void

2)
Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

3) 
Interactive or background / UL:64 DL:2048 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

4) 
Void

5)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

6)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

Combinations on SCCPCH

1)
Stand-alone 24 kbps SRB for PCCH.

2)
Interactive or background / DL:32 kbps / PS RAB 
+ SRB for CCCH 
+ SRBs for DCCH 
+ SRB for BCCH.

3)
Interactive or background / DL:32 kbps / PS RAB 
+ SRB for PCCH 
+ SRB for CCCH 
+ SRBs for DCCH 
+ SRB for BCCH.

4)
RB for CTCH
+ SRB for CCCH
+SRB for BCCH

Combinations on PRACH

1)
Interactive or background / UL:32 kbps / PS RAB 
+ SRB for CCCH 
+ SRBs for DCCH.

Combinations on DPCH and HS-PDSCH

1)
Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)

2)
Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)

6.10.2.3
Example of linkage between RABs and services

RABs, which are included in the present document, can provide the services as shown in table 6.10.1.1. Furthermore, the required BER for each RAB, which is assumed in the present document, is shown in table 6.10.2.3.1.

Table 6.10.2.3.1: Example of linkage between RABs and services
	RAB
	Residual BER [15]
	Services

	Traffic class [15]
	SSD [15]
	Max. rate, kbps
	CS/PS
	
	

	Conversational
	Speech
	UL:4.75-12.2 DL:4.75-12.2
	CS
	5x10-4,

1x10-3,

5x10-3
	AMR speech

	Conversational
	Unknown
	UL:64 DL:64
	CS
	1x10-4 or 1x10-6
	UDI 1B, 64k 3G-324M [15]

	Conversational
	Unknown
	UL:32 DL:32
	CS
	1x10-4 or 1x10-6
	32k 3G-324M [15]

	Conversational
	Unknown
	UL:28.8 DL:28.8
	CS
	1x10-3
	Transparent modem

	Streaming
	Unknown
	UL:14.4 DL:14.4
	CS
	1x10-3
	FAX[6]

	Streaming
	Unknown
	UL:28.8 DL:28.8
	CS
	1x10-3
	FAX [18]

PIAFS 32 kbps

	Streaming
	Unknown
	UL:57.6 DL:57.6
	CS
	1x10-3
	Modem [18], FTM [17]

PIAFS 64 kbps

	Streaming
	Unknown
	UL:64-128 or DL:64-384
	CS
	1x10-3 or 1x10-4
	Streaming video, uni-directional

	Interactive or Background
	N/A
	UL:32-384

DL:8-2048
	PS
	1x10-3 or 1x10-4
	Packet


NOTE 1:
SMS can be provided via the signalling RB (DCCH) on DPCH or SCCPCH.

NOTE 2:
CBS can be provided via the signalling RB (CTCH) on SCCPCH.

NOTE 3:
UDI nB can be provided via n RABs of conversational 64 kbps.

6.10.2.4
Typical radio parameter sets

6.10.2.4.1
Combinations on DPCH

*** The section is partly omitted**
6.10.2.4.1.63
Interactive or background / UL:64 DL:768 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH

6.10.2.4.1.63.1
Uplink

See clause 6.10.2.4.1.26.1.

6.10.2.4.1.63.2
Downlink

6.10.2.4.1.63.2.1
Transport channel parameters
6.10.2.4.1.63.2.1.1
Transport channel parameters for Interactive or background / DL:768 kbps / PS RAB

	Higher

layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320

	
	Max data rate, bps
	768000

	
	AMD PDU header, bit
	16

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	336

	
	TFS
	TF0, bits
	0x336

	
	
	TF1, bits
	1x336

	
	
	TF2, bits
	2x336

	
	
	TF3, bits
	4 x336

	
	
	TF4, bits
	8 x336

	
	
	TF5, bits
	12x336

	
	
	TF6, bits
	16 x336

	
	
	TF7, bits
	20 x336

	
	
	TF8, bits
	24 x336

	
	
	TF9, bits
	N/A (alt 28x336)

	
	
	TF10, bits
	N/A (alt 32x336)

	
	
	TF11, bits
	N/A (alt 36x336)

	
	
	TF12, bits
	N/A (alt 40x336)

	
	
	TF13, bits
	N/A (alt 44x336)

	
	
	TF14, bits
	N/A (alt 48x336)

	
	TTI, ms
	10 (alt 20)

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	25368 (alt 50736)

	
	RM attribute
	110-150


6.10.2.4.1.63.2.1.2
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1.

6.10.2.4.1.63.2.1.3
TFCS

	TFCS size
	18 (alt. 30)

	TFCS
	(768 kbps RAB, DCCH)=
(TF0, TF0), (TF1, TF0), (TF2, TF0), (TF3, TF0), (TF4, TF0), (TF5, TF0), (TF6, TF0), (TF7, TF0), (TF8, TF0), 

(TF0, TF1), (TF1, TF1), (TF2, TF1), (TF3, TF1), (TF4, TF1), (TF5, TF1), (TF6, TF1), (TF7, TF1), (TF8, TF1)
(alt . (TF0, TF0), (TF1, TF0), (TF2, TF0), (TF3, TF0), (TF4, TF0), (TF5, TF0), (TF6, TF0), (TF7, TF0), (TF8, TF0), (TF9, TF0), (TF10, TF0), (TF11, TF0), (TF12, TF0), (TF13, TF0), (TF14, TF0)
(TF0, TF1), (TF1, TF1), (TF2, TF1), (TF3, TF1), (TF4, TF1), (TF5, TF1), (TF6, TF1), (TF7, TF1), (TF8, TF1) (TF9, TF1), (TF10, TF1), (TF11, TF1), (TF12, TF1), (TF13, TF1), (TF14, TF1))




6.10.2.4.1.63.2.2
Physical channel parameters

	DPCH Downlink
	DTX position
	Flexible

	
	Spreading factor
	8

	
	Number of DPCH
	2

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	8

	
	
	Number of Pilot bits/slot
	16

	
	DPDCH
	Number of data bits/slot
	608

	
	
	Number of data bits/frame
	9120


6.10.3.4.1.64
Interactive or background / UL:32 DL:64 kbps / PS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH (L1 multiplexing)

6.10.2.4.1.64.1
Uplink

6.10.2.4.1.64.1.1
Transport channel parameters

6.10.2.4.1.64.1.1.1
Transport channel parameters for Interactive or background / UL:32 kbps / PS RAB

See clause 6.10.2.4.1.23.1.1.1
6.10.2.4.1.64.1.1.2
Transport channel parameters for Interactive or background / UL:32 kbps / PS RAB

See clause 6.10.2.4.1.23.1.1.1
6.10.2.4.1.57a.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1.

6.10.2.4.1.64.1.1.4
TFCS

	TFCS size
	18 (alt. 8)


	TFCS
	(I/B 32 kbps RAB, I/B 32 kbps RAB, DCCH)=

(TF0, TF0 .TF0), (TF1, TF0, TF0), (TF2, TF0, TF0), (TF0, TF1, TF0), (TF1, TF1, TF0), 
(TF2, TF1, TF0), (TF0, TF2, TF0), (TF1, TF2, TF0), (TF2, TF2, TF0), (TF0, TF0 .TF1), 

(TF1, TF0, TF1), (TF2, TF0, TF1), (TF0, TF1, TF1), (TF1, TF1, TF1), (TF2, TF1, TF1), 

(TF0, TF2, TF1), (TF1, TF2, TF1), (TF2, TF2, TF1)
(alt. (TF0, TF0 .TF0), (TF1, TF0, TF0), (TF0, TF1, TF0), (TF1, TF1, TF0), (TF0, TF0 .TF1), (TF1, TF0, TF1), (TF0, TF1, TF1), (TF1, TF1, TF1), 


6.10.2.4.1.64.1.2
Physical channel parameters

	DPCH Uplink
	Min spreading factor
	16

	
	Max number of DPDCH data bits/radio frame
	2400

	
	Puncturing Limit
	 1



6.10.2.4.1.64.2
Downlink

6.10.2.4.1.64.2.1
Transport channel parameters

6.10.2.4.1.64.2.1.1
Transport channel parameters for Interactive or background / DL:64 kbps / PS RAB

See clause 6.10.2.4.1.25.2.1.1.

6.10.2.4.1.64.2.1.2
Transport channel parameters for Interactive or background / DL:64 kbps / PS RAB

See clause 6.10.2.4.1.25.2.1.1.

6.10.2.4.1.64.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1.

6.10.2.4.1.64.2.1.4
TFCS

	TFCS size
	50 


	TFCS
	(I/B 64 kbps RAB, I/B 64 kbps RAB, DCCH)=

(TF0, TF0 .TF0), (TF1, TF0, TF0), (TF2, TF0, TF0), (TF3, TF0, TF0), (TF4, TF0, TF0),

(TF0, TF1, TF0), (TF1, TF1, TF0), (TF2, TF1, TF0), (TF3, TF1, TF0), (TF4, TF1, TF0),

(TF0, TF2, TF0), (TF1, TF2, TF0), (TF2, TF2, TF0), (TF3, TF2, TF0), (TF4, TF2, TF0),

(TF0, TF3, TF0), (TF1, TF3, TF0), (TF2, TF3, TF0), (TF3, TF3, TF0), (TF4, TF3, TF0),

(TF0, TF4, TF0). (TF1, TF4, TF0), (TF2, TF4, TF0), (TF3, TF4, TF0), (TF4, TF4, TF0),

(TF0, TF0 .TF1), (TF1, TF0, TF1), (TF2, TF0, TF1), (TF3, TF0, TF1), (TF4, TF0, TF1),

(TF0, TF1, TF1), (TF1, TF1, TF1), (TF2, TF1, TF1), (TF3, TF1, TF1), (TF4, TF1, TF1),

(TF0, TF2, TF1), (TF1, TF2, TF1), (TF2, TF2, TF1), (TF3, TF2, TF1), (TF4, TF2, TF1),

(TF0, TF3, TF1), (TF1, TF3, TF1), (TF2, TF3, TF1), (TF3, TF3, TF1), (TF4, TF3, TF1),

(TF0, TF4, TF1), (TF1, TF4, TF1), (TF2, TF4, TF1), (TF3, TF4, TF1), (TF4, TF4, TF1),


6.10.2.4.1.64.2.2
Physical channel parameters

	DPCH

Downlink
	DTX position
	Flexible

	
	Spreading factor
	16

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	8

	
	
	Number of Pilot bits/slot
	16

	
	DPDCH
	Number of data bits/slot
	288

	
	
	Number of data bits/frame
	4320


*** End of the last modification***



�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.


�PAGE \# "'Page: '#'�'"  �� The number of TFC in UL is limited to 64 for 384kbps class UE in rel99


�PAGE \# "'Page: '#'�'"  �� Values to be defined


�PAGE \# "'Page: '#'�'"  ��The number of TFC in DL is limited to 128 for 384kbps class UE in rel99





CR page 1

