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1. Overall Description:

RAN 2 would like to inform CN1 about the RAN 2 assumptions concerning the interaction between the access and non- access statum in the UE for MBMS.
Notification
RAN 2 assumes UE-NAS informs UE-AS about the TMGIs of the multicast services the UE has joined as well as the TMGIs of the broadcast services the UE is interested in. UE-AS requires this information eg. to monitor the MBMS notificaiton indicator channel (MICH)

Connection establishment

UTRAN may apply counting to determine the optimum transfer mode to use. During counting, the UE may need to establish an RRC connection. RAN 2 assumes that in this case UE-AS will request UE-NAS to establish this connection. Furthermore, RAN 2 has agreed to use a special cause value within this RRC connection establishment procedure.
Service prioritisation

There may be cases in which a UE is not able to receive all of the services provided by UTRAN that it is interested in. RAN 2 assumes upon detecting the inability to receive services due to UE radio access capability limitations, UE-AS will request UE-NAS to perform a service prioritisation and to possibly stop lower priority services prohibiting UE-AS to receive a higher priority service.

Bearer capability checking

RAN 2 understands that during joining CN verifies the UE’s bearer capabilities. RAN 2 would like to know what is intended to be covered by this bearer capability checking during joining ie. whether this may include UE radio access capabilities

RAB identity
RAN 2 has discussed the use of the RAB identity when establishing a point to point radio bearer for MBMS. It is the understanding of RAN 2 that CN1 will apply the NSAPI to identify the PDP context of a specific MBMS service. RAN 2 assumes that, although the existing NSAPI definition may be modified to extend the value range, it would still be possible to map the NSAPI to the existing RAB identiy (8 bits).

2. Actions:

To CN1 group.

ACTION: 

To confirm the RAN 2 understanding on the above is correct and to indicate whether the RAN2 assumptions are acceptable and if so, to take them into account in the NAS specification work for MBMS.

3. Date of Next R2 Meetings:

RAN WG2#44
04-08 Oct 2004
Sophia-Antipolis, France

RAN WG2#45 
15-19 Nov 2004
Shin-Yokohama, Japan
