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1. Introduction

Throughout, TS 25.346 refers to S-CCPCH for reception of MCCH and MTCH (Sections 5.2.3, 5.2.4, 6.2.1, 7.2, 8.3.7, 10.2 and Annex B). The text which refers to S-CCPCH is incorrect for TDD and the use of “S-CCPCH” leads to TS 25.346 having some inconsistencies with other 25 series specifications. TS 25.346 should refer to CCTrCH or FACH-type CCTrCH instead of S-CCPCH.
2. Background

The mapping of logical channels to transport channels and the multiplexing of transport channels to a coded composite transport channel (CCTrCH) is specified in [2, 4]. Figure 1 shows a simplified view of this process.


[image: image1]
Figure 1: Simplified view of Pysical Layer and mapping of transport channels to a CCTrCH

For FDD the CCTrCH carrying one or more FACHs is mapped to one physical channel, S-CCPCH [1]. For TDD, the CCTrCH carrying one or more FACHs may be mapped to several S-CCPCHs [3]. Mapping of the CCTrCH to S-CCPCH(s) is shown by Figure 2.

[image: image2]
UE capabilities are specified [5] in terms of numbers of simultaneous CCTrCHs that are supported.

3. Proposal

In order to make text appropriate to both TDD and FDD it is proposed to replace “S-CCPCH” by “CCTrCH” in Sections 5.2.3, 5.2.4, 6.2.1and 8.3.7 and by “FACH-type CCTrCH” in Scetions 7.2 an 10.2 of TS 25.346 [6]. It is also proposed to replace “S-CCPCH/FACH” by “FACH-type CCTrCH" in Annex B of TS 25.346 [6].
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Figure 2 b) TDD, FACH-type CCTrCH mapped to several S-CCPCHs
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Figure 2 a) FDD, FACH-type CCTrCH mapped to one S-CCPCH only
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