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1
Introduction
UE behaviour in the case of MTCH reception in barred cells is not currently specified.  This document proposes text to describe the UE behaviour for MBMS reception in a number of situations
2
Text proposal
The following text is proposed as rules for the UE behaviour:

· UE must be camped on a suitable cell to receive MBMS

· When a UE is camped on barred cells: Release 99 rules apply equally as before.
· When a UE is camped on reserved cells: Release 99 rules apply equally as before.
· On cells with UEs Access Class barred 
· Idle Mode: When UE camps in a cell where access class barring is applied, UEs are allowed to receive the ptm broadcast and the multicast service but not participate in counting or repair for multicast. 

· Connected Mode: UEs in RRC connected mode are allowed to receive the broadcast and the multicast service and also participate in counting or repair for multicast.  
· A UE in limited service state cannot receive MBMS
· Before the UE receives a reject from the CN, the UE will use legacy behaviour to determine whether MBMS can be received according to the prior text descriptions.  
· Combining with a neighbour cell can be done as long as the information is provided in the cell the UE is camped upon.



3
Conclusions
It is proposed that the above points be discussed and captured in the TS. If it is felt by the group that the behaviour in ACB cells is not sufficient, then some mechanism for the UE to check the cell status could be introduced to align the behaviour with the idle mode behaviour.
