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	Reason for change:
(

	Regarding the naming of R4 non-critical extension “additionalMeasuredResults” in MEASUREMENT REPORT message, 

additionalMeasuredResults-LCR
MeasuredResultsList-LCR-r4-ext


OPTIONAL,
both UE and RNC implementation may be misguided into incorrect ASN.1 IE setting and reading with measurement results. Actually, the only correct understanding is that both R4 measurement results and additional measurement results(if exists) shall be contained in the single IE “MeasuredResultsList-LCR-r4-ext”, regardless of their presence ranking.



	
	

	Summary of change:
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	One note was inserted in ASN description associated with R4 non-critical extension IE ‘MeasuredResultsList-LCR-r4-ext’.
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not approved:
	If not approved, and UE or RNC was implemented following the misguidance, i.e. sets and reads measurement results at/from the wrong place, this will lead to inter-operation failure given that ‘t-adv’ was required to be reported. 
This clarification was for 1.28 Mcps TDD mode only.
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MeasurementReport ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



measuredResults




MeasuredResults





OPTIONAL,



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Non-critical extensions



v390nonCriticalExtensions


SEQUENCE {




measurementReport-v390ext

MeasurementReport-v390ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





measurementReport-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {





measurementReport-v4b0ext

MeasurementReport-v4b0ext-IEs,






-- Extension mechanism for non-Rel4 information






v590NonCriticalExtensions
SEQUENCE {







measurementReport-v590ext

MeasurementReport-v590ext-IEs,







nonCriticalExtensions


SEQUENCE {}





OPTIONAL






}






OPTIONAL





}






OPTIONAL



}





OPTIONAL


}






OPTIONAL

}

MeasurementReport-v390ext ::= SEQUENCE {



measuredResults-v390ext


MeasuredResults-v390ext



OPTIONAL

}

MeasurementReport-v4b0ext-IEs ::= SEQUENCE {


interFreqEventResults-LCR

InterFreqEventResults-LCR-r4-ext

OPTIONAL,

--additionalMeasuredResults-LCR shall contain measurement results and additional measurement
--results list.

additionalMeasuredResults-LCR
MeasuredResultsList-LCR-r4-ext


OPTIONAL,


gsmOTDreferenceCell



PrimaryCPICH-Info





OPTIONAL

}

MeasurementReport-v590ext-IEs ::= SEQUENCE {


measuredResults-v590ext



MeasuredResults-v590ext



OPTIONAL

}
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