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	1. It’s reasonable for the RNC and UE equipment to support the p-t-p MBMS services even by introducing the upgrade of equipment as limited as possible;
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10.3.3.23
Paging record

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Used paging identity
	MP
	
	
	
	

	>CN identity
	
	
	
	
	

	>>Paging cause
	MP
	
	Paging cause 10.3.3.22
	
	

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>CHOICE UE Identity
	MP
	
	
	Three spare values are needed.
	

	>>>IMSI (GSM-MAP)
	
	
	IMSI (GSM-MAP) 10.3.1.5
	
	

	>>>TMSI (GSM-MAP)
	
	
	TMSI (GSM-MAP) 10.3.1.17
	
	

	>>>P-TMSI (GSM-MAP)
	
	
	P-TMSI (GSM-MAP) 10.3.1.13
	
	

	>>>IMSI (DS-41)
	
	
	TIA/EIA/IS-2000-4
	
	

	>>>TMSI (DS-41)
	
	
	TIA/EIA/IS-2000-4
	
	

	>UTRAN single UE identity
	
	
	
	
	

	>>U-RNTI
	MP
	
	U-RNTI 10.3.3.47
	
	

	>>CN originated page to connected mode UE
	OP
	
	
	
	

	>>>Paging cause
	MP
	
	Paging cause 10.3.3.22
	
	

	>>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>>Paging record type identifier
	MP
	
	Paging record type identifier

10.3.1.10
	
	

	>>RRC connection release information
	MP
	
	RRC connection release information 10.3.3.35o
	
	REL-5

	>UTRAN group identity
	
	1 to <maxURNTIgroup>
	
	
	REL-5

	>>RRC connection release information
	MP
	
	RRC connection release information 10.3.3.35o
	
	REL-5

	>>Group release information
	MP
	
	Group release information 10.3.3.14o
	
	REL-5

	>MBMS identity
	
	
	
	
	REL-6

	>> MBMS service identity
	OP
	
	MBMS service identity

10.3.9a.8
	
	REL-6


	Condition
	Explanation

	CHOICE Used paging identity
	Condition under which the given used paging identity is chosen

	CN identity
	For CN originating pages (for idle mode UEs)

	UTRAN single UE identity
	For UTRAN originating pages (for connected mode UEs), addressing a single UE

	UTRAN group identity
	For UTRAN originating pages (for connected mode UEs), addressing a group of UEs

	MBMS identity
	For UTRAN originating pages (for MBMS activated UEs), addressing a group of UEs
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