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10.3.4
Radio Bearer Information elements

10.3.4.21
RB mapping info

A multiplexing option for each possible transport channel MAC-d flow or E-DCH MAC-d flow this RB can be multiplexed on.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Information for each multiplexing option
	MP
	1 to <maxRBMuxOptions>
	
	
	

	>RLC logical channel mapping indicator
	CV-UL-RLCLogicalChannels
	
	Boolean
	TRUE indicates that the first logical channel shall be used for data PDUs and the second logical channel shall be used for control PDUs.

FALSE indicates that control and data PDUs can be sent on either of the two logical channels.

This parameter is not used in this release and shall be set to TRUE.
	

	>Number of uplink RLC logical channels
	CV-UL-RLC info
	1 to MaxLoCHperRLC
	
	1 or 2 logical channels per RLC entity or radio bearer

RLC [16]
	

	>>Uplink transport channel type
	MP
	
	Enumerated(DCH,RACH,CPCH,USCH
	CPCH is FDD only

USCH is TDD only
	

	
	
	
	, E-DCH)
	Note 2
	REL-6

	>>CHOICE Uplink transport channel type
	
	
	
	
	REL-6

	>>>DCH, RACH, CPCH, USCH
	
	
	
	
	REL-6

	>>>>ULTransport channel identity
	CV-UL-DCH/USCH
	
	Transport channel identity 10.3.5.18
	This is the ID of a DCH or USCH (TDD only) that this RB could be mapped onto.
	

	>>>>Logical channel identity
	OP
	
	Integer(1..15)
	This parameter is used to distinguish logical channels multiplexed by MAC on a transport channel.
	

	>>>>CHOICE RLC size list
	MP
	
	
	The RLC sizes that are allowed for this logical channel.
	

	>>>>>All
	
	
	Null
	All RLC sizes listed in the Transport Format Set. 10.3.5.23
	

	>>>>>Configured
	
	
	Null
	The RLC sizes configured for this logical channel in the Transport Format Set. 10.3.5.23 if present in this message or in the previously stored configuration otherwise
	

	>>>>>Explicit List
	
	1 to <maxTF>
	
	Lists the RLC sizes that are valid for the logical channel.
	

	>>>>>>RLC size index
	MP
	
	Integer(1..maxTF)
	The integer number is a reference to the RLC size which arrived at that position in the Transport Format Set 10.3.5.23
	

	>>>E-DCH
	
	
	
	
	REL-6

	>>>>E-DCH MAC-d flow identity
	MP
	
	E-DCH MAC-d flow identity 10.3.5.7e
	
	REL-6

	>>>>DDI
	MP
	
	Integer (0..62)
	If more than 1 UL RLC PDU size is configured for this RB, the different sizes will use subsequent DDI values starting from this DDI value.

Value “0x3F” is reserved
	REL-6

	>>>>RLC PDU size list
	MP
	1 to <maxRLCPDUsizePerLogChan>
	
	
	REL-6

	>>>>>RLC PDU size
	MP
	
	Integer (16..5000 by step of 8)

	Unit is bits


	REL-6

	>>MAC logical channel priority
	MP
	
	Integer(1..8)
	This is priority between a user's different RBs (or logical channels). [15]
	

	>Downlink RLC logical channel info
	CV-DL-RLC info
	
	
	
	

	>>Number of downlink RLC logical channels
	MD
	1 to MaxLoCHperRLC
	
	1 or 2 logical channels per RLC entity or radio bearer

RLC [16]

Default value is that parameter values for DL are exactly the same as for corresponding UL logical channel. In case two multiplexing options are specified for the UL, the first options shall be used as default for the DL. As regards to the IE "Channel type", rule is specified in 8.6.4.8.
	

	>>>Downlink transport channel type
	MP
	
	Enumerated(DCH,FACH,DSCH,DCH+DSCH
	
	

	
	
	
	, HS-DSCH, DCH + HS-DSCH)
	Note 1
	REL-5

	>>>DL DCH Transport channel identity
	CV-DL-DCH
	
	Transport channel identity 10.3.5.18
	
	

	>>>DL DSCH Transport channel identity
	CV-DL-DSCH
	
	Transport channel identity 10.3.5.18
	
	

	>>>DL HS-DSCH MAC-d flow identity
	CV-DL-HS-DSCH
	
	MAC-d flow identity 10.3.5.7c
	
	REL-5

	>>>Logical channel identity
	OP
	
	Integer(1..15)
	16 is reserved
	

	Note 1:
The IE "Downlink transport channel type" values "HS-DSCH" and "DCH + HS-DSCH" are not used 
in the RRC CONNECTION SETUP message.


	Note 2:
The IE "Uplink transport channel type" value E-DCH is not used in the RRC CONNECTION SETUP message.


	Condition
	Explanation

	UL-RLC info
	If "CHOICE Uplink RLC mode" in the IE "RLC info" that applies for that RB (i.e. either the one stored or received in the same message for the RB for which the "RB mapping info" was received, or the one stored or received in the same message for the RB pointed at in the IE "Same as RB" in the IE "RB information to setup" stored or received in the same message) is present this IE is mandatory present. Otherwise the IE is not needed.

	DL-RLC info
	If "CHOICE Downlink RLC mode" in the IE "RLC info" that applies for that RB (i.e. either the one stored or received in the same message for the RB for which the "RB mapping info" was received, or the one stored or received in the same message for the RB pointed at in the IE "Same as RB" in the IE "RB information to setup" stored or received in the same message) is present this IE is mandatory present. Otherwise the IE is not needed.

	UL-RLCLogicalChannels
	If "Number of uplink RLC logical channels" in IE "RB mapping info" is 2, then this IE is mandatory present. Otherwise this IE is not needed.

	UL-DCH/USCH
	If IE "Uplink transport channel type" is equal to "DCH" or "USCH" (TDD only) this IE is mandatory present. Otherwise the IE is not needed.

	DL-DCH
	If IE "Downlink transport channel type" is equal to "DCH", "DCH+DSCH" or “DCH + HS-DSCH” this IE is mandatory present. Otherwise the IE is not needed.

	DL-DSCH
	If IE "Downlink transport channel type" is equal to "DSCH" or "DCH+DSCH" this IE is mandatory present. Otherwise the IE is not needed.

	DL-HS-DSCH
	If IE "Downlink transport channel type" is equal to "HSDSCH" or “DCH + HS-DSCH” this IE is mandatory present. Otherwise the IE is not needed.


10.3.4.23
RLC info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Uplink RLC mode
	OP
	
	
	Indicates if Acknowledged, Unacknowledged or Transparent mode RLC shall be used. 
	

	>AM RLC
	
	
	
	
	

	>>Transmission RLC discard
	MP
	
	Transmission RLC discard 10.3.4.25
	
	

	>>Transmission window size
	MP
	
	Integer(1,8,16,32,64,128,256,512,768,1024,1536,2047,2560,3072,3584,4095)
	Maximum number of RLC PUs sent without getting them acknowledged. This parameter is needed if acknowledged mode is used. UE shall also assume that the UTRAN receiver window is equal to this value.
	

	>>Timer_RST
	MP
	
	Integer(50, 100, 150, 200, 250, 300, 350, 400, 450, 500, 550, 600, 700, 800, 900, 1000)
	Elapsed time in milliseconds. It is used to trigger the retransmission of RESET PDU.
	

	>>Max_RST
	MP
	
	Integer(1, 4, 6, 8, 12 16, 24, 32)
	Defined in [16]
	

	>>Polling info
	OP
	
	Polling info 10.3.4.4
	
	

	>UM RLC
	
	
	
	
	

	>>Transmission RLC discard
	OP
	
	Transmission RLC discard 10.3.4.25
	
	

	>TM RLC
	
	
	
	
	

	>>Transmission RLC discard
	OP
	
	Transmission RLC discard 10.3.4.25
	
	

	>>Segmentation indication
	MP
	
	Boolean
	TRUE indicates that segmentation is performed.
	

	CHOICE Downlink RLC mode
	OP
	
	
	Indicates if Acknowledged, Unacknowledged or Transparent mode RLC shall be used
	

	>AM RLC
	
	
	
	
	

	>>DL RLC PDU size
	MP
	
	Integer (16..5000 by step of 8)

	Unit is bits
	REL-5

	>>In-sequence delivery
	MP
	
	Boolean
	TRUE indicates that RLC shall preserve the order of higher layer PDUs when these are delivered.

FALSE indicates that receiving RLC entity could allow SDUs to be delivered to the higher layer in different order than submitted to RLC sublayer at the transmitting side.
	

	>>Receiving window size 
	MP
	
	Integer(1,8,16,32,64,128,256,512,768,1024,1536,2047,2560,3072,3584,4095)
	Maximum number of RLC PUs allowed to be received. This parameter is needed if acknowledged mode is used. UE shall also assume that the UTRAN transmitter window is equal to this value
	

	>>Downlink RLC status Info
	MP
	
	Downlink RLC status info

10.3.4.1
	
	

	>UM RLC
	
	
	
	(No data)
	

	>>DL UM RLC LI size
	MP
	
	Integer(7, 15)
	Size in bits to use for the downlink RLC UM LI.
	REL-5

	>>DL Duplication Avoidance and Reordering info
	OP
	
	UM Duplication Avoidance and Reordering info 10.3.4.26
	
	REL-6

	>>DL Out of sequence delivery info
	OP
	
	UM Out of sequence delivery info 10.3.4.27
	
	REL-6

	>TM RLC
	
	
	
	
	

	>>Segmentation indication
	MP
	
	Boolean
	TRUE indicates that segmentation is performed.
	

	One sided RLC re-establishment
	MP
	
	Boolean
	TRUE indicates that only one side of the AM RLC entity is re-established. 
	REL-5


	
	

	

	


NOTE:

This information element is included within IE "Predefined RB configuration".

10.3.5
Transport CH Information elements

10.3.5.1b
Added or reconfigured E-DCH MAC-d flow

This IE is used in relation to MAC-d flows mapped to the E-DCH transport channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-DCH MAC-d  flow identity 
	MP
	
	E-DCH MAC-d flow identity 10.3.5.7e
	
	REL-6

	E-DCH MAC-d flow power offset
	OP
	
	FFS
	Only allowed to be absent when already defined for this E-DCH MAC-d flow
	REL-6

	E-DCH MAC-d flow maximum number of  retransmissions
	OP
	
	Integer (0..FFS)
	Only allowed to be absent when already defined for this E-DCH MAC-d flow
	REL-6

	E-DCH MAC-d flow multiplexing list
	OP
	
	Bitstring (maxE-DCHMACdFlow-1)
	Indicates whether information from this MAC-d flow can be multiplexed in the same MAC-e PDU with MAC-d PDU’s belonging to other MAC-d flows.

Bit 0 is for MAC-d flow 0, … 

Only bits below “MAC-d flow identity” of this MAC-d flow shall be used.

Value '1' means multiplexing is allowed.
	REL-6


10.3.5.2
Added or Reconfigured UL TrCH information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH
	USCH is TDD only
	

	
	
	
	,E-DCH)
	Note 1
	REL-6

	UL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	
	CV-NotE-DCH
	
	
	
	REL-6

	CHOICE UL parameters
	
	
	
	
	REL-6

	>DCH,USCH
	
	
	
	
	REL-6

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	
	

	>E-DCH
	
	
	
	Note 1
	REL-6

	>>E-DCH Transmission Time 

Interval
	OP
	
	Integer(2,10)
	Unit is ms.
	REL-6

	>>HARQ info for E-DCH
	OP
	
	10.3.5.7d
	
	REL-6

	>>Added or reconfigured E-DCH 

MAC-d flow
	OP
	
	10.3.5.1b
	
	REL-6

	Note 1:
The IE "Uplink transport channel type" value "E-DCH" is not used in the RRC CONNECTION SETUP message, nor is the CHOICE UL parameters = "E-DCH".



	Condition
	Explanation

	NotE-DCH
	If the uplink transport channel type is DCH or USCH then this IE is mandatory otherwise it is not needed.


NOTE:

This information element is included within IE "Predefined RB configuration".

10.3.5.7d
HARQ Info for E-DCH

This IE is used in relation to the E-DCH transport channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	HARQ Round Trip Time
	MP
	
	Integer

(1..maxHarqRTT)
	A value “x” means that every x-th TTI the same HARQ process shall be scheduled.
	REL-6


10.3.5.23
Transport Format Set

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE Transport channel type
	MP
	
	
	

	>Dedicated transport channels
	
	
	
	The transport channel that is configured with this TFS is of type DCH

	>>Dynamic Transport Format Information
	MP
	1 to <maxTF>
	
	

	>>>RLC Size
	MP
	
	Integer (16..5000 by step of 8
)

	Unit is bits

	>>>Number of TBs and TTI List
	MP
	1 to <maxTF>
	
	Present for every valid number of TB's (and TTI) for this RLC Size.

	>>>>Transmission Time Interval 
	CV-dynamicTTI
	
	Integer(10,20,40,80)
	Unit is ms.

	>>>>Number of Transport blocks 
	MP
	
	Integer(0..512)
	

	>>>CHOICE Logical Channel List
	MP
	
	
	The logical channels that are allowed to use this RLC Size



	>>>>ALL
	
	
	Null
	All logical channels mapped to this transport channel.

	>>>>Configured
	
	
	Null
	The logical channels configured to use this RLC size in the RB mapping info. 10.3.4.21 if present in this message or in the previously stored configuration otherwise

	>>>>Explicit List
	
	1 to 15
	
	Lists the logical channels that are allowed to use this RLC size.

	>>>>>RB Identity
	MP
	
	RB identity 10.3.4.16
	

	>>>>>LogicalChannel
	CH-UL-RLCLogicalChannels
	
	Integer(0..1)
	Indicates the relevant UL logical channel for this RB. "0" corresponds to the first, "1" corresponds to the second UL logical channel configured for this RB in the IE "RB mapping info".

	>>Semi-static Transport Format Information
	MP
	
	Semi-static Transport Format Information 10.3.5.11
	

	>Common transport channels
	
	
	
	The transport channel that is configured with this TFS is of a type not equal to DCH

	>>Dynamic Transport Format Information
	MP
	1 to <maxTF>
	
	Note

	>>>RLC Size
	MP
	
	Integer (16..5000 by step of 8
)

	Unit is bits

	>>>Number of TBs and TTI List
	MP
	1 to <maxTF>
	
	Present for every valid number of TB's (and TTI) for this RLC Size.

	>>>>Number of Transport blocks 
	MP
	
	Integer(0..512)
	

	>>>>CHOICE mode
	MP
	
	
	

	>>>>>FDD
	
	
	
	(no data)

	>>>>>TDD
	
	
	
	

	>>>>>>Transmission Time Interval
	CV-dynamicTTI
	
	Integer(10,20,40,80)
	Unit is ms.

	>>>CHOICE Logical Channel List
	MP
	
	
	The logical channels that are allowed to use this RLC Size. 

	>>>>ALL
	
	
	Null
	All logical channels mapped to this transport channel.

	>>>>Configured
	
	
	Null
	The logical channels configured to use this RLC size in the RB mapping info. 10.3.4.21 if present in this message or in the previously stored configuration otherwise

	>>>>Explicit List
	
	1 to 15
	
	Lists the logical channels that are allowed to use this RLC size.

	>>>>>RB Identity
	MP
	
	RB identity 10.3.4.16
	

	>>>>>LogicalChannel
	CV-UL-RLCLogicalChannels
	
	Integer(0..1)
	Indicates the relevant UL logical channel for this RB. "0" corresponds to the first, "1" corresponds to the second UL logical channel configured for this RB in the IE "RB mapping info".

	>>Semi-static Transport Format Information
	MP
	
	Semi-static Transport Format Information 10.3.5.11
	


	Condition
	Explanation

	dynamicTTI
	This IE is mandatory present if dynamic TTI usage is indicated in IE Transmission Time Interval in Semi-static Transport Format Information. Otherwise it is not needed.

	UL-RLCLogicalChannels
	If "Number of uplink RLC logical channels" in IE "RB mapping info" in this message is 2 or the IE "RB mapping info" is not present in this message and 2 UL logical channels are configured for this RB, then this IE is mandatory present. Otherwise this IE is not needed.


10.3.6
Physical CH Information elements

10.3.6.27
Downlink information for each radio link

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Choice mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>>Cell ID
	OP
	
	Cell ID 10.3.2.2
	
	REL-4

	>>PDSCH with SHO DCH Info
	OP
	
	PDSCH with SHO DCH Info 10.3.6.47
	
	

	>>PDSCH code mapping
	OP
	
	PDSCH code mapping 10.3.6.43
	
	

	>>Serving HS-DSCH radio link indicator
	CV-not_rrcConnectionSetup
	
	Boolean
	The value "TRUE" indicates that this radio link is the serving HS-DSCH radio link
	REL-5

	>> Serving E-DCH radio link
	CV-not_rrcConnectionSetup
	
	Boolean
	The value "TRUE" indicates that this radio link is the serving E-DCH radio link
	REL-6

	>TDD
	
	
	
	
	

	>>Primary CCPCH info
	MP
	
	Primary CCPCH info 10.3.6.57
	
	

	Downlink DPCH info for each RL
	OP
	
	Downlink DPCH info for each RL 10.3.6.21
	
	

	SCCPCH Information for FACH
	OP
	
	SCCPCH Information for FACH

10.3.6.70
	
	

	E-AGCH Info
	CV-not_rrcConnectionSetup

	
	E-AGCH Info 10.3.6.100
	
	REL-6

	E-HICH Information
	 CV-not_rrcConnectionSetup
	
	E-HICH Info 10.3.6.101
	
	REL-6

	E-RGCH Information
	 CV-not_rrcConnectionSetup
	
	E-RGCH Info

10.3.6.102
	
	REL-6


	Condition
	Explanation

	not_rrcConnectionSetup
	This IE is not needed in the RRC CONNECTION SETUP message. Otherwise it is mandatory present.


10.3.6.97
E-DCH Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-DPCCH info
	OP
	
	E-DPCCH Info 10.3.6.98
	
	REL-6

	E-DPDCH info
	OP
	
	E-DPDCH info 10.3.6.99
	
	REL-6


10.3.6.98
E-DPCCH Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-DPCCH/DPCCH power offset
	MP
	
	FFS
	
	REL-6


10.3.6.99
E-DPDCH Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Reference E-TFCI power offset
	MP
	
	FFS
	
	REL-6

	E-TFCI table index
	MP
	
	Integer (0..FFS)
	Indicates which standardised E-TFCI TB size table shall be used
	REL-6

	Maximum number of channelisation codes
	MP
	
	Integer (1, 2, 4)
	
	REL-6


10.3.6.100
E-AGCH  Info

Includes the configuration for the E-DCH related Absolute Grant Channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	DL Scrambling Code
	MD

	
	Secondary scrambling code  10.3.6.74
	?
	REL-6

	E-AGCH Channelisation Code
	MP
	
	Integer 
(0..255)
	
	REL-6


10.3.6.101
E-HICH Info

Includes the configuration for the E-DCH related HARQ Acknowledgement Indicator Channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	DL Scrambling Code
	MD

	
	Secondary scrambling code  10.3.6.74
	?
	REL-6

	Channelisation Code
	MP
	
	Integer 
(0..127)
	
	REL-6

	Signature Sequence
	MP
	
	Integer (0..39)
	
	REL-6

	Timing offset
	MP
	
	FFS
	FFS whether this IE is really needed
	REL-6


10.3.6.102
E-RGCH Info

Includes the configuration for the E-DCH related Relative Grant Channel. 

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	DL Scrambling Code
	MD

	
	Secondary scrambling code  10.3.6.74
	?
	REL-6

	Signature Sequence
	MP
	
	Integer (0..39)
	
	REL-6

	Timing offset
	MP
	
	FFS
	FFS whether this IE is really needed
	REL-6


	RG combination index
	OP
	
	Integer(0..5)
	Radio links with the same index have RG commands, which for the UE are known to be the same. If no RG combination index is indicated, the RG commands from this RL cannot be combined with the RG commands from any other RL.
	REL-6


10.3.10
Multiplicity values and type constraint values

The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value
	Version

	CN information
	
	
	

	maxCNdomains
	Maximum number of CN domains
	4
	

	UTRAN mobility information
	
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1
	

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15
	

	maxURA
	Maximum number of URAs in a cell
	8
	

	maxInterSysMessages
	Maximum number of Inter System Messages
	4
	

	maxRABsetup
	Maximum number of RABs to be established
	16
	

	UE information
	
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25
	

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8
	

	maxDRACclasses
	Maximum number of UE classes which would require different DRAC parameters
	8
	

	maxFreqBandsFDD
	Maximum number of frequency bands supported by the UE as defined in [21]
	8
	

	maxFreqBandsTDD
	Maximum number of frequency bands supported by the UE as defined in [22]
	4
	

	maxFreqBandsGSM
	Maximum number of frequency bands supported by the UE as defined in [45]
	16
	

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8
	

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16
	

	MaxURNTIgroup
	Maximum number of U-RNTI groups in one message
	8
	REL-5

	RB information
	
	
	

	maxPredefConfig
	Maximum number of predefined configurations
	16
	

	maxRB
	Maximum number of RBs
	32
	

	maxSRBsetup
	Maximum number of signalling RBs to be established 
	8
	

	maxRBperRAB
	Maximum number of RBs per RAB
	8
	

	maxRBallRABs
	Maximum number of non signalling RBs
	27
	

	maxRBperTrCh
	Maximum number of RB per TrCh
	16
	REL-6

	maxRBMuxOptions
	Maximum number of RB multiplexing options
	8
	

	maxLoCHperRLC
	Maximum number of logical channels per RLC entity
	2
	

	maxRLCPDUsizePerLogChan
	Maximum number of RLC PDU sizes per logical channel
	FFS
	REL-6

	MaxROHC-PacketSizes
	Maximum number of packet sizes that are allowed to be produced by ROHC.
	16
	

	MaxROHC-Profiles
	Maximum number of profiles supported by ROHC on a given RB.
	8
	

	maxRFC 3095-CID
	Maximum number of available CID values per radio bearer
	16384
	REL-5

	TrCH information
	
	
	

	maxE-DCHMACdFlow
	Maximum number of E-DCH MAC-d flows
	FFS
	REL-6

	maxHarqRTT
	Maximum number of E-DCH HARQ processes
	FFS
	REL-6

	MaxHProcesses
	Maximum number of H-ARQ processes
	8
	REL-5

	MaxHSDSCH_TB_index
	Maximum number of TB set size configurations for the HS-DSCH.
	64 (FDD and 1.28 MCPS TDD); 512 (3.84 Mcps TDD)
	REL-5

	maxMACdPDUSizes
	Maximum number of MAC-d PDU sizes per queue permitted for MAC-hs
	8
	REL-5

	maxTrCH
	Maximum number of transport channels used in one direction (UL or DL)
	32
	

	maxTrCHpreconf
	Maximum number of preconfigured Transport channels, per direction
	16
	

	maxCCTrCH
	Maximum number of CCTrCHs
	8
	

	maxQueueID
	Maximum number of Mac-hs queues
	8
	REL-5

	MaxTF
	Maximum number of different transport formats that can be included in the Transport format set for one transport channel
	32
	

	maxTF-CPCH
	Maximum number of TFs in a CPCH set 
	16
	

	maxTFC
	Maximum number of Transport Format Combinations
	1024
	

	maxTFCsub
	Maximum number of Transport Format Combinations Subset
	1024
	

	maxTFCI-1-Combs
	Maximum number of TFCI (field 1) combinations
	512
	

	maxTFCI-2-Combs
	Maximum number of TFCI (field 2) combinations
	512
	

	maxCPCHsets
	Maximum number of CPCH sets per cell
	16
	

	maxSIBperMsg
	Maximum number of complete system information blocks per SYSTEM INFORMATION message
	16
	

	maxSIB
	Maximum number of references to other system information blocks.
	32
	

	maxSIB-FACH
	Maximum number of references to system information blocks on the FACH
	8
	

	PhyCH information
	
	
	

	maxHSSCCHs
	Maximum number of HSSCCH codes that can be assigned to a UE
	4
	REL-5

	maxPCPCH-APsubCH
	Maximum number of available sub-channels for AP signature on PCPCH
	12
	

	maxPCPCH-CDsubCH
	Maximum number of available sub-channels for CD signature on PCPCH
	12
	

	maxPCPCH-APsig
	Maximum number of available signatures for AP on PCPCH
	16
	

	maxPCPCH-CDsig
	Maximum number of available signatures for CD on PCPCH
	16
	

	maxAC
	Maximum number of access classes
	16
	

	maxASC
	Maximum number of access service classes
	8
	

	maxASCmap
	Maximum number of access class to access service classes mappings
	7
	

	maxASCpersist
	Maximum number of access service classes for which persistence scaling factors are specified
	6
	

	maxPRACH
	Maximum number of PRACHs in a cell
	16
	

	MaxPRACH_FPACH
	Maximum number of PRACH / FPACH pairs in a cell (1.28 Mcps TDD)
	8
	REL-4

	maxFACHPCH
	Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
	8
	

	maxTrChperSCCPCH
	Maximum number of TrCh per S-CCPCH
	8
	REL-6

	maxRL
	Maximum number of radio links
	8
	

	maxSCCPCH
	Maximum number of secondary CCPCHs per cell
	16
	

	maxDPDCH-UL
	Maximum number of DPDCHs per cell
	6
	

	maxDPCH-DLchan
	Maximum number of channelisation codes used for DL DPCH

	8
	

	maxPUSCH
	Maximum number of PUSCHs
	(8)
	

	maxPDSCH
	Maximum number of PDSCHs
	8
	

	maxPDSCHcodes
	Maximum number of codes for PDSCH
	16
	

	maxPDSCH-TFCIgroups
	Maximum number of TFCI groups for PDSCH
	256
	

	maxPDSCHcodeGroups
	Maximum number of code groups for PDSCH
	256
	

	maxPCPCHs
	Maximum number of PCPCH channels in a CPCH Set
	64
	

	maxPCPCH-SF
	Maximum number of available SFs on PCPCH
	7
	

	maxTS
	Maximum number of timeslots used in one direction (UL or DL)
	14 (3.84 Mcps TDD)
	

	
	
	6 (1.28 Mcps TDD)
	REL-4

	hiPUSCHidentities
	Maximum number of PUSCH Identities
	64
	

	hiPDSCHidentities
	Maximum number of PDSCH Identities
	64
	

	Measurement information
	
	
	

	maxTGPS
	Maximum number of transmission gap pattern sequences 
	6
	

	maxAdditionalMeas
	Maximum number of additional measurements for a given measurement identity
	4
	

	maxMeasEvent
	Maximum number of events that can be listed in measurement reporting criteria
	8
	

	maxMeasParEvent
	Maximum number of measurement parameters (e.g. thresholds) per event
	2
	

	maxMeasIntervals
	Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
	1
	

	maxCellMeas
	Maximum number of cells to measure
	32
	

	maxReportedGSMCells
	Maximum number of GSM cells to be reported
	8
	

	maxFreq
	Maximum number of frequencies to measure
	8
	

	maxSat
	Maximum number of satellites to measure
	16
	

	maxSatAlmanacStorage
	Maximum number of satellites for which to store GPS Almanac information
	32
	

	HiRM
	Maximum number that could be set as rate matching attribute for a transport channel
	256
	

	Frequency information
	
	
	

	MaxFDDFreqList
	Maximum number of FDD carrier frequencies to be stored in USIM
	4 
	

	MaxTDDFreqList
	Maximum number of TDD carrier frequencies to be stored in USIM
	4
	

	MaxFDDFreqCellList
	Maximum number of neighbouring FDD cells to be stored in USIM
	32
	

	MaxTDDFreqCellList
	Maximum number of neighbouring TDD cells to be stored in USIM
	32
	

	MaxGSMCellList
	Maximum number of GSM cells to be stored in USIM
	32
	

	Other information
	
	
	

	MaxGERANSI
	Maximum number of GERAN SI blocks that can be provided as part of NACC information
	8
	REL-5

	maxNumGSMFreqRanges
	Maximum number of GSM Frequency Ranges to store
	32
	

	MaxNumFDDFreqs
	Maximum number of FDD centre frequencies to store
	8
	

	MaxNumTDDFreqs
	Maximum number of TDD centre frequencies to store
	8
	

	maxNumCDMA200Freqs
	Maximum number of CDMA2000 centre frequencies to store
	8
	

	maxGSMTargetCells
	Maximum number of GSM target cells
	32
	REL-6

	MBMS information
	
	
	

	maxMBMS-CommonCCTrCh
	Maximum number of CCTrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonPhyCh
	Maximum number of PhyCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonRB
	Maximum number of RB configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonTrCh
	Maximum number of TrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-Freq
	Maximum number of MBMS preferred frequencies
	4
	REL-6

	maxMBMS-L1CP
	Maximum number of periods in which layer 1 combining applies
	FFS
	REL-6

	maxMBMSservCount
	Maximum number of MBMS services in a Access Info message
	4
	REL-6

	maxMBMSservDedic
	Maximum number of MBMS services in a dedicated notification/ Paging type 2 message
	4
	REL-6

	maxMBMSservModif
	Maximum number of MBMS services in a MBMS Modified Services Information message
	4
	REL-6

	maxMBMSservSched
	Maximum number of MBMS services in a MBMS Scheduling Information message
	16
	REL-6

	maxMBMSservUnmodif
	Maximum number of MBMS services in a MBMS Unmodified Services Information message
	32
	REL-6

	maxMBMSTransmis
	Maximum number of transmissions for which scheduling information is provided within a scheduling period
	FFS
	REL-6


14.12.4
RRC messages exchanged between network nodes

14.12.4.2
SRNS RELOCATION INFO
This RRC message is sent between network nodes when preparing for an SRNS relocation or a handover/cell reselection from GERAN Iu mode.

With the presence or absence of the IE "RB identity for Hard Handover message" the source RNC indicates to the target SRNC whether the source RNC expects to receive the choice "DL DCCH message" in the IE "RRC information, target RNC to source RNC" in case the SRNS relocation is of type "UE involved". Furthermore the target RNC uses this information for the calculation of the MAC-I.


Direction: source RNC/RAT(target RNC

	Information Element/Group Name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Non RRC IEs
	
	
	
	
	

	>RB identity for Handover message
	OP
	
	RB identity

10.3.4.16
	Gives the id of the radio bearer on which the source RNC will transmit the RRC message in the case the relocation is of type "UE involved". In handover from GERAN Iu mode this IE is always set to 2.
	

	>State of RRC
	MP
	
	RRC state indicator, 10.3.3.35a
	
	

	>State of RRC procedure
	MP
	
	Enumerated (await no RRC message, await RB Release Complete, await RB Setup Complete, await RB Reconfiguration Complete, await Transport CH Reconfiguration Complete, await Physical CH Reconfiguration Complete, await Active Set Update Complete, await Handover Complete, send Cell Update Confirm, send URA Update Confirm,

, others)
	
	

	Ciphering related information
	
	
	
	
	

	>Ciphering status for each CN domain
	MP
	<1 to maxCNDomains>
	
	
	

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>Ciphering status
	MP
	
	Enumerated(Not started, Started)
	
	

	>>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	>Latest configured CN domain
	MP
	
	CN domain identity 10.3.1.1
	Value contained in the variable of the same name.

In case this variable is empty, the source RNC can set any CN domain identity. In that case, the Ciphering status and the Integrity protection status should be Not started and the target RNC should not initialise the variable Latest configured CN domain.
	

	>Calculation time for ciphering related information
	CV-Ciphering
	
	
	Time when the ciphering information of the message were calculated, relative to a cell of the target RNC. In handover and cell reselection from GERAN Iu mode this field is not present.
	

	>>Cell Identity
	MP
	
	Cell Identity 10.3.2.2
	Identity of one of the cells under the target RNC and included in the active set of the current call
	

	>>SFN
	MP
	
	Integer(0..4095)
	
	

	>COUNT-C list
	OP
	1 to <maxCNdomains>
	
	COUNT-C values for radio bearers using transparent mode RLC
	

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>COUNT-C
	MP
	
	Bit string(32)
	
	

	>Ciphering info per radio bearer
	OP
	1 to <maxRB>
	
	For signalling radio bearers this IE is mandatory.
	

	>>RB identity
	MP
	
	RB identity

10.3.4.16
	
	

	>>Downlink HFN 
	MP
	
	Bit string(20..25)
	This IE is either RLC AM HFN (20 bits) or RLC UM HFN (25 bits)
	

	>>Downlink SN
	CV-SRB1
	
	Bit String(7)
	VT(US) of RLC UM
	

	>>Uplink HFN 
	MP
	
	Bit string(20..25)
	This IE is either RLC AM HFN (20 bits) or RLC UM HFN (25 bits)
	

	Integrity protection related information
	
	
	
	
	

	>Integrity protection status
	MP
	
	Enumerated(Not started, Started)
	
	

	>Signalling radio bearer specific integrity protection information
	CV-IP
	4 to <maxSRBsetup>
	
	
	

	>>Uplink RRC HFN
	MP
	
	Bit string (28)
	For each SRB, in the case activation times for the next IP configuration to be applied on this SRB have already been reached this IE corresponds to the last value used. Else this value corresponds to the value the source would have initalized the HFN to at the activation time. Increment of HFN due to RRC SN roll over is taken care of by target based on value sent by the source.
	

	>>Downlink RRC HFN
	MP
	
	Bit string (28)
	For each SRB, in the case activation times for the next IP configuration to be applied on this SRB have already been reached this IE corresponds to the last value used. Else this value corresponds to the value the source would have initalized the HFN to at the activation time. Increment of HFN due to RRC SN roll over is taken care of by target based on value sent by the source. In particular, for SRB2, this IE should not take into account the RRC message that will trigger the relocation.
	

	>>Uplink RRC Message sequence number
	MP
	
	Integer (0..

15)
	For each SRB, this IE corresponds to the last value received or in the case activation time was not reached for a configuration the value equals (activation time -1).
	

	>>Downlink RRC Message sequence number
	MP
	
	Integer (0..

15)
	For each SRB, this IE corresponds to the last value used or in the case activation time was not reached for a configuration the value equals (activation time -1). In particular, for SRB2, this IE should not take into account the RRC message that will trigger the relocation.
	

	>Implementation specific parameters
	OP
	
	Bit string (1..512)
	
	

	RRC IEs
	
	
	
	
	

	UE Information elements
	
	
	
	
	

	>U-RNTI
	MP
	
	U-RNTI

10.3.3.47
	G-RNTI is placed in this field when performing handover or cell reselection from GERAN Iu mode.
	

	>C-RNTI
	OP
	
	C-RNTI

10.3.3.8
	
	

	>UE radio access Capability
	MP
	
	UE radio access capability

10.3.3.42
	
	

	>UE radio access capability extension
	OP
	
	UE radio access capability extension 10.3.3.42a
	
	

	>Last known UE position
	OP
	
	
	
	

	>>SFN
	MP
	
	Integer (0..4095)
	Time when position was estimated
	

	>>Cell ID
	MP
	
	Cell identity; 10.3.2.2
	Indicates the cell, the SFN is valid for.
	

	>>CHOICE Position estimate
	MP
	
	
	
	

	>>>Ellipsoid Point
	
	
	Ellipsoid Point; 10.3.8.4a
	
	

	>>>Ellipsoid point with uncertainty circle
	
	
	Ellipsoid point with uncertainty circle 10.3.8.4d
	
	

	>>>Ellipsoid point with uncertainty ellipse
	
	
	Ellipsoid point with uncertainty ellipse 10.3.8.4e
	
	

	>>>Ellipsoid point with altitude
	
	
	Ellipsoid point with altitude 10.3.8.4b
	
	

	>>>Ellipsoid point with altitude and uncertainty ellipsoid
	
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	
	

	>UE Specific Behaviour Information 1 idle
	OP
	
	UE Specific Behaviour Information idle 1 10.3.3.51
	This IE should be included if received via the "INTER RAT HANDOVER INFO", the "RRC CONNECTION REQUEST", the IE "SRNS RELOCATION INFO" or the "Inter RAT Handover Info with Inter RAT Capabilities"
	

	>UE Specific Behaviour Information 1 interRAT
	OP
	
	UE Specific Behaviour Information 1 interRAT 10.3.3.52
	This IE should be included if received via the "INTER RAT HANDOVER INFO", the "RRC CONNECTION REQUEST", the IE "SRNS RELOCATION INFO" or the "Inter RAT Handover Info with Inter RAT Capabilities"
	

	Other Information elements
	
	
	
	
	

	>UE system specific capability
	OP
	1 to <maxSystemCapability>
	
	
	

	>>Inter-RAT UE radio access capability 
	MP
	
	Inter-RAT UE radio access capability 10.3.8.7
	
	

	UTRAN Mobility Information elements
	
	
	
	
	

	>URA Identifier
	OP
	
	URA identity

10.3.2.6
	
	

	CN Information Elements
	
	
	
	
	

	>CN common GSM-MAP NAS system information
	MP
	
	NAS system information (GSM-MAP)

10.3.1.9
	
	

	>CN domain related information
	OP
	1 to <MaxCNdomains>
	
	CN related information to be provided for each CN domain
	

	>>CN domain identity
	MP
	
	
	
	

	>>CN domain specific GSM-MAP NAS system info
	MP
	
	NAS system information (GSM-MAP)

10.3.1.9
	
	

	>>CN domain specific DRX cycle length coefficient
	MP
	
	CN domain specific DRX cycle length coefficient, 10.3.3.6
	
	

	Measurement Related Information elements
	
	
	
	
	

	>For each ongoing measurement reporting
	OP
	1 to <MaxNoOfMeas>
	
	
	

	>>Measurement Identity
	MP
	
	Measurement identity

10.3.7.48
	
	

	>>Measurement Command
	MP
	
	Measurement command

10.3.7.46
	
	

	>>Measurement Type
	CV-Setup
	
	Measurement type

10.3.7.50
	
	

	>>Measurement Reporting Mode
	OP
	
	Measurement reporting mode

10.3.7.49
	
	

	>>Additional Measurements list
	OP
	
	Additional measurements list

10.3.7.1
	
	

	>>CHOICE Measurement
	OP
	
	
	
	

	>>>Intra-frequency
	
	
	
	
	

	>>>>Intra-frequency cell info
	OP
	
	Intra-frequency cell info list

10.3.7.33
	
	

	>>>>Intra-frequency measurement
quantity 
	OP
	
	Intra-frequency measurement quantity

10.3.7.38
	
	

	>>>>Intra-frequency reporting quantity 
	OP
	
	Intra-frequency reporting quantity

10.3.7.41
	
	

	>>>>Reporting cell status
	OP
	
	Reporting cell status

10.3.7.61
	
	

	>>>>Measurement validity
	OP
	
	Measurement validity

10.3.7.51
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>Intra-frequency
measurement 
reporting criteria 
	
	
	Intra-frequency measurement reporting criteria

10.3.7.39
	
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	
	

	>>>>>No reporting
	
	
	NULL
	
	

	>>>Inter-frequency
	
	
	
	
	

	>>>>Inter-frequency cell info
	OP
	
	Inter-frequency cell info list

10.3.7.13
	
	

	>>>>Inter-frequency measurement
quantity 
	OP
	
	Inter-frequency measurement quantity

10.3.7.18
	
	

	>>>>Inter-frequency reporting quantity 
	OP
	
	Inter-frequency reporting quantity

10.3.7.21
	
	

	>>>>Reporting cell status
	OP
	
	Reporting cell status

10.3.7.61
	
	

	>>>>Measurement validity
	OP
	
	Measurement validity

10.3.7.51
	
	

	>>>>Inter-frequency set update
	OP
	
	Inter-frequency set update 10.3.7.22
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>Intra-frequency measurement reporting criteria
	
	
	Intra-frequency measurement reporting criteria 10.3.7.39
	
	

	>>>>>Inter-frequency
measurement 
reporting criteria 
	
	
	Inter-frequency measurement reporting criteria

10.3.7.19
	
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	
	

	>>>>>No reporting
	
	
	NULL
	
	

	>>>Inter-RAT
	
	
	
	
	

	>>>>Inter-RAT cell info
	OP
	
	Inter-RAT cell info list

10.3.7.23
	
	

	>>>>Inter-RAT measurement
quantity 
	OP
	
	Inter-RAT measurement quantity

10.3.7.29
	
	

	>>>>Inter-RAT reporting quantity 
	OP
	
	Inter-RAT reporting quantity

10.3.7.32
	
	

	>>>>Reporting cell status
	OP
	
	Reporting cell status

10.3.7.61
	
	

	>>>>Measurement validity
	OP
	
	Measurement validity

10.3.7.51
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>Inter-RAT measurement 
reporting criteria 
	
	
	Inter-RAT measurement reporting criteria

10.3.7.30
	
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	
	

	>>>>>No reporting
	
	
	NULL
	
	

	>>>Traffic Volume
	
	
	
	
	

	>>>>Traffic volume measurement
Object
	OP
	
	Traffic volume measurement object

10.3.7.70
	
	

	>>>>Traffic volume measurement
quantity 
	OP
	
	Traffic volume measurement quantity

10.3.7.71
	
	

	>>>>Traffic volume reporting quantity 
	OP
	
	Traffic volume reporting quantity

10.3.7.74
	
	

	>>>>Measurement validity
	OP
	
	Measurement validity 10.3.7.51
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>Traffic volume measurement 
reporting criteria 
	
	
	Traffic volume measurement reporting criteria

10.3.7.72
	
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	
	

	>>>>>No reporting
	
	
	NULL
	
	

	>>>Quality
	
	
	
	
	

	>>>>Quality measurement quantity
	OP
	
	Quality measurement quantity 10.3.7.59
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>Quality measurement 
reporting criteria 
	
	
	Quality measurement reporting criteria

10.3.7.58
	
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	
	

	>>>>>No reporting
	
	
	NULL
	
	

	>>>UE internal
	
	
	
	
	

	>>>>UE internal measurement
quantity 
	OP
	
	UE internal measurement quantity

10.3.7.79
	
	

	>>>>UE internal reporting quantity 
	OP
	
	UE internal reporting quantity

10.3.7.82
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>UE internal measurement 
reporting criteria 
	
	
	UE internal measurement reporting criteria

10.3.7.80
	
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	
	

	>>>>>No reporting
	
	
	NULL
	
	

	>>>UE positioning
	
	
	
	
	

	>>>>LCS reporting quantity
	OP
	
	LCS reporting quantity 10.3.7.111
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>LCS reporting criteria
	
	
	LCS reporting criteria 10.3.7.110
	
	

	>>>>>Periodical reporting 
	
	
	Periodical reporting criteria 10.3.7.53
	
	

	>>>>>No reporting
	
	
	
	
	

	Radio Bearer Information Elements
	
	
	
	
	

	>Predefined configuration status information
	OP
	
	Predefined configuration status information 10.3.4.5a
	
	

	>Signalling RB information list
	MP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer
	

	>>Signalling RB information
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	>RAB information list
	OP
	1 to <maxRABsetup>
	
	Information for each RAB
	

	>>RAB information
	MP
	
	RAB information to setup

10.3.4.10
	
	

	Transport Channel Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels

10.3.5.24
	
	

	>UL transport channel information list
	OP
	1 to <MaxTrCH>
	
	
	

	>>UL transport channel information
	MP
	
	Added or reconfigured UL TrCH information

10.3.5.2
	
	

	>CHOICE mode
	OP
	
	
	
	

	>>FDD
	
	
	
	
	

	>>>CPCH set ID
	OP
	
	CPCH set ID

10.3.5.3
	
	

	>>>Transport channel information for DRAC list
	OP
	1 to <MaxTrCH>
	
	
	

	>>>>DRAC static information
	MP
	
	DRAC static information

10.3.5.7
	
	

	>>TDD
	
	
	
	(no data)
	

	Downlink transport channels
	
	
	
	
	

	>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels

10.3.5.6
	
	

	>DL transport channel information list
	OP
	1 to <MaxTrCH>
	
	
	

	>>DL transport channel information
	MP
	
	Added or reconfigured DL TrCH information

10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	>TPC Combination Info list
	OP
	1 to <maxRL>
	
	
	

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>>TPC combination index
	MP
	
	TPC combination index 10.3.6.85
	
	

	>Transmission gap pattern sequence
	OP
	1 to <maxTGPS>
	
	
	REL-5


	>>TGPSI
	MP
	
	TGPSI 10.3.6.82
	
	REL-5

	>> Current TGPS Status Flag
	MP
	
	Enumerated(active, inactive)
	This flag indicates the current status of the Transmission Gap Pattern Sequence, whether it is active or inactive
	REL-5

	>>TGCFN
	CV-Active
	
	Integer (0..255)
	Connection Frame Number of the latest past frame of the first pattern within the Transmission Gap Pattern Sequence.
	REL-5

	>>Transmission gap pattern sequence configuration parameters
	OP
	
	
	
	REL-5

	>>>TGMP
	MP
	
	Enumerated(TDD measurement, FDD measurement, GSM carrier RSSI measurement, GSM Initial BSIC identification, GSM BSIC re-confirmation, Multi-carrier measurement)
	Transmission Gap pattern sequence Measurement Purpose.
	REL-5

	>>>TGPRC
	MP
	
	Integer (1..511, Infinity)
	The number of remaining transmission gap patterns within the Transmission Gap Pattern Sequence.
	REL-5

	>>>TGSN
	MP
	
	Integer (0..14)
	Transmission Gap Starting Slot Number

The slot number of the first transmission gap slot within the TGCFN.
	REL-5

	>>>TGL1
	MP
	
	Integer(1..14)
	The length of the first Transmission Gap within the transmission gap pattern expressed in number of slots
	REL-5

	>>>TGL2
	MD
	
	Integer (1..14)
	The length of the second Transmission Gap within the transmission gap pattern. If omitted, then TGL2=TGL1.
The value of TGL2 shall be ignored if TGD is set to "undefined"
	REL-5

	>>>TGD
	MP
	
	Integer(15..269, undefined)
	Transmission gap distance indicates the number of slots between starting slots of two consecutive transmission gaps within a transmission gap pattern. If there is only one transmission gap in the transmission gap pattern, this parameter shall be set to undefined.


	REL-5

	>>>TGPL1
	MP
	
	Integer (1..144)
	The duration of transmission gap pattern 1.
	REL-5

	>>>TGPL2
	MD
	
	Integer (1..144)
	The duration of transmission gap pattern 2. If omitted, then TGPL2=TGPL1.
	REL-5

	>>>RPP
	MP
	
	Enumerated (mode 0, mode 1).
	Recovery Period Power control mode during the frame after the transmission gap within the compressed frame. Indicates whether normal PC mode or compressed PC mode is applied
	REL-5

	>>>ITP
	MP
	
	Enumerated (mode 0, mode 1).
	Initial Transmit Power is the uplink power control method to be used to compute the initial transmit power after the compressed mode gap.
	REL-5

	>>>CHOICE UL/DL mode
	MP
	
	
	
	REL-5

	>>>>DL only
	
	
	
	Compressed mode used in DL only
	REL-5

	>>>>>Downlink compressed mode method
	MP
	
	Enumerated (puncturing, SF/2, higher layer scheduling)
	Method for generating downlink compressed mode gap


	REL-5

	>>>>UL only
	
	
	
	Compressed mode used in UL only
	REL-5

	>>>>>Uplink compressed mode method
	MP
	
	Enumerated (SF/2, higher layer scheduling)
	Method for generating uplink compressed mode gap
	REL-5

	>>>>UL and DL 
	
	
	
	Compressed mode used in UL and DL
	REL-5

	>>>>>Downlink compressed mode method
	MP
	
	Enumerated (puncturing, SF/2, higher layer scheduling)
	Method for generating downlink compressed mode gap


	REL-5

	>>>>>Uplink compressed mode method
	MP
	
	Enumerated (SF/2, higher layer scheduling)
	Method for generating uplink compressed mode gap
	REL-5

	>>>Downlink frame type
	MP
	
	Enumerated (A, B)
	
	REL-5

	>>>DeltaSIR1
	MP
	
	Real(0..3 by step of 0.1)
	Delta in DL SIR target value to be set in the UE during the frame containing the start of the first transmission gap in the transmission gap pattern (without including the effect of the bit-rate increase)
	REL-5

	>>>DeltaSIRafter1
	MP
	
	Real(0..3 by step of 0.1)
	Delta in DL SIR target value to be set in the UE one frame after the frame containing the start of the first transmission gap in the transmission gap pattern. 
	REL-5

	>>>DeltaSIR2
	OP
	
	Real(0..3 by step of 0.1)
	Delta in DL SIR target value to be set in the UE during the frame containing the start of the second transmission gap in the transmission gap pattern (without including the effect of the bit-rate increase)

When omitted, DeltaSIR2 = DeltaSIR1.
	REL-5

	>>>DeltaSIRafter2
	OP
	
	Real(0..3 by step of 0.1)
	Delta in DL SIR target value to be set in the UE one frame after the frame containing the start of the second transmission gap in the transmission gap pattern.

When omitted, DeltaSIRafter2 = DeltaSIRafter1.
	REL-5

	>>>N Identify abort
	CV-Initial BSIC
	
	Integer(1..128)
	Indicates the maximum number of repeats of patterns that the UE shall use to attempt to decode the unknown BSIC of the GSM cell in the initial BSIC identification procedure
	REL-5

	>>>T Reconfirm abort


	CV-Re-confirm BSIC
	
	Real(0.5..10.0 by step of 0.5)
	Indicates the maximum time allowed for the re-confirmation of the BSIC of one GSM cell

in the BSIC re-confirmation procedure. The time is given in steps of 0.5 seconds.
	REL-5

	>Scrambling Code Change List
	CH-SF/2
	1 to <maxRL>
	
	
	REL-5


	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-5

	>>Scrambling code change 
	MP
	
	Enumerated (code change, no code change)
	Indicates whether the alternative scrambling code is used for compressed mode method 'SF/2'. 
	REL-5

	Other Information elements
	
	
	
	
	

	>Measurement report
	OP
	
	MEASUREMENT REPORT 10.2.1.9
	
	

	>Failure cause
	OP
	
	Failure cause 10.3.3.13
	Diagnostics information related to an earlier SRNC Relocation request (see NOTE 2 in 14.12.0a)
	

	>Protocol error information
	CV-ProtErr
	
	Protocol error information 10.3.8.12
	
	

	MBMS joined information
	OP
	
	
	Included if the UE has joined one or more MBMS services
	REL-6

	>P-TMSI
	OP
	
	P-TMSI (GSM-MAP) 10.3.1.13
	In case the UE is in PMM- Idle
	REL-6


	Multi Bound
	Explanation

	MaxNoOfMeas
	Maximum number of active measurements, upper limit 16


	Condition
	Explanation

	Setup
	The IE is mandatory present when the IE Measurement command has the value "Setup", otherwise the IE is not needed.

	Ciphering
	The IE is mandatory present when the IE Ciphering Status has the value "started" and the ciphering counters need not be reinitialised, otherwise the IE is not needed.

	IP
	The IE is mandatory present when the IE Integrity protection status has the value "started" and the integrity protection counters need not be reinitialised, otherwise the IE is not needed.

	ProtErr
	This IE is mandatory present if the IE "Protocol error indicator" is included and has the value "TRUE". Otherwise it is not needed.

	SRB1
	The IE is mandatory present for RB1. Otherwise it is not needed.

	Active

	This IE is mandatory present when the value of the IE "Current TGPS Status Flag" is "Active" and not needed otherwise.

	Initial BSIC
	This IE is mandatory present when the value of the IE "TGMP" is set to "GSM Initial BSIC identification" and not needed otherwise.

	Re-confirm BSIC
	This IE is mandatory present when the value of the IE "TGMP" is set to "GSM BSIC re-confirmation" and not needed otherwise.

	SF/2
	The IE is mandatory present if the IE “Transmission Gap Pattern Sequence” is included and has the value “SF/2” as the compressed mode method, and already sent the UE the IE “Scrambling Code Change” for each RL in the active set. Otherwise the IE is not needed.
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