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5
List of RABs and SRBs

The following table provides examples of Radio Access Bearers (RABs) which can be realised by Radio Bearers (RBs) as defined in clauses 7 and 8. The data rate given for each RAB is the maximum data rate that can be supported by that RAB.
The mapping between Radio Access Bearer and Radio Bearer is internal to UTRAN Radio Resource Management and not standardised. Based on certain Radio Access Bearer attributes, resource utilisation or radio conditions, different Radio Bearers can fulfill the Radio Access Bearer requirements.
Table 5.1: Examples of Radio Access Bearers (RABs).
	#
	Traffic class [2]
	SSD 
	Max. rate, kbps
	CS/PS

	1
	Conversational
	Speech
	UL:12.2 DL:12.2
	CS

	2
	Conversational
	Speech
	UL:10.2 DL:10.2
	CS

	3
	Conversational
	Speech
	UL:7.95 DL:7.95
	CS

	4
	Conversational
	Speech
	UL:7.4 DL:7.4
	CS

	5
	Conversational
	Speech
	UL:6.7 DL:6.7
	CS

	6
	Conversational
	Speech
	UL:5.9 DL:5.9
	CS

	7
	Conversational
	Speech
	UL:5.15 DL:5.15
	CS

	8
	Conversational
	Speech
	UL:4.75 DL:4.75
	CS

	9
	Conversational
	Unknown
	UL:28.8 DL:28.8
	CS

	10
	Conversational
	Unknown
	UL:64 DL:64
	CS

	11
	Conversational
	Unknown
	UL:32 DL:32
	CS

	12
	Conversational
	Unknown
	UL:8 DL:8
	PS

	13
	Conversational
	Unknown
	UL:16 DL:16
	PS

	14
	Streaming
	Unknown
	UL:14.4 DL:14.4
	CS

	15
	Streaming
	Unknown
	UL:28.8 DL:28.8
	CS

	16
	Streaming
	Unknown
	UL:57.6 DL:57.6
	CS

	17
	Streaming
	Unknown
	UL:0 DL:64
	CS

	18
	Streaming
	Unknown
	UL:16 DL:64
	PS

	19
	Streaming
	Unknown
	UL:64 DL:0
	CS

	20
	Streaming
	Unknown
	UL:8 DL:16
	PS

	21
	Streaming
	Unknown
	UL:8 DL:32
	PS

	22
	Streaming
	Unknown
	UL:16 DL:64
	PS

	23
	Streaming
	Unknown
	UL:32 DL:256
	PS

	24
	Void
	
	
	

	25
	Streaming
	Unknown
	UL:16 DL:128
	PS

	26
	Void
	
	
	

	27
	Void
	
	
	

	28
	Interactive or Background
	N/A
	UL:32 DL:8
	PS

	29
	Interactive or Background
	N/A
	UL:8 DL:8
	PS

	30
	Interactive or Background
	N/A
	UL:16 DL:16
	PS

	31
	Interactive or Background
	N/A
	UL:32 DL:32
	PS

	32
	Interactive or Background
	N/A
	UL:64 DL:8
	PS

	33
	Interactive or Background
	N/A
	UL:32 DL:64
	PS

	34
	Interactive or Background
	N/A
	UL:64 DL:64
	PS

	35
	Interactive or Background
	N/A
	UL:64 DL:128
	PS

	36
	Interactive or Background
	N/A
	UL:128 DL:128
	PS

	37
	Interactive or Background
	N/A
	UL:64 DL:384
	PS

	38
	Interactive or Background
	N/A
	UL:128 DL:384
	PS

	39
	Interactive or Background
	N/A
	UL:384 DL:384
	PS

	40
	Interactive or Background
	N/A
	UL:64 DL:2048
	PS

	41
	Interactive or Background
	N/A
	UL:128 DL:2048
	PS

	42
	Interactive or Background
	N/A
	UL:384 DL:2048
	PS

	43
	Interactive or Background
	N/A
	UL:64 DL:256
	PS

	44
	Interactive or Background
	N/A
	UL:0 DL:32
	PS

	45
	Interactive or Background
	N/A
	UL:32 DL: 0
	PS

	46
	Interactive or Background 
	N/A
	UL:0 DL:0
	PS

	47
	Interactive or Background
	N/A
	UL:64 DL:144
	PS

	48
	Interactive or Background
	N/A
	UL:144 DL:144
	PS

	49
	Interactive or Background
	N/A
	UL:128 DL:32
	PS

	50
	Streaming
	Unknown
	UL:16 DL:16
	PS

	51
	Streaming
	Unknown
	UL:16 DL:32
	PS

	52
	Interactive or Background
	N/A
	UL:16 DL:32
	PS

	53
	Interactive or Background
	N/A
	UL:16 DL:64
	PS

	54
	Interactive or Background
	N/A
	UL:16 DL:128
	PS

	55
	Streaming
	Unknown
	UL:128 DL:16
	PS

	56
	Conversational
	Speech
	UL:(12.65 8.85 6.6) 

DL:(12.65 8.85 6.6)
	CS

	57
	Conversational
	Unknown
	UL:42.8 DL:42.8
	PS

	58
	Interactive or Background
	N/A
	UL:128 DL:64
	PS

	59
	Interactive or Background
	N/A
	UL:384 DL:64
	PS

	60
	Interactive or Background
	N/A
	UL:384 DL:128
	PS


Table 5.2 provides examples of Signalling Radio Bearers (SRBs) which can use configurations as defined in clauses 7 and 8.

[...]

6
Combinations of RABs

The present document contains examples of Radio configuration for following combinations of RABs. 

NOTE:
It is understood that for speech service the AMR mode may be operated asymmetrically for the uplink and downlink.

List of RAB combinations:

Combinations on DPCH

1)
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH.

2)
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH.

3)
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH.

4)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

5)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)

6)
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

7)
Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)

8)
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

9)
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

10)
Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)

11)
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

12)
Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

13)
Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB 
+ UL:1.7 DL:1.7 kbps SRBs for DCCH.

14)
Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB 
+ UL:1.7 DL:1.7 kbps SRBs for DCCH.

15)
Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

16)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

17)
Conversational / unknown / UL:32 DL:32 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

18) 
Streaming / unknown / UL:14.4 DL:14.4 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

19)
Streaming / unknown / UL:28.8 DL:28.8 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

20)
Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

21)
Streaming / unknown / UL:0 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

22)
Streaming / unknown / UL:64 DL:0 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23)
Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

24)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

25)
Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)

26)
Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)

27)
Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI, RLC PDU size 320, alt. 640) 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)
28)
Interactive or background / UL:64 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

29)
Interactive or background / UL:32 DL: 64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

30)
Interactive or background / UL:64 DL: 64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

31)
Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

32)
Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

33)
Interactive or background / UL:64 DL:144 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

34)
Interactive or background / UL:144 DL:144 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

35) 
Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

36)
Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

37)
Interactive or background / UL:128 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38)
Interactive or background / UL:384 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

39)
Interactive or background / UL:64 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

40)
Interactive or background / UL:128 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

41)
Interactive or background / UL:384 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

42)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

43)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH (FDD)

44)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH (FDD)

45)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH (FDD)

45a)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB (20ms TTI) 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH (FDD)

46)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH (FDD)

47)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)

48)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)

49)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)

50)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)

51)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)

52)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)
53)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

54)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

55)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

56)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

57)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

58)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

59)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:128 DL:2048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

60)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

61)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Streaming / unknown / UL:0 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

62)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Conversational / unknown  / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

63)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB
+ Conversational / unknown / UL:64 DL:64 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)
64)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

65)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

66)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)
67)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or Background / UL:16 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)
68)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

69)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

70)
Interactive or /background / UL:64 kbps DL:128 kbps / PS RAB 
+ Streaming / unknown / UL:0 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

71)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)
72)
Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)
73)
Streaming / unknown / UL:16 DL:64 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH. (FDD)

74)
Streaming / unknown / UL:16 DL:128 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

75)
Conversational / unknown / UL:8 DL:8 kbps / PS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB + 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH 

NOTE:
Conversational / unknown / UL:8 DL:8 kbps / PS RAB – TF0 contains zero Transport Blocks

76)
Conversational / unknown / UL:8 DL:8 kbps / PS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

NOTE:
Conversational / unknown / UL:8 DL:8 kbps / PS RAB – TF0 contains one Transport Block of zero size 

77)
Conversational / unknown / UL:16 DL:16 kbps / PS RAB + 
Interactive or Background / UL:8 DL:8 kbps / PS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH 

NOTE: Conversational / unknown / UL:16 DL:16 kbps / PS RAB – TF0 contains zero Transport Blocks

78)
Conversational / unknown / UL:16 DL:16 kbps / PS RAB + 
Interactive or Background / UL:8 DL:8 kbps / PS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH 

NOTE: Conversational / unknown / UL:16 DL:16 kbps / PS RAB – TF0 contains one Transport Block of zero size 

79)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or Background / UL:0 DL:0 kbps / PS RAB 
+ Interactive or Background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH
79a)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH (L1 multiplexing) (FDD)
80)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

81)
Streaming / unknown / UL:8 DL:16 kbps / PS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH 

82)
Streaming / unknown / UL:8 DL:32 kbps / PS RAB + 
Interactive or Background / UL:8 DL:8 kbps / PS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH

83)
Streaming / unknown / UL:32 DL:256 kbps / PS RAB + 
Interactive or Background / UL:8 DL:8 kbps / PS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH

84)
Interactive or background / UL:16 DL:16 kbps / PS RAB + 
Interactive or Background / UL:16 DL:16 kbps / PS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH

85)
Interactive or background / UL:64 DL:8 kbps / PS RAB + 
Interactive or Background / UL:64 DL:8 kbps / PS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH

86)
Interactive or Background / UL:64 DL:128 kbps / PS RAB 
+ Interactive or Background / UL:64 DL:128 kbps / PS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

87)
Interactive or Background / UL:64 DL:384 kbps / PS RAB 
+ Interactive or Background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

88)
Interactive or background / UL:128 DL:128 kbps / PS RAB + 
Interactive or Background / UL:128 DL:128 kbps / PS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH

89)
Interactive or background / UL:128 DL:32 kbps / PS RAB + 
Interactive or Background / UL:128 DL:32 kbps / PS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH
90)
Streaming / unknown / UL: 16 DL:16 kbps / PS RAB
+ Interactive or background / UL:8 DL:8 kbps / PS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH 

91)
Streaming / unknown / UL: 16 DL:32 kbps / PS RAB
+ Interactive or background / UL:8 DL:8 kbps / PS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH 

92)
Interactive or background / UL: 16 DL:32 kbps / PS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH 

93)
Interactive or background / UL: 16 DL:64 kbps / PS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH 

94)
Interactive or background / UL: 16 DL:128 kbps / PS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH 
95)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 

+ Streaming / unknown / UL: 16 DL:128 kbps / PS RAB 

+ Interactive or background / UL:8 DL:8 kbps / PS RAB 

+ UL:3.4 DL:3.4 kbps SRBs for DCCH
96)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB  

+ Streaming / unknown / UL: 128 DL:16 kbps / PS RAB 

+ Interactive or background / UL:8 DL:8 kbps / PS RAB 

+ UL:3.4 DL:3.4 kbps SRBs for DCCH 

97)
Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH 
98)
Interactive or background / UL:32 DL:64 kbps / PS RAB 
+ Interactive or background / UL:32 DL:64 kbps / PS RAB
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH (L1 multiplexing) (FDD)
99)
Interactive or background / UL: 128 DL:64kbps / PS RAB
 + UL: 3.4 DL 3.4 kbps SRBs for DCCH

100)
Interactive or background / UL: 384 DL:64kbps / PS RAB
 + UL: 3.4 DL 3.4 kbps SRBs for DCCH

101)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:128 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.
102) Interactive or background / UL:384 DL: 128kbps / PS RAB + UL:3.4 DL:3.4 kb/s Signalling Radio Bearers for DCCH

103) 
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL: 64kbps / PS RAB + UL:3.4 DL:3.4 kbps Signalling Radio Bearers for DCCH

104) Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL: 128kbps / PS RAB + UL:3.4 DL:3.4 kbps Signalling Radio Bearers for DCCH

105) Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL: 384kbps / PS RAB + UL:3.4 DL:3.4 kbps Signalling Radio Bearers for DCCH
[…]
7.1.102
Interactive or background / UL:384 DL: 128kbps / PS RAB + UL:3.4 DL:3.4 kb/s Signalling Radio Bearers for DCCH
The minimum UE classes supporting this combination are UL: 384kbps, DL: 128kbps. The minimum UE class to support the alternative UL physical configuration 2 is UL: 384kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 32.
7.1.102.1
Uplink

7.1.102.1.1
Transport channel parameters

7.1.102.1.1.1
Transport channel parameters for Interactive or background / UL:384 kbps / PS RAB

See subclause 6.10.2.4.1.34.1.1.1 of [1].
7.1.102.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.1.1.1 of [1].
7.1.102.1.1.3
TFCS

See subclause 6.10.2.4.1.34.1.1.3 of [1].
7.1.102.1.2
Physical channel parameters

See subclause 6.10.2.4.1.34.1.2 of [1].
7.1.102.2
Downlink

7.1.102.2.1
Transport channel parameters

7.1.102.2.1.1
Transport channel parameters for Interactive or background / DL:128 kbps / PS RAB

See subclause 6.10.2.4.1.27.2.1.1 of [1].
7.1.102.2.1.2
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.2.1.1. of [1].
7.1.102.2.1.3
TFCS

See subclause 6.10.2.4.1.27.2.1.3 of [1].

7.1.102.2.2
Physical channel parameters

See subclause 6.10.2.4.1.27.2.2 of [1].
7.1.103
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL: 64kbps / PS RAB + UL:3.4 DL:3.4 kbps Signalling Radio Bearers for DCCH 

The minimum UE classes supporting this combination are UL: 384kbps, DL: 64kbps. The minimum UE class to support the alternative UL physical configuration 2 is UL: 384kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 32.
7.1.103.1
Uplink

7.1.103.1.1
Transport channel parameters

7.1.103.1.1.1
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See clause 6.10.2.4.1.4.1.1.1. of [1].
7.1.103.1.1.2
Transport channel parameters for Interactive or background / UL:384 kbps / PS RAB

See subclause 6.10.2.4.1.34.1.1.1 of [1].
7.1.103.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.1.1.1 of [1].
7.1.103.1.1.3
TFCS

See subclause 6.10.2.4.5.3.1.1.4 of [1].
7.1.103.1.2
Physical channel parameters

See subclause 6.10.2.4.5.3.1.2 of [1].
7.1.103.2
Downlink

7.1.103.2.1
Transport channel parameters

7.1.103.2.1.1
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See subclause 6.10.2.4.1.4.2.1.1 of [1].
7.1.103.2.1.2
Transport channel parameters for Interactive or background / DL:64 kbps / PS RAB

See subclause 6.10.2.4.1.25.2.1.1 of [1].
7.1.103.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.2.1.1 of [1].
7.1.103.2.1.3
TFCS

See subclause 6.10.2.4.1.39.2.1.4 of [1].
7.1.103.2.2
Physical channel parameters

See subclause 6.10.2.4.1.39.2.2 of [1].
7.1.104
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL: 128kbps / PS RAB + UL:3.4 DL:3.4 kbps Signalling Radio Bearers for DCCH
The minimum UE classes supporting this combination are UL: 384kbps, DL: 128kbps. The minimum UE class to support the alternative UL physical configuration 2 is UL: 384kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 32.
7.1.104.1
Uplink

7.1.104.1.1
Transport channel parameters

7.1.104.1.1.1
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See subclause 6.10.2.4.1.4.1.1.1 of [1].

7.1.104.1.1.1
Transport channel parameters for Interactive or background / UL:384 kbps / PS RAB

See subclause 6.10.2.4.1.34.1.1.1 of [1].
7.1.104.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.1.1.1 of [1].
7.1.104.1.1.3
TFCS

See subclause 6.10.2.4.5.3.1.1.4 of [1].
7.1.104.1.2
Physical channel parameters

See subclause 6.10.2.4.5.3.1.2 of [1].
7.1.104.2
Downlink

7.1.104.2.1
Transport channel parameters

7.1.104.2.1.1

Transport channel parameters for Conversational / speech / DL:12.2 kbps / CS RAB

See subclause 6.10.2.4.1.4.2.1.1 of [1].
7.1.104.2.1.2

Transport channel parameters for Interactive or background / DL:128 kbps / PS RAB

See clause 6.10.2.4.1.27.2.1.1 of [1].
7.1.104.2.1.3

Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.2.1.1. of [1].
7.1.104.2.1.3
TFCS

See subclause 6.10.2.4.1.41.2.1.4 of [1].

7.1.104.2.2
Physical channel parameters

See subclause 6.10.2.4.1.41.2.2 of [1].
7.1.105
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL: 384kbps / PS RAB + UL:3.4 DL:3.4 kbps Signalling Radio Bearers for DCCH 

The minimum UE classes supporting this combination are UL: 384kbps, DL: 384kbps. The minimum UE class to support the alternative UL physical configuration 2 is UL: 384kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 32.
7.1.105.1
Uplink

7.1.105.1.1

Transport channel parameters

7.1.105.1.1.1
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See subclause 6.10.2.4.1.4.1.1.1 of [1].

7.1.105.1.1.2
Transport channel parameters for Interactive or background / UL:384 kbps / PS RAB

See subclause 6.10.2.4.1.34.1.1.1 of [1].
7.1.105.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.1.1.1 of [1].
7.1.105.1.1.3
TFCS

See subclause 6.10.2.4.5.3.1.1.4 of [1].
7.1.105.1.2
Physical channel parameters

See subclause 6.10.2.4.5.3.1.2 of [1].
7.1.105.2
Downlink

7.1.105.2.1
Transport channel parameters

7.1.105.2.1.1


Transport channel parameters for Conversational / speech / DL:12.2 kbps / CS RAB

See subclause 6.10.2.4.1.4.2.1.1 of [1].
7.1.105.2.1.2
Transport channel parameters for Interactive or background / DL:384 kbps / PS RAB

See subclause 6.10.2.4.1.32.2.1.1 of [1].
7.1.105.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.2.1.1. of [1].
7.1.105.2.1.3
TFCS

See subclause 6.10.2.4.1.43.2.1.4. of [1].
7.1.105.2.2
Physical channel parameters

See subclause 6.10.2.4.1.43.2.2 of [1].
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