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8.2.2.1
General

Reconfiguration procedures include the following procedures:

-
the radio bearer establishment procedure;

-
radio bearer reconfiguration procedure;

-
the radio bearer release procedure;

-
the transport channel reconfiguration procedure; and

-
the physical channel reconfiguration procedure.

The radio bearer establishment procedure is used to establish new radio bearer(s).

The radio bearer reconfiguration procedure is used to reconfigure parameters for a radio bearer.

The radio bearer release procedure is used to release radio bearer(s).

The transport channel reconfiguration procedure is used to reconfigure transport channel parameters except functionalities introduced in Release 6 and later.

The physical channel reconfiguration procedure is used to establish, reconfigure and release physical channels except functionalities introduced in Release 6 and later.

While performing any of the above procedures, these procedures may perform a hard handover (subclause 8.3.5) and/or an HS-DSCH cell change and/or a serving E-DCH cell change. The reconfiguration procedures are also used to change the feedback configuration for HS-DSCH.

8.2.2.2
Initiation

To initiate any one of the reconfiguration procedures, UTRAN should:

1>
configure new radio links in any new physical channel configuration;

1>
start transmission and reception on the new radio links;

1>
for a radio bearer establishment procedure:

2>
transmit a RADIO BEARER SETUP message on the downlink DCCH using AM or UM RLC;

2>
if signalling radio bearer RB4 is setup with this procedure and signalling radio bearers RB1-RB3 were already established prior to the procedure:

3>
if the variable "LATEST_CONFIGURED_CN_DOMAIN" has been initialised:

4>
connect any radio bearers setup by the same message as signalling radio bearer RB4 to the CN domain indicated in the variable "LATEST CONFIGURED CN DOMAIN".

1>
for a radio bearer reconfiguration procedure:

2>
transmit a RADIO BEARER RECONFIGURATION message on the downlink DCCH using AM or UM RLC.

1>
for a radio bearer release procedure:

2>
transmit a RADIO BEARER RELEASE message on the downlink DCCH using AM or UM RLC.

1>
for a transport channel reconfiguration procedure (including functionalities up to Release 5):

2>
transmit a TRANSPORT CHANNEL RECONFIGURATION message on the downlink DCCH using AM or UM RLC.

1>
for a physical channel reconfiguration procedure (including functionalities up to Release 5):

2>
transmit a PHYSICAL CHANNEL RECONFIGURATION message on the downlink DCCH using AM or UM RLC.

1>
if the reconfiguration procedure is simultaneous with SRNS relocation procedure:

2>

if the transmitted message is a RADIO BEARER RECONFIGURATION:

3>
include the IE "New U-RNTI".

2>
else:

3>
include the IE "Downlink counter synchronisation info".

2>
if ciphering and/or integrity protection are activated:

3>
include new ciphering and/or integrity protection configuration information to be used after reconfiguration.

2>
use the downlink DCCH using AM RLC.

1>
if transport channels are added, reconfigured or deleted in uplink and/or downlink:

2>
set TFCS according to the new transport channel(s).

1>
if transport channels are added or deleted in uplink and/or downlink, and RB Mapping Info applicable to the new configuration has not been previously provided to the UE, the UTRAN should:

2>
send the RB Mapping Info for the new configuration.

In the Radio Bearer Reconfiguration procedure UTRAN may indicate that uplink transmission shall be stopped or continued on certain radio bearers. Uplink transmission on a signalling radio bearer used by the RRC signalling (signalling radio bearer RB1 or signalling radio bearer RB2) should not be stopped.

NOTE 1:

The Release '99 RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure", even if UTRAN does not require the reconfiguration of any RB. In these cases, UTRAN may include only the IE "RB identity" within the IE "RB information to reconfigure".

NOTE 2:

The Release '99 RADIO BEARER RECONFIGURATION message always includes the IE "Downlink information per radio link list", even if UTRAN does not require the reconfiguration of any RL. In these cases, UTRAN may re-send the currently assigned values for the mandatory IEs included within the IE "Downlink information per radio link list ".

NOTE 3:
The Release '99 RADIO BEARER RECONFIGURATION message always includes the IE "Primary CPICH Info" (FDD) or IE "Primary CCPCH Info" (TDD) within IE "Downlink information per radio link list". This implies that in case UTRAN applies the RADIO BEARER RECONFIGURATION message to move the UE to CELL_FACH state, it has to indicate a cell. However, UTRAN may indicate any cell; the UE anyhow performs cell selection and notifies UTRAN if it selects another cell than indicated by UTRAN.
NOTE 4:
The PHYSICAL CHANNEL RECONFIGURATION and TRANSPORT CHANNEL RECONFIGURATION messages are not extended to carry information related to Release 6 and later functionalities. Instead the RADIO BEARER RECONFIGURATION message should be used for these functionalities.
If the IE "Activation Time" is included, UTRAN should set it to a value taking the UE performance requirements into account.

UTRAN should take the UE capabilities into account when setting the new configuration.

If the message is used to initiate a transition from CELL_DCH to CELL_FACH state, the UTRAN may assign a CPCH configuration to be used in that cell by the UE. UTRAN may also assign a C-RNTI to be used in that cell by the UE.

10.2.22
PHYSICAL CHANNEL RECONFIGURATION

This message is used by UTRAN to assign, replace or release a set of physical channels used by a UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	
	
	
	

	
	

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing value of the maximum allowed UL TX power
	

	CHOICE channel requirement
	OP
	
	
	
	

	>Uplink DPCH info 
	
	
	Uplink DPCH info 10.3.6.88
	
	

	>CPCH SET Info
	
	
	CPCH SET Info 10.3.6.13
	
	

	>CPCH set ID
	
	
	CPCH set ID 10.3.5.3
	
	

	
	
	
	
	
	

	Downlink radio resources
	
	
	
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Downlink PDSCH information
	OP
	
	Downlink PDSCH information 10.3.6.30
	
	

	>TDD
	
	
	
	(no data)
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	
	
	
	
	
	


10.2.23
PHYSICAL CHANNEL RECONFIGURATION COMPLETE

This message is sent from the UE when a physical channel reconfiguration has been done.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Uplink integrity protection activation info
	OP
	
	Integrity protection activation info 10.3.3.17
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	(no data)
	

	>TDD
	
	
	
	
	

	>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>3.84 Mcps TDD
	MP
	
	
	
	REL-4

	>>>>Uplink Timing Advance
	OP
	
	Uplink Timing Advance 10.3.6.95
	
	

	>>>1.28 Mcps TDD
	
	
	
	(no data)
	REL-4

	RB Information elements
	
	
	
	
	

	COUNT-C activation time
	OP
	
	Activation time

10.3.3.1
	Used for radio bearers mapped on RLC-TM.
	

	Uplink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	
	

	>START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	


10.2.24
PHYSICAL CHANNEL RECONFIGURATION FAILURE

This message is sent by UE if the configuration given by UTRAN is unacceptable or if the UE failed to assign, replace or release a set of physical channel(s).


RLC-SAP: AM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message type
	MP
	
	Message type
	

	UE information elements
	
	
	
	

	RRC transaction identifier
	OP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Failure cause
	MP
	
	Failure cause and error information

10.3.3.14
	


10.2.50
TRANSPORT CHANNEL RECONFIGURATION

This message is used by UTRAN to configure the transport channel of a UE. This also includes a possible reconfiguration of physical channels. The message can also be used to assign a TFC subset and reconfigure physical channel.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	
	
	
	

	
	

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	CHOICE mode
	OP
	
	
	
	

	>FDD
	
	
	
	
	

	>>CPCH set ID
	OP
	
	CPCH set ID 10.3.5.3
	
	

	>>Added or Reconfigured TrCH
 information for DRAC list
	OP
	1 to <maxTrCH>
	
	
	

	>>>DRAC static information
	MP
	
	DRAC static information 10.3.5.7
	
	

	>TDD
	
	
	
	(no data)
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	CHOICE channel requirement
	OP
	
	
	
	

	>Uplink DPCH info 
	
	
	Uplink DPCH info 10.3.6.88
	
	

	>CPCH SET Info
	
	
	CPCH SET Info 10.3.6.13
	
	

	
	
	
	
	
	

	Downlink radio resources
	
	
	
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Downlink PDSCH information
	OP
	
	Downlink PDSCH information 10.3.6.30
	
	

	>TDD
	
	
	
	(no data)
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	
	
	
	
	
	


10.2.51
TRANSPORT CHANNEL RECONFIGURATION COMPLETE

This message is sent from the UE when a transport channel reconfiguration has been done.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Uplink integrity protection activation info
	OP
	
	Integrity protection activation info 10.3.3.17
	
	

	CHOICE mode
	OP
	
	
	
	

	>FDD
	
	
	
	(no data)
	

	>TDD
	
	
	
	
	

	>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>>>Uplink Timing Advance
	OP
	
	Uplink Timing Advance 10.3.6.95
	
	

	>>>1.28 Mcps TDD
	
	
	
	(no data)
	REL-4

	RB Information elements
	
	
	
	
	

	COUNT-C activation time
	OP
	
	Activation time

10.3.3.1
	Used for radio bearers mapped on RLC-TM. Only applicable if the UE is moving to CELL_DCH state due to this procedure
	

	Uplink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	
	

	>START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	


10.2.52
TRANSPORT CHANNEL RECONFIGURATION FAILURE

This message is sent by UE if the configuration given by UTRAN is unacceptable or if the UE failed to establish the physical channel(s).


RLC-SAP: AM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE information elements
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Failure cause
	MP
	
	Failure cause and error information

10.3.3.14
	


-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION

--

-- ***************************************************

PhysicalChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



physicalChannelReconfiguration-r3











PhysicalChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions


SEQUENCE {




physicalChannelReconfiguration-v3a0ext

PhysicalChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





physicalChannelReconfiguration-r3-add-ext


BIT STRING

OPTIONAL,





v4b0NonCriticalExtenstions


SEQUENCE {






physicalChannelReconfiguration-v4b0ext













PhysicalChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext














PhysicalChannelReconfiguration-v590ext-IEs,










nonCriticalExtensions




SEQUENCE {} OPTIONAL







}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,




criticalExtensions



CHOICE {




r4







SEQUENCE {





physicalChannelReconfiguration-r4













PhysicalChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






physicalChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext













PhysicalChannelReconfiguration-v590ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






physicalChannelReconfiguration-r5














PhysicalChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






physicalChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL






},













criticalExtensions



SEQUENCE {}





}



}


}

}

PhysicalChannelReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- TABULAR: UL-ChannelRequirementWithCPCH-SetID contains the choice 



-- between UL DPCH info, CPCH SET info and CPCH set ID.



ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID

OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

PhysicalChannelReconfiguration-v3a0ext ::= SEQUENCE {


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

PhysicalChannelReconfiguration-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- ssdt-UL extends SSDT-Information, which is included in



-- DL-CommonInformation. FDD only.



ssdt-UL-r4






SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

PhysicalChannelReconfiguration-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

PhysicalChannelReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- TABULAR: UL-ChannelRequirementWithCPCH-SetID-r4 contains the choice 



-- between UL DPCH info, CPCH SET info and CPCH set ID.



ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID-r4
OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

PhysicalChannelReconfiguration-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- TABULAR: UL-ChannelRequirementWithCPCH-SetID-r5 contains the choice 



-- between UL DPCH info, CPCH SET info and CPCH set ID.



ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID-r5
OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}
















































-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION COMPLETE

--

-- ***************************************************

PhysicalChannelReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



count-C-ActivationTime


ActivationTime





OPTIONAL,



-- dummy is not used in this version of the specification and



-- it should be ignored by the receiver.



dummy






RB-ActivationTimeInfoList


OPTIONAL,



ul-CounterSynchronisationInfo
UL-CounterSynchronisationInfo

OPTIONAL,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




physicalChannelReconfigurationComplete-r3-add-ext

BIT STRING

OPTIONAL,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}
OPTIONAL

}

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION FAILURE

--

-- ***************************************************

PhysicalChannelReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier


OPTIONAL,



failureCause




FailureCauseWithProtErr,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




physicalChannelReconfigurationFailure-r3-add-ext

BIT STRING

OPTIONAL,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}
OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



transportChannelReconfiguration-r3











TransportChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




transportChannelReconfiguration-v3a0ext












TransportChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions


SEQUENCE {





-- Container for additional R99 extensions





transportChannelReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v4b0ext















TransportChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext
















TransportChannelReconfiguration-v590ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





transportChannelReconfiguration-r4













TransportChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






transportChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext















TransportChannelReconfiguration-v590ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






transportChannelReconfiguration-r5














TransportChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






transportChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL






},













criticalExtensions



SEQUENCE {}





}



}


}

}

TransportChannelReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

TransportChannelReconfiguration-v3a0ext ::= SEQUENCE {


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

TransportChannelReconfiguration-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- ssdt-UL extends SSDT-Information, which is included in



-- DL-CommonInformation. FDD only.



ssdt-UL-r4






SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

TransportChannelReconfiguration-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

TransportChannelReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

TransportChannelReconfiguration-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}


























































-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION COMPLETE

--

-- ***************************************************

TransportChannelReconfigurationComplete ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,



-- TABULAR: UL-TimingAdvance is applicable for TDD mode only.



ul-TimingAdvance



UL-TimingAdvance




OPTIONAL,


-- Radio bearer IEs



count-C-ActivationTime


ActivationTime





OPTIONAL,



-- dummy is not used in this version of the specification and



-- it should be ignored by the receiver.



dummy






RB-ActivationTimeInfoList


OPTIONAL,



ul-CounterSynchronisationInfo
UL-CounterSynchronisationInfo

OPTIONAL,



laterNonCriticalExtensions


SEQUENCE {




-- Container for additional R99 extensions




transportChannelReconfigurationComplete-r3-add-ext

BIT STRING

OPTIONAL,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}
OPTIONAL

}

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION FAILURE

--

-- ***************************************************

TransportChannelReconfigurationFailure ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



failureCause




FailureCauseWithProtErr,



laterNonCriticalExtensions


SEQUENCE {




-- Container for additional R99 extensions




transportChannelReconfigurationFailure-r3-add-ext

BIT STRING

OPTIONAL,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}
OPTIONAL

}
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