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8.1.2.3
Reception of a PAGING TYPE 1 message by the UE

A UE in idle mode, CELL_PCH state or URA_PCH state shall receive the paging information for all its monitored paging occasions. For a UE in idle mode, the paging occasions are specified in [4] and depend on the IE "CN domain specific DRX cycle length coefficient", as specified in subclause 8.6.3.1a. For a UE in CELL_PCH state or URA_PCH state, the paging occasions depend also on the IE "UTRAN DRX cycle length coefficient" and the IE "RRC State Indicator", as specified in subclauses 8.6.3.2 and 8.6.3.3 respectively.

When the UE receives a PAGING TYPE 1 message, it shall perform the actions as specified below.

If the UE is in idle mode, for each occurrence of the IE "Paging record" included in the message the UE shall:
1>
if the IE "Used paging identity" is a CN identity:

2>
compare the IE "UE identity" with all of its allocated CN UE identities:
2>
if one match is found:

3>
indicate reception of paging; and

3>
forward the IE "CN domain identity", the IE "UE identity", the IE "Paging cause" and the “Priority Service Flag” to the upper layers.
1>
otherwise:

2>
ignore that paging record.
If the UE is in connected mode, for each occurrence of the IE "Paging record" included in the message the UE shall:
1>
if the IE "Used paging identity" is a UTRAN single UE identity and if this U-RNTI is the same as the U-RNTI allocated to the UE stored in the UE variable U_RNTI:

2>
if the optional IE "CN originated page to connected mode UE" is included:

3>
indicate reception of paging; and

3>
forward the IE "CN domain identity", the IE "Paging cause" and the IE "Paging record type identifier" to the upper layers.

2>
if the IE "Release indicator" in the IE "RRC connection release information" has the value "Release":

3>
release all its radio resources;

3>
indicate the release of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to the upper layers;

3>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

3>
clear the variable ESTABLISHED_RABS;

3>
pass the value of the IE "Release cause" received in the IE “Release information” to upper layers;

3>
enter idle mode;

3>
perform the actions specified in subclause 8.5.2 when entering idle mode;

3>
and the procedure ends.
2>
otherwise:

3>
perform a cell update procedure with cause "paging response" as specified in subclause 8.3.1.2.

2>
ignore any other remaining IE "Paging record" that may be present in the message.

1>
if the IE "Used paging identity" is a UTRAN group identity and there is a group identity match according to subclause 8.6.3.13:

2>
if the IE "Release indicator" in the IE "RRC connection release information" has the value "Release":
3>
release all its radio resources;

3>
indicate the release of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to the upper layers;

3>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

3>
clear the variable ESTABLISHED_RABS;

3>
pass the value of the IE "Release cause" received in the IE “Release information” to upper layers;

3>
enter idle mode;

3>
perform the actions specified in subclause 8.5.2 when entering idle mode;

3>
and the procedure ends.

2>
otherwise:

3>
perform a cell update procedure with cause "paging response" as specified in subclause 8.3.1.2.

2>
ignore any other remaining IE "Paging record" that may be present in the message.
1>
otherwise:

2>
ignore that paging record.
If the IE "BCCH modification info" is included, any UE in idle mode, CELL_PCH or URA_PCH state shall perform the actions as specified in subclause 8.1.1 in addition to any actions caused by the IE "Paging record" occurrences in the message as specified above.

[…]

8.1.11.3
Reception of a PAGING TYPE 2 message by the UE

When the UE receives a PAGING TYPE 2 message, it shall not affect the state of any other ongoing RRC procedures, when not stated otherwise elsewhere.

The UE shall:

1>
indicate reception of paging; and

1>
forward the IE "Paging cause", the IE "Paging record type identifier" and the “Priority Service Flag” to upper layers.

The UE shall:

1>
clear the entry for the PAGING TYPE 2 message in the table "Accepted transactions" in the variable TRANSACTIONS.

[…]

10.3.3.11
Establishment cause

Cause for an RRC connection establishment request.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Establishment cause
	MP
	
	Enumerated(

Originating Conversational Call,

Originating Streaming Call,

Originating Interactive Call,

Originating Background Call,
Originating Subscribed traffic Call,
Terminating Conversational Call,

Terminating Streaming Call,

Terminating Interactive Call,

Terminating Background Call,

Emergency Call,

Inter-RAT cell re-selection,

Inter-RAT cell change order,

Registration, Detach,

Originating High Priority Signalling,

Originating Low Priority Signalling,

Call re-establishment,

Terminating High Priority Signalling,

Terminating Low Priority Signalling,

Terminating – cause unknown, MBMS reception, Originating Priority Service Call, Terminating Priority Service Call)
	Nine spare values are needed.


[…]

10.3.3.22
Paging cause
Cause for a CN originated page.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Paging cause
	MP
	
	Enumerated(

Terminating Conversational Call,

Terminating Streaming Call,

Terminating Interactive Call,

Terminating Background Call, Terminating High Priority Signalling,

Terminating Low Priority Signalling,

Terminating – cause unknown

)
	One spare value is needed.
	

	Priority Service Flag
	OP
	
	Boolean
	True indicates that paging refers to a priority service request.
	REL-6


[…]

EstablishmentCause ::=



ENUMERATED {











originatingConversationalCall,











originatingStreamingCall, 











originatingInteractiveCall,











originatingBackgroundCall,











originatingSubscribedTrafficCall,











terminatingConversationalCall,











terminatingStreamingCall,











terminatingInteractiveCall,











terminatingBackgroundCall,











emergencyCall,











interRAT-CellReselection,











interRAT-CellChangeOrder,











registration,











detach,











originatingHighPrioritySignalling,











originatingLowPrioritySignalling,











callRe-establishment,











terminatingHighPrioritySignalling,











terminatingLowPrioritySignalling,











terminatingCauseUnknown,











mbms-Reception,











originatingPriorityServiceCall,











terminatingPriorityServiceCall,











spare9,











spare8,











spare7,











spare6,











spare5,











spare4,











spare3,











spare2,











spare1 }

[...]

-- ***************************************************

--

-- PAGING TYPE 1

--

-- ***************************************************

PagingType1 ::= SEQUENCE {


-- User equipment IEs



pagingRecordList



PagingRecordList




OPTIONAL,


-- Other IEs



bcch-ModificationInfo


BCCH-ModificationInfo



OPTIONAL,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




pagingType1-r3-add-ext


BIT STRING

OPTIONAL,




v590NonCriticalExtensions

SEQUENCE {





pagingType1-v590ext



PagingType1-v590ext-IEs,





v6xynonCriticalExtensions


SEQUENCE {





pagingType1-v6xyext



PagingType1-v6xyext-IEs,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL




}

OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

PagingType1-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



pagingRecord2List



PagingRecord2List-r5



OPTIONAL

}
PagingType1-v6xyext-IEs ::= SEQUENCE {


PriorityServiceFlag



BOOLEAN

}
-- ***************************************************

--

-- PAGING TYPE 2

--

-- ***************************************************

PagingType2 ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



pagingCause





PagingCause,


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



pagingRecordTypeID



PagingRecordTypeID,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




pagingType2-r3-add-ext


BIT STRING

OPTIONAL,




v6xynonCriticalExtensions


SEQUENCE {




pagingType2-v6xyext



PagingType2-v6xyext-IEs,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL




}

OPTIONAL



}
OPTIONAL

}
PagingType2-v6xyext-IEs ::= SEQUENCE {


PriorityServiceFlag



BOOLEAN

}
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