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	The validity of the session Id is handled on the application layer, i.e. between the BM-SC and the UE. Thus the UTRAN cannot distinguish from the session id if two separate MBMS bearer establishments are done for same the session or for the different ones even though the session id is the same.
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	It is defined that session validity is handled on the application layer
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5.2.7 MBMS Session Repetition

In the case that the BM-SC repeats MBMS sessions (send multiple time identical content), the MBMS service Id and MBMS session Id is used to identify specific MBMS service and session and the validity of the session Id is handled on the MBMS application layer between the BM-SC and the UE. If UTRAN receives the MBMS session ID in session start, the UTRAN should:

· include MBMS session Id in critical and non critical information send on MCCH 
Note: The non-critical information may contain index referring to critical information, avoiding repetition of MBMS service and session Id in non-critical information. 

If the UE has already received correctly the data of the MBMS session, which is being indicated on MCCH, the UE may:

· ignore FLC by not applying the Layer Convergence Information

· ignore counting procedure in Idle, URA_PCH, CELL_PCH, and CELL_FACH state

· ignore p-t-m MBMS RB setup signalled on MCCH
· ignore p-t-p MBMS RB indication signalled on MCCH

· reject the p-t-p RB setup for MBMS service, signalled on DCCH

In the case that UTRAN receives reject from the UE to the p-t-p RB setup for MBMS service on DCCH, the UTRAN should not try to re-establish p-t-p RB setup for that MBMS service and session.

In the case that the UE has accepted the p-t-p RB for repeated MBMS session the UE shall receive the complete session. 
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