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9.7.7
RLC re-establishment function for acknowledged and unacknowledged mode

RLC re-establishment is performed upon request by upper layers.

The RLC re-establishment function is applicable for AM or UM RLC. For UM, the whole RLC entity is re-established. For AM, upper layers may request re-establishment of the whole RLC entity or only the transmitting or receiving side of the RLC entity.

When an UM RLC entity is re-established by upper layers, the RLC entity shall:

-
reset the state variables to their initial value;

-
set the configurable parameters to their configured value;

-
set the hyper frame number (HFN) to the value configured by upper layers;

-
if it is a receiving UM RLC entity:

-
discard all UMD PDUs.
-    stop the Timer_OSD if "out of sequence SDU delivery" is configured:
      -    if it is a transmitting UM RLC entity:
-
discard the RLC SDUs for which one or more segments have been submitted to a lower layer;
-
if requested:

-
inform the upper layers of the discarded SDUs.

-
not stop Timer_Discard if the RLC SDU is not discarded.

When the transmitting and/or receiving side of an AM RLC entity is re-established by upper layers, the RLC entity shall:

-
if the receiving side of the RLC entity is re-established:

-
reset the state variables specified for the receiver in subclause 9.4 to their initial values;

-
set the configurable parameters applicable for the receiving side in subclause 9.6 to their configured values;

-
set the hyper frame number (HFN) in the receiving side (DL in the UE) to the value configured by upper layers;

-
discard the control PDUs in both transmitting and receiving side and the AMD PDUs in the receiving side.

-
if the transmitting side of the RLC entity is re-established:

-
reset the state variables specified for the sender in subclause 9.4 to their initial values;

-
set the configurable parameters applicable for the transmitting side in subclause 9.6 to their configured values;

-
set the hyper frame number (HFN) in the transmitting side (UL in the UE)  to the value configured by upper layers.

-
if only the transmitter side of the RLC entity is re-established:

-
discard the control PDUs in both the transmitting and receiving side and all SDUs in the transmitting side that have been completely transmitted (the AMD PDUs containing segments of the SDU and the "Length Indicator" indicating the end of the SDU have been transmitted);

-
re-segment the SDUs that were not discarded into AMD PDUs with the configured RLC PDU size (that may be different from the size before the re-establishment).

-
if both the transmitter and receiver side of the RLC entity is re-established:

-
discard the control PDUs in both transmitting and receiving side and the AMD PDUs in the transmitting side.

-
stop all timers described in subclause 9.5 except Timer_Poll_Periodic and Timer_Status_Periodic;
-
discard all AMD PDUs and control PDUs in both the receiving side and the transmitting side of the RLC entity;
-
if requested:

-
inform the upper layers of the discarded SDUs.
NOTE:
If the TFC selection exchange has been initiated by sending the RLC Entity Info parameter to MAC, the RLC entity may delay the re-establishment function until the end of the next TTI.
/*** Cut until the next modification ***/

11.2.3.2
Out of sequence SDU delivery

To enable the recovery of SDUs from UMD PDUs that are received in different transmissions the receiving function shall store PDUs until all SDUs that are associated with the PDU can be reconstructed or until they are discarded in accordance with the procedures described below. SDUs are transferred to the upper layers as soon as all PDUs that contain the SDU (and any associated PDU containing the special "Length Indicator" "0000 000 or "0000 0000 0000 000") have been received.

Upon delivery of a set of UMD PDUs from the lower layer, the Receiver shall for each PDU (in the following SN denotes the sequence number of each PDU):

-
If the PDU is the first PDU received (after the receiving entity is established or re-established):
-
VR(UOH) shall be assigned the value SN-1.

-
if VR(UOH) > SN > VR(UOH) – OSD_Window_Size then:

-
if a PDU with sequence number SN is already stored:

-
discard the PDU;

-
else:

-
store the PDU in sequence number order.

-
else:

-
VR(UOH) = SN thereby advancing the storage window;

-
store the PDU in sequence number order;

-
remove from storage any PDUs whose sequence numbers, SN, are outside of the storage window VR(UOH) > SN > VR(UOH) – OSD_Window_Size;

-
if Timer_OSD is active then Timer_OSD shall be stopped;

-
Timer_OSD shall be started.

-
if PDU with sequence number SN was stored:

-
taking account of any consecutively numbered stored PDUs (with lower or higher indexes) and using the values of the "Length Indicators", if any, in each PDU:

-
re-assemble the PDUs into SDUs;

-
submit the RLC SDUs to upper layers through the UM-SAP;

-
remove from storage any PDUs for which all associated SDUs have been re-assembled. PDUs containing the special length indicators “0000 000”,  “0000 0000 0000 000” or "1111 1111 1111 011"should not be deleted unless SDUs associated with this length indicator have been recovered or will be capable of recovery. 

NOTE:
If PDUs are removed from storage after SDU recovery then retransmitted PDUs may result in the duplicate transfer of SDUs to the higher layers.

-
if Timer_OSD expires:

-
remove from storage all stored PDUs.
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