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8.7.6
MBMS modification request
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Figure 8.7.6-1: MBMS modification request, normal

8.7.6.1
General

The MBMS modification request procedure is used by the UE to request UTRAN to take some action to improve the UE’s ability to receive one or more (prioritised) MBMS services, the UE has joined. The procedure may also be used to request to be moved to a preferred frequency applicable for one or more (prioritised) MBMS services, the UE has joined. The procedure applies to all UEs supporting MBMS, that are in state CELL_DCH.

8.7.6.2
Initiation

The UE shall initiate the MBMS modification request procedure in the following cases:

1>
the preferred frequency applicable for the highest priority MBMS service is different from the currently used frequency;

1>
one or more lower priority MBMS service(s) provided via a p-t-p radio bearer inhibit(s) reception of a higher priority service.

NOTE:
The above case may occur upon receiving a dedicated notification or in other cases e.g. a change of transfer mode from p-t-p to p-t-m for the UE’s highest priority MBMS service.

The UE shall set the contents of the MBMS MODIFICATION REQUEST message as follows:

1>
if the preferred frequency applicable for the highest priority MBMS service is different from the currently used frequency:

2>
include the IE "MBMS preferred frequency request" and set it to the applicable preferred frequency;

1>
if one or more lower priority MBMS service(s) provided via a p-t-p radio bearer inhibit(s) reception of a higher priority service:

2>
include the p-t-p radio bearers used for the corresponding lower priority MBMS services within the IE "MBMS RB list requested to be released".

8.7.6.3
Reception of a MBMS MODIFICATION REQUEST message by the UTRAN

Upon reception of a MBMS MODIFICATION REQUEST message, the UTRAN may take further action depending on the contents of the received message.

The procedure ends.
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