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	Reason for change:
(

	The maximum message size usable for CCCH messages is restricted due to the fact that the current specification restricts the UE to only use the first transport block size listed in the PRACH configuration. Some UEs might not support the change of the transport block sizes in SIB 5/6.

	
	

	Summary of change:
(

	For FDD one additional transport block size is added as an extension to the SIB 5 and 6 such that Rel 99-5 UEs do not receive this information and ignore the information. A Release 6 and above UE shall use this transport block size to transmit CCCH messages on SRB0.

The corresponding configuration is given below.
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not approved:
	Certain UEs may not be able to support different CCCH message sizes and therefore not be able to send measurements on neighbouring cells, traffic measurement information or inter frequency measurement information on CCCH which may increase the latency in call establishment, or prevent the transition to CELL_DCH.
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7.3.x
Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH

	Higher layer
	RAB/signalling RB
	RAB
	SRB#0
	SRB#1
	SRB#2
	SRB#3
	SRB#4

	
	User of Radio Bearer
	Interactive/ Background RAB
	RRC
	RRC
	RRC
	NAS_DT
High prio
	NAS_DT
Low prio

	RLC
	Logical channel type
	DTCH
	CCCH
	DCCH
	DCCH
	DCCH
	DCCH

	
	RLC mode
	AM
	TM
	UM
	AM
	AM
	AM

	
	Payload sizes, bit
	320
	166 / 238 (Rel6)
	136
	128
	128
	128

	
	Max data rate, bps
	32000
	16600/
23800 (Rel6, see Note)
	13600
	12800
	12800
	12800

	
	AMD/UMD/TrD PDU header, bit
	16
	0
	8
	16
	16
	16

	MAC
	MAC header, bit
	24
	2
	24
	24
	24
	24

	
	MAC multiplexing
	6 logical channel multiplexing

	Layer 1
	TrCH type
	RACH

	
	TB sizes, bit
	360
	168 / 240 (Rel6, see Note)
	168
	168
	168
	168

	
	TFS
	TF0, bits
	1x168

	
	
	TF1, bits
	1x360

	
	
	TF2, bits (Rel 6, see Note)
	1x240

	
	TTI, ms
	20 (alt. 10)

	
	Coding type
	CC 1/2

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	768
	384 / 512 (Rel 6, see Note)
	384
	384
	384
	384

	
	Max number of bits/ Radio frame before rate matching
	384 (alt. 768)
	192 / 256 Rel 6 (alt. 384 / 512 Rel 6, see Note)
	192 (alt. 384)
	192 (alt. 384)
	192 (alt. 384)
	192 (alt. 384)


7.3.x.1
TFCS

	TFCS size
	2, 3 (in Rel 6 , see Note)

	TFCS
	32 kbps + SRBs for CCCH/ DCCH = TF0, TF1, TF2 (in Rel 6 , see Note)


NOTE:
In Release 6 UEs shall use the TF/TFC as indicated in the IE “Additional Dynamic Transport Format Information for CCCH” and IE “Additional RACH TFCS for CCCH” for CCCH if available. In this configuration the indicated TF / TFC will be transmitted in these IEs.

The minimum UE class supporting this combination is UL: 12 kbps.

This is supported in Release '6.
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