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8.3.1.2
Initiation

A UE shall initiate the cell update procedure in the following cases:

1>
Uplink data transmission:

2>
if the UE is in URA_PCH or CELL_PCH state; and

2>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit:

3>
perform cell update using the cause "uplink data transmission".

1>
Paging response:

2>
if the criteria for performing cell update with the cause specified above in the current subclause are not met; and

2>
if the UE in URA_PCH or CELL_PCH state, receives a PAGING TYPE 1 message fulfilling the conditions for initiating a cell update procedure specified in subclause 8.1.2.3:

3>
perform cell update using the cause "paging response".

1>
Radio link failure:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_DCH state and the criteria for radio link failure are met as specified in subclause 8.5.6; or
3>
if the transmission of the UE CAPABILITY INFORMATION message fails as specified in subclause 8.1.6.6:

4>
perform cell update using the cause "radio link failure".

1>
Re-entering service area:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in CELL_FACH or CELL_PCH state; and

2>
if the UE has been out of service area and re-enters service area before T307 or T317 expires:

3>
perform cell update using the cause "re-entering service area".

1>
RLC unrecoverable error:
2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE detects RLC unrecoverable error [16] in an AM RLC entity:

3>
perform cell update using the cause "RLC unrecoverable error".

1>
Cell reselection:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_FACH or CELL_PCH state and the UE performs cell re-selection; or

3>
if the UE is in CELL_FACH state and the variable C_RNTI is empty:

4>
perform cell update using the cause "cell reselection".

1>
Periodical cell update:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in CELL_FACH or CELL_PCH state; and

2>
if the timer T305 expires; and

2>
if the criteria for "in service area" as specified in subclause 8.5.5.2 are fulfilled; and

2>
if periodic updating has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity":

3>
perform cell update using the cause "periodical cell update".

1>
MBMS reception:

2>
if the UE is in URA_PCH, Cell_PCH or Cell_FACH state; and

2>
if the UE should perform cell update for MBMS counting as specified in subclause 8.7.4 :

3>
perform cell update using the cause "MBMS reception".
1>
MBMS ptp RB request:

2>
if the UE is in URA_PCH or Cell_PCH state; and

2>
if the UE should perform cell update for MBMS ptp radio bearer request as specified in 8.6.9.6 :

3>
perform cell update using the cause "MBMS ptp RB request".
A UE in URA_PCH state shall initiate the URA update procedure in the following cases:

1>
URA reselection:

2>
if the UE detects that the current URA assigned to the UE, stored in the variable URA_IDENTITY, is not present in the list of URA identities in system information block type 2; or

2>
if the list of URA identities in system information block type 2 is empty; or

2>
if the system information block type 2 can not be found:

3>
perform URA update using the cause "change of URA".

1>
Periodic URA update:

2>
if the criteria for performing URA update with the causes as specified above in the current subclause are not met; and

2>
if the timer T305 expires while the UE is in the service area; and

2>
if periodic updating has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity":

3>
perform URA update using the cause "periodic URA update".

When initiating the URA update or cell update procedure, the UE shall:

1>
stop timer T305;

1>
if the UE is in CELL_DCH state:

2>
in the variable RB_TIMER_INDICATOR, set the IE "T314 expired" and the IE "T315 expired" to FALSE;

2>
if the stored values of the timer T314 and timer T315 are both equal to zero; or

2>
if the stored value of the timer T314 is equal to zero and there are no radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315":

3>
release all its radio resources;

3>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

3>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

3>
clear the variable ESTABLISHED_RABS;

3>
enter idle mode;

3>
perform other actions when entering idle mode from connected mode as specified in subclause 8.5.2;

3>
and the procedure ends.

2>
if the stored value of the timer T314 is equal to zero:

3>
release all radio bearers, associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314";

3>
in the variable RB_TIMER_INDICATOR set the IE "T314 expired" to TRUE.

2>
if the stored value of the timer T315 is equal to zero:

3>
release all radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315";

3>
in the variable RB_TIMER_INDICATOR set the IE "T315 expired" to TRUE.

2>
if the stored value of the timer T314 is greater than zero:

3>
if there are radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314":

4>
start timer T314.
3>
if there are no radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314" or "useT315":

4>
start timer T314.
2>
if the stored value of the timer T315 is greater than zero:

3>
if there are radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315":

4>
start timer T315.

2>
for the released radio bearer(s):

3>
delete the information about the radio bearer from the variable ESTABLISHED_RABS;

3>
when all radio bearers belonging to the same radio access bearer have been released:

4>
indicate local end release of the radio access bearer to upper layers using the CN domain identity together with the RAB identity stored in the variable ESTABLISHED_RABS;

4>
delete all information about the radio access bearer from the variable ESTABLISHED_RABS.

2>
move to CELL_FACH state;
2>
select a suitable UTRA cell on the current frequency according to [4];

2>
select PRACH according to subclause 8.5.17;

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
use the transport format set given in system information as specified in subclause 8.6.5.1;

2>
set the variable ORDERED_RECONFIGURATION to FALSE.

1>
set the variables PROTOCOL_ERROR_INDICATOR, FAILURE_INDICATOR, UNSUPPORTED_CONFIGURATION and INVALID_CONFIGURATION to FALSE;

1>
set the variable CELL_UPDATE_STARTED to TRUE;

1>
if HS-DSCH is configured:

2>
clear any stored IE "Downlink HS-PDSCH information";

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if E-DCH is configured:

2>
clear any stored IE "E-DCH information";

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
1>
if the UE is not already in CELL_FACH state:

2>
move to CELL_FACH state;

2>
select PRACH according to subclause 8.5.17;

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
use the transport format set given in system information as specified in subclause 8.6.5.1.

1>
if the UE performs cell re-selection:

2>
clear the variable C_RNTI; and

2>
stop using that C_RNTI just cleared from the variable C_RNTI in MAC.

1>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

1>
in case of a cell update procedure:

2>
set the contents of the CELL UPDATE message according to subclause 8.3.1.3;

2>
submit the CELL UPDATE message for transmission on the uplink CCCH.

1>
in case of a URA update procedure:

2>
set the contents of the URA UPDATE message according to subclause 8.3.1.3;

2>
submit the URA UPDATE message for transmission on the uplink CCCH.

1>
set counter V302 to 1;

1>
start timer T302 when the MAC layer indicates success or failure in transmitting the message.

8.6.9.6
MBMS Required UE action

If the IE "MBMS required UE action" is included the UE shall:

1>
if the "MBMS required UE action" is set to 'None':

2>
take no action with respect to this IE.

1>
if the IE "MBMS required UE action" is set to 'Acquire counting info':

2>
perform the MBMS counting procedure as specified in subclause 8.7.4;

NOTE:
If upper layers indicate that an MBMS transmission has already been received correctly, the UE will continue as if the information about the concerned MBMS transmission was not included in the message. This implies that the UE does not respond to counting for a transmission already received correctly.
1>
if the IE "MBMS required UE action" is set to 'Acquire PTM RB info':

2>
continue acquiring the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3

2>
act upon the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION message, if received,  in accordance with subclause 8.7.5;

1>
if the IE "MBMS required UE action" is set to ‘Request PTP RB’:

2>
if the UE is in idle mode:

3>
indicate to upper layers that establishment of an RRC connection is required to receive the concerned MBMS service with the establishment cause set to 'MBMS ptp RB request', unless the UE has already requested p-t-m RB establishment in the current modification period.
2>
if the UE is in URA_PCH or Cell_PCH states:

3>
perform a cell update procedure with cause "MBMS ptp RB request", as specified in subclause 8.3.1.2, unless the UE has already requested p-t-m RB establishment in the current modification period.
2>
if the UE is in CELL_DCH:

3>
indicate to upper layers that establishment of an PMM connection is required to receive the concerned MBMS service with the establishment cause set to 'MBMS ptp RB request'.
1>
if the IE "MBMS required UE action" is set to ‘Release PTM RB:

2>
stop receiving the concerned MBMS service and clear all service specific information applicable for the concerned service

8.7.4
MBMS counting
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Figure 8.7.4-1: MBMS counting, normal

8.7.4.1
General

The MBMS counting procedure is used by the UE to inform UTRAN about its interest to receive an MBMS transmission. The procedure applies to UEs supporting MBMS that are in idle mode or in connected mode.  In connected mode the procedure applies to the URA_PCH, Cell_PCH and/ or Cell_FACH states dependent upon the value of  the IE "Connected mode counting scope".
8.7.4.2
Initiation

The UE initiates the MBMS counting procedure for an MBMS transmission upon receiving an MBMS MODIFIED SERVICES or MBMS UNMODIFIED SERVICES message including IE "MBMS required UE action" with the value set to 'Acquire counting info'.
8.7.4.3
Reception of the MBMS ACCESS INFORMATION

The UE shall acquire the MBMS ACCESS INFORMATION message without delaying reading of MCCH until the next modification period in accordance with subclause 8.7.1.3. 

The UE behaviour upon receiving an MBMS ACCESS INFORMATION message that is contained in more than one TTI is not specified.

Upon receiving the MBMS ACCESS INFORMATION message including one or more MBMS service(s) it has joined, the UE shall for each joined service:

1> if the UE is in idle mode:

2> draw a random number, "rand", uniformly distributed in the range: 0 ≤ rand < 1

2> if 'rand' is lower than the value indicated by the IE 'Access probability factor-Idle' for the concerned service:

3> indicate to upper layers that establishment of an RRC connection is required to receive the concerned MBMS service, with the establishment cause set to 'MBMS reception.
3> if the above condition applies for more than one service, initiate a single indication to upper layers;

3> the procedure ends.

2>
otherwise:

3> If the message triggering the MBMS counting procedure included the IE "Continue MCCH reading" with a value set to TRUE:

4> continue acquiring further MBMS ACCESS INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3.

3>
otherwise:

4> continue acquiring further MBMS ACCESS INFORMATION messages without delaying reading of MCCH until the next modification period and with stopping at the end of the modification period, in accordance with subclause 8.7.1.3.

1>
if the UE is in URA_PCH state, Cell_PCH or Cell_FACH state  and the IE "Connected mode counting scope" indicates that counting is applicable for this UE state:
2> draw a random number, "rand", uniformly distributed in the range: 0 ≤ rand < 1

2> if 'rand' is lower than the value indicated by the IE 'Access probability factor-connected' for the concerned service:

3> if a cell update has not been successfully transmitted for this service in the current modification period:
4> initiate the cell update procedure with 'Cell update cause' set to "MBMS reception", in accordance with subclause 8.3.1;

4> if the above condition applies for more than one service, initiate a single cell update;

4> the procedure ends;

2> otherwise:

3> If the message triggering the MBMS counting procedure included the IE "Continue MCCH reading" with a value set to TRUE:

4> continue acquiring further MBMS ACCESS INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3.

3>
otherwise:

4> continue acquiring further MBMS ACCESS INFORMATION messages without delaying reading of MCCH until the next modification period and with stopping at the end of the modification period, in accordance with subclause 8.7.1.3.

1>
otherwise:

2> the procedure ends;

Upon receiving the MBMS ACCESS INFORMATION message not including an MBMS service(s) the UE has joined:

1> the procedure ends;

10.2.16e
MBMS Access Information
This message is transmitted periodically by UTRAN to inform UEs that have joined a particular MBMS service about the need to establish an RRC connection. While the message contents may change within a modification period, all occurances of the information within a modification period concern the same MBMS service(s).

Logical channel: MCCH


Direction: UTRAN ( UE
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message type
	MP
	
	Message Type
	
	REL-6

	Service list
	MP
	1 to <maxMBMSservCount>
	
	
	REL-6

	>MBMS short transmission ID
	MP
	
	MBMS Short transmission identity 10.3.9a.10
	Reference/ index to a transmission listed in the MBMS Modified Services Information or MBMS Unmodified Services Information
	REL-6

	>Access probability factor - Idle
	MP
	
	Integer (0 to 960 by step of 32, 1000)
	Access probability factor for UEs in idle mode. The actual Access Probability (AP) is a function of the Access Probability Factor (APF):

AP (APF) = 2-(APF/100)
	REL-6

	>Access probability factor – connected
	MD
	
	Integer (0 to 960 by step of 32, 1000)
	Access probability factor for UEs in connected mode. The actual Access Probability (AP) is a function of the Access Probability Factor (APF):

AP (APF) = 2-(APF/100)
Default value is the value included in IE "Access probability factor - Idle"
	REL-6

	>Connected mode counting scope
	MP
	
	
	
	REL-6

	>>URA_PCH
	MP
	
	BOOLEAN
	TRUE means that UEs in URA_PCH state shall participate in counting
	REL-6

	>>CELL_PCH
	MP
	
	BOOLEAN
	TRUE means that UEs in CELL_PCH state shall participate in counting
	REL-6

	>> CELL_FACH
	MP
	
	BOOLEAN
	TRUE means that UEs in CELL_FACH state shall participate in counting
	REL-6


10.2.16j
MBMS Modified services Information
This information is transmitted periodically by UTRAN to inform UEs about a change applicable for one or more MBMS services available in the current cell and possibly in neighbouring cells.

Logical channel: MCCH, DCCH


Direction: UTRAN ( UE
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message type
	MP
	
	Message Type
	
	REL-6

	Modified service list
	OP
	1.. <maxMBMSservModif>
	
	
	REL-6

	>MBMS Transmission identity
	MP
	
	MBMS Transmission identity

10.3.9a.12
	
	REL-6

	>MBMS required UE action
	MP
	
	Enumerated (None, Acquire counting info, Acquire PTM RB info, Request PTP RB, Release PTM RB)
	Indicates required UE action upon receiving the message.

When sent on the DCCH, only the following values apply: None (FLC), Acquire PTM RB info, Request PTP RB).
	REL-6

	>MBMS preferred frequency
	OP
	
	
	Indicates the frequency that UEs shall consider as the preferred frequency layer for cell re-selection during a session for an MBMS service the UE has joined, as specified in [25.304] .


	REL-6

	>>PFL index
	CV-MCCH
	
	Integer (1.. <maxMBMS-Freq>)
	Index pointing to an entry in the list included in MBMS GENERAL INFORMATION.
	REL-6

	>>PFL info
	CV- DCCH
	
	Frequency info 10.3.6.36
	
	REL-6

	>Continue MCCH reading
	MP
	
	BOOLEAN
	MCCH in- band notification. Indicates whether or not the UE should continue reading MCCH in the next modification period.

Not applicable when sent on the DCCH
	REL-6

	MBMS re- aquire MCCH
	MP
	
	BOOLEAN
	
	REL-6

	End of modified MCCH information
	OP
	
	Integer (1..15)
	Final TTI including MCCH messages with different content than in the previous modification period
	REL-6


	Condition
	Explanation

	MCCH
	This IE is mandatory present if the message is sent via MCCH and not needed otherwise.

	DCCH
	This IE is mandatory present if the message is sent via DCCH and not needed otherwise.


10.2.16m
MBMS Unmodified services Information
This message is transmitted periodically by UTRAN to inform UEs about the MBMS services, available in the current cell and possibly in neighbouring cells, that have not changed. The message is repeated every repetition period while its contents does not change within a modification period.

Logical channel: MCCH


Direction: UTRAN ( UE
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message type
	MP
	
	Message Type
	

	Unmodified services list
	OP
	1 to <maxMBMSservUnmodif>
	
	

	>MBMS Transmission identity
	MP
	
	MBMS Transmission identity

10.3.9a.12
	

	>MBMS required UE action
	MP
	
	Enumerated (None, Acquire PTM RB info, Request PTP RB)
	Indication of the UE action required to receive the service: 

	>MBMS preferred frequency
	OP
	
	Integer (1.. <maxMBMS-Freq>)
	Information about the frequency that UEs shall consider as the preferred frequency layer for cell re-selection during a session for an MBMS service the UE has joined, as specified in [25.304] .

Index pointing to an entry in the list included in MBMS GENERAL INFORMATION


10.3.3.3
Cell update cause
Indicates the cause for cell update.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Cell update cause
	MP
	
	Enumerated (cell reselection, periodical cell update, uplink data transmission, paging response, re-entered service area, radio link failure, RLC unrecoverable error, MBMS reception, MBMS ptp RB request)
	One spare value is needed.


10.3.3.11
Establishment cause

Cause for an RRC connection establishment request.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Establishment cause
	MP
	
	Enumerated(

Originating Conversational Call,

Originating Streaming Call,

Originating Interactive Call,

Originating Background Call,
Originating Subscribed traffic Call,
Terminating Conversational Call,

Terminating Streaming Call,

Terminating Interactive Call,

Terminating Background Call,

Emergency Call,

Inter-RAT cell re-selection,

Inter-RAT cell change order,

Registration, Detach,

Originating High Priority Signalling,

Originating Low Priority Signalling,

Call re-establishment,

Terminating High Priority Signalling,

Terminating Low Priority Signalling,

Terminating – cause unknown, MBMS reception, MBMS ptp RB request)
	Eleven spare values are needed.


11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=
-- ***************************************************

--

--     USER EQUIPMENT INFORMATION ELEMENTS (10.3.3)

--

-- ***************************************************

AccessStratumReleaseIndicator ::=
ENUMERATED {











rel-4, rel-5, rel-6, spare13,











spare12, spare11, spare10, spare9, spare8,











spare7,
spare6,
spare5, spare4, spare3,











spare2, spare1 }

-- TABULAR : for ActivationTime, value 'now' always appear as default, and is encoded

-- by absence of the field

ActivationTime ::=




INTEGER (0..255)

BackoffControlParams ::=


SEQUENCE {


n-AP-RetransMax





N-AP-RetransMax,


n-AccessFails





N-AccessFails,


nf-BO-NoAICH





NF-BO-NoAICH,


ns-BO-Busy






NS-BO-Busy,


nf-BO-AllBusy





NF-BO-AllBusy,


nf-BO-Mismatch





NF-BO-Mismatch,


t-CPCH







T-CPCH

}

C-RNTI ::=






BIT STRING (SIZE (16))

CapabilityUpdateRequirement ::=

SEQUENCE {


ue-RadioCapabilityFDDUpdateRequirement
BOOLEAN,


-- ue-RadioCapabilityTDDUpdateRequirement is for 3.84Mcps TDD update requirement


ue-RadioCapabilityTDDUpdateRequirement
BOOLEAN,


systemSpecificCapUpdateReqList

SystemSpecificCapUpdateReqList

OPTIONAL

}

CapabilityUpdateRequirement-r4-ext ::= SEQUENCE {


ue-RadioCapabilityUpdateRequirement-TDD128
BOOLEAN

}

CapabilityUpdateRequirement-r4 ::=
SEQUENCE {


ue-RadioCapabilityFDDUpdateRequirement-FDD
BOOLEAN,


ue-RadioCapabilityTDDUpdateRequirement-TDD384
BOOLEAN,


ue-RadioCapabilityTDDUpdateRequirement-TDD128
BOOLEAN,


systemSpecificCapUpdateReqList

SystemSpecificCapUpdateReqList

OPTIONAL

}

-- If the IE CellUpdateCause has the value 'cellUpdateCause-ext', the actual value is

-- defined in the IE CellUpdateCause-ext.

CellUpdateCause ::=




ENUMERATED { 











cellReselection,











periodicalCellUpdate,











uplinkDataTransmission,











utran-pagingResponse,











re-enteredServiceArea,











radiolinkFailure,











rlc-unrecoverableError,











cellUpdateCause-ext }

-- The IE CellUpdateCause-ext shall be present, if the IE CellUpdateCause has the

-- value 'cellUpdateCause-ext'.

CellUpdateCause-ext ::=



ENUMERATED {











mbms-Reception,











mbms-PTP-RB-Request, spare2, spare1 }

ChipRateCapability ::=



ENUMERATED {











mcps3-84, mcps1-28 }

CipheringAlgorithm ::=



ENUMERATED {











uea0, uea1 }

CipheringModeCommand ::=


CHOICE {


startRestart





CipheringAlgorithm,


dummy





NULL

}

CipheringModeInfo ::=



SEQUENCE {


-- TABULAR: The ciphering algorithm is included in the CipheringModeCommand.


cipheringModeCommand



CipheringModeCommand,


activationTimeForDPCH



ActivationTime





OPTIONAL,


rb-DL-CiphActivationTimeInfo

RB-ActivationTimeInfoList


OPTIONAL

}

CN-DRX-CycleLengthCoefficient ::=
INTEGER (6..9)

CN-PagedUE-Identity ::=



CHOICE {


imsi-GSM-MAP





IMSI-GSM-MAP,


tmsi-GSM-MAP





TMSI-GSM-MAP,


p-TMSI-GSM-MAP





P-TMSI-GSM-MAP,


imsi-DS-41






IMSI-DS-41,


tmsi-DS-41






TMSI-DS-41,


spare3







NULL,


spare2







NULL,


spare1







NULL

}

CompressedModeMeasCapability ::= 
SEQUENCE {


fdd-Measurements




BOOLEAN,


-- TABULAR: The IEs tdd-Measurements, gsm-Measurements and multiCarrierMeasurements


-- are made optional since they are conditional based on another information element.


-- Their absence corresponds to the case where the condition is not true.


tdd-Measurements




BOOLEAN







OPTIONAL,


gsm-Measurements




GSM-Measurements




OPTIONAL,


multiCarrierMeasurements


BOOLEAN







OPTIONAL

}

CompressedModeMeasCapability-LCR-r4 ::=
SEQUENCE {


tdd128-Measurements





BOOLEAN






OPTIONAL

}

CompressedModeMeasCapabFDDList ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF











CompressedModeMeasCapabFDD

CompressedModeMeasCapabFDDList2 ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF











CompressedModeMeasCapabFDD2

CompressedModeMeasCapabFDDList-ext ::= SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF












CompressedModeMeasCapabFDD-ext
CompressedModeMeasCapabFDD ::=

SEQUENCE {


radioFrequencyBandFDD



RadioFrequencyBandFDD
OPTIONAL,


dl-MeasurementsFDD




BOOLEAN,


ul-MeasurementsFDD




BOOLEAN

}

CompressedModeMeasCapabFDD2 ::=

SEQUENCE {

-- UE may omit both IEs if this IE indicates the compressed mode capability within the same


-- frequency band. Otherwise, the UE shall include either one of the following OPTIONAL IEs.


radioFrequencyBandFDD



RadioFrequencyBandFDD
OPTIONAL,

radioFrequencyBandFDD2



RadioFrequencyBandFDD2
OPTIONAL,


dl-MeasurementsFDD




BOOLEAN,


ul-MeasurementsFDD




BOOLEAN

}
CompressedModeMeasCapabFDD-ext ::=

SEQUENCE {

radioFrequencyBandFDD2



RadioFrequencyBandFDD2,


dl-MeasurementsFDD




BOOLEAN,


ul-MeasurementsFDD




BOOLEAN
}
CompressedModeMeasCapabTDDList ::=
SEQUENCE (SIZE (1..maxFreqBandsTDD)) OF











CompressedModeMeasCapabTDD

CompressedModeMeasCapabTDD ::=

SEQUENCE {


radioFrequencyBandTDD



RadioFrequencyBandTDD,


dl-MeasurementsTDD




BOOLEAN,


ul-MeasurementsTDD




BOOLEAN

}

CompressedModeMeasCapabGSMList ::=
SEQUENCE (SIZE (1..maxFreqBandsGSM)) OF











CompressedModeMeasCapabGSM

CompressedModeMeasCapabGSM ::=

SEQUENCE {


radioFrequencyBandGSM



RadioFrequencyBandGSM,


dl-MeasurementsGSM




BOOLEAN,


ul-MeasurementsGSM




BOOLEAN

}
CompressedModeMeasCapabMC ::=

SEQUENCE {


dl-MeasurementsMC




BOOLEAN,


ul-MeasurementsMC




BOOLEAN

}

CPCH-Parameters ::=




SEQUENCE {


initialPriorityDelayList


InitialPriorityDelayList


OPTIONAL,


backoffControlParams



BackoffControlParams,


-- TABULAR: TPC step size nested inside PowerControlAlgorithm


powerControlAlgorithm



PowerControlAlgorithm,


dl-DPCCH-BER





DL-DPCCH-BER

}

DL-CapabilityWithSimultaneousHS-DSCHConfig ::=
ENUMERATED{kbps32, kbps64, kbps128, kbps384}
DL-DPCCH-BER ::=




INTEGER (0..63)

DL-PhysChCapabilityFDD ::=


SEQUENCE {


maxNoDPCH-PDSCH-Codes



INTEGER (1..8),


maxNoPhysChBitsReceived



MaxNoPhysChBitsReceived,


supportForSF-512




BOOLEAN,


supportOfPDSCH





BOOLEAN,


simultaneousSCCPCH-DPCH-Reception
SimultaneousSCCPCH-DPCH-Reception

}

DL-PhysChCapabilityFDD-v380ext ::=


SEQUENCE {


supportOfDedicatedPilotsForChEstimation

SupportOfDedicatedPilotsForChEstimation

OPTIONAL

}

SupportOfDedicatedPilotsForChEstimation ::=


ENUMERATED { true }

DL-PhysChCapabilityTDD ::=


SEQUENCE {


maxTS-PerFrame





MaxTS-PerFrame,


maxPhysChPerFrame




MaxPhysChPerFrame,


minimumSF






MinimumSF-DL,


supportOfPDSCH





BOOLEAN,


maxPhysChPerTS





MaxPhysChPerTS


}

DL-PhysChCapabilityTDD-LCR-r4 ::=
SEQUENCE {


maxTS-PerSubFrame




MaxTS-PerSubFrame-r4,


maxPhysChPerFrame




MaxPhysChPerSubFrame-r4,


minimumSF






MinimumSF-DL,


supportOfPDSCH





BOOLEAN,


maxPhysChPerTS





MaxPhysChPerTS,


supportOf8PSK





BOOLEAN

}

DL-TransChCapability ::=


SEQUENCE {


maxNoBitsReceived




MaxNoBits,


maxConvCodeBitsReceived



MaxNoBits,


turboDecodingSupport



TurboSupport,


maxSimultaneousTransChs



MaxSimultaneousTransChsDL,


maxSimultaneousCCTrCH-Count


MaxSimultaneousCCTrCH-Count,


maxReceivedTransportBlocks


MaxTransportBlocksDL,


maxNumberOfTFC





MaxNumberOfTFC-DL,


maxNumberOfTF





MaxNumberOfTF

}

DRAC-SysInfo ::=




SEQUENCE {


transmissionProbability



TransmissionProbability,


maximumBitRate





MaximumBitRate

}

DRAC-SysInfoList ::=



SEQUENCE (SIZE (1..maxDRACclasses)) OF











DRAC-SysInfo

DSCH-RNTI ::=





BIT STRING (SIZE (16))

E-RNTI ::=






BIT STRING (SIZE (16))

ESN-DS-41 ::=





BIT STRING (SIZE (32))

EstablishmentCause ::=



ENUMERATED {











originatingConversationalCall,











originatingStreamingCall, 











originatingInteractiveCall,











originatingBackgroundCall,











originatingSubscribedTrafficCall,











terminatingConversationalCall,











terminatingStreamingCall,











terminatingInteractiveCall,











terminatingBackgroundCall,











emergencyCall,











interRAT-CellReselection,











interRAT-CellChangeOrder,











registration,











detach,











originatingHighPrioritySignalling,











originatingLowPrioritySignalling,











callRe-establishment,











terminatingHighPrioritySignalling,











terminatingLowPrioritySignalling,











terminatingCauseUnknown,











mbms-Reception,











mbms-PTP-RB-Request,











spare10,











spare9,











spare8,











spare7,











spare6,











spare5,











spare4,











spare3,











spare2,











spare1 }

------------------------xxxx--------------------------

-- ***************************************************

--

--     MBMS INFORMATION ELEMENTS (10.3.9a)

--

-- ***************************************************

MBMS-AccessProbabilityFactor ::=
ENUMERATED {











apf0, apf32, apf64, apf96, apf128, apf160, apf192,











apf224, apf256, apf288, apf320, apf352, apf384, apf416,











apf448, apf480, apf512, apf544, apf576, apf608, apf640,











apf672, apf704, apf736, apf768, apf800, apf832, apf864,











apf896, apf928, apf960, apf1000 }

MBMS-CellGroupIdentity-r6 ::=

BIT STRING (SIZE (12))

MBMS-CommonCCTrChIdentity ::=

INTEGER (1..32)

MBMS-CommonPhyChIdentity ::=

INTEGER (1..32)

MBMS-CommonRBIdentity ::=


INTEGER (1..32)

MBMS-CommonRBInformation-r6 ::=

SEQUENCE {


commonRBIdentity




MBMS-CommonRBIdentity,


pdcp-Info






PDCP-Info-r4,


rlc-Info






RLC-Info-r6

}

MBMS-CommonRBInformationList-r6 ::= SEQUENCE (SIZE (1..maxMBMS-CommonRB)) OF











MBMS-CommonRBInformation-r6

MBMS-CommonTrChIdentity ::=


INTEGER (1..32)
MBMS-ConnectedModeCountingScope ::= SEQUENCE {


countingForUraPCH







BOOLEAN,


countingForCellPCH







BOOLEAN,


countingForCellFACH







BOOLEAN

}
MBMS-CurrentCell-SCCPCH-r6 ::=

SEQUENCE {


sccpchIdentity





MBMS-SCCPCHIdentity




OPTIONAL,


secondaryCCPCH-Info




MBMS-CommonPhyChIdentity,


transpCh-InfoCommonForAllTrCh

MBMS-CommonCCTrChIdentity,


transpCHInformation




MBMS-TrCHInformation-CommList

}

MBMS-CurrentCell-SCCPCHList-r6 ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF











MBMS-CurrentCell-SCCPCH-r6

MBMS-FACHCarryingMTCH-List ::=

SEQUENCE (SIZE (1..maxFACHPCH)) OF












TransportFormatSet
MBMS-JoinedInformation-r6 ::=

SEQUENCE {


p-TMSI







P-TMSI-GSM-MAP





OPTIONAL

}

MBMS-L1CombiningSchedule-32 ::=

SEQUENCE {


-- Actual L1 combining schedule values (offset, start, duration) = IE value * 4


cycleOffset






INTEGER (0..7)





OPTIONAL,


mtch-L1CombiningPeriodList


SEQUENCE (SIZE (1..maxMBMS-L1CP)) OF SEQUENCE {



periodStart






INTEGER (0..7),



periodDuration





INTEGER (1..8)


}

}

MBMS-L1CombiningSchedule-64 ::=

SEQUENCE {


-- Actual L1 combining schedule values (offset, start, duration) = IE value * 4


cycleOffset






INTEGER (0..15)





OPTIONAL,


mtch-L1CombiningPeriodList


SEQUENCE (SIZE (1..maxMBMS-L1CP)) OF SEQUENCE {



periodStart






INTEGER (0..15),



periodDuration





INTEGER (1..16)


}

}

MBMS-L1CombiningSchedule-128 ::=
SEQUENCE {


-- Actual L1 combining schedule values (offset, start, duration) = IE value * 4


cycleOffset






INTEGER (0..31)





OPTIONAL,


mtch-L1CombiningPeriodList


SEQUENCE (SIZE (1..maxMBMS-L1CP)) OF SEQUENCE {



periodStart






INTEGER (0..31),



periodDuration





INTEGER (1..32)


}

}

MBMS-L1CombiningSchedule-256 ::=
SEQUENCE {


-- Actual L1 combining schedule values (offset, start, duration) = IE value * 4


cycleOffset






INTEGER (0..63)





OPTIONAL,


mtch-L1CombiningPeriodList


SEQUENCE (SIZE (1..maxMBMS-L1CP)) OF SEQUENCE {



periodStart






INTEGER (0..63),



periodDuration





INTEGER (1..64)


}

}

MBMS-L1CombiningSchedule-512 ::=
SEQUENCE {


-- Actual L1 combining schedule values (offset, start, duration) = IE value * 4


cycleOffset






INTEGER (0..127)





OPTIONAL,


mtch-L1CombiningPeriodList


SEQUENCE (SIZE (1..maxMBMS-L1CP)) OF SEQUENCE {



periodStart






INTEGER (0..127),



periodDuration





INTEGER (1..128)


}

}

MBMS-L1CombiningSchedule-1024 ::=
SEQUENCE {


-- Actual L1 combining schedule values (offset, start, duration) = IE value * 4


cycleOffset






INTEGER (0..255)





OPTIONAL,


mtch-L1CombiningPeriodList


SEQUENCE (SIZE (1..maxMBMS-L1CP)) OF SEQUENCE {



periodStart






INTEGER (0..255),



periodDuration





INTEGER (1..256)


}

}

MBMS-L1CombiningSchedule ::=

CHOICE {


cycleLength-32





MBMS-L1CombiningSchedule-32,


cycleLength-64





MBMS-L1CombiningSchedule-64,


cycleLength-128





MBMS-L1CombiningSchedule-128,


cycleLength-256





MBMS-L1CombiningSchedule-256,


cycleLength-512





MBMS-L1CombiningSchedule-512,


cycleLength-1024




MBMS-L1CombiningSchedule-1024

}

MBMS-L1CombiningTransmTimeDiff ::=
INTEGER (0..3)

MBMS-L23Configuration ::=


CHOICE {


sameAsCurrent





SEQUENCE {



currentCell-SCCPCH




MBMS-SCCPCHIdentity,



mschConfigurationInfo



MBMS-MSCHConfigurationInfo-r6


},


different






SEQUENCE {



transpCh-InfoCommonForAllTrCh

MBMS-CommonCCTrChIdentity,



transpCHInformation




MBMS-TrCHInformation-NeighbList


}

}

MBMS-LogicalChIdentity ::=


INTEGER (1..15)

MBMS-MCCH-ConfigurationInfo-r6 ::=
SEQUENCE {


accessInfoPeriodCoefficient


INTEGER (0..3),


repetitionPeriodCoefficient


INTEGER (0..3),


modificationPeriodCoefficient

INTEGER (7..10),


rlc-Info






RLC-Info-r6,


tctf-Presence





MBMS-TCTF-Presence




OPTIONAL

}

MBMS-MICHConfigurationInfo-r6 ::=
SEQUENCE {


michPowerOffset





MBMS-MICHPowerOffset,


mode







CHOICE {



fdd








SEQUENCE {




channelisationCode256



ChannelisationCode256,




ni-CountPerFrame




MBMS-NI-CountPerFrame,




sttd-Indicator





BOOLEAN



},



tdd384







SEQUENCE {




timeslot






TimeslotNumber,




midambleShiftAndBurstType


MidambleShiftAndBurstType,




channelisationCode




DL-TS-ChannelisationCode,




repetitionPeriodLengthOffset

RepPerLengthOffset-MICH

OPTIONAL,




mbmsNotificationIndLength


MBMS-MICHNotificationIndLength
DEFAULT mn4


},



tdd128







SEQUENCE {




timeslot






TimeslotNumber-LCR-r4,




midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,




channelisationCodeList



SEQUENCE (SIZE (1..2)) OF














DL-TS-ChannelisationCode,




repetitionPeriodLengthOffset

RepPerLengthOffset-MICH

OPTIONAL,




mbmsNotificationIndLength


MBMS-MICHNotificationIndLength
DEFAULT mn4


}


}

}

MBMS-MICHNotificationIndLength ::=
ENUMERATED { mn4, mn8, mn16 }

MBMS-MICHPowerOffset ::=


INTEGER (-10..5)

MBMS-ModifedService-r6 ::=


SEQUENCE {


mbms-TransmissionIdentity


MBMS-TransmissionIdentity,


mbms-RequiredUEAction



MBMS-RequiredUEAction-Mod,


mbms-PreferredFrequency



CHOICE {



mcch







MBMS-PFLIndex,



dcch







MBMS-PFLInfo


}

OPTIONAL,


continueMCCHReading




BOOLEAN

}

MBMS-ModifedServiceList-r6 ::=

SEQUENCE (SIZE (1..maxMBMSservModif)) OF











MBMS-ModifedService-r6

MBMS-MSCHConfigurationInfo-r6 ::=
SEQUENCE {


mschShedulingInfo




MBMS-MSCHSchedulingInfo



OPTIONAL,


rlc-Info






RLC-Info-r6






OPTIONAL,


tctf-Presence





MBMS-TCTF-Presence




OPTIONAL

}

MBMS-MSCHSchedulingInfo ::=


CHOICE {


schedulingPeriod-32-Offset


INTEGER (0..31),


schedulingPeriod-64-Offset


INTEGER (0..63),


schedulingPeriod-128-Offset


INTEGER (0..127),


schedulingPeriod-256-Offset


INTEGER (0..255),


schedulingPeriod-512-Offset


INTEGER (0..511),


schedulingPeriod-1024-Offset

INTEGER (0..1023)

}

MBMS-NeighbouringCellSCCPCH-r6 ::=
SEQUENCE {


secondaryCCPCH-Info




MBMS-CommonPhyChIdentity,


rakeCombinableGroupId



MBMS-RakeCombinableGroupId


OPTIONAL,


layer1Combining





CHOICE {



fdd








SEQUENCE {




typeOfL1Combining




MBMS-TypeOfL1Combining,




mbms-L1CombiningSchedule


MBMS-L1CombiningSchedule
OPTIONAL



},



tdd








NULL


}

OPTIONAL,


mbms-L23Configuration



MBMS-L23Configuration

}

MBMS-NeighbouringCellSCCPCHList-r6 ::= SEQUENCE (SIZE (1..maxSCCPCH)) OF











MBMS-NeighbouringCellSCCPCH-r6

MBMS-NI-CountPerFrame ::=


ENUMERATED { ni18, ni36, ni72, ni144 }

MBMS-PFLIndex ::=




INTEGER (1..maxMBMS-Freq)

MBMS-PFLInfo ::=




FrequencyInfo

MBMS-PhyChInformation-r6 ::=

SEQUENCE {


mbms-CommonPhyChIdentity


MBMS-CommonPhyChIdentity,


secondaryCCPCHInfo-MBMS



SecondaryCCPCHInfo-MBMS-r6

}

MBMS-PhyChInformationList-r6 ::=
SEQUENCE (SIZE (1..maxMBMS-CommonPhyCh)) OF











MBMS-PhyChInformation-r6

MBMS-PL-ServiceRestrictInfo-r6 ::=
ENUMERATED { true }

MBMS-PreferredFreqRequest-r6 ::=
SEQUENCE {


preferredFreqRequest



FrequencyInfo

}

MBMS-PreferredFrequencyInfo-r6 ::=
SEQUENCE {


mbmsPreferredFrequency



INTEGER (1..maxMBMS-Freq),


layerConvergenceInformation


CHOICE {



mbms-Qoffset





INTEGER (0..7),



mbms-HCSoffset





INTEGER (0..7)


}

}

MBMS-PreferredFrequencyList-r6 ::=
SEQUENCE (SIZE (1..maxMBMS-Freq)) OF











MBMS-PreferredFrequencyInfo-r6

MBMS-PTM-RBInformation-C ::=

SEQUENCE {


rbInformation





MBMS-CommonRBIdentity,


shortTransmissionID




MBMS-ShortTransmissionID,


logicalChIdentity




MBMS-LogicalChIdentity

}

MBMS-PTM-RBInformation-CList ::=
SEQUENCE (SIZE (1..maxRBperTrCh)) OF











MBMS-PTM-RBInformation-C

MBMS-PTM-RBInformation-N ::=

SEQUENCE {


shortTransmissionID




MBMS-ShortTransmissionID,


logicalChIdentity




MBMS-LogicalChIdentity,


layer1-CombiningStatus



ENUMERATED { true }




OPTIONAL

}

MBMS-PTM-RBInformation-NList ::=
SEQUENCE (SIZE (1..maxRBperTrCh)) OF











MBMS-PTM-RBInformation-N

MBMS-PTM-RBInformation-S ::=

SEQUENCE {


rbInformation





MBMS-CommonRBIdentity,


shortTransmissionID




MBMS-ShortTransmissionID,


logicalChIdentity




MBMS-LogicalChIdentity

}

MBMS-PTM-RBInformation-SList ::=
SEQUENCE (SIZE (1..maxRBperTrCh)) OF











MBMS-PTM-RBInformation-S

MBMS-RakeCombinableGroupId ::=

INTEGER (0..15)

MBMS-RequiredUEAction-Mod ::=

ENUMERATED {











none,











acquireCountingInfo,











acquirePTM-RBInfo,











requestPTPRB,











releasePTM-RB }

MBMS-RequiredUEAction-UMod ::=

ENUMERATED {











none,











acquirePTM-RBInfo,











requestPTPRB }

MBMS-SCCPCHIdentity ::=



INTEGER (1..maxSCCPCH)

MBMS-ServiceAccessInfo-r6 ::=

SEQUENCE {


shortTransmissionID




MBMS-ShortTransmissionID,


accessprobabilityFactor-Idle

MBMS-AccessProbabilityFactor,


accessprobabilityFactor-UraPCH

MBMS-AccessProbabilityFactor

OPTIONAL

}

MBMS-ServiceAccessInfoList-r6 ::=
SEQUENCE (SIZE (1..maxMBMSservCount)) OF











MBMS-ServiceAccessInfo-r6

MBMS-ServiceIdentity ::=


SEQUENCE {


serviceIdentity





OCTET STRING (SIZE (3)),


plmn-Identity





CHOICE {



-- The 'sameAsMIB-PLMN-Id' choice refers to the 'PLMN Identity' (R99) in MIB.



sameAsMIB-PLMN-Id




NULL,



other







CHOICE {




-- The 'sameAsMIB-MultiPLMN-Id' choice refers to one of the (1..5) PLMN Identities




-- provided in the 'Multiple PLMN List' (REL-6) in MIB.




sameAsMIB-MultiPLMN-Id



INTEGER (1..5),



explicitPLMN-Id





PLMN-Identity



}


}

}

MBMS-ServiceSchedulingInfo-r6 ::=
SEQUENCE {


mbms-TransmissionIdentity


MBMS-TransmissionIdentity,


mbms-ServiceTransmInfoList


MBMS-ServiceTransmInfoList


OPTIONAL,


nextSchedulingperiod



INTEGER (0..31)

}

MBMS-ServiceSchedulingInfoList-r6 ::= SEQUENCE (SIZE (1..maxMBMSservSched)) OF











MBMS-ServiceSchedulingInfo-r6

MBMS-ServiceTransmInfo ::=


SEQUENCE {


-- Actual values (start, duration) = IE values * 4


start







INTEGER (0..255),


duration






INTEGER (1..256)

}

MBMS-ServiceTransmInfoList ::=

SEQUENCE (SIZE (1..maxMBMSTransmis)) OF











MBMS-ServiceTransmInfo

MBMS-SessionIdentity ::=


OCTET STRING (SIZE (1))

MBMS-ShortTransmissionID ::=

INTEGER (1..32)

MBMS-SIBType5-SCCPCH-r6 ::=


SEQUENCE {


sccpchIdentity





MBMS-SCCPCHIdentity,


transpCHInformation




MBMS-TrCHInformation-SIB5List

}

MBMS-SIBType5-SCCPCHList-r6 ::=

SEQUENCE (SIZE (1..maxSCCPCH)) OF











MBMS-SIBType5-SCCPCH-r6

MBMS-TCTF-Presence ::=



ENUMERATED { false }

MBMS-TimersAndCouneters-r6 ::=

SEQUENCE {


t-318







T-318







DEFAULT ms1000

}

MBMS-TransmissionIdentity ::=

SEQUENCE {


mbms-ServiceIdentity



MBMS-ServiceIdentity,


mbms-SessionIdentity



MBMS-SessionIdentity



OPTIONAL

}

MBMS-TranspChInfoForCCTrCh-r6 ::=
SEQUENCE {


commonCCTrChIdentity



MBMS-CommonCCTrChIdentity,


transportFormatCombinationSet

TFCS

}

MBMS-TranspChInfoForEachCCTrCh-r6 ::= SEQUENCE (SIZE (1..maxMBMS-CommonCCTrCh)) OF











MBMS-TranspChInfoForCCTrCh-r6

MBMS-TranspChInfoForEachTrCh-r6 ::= SEQUENCE (SIZE (1..maxMBMS-CommonTrCh)) OF











MBMS-TranspChInfoForTrCh-r6

MBMS-TranspChInfoForTrCh-r6 ::=

SEQUENCE {


commonTrChIdentity




MBMS-CommonTrChIdentity,


transportFormatSet




TransportFormatSet

}

MBMS-TrCHInformation-Comm ::=

SEQUENCE {


transpCh-Info





MBMS-CommonTrChIdentity,


rbInformation





MBMS-PTM-RBInformation-CList

OPTIONAL,


mschConfigurationInfo



MBMS-MSCHConfigurationInfo-r6

OPTIONAL

}

MBMS-TrCHInformation-CommList ::=
SEQUENCE (SIZE (1..maxTrChperSCCPCH)) OF











MBMS-TrCHInformation-Comm

MBMS-TrCHInformation-Neighb ::=

SEQUENCE {


transpCh-Info





MBMS-CommonTrChIdentity,


transpCh-CombiningStatus


BOOLEAN,


rbInformation





MBMS-PTM-RBInformation-NList

OPTIONAL,


mschConfigurationInfo



MBMS-MSCHConfigurationInfo-r6

OPTIONAL

}

MBMS-TrCHInformation-NeighbList ::=
SEQUENCE (SIZE (1..maxFACHPCH)) OF











MBMS-TrCHInformation-Neighb

MBMS-TrCHInformation-SIB5 ::=

SEQUENCE {


transpCh-Identity




INTEGER (1..maxFACHPCH),


rbInformation





MBMS-PTM-RBInformation-SList

OPTIONAL,


mschConfigurationInfo



MBMS-MSCHConfigurationInfo-r6

OPTIONAL

}

MBMS-TrCHInformation-SIB5List ::=
SEQUENCE (SIZE (1..maxTrChperSCCPCH)) OF











MBMS-TrCHInformation-SIB5

MBMS-TypeOfL1Combining ::=


CHOICE {


rake







NULL,


soft







MBMS-L1CombiningTransmTimeDiff

}

MBMS-UnmodifiedService-r6 ::=

SEQUENCE {


mbms-TransmissionIdentity


MBMS-TransmissionIdentity,


mbms-RequiredUEAction



MBMS-RequiredUEAction-UMod,


mbms-PreferredFrequency



MBMS-PFLIndex





OPTIONAL

}

MBMS-UnmodifiedServiceList-r6 ::=
SEQUENCE (SIZE (1..maxMBMSservUnmodif)) OF











MBMS-UnmodifiedService-r6
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