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9.2.3.3
Transport block size for 1.28 Mcps TDD

The mapping of transport block size, in bits, to TFRI value is dependent upon the UE's HS-DSCH capability class.

If k is the signalled TFRI value then the corresponding HS-DSCH transport block size Lk is given by:
If k = 1..62
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where
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 if the HS-DSCH physical layer category is between 1 and 6 inclusively,
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 if the HS-DSCH physical layer category is between 7 and 12 inclusively,
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 if the HS-DSCH physical layer category is between 13 and 15 inclusively,
and
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If k = 63 then,
Lk = 7008 if the HS-DSCH physical layer category is between 1 and 6 inclusively,


10204 if the HS-DSCH physical layer category is between 7 and 12 inclusively,


14043if the HS-DSCH physical layer category is between 13 and 15 inclusively.

If k=0, Lk indicates NULL and shall not be used to signal a transport block size in the TFRI.
Transport block sizes calculated by this formula shall equal the values indicated in the following tables: –

Table 9.2.3.3.1: HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer category [1,6]

	TB index (k)
	TB size
[bits]
	TB index (k)
	TB size
[bits]
	TB index (k)
	TB size
[bits]
	TB index (k)
	TB size
[bits]

	0
	NULL
	16
	543
	32
	1297
	48
	3100

	1
	240
	17
	573
	33
	1370
	49
	3274

	2
	253
	18
	605
	34
	1446
	50
	3457

	3
	267
	19
	639
	35
	1527
	51
	3650

	4
	282
	20
	675
	36
	1613
	52
	3854

	5
	298
	21
	712
	37
	1703
	53
	4070

	6
	315
	22
	752
	38
	1798
	54
	4298

	7
	332
	23
	794
	39
	1899
	55
	4538

	8
	351
	24
	839
	40
	2005
	56
	4792

	9
	370
	25
	886
	41
	2118
	57
	5060

	10
	391
	26
	936
	42
	2236
	58
	5344

	11
	413
	27
	988
	43
	2361
	59
	5643

	12
	436
	28
	1043
	44
	2493
	60
	5958

	13
	461
	29
	1102
	45
	2633
	61
	6292

	14
	487
	30
	1163
	46
	2780
	62
	6644

	15
	514
	31
	1228
	47
	2936
	63
	7008


Table 9.2.3.3.2: HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer category [7,12]

	TB index (k)
	TB size
[bits]
	TB index (k)
	TB size
[bits]
	TB index (k)
	TB size
[bits]
	TB index (k)
	TB size
[bits]

	0
	NULL
	16
	594
	32
	1564
	48
	4118

	1
	240
	17
	631
	33
	1662
	49
	4375

	2
	254
	18
	671
	34
	1766
	50
	4648

	3
	270
	19
	712
	35
	1876
	51
	4938

	4
	287
	20
	757
	36
	1993
	52
	5246

	5
	305
	21
	804
	37
	2117
	53
	5573

	6
	324
	22
	854
	38
	2249
	54
	5920

	7
	344
	23
	908
	39
	2389
	55
	6289

	8
	366
	24
	964
	40
	2538
	56
	6681

	9
	389
	25
	1024
	41
	2697
	57
	7098

	10
	413
	26
	1088
	42
	2865
	58
	7541

	11
	439
	27
	1156
	43
	3043
	59
	8011

	12
	466
	28
	1228
	44
	3233
	60
	8510

	13
	495
	29
	1305
	45
	3435
	61
	9041

	14
	526
	30
	1386
	46
	3649
	62
	9605

	15
	559
	31
	1473
	47
	3877
	63
	10204


Table 9.2.3.3.3 : HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer category [13,15]

	TB index (k)
	TB size
[bits]
	TB index (k)
	TB size
[bits]
	TB index (k)
	TB size
[bits]
	TB index (k)
	TB size
[bits]

	0
	NULL
	16
	642
	32
	1836
	48
	5250

	1
	240
	17
	686
	33
	1961
	49
	5606

	2
	256
	18
	732
	34
	2094
	50
	5987

	3
	273
	19
	782
	35
	2236
	51
	6393

	4
	292
	20
	835
	36
	2388
	52
	6827

	5
	312
	21
	892
	37
	2550
	53
	7290

	6
	333
	22
	952
	38
	2723
	54
	7785

	7
	355
	23
	1017
	39
	2908
	55
	8313

	8
	380
	24
	1086
	40
	3105
	56
	8877

	9
	405
	25
	1160
	41
	3316
	57
	9479

	10
	433
	26
	1238
	42
	3541
	58
	10123

	11
	462
	27
	1322
	43
	3781
	59
	10809

	12
	494
	28
	1412
	44
	4037
	60
	11543

	13
	527
	29
	1508
	45
	4311
	61
	12326

	14
	563
	30
	1610
	46
	4604
	62
	13162

	15
	601
	31
	1719
	47
	4916
	63
	14043
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