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	It is well-known that, due to sequence number wrap-around, arithmetic comparison of state variables will be ambiguous unless a modulus base is specified. In current RLC specification, VR(US) is assumed to be the modulus base for a UM receiver. 

However, VR(US) is not appropriate to be the modulus base for the duplicate avoidance and reordering (DAR) sub-entity. Consequently, the arithmetic comparison expressions for the DAR function are not well specified. Errors may be induced if VR(US) is used as the modulus base for the DAR functionality.
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	1. Physical meaning is added besides the arithmetic comparison expressions for the DAR function, where needed. (HSDPA in MAC used the same style.)
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9.7.10
  Duplicate avoidance and reordering for unacknowledged mode

The duplicate avoidance and reordering function can be configured for use within a receiving UM RLC entity in the UE. It combines PDU sequences received from several sources and/or repeat transmissions from a single source to form a single ordered PDU sequence that is passed to the header removal and reassembly functions. It completes duplicate detection, discard and re-ordering based on the UM PDU sequence number. Where the UM RLC receives input from several sources, inputs can be added or removed without changing the buffer contents, state variables and timers associated with the duplicate avoidance and reordering function or any subsequent UM RLC function.

The duplicate avoidance and reordering function makes use of the state variable VR(UDR) and a receive window whose span is from VR(UDH) – DAR_Window_Size + 1 to VR(UDH) inclusively. For re-ordering the function uses a buffer for the temporary storage of PDUs. 

For each PDU received, the duplicate avoidance and reordering function shall (in the following SN denotes the sequence number of each PDU):

Setting initial values of state variables:

-
If the PDU is the first PDU received by the duplicate avoidance and reordering function:

-
VR(UDH) is assigned the value SN;

-
VR(UDR) is assigned the value VR(UDH) – DAR_Window_Size + 1.

Duplicate detection and re-ordering:

-
if SN is within the receive window:

-
 if  SN < VR(UDR) or if a PDU with sequence number SN is already stored in the buffer:

-
 the PDU shall be discarded;

- 
else:

-
the PDU shall be stored in the buffer.

-
if SN is outside of the receive window:

-
the PDU shall be stored in the buffer;

-
VR(UDH) shall be assigned the value SN, thereby advancing the receive window; 

-
for any stored PDUs with sequence numbers < VR(UDH) – DAR_Window_Size + 1, i.e. outside the receive window after its position is updated, remove the PDU from the buffer and deliver them to the higher RLC function to perform the actions specified in subclause 11.2.3;
-
if VR(UDR) < VR(UDH) – DAR_Window_Size + 1, i.e. VR(UDR) is outside the updated receive window;

-
VR(UDR) shall be assigned the value VR(UDH) – DAR_Window_Size + 1.

-
if PDU with sequence number VR(UDR) is stored in the buffer:

-
for this PDU and any sequence of stored PDUs with consecutive sequence numbers starting at VR(UDR) + 1, remove the PDUs from the buffer and deliver them to the higher RLC function to perform the actions specified in subclause 11.2.3;
-
VR(UDR) shall be assigned the value of x + 1 where x is the sequence number of the highest numbered PDU that was delivered to the higher RLC function.

Timer operation:

-
if Timer_DAR is not active when a PDU is stored by the duplicate avoidance and reordering function: 

-
Timer_DAR shall be started;

-
VR(UDT) shall be assigned the value of  the sequence number of the PDU.

-
Timer_DAR shall be stopped:

-
if the PDU with sequence number VR(UDT) is removed from the buffer before Timer_DAR expires.

-
if Timer_DAR expires:  
-
for all stored PDUs with sequence numbers lower or equal to VR(UDT) and for any sequence of stored PDUs with consecutive sequence numbers starting at VR(UDT) + 1, remove the PDUs from the buffer and deliver them to the higher RLC function to perform the actions specified in subclause 11.2.3;
-
VR(UDR) shall be assigned the value x + 1 where x is the sequence number of the highest numbered PDU that was delivered to the higher RLC function.
-
When Timer_DAR is stopped or expires, and there remain PDUs stored by the duplicate avoidance and reordering function:

-
Timer_DAR shall be started;

-
VR(UDT) shall be assigned the sequence number of the highest numbered stored PDU.
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