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11.8.1.3
Serving Grant Update

UEs in CELL_DCH state, configured with an E-DCH transport channel shall maintain a Serving Grant and the list of active HARQ processes based on the absolute and relative grant commands decoded on the configured E-AGCH and E-RGCH(s).

Each Absolute Grant or Relative Grant command is applied at a specific TTI. This association is implicit based on the timing of the E-AGCH and E-RGCH (see [13]). The timing is tight enough that this relationship is un-ambiguous. 

11.8.1.3.2
Baseline Procedure

The Serving Grant Update procedure shall be applied at every TTI boundary and shall take into account the Absolute Grant message, Serving Relative Grant and non-serving Relative Grants that apply to the TTI. 

The UE shall:

1>
set reference_ETPR to the E-DPDCH to DPCCH power ratio used for the previous TTI of the HARQ process given by the value of CURRENT_HARQ_PROCESS;

1>
if an Absolute Grant was received for this TTI:

2>
if the Grant Type is “Primary”, and the Absolute Grant value is set to "INACTIVE":

3>
if Absolute Grant Scope indicates "Per HARQ process":

4>
de-activate the process given by the value of CURRENT_HARQ_PROCESS.

3>
if Absolute Grant Scope indicates "All HARQ processes":

4>
activate all HARQ processes;

4>
set Serving_Grant = Stored_Secondary_Grant;

4>
set Primary_Grant_Available to "False".

2>

else if the Absolute Grant Value is different from "INACTIVE":

3>
if the Grant Type is "Secondary":

4>
set Stored_Secondary_Grant = Absolute Grant Value.

3>
if the Grant Type is "Primary" or Primary_Grant_Available is set to "False":

4> set Serving_Grant = Absolute Grant Value;

4>
if the Grant Type is "Primary":

5>
set Primary_Grant_Available to "True";

5>
if Absolute Grant Scope indicates "Per HARQ process":

6>
activate the process given by the value of CURRENT_HARQ_PROCESS.

5>

if Absolute Grant Scope indicates "All HARQ processes":

6>
activate all HARQ processes;

1>
else  (no Absolute Grant received)

2>
if the HARQ process given by the value of CURRENT_HARQ_PROCESS is active; and 

2>
if Primary_Grant_Available is equal to "True"; and

2>
if Serving_Grant <> “Zero_Grant”:

3>
if the Serving Relative Grant indicates "UP":

4>
set Serving_Grant = reference_ETPR + RG_step_size.

3>

else, if the Serving Relative Grant indicates "DOWN":

4>
set Serving_Grant = MAX(reference_ETPR - RG_step_size, Minimum_Grant);

1> if any Non-serving Relative grants indicate "DOWN" for this TTI:


2> set Serving_Grant = MIN(Serving_Grant, MAX(reference_ETPR - RG_step_size, Minimum_Grant));

11.8.1.3.3
Handling at serving cell change

At E-DCH serving cell change, the higher layers shall configure the MAC-e with the grant value to use in the new cell and shall indicate whether the UE should monitor Absolute Grant Messages with the secondary E-RNTI. 

The UE shall update the state variables according to the following:

-
activate all HARQ processes;

-
set Serving_Grant to Minimum_Grant;

-
set Primary_Grant_Available to "True";

-
if a grant value is configured by higher layers :

-
set Serving_Grant to the provided grant value.

-
if the higher layers indicate that the UE shall monitor the secondary E-RNTI:

-
set Primary_Grant_Available to "False".
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