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8.3.4
Active set update


[image: image1.wmf]UE

UTRAN

ACTIVE SET UPDATE

ACTIVE SET UPDATE COMPLETE


Figure 8.3.4-1: Active Set Update procedure, successful case
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Figure 8.3.4-2: Active Set Update procedure, failure case

8.3.4.1
General

The purpose of the active set update procedure is to update the active set of the connection between the UE and UTRAN. This procedure shall be used in CELL_DCH state. The UE should keep on using the old RLs while configuring the new RLs. Also the UE should keep the transmitter turned on during the procedure. This procedure is only used in FDD mode.

8.3.4.2
Initiation

The procedure is initiated when UTRAN orders a UE in CELL_DCH state, to make the following modifications of the active set of the connection:

a)
Radio link addition;

b)
Radio link removal;

c)
Combined radio link addition and removal.

In case a) and c), UTRAN should:

1>
prepare new additional radio link(s) in the UTRAN prior to the command to the UE.

In all cases, UTRAN should:

1>
send an ACTIVE SET UPDATE message on downlink DCCH using AM or UM RLC;

1>
create active sets that contain at least one common radio link across a DPCH or F-DPCH frame boundary as the result of one or multiple (parallel) active set update procedures.

UTRAN should include the following information:

1>
IE "Radio Link Addition Information": Downlink DPCH information and other optional parameters relevant for the radio links to be added along with the IE "Primary CPICH info" used for the reference ID to indicate which radio link to add. This IE is needed in cases a) and c) listed above;

1>
IE "Radio Link Removal Information": IE "Primary CPICH info" used for the reference ID to indicate which radio link to remove. This IE is needed in cases b) and c) listed above.

8.3.4.3
Reception of an ACTIVE SET UPDATE message by the UE

Upon reception of an ACTIVE SET UPDATE message the UE shall act upon all received information elements as specified in 8.6, unless specified otherwise in the following.
The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.
The UE shall:

1>
first add the RLs indicated in the IE "Radio Link Addition Information";

1>
remove the RLs indicated in the IE "Radio Link Removal Information". If the UE active set is full or becomes full, an RL, which is included in the IE "Radio Link Removal Information" for removal, shall be removed before adding RL, which is included in the IE "Radio Link Addition Information" for addition;

1>
perform the physical layer synchronisation procedure B as specified in [29];
1>
if the IE "E-HICH information" is included:

2>
store this E-HICH configuration for the concerning radio link.

1>
if the IE "E-RGCH information" is included:

2>
store this E-RGCH configuration for the concerning radio link.

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28
1>
if the radio link currently considered to be the serving HS-DSCH radio link is indicated in the IE "Radio Link Removal Information":

2>
no longer consider any radio link as the serving HS-DSCH radio link;
2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if the new H-RNTI and “Serving HS-DSCH cell information” IE are present, act on received information elements as specified in subclause 8.6

2>
if the IE "MAC-hs reset indicator" is included:

3>
reset the MAC-hs entity [15].

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
If the new primary E-RNTI and/or secondary E-RNTI and "Scheduling E-DCH cell information" IE are present:
2>
if the IE “E-DCH RL Info old serving cell” is present:

3>
store the E-HICH and E-RGCH information, contained therein, for the current serving cell.
2>
consider the cell indicated in "Primary CPICH info" as serving E-DCH radio link; and

2>
if the IE “E-DCH RL Info new serving cell” is present:

3>
store the E-HICH and E-RGCH information, contained therein, for the new serving E-DCH radio link.
2>
store the newly received E-AGCH configuration.

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in sub-clause 8.5.28.
1>
if the radio link currently considered to be the serving E-DCH radio link is indicated in the IE "Radio Link Removal Information":

2>
no longer consider any radio link as the serving E-DCH radio link;
2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
set the IE "RRC transaction identifier" in the ACTIVE SET UPDATE COMPLETE message to the value of "RRC transaction identifier" in the entry for the ACTIVE SET UPDATE message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
transmit an ACTIVE SET UPDATE COMPLETE message on the uplink DCCH using AM RLC without waiting for the completion of the Physical Layer synchronisation B, as specified in [29];

1>
the procedure ends on the UE side.

8.3.4.4
Unsupported configuration in the UE

If UTRAN instructs the UE to use a configuration that it does not support, the UE shall:

1>
keep the active set as it was before the ACTIVE SET UPDATE message was received;

1>
transmit an ACTIVE SET UPDATE FAILURE message on the DCCH using AM RLC;

1>
set the IE "RRC transaction identifier" in the ACTIVE SET UPDATE FAILURE message to the value of "RRC transaction identifier" in the entry for the ACTIVE SET UPDATE message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
set the IE "failure cause" to "configuration unsupported";

1>
when the ACTIVE SET UPDATE FAILURE message has been submitted to lower layers for transmission:

2>
the procedure ends on the UE side.

***NExt modified section *****

10.2
Radio Resource Control messages

10.2.1
ACTIVE SET UPDATE

NOTE:
Only for FDD.

This message is used by UTRAN to add, replace or delete radio links in the active set of the UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now".
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-6

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	CN information elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	Phy CH information elements
	
	
	
	
	

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing "maximum UL TX power.
	

	Downlink radio resources
	
	
	
	
	

	Radio link addition information
	OP
	1 to <maxRL-1>
	
	Radio link addition information required for each RL to add
	

	>Radio link addition information
	MP
	
	Radio link addition information 10.3.6.68
	
	

	Radio link removal information
	OP
	1 to <maxRL>
	
	Radio link removal information required for each RL to remove
	

	>Radio link removal information
	MP
	
	Radio link removal information 10.3.6.69
	
	

	TX Diversity Mode
	MD
	
	TX Diversity Mode 10.3.6.86
	Default value is the TX diversity mode currently used in all or part of the active set.
	

	DPC Mode
	OP
	
	Enumerated (Single TPC, TPC triplet in soft)
	"Single TPC" is DPC_Mode=0 and "TPC triplet in soft" is DPC_mode=1 in [29].
	REL-5

	Serving HS-DSCH cell information
	OP
	
	Serving HS-DSCH cell information 10.3.6.74a
	
	REL-6

	Scheduling E-DCH cell information
	OP
	
	Scheduling E-DCH cell information 10.3.6.XX
	
	REL-6


***NExt modified section *****
10.3.6.68
Radio link addition information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	Cell ID
	OP
	
	Cell ID 10.3.2.2
	
	REL-4

	CHOICE DPCH info
	MP
	
	
	
	REL-6

	>Downlink DPCH info for each RL
	MP
	
	Downlink DPCH info for each RL 10.3.6.21
	
	

	>Downlink F-DPCH info for each RL
	MP
	
	Downlink F-F-DPCH info for each RL 10.3.6.23ob
	
	REL-6

	E-HICH Information
	OP
	
	E-HICH Info 10.3.6.101
	
	REL-6

	E-RGCH Information
	OP
	
	E-RGCH Info

10.3.6.102
	
	REL-6


10.3.6.xx
Scheduling E-DCH cell information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	Indicates scheduling E-DCH cell from the active set cells 
	REL-6

	E-AGCH Info
	MP
	
	E-AGCH Info 10.3.6.100
	
	REL-6

	Serving Grant
	MD
	
	Integer(0..31)
	Default value is a zero rate grant
	REL-6

	Primary/Secondary Grant Selector
	MP
	
	Enumerated (“primary”, “secondary”)
	Indicates whether the Serving Grant is received with a Primary E-RNTI or Secondary E-RNTI
	REL-6

	E-DCH RL Info new serving cell
	OP
	
	
	
	

	>E-HICH Information
	MP
	
	E-HICH Info 10.3.6.101
	
	REL-6

	>E-RGCH Information
	CV-AG-mode
	
	E-RGCH Info

10.3.6.102
	
	REL-6

	E-DCH RL Info old serving cell
	OP
	
	
	
	

	>E-HICH Information
	MP
	
	E-HICH Info 10.3.6.101
	
	REL-6

	>E-RGCH Information
	MP
	
	E-RGCH Info

10.3.6.102
	
	REL-6


	Condition
	Explanation

	AG-mode
	This IE is mandatory present if the Serving Grant is received with a primary E-RNTI.


***NExt modified section *****

11.2
PDU definitions

ActiveSetUpdate-r6-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime





ActivationTime





OPTIONAL,



newU-RNTI






U-RNTI







OPTIONAL,



newH-RNTI






H-RNTI







OPTIONAL,


newPrimary-E-RNTI




E-RNTI







OPTIONAL,



newSecondary-E-RNTI




E-RNTI







OPTIONAL,

-- Core network IEs



cn-InformationInfo




CN-InformationInfo-r6



OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList


RL-AdditionInformationList-r6

OPTIONAL,



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL,



rl-RemovalInformationList


RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode




TX-DiversityMode




OPTIONAL,



dpc-Mode






DPC-Mode






OPTIONAL,



serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation

OPTIONAL,


scheduling-E-DCH-CellInformation
Scheduling-E-DCH-CellInformation
OPTIONAL
}

***NExt modified section *****

11.3
Information element definitions

RL-AdditionInformation-r6 ::=

SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,

cell-Id







CellIdentity






OPTIONAL,



dl-dpchInfo






CHOICE {


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-r5,



dl-FDPCH-InfoPerRL




DL-FDPCH-InfoPerRL-r6


},

e-HICH-Information




E-HICH-Information




OPTIONAL,


e-RGCH-Information




E-RGCH-Information




OPTIONAL,




}

RL-AdditionInformationList ::=

SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation

*** Next modification****
E-AGCH-ChannelisationCode ::=

INTEGER (0..255)
E-AGCH-Information ::=



SEQUENCE {


e-AGCH-ChannelisationCode


E-AGCH-ChannelisationCode

}
E-DCH-MinimumSet-E-TFCI ::=


INTEGER (0..127)

E-DCH-RL-Info ::=




SEQUENCE {


e-HICH-Information




E-HICH-Information

OPTIONAL,


e-RGCH-Information




E-RGCH-Information

OPTIONAL

}
E-DPCCH-Info ::=




SEQUENCE {


e-DPCCH-DPCCH-PowerOffset


E-DPCCH-DPCCH-PowerOffset,


happyBit-DelayCondition



HappyBit-DelayCondition

}
E-DPCCH-DPCCH-PowerOffset ::=

INTEGER (0..8)
E-DPDCH-Info ::=




SEQUENCE {


e-TFCI-TableIndex




E-TFCI-TableIndex,


e-DCH-MinimumSet-E-TFCI



E-DCH-MinimumSet-E-TFCI



OPTIONAL,


reference-E-TFCIs




E-DPDCH-Reference-E-TFCIList,


maxChannelisationCodes



E-DPDCH-MaxChannelisationCodes,


pl-NonMax






E-DPDCH-PL-NonMax,


schedulingInfoConfiguration


E-DPDCH-SchedulingInfoConfiguration,


schedulingTransmConfiguraration

E-DPDCH-SchedulingTransmConfiguration

}
*** Next modification****
-- The SCCPCH-SystemInformation-MBMS-r6 is used for an S-CCPCH dedicated for MBMS purposes.

SCCPCH-SystemInformation-MBMS-r6 ::= SEQUENCE {


secondaryCCPCHInfo-MBMS



SecondaryCCPCHInfo-MBMS-r6,


transportFormatCombinationSet

TFCS,


fachCarryingMCCH




SEQUENCE {



transportFormatSet




TransportFormatSet,



mcch-ConfigurationInfo



MBMS-MCCH-ConfigurationInfo-r6


},


fachCarryingMTCH-List



MBMS-FACHCarryingMTCH-List


OPTIONAL,


schedulingInformation



SEQUENCE {



fachCarryingMSCH




TransportFormatSet,



mschConfigurationInfo



MBMS-MSCHConfigurationInfo-r6


}

OPTIONAL

}

Scheduling-E-DCH-CellInformation ::=
SEQUENCE {


primaryCPICH-Info





PrimaryCPICH-Info,


e-AGCH-Information





E-AGCH-Information,

servingGrant






INTEGER (0..31)





OPTIONAL,


primary-Secondary-GrantSelector


ENUMERATED { primary, secondary }


e-DCH-RL-Info-NewServingCell


E-DCH-RL-Info





OPTIONAL,


e-DCH-RL-Info-OldServingCell


E-DCH-RL-Info





OPTIONAL
}

ScramblingCodeChange ::=


ENUMERATED {











codeChange, noCodeChange }




�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.


�Aligning the ASN.1 to Tabular, where Cell ID is optinal field in of RL additioin information


�


�This is not needed based on tabular and it was part of the feature removal exercise. Thus removed 


�





CR page 1

_999415737.doc






















UE















UTRAN











ACTIVE SET UPDATE















ACTIVE SET UPDATE COMPLETE




















_999415738.doc






















UE















UTRAN











ACTIVE SET UPDATE















ACTIVE SET UPDATE FAILURE




















