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8.6.7.19.1a
UE positioning reporting for UE assisted methods

The UE shall:

1>
when a measurement report is triggered:

2>
if the UE was able to perform measurements on at least one neighbour cell included in the variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED in case of OTDOA or one satellite included in the variable UE_POSITIONING_GPS_DATA in case of GPS positioning or one cell from the active set in case of CELL ID:

3>
if the IE "Vertical Accuracy" is included:

4>
interpret the presence of this IE to indicate that the UTRAN desires to compute a 3-dimensional position estimate.

3>
if the IE "Positioning Methods" is set to "GPS":

4>
include the IE "UE positioning GPS measured results" in the measurement report and set the contents of the IE as follows:

5>
if the UE supports the capability to provide the GPS timing of the cell frames measurement:

6>
if the IE "GPS timing of Cell wanted" is set to TRUE:

7>
perform the UE GPS timing of cell frames measurement on the serving cell or on one cell of the active set.

7>
include the IE "Primary CPICH Info" for FDD or the IE "cell parameters id" for TDD; and

7>
include the IE "Reference SFN" and the IE "UE GPS timing of cell frames".

6>
if the IE "GPS timing of Cell wanted" is set to FALSE:

7>
include the IE "GPS TOW msec" and set it to the GPS TOW when the measurements included in the MEASUREMENT REPORT were valid.

5>
if the UE does not support the capability to provide the GPS timing of the cell:

6>
include the IE "GPS TOW msec" and set it to the GPS TOW when the measurements included in the MEASUREMENT REPORT were valid.
3>
if the IE "Positioning Methods" is set to "OTDOA":

4>
include the IE "UE positioning OTDOA measured results " in the measurement report and set the contents of the IE as follows:

5>
set IE "SFN" to the SFN when the last measurement was performed;

5>
if the UE supports the capability to perform the Rx-Tx time difference type 2 measurement:

6>
if the UE is in CELL_DCH state:

7>
if the measured value is equal to "1279.9375":

8>
set the IE "Rx-Tx time difference type 2" in IE "UE positioning OTDOA measured results" for the reference cell to "1279.8750".

7>
otherwise:

8>
set the IE "Rx-Tx time difference type 2" in IE "UE positioning OTDOA measured results" for the reference cell to the measured value.

7>
include the IE group "Rx-Tx time difference type 2 info" for the reference cell and for each neighbour cell listed in variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED that belongs to the active set.

5>
if the UE does not support the capability to perform the Rx-Tx time difference type 2 measurement:

6>
set the IE "Rx-Tx time difference type 2" in IE "UE positioning OTDOA measured results" for the reference cell to value "1279.9375" to indicate that the measurement is not supported.

4>
include IE group "Neighbour" for all neighbour cells listed in variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED on which the SFN-SFN observed time difference type 2 measurement could be performed.

3>
if IE "Positioning Methods" in the MEASUREMENT CONTROL message has been assigned to value "OTDOA or GPS":

4>
the UE may choose to either act as if IE "Positioning Methods" is set to "GPS" or "OTDOA" depending on the method chosen by the UE.

3>
if the IE "Positioning Methods" is set to "CELL ID":

4>
if the UE supports the capability to perform the Rx-Tx time difference type 2 measurement; and

4>
if the UE is in CELL_DCH state:

5> if IE “SFN” is included and the “SFN” has not reached


6>
perform the Rx-Tx time difference type 2 measurement on the cells in the active set at the “SFN”
5>otherwise

6>
perform the Rx-Tx time difference type 2 measurement on the cells in the active set
5>
report the measurement results back to the network in the MEASUREMENT REPORT by using IE "UE positioning OTDOA measured results" including measurements on the cells in the active set; and

5>
report Rx-Tx time difference type 2 measurement of the reference cell (as designated by the UE); and
5>
for all reported neighbour cells:

6>
report Rx-Tx time difference type 2 measurement; and

6>
set the IE "SFN-SFN observed time difference type 2" and all IEs within the corresponding IE "UE positioning OTDOA quality" in IE "UE positioning OTDOA measured results" to value "0".

2>
if the UE is not able to report the requested measurement results:

3>
include IE "UE positioning error" in the MEASUREMENT REPORT and set the contents of this IE as specified in subclause 8.6.7.19.5.

1>
if the UE is unable to report the requested measurement results due to missing GPS assistance data:

2>
the UE may at anytime send a measurement report containing the IE "UE positioning error" and set the contents of this IE as specified in subclause 8.6.7.19.5.

2>
after sending the measurement report, the UE shall not send another measurement report to request the same GPS assistance data for at least 20s. This requirement does not apply after release of the current RRC connection.

10.3.7.111
UE positioning reporting quantity

The purpose of the element is to express the allowed/required location method(s), and to provide information desired QoS.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	Method Type
	MP
	
	Enumerated(UE assisted, UE based, UE based is preferred but UE assisted is allowed, UE assisted is preferred but UE based is allowed)
	

	Positioning Methods
	MP
	
	Enumerated(OTDOA, GPS, OTDOA or GPS, Cell ID)
	

	SFN
	CV-

PositioningMethods
	
	Integer(0..4095)
	Valid only when positioning method is ”Cell ID”

	Response Time
	MP
	
	Integer(1,2,4, 8, 16, 32, 64, 128)
	This IE shall be ignored.

	Horizontal Accuracy
	CV-MethodType
	
	Bit string(7)
	The uncertainty is derived from the "uncertainty code" k by

r = 10*(1.1k-1) in meters.

	Vertical Accuracy
	CV-MethodType
	
	Bit string(7)
	The uncertainty is derived from the "uncertainty code" k by

r = 45*(1.025k-1) in meters.

	GPS timing of Cell wanted
	MP
	
	Boolean
	If true the SRNC wants the UE to report the SFN-GPS timing of the reference cell. This is however optional in the UE.

	Multiple Sets
	MP
	
	Boolean
	This IE shall be ignored.

	Additional Assistance Data Request
	MP
	
	Boolean
	TRUE indicates that the UE is requested to send the IE "Additional assistance Data Request" when the IE "UE positioning Error" is present in the UE positioning measured results. FALSE indicates that the UE shall use the assistance data available.

	Environment Characterisation
	OP
	
	Enumerated(possibly heavy multipath and NLOS conditions,

no or light multipath and usually LOS conditions,

not defined or mixed environment)


	One spare value is needed.


	Condition
	Explanation

	Method Type
	The IE is optional if the IE "Method Type" is "UE assisted"; otherwise it is mandatory present.

	PositioningMethods
	The IE is optional only if the IE “Positioning Method” is “Cell ID”


11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

/*text omitted*/

-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsOnRACH,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-Measurement-v390ext,


UE-Positioning-Measurement-v6a0ext,

UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,
/*text omitted*/

-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= CHOICE {


-- The Rel-4 functionality of UE Positioning OTDOA AssistanceData TDD is only available


-- in the later-than-r3 branch of this message (i.e. through the use of the IE


-- ue-Positioning-OTDOA-AssistanceData-r4)

r3







SEQUENCE {



measurementControl-r3


MeasurementControl-r3-IEs,



v390nonCriticalExtensions

SEQUENCE {




measurementControl-v390ext

MeasurementControl-v390ext,




v3a0NonCriticalExtensions


SEQUENCE {





measurementControl-v3a0ext


MeasurementControl-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {






-- Container for additional R99 extensions






measurementControl-r3-add-ext

BIT STRING
OPTIONAL,






v4b0NonCriticalExtensions


SEQUENCE{






-- The content of the v4b0 non-critical extension has been removed. If sent 







-- to a UE of AS release 4, the UE behaviour is unspecified. A UE of AS 







-- release 5 onward shall comply with the v4b0 and later extensions in this 







-- branch of the message.







v590NonCriticalExtensions

SEQUENCE {








measurementControl-v590ext

MeasurementControl-v590ext-IEs,








v5b0NonCriticalExtensions

SEQUENCE {









measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}





OPTIONAL







}





OPTIONAL






}





OPTIONAL





}





OPTIONAL




}





OPTIONAL



}





OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





measurementControl-r4


MeasurementControl-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






measurementControl-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE{






measurementControl-v590ext

MeasurementControl-v590ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {








measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




},




-- Most significant part of "RRC transaction identifier" (MSP),




-- "RRC transaction identifier" = rrc-TransactionIdentifier-MSP-r6-ext * 4 + 




-- rrc-TransactionIdentifier



rrc-TransactionIdentifier-MSP-r6-ext

RRC-TransactionIdentifier,




criticalExtensions



CHOICE {





r6







SEQUENCE {






measurementControl-r6


MeasurementControl-r6-IEs,






v6a0NonCriticalExtensions

SEQUENCE {







measurementControl-v6a0ext

MeasurementControl-v6a0ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}

OPTIONAL





},





criticalExtensions



SEQUENCE {}




}


}


}

}
MeasurementControl-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in MeasurementCommand.



measurementCommand



MeasurementCommand,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v390ext ::= SEQUENCE {



ue-Positioning-Measurement-v390ext

UE-Positioning-Measurement-v390ext
OPTIONAL
}

MeasurementControl-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity



SFN-Offset-Validity

OPTIONAL
}

MeasurementControl-r4-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r4,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v590ext-IEs ::= SEQUENCE {


measurementCommand-v590ext 


CHOICE {



-- the choice “intra-frequency” shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL,


-- most significant part of "RRC transaction identifier" (MSP),


-- "RRC transaction identifier" = rrc-TransactionIdentifier-MSP-v590ext * 4 + 


-- rrc-TransactionIdentifier

rrc-TransactionIdentifier-MSP-v590ext
RRC-TransactionIdentifier
}

MeasurementControl-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementControl-r6-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r6,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v6a0ext-IEs ::= SEQUENCE {


ue-Positioning-Measurement-v6a0ext

UE-Positioning-Measurement-v6a0ext
OPTIONAL

}
/*text omitted*/
11.3
Information element definitions

/*text omitted*/

UE-Positioning-Measurement ::=




SEQUENCE {


ue-positioning-ReportingQuantity



UE-Positioning-ReportingQuantity,


reportCriteria





UE-Positioning-ReportCriteria,


ue-positioning-OTDOA-AssistanceData


UE-Positioning-OTDOA-AssistanceData


OPTIONAL,


ue-positioning-GPS-AssistanceData



UE-Positioning-GPS-AssistanceData



OPTIONAL

}

UE-Positioning-Measurement-v390ext ::=
 

SEQUENCE {


ue-positioning-ReportingQuantity-v390ext

UE-Positioning-ReportingQuantity-v390ext


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


ue-positioning-OTDOA-AssistanceData-UEB


UE-Positioning-OTDOA-AssistanceData-UEB




OPTIONAL

}

UE-Positioning-Measurement-r4 ::=



SEQUENCE {


ue-positioning-ReportingQuantity



UE-Positioning-ReportingQuantity-r4,


measurementValidity







MeasurementValidity





OPTIONAL,


reportCriteria








UE-Positioning-ReportCriteria,


ue-positioning-OTDOA-AssistanceData



UE-Positioning-OTDOA-AssistanceData-r4


OPTIONAL,


ue-positioning-GPS-AssistanceData



UE-Positioning-GPS-AssistanceData



OPTIONAL

}
UE-Positioning-Measurement-v6a0ext ::= SEQUENCE {


ue-positioning-ReportingQuantity-v6a0ext

UE-Positioning-ReportingQuantity-v6a0ext


OPTIONAL,

}
UE-Positioning-MeasurementEventResults ::=

CHOICE {


event7a







UE-Positioning-PositionEstimateInfo,


event7b







UE-Positioning-OTDOA-Measurement,


event7c







UE-Positioning-GPS-MeasurementResults,


spare







NULL


}

UE-Positioning-MeasurementInterval ::=


ENUMERATED {











e5, e15, e60, e300,











e900, e1800, e3600, e7200 }

UE-Positioning-MethodType ::=




ENUMERATED {











ue-Assisted,











ue-Based,











ue-BasedPreferred,











ue-AssistedPreferred }

UE-Positioning-OTDOA-AssistanceData ::=

SEQUENCE {


ue-positioning-OTDOA-ReferenceCellInfo


UE-Positioning-OTDOA-ReferenceCellInfo



OPTIONAL,


ue-positioning-OTDOA-NeighbourCellList



UE-Positioning-OTDOA-NeighbourCellList



OPTIONAL

}

UE-Positioning-OTDOA-AssistanceData-r4 ::=
SEQUENCE {


ue-positioning-OTDOA-ReferenceCellInfo


UE-Positioning-OTDOA-ReferenceCellInfo-r4



OPTIONAL,


ue-positioning-OTDOA-NeighbourCellList


UE-Positioning-OTDOA-NeighbourCellList-r4



OPTIONAL

}

UE-Positioning-OTDOA-AssistanceData-r4ext ::= SEQUENCE {


-- In case of TDD these IPDL parameters shall be used for the reference cell instead of


-- IPDL Parameters in IE UE-Positioning-OTDOA-ReferenceCellInfo


ue-Positioning-IPDL-Parameters-TDD-r4-ext

UE-Positioning-IPDL-Parameters-TDD-r4-ext
OPTIONAL,


-- These IPDL parameters shall be used for the neighbour cells in case of TDD instead of


-- IPDL Parameters in IE UE-Positioning-OTDOA-NeighbourCellInfoList. The cells shall be 


-- listed in the same order as in IE UE-Positioning-OTDOA-NeighbourCellInfoList


ue-Positioning-IPDL-Parameters-TDDList-r4-ext
UE-Positioning-IPDL-Parameters-TDDList-r4-ext

OPTIONAL

}

UE-Positioning-OTDOA-AssistanceData-UEB ::=

SEQUENCE {


ue-positioning-OTDOA-ReferenceCellInfo-UEB


UE-Positioning-OTDOA-ReferenceCellInfo-UEB



OPTIONAL,


ue-positioning-OTDOA-NeighbourCellList-UEB



UE-Positioning-OTDOA-NeighbourCellList-UEB



OPTIONAL

}

UE-Positioning-IPDL-Parameters-TDDList-r4-ext ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF












UE-Positioning-IPDL-Parameters-TDD-r4-ext

UE-Positioning-OTDOA-Measurement ::=


SEQUENCE {


sfn








INTEGER (0..4095),


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




referenceCellIDentity



PrimaryCPICH-Info,




ue-RX-TX-TimeDifferenceType2Info
UE-RX-TX-TimeDifferenceType2Info



},



tdd








SEQUENCE {




referenceCellIdentity


CellParametersID



}


},


neighbourList





NeighbourList





OPTIONAL

}

UE-Positioning-OTDOA-Measurement-v390ext ::=


SEQUENCE {


neighbourList-v390ext





NeighbourList-v390ext

}

UE-Positioning-OTDOA-NeighbourCellInfo ::= SEQUENCE {


modeSpecificInfo
CHOICE
{



fdd







SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info



},



tdd







SEQUENCE{




cellAndChannelIdentity



CellAndChannelIdentity



}


},


frequencyInfo





FrequencyInfo





OPTIONAL,


ue-positioning-IPDL-Paremeters




UE-Positioning-IPDL-Parameters




OPTIONAL,


sfn-SFN-RelTimeDifference


SFN-SFN-RelTimeDifference1,


sfn-SFN-Drift





SFN-SFN-Drift 





OPTIONAL,


searchWindowSize




OTDOA-SearchWindowSize,


positioningMode 
CHOICE{



ueBased








SEQUENCE {},



ueAssisted







SEQUENCE {}


}

}

UE-Positioning-OTDOA-NeighbourCellInfo-r4 ::= SEQUENCE {


modeSpecificInfo
CHOICE
{



fdd







SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info



},



tdd







SEQUENCE{




cellAndChannelIdentity



CellAndChannelIdentity



}


},


frequencyInfo





FrequencyInfo





OPTIONAL,


ue-positioning-IPDL-Paremeters

UE-Positioning-IPDL-Parameters-r4
OPTIONAL,


sfn-SFN-RelTimeDifference


SFN-SFN-RelTimeDifference1,


sfn-Offset-Validity




SFN-Offset-Validity




OPTIONAL,

sfn-SFN-Drift





SFN-SFN-Drift





OPTIONAL,


searchWindowSize




OTDOA-SearchWindowSize,


positioningMode 
CHOICE {



ueBased








SEQUENCE {




relativeNorth





INTEGER (-20000..20000)



OPTIONAL,




relativeEast





INTEGER (-20000..20000)



OPTIONAL,




relativeAltitude




INTEGER (-4000..4000)



OPTIONAL,




fineSFN-SFN






FineSFN-SFN






OPTIONAL,




-- actual value roundTripTime = (IE value * 0.0625) + 876



roundTripTime





INTEGER (0.. 32766)




OPTIONAL



},



ueAssisted







SEQUENCE {}


}

}

UE-Positioning-OTDOA-NeighbourCellInfo-UEB ::= SEQUENCE {


modeSpecificInfo
CHOICE
{



fdd







SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info



},



tdd







SEQUENCE{




cellAndChannelIdentity



CellAndChannelIdentity



}


},


frequencyInfo





FrequencyInfo





OPTIONAL,


ue-positioning-IPDL-Paremeters

UE-Positioning-IPDL-Parameters

OPTIONAL,


sfn-SFN-RelTimeDifference


SFN-SFN-RelTimeDifference1,


sfn-SFN-Drift





SFN-SFN-Drift





OPTIONAL,


searchWindowSize




OTDOA-SearchWindowSize,


relativeNorth





INTEGER (-20000..20000)



OPTIONAL,


relativeEast





INTEGER (-20000..20000)



OPTIONAL,


relativeAltitude




INTEGER (-4000..4000)



OPTIONAL,


fineSFN-SFN






FineSFN-SFN,


-- actual value roundTripTime = (IE value * 0.0625) + 876

roundTripTime





INTEGER (0..32766)




OPTIONAL

}

UE-Positioning-OTDOA-NeighbourCellList ::= SEQUENCE (SIZE (1..maxCellMeas)) OF












UE-Positioning-OTDOA-NeighbourCellInfo

UE-Positioning-OTDOA-NeighbourCellList-r4 ::= SEQUENCE (SIZE (1..maxCellMeas)) OF













UE-Positioning-OTDOA-NeighbourCellInfo-r4

UE-Positioning-OTDOA-NeighbourCellList-UEB ::= SEQUENCE (SIZE (1..maxCellMeas)) OF












UE-Positioning-OTDOA-NeighbourCellInfo-UEB

UE-Positioning-OTDOA-Quality ::=


SEQUENCE {


stdResolution





BIT STRING (SIZE (2)),


numberOfOTDOA-Measurements


BIT STRING (SIZE (3)),


stdOfOTDOA-Measurements



BIT STRING (SIZE (5))

} 

UE-Positioning-OTDOA-ReferenceCellInfo ::=


SEQUENCE {


sfn








INTEGER (0..4095)








OPTIONAL,


modeSpecificInfo CHOICE {



fdd









SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info



},



tdd









SEQUENCE{




cellAndChannelIdentity



CellAndChannelIdentity



}


},


frequencyInfo





FrequencyInfo





OPTIONAL,


positioningMode CHOICE {



ueBased








SEQUENCE {},



ueAssisted







SEQUENCE {}


},


ue-positioning-IPDL-Paremeters



UE-Positioning-IPDL-Parameters
OPTIONAL

}

UE-Positioning-OTDOA-ReferenceCellInfo-r4 ::=
SEQUENCE {


sfn








INTEGER (0..4095)








OPTIONAL,


modeSpecificInfo CHOICE {



fdd









SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info



},



tdd









SEQUENCE{




cellAndChannelIdentity



CellAndChannelIdentity



}


},


frequencyInfo





FrequencyInfo





OPTIONAL,


positioningMode CHOICE {



ueBased








SEQUENCE {




cellPosition







ReferenceCellPosition
OPTIONAL,




-- actual value roundTripTime = (IE value * 0.0625) + 876



roundTripTime





INTEGER (0..32766)



OPTIONAL



},



ueAssisted







SEQUENCE {}


},


ue-positioning-IPDL-Paremeters



UE-Positioning-IPDL-Parameters-r4
OPTIONAL

}

UE-Positioning-OTDOA-ReferenceCellInfo-UEB ::=


SEQUENCE {


sfn








INTEGER (0..4095)




OPTIONAL,


modeSpecificInfo CHOICE {



fdd









SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info



},



tdd









SEQUENCE{




cellAndChannelIdentity



CellAndChannelIdentity



}


},


frequencyInfo





FrequencyInfo





OPTIONAL,


cellPosition





ReferenceCellPosition



OPTIONAL,


-- actual value roundTripTime = (IE value * 0.0625) + 876

roundTripTime





INTEGER (0..32766)




OPTIONAL,


ue-positioning-IPDL-Paremeters

UE-Positioning-IPDL-Parameters

OPTIONAL

}

UE-Positioning-PositionEstimateInfo ::=




SEQUENCE {


referenceTime




CHOICE {



utran-GPSReferenceTimeResult

UTRAN-GPSReferenceTimeResult,



gps-ReferenceTimeOnly



INTEGER (0..604799999),



cell-Timing






SEQUENCE {




sfn










INTEGER (0..4095),




modeSpecificInfo 



CHOICE {





fdd








SEQUENCE {






primaryCPICH-Info




PrimaryCPICH-Info





},





tdd








SEQUENCE{






cellAndChannelIdentity



CellAndChannelIdentity





}




}



}


},


positionEstimate




PositionEstimate

}

UE-Positioning-ReportCriteria ::=



CHOICE {


ue-positioning-ReportingCriteria



UE-Positioning-EventParamList,


periodicalReportingCriteria


PeriodicalReportingCriteria,


noReporting






NULL

}

UE-Positioning-ReportingQuantity ::=


SEQUENCE {


methodType






UE-Positioning-MethodType,


positioningMethod




PositioningMethod,


-- dummy1 is not used in this version of specification and it should


-- be ignored.


dummy1







UE-Positioning-ResponseTime,


horizontal-Accuracy




UE-Positioning-Accuracy



OPTIONAL,


gps-TimingOfCellWanted



BOOLEAN,


-- dummy2 is not used in this version of specification and it should


-- be ignored.


dummy2







BOOLEAN,


additionalAssistanceDataRequest

BOOLEAN,


environmentCharacterisation


EnvironmentCharacterisation


OPTIONAL

}

UE-Positioning-ReportingQuantity-v390ext ::=

SEQUENCE {


vertical-Accuracy






UE-Positioning-Accuracy

}

UE-Positioning-ReportingQuantity-r4 ::=


SEQUENCE {


methodType






UE-Positioning-MethodType,


positioningMethod




PositioningMethod,


horizontalAccuracy




UE-Positioning-Accuracy



OPTIONAL,


verticalAccuracy




UE-Positioning-Accuracy



OPTIONAL,


gps-TimingOfCellWanted



BOOLEAN,


additionalAssistanceDataReq


BOOLEAN,


environmentCharacterisation


EnvironmentCharacterisation


OPTIONAL

}

UE-Positioning-ReportingQuantity-v6a0ext ::=

SEQUENCE {


sfn






INTEGER (0..4095)

}

UE-Positioning-ResponseTime ::=



ENUMERATED {











s1, s2, s4, s8, s16,











s32, s64, s128 }

/*text omitted*/
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