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------------------------------------ 1st Change --------------------------------------

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in [1] apply, together as:

Data Description Indicator (DDI): MAC-e header field used to identify the logical channel, MAC-d flow and the size of the MAC-d PDUs concatenated into a MAC-es PDU.
E-DCH active set (FDD only): The set of cells which carry the E-DCH for one UE. Only radio links for which an E-HICH configuration is stored are considered part of the E-DCH active set.

HARQ profile: One HARQ profile consists of a power offset attribute and maximum number of transmissions.
MBMS activated services: the MBMS multicast services the UE has joined as well as the broadcast services the UE is interested in.

MCCH acquisition: the procedure for acquiring all MCCH information relevant for the UE ie. includes reception of the RB information for the UE’s MBMS activated services.

MBMS controlling cell: the cell from which the UE receives MCCH.

MBMS notification: a notification provided by UTRAN indicating a change in the provision of one or more MBMS services.

MBMS transmission: a possibly repeated session of an MBMS service. An MBMS transmission is uniquely identified by the combination of the MBMS service identity and the MBMS session identity.

Primary Absolute Grant (FDD only): Absolute Grant received with the primary E-RNTI.

Secondary Absolute Grant (FDD only): Absolute Grant received with the secondary E-RNTI.
Serving E-DCH cell: Cell from which the UE receives Absolute Grants from the Node-B scheduler. A UE has one Serving E-DCH cell.

Serving E-DCH RLS or Serving RLS (FDD only): Set of cells which contains at least the Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. The UE has only one Serving E-DCH RLS.

Non-serving E-DCH RL or Non-serving RL (FDD only): Cell which belongs to the E-DCH active set but does not belong to the Serving E-DCH RLS and from which the UE can receive one Relative Grant. The UE can have zero, one or several Non-serving E-DCH RL(s).
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACK
Acknowledgement

AG
Absolute Grant

AICH
Acquisition Indicator CHannel

AM
Acknowledged Mode

AS
Access Stratum

ASC
Access Service Class

ASN.1
Abstract Syntax Notation.1

BCCH
Broadcast Control Channel

BCFE
Broadcast Control Functional Entity

BER
Bit Error Rate

BLER
BLock Error Rate

BSS
Base Station Sub-system

CCCH
Common Control Channel

CCPCH
Common Control Physical CHannel

CH
Conditional on history

CM
Connection Management

CN
Core Network

C-RNTI
Cell RNTI

CTCH
Common Traffic CHannel

CTFC
Calculated Transport Format Combination

CV
Conditional on value

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCFE
Dedicated Control Functional Entity

DCH
Dedicated Channel

DC-SAP
Dedicated Control SAP

DDI
Data Description Indicator
DGPS
Differential Global Positioning System

DL
Downlink

DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

E-AGCH
E-DCH Absolute Grant Channel

E-DCH
Enhanced uplink DCH

E-DPCCH
E-DCH Dedicated Physical Control Channel (FDD only)
E-DPDCH
E-DCH Dedicated Physical Data Channel (FDD only)
E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-PUCH
Enhanced Uplink Physical Channel (3.84 Mcps TDD only)
E-RGCH
E-DCH Relative Grant Channel (FDD only)
E-RNTI
E-DCH RNTI

E-RUCCH
E-DCH Random Access Uplink Control Channel (3.84 Mcps TDD only)

E-TFCI
E-DCH Transport Format Combination Indicator
E-UCCH
E-DCH Uplink Control Channel (3.84 Mcps TDD only)
FACH
Forward Access Channel

FDD
Frequency Division Duplex

F-DPCH
Fractional DPCH

GC-SAP
General Control SAP

GERAN
GSM/EDGE Radio Access Network

GRA
GERAN Registration Area

G-RNTI
Geran Radio Network Temporary Identity

HARQ
Hybrid Automatic Repeat Request

HCS
Hierarchical Cell Structure

HFN
Hyper Frame Number

H-RNTI
HS-DSCH RNTI

HS-DSCH
High Speed Downlink Shared Channel

ID
Identifier

IDNNS
Intra Domain NAS Node Selector
IE
Information element

IETF
Internet Engineering Task Force

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

ISCP
Interference on Signal Code Power

L1
Layer 1

L2
Layer 2

L3
Layer 3

LAI
Location Area Identity

MAC
Media Access Control

MBMS
Multimedia Broadcast Multicast Service

MCC
Mobile Country Code

MCCH

MBMS point-to-multipoint Control Channel

MD
Mandatory default

MICH
MBMS notification Indicator Channel

MM
Mobility Management

MNC
Mobile Network Code

MP
Mandatory present

MTCH

MBMS point-to-multipoint Traffic Channel

MSCH
MBMS point-to-multipoint Scheduling Channel

NACC
Network Assisted Cell Change

NAS
Non Access Stratum

Nt-SAP
Notification SAP

NW
Network

OP
Optional

PCCH
Paging Control Channel

PCH
Paging Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PNFE
Paging and Notification Control Functional Entity

PRACH
Physical Random Access CHannel

PSI
Packet System Information

p-t-m
Point-to-Multipoint

P-TMSI
Packet Temporary Mobile Subscriber Identity

p-t-p
Point-to-Point

PUSCH
Physical Uplink Shared Channel

QoS
Quality of Service

RAB
Radio access bearer

RACH
Random Access CHannel

RAI
Routing Area Identity

RAT
Radio Access Technology

RB
Radio Bearer

RFE
Routing Functional Entity

RG
Relative Grant

RL
Radio Link

RLC
Radio Link Control

RLS
Radio Link Set

RNC
Radio Network Controller

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSN
Retransmission Sequence Number

RSSI
Received Signal Strength Indicator

SAP
Service Access Point

SCFE
Shared Control Function Entity

SCTD
Space Code Transmit Diversity

SCTO
Soft Combining Timing Offset (MBMS)

SF
Spreading Factor

SG
Serving grant

SHCCH
Shared Control Channel

SI
System Information

SIR
Signal to Interference Ratio

S-RNTI
SRNC - RNTI

TDD
Time Division Duplex

TF
Transport Format

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TM
Transparent Mode

TME
Transfer Mode Entity

TMSI
Temporary Mobile Subscriber Identity

Tr
Transparent

TSN
Transmission Sequence Number

Tx
Transmission

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

URA
UTRAN Registration Area

U-RNTI
UTRAN-RNTI

USCH
Uplink Shared Channel

UTRAN
Universal Terrestrial Radio Access Network

------------------------------------ 2nd Change -------------------------------------
8.5.21
Actions related to Radio Bearer mapping 

When the UE receives the IE "RB mapping info" and/or the IE "Transport format set", when transport channels, MAC-d flows or E-DCH MAC-d flows are added or deleted, when the UE performs a cell reselection or a state transition, or when the UE releases a RB, the UE shall for each of the configured Radio Bearers:

1>
upon moving to CELL_FACH state from CELL_DCH state to initiate a cell update procedure and upon subsequent cell reselections until the first successfully completed cell update procedure, only perform the actions defined in the remainder of this subclause after reception of the CELL UPDATE CONFIRM message;

1>
for FDD, select the multiplexing option according to the following:

2>
if the UE is in CELL_FACH state:

3>
if the RB has a multiplexing option with transport channel type "FACH" for the DL and transport channel type "RACH" for the UL:

4>
select this multiplexing option.

2>
if the UE is in CELL_DCH state:

3>
if the RB has a multiplexing option with transport channel type "DCH + HS-DSCH" for the DL, and both the corresponding DCH transport channel and MAC-d flow are configured, and with transport channel type "E-DCH" for the UL, and the corresponding E-DCH MAC-d flow is configured:

4>
select this multiplexing option; else

3>
if the RB has a multiplexing option with transport channel type "DCH + HS-DSCH" for the DL, and both the corresponding DCH transport channel and MAC-d flow are configured, and with transport channel type "DCH" for the UL, and the corresponding DCH transport channel is configured:

4>
select this multiplexing option; else

3>
if the RB has a multiplexing option with transport channel type "DCH + DSCH" for the DL:

4>
the UE behaviour is unspecified; else

3>
if the RB has a multiplexing option with transport channel type "HS-DSCH" for the DL, and the corresponding MAC-d flow is configured, and with transport channel type "E-DCH" for the UL, and the corresponding E-DCH MAC-d flow is configured:

4>
select this multiplexing option; else

3>
if the RB has a multiplexing option with transport channel type "HS-DSCH" for the DL, and the corresponding MAC-d flow is configured, and with transport channel type "DCH" for the UL, and the corresponding DCH transport channel is configured:

4>
select this multiplexing option; else

3>
if the RB has a multiplexing option with transport channel type "DSCH" for the DL:

4>
the UE behaviour is unspecified; else

3>
if the RB has a multiplexing option with transport channel type "DSCH" for the DL, and the corresponding DSCH transport channel is configured, and with transport channel type "DCH" for the UL, and the corresponding DCH transport channel is configured:

4>
select this multiplexing option; else

3>
if the RB has a multiplexing option with transport channel type "DCH" for the DL, and the corresponding DCH transport channel is configured, and with transport channel type "E-DCH" for the UL, and the corresponding E-DCH MAC-d flow is configured:

4>
select this multiplexing option.

3>
if the RB has a multiplexing option with transport channel type "DCH" for the DL, and the corresponding DCH transport channel is configured, and with transport channel type "DCH" for the UL, and the corresponding DCH transport channel is configured:

4>
select this multiplexing option.

1>
for TDD, select the multiplexing option according to the following:

2>
if the UE is in CELL_FACH state:

3>
if the RB has the multiplexing options with the transport channel types "FACH" and "DSCH" for the DL, and the corresponding FACH and DSCH transport channels are configured, and with the transport channel types "RACH" and "USCH" for the UL, and the corresponding RACH and USCH transport channels are configured:

4> if both PUSCH and PDSCH are allocated:

5> select the multiplexing option "DSCH" for DL and "USCH" for UL; else

4>
if only PUSCH is allocated:

5>
select the multiplexing option "FACH" for DL and "USCH" for UL; else

4>
if only PDSCH is allocated:

5>
select the multiplexing option "DSCH" for DL and "RACH" for UL; else 

4>
if neither PUSCH nor PDSCH is allocated:

5>
select the multiplexing option "FACH" for DL and "RACH" for UL.

3>
if the RB has a single multiplexing option with the transport channel type "FACH" for the DL and the transport channel type "RACH" for the UL:

4>
select this multiplexing option; else

3>
if the RB has a single multiplexing option with the transport channel type "DSCH" for the DL, and the corresponding DSCH tranfsport channel is configured, and with the transport channel type "USCH" for the UL, and the corresponding USCH transport channel is configured:

4>
select this multiplexing option; else

2>
if the UE is in CELL_DCH state:

3>
if the RB has a multiplexing option with transport channel type "DCH + HS-DSCH" for the DL, and both the corresponding DCH transport channel and MAC-d flow are configured, and with transport channel type "E-DCH" for the UL, and the corresponding E-DCH MAC-d flow is configured:

4>
select this multiplexing option; else
3>
if the RB has a multiplexing option with transport channel type "DCH + HS-DSCH" for the DL, and both the corresponding DCH transport channel and MAC-d flow are configured, and with transport channel type "DCH" for the UL, and the corresponding DCH transport channel is configured:

4>
select this multiplexing option; else

3> if the RB has a multiplexing option with transport channel type "DCH + DSCH" for the DL, and both the corresponding DCH and DSCH transport channels are configured, and with transport channel type "DCH" for the UL, and the corresponding DCH transport channel is configured:

4>
select this multiplexing option; else
3>
if the RB has a multiplexing option with transport channel type "HS-DSCH" for the DL, and the corresponding MAC-d flow is configured, and with transport channel type "E-DCH" for the UL, and the corresponding E-DCH MAC-d flow is configured:

4>
select this multiplexing option; else
3>
if the RB has a multiplexing option with transport channel type "HS-DSCH" for the DL, and the corresponding MAC-d flow is configured, and with transport channel type "DCH" for the UL, and the corresponding DCH transport channel is configured:

4>
select this multiplexing option; else 

3>
if the RB has a multiplexing option with transport channel type "DCH" for the DL, and the corresponding DCH transport channel is configured, and with transport channel type "E-DCH" for the UL, and the corresponding E-DCH MAC-d flow is configured:

4>
select this multiplexing option.
3>
if the RB has a multiplexing option with transport channel type "DCH" for the DL, and the corresponding DCH transport channel is configured, and with transport channel type "DCH" for the UL, and the corresponding DCH transport channel is configured:

4>
select this multiplexing option; else

3>
if theRB has a multiplexing option with transport channel type "DSCH" for the DL, and the corresponding DSCH transport channel is configured, and with transport channel "USCH" for the UL, and the corresponding USCH transport channel is configured:

4>
select this multiplexing option.
1>
configure the MAC with the appropriate transport format set (with computed transport block sizes) for the transport channel used by that RB;

1>
in case the selected multiplexing option is a multiplexing option on E-DCH:

2>
the set of RLC sizes that apply to the logical channel used by that RB consists of all RLC PDU sizes listed in the IE "RLC PDU size list" in the RB mapping info for E-DCH.

1>
else:
2>
determine the sets of RLC sizes that apply to the logical channels used by that RB, based on the IEs "RLC size list" and/or the IEs "Logical Channel List" included in the applicable "Transport format set" (either the ones received in the same message or the ones stored if none were received);

1>
in case the selected multiplexing option is a multiplexing option on RACH:

2>
ignore the RLC size indexes that do not correspond to any RLC size within the Transport Format Set stored for RACH.

2>
if there is no remaining RLC size index corresponding to an RLC size within the Transport Format Set stored for RACH:

3>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if RACH is the transport channel to be used on the uplink, if that RB has a multiplexing option on RACH and if it is using AM:

2>
apply the largest size amongst the ones derived according to the previous bullet for the RLC size (or RLC sizes in case the RB is realised using two logical channels) for the corresponding RLC entity.

NOTE:
The IE "RB mapping info" is only included in the IE "Predefined RB configurations" in system information when used for Inter-RAT handover to UTRAN and there is no AM RLC size change involved in this case.

1>
if that RB is using AM and the RLC size applicable to the uplink logical channel transporting data PDUs is different from the one derived from the previously stored configuration; and

1>
none of the following conditions is met:

-
the RLC size change is caused by a CELL UPDATE CONFIRM and the CELL UPDATE CONFIRM message includes the IE "Downlink counter synchronisation info".

-
the RLC size change is caused by a reconfiguration message, and a cell update procedure occurs during the reconfiguration procedure and the CELL UPDATE CONFIRM message includes the IE "Downlink counter synchronisation info".
-
the RLC size change is caused by a reconfiguration message, and a cell update procedure occurs during this reconfiguration procedure and the CELL UPDATE CONFIRM message includes the IE "RLC re-establish indicator" being set to TRUE for the corresponding radio bearer.
2>
if the RLC size change is caused by a reconfiguration message or a CELL UPDATE CONFIRM; and

2>
the IE "one sided RLC re-establishment" is included in that message and is set to TRUE:

3>
re-establish the transmitting side of the corresponding RLC entity.

2>
else:
3>
re-establish the corresponding RLC entity.

2>
configure the corresponding RLC entity with the new uplink RLC size;

2>
for each AM RLC radio bearer in the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS whose RLC size is changed; and

2>
for each AM RLC signalling radio bearer in the CN domain as indicated in the IE "CN domain identity" in the variable LATEST_CONFIGURED_CN_DOMAIN whose RLC size is changed:

3>
if the IE "Status" in the variable CIPHERING_STATUS of this CN domain is set to "Started":

4>
if the information causing the RLC re-establishment was included in system information:

5>
set the HFN values for the corresponding RLC entity equal to the value of the IE "START" for this CN domain that will be included in the CELL UPDATE message following cell reselection.

NOTE:
Since the UE cannot predict the START value at the time of the next CELL UPDATE transmission in the future, UTRAN should desist from changing the RLC size for a signalling radio bearer within a cell. Other than this case the change in RLC size for a signalling radio bearer is known to the UE when reading system information following cell reselection.

4>
if the RLC re-establishment is caused by a CELL UPDATE CONFIRM:

5>
if the whole RLC entity was re-established:


6>
set the HFN values for the corresponding RLC entity in uplink and downlink equal to the 



value of the IE "START" included in the latest transmitted CELL UPDATE message for this 


CN domain.

5>
if only the transmitting side of the RLC entity was re-established:


6>
set the HFN value for the corresponding RLC entity in the uplink equal to the value of the 



IE "START" included in the latest transmitted CELL UPDATE message for this CN 





domain.

4>
if the RLC re-establishment is caused by a reconfiguration message:

5>
if the whole RLC entity was re-established:

6>
set the HFN values for the corresponding RLC entity in uplink and downlink equal to the value 


of the IE "START" that will be included in the reconfiguration complete message for this CN 


domain.

5>
if only the transmitting side of the RLC entity was re-established:


6>
set the HFN value for the corresponding RLC entity in the direction uplink equal to the value 


of the IE "START" that will be included in the reconfiguration complete message for this CN 


domain.

NOTE1:
If the UTRAN modifies the RLC size for RB2 on any reconfiguration message or Cell Update Confirm message, the UE behaviour is unspecified in this version of the specification.

NOTE2:
The UE cannot rely on the configured Transport Formats to determine the RLC sizes to be used in downlink for a particular logical channel. This size can be signalled explicitly in the RLC Info IE.
1>
if that RB is using UM:

2>
indicate the largest RLC size applicable for uplink to the corresponding RLC entity.

1>
configure MAC multiplexing according to the selected multiplexing option (MAC multiplexing shall only be configured for a logical channel if the transport channel it is mapped on according to the selected multiplexing option is the same as the transport channel another logical channel is mapped on according to the multiplexing option selected for it);

1>
configure the MAC with the logical channel priorities according to selected multiplexing option;

1>
configure the MAC with the set of applicable RLC Sizes for each of the logical channels used for that RB;

1>
if there is no multiplexing option applicable for the transport channels and MAC-d flows to be used:

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if there is more than one multiplexing option applicable for the transport channels or MAC-d flows to be used:

2>
set the variable INVALID_CONFIGURATION to TRUE.

If upon cell re-selection or upon moving to CELL_FACH state from CELL_DCH state to initiate cell update procedure the UE sets variable INVALID_CONFIGURATION to TRUE as a result of the actions defined in this subclause, the UE should:

1>
move to idle mode;

1>
release (locally) the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and the established radio access bearers (as stored in the variable ESTABLISHED_RABS) and indicate this to upper layers;

1>
perform other actions when entering idle mode from connected mode as specified in subclause 8.5.2.

----------------------------------- 3rd Change ---------------------------------------

8.5.28
Actions related to E_DCH_TRANSMISSION variable

The variable E_DCH_TRANSMISSION shall be set to "TRUE" only when all the following conditions are met:

1>
the UE is in CELL_DCH state;

1>
the variable E_RNTI includes either the Primary E-RNTI or the Secondary E-RNTI or both the Primary and the Secondary E-RNTI;

1>
For FDD:


2>
the UE has stored the following IEs:

-
IE "E-DCH Transmission Time Interval";

-
IE "HARQ info for E-DCH";

-
IE "E-DCH info", including the IE "E-DPCCH info" and the IE "E-DPDCH info".

-
one of the radio links in the active set is configured as the serving E-DCH radio link, and for this radio link the UTRAN has configured the IE "E-HICH configuration" and the IE "E-AGCH info".

1>
For 3.84 Mcps TDD:

2> the UE has stored the following IEs:


-
IE “HARQ info for E-DCH”;


-
IE “E-DCH information”, including the IE “E-RUCCH info” and the IE “E-PUCH info”


- 
IE “E-HICH info”


-
IE “E-AGCH info”

1>
there is at least one logical channel mapped to E-DCH for which:

2>
the corresponding E-DCH MAC-d flow is configured, i.e. the IEs "E-DCH MAC-d flow power offset" and "E-DCH MAC-d flow maximum number of retransmissions", and the transmission grant type are configured.

If any of the above conditions is not met and the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
set the variable E_DCH_TRANSMISSION to FALSE;

1>
stop any E-AGCH and E-HICH reception procedures;

1>
For FDD:


2> stop any E-RGCH reception procedures;
1>
For FDD:


2>
stop any E-DPCCH and E-DPDCH transmission procedures;

1>
For 3.84 Mcps TDD:


2>
stop any E-RUCCH and E-PUCH transmission procedures 
1>
clear the variable E_RNTI;

1>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

1>
release all E-DCH HARQ resources;

1>
no longer consider any radio link to be the serving E-DCH radio link.

Whenever the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
For FDD:


2>
perform E_AGCH reception procedures according to the stored E_AGCH configuration as stated in:


3>
subclause 8.6.3.14 for the IE "New Primary E-RNTI" and the IE "New Secondary E-RNTI".


2>
perform E-HICH reception procedures for all radio links in the E-DCH active set;


2>
perform E-RGCH reception procedures for all radio links in the active set for which an E-RGCH configuration has been provided;


2>
perform E-DPCCH transmission procedures according to the stored E-DPCCH configuration as stated in:


3>
subclause 8.6.6.37 for the IE "E-DPCCH Info";


2>
perform E-DPDCH transmission procedures according to the stored E-DPDCH configuration as stated in:


3>
subclause 8.6.5.16 for the IE "E-DCH Transmission Time Interval";


3>
subclause 8.6.5.17 for the IE "HARQ info for E-DCH".


3>
subclause 8.6.6.37 for the IE "E-DPDCH Info".

2>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the IE "Non-scheduled transmission grant info" is configured shall:


3>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause  8.6.5.18).

2>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the IE "Scheduled transmission grant info" is configured shall:


3>
be performed in accordance with the received scheduling grant on E-AGCH/E-RGCH (see [15]); and


3>
obey the scheduling restrictions as specified for scheduled transmissions (see subclause 8.6.6.37).

1> For TDD:


2> perform E-AGCH reception procedures according to the stored E_AGCH configureation as stated in:



3> subclause 8.6.3.14 for the IE “New E-RNTI”.

2> Perform E-HICH reception;

2> Perform E-RUCCH transmission  procedures according to the stored E-RUCCH configuration as stated in:


3> subclause 8.6.6.37 for the IE "E-RUCCH Info";

2> Perform E-PUCH transmission procedures according to the stored E-PUCH configuration as stated in:


3>
subclause 8.6.6.37 for the IE "E-PUCH Info";


2>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the 
IE "Non-scheduled transmission grant info" is configured shall:


3>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause  8.6.5.18).

2>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the 
IE "Scheduled transmission grant info" is configured shall:


3>
be performed in accordance with the received scheduling grant on E-AGCH (see [15]); and


3>
obey the scheduling restrictions as specified for scheduled transmissions  (see subclause  8.6.6.37).
Whenever the variable E_DCH_TRANSMISSION is set to FALSE, the UE shall:

1>
not perform E-AGCH, E-HICH and/or E-RGCH reception procedures;

1>
not perform E-DPCCH,  E-DPDCH, E-RUCCH and/or E-PUCH transmission procedures.

----------------------------------- 4th Change ---------------------------------------

8.6.3.14
New E-RNTI

1>
For FDD

2>
If the IE "New Primary E-RNTI" and/or the IE "New Secondary E-RNTI" are/is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:


3>
store the new value(s) in the variable E_RNTI;


3>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
For 3.84 Mcps TDD:


2>
If the IE “New E-RNTI” is included and the UE will be in CELL_DCH state after completion of this 



procedure, the UE shall:




3> store the new value in the variable E_RNTI


3>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as 


described in subclause 8.5.28.

If, after the completion of this procedure, the variable E_DCH_TRANSMISSION is set to FALSE, the UE shall:

1>
clear the variable E-RNTI.

When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
For FDD:

2>
use the value of the Primary E-RNTI and/or Secondary E-RNTI stored in the variable E_RNTI as UE identities in the E-AGCH reception procedure in the physical layer.
1>
For  3.84 Mcps TDD


2> use the value of New E-RNTI stored in the variable E_RNTI as the UE identity in the E-AGCH reception 
procedure in the physical layer.
----------------------------------- 5th Change ---------------------------------------

8.6.5.5
Added or Reconfigured UL TrCH information

If the IE "Added or Reconfigured UL TrCH information" is included then the UE shall:

1>
for the transport channel identified by the IE "UL Transport Channel Identity" and IE "Uplink transport channel type":

2>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

NOTE:
The UE stores the UL transport channel configuration until it is explicitly deleted by a message containing the IE "Deleted UL TrCH information" or the UE leaves RRC Connected mode.

If the IE "Added or Reconfigured UL TrCH information" is included and E-DCH is included and there is more than one MAC-d flow carried on E-DCH then the UE shall:

1>

For FDD:

2>
apply the values IE "E-DCH Transmission Time Interval" and the field HARQ info to all E-DCH MAC-d flows.

1>
For TDD:

2> if there is any occurrence of  IE ”HARQ info for E-DCH”:


3> apply the value of  HARQ info to all E-DCH MAC-d flows.
NOTE:
In case of multiple E-DCH MAC-d flows, IE "Added or Reconfigured UL TrCH information" is only included once. If the IE "Added or Reconfigured UL TrCH information" is included more than once with the IE "Uplink transport channel type" set to 'E-DCH', the UE behaviour is unspecified.

1>
if the choice "UL parameters" is set to 'EDCH':

2>
if the IE "HARQ Info" is included:

3>
perform the actions specified in subclause 8.6.5.17.

2>
if the IE "Added or Reconfigured E-DCH MAC-d Flow list " is included:

3>
for each MAC-d flow identified by the IE "Mac-d flow identity":

4>

perform the actions as specified in subclause 8.6.5.18.

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

----------------------------------- 6th Change ---------------------------------------
8.6.5.16
E-DCH Transmission Time Interval (FDD only)
If the IE "E-DCH Transmission Time Interval" is included, the UE shall:

1>
store the received TTI;

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
apply the TTI as signalled in the IE "E-DCH Transmission Time Interval" on the E-DPDCH.

If the received "E-DCH Transmission Time Interval" is 2 ms and the previously stored TTI was 10 ms:

1>
not send any data on E-DPDCH in first 8 TTIs after activation time of new TTI.

----------------------------------- 7th Change ---------------------------------------

8.6.5.18
Added or reconfigured E-DCH MAC-d flow

If the IE "Added or reconfigured E-DCH MAC-d flow" is included, the UE shall:

1>
if the IE "E-DCH MAC-d flow power offset" is included:

2>
configure the power offset indicated in the IE "E-DCH MAC-d flow power offset" for the E-DCH MAC-d flow identified by the IE "E-DCH MAC-d flow identity".

1>
if the IE "E-DCH MAC-d flow maximum number of retransmissions" is included:

2>
configure the maximum number of retransmissions indicated in the IE "E-DCH MAC-d flow maximum number of retransmissions" for the E-DCH MAC-d flow identified by the IE "E-DCH MAC-d flow identity".

1>
if the IE "E-DCH MAC-d flow multiplexing list" is included:

2>
only multiplex MAC-d PDU’s from the E-DCH MAC-d flow indicated in the IE "E-DCH MAC-d flow identity" with MAC-d PDU’s from E-DCH MAC-d flows with which multiplexing in the same MAC-e PDU is allowed in accordance to the IE "E-DCH MAC-d flow multiplexing list".

1>
else:

2>
if previously the IE "E-DCH MAC-d flow multiplexing list" was already received for this E-DCH MAC-d flow:

3>
continue to only multiplex E-DCH PDU’s from the E-DCH MAC-d flow indicated in the IE “E-DCH MAC-d flow identity” with MAC-d PDU’s from E-DCH MAC-d flows with which multiplexing in the same MAC-e PDU is allowed according to the previously received IE “E-DCH MAC-d flow multiplexing list”.

2>
else (never received the IE "E-DCH MAC-d flow multiplexing list" for this E-DCH MAC-d flow):

3>
allow multiplexing of MAC-d PDU’s from the E-DCH MAC-d flow indicated in the IE "E-DCH MAC-d flow identity" with MAC-d PDU’s from any other E-DCH MAC-d flow in the same MAC-e PDU.

1>
For FDD:


2>
if the IE "Non-scheduled transmission grant info" is included:

3>
if the TTI configured on the E-DCH equals 2ms, and the IE "2ms non-scheduled transmission grant HARQ process allocation" is configured for this MAC-d flow:

4>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall only be included in a MAC-e PDU transmitted by HARQ processes allowed by the IE "2ms non-scheduled transmission grant HARQ process allocation", with a total contribution from this MAC-d flow not exceeding the size as signalled by the IE "Max MAC-e PDU contents size".


3>
else:

4>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall be included in a MAC-e PDU transmitted by any HARQ process, with a total contribution from this MAC-d flow not exceeding the size as signalled by the IE "Max MAC-e PDU contents size".


2>
if the IE "Scheduled transmission grant info" is included:

3>
transmission of MAC-d PDU's for logical channels belonging to this MAC-d flow shall be in accordance with the received scheduled grant on E-AGCH/E-RGCH (see [15]).

1> For 3.84 Mcps TDD:


2>
if the IE “Non-scheduled transmission grant info” is included:



3>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall only be included in a MAC-e 


PDU transmitted by HARQ processes designated as non scheduled (Ids 4 – 7) in the TTIs indicated (as 

determined from the IEs “Activation Time”, “Resource Duration” and “Resource Periodicity”)


2> if the IE “Scheduled transmission grant info is included:



3> transmission of MAC-d PDUs for logical channelds belonging to this MAC-d flow shall be in accordance 

with the received scheduled grant on E-AGCH (see [15]).

1>
perform the actions as specified in subclause 8.5.21;

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
----------------------------------- 8th Change ---------------------------------------

8.6.6.4
Downlink information for each radio link

If the IE "Downlink information for each radio link" is included in a received message, the UE shall:

1>
if the UE would enter CELL_DCH state according to subclause 8.6.3.3 applied on the received message:

2>
if the UE is in TDD mode and shared transport channels are assigned to the UE:

3>
start to receive the indicated Secondary CCPCH.

2>
if the UE is in TDD mode and no shared transport channels are assigned to the UE:

3>
set the variable UNSUPPORTED_CONFIGURATION to TRUE.

2>
For FDD:

3>
if the IE "Serving HS-DSCH radio link indicator" is set to 'TRUE':

4>
consider this radio link as the serving HS-DSCH radio link and no longer consider any other radio link as serving HS-DSCH radio link.

2>
For FDD:

3>
if the IE "Serving E-DCH radio link indicator" is set to 'TRUE':

4>
consider this radio link as the serving E-DCH radio link and no longer consider any other radio link as serving E-DCH radio link.

3>
if the IE "E-AGCH Info" is included for the serving E-DCH radio link:

4>
store the newly received E-AGCH configuration.

NOTE:
The UTRAN should always include the IE "E-AGCH info" if the serving E-DCH radio link indicated in the message is another radio link than the serving E-DCH radio link prior to the procedure.
3>
if the IE "E-HICH information" is included:

4>
store this E-HICH configuration for the concerning radio link.

3>
if the IE "E-HICH information" is included or previously stored:

4>
store this E-RGCH configuration for the concerning radio link, if included.

3>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

2>
For 3.84 Mcps TDD:


3>
if the IE “E-AGCH Info” is included:




4>
store the newly received E-AGCH configuration..


3>
if the IE “E-HICH information” is included:




4>
store the E-HICH configuration.


3>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as 


described in subclause 8.5.28.
2>
act on the other IEs contained in the IE "Downlink information for each radio link" as specified in subclause 8.6 applied on this radio link.

1>
in addition, if the message was received in CELL_DCH state and the UE remains in CELL_DCH state according to subclause 8.6.3.3 applied on the received message:

2>
For FDD:

3>
if the IE "Serving HS-DSCH radio link indicator" is set to 'TRUE':

4>
consider this radio link as the serving HS-DSCH radio link;

4>
if the serving HS-DSCH radio link was another radio link than this radio link prior to reception of the message and the IE "H-RNTI" is not included:

5>
clear the variable H_RNTI.

3>
if the IE "Serving HS-DSCH radio link indicator" is set to ‘FALSE’ and this radio link was considered the serving HS-DSCH radio link prior to reception of this message:

4>
no longer consider this radio link as the serving HS-DSCH radio link.

3>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25;

3>
if the IE "Serving E-DCH radio link indicator" is set to 'TRUE':

4>
consider this radio link as the serving E-DCH radio link;

4>
if the serving E-DCH radio link was another radio link than this radio link prior to reception of the message:

5>
if the IE "New Primary E-RNTI" is not included:

6>
clear the Primary E-RNTI stored in the variable E_RNTI.

5>
if the IE "New Secondary E-RNTI" is not included:

6>
clear the Secondary E-RNTI stored in the variable E_RNTI.

3>
if the IE "Serving E-DCH radio link indicator" is set to ‘FALSE’ and this radio link was considered the serving E-DCH radio link prior to reception of this message:

4>
no longer consider this radio link as the serving E-DCH radio link.

3>
if the IE "E-HICH release indicator" is present:

4>
delete the stored E-HICH, E-AGCH and E-RGCH (if any) configurations.

3>
if the IE "E-RGCH release indicator" is present:

4>
delete the stored E-RGCH configuration for this RL.

3>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

2>
For TDD:

3>
if the IE "H-RNTI" is not included and the primary CCPCH has changed:

4>
clear the variable H_RNTI.

3>
determine the value for the HS-DSCH_RECEPTION variable and take the corresponding actions as 
described in subclause 8.5.25.

2> For 3.84 Mcps TDD:


3> if the IE “New E-RNTI” is not included:




4> clear the variable E_RNTI.


3>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as 


described in subclause 8.5.28.
2>
for each optional IE part of the IE "Downlink information for each radio link" that is not present:
3>
do not change its current downlink physical channel configuration corresponding to the IE, which is absent, if not stated otherwise elsewhere.

NOTE:
The Release '99 RADIO BEARER RECONFIGURATION message always includes at least one IE "Downlink information for each radio link" containing the mandatory IEs, even if UTRAN does not require the reconfiguration of any radio link.
1>
if the UE would enter either the CELL_FACH, CELL_PCH or URA_PCH state according to subclause 8.6.3.3 applied on the received message:

2>
if IEs other than the IE "Primary CPICH info" (for FDD) or the IE "Primary CCPCH info" (for TDD) are included in the IE "Downlink information for each radio link":

3>
ignore these IEs.

2>
act on the other IEs contained in the IE "Downlink information for each radio link" as specified in subclause 8.6 applied on this radio link.
------------------------------------- 9th Change -------------------------------------

8.6.6.37
E-DCH Info

If the IE "E-DCH Info" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
For FDD:


2>
if the IE "E-DPCCH Info" is included:


3>
store the newly received E-DPCCH configuration.


2>
if the IE "E-DPDCH Info" is included:


3>
store the newly received E-DPDCH configuration.

1>
For 3.84 Mcps TDD:


2> if the IE “E-RUCCH Info” is included:




3> store the newly received E-RUCCH configuration,


2> if the IE “E-PUCH Info” is included:

NOTE:
The UTRAN should ensure the ordering of the E-TFCI table in increasing transmission power, by correct setting of the reference E-TFCI power offsets.

1>
if the IE "MAC-es/e reset indicator" is included:

2>
reset the MAC-es/e entity [15].

NOTE:
If the IE "MAC-es/e reset indicator" is not set to TRUE in case the IE "E-DCH Transmission Time Interval" is reconfigured, the UE behaviour is unspecified.

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>

For FDD:


2>
configure the UL E-DPCCH in accordance with the stored IE "E-DPCCH" configuration;

2>
configure the MAC with the stored IE "E-DPDCH" configuration and/or the information contained in IE "Scheduled Transmission configuration".
1>
For 3.84 Mcps TDD:


2>
configure the E-RUCCH with the stored E-RUCCH configuration


2>
configure the MAC with the stored E-PUCH configuration
------------------------------------- 10th Change -----------------------------------

10.2.8
CELL UPDATE CONFIRM

This message confirms the cell update procedure and can be used to reallocate new RNTI information for the UE valid in the new cell.


RLC-SAP: UM


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	U-RNTI
	CV-CCCH
	
	U-RNTI 10.3.3.47
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or a cell reselection from GERAN Iu mode
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing either an SRNS relocation or a cell reselection from GERAN Iu mode, and a change in ciphering algorithm.
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received, the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	>>New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	>TDD
	
	
	
	
	REL-7

	>>New E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-7

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	RLC re-establish indicator (RB2, RB3 and RB4) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	Should not be set to TRUE if IE "Downlink counter synchronisation info" is included in message.
	

	RLC re-establish indicator (RB5 and upwards) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	Should not be set to TRUE if IE "Downlink counter synchronisation info" is included in message.
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN Information Elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RB information elements
	
	
	
	
	

	RB information to release list
	OP
	1 to <maxRB>
	
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	

	RB information to reconfigure list
	OP
	1 to <maxRB>
	
	
	

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88.
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	Absence means that on the MBMS Preferred Layer (PL) no restrictions apply concerning the use of non- MBMS services i.e. the PL is not congested
	REL-6


	Condition
	Explanation

	CCCH
	This IE is mandatory present when CCCH is used and ciphering is not required and not needed otherwise.


------------------------------------- 11th Change -----------------------------------

10.2.22
PHYSICAL CHANNEL RECONFIGURATION

This message is used by UTRAN to assign, replace or release a set of physical channels used by a UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	Enumerated (TRUE)
	
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	>>New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	>TDD
	
	
	
	
	REL-7

	>>New E-RNTI
	
	
	E-RNTI 10.3.3.10a
	
	REL-7

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing value of the maximum allowed UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	Absence means that on the MBMS Preferred Layer (PL) no restrictions apply concerning the use of non- MBMS services i.e. the PL is not congested
	REL-6


------------------------------------- 12th Change -----------------------------------
10.2.27
RADIO BEARER RECONFIGURATION

This message is sent from UTRAN to reconfigure parameters related to a change of QoS. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels. This message is also used to perform a handover from GERAN Iu mode to UTRAN.


RLC-SAP: AM or UM or sent through GERAN Iu mode

Logical channel: DCCH or sent through GERAN Iu mode

Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or a handover from GERAN Iu mode
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing either an SRNS relocation or a handover from GERAN Iu mode and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	Enumerated (TRUE)
	
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received The UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	>>New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	>TDD
	
	
	
	
	REL-7

	>>New E-RNTI
	
	
	E-RNTI 10.3.3.10a
	
	REL-7

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN information elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	CHOICE specification mode
	MP
	
	
	
	REL-5

	>Complete specification
	
	
	
	
	

	RB information elements
	
	
	
	
	

	>>RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	

	>>>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	

	>>RB information to reconfigure list
	MP
	1to <maxRB>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>>>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	>>RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>>>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	>>RB with PDCP context relocation info list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	>>>PDCP context relocation info
	MP
	
	PDCP context relocation info 10.3.4.1a
	
	REL-5

	PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	>>Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	>>Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	>Preconfiguration
	
	
	
	
	REL-5

	>>CHOICE Preconfiguration mode
	MP
	
	
	This value only applies in case the message is sent through GERAN Iu mode
	

	>>>Predefined configuration identity
	MP
	
	Predefined configuration identity 10.3.4.5
	
	

	>>>Default configuration
	
	
	
	
	

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	MP


	1 to <maxRL>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	Absence means that on the MBMS Preferred Layer (PL) no restrictions apply concerning the use of non- MBMS services i.e. the PL is not congested
	REL-6


------------------------------------- 13th Change -----------------------------------

10.2.30
RADIO BEARER RELEASE

This message is used by UTRAN to release a radio bearer. It can also include modifications to the configurations of transport channels and/or physical channels. It can simultaneously indicate release of a signalling connection when UE is connected to more than one CN domain.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation.
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm.
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	>>New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	>TDD
	
	
	
	
	REL-7

	>>New E-RNTI
	
	
	E-RNTI 10.3.3.10a
	
	REL-7

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	Signalling Connection release indication
	OP
	
	CN domain identity 10.3.1.1
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RB Information Elements
	
	
	
	
	

	RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	

	>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	

	RB information to release list
	MP
	1 to <maxRB>
	
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	

	RB information to reconfigure list
	OP
	1to <maxRB>
	
	
	REL-6

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	REL-6

	RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>RB with PDCP context relocation info list
	OP
	1 to <maxRBallRABs>
	
	
	REL-5

	>>PDCP context relocation info
	MP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	Absence means that on the MBMS Preferred Layer (PL) no restrictions apply concerning the use of non- MBMS services i.e. the PL is not congested
	REL-6

	MBMS RB list released to change transfer mode
	OP
	1 to <maxRB>
	
	
	REL-6

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	REL-6


------------------------------------- 14th Change -----------------------------------

10.2.33
RADIO BEARER SETUP

This message is sent by UTRAN to the UE to establish new radio bearer(s). It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	>>New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	>TDD
	
	
	
	
	REL-7

	>>New E-RNTI
	
	
	E-RNTI 10.3.3.10a
	
	REL-7

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RB Information Elements
	
	
	
	
	

	CHOICE specification mode
	MP
	
	
	
	REL-6

	>Complete specification
	
	
	
	
	REL-6

	>>Signalling RB information to setup list
	OP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer established
	

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	>>RAB information to setup list
	OP
	1 to <maxRABsetup>
	
	For each RAB established
	

	>>>RAB information for setup
	MP
	
	RAB information for setup 10.3.4.10
	
	

	>>RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	REL-6

	>>>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	REL-6

	>>RB information to reconfigure list
	OP
	1to <maxRB>
	
	
	REL-6

	>>>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	REL-6

	>>RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>>>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	>>Downlink counter synchronisation info
	OP
	
	
	
	

	>>>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	>>PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	>>Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels10.3.5.6
	
	

	>>Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	>>Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	>Preconfiguration
	
	
	
	This value only applies in case the message is not sent through GERAN Iu mode
	REL-6

	>>RAB info
	MP
	
	RAB info 10.3.4.8
	
	REL-6

	>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	REL-6

	>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	REL-6

	>>RB information to change list
	OP
	1 to <maxRB>
	
	
	REL-6

	>>>RB identity
	MP
	
	RB identity 10.3.4.16
	Absence of an RB implies that the RB is to be ‘maintained’
	REL-6

	>>>CHOICE RB change
	MP
	
	
	
	REL-6

	>>>>Release
	
	
	
	(no data)
	REL-6

	>>>>Re-map to default RB
	MD
	
	RB identity 10.3.4.16
	Default value is the current RB identity
	REL-6

	>>Power offset information short
	MP
	
	
	
	REL-6

	>>>Reference TFC
	MP
	
	Transport Format Combination (TFC) 10.3.5.19
	Identified by TFCI
	REL-6

	>>>CHOICE mode
	
	
	
	
	REL-6

	>>>>FDD
	
	
	
	
	REL-6

	>>>>>Gain Factor c
	MP
	
	Integer (0..15)
	For UL DPCCH or control part of PRACH
	REL-6

	>>>>TDD
	
	
	
	(no data)
	REL-6

	>>>Gain Factor d
	MP
	
	Integer (0..15)
	For UL DPDCH or data part of PRACH and all uplink channels in TDD
	REL-6

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	Absence means that on the MBMS Preferred Layer (PL) no restrictions apply concerning the use of non- MBMS services i.e. the PL is not congested
	REL-6


------------------------------------- 15th Change -----------------------------------

10.2.40
RRC CONNECTION SETUP

This message is used by the network to accept the establishment of an RRC connection for a UE, including assignment of signalling link information, transport channel information and optionally physical channel information.


RLC-SAP: UM


Logical channel: CCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	MP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-6

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	>>New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	>TDD
	
	
	
	
	REL-7

	>>New E-RNTI
	
	
	E-RNTI 10.3.3.10a
	
	REL-7

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	MP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	Capability update requirement
	MD
	
	Capability update requirement 10.3.3.2
	Default value is defined in subclause 10.3.3.2
	

	CHOICE specification mode
	MP
	
	
	
	REL-5

	>Complete specification
	
	
	
	
	

	RB Information Elements
	
	
	
	
	

	>>Signalling RB information to setup list
	MP
	3 to 4
	
	
	

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Added or Reconfigured TrCH information list
	MP
	1 to <maxTrCH>
	
	Although this IE is not required when the IE "RRC state indicator" is set to "CELL_FACH", need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Added or Reconfigured TrCH
 information list
	MP
	1 to <maxTrCH>
	
	Although this IE is not required when the IE "RRC state indicator" is set to "CELL_FACH", need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	
	

	>Preconfiguration
	
	
	
	
	REL-5

	>>CHOICE Preconfiguration mode
	MP
	
	
	
	REL-5

	>>>Predefined configuration identity
	MP
	
	Predefined configuration identity 10.3.4.5
	
	REL-5

	>>>Default configuration
	
	
	
	
	REL-5

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	REL-5

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	REL-5

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH information 10.3.6.23a
	
	REL-6

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <MaxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	


------------------------------------- 16th Change -----------------------------------

10.2.50
TRANSPORT CHANNEL RECONFIGURATION

This message is used by UTRAN to configure the transport channel of a UE. This also includes a possible reconfiguration of physical channels. The message can also be used to assign a TFC subset and reconfigure physical channel.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	Enumerated (TRUE)
	
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	>>New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	>TDD
	
	
	
	
	REL-7

	>>New E-RNTI
	
	
	E-RNTI 10.3.3.10a
	
	REL-7

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	Absence means that on the MBMS Preferred Layer (PL) no restrictions apply concerning the use of non- MBMS services i.e. the PL is not congested
	REL-6


------------------------------------- 17th Change -----------------------------------

10.3.5.1b
Added or reconfigured E-DCH MAC-d flow

This IE is used in relation to MAC-d flows mapped to the E-DCH transport channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-DCH MAC-d  flow identity 
	MP
	
	E-DCH MAC-d flow identity 10.3.5.7e
	
	REL-6

	E-DCH MAC-d flow power offset
	OP
	
	Integer(0..6)
	Only allowed to be absent when already defined for this E-DCH MAC-d flow, unit is dB
	REL-6

	E-DCH MAC-d flow maximum number of  retransmissions
	OP
	
	Integer (0..15)
	Only allowed to be absent when already defined for this E-DCH MAC-d flow
	REL-6

	E-DCH MAC-d flow multiplexing list
	OP
	
	Bitstring (maxE-DCHMACdFlow)
	Indicates, if this is the first MAC-d flow for which PDUs are placed in the MAC-e PDU, the other MAC-d flows from which MAC-d PDUs are allowed to be included in the same MAC-e PDU.

Bit 0 is for MAC-d flow 0, Bit 1 is for MAC-d flow 1, … 

Value '1' for a bit means multiplexing is allowed. Bit 0 is the first/leftmost bit of the bit string.

NOTE: The bit that corresponds to the MAC-d flow itself is ignored.
	REL-6

	CHOICE transmission grant type
	OP
	
	
	Only allowed to be absent when already defined for this E-DCH MAC-d flow
	REL-6

	>Non-scheduled transmission grant info
	
	
	
	
	REL-6

	>>CHOICE mode
	MP
	
	
	
	REL-7

	>>>FDD
	
	
	
	
	REL-7

	>>>>Max MAC-e PDU contents size
	MP
	
	Integer (1..19982)
	
	REL-6

	>>>>2ms non-scheduled transmission grant HARQ process allocation
	MD
	
	Bitstring (8)
	MAC-d PDUs for this MAC-d flow are only allowed to be transmitted in those processes for which the bit is set to “1”.

Bit 0 corresponds to HARQ process 0, bit 1 corresponds to HARQ process 1,…

Default value is: transmission in all HARQ processes is allowed. Bit 0 is the first/leftmost bit of the bit string.
	REL-6

	>>>TDD
	
	
	
	
	REL-7

	>>>>CHOICE TDD Option
	MP
	
	
	
	REL-7

	>>>>>3.84 Mcps TDD
	
	
	
	
	REL-7

	>>>>>>Timeslot Resource Related InformationI
	MP
	
	BItstring (13)
	Bitmap indicating which of the timeslots configured for E-DCH are allocated for non-scheduled transmissions
	REL-7

	>>>>>>Power Resource Related Information
	MP
	
	Integer

(1..16)
	Specifies the maximum allowed E-PUCH resource (relative to Pe-base) that the UE may use.
	REL-7

	>>>>>>Activation Time
	MP
	
	10.3.3.1
	
	REL-7

	>>>>>>Repetition period
	MD
	
	Integer(1,2,4,8, 16, 32, 64)
	Periodicity in terms of TTIs for which resource is allocated. 1= continuous dallocation, 2 indicates every other TTI, 4 = every 4th, 8 every 8th etc. Default =1 (continuous)
	REL-7

	>>>>>>Repetition Length
	MP
	
	Integer(0..Repetition period-1)
	TTI in which resource is assigned. If Repetition period = 1 then value is ignored
	REL-7

	>>>>>>Code Resource Information
	MP
	
	Enumerated((1/1),)(2/1),(2/2),(4/1)..(4/4),(8/1)..(8/8),(16/1)..(16/16))
	
	REL-7

	>>>>>7.68 Mcps TDD
	
	
	
	No data
	REL-7

	>>>>>1.28 Mcps TDD
	
	
	
	No data
	REL-7

	>Scheduled transmission grant info
	
	
	NULL
	
	REL-6


10.3.5.2
Added or Reconfigured UL TrCH information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH
	USCH is TDD only
	

	
	
	
	,E-DCH)
	Note 1
	REL-6

	UL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	
	CV-NotE-DCH
	
	
	
	REL-6

	CHOICE UL parameters
	
	
	
	
	REL-6

	>DCH,USCH
	
	
	
	
	REL-6

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	
	

	>E-DCH
	
	
	
	
	REL-6

	>>CHOICE mode
	MP
	
	
	
	REL-7

	>>>FDD
	
	
	
	
	REL-7

	>>>>E-DCH Transmission Time Interval
	MP
	
	Integer(2,10)
	Unit is ms.
	REL-6

	>>>TDD
	
	
	
	No data
	REL-7

	>>HARQ info for E-DCH
	MP
	
	10.3.5.7d
	
	REL-6

	>>Added or reconfigured E-DCH MAC-d flow list
	OP
	<1 to maxE-DCHMACdFlow>
	
	
	REL-6

	>>>Added or reconfigured E-DCH MAC-d flow
	MP
	
	Added or reconfigured E-DCH MAC-d flow 10.3.5.1b
	
	REL-6

	Note 1:
If included in System Information Block Type 16, the values ‘E-DCH’ does not apply for the IE "Uplink transport channel type".


	Condition
	Explanation

	NotE-DCH
	If the uplink transport channel type is DCH or USCH then this IE is mandatory otherwise it is not needed.


NOTE:

This information element is included within IE "Predefined RB configuration".

------------------------------------- 18th Change -----------------------------------

10.3.5.7d
HARQ Info for E-DCH

This IE is used in relation to the E-DCH transport channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	REL-7

	>>FDD
	
	
	
	
	REL-7

	HARQ RV Configuration
	MP
	
	Enumerated (rv0, rvtable)
	If “rv0” is indicated, the UE shall only use E_DCH RV index 0.

If “rvtable” is indicated, the UE shall use an RSN based RV index as specified in [27]
	REL-6

	>>TDD
	
	
	
	
	REL-7

	HARQ RV Configuration
	MP
	
	Enumerated (rv0, rvtable)
	If “rv0” is indicated, the UE shall only use E_DCH RV index 0.

If “rvtable” is indicated, the UE shall use an RSN based RV index as specified in [31]
	REL-7


------------------------------------- 19th Change -----------------------------------

10.3.6.27
Downlink information for each radio link

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Choice mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>>Cell ID
	OP
	
	Cell ID 10.3.2.2
	
	REL-4

	>>Serving HS-DSCH radio link indicator
	MP
	
	Boolean
	The value "TRUE" indicates that this radio link is the serving HS-DSCH radio link
	REL-5

	>> Serving E-DCH radio link indicator
	MP
	
	Boolean
	The value "TRUE" indicates that this radio link is the serving E-DCH radio link
	REL-6

	>TDD
	
	
	
	
	

	>>Primary CCPCH info
	MP
	
	Primary CCPCH info 10.3.6.57
	
	

	CHOICE DPCH info
	OP
	
	
	
	REL-6

	>Downlink DPCH info for each RL
	MP
	
	Downlink DPCH info for each RL 10.3.6.21
	
	

	>Downlink F-DPCH info for each RL
	MP
	
	Downlink F-DPCH info for each RL 10.3.6.23ob
	
	REL-6

	E-AGCH Info
	OP
	
	E-AGCH Info 10.3.6.100
	
	REL-6

	CHOICE E-HICH Information
	OP
	
	
	
	REL-6

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>E-HICH Information
	MP
	
	E-HICH Info 10.3.6.101
	
	REL-6

	>>E-HICH release indicator
	
	
	
	(no data)
	REL-6

	>>CHOICE E-RGCH Information
	OP
	
	
	
	REL-6

	>>>E-RGCH Information
	MP
	
	E-RGCH Info

10.3.6.102
	
	REL-6

	>>>E-RGCH release indicator
	
	
	
	(no data)
	REL-6

	>TDD
	
	
	
	(no data)
	REL-7


------------------------------------- 20th Change -----------------------------------

10.3.6.69a
E-DCH reconfiguration information
NOTE:
Only for FDD.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-DCH RL Info new serving cell
	OP
	
	
	
	REL-6

	>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	Indicates scheduling E-DCH cell from the active set cells.
	REL-6

	>E-AGCH Info
	MP
	
	E-AGCH Info 10.3.6.100
	
	REL-6

	>Serving Grant
	OP
	
	
	
	REL-6

	>>Serving Grant value
	MP
	
	Integer (0..37,38)
	(0..37) indicates E-DCH serving grant index as defined in [15]; index 38 means zero grant.
	REL-6

	>>Primary/Secondary Grant Selector
	MP
	
	Enumerated (“primary”, “secondary”)
	Indicates whether the Serving Grant is received with a Primary E-RNTI or Secondary E-RNTI.
	REL-6

	>E-DPCCH/DPCCH power offset
	OP
	
	Integer (0..8)
	Refer to quantization of the power offset in [28].
	REL-6

	>Reference E-TFCIs
	OP
	1 to 8
	
	See [29].
	REL-6

	>>Reference E-TFCI
	MP
	
	Integer (0..127)
	
	REL-6

	>>Reference E-TFCI PO
	MP
	
	Integer (0..29)
	Refer to quantization of the power offset in [28].
	REL-6

	>Power Offset for Scheduling Info 
	OP
	
	Integer (0..6)
	Only used when no MACd PDU’s are included in the same MACe PDU. Unit is in dB.
	REL-6

	>3-Index-Step Threshold
	OP
	
	Integer (0..37)
	Refers to an index in the “SG-Table” (see [15]).
	REL-6

	>2-Index-Step Threshold
	OP
	
	Integer (0..37)
	Refers to an index in the “SG-Table” (see [15]).
	REL-6

	>E-HICH Information
	OP
	
	E-HICH Info 10.3.6.101
	This IE is not present if the serving E-DCH cell is added to the active set with this message.
	REL-6

	>CHOICE E-RGCH Information
	OP
	
	
	This IE is not present if the serving E-DCH cell is added to the active set with this message
	REL-6

	>>E-RGCH Information
	MP
	
	E-RGCH Info

10.3.6.102
	
	REL-6

	>>E-RGCH release indicator
	
	
	
	(no data)
	REL-6

	E-DCH RL Info other cells
	OP
	1 to <maxEDCHRL>
	
	This IE is not allowed to include information on a RL added by this message
	REL-6

	>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-6

	>CHOICE E-HICH Information
	OP
	
	
	
	REL-6

	>>E-HICH Information
	MP
	
	E-HICH Info 10.3.6.101
	
	REL-6

	>>E-HICH release indicator
	
	
	
	(no data)
	REL-6

	>CHOICE E-RGCH Information
	OP
	
	
	
	REL-6

	>>E-RGCH Information
	MP
	
	E-RGCH Info

10.3.6.102
	
	REL-6

	>>E-RGCH release indicator
	
	
	
	(no data)
	REL-6


------------------------------------- 21st Change ---------------------------------

10.3.6.97
E-DCH Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MAC-es/e reset indicator
	OP
	
	Enumerated (true)
	TRUE Indicates the MAC-es/e entity needs to be reset.
	REL-6

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>E-DPCCH info
	OP
	
	E-DPCCH Info 10.3.6.98
	
	REL-6

	>>E-DPDCH info
	OP
	
	E-DPDCH info 10.3.6.99
	
	REL-6

	>>Scheduled Transmission configuration
	OP
	
	
	
	REL-6

	>>>2ms scheduled transmission grant HARQ process allocation
	MD
	
	Bitstring (8)
	MAC-d PDUs belonging to MAC-d flows not configured with a “Max MAC-e PDU contents size” are only allowed to be transmitted in those processes for which the bit is set to “1”.

Bit 0 corresponds to HARQ process 0, bit 1 corresponds to HARQ process 1,…

Default value is: transmission in all HARQ processes is allowed. Bit 0 is the first/leftmost bit of the bit string.
	REL-6

	>>>Serving Grant
	OP
	
	
	
	REL-6

	>>>>Serving Grant value
	MP
	
	Integer (0..37,38)
	(0..37) indicates E-DCH serving grant index as defined in [15]; index 38 means zero grant.
	REL-6

	>>>>Primary/Secondary Grant Selector
	MP
	
	Enumerated (“primary”, “secondary”)
	Indicates whether the Serving Grant is received with a Primary E-RNTI or Secondary E-RNTI
	REL-6

	>TDD
	
	
	
	
	REL-7

	>>CHOICE TDD Option
	
	
	
	
	REL-7

	>>>3.84 Mcps TDD
	
	
	
	
	REL-7

	>>>>E-RUCCH info
	OP
	
	E-RUCCH Info

10.3.6.103
	
	REL-7

	>>>>E-PUCH info
	OP
	
	E-PUCH Info 10.3.6.104
	
	REL-7

	>>>7.68 Mcps TDD
	
	
	
	No data
	REL-7

	>>>1.28 Mcps TDD
	
	
	
	No data
	REL-7


------------------------------------- 22nd Change ---------------------------------

10.3.6.100
E-AGCH Info

Includes the configuration for the E-DCH related Absolute Grant Channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>E-AGCH Channelisation Code
	MP
	
	Integer (0..255)
	
	REL-6

	>TDD
	
	
	
	
	REL-7

	>>CHOICE TDD Option
	MP
	
	
	
	REL-7

	>>>3.84 Mcps TDD
	
	
	
	
	REL-7

	>>>> Long Term Grant Indicator

	MD
	
	Boolean
	False = Short Term

True = Long Term

Default = False (Short Term)
	REL-7

	>>>>Length of TTRI field
	MP
	
	Integer(1..12)
	Indicated length of  the bitmap used to indicate which of the timeslots configured for E-DCH are allocated
	REL-7

	>>>>E-AGCH set configuration
	MP
	<1 to maxNumE-AGCH>
	
	
	REL-7

	>>>>>TS number
	MP
	
	Integer(0..14)
	
	REL-7

	>>>>>Channelisation code
	MP
	
	Enumderated(16/1, 16/2,....16/16)
	
	REL-7

	>>>>>CHOICE Burst Type
	
	
	
	
	REL-7

	>>>>>>Type 1
	
	
	
	
	REL-7

	>>>>>>>Midamble allocation mode
	MP
	
	Enumerated(Default, Common, UE specific)
	
	REL-7

	>>>>>>>Midamble configuration burst type 1
	MP
	
	Enumerated(4, 8, 16)
	
	REL-7

	>>>>>>>Midamble shift
	CV-UE specific
	
	Integer(0..15)
	
	REL-7

	>>>>>>Type 2
	
	
	
	
	

	>>>>>>>Midamble allocation mode
	MP
	
	Enumerated(Default, Common, UE specific)
	
	REL-7

	>>>>>>>Midamble configuration burst type 2
	MP
	
	Enumerated(3, 6)
	
	REL-7

	>>>>>>>Midamble shift
	CV-UE specific
	
	Integer(0..5)
	
	REL-7

	>>>>E-AGCH BLER target
	MP
	
	Real(-3.15 to 0 step 0.05)
	
	REL-7

	>>>7.68 Mcps TDD
	
	
	
	No data
	REL-7

	>>>1.28 Mcps TDD
	
	
	
	No data
	REL-7


10.3.6.101
E-HICH Info

Includes the configuration for the E-DCH related HARQ Acknowledgement Indicator Channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>Channelisation Code
	MP
	
	Integer (0..127)
	
	REL-6

	>>Signature Sequence
	MP
	
	Integer (0..39)
	
	REL-6

	>TDD
	
	
	
	
	REL-7

	>>CHOICE TDD Option
	MP
	
	
	
	REL-7

	>>>3.84 Mcps TDD
	
	
	
	
	REL-7

	>>>>NE-HICH
	MP
	
	Integer(4..44)
	Minimum number of slots between start last active slot of E-DCH TTI and start of ACK/NACK on E-HICH (see[?})
	REL-7

	>>>>TS number
	MP
	
	Integer(0..14)
	
	REL-7

	>>>>Channelisation Code
	MP
	
	Enumerated(16/1, 16/2,..16/16)
	
	REL-7

	>>>>Burst type
	MP
	
	Enumerated(Type1, Type2)
	
	REL-7

	>>>>Midambe allocation mode
	MP
	
	Enumerated(Default, Common)
	
	REL-7

	>>>7.68 Mcps TDD
	
	
	
	No data
	REL-7

	>>>1.28 Mcps TDD
	
	
	
	No data
	REL-7


10.3.6.102
E-RGCH Info (FDD only)
Includes the configuration for the E-DCH related Relative Grant Channel. The E-RGCH is using the same channelisation code as configured for the E-HICH channel (see subclause 10.3.6.101).

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Signature Sequence
	MP
	
	Integer(0..39)
	
	REL-6

	RG combination index
	MP
	
	Integer(0..5)
	Cells with an index equal to the index of the Serving E-DCH cell belong to the Serving E-DCH RLS. The E-RGCH from these cells have RG commands which for the UE are known to be the same as the RG commands from the Serving E-DCH cell.
	REL-6


10.3.6.103
E-RUCCH Info (3.84 Mcps TDD only)
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-RUCCH constant value
	MP
	
	Integer (-35..10)
	Power to be used 
	REL-7

	E-RUCCH perisitence scaling factor
	MP
	
	Real(0.9..0.2 by step of 0.1)
	
	REL-7

	T-RUCCH
	MD
	
	Integer(40..320 by step of 40)
	Default =200ms

If T-RUCH expires before Grant is received then uE should send scheduling information again on E-RUCH
	REL-7

	E-RUCCH timeslot number
	MD
	
	10.3.6.84
	Default is same as PRACH timeslot number
	REL-7

	E-RUCCH midamble
	MD
	
	Enumerated(Direct, Direct/Inverted)
	Default is as PRACH midamble
	REL-7

	CHOICE SF
	MD
	
	
	Default is as PRACH
	REL-7

	>SF16
	
	
	
	
	REL-7

	>>Channelisation Code List
	MD
	1 to 8
	
	Default as PRACH
	REL-7

	>>>Channelisation code
	MD
	
	Enumerated

((16/1)...(16/8))
	Default is as assigned for PRACH.

There is a 1:1 mapping between spreading code and midamble shift defined in [30] for channelisation codes (16/1) to (16/8).

NOTE: channelisation codes (16/9) to (16/16) are not to be used.
	REL-7

	>SF8
	
	
	
	
	REL-7

	>>Channelisation Code List
	MD
	1 to 8
	
	Default as PRACH
	REL-7

	>>>Channelisation Code
	MD
	
	Enumerated((8/1)..(8/8))
	Default as PRACH
	REL-7


10.3.6.104

E-PUCH Info (TDD only)
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-TFCS information
	MP
	
	E-TFCS info

10.3.6.105
	
	REL-7

	NE-UCCH
	MD
	
	Integer(1..12)
	No of slots that are required to carry TPC and TFCI (consecutively allocated slots beginning with the first). Default = 1 (first allocated slot).
	REL-7

	E-PUCH constant value
	MP
	
	Integer (-35..10)
	Power to be used
	REL-7

	E-PUCH TS configuration list
	MP
	<1 to maxTS-2>
	
	
	REL-7

	>TS number
	MP
	
	Integer(0..14)
	
	REL-7

	>CHOICE Burst Type
	MP
	
	
	
	REL-7

	>>Type 1
	
	
	
	
	REL-7

	>>>Midamble allocation mode
	MP
	
	Enumerated(Default, UE specific)
	
	REL7

	>>>Midamble configuration burst type 1
	MP
	
	Enumerated(4, 8, 16)
	
	REL-7

	>>>Midambe shift
	CV-UE specific
	
	Integer(0..15)
	
	REL-7

	>>Type 2
	
	
	
	
	

	>>>Midamble allocation mode
	MP
	
	Enumerated(Default, UE specific)
	
	REL7

	>>>Midamble configuration burst type 2
	MP
	
	Enumerated(3, 6)
	
	REL-7

	>>>Midambe shift
	CV-UE specific
	
	Integer(0..5)
	
	REL-7

	E-PUCH code hopping
	MP
	
	Boolean
	
	REL-7

	E-PUCH TPC step size
	MP
	
	Integer(1,2,3)
	
	REL-7

	Minimum allowed code rate
	MP
	
	Integer(0..63)
	Maps 0.055 to 1.0 in steps of 0.015
	REL-7

	Maximum allowed code rate
	MP
	
	Integer(0..63)
	Maps 0.055 to 1.0 in steps of 0.015
	REL-7


10.3.6.105 E-TFCS info (TDD only)

	IE/Group Name
	Presence
	Multi
	IE Type and Reference
	Semantics Description
	Version

	Reference Beta Information QPSK list
	MP
	<1 to 8>
	
	
	REL-7

	>Reference Code Rate
	MP
	
	Integer (0..10)


	Unit: -

Range: 0..1

Step: 0.1 dB
	REL-7

	>Reference Beta
	MP
	
	Integer (-15..16)
	Unit range -15db to +16db
	REL-7

	Reference Beta Information 16QAM list
	MP
	<1 to 8>
	
	
	REL-7

	>Reference Code Rate
	MP
	
	Integer (0..10)


	Unit: -

Range: 0..1

Step: 0.1 dB
	REL-7

	>Reference Beta
	MP
	
	Integer 

(-15..16)
	Unit range -15db to +16db
	REL-7


------------------------------------- 23rd Change ---------------------------------

	UE Speed detector
	This IE is not needed if TCrmax equa‘s 'not u’ed', else it is mandatory present.


	TCTF presence
	OP
	
	Enumerated (false)
	By default the TCTF is present even though the FACH only carries one logical channel (type). When this IE is included, the TCTF is absent
	REL-6


10.3.10
Multiplicity values and type constraint values

The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value
	Version

	CN information
	
	
	

	maxCNdomains
	Maximum number of CN domains
	4
	

	UTRAN mobility information
	
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1
	

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15
	

	maxURA
	Maximum number of URAs in a cell
	8
	

	maxInterSysMessages
	Maximum number of Inter System Messages
	4
	

	maxRABsetup
	Maximum number of RABs to be established
	16
	

	UE information
	
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25
	

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8
	

	maxFreqBandsFDD
	Maximum number of frequency bands supported by the UE as defined in [21]
	8
	

	maxFreqBandsFDD-ext
	Maximum number of frequency bands as defined in [21] and treated by RRC
	22
	REL-6

	maxFreqBandsTDD
	Maximum number of frequency bands supported by the UE as defined in [22]
	4
	

	maxFreqBandsGSM
	Maximum number of frequency bands supported by the UE as defined in [45]
	16
	

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8
	

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16
	

	MaxURNTIgroup
	Maximum number of U-RNTI groups in one message
	8
	REL-5

	RB information
	
	
	

	maxPredefConfig
	Maximum number of predefined configurations
	16
	

	maxRB
	Maximum number of RBs
	32
	

	maxSRBsetup
	Maximum number of signalling RBs to be established 
	8
	

	maxRBperRAB
	Maximum number of RBs per RAB
	8
	

	maxRBallRABs
	Maximum number of non signalling RBs
	27
	

	maxRBperTrCh
	Maximum number of RB per TrCh
	16
	REL-6

	maxRBMuxOptions
	Maximum number of RB multiplexing options
	8
	

	maxLoCHperRLC
	Maximum number of logical channels per RLC entity
	2
	

	maxRLCPDUsizePerLogChan
	Maximum number of RLC PDU sizes per logical channel mapped on E-DCH
	32
	REL-6

	MaxROHC-PacketSizes
	Maximum number of packet sizes that are allowed to be produced by ROHC.
	16
	

	MaxROHC-Profiles
	Maximum number of profiles supported by ROHC on a given RB.
	8
	

	maxRFC 3095-CID
	Maximum number of available CID values per radio bearer
	16384
	REL-5

	TrCH information
	
	
	

	maxE-DCHMACdFlow
	Maximum number of E-DCH MAC-d flows
	8
	REL-6

	MaxHProcesses
	Maximum number of H-ARQ processes
	8
	REL-5

	MaxHSDSCH_TB_index
	Maximum number of TB set size configurations for the HS-DSCH.
	64 (FDD and 1.28 MCPS TDD); 512 (3.84 Mcps TDD);

1024 (7.68 Mcps TDD)
	REL-5

	maxMACdPDUSizes
	Maximum number of MAC-d PDU sizes per queue permitted for MAC-hs
	8
	REL-5

	maxTrCH
	Maximum number of transport channels used in one direction (UL or DL)
	32
	

	maxTrCHpreconf
	Maximum number of preconfigured Transport channels, per direction
	16
	

	maxCCTrCH
	Maximum number of CCTrCHs
	8
	

	maxQueueID
	Maximum number of Mac-hs queues
	8
	REL-5

	MaxTF
	Maximum number of different transport formats that can be included in the Transport format set for one transport channel
	32
	

	maxTFC
	Maximum number of Transport Format Combinations
	1024
	

	maxTFCsub
	Maximum number of Transport Format Combinations Subset
	1024
	

	maxSIBperMsg
	Maximum number of complete system information blocks per SYSTEM INFORMATION message
	16
	

	maxSIB
	Maximum number of references to other system information blocks.
	32
	

	maxSIB-FACH
	Maximum number of references to system information blocks on the FACH
	8
	

	PhyCH information
	
	
	

	maxHSSCCHs
	Maximum number of HSSCCH codes that can be assigned to a UE
	4
	REL-5

	maxAC
	Maximum number of access classes
	16
	

	maxASC
	Maximum number of access service classes
	8
	

	maxASCmap
	Maximum number of access class to access service classes mappings
	7
	

	maxASCpersist
	Maximum number of access service classes for which persistence scaling factors are specified
	6
	

	maxPRACH
	Maximum number of PRACHs in a cell
	16
	

	MaxPRACH_FPACH
	Maximum number of PRACH / FPACH pairs in a cell (1.28 Mcps TDD)
	8
	REL-4

	maxFACHPCH
	Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
	8
	

	maxRL
	Maximum number of radio links
	8
	

	maxEDCHRL
	Maximum number of E-DCH radio links
	4
	REL-6

	maxSCCPCH
	Maximum number of secondary CCPCHs per cell
	16
	

	maxDPDCH-UL
	Maximum number of DPDCHs per cell
	6
	

	maxDPCH-DLchan
	Maximum number of channelisation codes used for DL DPCH


	8
	

	maxPUSCH
	Maximum number of PUSCHs
	(8)
	

	maxPDSCH
	Maximum number of PDSCHs
	8
	

	maxTS
	Maximum number of timeslots used in one direction (UL or DL)
	14 (3.84 Mcps TDD and 7.68 Mcps TDD)
	

	
	
	6 (1.28 Mcps TDD)
	REL-4

	hiPUSCHidentities
	Maximum number of PUSCH Identities
	64
	

	hiPDSCHidentities
	Maximum number of PDSCH Identities
	64
	

	maxNumE-AGCH
	Maximum number of E-AGCHs (3.84 Mcps TDD)
	16
	REL-7

	Measurement information
	
	
	

	maxTGPS
	Maximum number of transmission gap pattern sequences 
	6
	

	maxAdditionalMeas
	Maximum number of additional measurements for a given measurement identity
	4
	

	maxMeasEvent
	Maximum number of events that can be listed in measurement reporting criteria
	8
	

	maxMeasParEvent
	Maximum number of measurement parameters (e.g. thresholds) per event
	2
	

	maxMeasIntervals
	Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
	1
	

	maxCellMeas
	Maximum number of cells to measure
	32
	

	maxReportedGSMCells
	Maximum number of GSM cells to be reported
	8
	

	maxFreq
	Maximum number of frequencies to measure
	8
	

	maxSat
	Maximum number of satellites to measure
	16
	

	maxSatAlmanacStorage
	Maximum number of satellites for which to store GPS Almanac information
	32
	

	HiRM
	Maximum number that could be set as rate matching attribute for a transport channel
	256
	

	Frequency information
	
	
	

	MaxFDDFreqList
	Maximum number of FDD carrier frequencies to be stored in USIM
	4 
	

	MaxTDDFreqList
	Maximum number of TDD carrier frequencies to be stored in USIM
	4
	

	MaxFDDFreqCellList
	Maximum number of neighbouring FDD cells to be stored in USIM
	32
	

	MaxTDDFreqCellList
	Maximum number of neighbouring TDD cells to be stored in USIM
	32
	

	MaxGSMCellList
	Maximum number of GSM cells to be stored in USIM
	32
	

	Other information
	
	
	

	MaxGERANSI
	Maximum number of GERAN SI blocks that can be provided as part of NACC information
	8
	REL-5

	maxNumGSMFreqRanges
	Maximum number of GSM Frequency Ranges to store
	32
	

	MaxNumFDDFreqs
	Maximum number of FDD centre frequencies to store
	8
	

	MaxNumTDDFreqs
	Maximum number of TDD centre frequencies to store
	8
	

	maxNumCDMA200Freqs
	Maximum number of CDMA2000 centre frequencies to store
	8
	

	maxGSMTargetCells
	Maximum number of GSM target cells
	32
	REL-6

	MBMS information
	
	
	

	maxMBMS-CommonCCTrCh
	Maximum number of CCTrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonPhyCh
	Maximum number of PhyCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonRB
	Maximum number of RB configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonTrCh
	Maximum number of TrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-Freq
	Maximum number of MBMS preferred frequencies
	4
	REL-6

	maxMBMS-L1CP
	Maximum number of periods in which layer 1 combining applies
	4
	REL-6

	maxMBMSservCount
	Maximum number of MBMS services in a Access Info message
	8
	REL-6

	maxMBMSservModif
	Maximum number of MBMS services in a MBMS Modified Services Information message
	32
	REL-6

	maxMBMSservSched
	Maximum number of MBMS services in a MBMS Scheduling Information message
	16
	REL-6

	maxMBMSservUnmodif
	Maximum number of MBMS services in a MBMS Unmodified Services Information message
	64
	REL-6

	maxMBMSTransmis
	Maximum number of transmissions for which scheduling information is provided within a scheduling period
	4
	REL-6


------------------------------------- 24th Change ---------------------------------

-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= CHOICE {


r3







SEQUENCE {



cellUpdateConfirm-r3


CellUpdateConfirm-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




cellUpdateConfirm-v3a0ext

CellUpdateConfirm-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





cellUpdateConfirm-r3-add-ext
BIT STRING
OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






cellUpdateConfirm-v4b0ext

CellUpdateConfirm-v4b0ext-IEs,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





cellUpdateConfirm-r4


CellUpdateConfirm-r4-IEs,





v4d0NonCriticalExtensions

SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






cellUpdateConfirm-r4-add-ext
BIT STRING

OPTIONAL,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






cellUpdateConfirm-r5


CellUpdateConfirm-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






cellUpdateConfirm-r5-add-ext
BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







cellUpdateConfirm-r6


CellUpdateConfirm-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







cellUpdateConfirm-r6-add-ext
BIT STRING

OPTIONAL,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








cellUpdateConfirm-r7


CellUpdateConfirm-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








cellUpdateConfirm-r7-add-ext
BIT STRING

OPTIONAL,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

CellUpdateConfirm-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

CellUpdateConfirm-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI



DSCH-RNTI







OPTIONAL

}

CellUpdateConfirm-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

CellUpdateConfirm-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

CellUpdateConfirm-v5d0ext-IEs ::=
SEQUENCE {


--Radio Bearer IEs



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL

}

CellUpdateConfirm-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove
BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r4

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

CellUpdateConfirm-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove
BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r5

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.




dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}

CellUpdateConfirm-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

CellUpdateConfirm-v690ext-IEs ::=
SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,

-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

CellUpdateConfirm-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

------------------------------------- 25th Change ---------------------------------

-- ***************************************************

--

-- HANDOVER TO UTRAN COMMAND

--

-- ***************************************************

HandoverToUTRANCommand ::= CHOICE {


r3







SEQUENCE {



handoverToUTRANCommand-r3

HandoverToUTRANCommand-r3-IEs,



nonCriticalExtensions


SEQUENCE {} OPTIONAL


},


criticalExtensions



CHOICE {



r4







SEQUENCE {




handoverToUTRANCommand-r4

HandoverToUTRANCommand-r4-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



},



criticalExtensions



CHOICE {




r5







SEQUENCE {





handoverToUTRANCommand-r5

HandoverToUTRANCommand-r5-IEs,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL




},




criticalExtensions



CHOICE {





r6







SEQUENCE {






handoverToUTRANCommand-r6

HandoverToUTRANCommand-r6-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL





},





criticalExtensions



CHOICE {






r7







SEQUENCE {







handoverToUTRANCommand-r7

HandoverToUTRANCommand-r7-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






},






criticalExtensions



SEQUENCE {}





}




}



}


}

}

HandoverToUTRANCommand-r3-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



-- dummy is not used in this version of specification, it should



-- not be sent and if received it should be ignored.



dummy






ActivationTime





OPTIONAL,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList,





rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,





ul-DPCH-Info




UL-DPCH-Info,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







-- dummy and dummy2 are not used in this version of specification,







-- they should not be sent and if received they should be ignored.







dummy






DL-PDSCH-Information OPTIONAL,







dummy2






CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation,





dl-InformationPerRL-List

DL-InformationPerRL-List,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd








SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostTDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL



DL-InformationPerRL-PostTDD,







frequencyInfo




FrequencyInfoTDD,







primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r4-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList,





rab-InformationSetupList

RAB-InformationSetupList-r4


OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4,





ul-DPCH-Info




UL-DPCH-Info-r4,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







-- dummy and dummy2 are not used in this version of specification,







-- they should not be sent and if received they should be ignored.







dummy






DL-PDSCH-Information OPTIONAL,







dummy2






CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation-r4,





dl-InformationPerRL-List

DL-InformationPerRL-List-r4,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r4






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD-LCR-r4,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r5-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r5,





rab-InformationSetupList

RAB-InformationSetupList-r5


OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5,





ul-DPCH-Info




UL-DPCH-Info-r5,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







-- dummy and dummy2 are not used in this version of specification,







-- they should not be sent and if received they should be ignored.







dummy






DL-PDSCH-Information OPTIONAL,







dummy2






CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation-r4,





dl-InformationPerRL-List

DL-InformationPerRL-List-r5,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD-LCR-r4,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r6-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r6,





rab-InformationSetupList

RAB-InformationSetupList-r6

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5,





ul-DPCH-Info




UL-DPCH-Info-r6,





ul-EDCH-Information



UL-EDCH-Information-r6


OPTIONAL,





dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6

OPTIONAL,





dl-CommonInformation


DL-CommonInformation-r6,





dl-InformationPerRL-List

DL-InformationPerRL-List-r6,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD-LCR-r4,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r7-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm





OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r6,





rab-InformationSetupList

RAB-InformationSetupList-r6

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5,





ul-DPCH-Info




UL-DPCH-Info-r7,




ul-EDCH-Information-r7


UL-EDCH-Information-r7

OPTIONAL,




dl-CommonInformation


DL-CommonInformation-r4,





dl-InformationPerRL-List

DL-InformationPerRL-List-r7,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd768






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-List-r7,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}
------------------------------------- 26th Change ---------------------------------

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION

--

-- ***************************************************

PhysicalChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



physicalChannelReconfiguration-r3











PhysicalChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions


SEQUENCE {




physicalChannelReconfiguration-v3a0ext

PhysicalChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





physicalChannelReconfiguration-r3-add-ext


BIT STRING

OPTIONAL,





v4b0NonCriticalExtenstions


SEQUENCE {






physicalChannelReconfiguration-v4b0ext













PhysicalChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext














PhysicalChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,







nonCriticalExtensions




SEQUENCE {} OPTIONAL







}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,




criticalExtensions



CHOICE {




r4







SEQUENCE {





physicalChannelReconfiguration-r4













PhysicalChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






physicalChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext













PhysicalChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






physicalChannelReconfiguration-r5














PhysicalChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






physicalChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







physicalChannelReconfiguration-r6















PhysicalChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







physicalChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








physicalChannelReconfiguration-r7















PhysicalChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








physicalChannelReconfiguration-r7-add-ext
BIT STRING
OPTIONAL,








nonCriticalExtensions





SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

PhysicalChannelReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- Note: the reference to CPCH in the element name below is incorrect. The name is not



-- changed to keep it aligned with R99.


ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID

OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

PhysicalChannelReconfiguration-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

PhysicalChannelReconfiguration-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

PhysicalChannelReconfiguration-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

PhysicalChannelReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- Note: the reference to CPCH in the element name below is incorrect. The name is not



-- changed to keep it aligned with R99.


ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID-r4
OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

PhysicalChannelReconfiguration-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- Note: the reference to CPCH in the element name below is incorrect. The name is not



-- changed to keep it aligned with R99.


ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID-r5
OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}

PhysicalChannelReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

PhysicalChannelReconfiguration-v690ext-IEs ::= SEQUENCE {


-- User Equipment IEs



delayRestrictionFlag


DelayRestrictionFlag 



OPTIONAL,


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

PhysicalChannelReconfiguration-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

------------------------------------- 27th Change ---------------------------------

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



-- Prefix "v3ao" is used (in one instance) to keep alignment with R99



v3aoNonCriticalExtensions

SEQUENCE {




radioBearerReconfiguration-v3a0ext
RadioBearerReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions


SEQUENCE {






radioBearerReconfiguration-v4b0ext















RadioBearerReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext
















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5








SEQUENCE {






radioBearerReconfiguration-r5

RadioBearerReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions


SEQUENCE {







radioBearerReconfiguration-v5d0ext
RadioBearerReconfiguration-v5d0ext-IEs,







v690NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,







nonCriticalExtensions



SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6








SEQUENCE {







radioBearerReconfiguration-r6

RadioBearerReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







nonCriticalExtensions



SEQUENCE {}

OPTIONAL






},






criticalExtensions



CHOICE {







r7








SEQUENCE {








radioBearerReconfiguration-r7

RadioBearerReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8 







radioBearerReconfiguration-r7-add-ext

BIT STRING

OPTIONAL,








nonCriticalExtensions



SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

RadioBearerReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



-- NOTE: IE rb-InformationReconfigList should be optional in later versions



-- of this message



rb-InformationReconfigList

RB-InformationReconfigList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



-- NOTE: IE dl-InformationPerRL-List is optional in later versions



-- of this message



dl-InformationPerRL-List

DL-InformationPerRL-List

}

RadioBearerReconfiguration-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified

new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

RadioBearerReconfiguration-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RadioBearerReconfiguration-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RadioBearerReconfiguration-v5d0ext-IEs ::= SEQUENCE {


--Radio Bearer IEs



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL

}

RadioBearerReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r4

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4 

OPTIONAL

}

RadioBearerReconfiguration-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received 



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r5

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,





-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the





-- specification, they should not be sent and if received they should be ignored.




dummy






CHOICE {






fdd







SEQUENCE {







dummy1






CPCH-SetID




OPTIONAL,







dummy2






DRAC-StaticInformationList
OPTIONAL






},






tdd







NULL





}
















OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.




dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5 

OPTIONAL

}
RadioBearerReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}
RadioBearerReconfiguration-v690ext-IEs ::= SEQUENCE {


-- User Equipment IEs



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,

-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerReconfiguration-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}
------------------------------------- 28th Change ---------------------------------

-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease ::= CHOICE {


r3







SEQUENCE {



radioBearerRelease-r3


RadioBearerRelease-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerRelease-v3a0ext

RadioBearerRelease-v3a0ext,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




radioBearerRelease-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v4b0ext

RadioBearerRelease-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {} OPTIONAL







}

OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerRelease-r4


RadioBearerRelease-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerRelease-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerRelease-r5


RadioBearerRelease-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerRelease-r5-add-ext
BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerRelease-r6


RadioBearerRelease-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerRelease-r6-add-ext
BIT STRING

OPTIONAL,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerRelease-r7


RadioBearerRelease-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerRelease-r7-add-ext
BIT STRING

OPTIONAL,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

RadioBearerRelease-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity

     
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RadioBearerRelease-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

RadioBearerRelease-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



--  in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RadioBearerRelease-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RadioBearerRelease-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

RadioBearerRelease-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity

     
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}
RadioBearerRelease-v690ext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}

RadioBearerRelease-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}
RadioBearerRelease-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}
------------------------------------- 29th Change ---------------------------------

-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= CHOICE {


r3







SEQUENCE {



radioBearerSetup-r3



RadioBearerSetup-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerSetup-v3a0ext

RadioBearerSetup-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerSetup-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerSetup-v4b0ext

RadioBearerSetup-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerSetup-r4



RadioBearerSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerSetup-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerSetup-r5



RadioBearerSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerSetup-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerSetup-r6



RadioBearerSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerSetup-r6-add-ext

BIT STRING

OPTIONAL,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerSetup-r7



RadioBearerSetup-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerSetup-r7-add-ext

BIT STRING

OPTIONAL,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

RadioBearerSetup-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RadioBearerSetup-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

RadioBearerSetup-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RadioBearerSetup-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RadioBearerSetup-v5d0ext-IEs ::=
SEQUENCE {


--Radio Bearer IEs



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL

}

RadioBearerSetup-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r4


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

RadioBearerSetup-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList-r5


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r5


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}
RadioBearerSetup-v690ext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-r6-ext

OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList-r6


OPTIONAL,





rab-InformationSetupList

RAB-InformationSetupList-r6


OPTIONAL,





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,




rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





rab-Info





RAB-Info-r6,





defaultConfigMode



DefaultConfigMode,





defaultConfigIdentity 


DefaultConfigIdentity-r6,





rb-InformationChangedList

RB-InformationChangedList-r6

OPTIONAL,





powerOffsetInfoShort


PowerOffsetInfoShort




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList-r6


OPTIONAL,





rab-InformationSetupList

RAB-InformationSetupList-r6


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





rab-Info





RAB-Info-r6,





defaultConfigMode



DefaultConfigMode,





defaultConfigIdentity 


DefaultConfigIdentity-r6,





rb-InformationChangedList

RB-InformationChangedList-r6

OPTIONAL,





powerOffsetInfoShort


PowerOffsetInfoShort




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

------------------------------------- 30th Change ---------------------------------

-- ***************************************************

--

-- RRC CONNECTION SETUP

--

-- ***************************************************

RRCConnectionSetup ::= CHOICE {


r3







SEQUENCE {



rrcConnectionSetup-r3


RRCConnectionSetup-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




rrcConnectionSetup-r3-add-ext
BIT STRING

OPTIONAL,




v4b0NonCriticalExtensions

SEQUENCE { 





rrcConnectionSetup-v4b0ext

RRCConnectionSetup-v4b0ext-IEs,





v590NonCriticalExtensions

SEQUENCE { 






rrcConnectionSetup-v590ext

RRCConnectionSetup-v590ext-IEs,






v690NonCriticalExtensions

SEQUENCE {







rrcConnectionSetup-v690ext

RRCConnectionSetup-v690ext-IEs,







v7xyNonCriticalExtensions

SEQUENCE {








rrcConnectionSetup-v7xyext

RRCConnectionSetup-v7xyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





rrcConnectionSetup-r4


RRCConnectionSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






rrcConnectionSetup-r4-add-ext
BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE { 







rrcConnectionSetup-v590ext

RRCConnectionSetup-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








rrcConnectionSetup-v690ext

RRCConnectionSetup-v690ext-IEs,








v7xyNonCriticalExtensions

SEQUENCE {









rrcConnectionSetup-v7xyext

RRCConnectionSetup-v7xyext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions




CHOICE {





r5







SEQUENCE {






rrcConnectionSetup-r5


RRCConnectionSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






rrcConnectionSetup-r5-add-ext
BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {







rrcConnectionSetup-v690ext

RRCConnectionSetup-v690ext-IEs,







v7xyNonCriticalExtensions

SEQUENCE {








rrcConnectionSetup-v7xyext

RRCConnectionSetup-v7xyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







rrcConnectionSetup-r6


RRCConnectionSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







rrcConnectionSetup-r6-add-ext
BIT STRING




OPTIONAL,







v7xyNonCriticalExtensions

SEQUENCE {








rrcConnectionSetup-v7xyext

RRCConnectionSetup-v7xyext-IEs,








nonCriticalExtensions


SEQUENCE {}




OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








rrcConnectionSetup-r7


RRCConnectionSetup-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








rrcConnectionSetup-r7-add-ext
BIT STRING




OPTIONAL,








nonCriticalExtensions


SEQUENCE {}




OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

RRCConnectionSetup-r3-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



-- NOTE: ul-AddReconfTransChInfoList should be optional in later versions of



-- this message



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



-- NOTE: dl-AddReconfTransChInfoList should be optional in later versions



-- of this message



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RRCConnectionSetup-v4b0ext-IEs ::= SEQUENCE {



capabilityUpdateRequirement-r4-ext
CapabilityUpdateRequirement-r4-ext
OPTIONAL,


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RRCConnectionSetup-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



systemSpecificCapUpdateReq

SystemSpecificCapUpdateReq-v590ext

OPTIONAL,


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RRCConnectionSetup-r4-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r4

OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

RRCConnectionSetup-r5-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r5

OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5bis

OPTIONAL

}
RRCConnectionSetup-v690ext-IEs ::= SEQUENCE {


-- Physical Channel IEs



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL
}

RRCConnectionSetup-r6-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r5

OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2-r6,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL

}

RRCConnectionSetup-r7-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r5

OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2-r6,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL

}

RRCConnectionSetup-v7xyext-IEs ::= SEQUENCE {



capabilityUpdateRequirement-r7-ext
CapabilityUpdateRequirement-r7-ext

OPTIONAL

}

------------------------------------- 31st Change ---------------------------------

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



transportChannelReconfiguration-r3











TransportChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




transportChannelReconfiguration-v3a0ext












TransportChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions


SEQUENCE {





-- Container for additional R99 extensions





transportChannelReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v4b0ext















TransportChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext
















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}

OPTIONAL





}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





transportChannelReconfiguration-r4













TransportChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






transportChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






transportChannelReconfiguration-r5














TransportChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






transportChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







transportChannelReconfiguration-r6















TransportChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







transportChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








transportChannelReconfiguration-r7















TransportChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








transportChannelReconfiguration-r7-add-ext

BIT STRING
OPTIONAL,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

TransportChannelReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

TransportChannelReconfiguration-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received


-- the UE behaviour is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

TransportChannelReconfiguration-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

TransportChannelReconfiguration-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

TransportChannelReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

TransportChannelReconfiguration-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}

TransportChannelReconfiguration-v690ext-IEs ::= SEQUENCE {


-- User Equipment IEs



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,

-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

TransportChannelReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

TransportChannelReconfiguration-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

------------------------------------- 32nd Change ---------------------------------

-- ***************************************************

--

--     TRANSPORT CHANNEL INFORMATION ELEMENTS (10.3.5)

--

-- ***************************************************

AddOrReconfMAC-dFlow ::=


SEQUENCE {


mac-hs-AddReconfQueue-List




MAC-hs-AddReconfQueue-List
OPTIONAL,


mac-hs-DelQueue-List





MAC-hs-DelQueue-List
OPTIONAL

}

AllowedTFC-List ::=




SEQUENCE (SIZE (1..maxTFC)) OF











TFC-Value

AllowedTFI-List ::=




SEQUENCE (SIZE (1..maxTF)) OF











INTEGER (0..31)

BitModeRLC-SizeInfo ::=



CHOICE {


sizeType1






INTEGER (0..127),


-- Actual value sizeType2 = (part1 * 8) + 128 + part2


sizeType2






SEQUENCE {



part1







INTEGER (0..15),



part2







INTEGER (1..7)




OPTIONAL


},


-- Actual value sizeType3 = (part1 * 16) + 256 + part2


sizeType3






SEQUENCE {



part1







INTEGER (0..47),



part2







INTEGER (1..15)




OPTIONAL


},


-- Actual value sizeType4 = (part1 * 64) + 1024 + part2


sizeType4






SEQUENCE {



part1







INTEGER (0..62),



part2







INTEGER (1..63)




OPTIONAL


}

}

-- Actual value BLER-QualityValue = IE value * 0.1

BLER-QualityValue ::=



INTEGER (-63..0)

ChannelCodingType ::=



CHOICE { 


-- noCoding is only used for TDD in this version of the specification,


-- otherwise it should be ignored


noCoding






NULL,


convolutional





CodingRate,


turbo







NULL 

}

CodingRate ::=





ENUMERATED {











half,











third }

CommonDynamicTF-Info ::=


SEQUENCE {


rlc-Size






CHOICE {



fdd








SEQUENCE {




octetModeRLC-SizeInfoType2


OctetModeRLC-SizeInfoType2



},



tdd








SEQUENCE {




commonTDD-Choice




CHOICE {





bitModeRLC-SizeInfo




BitModeRLC-SizeInfo,





octetModeRLC-SizeInfoType1


OctetModeRLC-SizeInfoType1




}



}


},


numberOfTbSizeList



SEQUENCE (SIZE (1..maxTF)) OF














NumberOfTransportBlocks,


logicalChannelList



LogicalChannelList

}

CommonDynamicTF-Info-DynamicTTI ::=
SEQUENCE {


commonTDD-Choice




CHOICE {



bitModeRLC-SizeInfo




BitModeRLC-SizeInfo,



octetModeRLC-SizeInfoType1


OctetModeRLC-SizeInfoType1


},


numberOfTbSizeAndTTIList


NumberOfTbSizeAndTTIList,


logicalChannelList




LogicalChannelList

}

CommonDynamicTF-InfoList ::=

SEQUENCE (SIZE (1..maxTF)) OF











CommonDynamicTF-Info

CommonDynamicTF-InfoList-DynamicTTI ::= SEQUENCE (SIZE (1..maxTF)) OF











CommonDynamicTF-Info-DynamicTTI

CommonTransChTFS ::=



SEQUENCE {


tti








CHOICE {



tti10







CommonDynamicTF-InfoList,



tti20







CommonDynamicTF-InfoList,



tti40







CommonDynamicTF-InfoList,



tti80







CommonDynamicTF-InfoList,



dynamic







CommonDynamicTF-InfoList-DynamicTTI


},


semistaticTF-Information


SemistaticTF-Information

}

CommonTransChTFS-LCR ::=



SEQUENCE {


tti








CHOICE {



tti5







CommonDynamicTF-InfoList,



tti10







CommonDynamicTF-InfoList,



tti20







CommonDynamicTF-InfoList,



tti40







CommonDynamicTF-InfoList,



tti80







CommonDynamicTF-InfoList,



dynamic







CommonDynamicTF-InfoList-DynamicTTI


},


semistaticTF-Information


SemistaticTF-Information

}

CPCH-SetID ::=





INTEGER (1..maxCPCHsets)

CRC-Size ::=





ENUMERATED { 











crc0, crc8, crc12, crc16, crc24 }

DedicatedDynamicTF-Info ::=


SEQUENCE {


rlc-Size






CHOICE {



bitMode







BitModeRLC-SizeInfo,



octetModeType1





OctetModeRLC-SizeInfoType1


},


numberOfTbSizeList



SEQUENCE (SIZE (1..maxTF)) OF









NumberOfTransportBlocks,


logicalChannelList



LogicalChannelList 

}

DedicatedDynamicTF-Info-DynamicTTI ::= SEQUENCE {


rlc-Size






CHOICE {



bitMode







BitModeRLC-SizeInfo,



octetModeType1





OctetModeRLC-SizeInfoType1


},


numberOfTbSizeAndTTIList


NumberOfTbSizeAndTTIList,


logicalChannelList



LogicalChannelList 

}

DedicatedDynamicTF-InfoList ::=

SEQUENCE (SIZE (1..maxTF)) OF











DedicatedDynamicTF-Info

DedicatedDynamicTF-InfoList-DynamicTTI ::= SEQUENCE (SIZE (1..maxTF)) OF











DedicatedDynamicTF-Info-DynamicTTI

DedicatedTransChTFS ::=



SEQUENCE {


tti








CHOICE {



tti10







DedicatedDynamicTF-InfoList,



tti20







DedicatedDynamicTF-InfoList,



tti40







DedicatedDynamicTF-InfoList,



tti80







DedicatedDynamicTF-InfoList,



dynamic







DedicatedDynamicTF-InfoList-DynamicTTI


},


semistaticTF-Information


SemistaticTF-Information

}

-- The maximum allowed size of DL-AddReconfTransChInfo2List sequence is 16

DL-AddReconfTransChInfo2List ::=
SEQUENCE (SIZE (1..maxTrCHpreconf)) OF











DL-AddReconfTransChInformation2

-- The maximum allowed size of DL-AddReconfTransChInfoList sequence is 16

DL-AddReconfTransChInfoList ::=

SEQUENCE (SIZE (1..maxTrCHpreconf)) OF











DL-AddReconfTransChInformation

-- The maximum allowed size of DL-AddReconfTransChInfoList-r4 sequence is 16

DL-AddReconfTransChInfoList-r4 ::=
SEQUENCE (SIZE (1..maxTrCHpreconf)) OF











DL-AddReconfTransChInformation-r4

-- The maximum allowed size of DL-AddReconfTransChInfoList-r5 sequence is 16

DL-AddReconfTransChInfoList-r5 ::=
SEQUENCE (SIZE (1..maxTrCHpreconf)) OF











DL-AddReconfTransChInformation-r5

-- ASN.1 for IE "Added or Reconfigured DL TrCH information" 

-- in case of messages other than: Radio Bearer Release message and 

-- Radio Bearer Reconfiguration message

DL-AddReconfTransChInformation ::= 
SEQUENCE {


dl-TransportChannelType



DL-TrCH-Type,


dl-transportChannelIdentity


TransportChannelIdentity,


tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity


},


dch-QualityTarget




QualityTarget





OPTIONAL,


-- dummy is not used in this version of the specification, it should 


-- not be sent and if received it should be ignored.


dummy







TM-SignallingInfo




OPTIONAL

}

DL-AddReconfTransChInformation-r4 ::= 
SEQUENCE {


dl-TransportChannelType



DL-TrCH-Type,


dl-transportChannelIdentity


TransportChannelIdentity,


tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity


},


dch-QualityTarget




QualityTarget





OPTIONAL

}

DL-AddReconfTransChInformation-r5 ::= 
SEQUENCE {


dl-TransportChannelType



DL-TrCH-TypeId1-r5,


tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity,



hsdsch







HSDSCH-Info


},


dch-QualityTarget




QualityTarget





OPTIONAL

}

-- ASN.1 for IE "Added or Reconfigured DL TrCH information" 

-- in case of Radio Bearer Release message and 

-- Radio Bearer Reconfiguration message

DL-AddReconfTransChInformation2 ::= SEQUENCE {


dl-TransportChannelType



DL-TrCH-Type,

transportChannelIdentity


TransportChannelIdentity,


tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity


},


qualityTarget





QualityTarget





OPTIONAL

}

DL-CommonTransChInfo ::=


SEQUENCE {


sccpch-TFCS






TFCS







OPTIONAL,


-- modeSpecificInfo should be optional. A new version of this IE should be defined 


-- to be used in later versions of messages using this IE


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




dl-Parameters





CHOICE {





dl-DCH-TFCS






TFCS,





sameAsUL






NULL




}















OPTIONAL



},



tdd








SEQUENCE {




individualDL-CCTrCH-InfoList

IndividualDL-CCTrCH-InfoList




















OPTIONAL



}


}

}

DL-CommonTransChInfo-r4 ::=


SEQUENCE {


sccpch-TFCS






TFCS







OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




dl-Parameters





CHOICE {





dl-DCH-TFCS






SEQUENCE {






tfcs







TFCS



OPTIONAL





},





sameAsUL






NULL




}















OPTIONAL



},



tdd








SEQUENCE {




individualDL-CCTrCH-InfoList

IndividualDL-CCTrCH-InfoList




















OPTIONAL



}


}
OPTIONAL

}

DL-DeletedTransChInfoList ::=

SEQUENCE (SIZE (1..maxTrCH)) OF











DL-TransportChannelIdentity

DL-DeletedTransChInfoList-r5 ::=
SEQUENCE (SIZE (1..maxTrCH)) OF











DL-TransportChannelIdentity-r5

DL-TransportChannelIdentity ::= 

SEQUENCE {


dl-TransportChannelType



DL-TrCH-Type,


dl-TransportChannelIdentity


TransportChannelIdentity

}

DL-TransportChannelIdentity-r5 ::= 

SEQUENCE {


dl-TransportChannelType



DL-TrCH-TypeId2-r5

}

-- The choice “dsch” should not be used in FDD mode, and if received the UE behaviour is unspecified

DL-TrCH-Type ::=




ENUMERATED {dch, dsch}

DL-TrCH-TypeId1-r5 ::=



CHOICE {


dch








TransportChannelIdentity,


-- The choice “dsch” should not be used in FDD mode, and if received


-- the UE behaviour is unspecified.


dsch







TransportChannelIdentity,


hsdsch







NULL

}

DL-TrCH-TypeId2-r5 ::=



CHOICE {


dch








TransportChannelIdentity,


-- The choice “dsch” should not be used in FDD mode, and if received


-- the UE behaviour is unspecified.


dsch







TransportChannelIdentity,


hsdsch







MAC-d-FlowIdentity

}

DRAC-ClassIdentity ::=



INTEGER (1..maxDRACclasses)

DRAC-StaticInformation ::=


SEQUENCE {


transmissionTimeValidity


TransmissionTimeValidity,


timeDurationBeforeRetry



TimeDurationBeforeRetry,


drac-ClassIdentity




DRAC-ClassIdentity

}

DRAC-StaticInformationList ::=

SEQUENCE (SIZE (1..maxTrCH)) OF 











DRAC-StaticInformation

E-DCH-AddReconf-MAC-d-Flow ::=

SEQUENCE {


mac-d-FlowIdentity




E-DCH-MAC-d-FlowIdentity,


mac-d-FlowPowerOffset



E-DCH-MAC-d-FlowPowerOffset


OPTIONAL,


mac-d-FlowMaxRetrans



E-DCH-MAC-d-FlowMaxRetrans


OPTIONAL,


mac-d-FlowMultiplexingList


E-DCH-MAC-d-FlowMultiplexingList
OPTIONAL,


transmissionGrantType



CHOICE {



non-ScheduledTransGrantInfo


SEQUENCE {




maxMAC-e-PDUContents



INTEGER (1..19982),




ms2-NonSchedTransmGrantHARQAlloc
BIT STRING (SIZE (8))

OPTIONAL



},



scheduledTransmissionGrantInfo

NULL


}
OPTIONAL

}

E-DCH-AddReconf-MAC-d-Flow-r7 ::=

SEQUENCE {


mac-d-FlowIdentity




E-DCH-MAC-d-FlowIdentity,


mac-d-FlowPowerOffset



E-DCH-MAC-d-FlowPowerOffset


OPTIONAL,


mac-d-FlowMaxRetrans



E-DCH-MAC-d-FlowMaxRetrans


OPTIONAL,


mac-d-FlowMultiplexingList


E-DCH-MAC-d-FlowMultiplexingList
OPTIONAL,


transmissionGrantType



CHOICE {



non-ScheduledTransGrantInfo


SEQUENCE {



modeSpecificInfo




CHOICE {




fdd









SEQUENCE {




maxMAC-e-PDUContents



INTEGER (1..19982),





ms2-NonSchedTransmGrantHARQAlloc
BIT STRING (SIZE (8))

OPTIONAL




},



tdd









SEQUENCE {





tddOption







CHOICE {





tdd384









SEQUENCE {






timeslotResourceRelatedInfo



BIT STRING (SIZE (13)),






powerResourceRelatedInfo



INTEGER (1..16),






activationTime






ActivationTime,






repetioninPeriod





ENUMERATED (1, 2, 4, 8, 16, 32, 64)























OPTIONAL,






repetitionLength





INTEGER (0..64),






codeResourceInfo





UL-TS-ChannelisationCode





},





tdd768







NULL,





tdd128







NULL




}



}


scheduledTransmissionGrantInfo

NULL


}
OPTIONAL

}
E-DCH-AddReconf-MAC-d-FlowList ::=
SEQUENCE (SIZE (1..maxE-DCHMACdFlow)) OF








E-DCH-AddReconf-MAC-d-Flow

E-DCH-AddReconf-MAC-d-FlowList-r7 ::=
SEQUENCE (SIZE (1..maxE-DCHMACdFlow)) OF








E-DCH-AddReconf-MAC-d-Flow-r7

E-DCH-MAC-d-FlowIdentity ::=

INTEGER (0..maxE-DCHMACdFlow-1)
E-DCH-MAC-d-FlowMaxRetrans ::=

INTEGER (0..15)

E-DCH-MAC-d-FlowMultiplexingList ::= BIT STRING (SIZE (maxE-DCHMACdFlow))

E-DCH-MAC-d-FlowPowerOffset ::=

INTEGER (0..6)

E-DCH-TTI ::=





ENUMERATED { tti2, tti10 }

ExplicitTFCS-Configuration ::=

CHOICE {


complete






TFCS-ReconfAdd,


addition






TFCS-ReconfAdd,


removal







TFCS-RemovalList,


replacement






SEQUENCE {



tfcsRemoval






TFCS-RemovalList,



tfcsAdd







TFCS-ReconfAdd


}

}

GainFactor ::=





INTEGER (0..15)

GainFactorInformation ::=


CHOICE {


signalledGainFactors



SignalledGainFactors,


computedGainFactors




ReferenceTFC-ID

}

HSDSCH-Info ::=





SEQUENCE {


harqInfo






HARQ-Info 



OPTIONAL,


addOrReconfMAC-dFlow



AddOrReconfMAC-dFlow
OPTIONAL

}

HARQ-Info ::=





SEQUENCE {


numberOfProcesses




INTEGER (1..8),


memoryPartitioning




CHOICE {



implicit






NULL,



explicit






SEQUENCE (SIZE (1..maxHProcesses)) OF













HARQMemorySize


}

}

HARQMemorySize ::= 




ENUMERATED {











hms800, hms1600, hms2400, hms3200, hms4000,











hms4800, hms5600, hms6400, hms7200, hms8000,











hms8800, hms9600, hms10400, hms11200, hms12000,











hms12800, hms13600, hms14400, hms15200, hms16000,











hms17600, hms19200, hms20800, hms22400, hms24000,











hms25600, hms27200, hms28800, hms30400, hms32000,











hms36000, hms40000, hms44000, hms48000, hms52000,











hms56000, hms60000, hms64000, hms68000, hms72000,











hms76000, hms80000, hms88000, hms96000, hms104000,











hms112000, hms120000, hms128000, hms136000, hms144000,











hms152000, hms160000, hms176000, hms192000, hms208000,











hms224000, hms240000, hms256000, hms272000, hms288000,











hms304000 }

IndividualDL-CCTrCH-Info ::=

SEQUENCE {


dl-TFCS-Identity




TFCS-Identity,


tfcs-SignallingMode




CHOICE {



explicit-config





TFCS,



sameAsUL






TFCS-Identity


}

}

IndividualDL-CCTrCH-InfoList ::=
SEQUENCE (SIZE (1..maxCCTrCH)) OF











IndividualDL-CCTrCH-Info

IndividualUL-CCTrCH-Info ::=

SEQUENCE {


ul-TFCS-Identity




TFCS-Identity,


ul-TFCS







TFCS ,


tfc-Subset






TFC-Subset

}

IndividualUL-CCTrCH-InfoList ::=
SEQUENCE (SIZE (1..maxCCTrCH)) OF











IndividualUL-CCTrCH-Info

LogicalChannelByRB ::=



SEQUENCE {


rb-Identity






RB-Identity,



logChOfRb






INTEGER (0..1)





OPTIONAL

}

LogicalChannelList ::=



CHOICE {



allSizes






NULL,



configured






NULL,



explicitList





SEQUENCE (SIZE (1..15)) OF













LogicalChannelByRB





}

MAC-d-FlowIdentityDCHandHSDSCH ::=
SEQUENCE {


dch-transport-ch-id



TransportChannelIdentity,


hsdsch-mac-d-flow-id


MAC-d-FlowIdentity

}
MAC-d-FlowIdentity ::=



INTEGER (0..7)

MAC-d-PDU-SizeInfo-List ::=


SEQUENCE (SIZE(1.. maxMAC-d-PDUsizes)) OF











MAC-d-PDUsizeInfo
--MAC-d-Pdu sizes need to be defined

MAC-d-PDUsizeInfo ::=



SEQUENCE{


mac-d-PDU-Size





INTEGER (1..5000),


mac-d-PDU-Index





INTEGER(0..7)

}

MAC-hs-AddReconfQueue-List ::=



SEQUENCE (SIZE(1..maxQueueIDs)) OF











MAC-hs-AddReconfQueue

MAC-hs-AddReconfQueue ::=


SEQUENCE {


mac-hsQueueId





INTEGER(0..7),


mac-dFlowId






MAC-d-FlowIdentity,


reorderingReleaseTimer



T1-ReleaseTimer,


mac-hsWindowSize




MAC-hs-WindowSize,


mac-d-PDU-SizeInfo-List



MAC-d-PDU-SizeInfo-List



OPTIONAL

}

MAC-hs-DelQueue-List ::=



SEQUENCE (SIZE(1..maxQueueIDs)) OF











MAC-hs-DelQueue

MAC-hs-DelQueue ::=




SEQUENCE {


mac-hsQueueId





INTEGER(0..7)

}

MAC-hs-WindowSize ::=



ENUMERATED {











mws4, mws6, mws8, mws12, mws16, mws24, mws32 }

NumberOfTbSizeAndTTIList ::=

SEQUENCE (SIZE (1..maxTF)) OF SEQUENCE {



numberOfTransportBlocks



NumberOfTransportBlocks,



transmissionTimeInterval


TransmissionTimeInterval

}

MessType ::=





ENUMERATED {











transportFormatCombinationControl }

Non-allowedTFC-List ::=



SEQUENCE (SIZE (1..maxTFC)) OF











TFC-Value

NumberOfTransportBlocks ::=


CHOICE {


zero







NULL,


one








NULL,


small







INTEGER (2..17),


large







INTEGER (18..512)

}

OctetModeRLC-SizeInfoType1 ::=

CHOICE {


-- Actual size = (8 * sizeType1) + 16


sizeType1






INTEGER (0..31),


sizeType2






SEQUENCE {



-- Actual size = (32 * part1) + 272 + (part2 * 8)



part1







INTEGER (0..23),



part2







INTEGER (1..3)




OPTIONAL


},


sizeType3






SEQUENCE {



-- Actual size = (64 * part1) + 1040 + (part2 * 8)



part1







INTEGER (0..61),



part2







INTEGER (1..7)




OPTIONAL


}

}

OctetModeRLC-SizeInfoType2 ::=

CHOICE {


-- Actual size = (sizeType1 * 8) + 48


sizeType1






INTEGER (0..31),


-- Actual size = (sizeType2 * 16) + 312


sizeType2






INTEGER (0..63),


-- Actual size = (sizeType3 *64) + 1384


sizeType3






INTEGER (0..56)

}

PowerOffsetInfoShort ::=


SEQUENCE {


referenceTFC





TFC-Value,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




gainFactorBetaC





GainFactor



},



tdd








NULL


},


gainFactorBetaD





GainFactor

}

PowerOffsetInformation ::=


SEQUENCE {


gainFactorInformation



GainFactorInformation,


-- PowerOffsetPp-m is always absent in TDD


powerOffsetPp-m





PowerOffsetPp-m





OPTIONAL

}

PowerOffsetPp-m ::=




INTEGER (-5..10)

PreDefTransChConfiguration ::=

SEQUENCE {


ul-CommonTransChInfo



UL-CommonTransChInfo,


ul-AddReconfTrChInfoList


UL-AddReconfTransChInfoList,


dl-CommonTransChInfo



DL-CommonTransChInfo,


dl-TrChInfoList





DL-AddReconfTransChInfoList

}


QualityTarget ::=




SEQUENCE {


bler-QualityValue




BLER-QualityValue

}

RateMatchingAttribute ::=


INTEGER (1..hiRM)

ReferenceTFC-ID ::=




INTEGER (0..3)

RestrictedTrChInfo ::=



SEQUENCE {


ul-TransportChannelType



UL-TrCH-Type,


restrictedTrChIdentity



TransportChannelIdentity,


allowedTFI-List





AllowedTFI-List





OPTIONAL

}

RestrictedTrChInfoList ::=


SEQUENCE (SIZE (1..maxTrCH)) OF











RestrictedTrChInfo

SemistaticTF-Information ::=

SEQUENCE {


-- TABULAR: Transmission time interval has been included in the IE CommonTransChTFS.


channelCodingType




ChannelCodingType,


rateMatchingAttribute



RateMatchingAttribute,


crc-Size






CRC-Size

}

SignalledGainFactors ::=


SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




gainFactorBetaC





GainFactor



},



tdd








NULL


},


gainFactorBetaD





GainFactor,


referenceTFC-ID





ReferenceTFC-ID





OPTIONAL

}

SplitTFCI-Signalling ::=


SEQUENCE {


splitType






SplitType





OPTIONAL,


tfci-Field2-Length




INTEGER (1..10)




OPTIONAL,


tfci-Field1-Information



ExplicitTFCS-Configuration

OPTIONAL,


tfci-Field2-Information



TFCI-Field2-Information


OPTIONAL

}

SplitType ::=





ENUMERATED {











hardSplit, logicalSplit }

T1-ReleaseTimer ::=




ENUMERATED {











rt10, rt20, rt30, rt40, rt50,











rt60, rt70, rt80, rt90, rt100,











rt120, rt140, rt160, rt200, rt300,











rt400 }

TFC-Subset ::=





CHOICE {


minimumAllowedTFC-Number


TFC-Value,


allowedTFC-List





AllowedTFC-List,


non-allowedTFC-List




Non-allowedTFC-List,


restrictedTrChInfoList



RestrictedTrChInfoList,


fullTFCS






NULL
}

TFC-SubsetList ::=




SEQUENCE (SIZE (1.. maxTFCsub)) OF SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








NULL,



tdd








SEQUENCE {




tfcs-ID







TFCS-Identity



OPTIONAL



}


},


tfc-Subset






TFC-Subset

}

TFC-Value ::=





INTEGER (0..1023)

TFCI-Field2-Information ::=


CHOICE {


tfci-Range






TFCI-RangeList,


explicit-config





ExplicitTFCS-Configuration

}

TFCI-Range ::=





SEQUENCE {


maxTFCIField2Value




INTEGER (1..1023),


tfcs-InfoForDSCH




TFCS-InfoForDSCH

}

TFCI-RangeList ::=




SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











TFCI-Range

TFCS ::=






CHOICE {


normalTFCI-Signalling



ExplicitTFCS-Configuration,


-- dummy is not used in this version of specification, it should


-- not be sent and if received the UE behaviour is not specified.


dummy







SplitTFCI-Signalling

}

TFCS-Identity ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


sharedChannelIndicator



BOOLEAN

}

TFCS-IdentityPlain ::=



INTEGER (1..8)

TFCS-InfoForDSCH ::=



CHOICE {


ctfc2bit






INTEGER (0..3),


ctfc4bit






INTEGER (0..15),


ctfc6bit






INTEGER (0..63),


ctfc8bit






INTEGER (0..255),


ctfc12bit






INTEGER (0..4095),


ctfc16bit






INTEGER (0..65535),


ctfc24bit






INTEGER (0..16777215)

}

TFCS-ReconfAdd ::=




SEQUENCE{


ctfcSize






CHOICE{



ctfc2Bit






SEQUENCE (SIZE (1..maxTFC)) OF SEQUENCE {




ctfc2







INTEGER (0..3),




powerOffsetInformation



PowerOffsetInformation


OPTIONAL



},



ctfc4Bit






SEQUENCE (SIZE (1..maxTFC)) OF SEQUENCE {




ctfc4 







INTEGER (0..15),




powerOffsetInformation



PowerOffsetInformation


OPTIONAL



},



ctfc6Bit






SEQUENCE (SIZE (1..maxTFC)) OF SEQUENCE {




ctfc6







INTEGER (0..63),




powerOffsetInformation



PowerOffsetInformation


OPTIONAL



},



ctfc8Bit






SEQUENCE (SIZE (1..maxTFC)) OF SEQUENCE {




ctfc8







INTEGER (0..255),




powerOffsetInformation



PowerOffsetInformation


OPTIONAL



},



ctfc12Bit






SEQUENCE (SIZE(1..maxTFC)) OF SEQUENCE {




ctfc12







INTEGER (0..4095),

 


powerOffsetInformation



PowerOffsetInformation


OPTIONAL



},



ctfc16Bit






SEQUENCE (SIZE (1..maxTFC)) OF SEQUENCE {




ctfc16







INTEGER(0..65535),




powerOffsetInformation



PowerOffsetInformation


OPTIONAL



},



ctfc24Bit






SEQUENCE (SIZE (1..maxTFC)) OF SEQUENCE {




ctfc24







INTEGER(0..16777215),




powerOffsetInformation



PowerOffsetInformation


OPTIONAL



}


}

}

TFCS-Removal ::=




SEQUENCE {


tfci







INTEGER (0..1023)

}

TFCS-RemovalList ::=



SEQUENCE (SIZE (1..maxTFC)) OF











TFCS-Removal

TimeDurationBeforeRetry ::=


INTEGER (1..256)

TM-SignallingInfo ::=



SEQUENCE {


messType






MessType,


tm-SignallingMode




CHOICE {



mode1







NULL,



mode2







SEQUENCE {




-- in ul-controlledTrChList, TrCH-Type is always DCH




ul-controlledTrChList



UL-ControlledTrChList



}


}

}

TransmissionTimeInterval ::=

ENUMERATED {











tti10, tti20, tti40, tti80 }

TransmissionTimeValidity ::=

INTEGER (1..256)

TransportChannelIdentity ::=

INTEGER (1..32)

TransportChannelIdentityDCHandDSCH ::=
SEQUENCE {


dch-transport-ch-id



TransportChannelIdentity,


dsch-transport-ch-id


TransportChannelIdentity

}

TransportFormatSet ::=



CHOICE {


dedicatedTransChTFS




DedicatedTransChTFS,


commonTransChTFS




CommonTransChTFS

}

TransportFormatSet-LCR ::=



CHOICE {


dedicatedTransChTFS




DedicatedTransChTFS,


commonTransChTFS-LCR



CommonTransChTFS-LCR

}

-- The maximum allowed size of UL-AddReconfTransChInfoList sequence is 16

UL-AddReconfTransChInfoList ::=

SEQUENCE (SIZE (1..maxTrCHpreconf)) OF











UL-AddReconfTransChInformation

-- The maximum allowed size of UL-AddReconfTransChInfoList-r6 sequence is 32

UL-AddReconfTransChInfoList-r6 ::=
SEQUENCE (SIZE (1..maxTrCH)) OF











UL-AddReconfTransChInformation-r6

-- The maximum allowed size of UL-AddReconfTransChInfoList-r7 sequence is 32

UL-AddReconfTransChInfoList-r7 ::=
SEQUENCE (SIZE (1..maxTrCH)) OF











UL-AddReconfTransChInformation-r7
UL-AddReconfTransChInformation ::= SEQUENCE {


ul-TransportChannelType



UL-TrCH-Type,


transportChannelIdentity


TransportChannelIdentity,


transportFormatSet




TransportFormatSet

}

UL-AddReconfTransChInformation-r6 ::= CHOICE {


dch-usch






SEQUENCE {



ul-TransportChannelType



UL-TrCH-Type,



transportChannelIdentity


TransportChannelIdentity,



transportFormatSet




TransportFormatSet


},


e-dch







SEQUENCE {



tti








E-DCH-TTI,



harq-Info






ENUMERATED { rv0, rvtable },



addReconf-MAC-d-FlowList


E-DCH-AddReconf-MAC-d-FlowList
OPTIONAL


}

}

UL-AddReconfTransChInformation-r7 ::= CHOICE {


dch-usch






SEQUENCE {



ul-TransportChannelType



UL-TrCH-Type,



transportChannelIdentity


TransportChannelIdentity,



transportFormatSet




TransportFormatSet


},


e-dch







SEQUENCE {


modeSpecific





CHOICE {



fdd









SEQUENCE {




tti








E-DCH-TTI




},



tdd









NULL



},



harq-Info






ENUMERATED { rv0, rvtable },



addReconf-MAC-d-FlowList


E-DCH-AddReconf-MAC-d-FlowList-r7
OPTIONAL


}

}

UL-CommonTransChInfo ::=


SEQUENCE {


-- TABULAR: tfc-subset is applicable to FDD only, TDD specifies tfc-subset in individual 


-- CCTrCH Info.


tfc-Subset






TFC-Subset






OPTIONAL,


prach-TFCS






TFCS







OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




ul-TFCS






TFCS



},



tdd








SEQUENCE {




individualUL-CCTrCH-InfoList

IndividualUL-CCTrCH-InfoList




















OPTIONAL



}


}

















OPTIONAL

}

UL-CommonTransChInfo-r4 ::=


SEQUENCE {


-- TABULAR: tfc-subset is applicable to FDD only, TDD specifies tfc-subset in individual 


-- CCTrCH Info.


tfc-Subset






TFC-Subset






OPTIONAL,


prach-TFCS






TFCS







OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




ul-TFCS







TFCS



},



tdd








SEQUENCE {




individualUL-CCTrCH-InfoList

IndividualUL-CCTrCH-InfoList

OPTIONAL



}


}

















OPTIONAL,


tfc-SubsetList





TFC-SubsetList





OPTIONAL

}

-- In UL-ControlledTrChList, TrCH-Type is always DCH

UL-ControlledTrChList ::=


SEQUENCE (SIZE (1..maxTrCH)) OF











TransportChannelIdentity

UL-DeletedTransChInfoList ::=

SEQUENCE (SIZE (1..maxTrCH)) OF











UL-TransportChannelIdentity

UL-DeletedTransChInfoList-r6 ::=
SEQUENCE (SIZE (1..maxTrCH)) OF











UL-TransportChannelIdentity-r6

UL-TransportChannelIdentity ::=

SEQUENCE {


ul-TransportChannelType



UL-TrCH-Type,


ul-TransportChannelIdentity


TransportChannelIdentity

}

UL-TransportChannelIdentity-r6 ::=
CHOICE {


dch-usch






SEQUENCE {



ul-TransportChannelType



UL-TrCH-Type,



ul-TransportChannelIdentity


TransportChannelIdentity


},


e-dch







E-DCH-MAC-d-FlowIdentity
}

UL-TrCH-Type ::=




ENUMERATED {dch, usch}

USCH-TransportChannelsInfo ::=

SEQUENCE (SIZE (1..maxTrCH)) OF











SEQUENCE {


usch-TransportChannelIdentity


TransportChannelIdentity,


usch-TFS







TransportFormatSet

}

------------------------------------- 33rd Change ---------------------------------

-- ***************************************************

--

--     PHYSICAL CHANNEL INFORMATION ELEMENTS (10.3.6)

--

-- ***************************************************

ACK-NACK-repetitionFactor ::=

INTEGER(1..4)
AC-To-ASC-Mapping ::=



INTEGER (0..7)

AC-To-ASC-MappingTable ::=


SEQUENCE (SIZE (maxASCmap)) OF











AC-To-ASC-Mapping

AccessServiceClass-FDD ::=


SEQUENCE {


availableSignatureStartIndex

INTEGER (0..15),


availableSignatureEndIndex


INTEGER (0..15),


assignedSubChannelNumber


BIT STRING {












b3(0),












b2(1),












b1(2),












b0(3)












}
 (SIZE(4))

}

AccessServiceClass-TDD ::=


SEQUENCE {


channelisationCodeIndices


BIT STRING
{












chCodeIndex7(0),












chCodeIndex6(1),












chCodeIndex5(2),












chCodeIndex4(3),












chCodeIndex3(4),












chCodeIndex2(5),












chCodeIndex1(6),












chCodeIndex0(7)












} (SIZE(8))



OPTIONAL,


subchannelSize





CHOICE {



size1







NULL,



size2







SEQUENCE {




-- subch0 means bitstring '01' in the tabular, subch1 means bitsring '10'




subchannels






ENUMERATED
{ subch0, subch1 }
OPTIONAL



},



size4







SEQUENCE {




subchannels






BIT STRING
{














subCh3(0), 














subCh2(1), 














subCh1(2), 














subCh0(3) 














} (SIZE(4))

OPTIONAL



},



size8







SEQUENCE {




subchannels






BIT STRING
{














subCh7(0), 














subCh6(1), 














subCh5(2), 














subCh4(3), 














subCh3(4), 














subCh2(5), 














subCh1(6), 














subCh0(7) 














} (SIZE(8))

OPTIONAL



}


}

}

AccessServiceClass-TDD-r7 ::=


SEQUENCE {


channelisationCodeIndices


BIT STRING
{












chCodeIndex15(0),












chCodeIndex14(1),












chCodeIndex13(2),












chCodeIndex12(3),












chCodeIndex11(4),












chCodeIndex10(5),












chCodeIndex9(6),












chCodeIndex8(7),












chCodeIndex7(8),












chCodeIndex6(9),












chCodeIndex5(10),












chCodeIndex4(11),












chCodeIndex3(12),












chCodeIndex2(13),












chCodeIndex1(14),












chCodeIndex0(15)












} (SIZE(16))



OPTIONAL,


subchannelSize





CHOICE {



size1







NULL,



size2







SEQUENCE {




-- subch0 means bitstring '01' in the tabular, subch1 means bitsring '10'




subchannels






ENUMERATED
{ subch0, subch1 }
OPTIONAL



},



size4







SEQUENCE {




subchannels






BIT STRING
{














subCh3(0), 














subCh2(1), 














subCh1(2), 














subCh0(3) 














} (SIZE(4))

OPTIONAL



},



size8







SEQUENCE {




subchannels






BIT STRING
{














subCh7(0), 














subCh6(1), 














subCh5(2), 














subCh4(3), 














subCh3(4), 














subCh2(5), 














subCh1(6), 














subCh0(7) 














} (SIZE(8))

OPTIONAL



},



size16







SEQUENCE {




subchannels






BIT STRING
{














subCh15(0), 














subCh14(1), 














subCh13(2), 














subCh12(3), 














subCh11(4), 














subCh10(5), 














subCh9(6), 














subCh8(7),














subCh7(8),














subCh6(9),














subCh5(10),














subCh4(11),














subCh3(12),














subCh2(13),














subCh1(14),














subCh0(15) 














} (SIZE(16))

OPTIONAL



}


}

}

AccessServiceClass-TDD-LCR-r4 ::=
SEQUENCE {


availableSYNC-UlCodesIndics

    BIT STRING {












sulCodeIndex7(0),












sulCodeIndex6(1),












sulCodeIndex5(2),












sulCodeIndex4(3),












sulCodeIndex3(4),












sulCodeIndex2(5),












sulCodeIndex1(6),












sulCodeIndex0(7)












} (SIZE(8))               OPTIONAL,

subchannelSize





CHOICE {



size1







NULL,



size2







SEQUENCE {




-- subch0 means bitstring '01' in the tabular, subch1 means bitsring '10'.




subchannels






ENUMERATED
{ subch0, subch1 }
OPTIONAL



},



size4







SEQUENCE {




subchannels






BIT STRING
{














subCh3(0), 














subCh2(1), 














subCh1(2), 














subCh0(3) 














} (SIZE(4))


OPTIONAL



},



size8







SEQUENCE {




subchannels






BIT STRING
{














subCh7(0), 














subCh6(1), 














subCh5(2), 














subCh4(3), 














subCh3(4), 














subCh2(5), 














subCh1(6), 














subCh0(7) 














} (SIZE(8))


OPTIONAL



}


}

}

AdditionalPRACH-TF-and-TFCS-CCCH-IEs ::= SEQUENCE {


powerOffsetInformation



PowerOffsetInformation,


dynamicTFInformationCCCH


DynamicTFInformationCCCH
}

AdditionalPRACH-TF-and-TFCS-CCCH ::=
SEQUENCE {


additionalPRACH-TF-and-TFCS-CCCH-IEs
AdditionalPRACH-TF-and-TFCS-CCCH-IEs
OPTIONAL

}

-- The order is the same as in the PRACH-SystemInformationList

AdditionalPRACH-TF-and-TFCS-CCCH-List ::=
SEQUENCE (SIZE (1..maxPRACH)) OF











AdditionalPRACH-TF-and-TFCS-CCCH

AICH-Info ::=





SEQUENCE {


channelisationCode256



ChannelisationCode256,


sttd-Indicator





BOOLEAN,


aich-TransmissionTiming



AICH-TransmissionTiming

}

AICH-PowerOffset ::=



INTEGER (-22..5)

AICH-TransmissionTiming ::=


ENUMERATED {











e0, e1 }

AllocationPeriodInfo ::=


SEQUENCE {


allocationActivationTime


INTEGER (0..255),


allocationDuration




INTEGER (1..256)

}

-- Actual value Alpha = IE value * 0.125

Alpha ::=






INTEGER (0..8)

AP-AICH-ChannelisationCode ::=

INTEGER (0..255)

AP-PreambleScramblingCode ::=

INTEGER (0..79)

AP-Signature ::=




INTEGER (0..15)

AP-Signature-VCAM ::=



SEQUENCE {


ap-Signature





AP-Signature,


availableAP-SubchannelList


AvailableAP-SubchannelList OPTIONAL

}

AP-Subchannel ::=




INTEGER (0..11)

ASCSetting-FDD ::=





SEQUENCE {


-- TABULAR: accessServiceClass-FDD is MD in tabular description


-- Default value is previous ASC


-- If this is the first ASC, the default value is all available signature and sub-channels


accessServiceClass-FDD




AccessServiceClass-FDD
OPTIONAL

}

ASCSetting-TDD ::=





SEQUENCE {


-- TABULAR: accessServiceClass-TDD is MD in tabular description


-- Default value is previous ASC


-- If this is the first ASC, the default value is all available channelisation codes and


-- all available sub-channels with subchannelSize=size1.


accessServiceClass-TDD




AccessServiceClass-TDD
OPTIONAL

}

ASCSetting-TDD-r7 ::=





SEQUENCE {


-- TABULAR: accessServiceClass-TDD is MD in tabular description


-- Default value is previous ASC


-- If this is the first ASC, the default value is all available channelisation codes and


-- all available sub-channels with subchannelSize=size1.


accessServiceClass-TDD





AccessServiceClass-TDD-r7
OPTIONAL

}

ASCSetting-TDD-LCR-r4 ::=





SEQUENCE {


-- TABULAR: accessServiceClass-TDD-LCR is MD in tabular description


-- Default value is previous ASC


-- If this is the first ASC, the default value is all available SYNC_UL codes and


-- all available sub-channels with subchannelSize=size1. 


accessServiceClass-TDD-LCR




AccessServiceClass-TDD-LCR-r4  
OPTIONAL

}

AvailableAP-Signature-VCAMList ::=
SEQUENCE (SIZE (1..maxPCPCH-APsig)) OF











AP-Signature-VCAM

AvailableAP-SignatureList ::=

SEQUENCE (SIZE (1..maxPCPCH-APsig)) OF











AP-Signature

AvailableAP-SubchannelList ::=

SEQUENCE (SIZE (1..maxPCPCH-APsubCh)) OF











AP-Subchannel

AvailableMinimumSF-ListVCAM ::=

SEQUENCE (SIZE (1..maxPCPCH-SF)) OF











AvailableMinimumSF-VCAM

AvailableMinimumSF-VCAM ::=


SEQUENCE {


minimumSpreadingFactor



MinimumSpreadingFactor,


nf-Max







NF-Max,


maxAvailablePCPCH-Number


MaxAvailablePCPCH-Number,


availableAP-Signature-VCAMList

AvailableAP-Signature-VCAMList

}

AvailableSignatures ::=


BIT STRING {










signature15(0),










signature14(1),










signature13(2),










signature12(3),










signature11(4),










signature10(5),










signature9(6),










signature8(7),










signature7(8),










signature6(9),










signature5(10),










signature4(11),










signature3(12),










signature2(13),










signature1(14),










signature0(15)










}
 (SIZE(16))

AvailableSubChannelNumbers ::=

BIT STRING {











subCh11(0),











subCh10(1),










 
subCh9(2),










 
subCh8(3),










 
subCh7(4),










 
subCh6(5),










 
subCh5(6),










 
subCh4(7),










 
subCh3(8),










 
subCh2(9),










 
subCh1(10),










 
subCh0(11)











} 
 (SIZE(12))

BEACON-PL-Est ::=




ENUMERATED { true }

BurstType ::=





ENUMERATED {











type1, type2 }

-- Actual value Bler-Target = IE value * 0.05

Bler-Target ::=





INTEGER (-63..0)

CCTrCH-PowerControlInfo ::=


SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo

}

CCTrCH-PowerControlInfo-r4 ::=

SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo-r4

}

CCTrCH-PowerControlInfo-r5 ::=

SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo-r5

}

CCTrCH-PowerControlInfo-r7 ::=

SEQUENCE {


tfcs-Identity





TFCS-Identity





OPTIONAL,


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo-r7

}

CD-AccessSlotSubchannel ::=


INTEGER (0..11)

CD-AccessSlotSubchannelList ::=

SEQUENCE (SIZE (1..maxPCPCH-CDsubCh)) OF











CD-AccessSlotSubchannel

CD-CA-ICH-ChannelisationCode ::=
INTEGER (0..255)

CD-PreambleScramblingCode ::=

INTEGER (0..79)

CD-SignatureCode ::=



INTEGER (0..15)

CD-SignatureCodeList ::=


SEQUENCE (SIZE (1..maxPCPCH-CDsig)) OF











CD-SignatureCode

CellAndChannelIdentity ::=


SEQUENCE {


-- burstType may be set to either value and should be ignored by the receiver for 1.28 Mcps TDD.

burstType






BurstType,


midambleShift





MidambleShiftLong,


timeslot






TimeslotNumber,


cellParametersID




CellParametersID


}

CellParametersID ::=



INTEGER (0..127)

Cfntargetsfnframeoffset ::=



INTEGER(0..255)

ChannelAssignmentActive ::=


CHOICE {


notActive






NULL,


isActive






AvailableMinimumSF-ListVCAM

}

ChannelisationCode256 ::=


INTEGER (0..255)

ChannelReqParamsForUCSM ::=


SEQUENCE {


availableAP-SignatureList


AvailableAP-SignatureList,


availableAP-SubchannelList


AvailableAP-SubchannelList


OPTIONAL

}

ClosedLoopTimingAdjMode ::=


ENUMERATED {











slot1, slot2 }

CodeNumberDSCH ::=




INTEGER (0..255)

CodeRange ::=





SEQUENCE {


pdsch-CodeMapList




PDSCH-CodeMapList

}

CodeWordSet ::=





ENUMERATED {











longCWS,











mediumCWS,











shortCWS,











ssdtOff }

CommonTimeslotInfo ::=



SEQUENCE {


-- TABULAR: secondInterleavingMode is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodAndLength


RepetitionPeriodAndLength


OPTIONAL

}

CommonTimeslotInfoSCCPCH ::=

SEQUENCE {


-- TABULAR: secondInterleavingMode is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodLengthAndOffset

RepetitionPeriodLengthAndOffset

OPTIONAL

}

ConstantValue ::=




INTEGER (-35..-10)

ConstantValueTdd ::=



INTEGER (-35..10)

CPCH-PersistenceLevels ::=


SEQUENCE {


cpch-SetID






CPCH-SetID,


dynamicPersistenceLevelTF-List

DynamicPersistenceLevelTF-List


}

CPCH-PersistenceLevelsList ::=

SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-PersistenceLevels

CPCH-SetInfo ::=




SEQUENCE {


cpch-SetID






CPCH-SetID,


transportFormatSet




TransportFormatSet,


tfcs







TFCS,


ap-PreambleScramblingCode


AP-PreambleScramblingCode,


ap-AICH-ChannelisationCode


AP-AICH-ChannelisationCode,


cd-PreambleScramblingCode


CD-PreambleScramblingCode,


cd-CA-ICH-ChannelisationCode

CD-CA-ICH-ChannelisationCode,


cd-AccessSlotSubchannelList


CD-AccessSlotSubchannelList


OPTIONAL,


cd-SignatureCodeList



CD-SignatureCodeList



OPTIONAL,


deltaPp-m






DeltaPp-m,


ul-DPCCH-SlotFormat




UL-DPCCH-SlotFormat,


n-StartMessage





N-StartMessage,


n-EOT







N-EOT,


-- TABULAR: VCAM info has been nested inside ChannelAssignmentActive,


-- which in turn is mandatory since it's only a binary choice.


channelAssignmentActive



ChannelAssignmentActive,


cpch-StatusIndicationMode


CPCH-StatusIndicationMode,


pcpch-ChannelInfoList



PCPCH-ChannelInfoList

}

CPCH-SetInfoList ::=



SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-SetInfo

CPCH-StatusIndicationMode ::=

ENUMERATED {











pa-mode,











pamsf-mode }

CQI-RepetitionFactor ::=


INTEGER(1..4)

CSICH-PowerOffset ::=



INTEGER (-10..5)

-- DefaultDPCH-OffsetValueFDD and DefaultDPCH-OffsetValueTDD corresponds to 

-- IE "Default DPCH Offset Value" depending on the mode.

-- Actual value DefaultDPCH-OffsetValueFDD = IE value * 512 

DefaultDPCH-OffsetValueFDD ::=

INTEGER (0..599)

DefaultDPCH-OffsetValueTDD ::=

INTEGER (0..7)

DeltaPp-m ::=





INTEGER (-10..10)
DeltaCQI ::=





INTEGER (0..8)

DeltaNACK ::=





INTEGER (0..8)

DeltaACK ::=





INTEGER (0..8)
-- Actual value DeltaSIR = IE value * 0.1

DeltaSIR ::=





INTEGER (0..30)

DHS-Sync ::=





INTEGER (-20..10)

DL-CCTrCh ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


dl-CCTrCH-TimeslotsCodes


DownlinkTimeslotsCodes



OPTIONAL,


ul-CCTrChTPCList




UL-CCTrChTPCList




OPTIONAL


}

DL-CCTrCh-r4 ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,

tddOption






CHOICE {



tdd384







SEQUENCE {




dl-CCTrCH-TimeslotsCodes


DownlinkTimeslotsCodes
OPTIONAL



},



tdd128







SEQUENCE {




dl-CCTrCH-TimeslotsCodes


DownlinkTimeslotsCodes-LCR-r4
OPTIONAL



}


},


ul-CCTrChTPCList




UL-CCTrChTPCList

OPTIONAL

}

DL-CCTrCh-r7 ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




dl-CCTrCH-TimeslotsCodes


DownlinkTimeslotsCodes
OPTIONAL



},



tdd768







SEQUENCE {




dl-CCTrCH-TimeslotsCodes


DownlinkTimeslotsCodes-VHCR

OPTIONAL



},



tdd128







SEQUENCE {




dl-CCTrCH-TimeslotsCodes


DownlinkTimeslotsCodes-LCR-r4
OPTIONAL



}


},


ul-CCTrChTPCList




UL-CCTrChTPCList

OPTIONAL

}

DL-CCTrChList ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











DL-CCTrCh

DL-CCTrChList-r7 ::=



SEQUENCE (SIZE (1..maxCCTrCH)) OF











DL-CCTrCh-r7

DL-CCTrChList-r4 ::=



SEQUENCE (SIZE (1..maxCCTrCH)) OF











DL-CCTrCh-r4

DL-CCTrChListToRemove ::=


SEQUENCE (SIZE (1..maxCCTrCH)) OF











TFCS-IdentityPlain

DL-CCTrChTPCList ::=



SEQUENCE (SIZE (0..maxCCTrCH)) OF












TFCS-Identity
DL-ChannelisationCode ::=


SEQUENCE {


secondaryScramblingCode



SecondaryScramblingCode



OPTIONAL,


sf-AndCodeNumber




SF512-AndCodeNumber,


scramblingCodeChange



ScramblingCodeChange



OPTIONAL

}

DL-ChannelisationCodeList ::=

SEQUENCE (SIZE (1..maxDPCH-DLchan)) OF











DL-ChannelisationCode

DL-CommonInformation ::=


SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommon


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueFDD
OPTIONAL,




dpch-CompressedModeInfo



DPCH-CompressedModeInfo

OPTIONAL,




tx-DiversityMode




TX-DiversityMode


OPTIONAL,




-- dummy is not used in this version of the specification, it should




-- not be sent and if received it should be ignored.




dummy







SSDT-Information


OPTIONAL



},



tdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueTDD
OPTIONAL



}


}

}

DL-CommonInformation-r4 ::=


SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommon-r4

OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueFDD
OPTIONAL,




dpch-CompressedModeInfo



DPCH-CompressedModeInfo

OPTIONAL,




tx-DiversityMode




TX-DiversityMode


OPTIONAL,




-- dummy is not used in this version of the specification, it should




-- not be sent and if received it should be ignored.




dummy







SSDT-Information-r4


OPTIONAL



},



tdd








SEQUENCE {




tddOption






CHOICE {





tdd384







NULL,





tdd128







SEQUENCE {






tstd-Indicator





BOOLEAN





}




},




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueTDD
OPTIONAL



}


}

}

DL-CommonInformation-r5 ::=


SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommon-r4


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueFDD
OPTIONAL,




dpch-CompressedModeInfo



DPCH-CompressedModeInfo

OPTIONAL,




tx-DiversityMode




TX-DiversityMode


OPTIONAL,




-- dummy is not used in this version of the specification, it should




-- not be sent and if received it should be ignored.




dummy







SSDT-Information-r4


OPTIONAL



},



tdd








SEQUENCE {




tddOption






CHOICE {





tdd384







NULL,





tdd128







SEQUENCE {






tstd-Indicator





BOOLEAN





}




},




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueTDD
OPTIONAL



}


},


mac-hsResetIndicator



ENUMERATED { true }


OPTIONAL
}

DL-CommonInformation-r6 ::=


SEQUENCE {


dl-dpchInfoCommon




CHOICE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommon-r6,



dl-FDPCH-InfoCommon




DL-FDPCH-InfoCommon-r6


}

















OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueFDD
OPTIONAL,




dpch-CompressedModeInfo



DPCH-CompressedModeInfo

OPTIONAL,




tx-DiversityMode




TX-DiversityMode


OPTIONAL



},



tdd








SEQUENCE {




tddOption






CHOICE {





tdd384







NULL,





tdd128







SEQUENCE {






tstd-Indicator





BOOLEAN





}




},




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueTDD
OPTIONAL



}


},


mac-hsResetIndicator



ENUMERATED { true }


OPTIONAL,

postVerificationPeriod



ENUMERATED { true }


OPTIONAL
}

DL-CommonInformation-r7 ::=


SEQUENCE {


dl-dpchInfoCommon




CHOICE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommon-r6,



dl-FDPCH-InfoCommon




DL-FDPCH-InfoCommon-r6


}

















OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueFDD
OPTIONAL,




dpch-CompressedModeInfo



DPCH-CompressedModeInfo

OPTIONAL,




tx-DiversityMode




TX-DiversityMode


OPTIONAL



},



tdd








SEQUENCE {




tddOption






CHOICE {





tdd384







NULL,





tdd768







NULL,





tdd128







SEQUENCE {






tstd-Indicator





BOOLEAN





}




},




defaultDPCH-OffsetValue



DefaultDPCH-OffsetValueTDD
OPTIONAL



}


},


mac-hsResetIndicator



ENUMERATED { true }


OPTIONAL,

postVerificationPeriod



ENUMERATED { true }


OPTIONAL
}

DL-CommonInformationPost ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPost

}

DL-CommonInformationPredef ::=

SEQUENCE {


dl-DPCH-InfoCommon




DL-DPCH-InfoCommonPredef
OPTIONAL

}

DL-CompressedModeMethod ::=


ENUMERATED {



-- dummy is not used in this version of the specification, it should



-- not be sent and if received the UE behaviour is not specified.











dummy, sf-2,











higherLayerScheduling }

DL-DPCH-InfoCommon ::=



SEQUENCE {


cfnHandling






CHOICE {



maintain






NULL,



initialise






SEQUENCE {




-- IE dummy is not used in this version of the specification




-- The IE should not be sent and if received it should be ignored




dummy







Cfntargetsfnframeoffset



OPTIONAL



}


},


modeSpecificInfo




CHOICE {



fdd 







SEQUENCE {




dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL,




powerOffsetPilot-pdpdch



PowerOffsetPilot-pdpdch,



dl-rate-matching-restriction

Dl-rate-matching-restriction

OPTIONAL,




-- TABULAR: The number of pilot bits is nested inside the spreading factor.




spreadingFactorAndPilot



SF512-AndPilot,




positionFixedOrFlexible



PositionFixedOrFlexible,




tfci-Existence





BOOLEAN



},



tdd








SEQUENCE {




dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL



}


}

}

DL-DPCH-InfoCommon-r4 ::=


SEQUENCE {


cfnHandling






CHOICE {



maintain






NULL,



initialise






SEQUENCE {




-- IE dummy is not used in this version of the specification




-- The IE should not be sent and if received it should be ignored




dummy







Cfntargetsfnframeoffset



OPTIONAL



}


},


modeSpecificInfo




CHOICE {



fdd 







SEQUENCE {




dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL,




powerOffsetPilot-pdpdch



PowerOffsetPilot-pdpdch,



dl-rate-matching-restriction

Dl-rate-matching-restriction

OPTIONAL,




-- TABULAR: The number of pilot bits is nested inside the spreading factor.




spreadingFactorAndPilot



SF512-AndPilot,




positionFixedOrFlexible



PositionFixedOrFlexible,




tfci-Existence





BOOLEAN



},



tdd








SEQUENCE {




dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL



}


},

-- The IE mac-d-HFN-initial-value should be absent in the RRCConnectionSetup-r4-IEs or 

-- RRCConnectionSetup-r5-IEs or HandoverToUTRANCommand-r4-IEs or HandoverToUTRANCommand-r5-IEs and

-- if the IE is included, the general error handling for conditional IEs applies.


mac-d-HFN-initial-value



MAC-d-HFN-initial-value



OPTIONAL

}

DL-DPCH-InfoCommon-r6 ::=



SEQUENCE {


cfnHandling







CHOICE {



maintain







SEQUENCE {




timingmaintainedsynchind



TimingMaintainedSynchInd


OPTIONAL



},



initialise







NULL


},


modeSpecificInfo





CHOICE {



fdd 








SEQUENCE {




dl-DPCH-PowerControlInfo



DL-DPCH-PowerControlInfo


OPTIONAL,




powerOffsetPilot-pdpdch




PowerOffsetPilot-pdpdch,



dl-rate-matching-restriction


Dl-rate-matching-restriction

OPTIONAL,




-- TABULAR: The number of pilot bits is nested inside the spreading factor.




spreadingFactorAndPilot




SF512-AndPilot,




positionFixedOrFlexible




PositionFixedOrFlexible,




tfci-Existence






BOOLEAN



},



tdd








SEQUENCE {




dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL



}


},


-- The IE mac-d-HFN-initial-value should be absent in the RRCConnectionSetup and the


-- HandoverToUTRANCommand messages. If the IE is included, the general error handling


-- for conditional IEs applies.


mac-d-HFN-initial-value



MAC-d-HFN-initial-value



OPTIONAL

}

DL-DPCH-InfoCommonPost ::=


SEQUENCE {


dl-DPCH-PowerControlInfo


DL-DPCH-PowerControlInfo



OPTIONAL

}

DL-DPCH-InfoCommonPredef ::=

SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




-- TABULAR: The number of pilot bits is nested inside the spreading factor.




spreadingFactorAndPilot



SF512-AndPilot,




positionFixedOrFlexible



PositionFixedOrFlexible,




tfci-Existence





BOOLEAN



},



tdd








SEQUENCE {




commonTimeslotInfo




CommonTimeslotInfo



}


}

}

DL-DPCH-InfoPerRL ::=



CHOICE {


fdd








SEQUENCE {



pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,



dpch-FrameOffset




DPCH-FrameOffset,



secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,



dl-ChannelisationCodeList


DL-ChannelisationCodeList,



tpc-CombinationIndex



TPC-CombinationIndex,



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-CellIdentity



OPTIONAL,



closedLoopTimingAdjMode



ClosedLoopTimingAdjMode


OPTIONAL


},


tdd








SEQUENCE {



dl-CCTrChListToEstablish


DL-CCTrChList




OPTIONAL,



dl-CCTrChListToRemove



DL-CCTrChListToRemove


OPTIONAL


}

}

DL-DPCH-InfoPerRL-r4 ::=


CHOICE {


fdd








SEQUENCE {



pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,



dpch-FrameOffset




DPCH-FrameOffset,



secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,



dl-ChannelisationCodeList


DL-ChannelisationCodeList,



tpc-CombinationIndex



TPC-CombinationIndex,



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-CellIdentity



OPTIONAL,



closedLoopTimingAdjMode



ClosedLoopTimingAdjMode


OPTIONAL


},


tdd








SEQUENCE {



dl-CCTrChListToEstablish


DL-CCTrChList-r4



OPTIONAL,



dl-CCTrChListToRemove



DL-CCTrChListToRemove


OPTIONAL


}
}

DL-DPCH-InfoPerRL-r5 ::=


CHOICE {


fdd








SEQUENCE {



pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,



dpch-FrameOffset




DPCH-FrameOffset,



secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,



dl-ChannelisationCodeList


DL-ChannelisationCodeList,



tpc-CombinationIndex



TPC-CombinationIndex,



powerOffsetTPC-pdpdch



PowerOffsetTPC-pdpdch


OPTIONAL,



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-CellIdentity



OPTIONAL,



closedLoopTimingAdjMode



ClosedLoopTimingAdjMode


OPTIONAL


},


tdd








SEQUENCE {



dl-CCTrChListToEstablish


DL-CCTrChList-r4



OPTIONAL,



dl-CCTrChListToRemove



DL-CCTrChListToRemove


OPTIONAL


}

}

DL-DPCH-InfoPerRL-r6 ::=


CHOICE {


fdd








SEQUENCE {



pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,



dpch-FrameOffset




DPCH-FrameOffset,



secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,



dl-ChannelisationCodeList


DL-ChannelisationCodeList,



tpc-CombinationIndex



TPC-CombinationIndex,



powerOffsetTPC-pdpdch



PowerOffsetTPC-pdpdch


OPTIONAL,



closedLoopTimingAdjMode



ClosedLoopTimingAdjMode


OPTIONAL


},


tdd








SEQUENCE {



dl-CCTrChListToEstablish


DL-CCTrChList-r4



OPTIONAL,



dl-CCTrChListToRemove



DL-CCTrChListToRemove


OPTIONAL


}

}

DL-DPCH-InfoPerRL-r7 ::=


CHOICE {


fdd








SEQUENCE {



pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,



dpch-FrameOffset




DPCH-FrameOffset,



secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,



dl-ChannelisationCodeList


DL-ChannelisationCodeList,



tpc-CombinationIndex



TPC-CombinationIndex,



powerOffsetTPC-pdpdch



PowerOffsetTPC-pdpdch


OPTIONAL,



closedLoopTimingAdjMode



ClosedLoopTimingAdjMode


OPTIONAL


},


tdd








SEQUENCE {



dl-CCTrChListToEstablish


DL-CCTrChList-r7



OPTIONAL,



dl-CCTrChListToRemove



DL-CCTrChListToRemove


OPTIONAL


}

}

DL-FDPCH-InfoPerRL-r6 ::=


SEQUENCE {


pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,


fdpch-FrameOffset




DPCH-FrameOffset,


secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,


secondaryScramblingCode



SecondaryScramblingCode


OPTIONAL,


dl-ChannelisationCode



INTEGER (0..255),


tpc-CombinationIndex



TPC-CombinationIndex

}

DL-DPCH-InfoPerRL-PostFDD ::=







SEQUENCE {



pCPICH-UsageForChannelEst



PCPICH-UsageForChannelEst,



dl-ChannelisationCode




DL-ChannelisationCode,



tpc-CombinationIndex




TPC-CombinationIndex

}

DL-DPCH-InfoPerRL-PostTDD ::=



SEQUENCE {


dl-DPCH-TimeslotsCodes





DownlinkTimeslotsCodes

}

DL-DPCH-InfoPerRL-PostTDD-LCR-r4 ::=

SEQUENCE {


dl-CCTrCH-TimeslotsCodes




DownlinkTimeslotsCodes-LCR-r4

}

DL-DPCH-PowerControlInfo ::=


SEQUENCE {


modeSpecificInfo





CHOICE {



fdd









SEQUENCE {




dpc-Mode







DPC-Mode



},



tdd









SEQUENCE {




tpc-StepSizeTDD






TPC-StepSizeTDD


OPTIONAL



}


}

}

DL-FDPCH-InfoCommon-r6 ::=


SEQUENCE {


cfnHandling






CHOICE {



maintain






SEQUENCE {




timingmaintainedsynchind


TimingMaintainedSynchInd


OPTIONAL



},



initialise






NULL


},


dl-FDPCH-PowerControlInfo


DL-DPCH-PowerControlInfo


OPTIONAL,

-- Actual value dl-FDPCH-TPCcommandErrorRate = IE value * 0.01

-- dl-FDPCH-TPCcommandErrorRate values 11..16 are spare and shall not be used in this version of 

-- the protocol

dl-FDPCH-TPCcommandErrorRate

INTEGER (1..16)

OPTIONAL

}

DL-FrameType ::=




ENUMERATED {











dl-FrameTypeA, dl-FrameTypeB }

DL-HSPDSCH-Information ::=


SEQUENCE {


hs-scch-Info




HS-SCCH-Info
OPTIONAL,


measurement-feedback-Info

Measurement-Feedback-Info
OPTIONAL,


modeSpecificInfo



CHOICE {


tdd







CHOICE{




tdd384






SEQUENCE {





dl-HSPDSCH-TS-Configuration
DL-HSPDSCH-TS-Configuration
  
OPTIONAL




},




tdd128






SEQUENCE {





hs-PDSCH-Midamble-Configuration-tdd128







HS-PDSCH-Midamble-Configuration-TDD128



OPTIONAL




}


},



fdd






NULL


}
}

DL-HSPDSCH-Information-r6 ::=
SEQUENCE {


hs-scch-Info




HS-SCCH-Info-r6






OPTIONAL,


measurement-feedback-Info

Measurement-Feedback-Info



OPTIONAL,


modeSpecificInfo



CHOICE {



tdd







CHOICE {




tdd384






SEQUENCE {





dl-HSPDSCH-TS-Configuration

DL-HSPDSCH-TS-Configuration
OPTIONAL




},




tdd128






SEQUENCE {





hs-PDSCH-Midamble-Configuration-tdd128







HS-PDSCH-Midamble-Configuration-TDD128



OPTIONAL




}


},



fdd






NULL


}
}

DL-HSPDSCH-Information-r7 ::=
SEQUENCE {


hs-scch-Info




HS-SCCH-Info-r7






OPTIONAL,


measurement-feedback-Info

Measurement-Feedback-Info



OPTIONAL,


modeSpecificInfo



CHOICE {



tdd







CHOICE {




tdd384






SEQUENCE {





dl-HSPDSCH-TS-Configuration

DL-HSPDSCH-TS-Configuration
OPTIONAL




},




tdd768






SEQUENCE {





dl-HSPDSCH-TS-Configuration

DL-HSPDSCH-TS-Configuration-VHCR
OPTIONAL




},




tdd128






SEQUENCE {





hs-PDSCH-Midamble-Configuration-tdd128







HS-PDSCH-Midamble-Configuration-TDD128





OPTIONAL




}


},



fdd






NULL


}
}

-- The IE 'DL-HSPDSCH-TS-Configuration' applies to tdd-384 REL-5 onward
DL-HSPDSCH-TS-Configuration ::=

SEQUENCE (SIZE (1..maxTS-1)) OF











SEQUENCE {


timeslot







TimeslotNumber,


midambleShiftAndBurstType



MidambleShiftAndBurstType-DL
}

-- The IE 'DL-HSPDSCH-TS-Configuration-VHCR' applies to tdd-768 REL-7 onward
DL-HSPDSCH-TS-Configuration-VHCR ::= SEQUENCE (SIZE (1..maxTS-1)) OF











SEQUENCE {


timeslot







TimeslotNumber,


midambleShiftAndBurstType



MidambleShiftAndBurstType-DL-VHCR
}

DL-InformationPerRL ::=



SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




-- dummy1 and dummy 2 are not used in this version of specification, they should




-- not be sent and if received they should be ignored.




dummy1







PDSCH-SHO-DCH-Info


OPTIONAL,




dummy2







PDSCH-CodeMapping


OPTIONAL



},



tdd








PrimaryCCPCH-Info


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL




OPTIONAL,


-- dummy is not used in this version of the specification, it should


-- not be sent and if received it should be ignored.


dummy







SCCPCH-InfoForFACH




OPTIONAL

}

DL-InformationPerRL-r4 ::=


SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




-- dummy1 and dummy 2 are not used in this version of specification, they should




-- not be sent and if received they should be ignored.




dummy1







PDSCH-SHO-DCH-Info


OPTIONAL,




dummy2







PDSCH-CodeMapping


OPTIONAL



},



tdd








PrimaryCCPCH-Info-r4


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-r4



OPTIONAL,


-- dummy is not used in this version of the specification, it should


-- not be sent and if received it should be ignored.


dummy







SCCPCH-InfoForFACH-r4



OPTIONAL,


cell-id







CellIdentity





OPTIONAL

}

DL-InformationPerRL-r5 ::=


SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




-- dummy1 and dummy 2 are not used in this version of specification, they should




-- not be sent and if received they should be ignored.




dummy1







PDSCH-SHO-DCH-Info


OPTIONAL,




dummy2







PDSCH-CodeMapping


OPTIONAL,




servingHSDSCH-RL-indicator


BOOLEAN



},



tdd








PrimaryCCPCH-Info-r4


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-r5



OPTIONAL,


-- dummy is not used in this version of the specification, it should


-- not be sent and if received it should be ignored.


dummy







SCCPCH-InfoForFACH-r4



OPTIONAL,


cell-id







CellIdentity





OPTIONAL

}

DL-InformationPerRL-r5bis ::=

SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




-- dummy1 and dummy 2 are not used in this version of specification, they should




-- not be sent and if received they should be ignored.




dummy1







PDSCH-SHO-DCH-Info


OPTIONAL,




dummy2







PDSCH-CodeMapping


OPTIONAL



},



tdd








PrimaryCCPCH-Info-r4


},


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-r5



OPTIONAL,


-- dummy is not used in this version of the specification, it should


-- not be sent and if received it should be ignored.


dummy







SCCPCH-InfoForFACH-r4



OPTIONAL,


cell-id







CellIdentity





OPTIONAL

}

DL-InformationPerRL-r6 ::=


SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




servingHSDSCH-RL-indicator


BOOLEAN,




servingEDCH-RL-indicator


BOOLEAN



},



tdd








PrimaryCCPCH-Info-r4


},


dl-dpchInfo






CHOICE {


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-r6,



dl-FDPCH-InfoPerRL




DL-FDPCH-InfoPerRL-r6


}

















OPTIONAL,


e-AGCH-Information




E-AGCH-Information




OPTIONAL,


e-HICH-Info






CHOICE
{



e-HICH-Information




E-HICH-Information,



releaseIndicator




NULL


}
OPTIONAL,


e-RGCH-Info






CHOICE
{



e-RGCH-Information




E-RGCH-Information,



releaseIndicator




NULL


}
OPTIONAL,


cell-id







CellIdentity





OPTIONAL

}

DL-InformationPerRL-r7 ::=


SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




servingHSDSCH-RL-indicator


BOOLEAN,




servingEDCH-RL-indicator


BOOLEAN



},



tdd








PrimaryCCPCH-Info-r7


},


dl-dpchInfo






CHOICE {


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-r7,



dl-FDPCH-InfoPerRL




DL-FDPCH-InfoPerRL-r6


}

















OPTIONAL,


e-AGCH-Information




E-AGCH-Information-r7



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd









SEQUENCE {





e-HICH-Info






CHOICE
{






e-HICH-Information




E-HICH-Information,






releaseIndicator




NULL





}
OPTIONAL,





e-RGCH-Info






CHOICE
{






e-RGCH-Information




E-RGCH-Information,






releaseIndicator




NULL





}
OPTIONAL


},


tdd









CHOICE {




tdd384








SEQUENCE {





e-HICH-Info







E-HICH-Information-TDD384




},




tdd768








NULL,




tdd128








NULL



}


}

cell-id







CellIdentity





OPTIONAL

}

DL-InformationPerRL-List ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL

DL-InformationPerRL-List-r4 ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-r4

DL-InformationPerRL-List-r5 ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-r5

DL-InformationPerRL-List-r6 ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-r6

DL-InformationPerRL-List-r5bis ::=

SEQUENCE (SIZE (1..maxRL)) OF












DL-InformationPerRL-r5bis

DL-InformationPerRL-List-r7 ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-r7

DL-InformationPerRL-ListPostFDD ::=
SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-PostFDD

DL-InformationPerRL-PostFDD ::=

SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-PostFDD

}

DL-InformationPerRL-PostTDD ::=

SEQUENCE {


primaryCCPCH-Info




PrimaryCCPCH-InfoPost,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-PostTDD

}

DL-InformationPerRL-PostTDD-LCR-r4 ::=
SEQUENCE {


primaryCCPCH-Info




PrimaryCCPCH-InfoPostTDD-LCR-r4,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-PostTDD-LCR-r4

}

DL-PDSCH-Information ::=


SEQUENCE {


-- dummy1 and dummy 2 are not used in this version of specification, it should


-- not be sent and if received it should be ignored.


dummy1







PDSCH-SHO-DCH-Info




OPTIONAL,


dummy2







PDSCH-CodeMapping




OPTIONAL

}

Dl-rate-matching-restriction ::=
SEQUENCE {


restrictedTrCH-InfoList



RestrictedTrCH-InfoList



OPTIONAL

}

DL-TPC-PowerOffsetPerRL ::=

SEQUENCE {



powerOffsetTPC-pdpdch



PowerOffsetTPC-pdpdch


OPTIONAL
}
-- NOTE: The radio links in the following list have a one-to-one mapping with the 

-- radio links in the message.

DL-TPC-PowerOffsetPerRL-List ::=
SEQUENCE (SIZE (1..maxRL)) OF











DL-TPC-PowerOffsetPerRL

DL-TS-ChannelisationCode ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

DL-TS-ChannelisationCode-VHCR ::=
ENUMERATED {











cc32-1, cc32-2, cc32-3, cc32-4,











cc132-5, cc32-6, cc32-7, cc32-8,











cc32-9, cc32-10, cc32-11, cc32-12,











cc32-13, cc32-14, cc32-15, cc32-16,











cc32-17, cc32-18, cc32-19, cc32-20,











cc32-21, cc32-22, cc32-23, cc32-24,











cc32-25, cc32-26, cc32-27, cc32-28,











cc32-29, cc32-30, cc32-31, cc32-32 }

DL-TS-ChannelisationCodesShort ::=
SEQUENCE {


codesRepresentation




CHOICE {



consecutive






SEQUENCE {




firstChannelisationCode



DL-TS-ChannelisationCode,




lastChannelisationCode



DL-TS-ChannelisationCode



},



bitmap







BIT STRING {













chCode16-SF16(0),













chCode15-SF16(1),













chCode14-SF16(2),













chCode13-SF16(3),













chCode12-SF16(4),













chCode11-SF16(5),













chCode10-SF16(6),













chCode9-SF16(7),













chCode8-SF16(8),













chCode7-SF16(9),













chCode6-SF16(10),













chCode5-SF16(11),













chCode4-SF16(12),













chCode3-SF16(13),













chCode2-SF16(14),













chCode1-SF16(15)













} 
(SIZE (16))


}

}

DL-TS-ChannelisationCodesShort-VHCR ::=
SEQUENCE {


codesRepresentation




CHOICE {



consecutive






SEQUENCE {




firstChannelisationCode



DL-TS-ChannelisationCode-VHCR,




lastChannelisationCode



DL-TS-ChannelisationCode-VHCR



},



bitmap







BIT STRING {













chCode32-SF32(0),













chCode31-SF32(1),













chCode30-SF32(2),













chCode29-SF32(3),













chCode28-SF32(4),













chCode27-SF32(5),













chCode26-SF32(6),













chCode25-SF32(7),













chCode24-SF32(8),













chCode23-SF32(9),













chCode22-SF32(10),













chCode21-SF32(11),













chCode20-SF32(12),













chCode19-SF32(13),













chCode18-SF32(14),













chCode17-SF32(15),













chCode16-SF32(16),













chCode15-SF32(17),













chCode14-SF32(18),













chCode13-SF32(19),













chCode12-SF32(20),













chCode11-SF32(21),













chCode10-SF32(22),













chCode9-SF32(23),













chCode8-SF32(24),













chCode7-SF32(25),













chCode6-SF32(26),













chCode5-SF32(27),













chCode4-SF32(28),













chCode3-SF32(29),













chCode2-SF32(30),













chCode1-SF32(31)













} 
(SIZE (32))


}

}

DownlinkAdditionalTimeslots ::=

SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber



},



newParameters





SEQUENCE {




individualTimeslotInfo



IndividualTimeslotInfo,




dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort



}


}

}

DownlinkAdditionalTimeslots-VHCR ::= SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber



},



newParameters





SEQUENCE {




individualTimeslotInfo



IndividualTimeslotInfo-VHCR,




dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort-VHCR



}


}

}

DownlinkAdditionalTimeslots-LCR-r4 ::=
SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber-LCR-r4



},



newParameters





SEQUENCE {




individualTimeslotInfo



IndividualTimeslotInfo-LCR-r4,




dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort



}


}

}

DownlinkTimeslotsCodes ::=

SEQUENCE {


firstIndividualTimeslotInfo


IndividualTimeslotInfo,


dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






INTEGER (1..maxTS-1),




timeslotList





SEQUENCE (SIZE (1..maxTS-1)) OF














DownlinkAdditionalTimeslots



}


}

}

DownlinkTimeslotsCodes-VHCR ::=

SEQUENCE {


firstIndividualTimeslotInfo


IndividualTimeslotInfo-VHCR,


dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






INTEGER (1..maxTS-1),




timeslotList





SEQUENCE (SIZE (1..maxTS-1)) OF














DownlinkAdditionalTimeslots-VHCR



}


}

}

DownlinkTimeslotsCodes-LCR-r4 ::=
SEQUENCE {


firstIndividualTimeslotInfo


IndividualTimeslotInfo-LCR-r4,


dl-TS-ChannelisationCodesShort

DL-TS-ChannelisationCodesShort,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






INTEGER (1..maxTS-LCR-1),




timeslotList





SEQUENCE (SIZE (1..maxTS-LCR-1)) OF














DownlinkAdditionalTimeslots-LCR-r4



}


}

}

DPC-Mode ::=





ENUMERATED {











singleTPC,











tpcTripletInSoft }


-- Actual value DPCCH-PowerOffset = IE value * 2

DPCCH-PowerOffset ::=



INTEGER (-82..-3)

-- Actual value DPCCH-PowerOffset2 = 2 + (IE value * 4)

DPCCH-PowerOffset2 ::=



INTEGER (-28..-13)

DPCH-CompressedModeInfo ::=


SEQUENCE {


tgp-SequenceList




TGP-SequenceList

}

DPCH-CompressedModeStatusInfo ::=
SEQUENCE {


tgps-Reconfiguration-CFN


TGPS-Reconfiguration-CFN,


tgp-SequenceShortList




SEQUENCE (SIZE (1..maxTGPS)) OF












TGP-SequenceShort

}

-- Actual value DPCH-FrameOffset = IE value * 256

DPCH-FrameOffset::=




INTEGER (0..149)

DSCH-Mapping ::=




SEQUENCE {


maxTFCI-Field2Value




MaxTFCI-Field2Value,


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

DSCH-MappingList ::=



SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











DSCH-Mapping

DSCH-RadioLinkIdentifier ::=

INTEGER (0..511)

DSCH-TransportChannelsInfo ::=

SEQUENCE (SIZE (1..maxTrCH)) OF











SEQUENCE {


dsch-transport-channel-identity


TransportChannelIdentity,


dsch-TFS







TransportFormatSet

}

DurationTimeInfo ::=



INTEGER (1..4096)

DynamicPersistenceLevel ::=


INTEGER (1..8)

DynamicPersistenceLevelList ::=

SEQUENCE (SIZE (1..maxPRACH)) OF











DynamicPersistenceLevel

DynamicPersistenceLevelTF-List ::= SEQUENCE (SIZE (1..maxTF-CPCH)) OF











DynamicPersistenceLevel

DynamicTFInformationCCCH ::=

SEQUENCE {


octetModeRLC-SizeInfoType2


OctetModeRLC-SizeInfoType2

}

E-AGCH-ChannelisationCode ::=

INTEGER (0..255)
E-AGCH-Information ::=



SEQUENCE {


e-AGCH-ChannelisationCode


E-AGCH-ChannelisationCode

}
E-AGCH-Information-r7 ::=



SEQUENCE {

modeSpecific





CHOICE {


fdd








SEQUENCE {


e-AGCH-ChannelisationCode


E-AGCH-ChannelisationCode


},


tdd








CHOICE {



tdd384







SEQUENCE {




long-Term-Grant-Indicator


BOOLEAN

OPTIONAL,




length-of-TTRI-field



INTEGER (1..12),




e-AGCH-Set-Config




E-AGCH-Set-Config,




e-AGCH-BLER-Target




Bler-Target



}



tdd768







NULL,



tdd128







NULL


}
}
E-AGCH-Set-Config
::=


SEQUENCE (SIZE (1..maxNumE-AGCH)) OF












E-AGCH-Individual

E-AGCH-Individual
::=


SEQUENCE {


tS-number





INTEGER (0..14),


channelis;ation-code


DL-TS-ChannelisationCode,


midambleShiftAndBurstType

MidambleShiftAndBurstType

}
E-DCH-MinimumSet-E-TFCI ::=


INTEGER (0..127)

E-DCH-ReconfigurationInfo ::=
SEQUENCE {


e-DCH-RL-InfoNewServingCell


E-DCH-RL-InfoNewServingCell



OPTIONAL,


e-DCH-RL-InfoOtherCellList


SEQUENCE (SIZE (1..maxEDCHRL)) OF












E-DCH-RL-InfoOtherCell



OPTIONAL
}

E-DCH-RL-InfoNewServingCell ::=

SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


e-AGCH-Information




E-AGCH-Information,


servingGrant





SEQUENCE {



value







INTEGER (0..38)





OPTIONAL,



primary-Secondary-GrantSelector

ENUMERATED { primary, secondary }


}
OPTIONAL,


e-DPCCH-DPCCH-PowerOffset


E-DPCCH-DPCCH-PowerOffset



OPTIONAL,


reference-E-TFCIs




E-DPDCH-Reference-E-TFCIList


OPTIONAL,


powerOffsetForSchedInfo



INTEGER (0..6)






OPTIONAL,


threeIndexStepThreshold



INTEGER (0..37)






OPTIONAL,


twoIndexStepThreshold



INTEGER (0..37)






OPTIONAL,

e-HICH-Information




E-HICH-Information

OPTIONAL,


e-RGCH-Info






CHOICE
{



e-RGCH-Information




E-RGCH-Information,



releaseIndicator




NULL


}
OPTIONAL

}

E-DCH-RL-InfoOtherCell ::=


SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


e-HICH-Info






CHOICE {



e-HICH-Information




E-HICH-Information,



releaseIndicator




NULL


}
OPTIONAL,


e-RGCH-Info






CHOICE {



e-RGCH-Information




E-RGCH-Information,



releaseIndicator




NULL


}
OPTIONAL

}

E-DPCCH-Info ::=




SEQUENCE {


e-DPCCH-DPCCH-PowerOffset


E-DPCCH-DPCCH-PowerOffset,


happyBit-DelayCondition



HappyBit-DelayCondition

}
E-DPCCH-DPCCH-PowerOffset ::=

INTEGER (0..8)
E-DPDCH-Info ::=




SEQUENCE {


e-TFCI-TableIndex




E-TFCI-TableIndex,


e-DCH-MinimumSet-E-TFCI



E-DCH-MinimumSet-E-TFCI



OPTIONAL,


reference-E-TFCIs




E-DPDCH-Reference-E-TFCIList,


maxChannelisationCodes



E-DPDCH-MaxChannelisationCodes,


pl-NonMax






E-DPDCH-PL-NonMax,


schedulingInfoConfiguration


E-DPDCH-SchedulingInfoConfiguration,


threeIndexStepThreshold



INTEGER (0..37)





OPTIONAL,


twoIndexStepThreshold



INTEGER (0..37)





OPTIONAL

}
E-DPDCH-PeriodicyOfSchedInfo ::=
ENUMERATED {











everyEDCHTTI, ms4, ms10, ms20, ms50, ms100, ms200, ms500,











ms1000 }

-- The actual value of E-DPDCH-PL-NonMax is: IE value * 0.04

E-DPDCH-PL-NonMax ::=



INTEGER (11..25)

E-DPDCH-Reference-E-TFCI ::=

SEQUENCE {


reference-E-TFCI




INTEGER (0..127),


reference-E-TFCI-PO




INTEGER (0..29)

}

E-DPDCH-Reference-E-TFCIList ::=
SEQUENCE (SIZE (1..8)) OF E-DPDCH-Reference-E-TFCI

E-DPDCH-SchedulingInfoConfiguration ::= SEQUENCE {


periodicityOfSchedInfo-NoGrant

E-DPDCH-PeriodicyOfSchedInfo

OPTIONAL,


periodicityOfSchedInfo-Grant

E-DPDCH-PeriodicyOfSchedInfo

OPTIONAL,


powerOffsetForSchedInfo



INTEGER (0..6)

}

E-DPDCH-SchedulingTransmConfiguration ::= SEQUENCE {


ms2-SchedTransmGrantHARQAlloc

BIT STRING (SIZE (8))



OPTIONAL,


servingGrant





SEQUENCE {



value







INTEGER (0..38),



primary-Secondary-GrantSelector

ENUMERATED { primary, secondary }


}

OPTIONAL

}
E-DPDCH-MaxChannelisationCodes ::=
ENUMERATED {










sf256, sf128, sf64, sf32, sf16, sf8, sf4, sf4x2, sf2x2, sf4x2-and-sf2x2 }

E-HICH-ChannelisationCode ::=

INTEGER (0..127)
E-HICH-Information ::=



SEQUENCE {


channelisationCode




E-HICH-ChannelisationCode,


signatureSequence




E-HICH-RGCH-SignatureSequence

}
E-HICH-Information-TDD384
::=

SEQUENCE {


n-E-HICH






INTEGER (4..44),


tS-Number






INTEGER (0..14),


channelisation-Code




DL-TS-ChannelisationCode,


burst-Type






ENUMERATED {Type1, Type2},


midamble-Allocation-Mode


ENUMERATED {Default, Common}

}
E-HICH-RGCH-SignatureSequence ::=
INTEGER (0..39)
E-PUCH-Info

::=




SEQUENCE {

e-TFCS-Info






E-TFCS-Info,

noSlotsForTFCIandTPC



INTEGER (1..12),


e-PUCH-ContantValue




INTEGER (-35..10),


e-PUCH-TS-ConfigurationList


SEQUENCE (SIZE (1..maxTS-2)) OF E-PUCH-TS-Slots,


e-PUCH-CodeHopping




BOOLEAN,


e-PUCH-TPC-Step-Size



INTEGER (1..3),


minimum-Allowed-Code-Rate


INTEGER (0..63),


maximum-Allowed-Code-Rate


INTEGER (0..63)

}

E-PUCH-TS-Slots
::=




SEQUENCE {

tS-Numnber






INTEGER (0..14),


midambleShiftAndBurstType


MidambleShiftAndBurstType

}

E-RGCH-CombinationIndex ::=


INTEGER (0..5)
E-RGCH-Information ::=



SEQUENCE {


signatureSequence




E-HICH-RGCH-SignatureSequence,


rg-CombinationIndex




E-RGCH-CombinationIndex

}
E-RUCCH-Info
::=




SEQUENCE {


e-RUCCH-ConstantValue



INTEGER (-35..10),


e-RUCCH-PersistenceScalingFactor
PersidstenceScalingFactor,


t-RUCCH







ENUMERATED(40, 80, 120, 160, 200, 240, 280, 320)






















OPTIONAL,


e-RUCCH-TS-Number




INTEGER (0..14)
OPTIONAL,


e-RUCCH-Midamble




ENUMERATED (Direct, Direcr/Inverted)
OPTIONAL,


spreadingFactor





CHOICE {



sF16







SEQUENCE {SIZE (1..8)) OF SF16Codes,



sF8








SEQUENCE (SIZE (1..8)) OF SF8Codes


}
E-TFCI-TableIndex ::=



INTEGER (0..1)
E-TFCS-Info


::=



SEQUENCE {


Reference-Beta-QPSK-List
::=

SEQUENCE (SIZE (1..8) OF Reference-Beta-QPSK,


Reference-Beta-16QAM-List
::=

SEQUENCE (SIZE (1..8) OF Reference-Beta-16QAM

}
EXT-UL-TimingAdvance ::=


SEQUENCE {


modeSpecificInfo



CHOICE {



tdd384






SEQUENCE {




ex-ul-TimingAdvance


INTEGER (0..255)



},



tdd768






SEQUENCE {




ex-ul-TimingAdvance


INTEGER (0..511)



}


}

}

FACH-PCH-Information ::=


SEQUENCE {


transportFormatSet




TransportFormatSet,


transportChannelIdentity


TransportChannelIdentity,


ctch-Indicator





BOOLEAN

}

FACH-PCH-InformationList ::=

SEQUENCE (SIZE (1..maxFACHPCH)) OF











FACH-PCH-Information

Feedback-cycle ::=




ENUMERATED {











fc0, fc2, fc4, fc8, fc10, fc20, fc40, fc80, fc160}

FPACH-Info-r4 ::=





SEQUENCE {


timeslot






TimeslotNumber-LCR-r4,


channelisationCode




TDD-FPACH-CCode16-r4,


midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,

    wi                                  Wi-LCR

}

FrequencyInfo ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








FrequencyInfoFDD,



tdd








FrequencyInfoTDD
}

}

FrequencyInfoFDD ::=



SEQUENCE {


uarfcn-UL






UARFCN



OPTIONAL,


uarfcn-DL






UARFCN

}

FrequencyInfoTDD ::=



SEQUENCE {


uarfcn-Nt






UARFCN

}

HappyBit-DelayCondition ::=


ENUMERATED { 











ms2, ms10, ms20, ms50, ms100, ms200, ms500, ms1000 }
HARQ-Preamble-Mode ::=



INTEGER (0..1)

HS-ChannelisationCode-LCR ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

HS-PDSCH-Midamble-Configuration-TDD128 ::=
SEQUENCE {


midambleAllocationMode



CHOICE{



defaultMidamble





NULL,



commonMidamble





NULL,



ueSpecificMidamble




INTEGER (0..15)

    },


-- Actual value midambleConfiguration = IE value * 2


midambleConfiguration



INTEGER (1..8)

}

HS-SCCH-Info ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




hS-SCCHChannelisationCodeInfo

SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-Codes,




dl-ScramblingCode




SecondaryScramblingCode

OPTIONAL



},



tdd








CHOICE {




tdd384







SEQUENCE {

                nack-ack-power-offset      

   INTEGER (-7..8), 

                hs-SICH-PowerControl-Info  

   HS-SICH-Power-Control-Info-TDD384,





hS-SCCH-SetConfiguration 

   SEQUENCE (SIZE (1..maxHSSCCHs)) OF







HS-SCCH-TDD384





},




tdd128







SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-TDD128



}


}

}

HS-SCCH-Info-r6 ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




hS-SCCHChannelisationCodeInfo

SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-Codes,




dl-ScramblingCode




SecondaryScramblingCode


OPTIONAL



},



tdd








CHOICE {




tdd384







SEQUENCE {





nack-ack-power-offset



INTEGER (-7..8), 





hs-SICH-PowerControl-Info


HS-SICH-Power-Control-Info-TDD384,





dhs-sync






DHS-Sync




OPTIONAL,




bler-target






Bler-Target,




hS-SCCH-SetConfiguration


SEQUENCE (SIZE (1..maxHSSCCHs)) OF















HS-SCCH-TDD384-r6





},




tdd128







SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-TDD128



}


}

}

HS-SCCH-Info-r7 ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




hS-SCCHChannelisationCodeInfo

SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-Codes,




dl-ScramblingCode




SecondaryScramblingCode


OPTIONAL



},



tdd








CHOICE {




tdd384







SEQUENCE {





nack-ack-power-offset



INTEGER (-7..8), 





hs-SICH-PowerControl-Info


HS-SICH-Power-Control-Info-TDD384,





dhs-sync






DHS-Sync




OPTIONAL,





hS-SCCH-SetConfiguration


SEQUENCE (SIZE (1..maxHSSCCHs)) OF















HS-SCCH-TDD384-r6





},




tdd768







SEQUENCE {





nack-ack-power-offset



INTEGER (-7..8), 





hs-SICH-PowerControl-Info


HS-SICH-Power-Control-Info-TDD768,





dhs-sync






DHS-Sync




OPTIONAL,




bler-target






Bler-Target,




hS-SCCH-SetConfiguration


SEQUENCE (SIZE (1..maxHSSCCHs)) OF















HS-SCCH-TDD768





},




tdd128







SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-TDD128



}


}

}

HS-SCCH-Codes ::=




INTEGER (0..127)

HS-SCCH-TDD128 ::=



SEQUENCE {


timeslotNumber





TimeslotNumber-LCR-r4,


firstChannelisationCode



HS-ChannelisationCode-LCR,


secondChannelisationCode


HS-ChannelisationCode-LCR,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



commonMidamble





NULL,



ueSpecificMidamble




INTEGER(0..15)


},


-- Actual value midambleConfiguration = IE value * 2


midambleConfiguration



INTEGER (1..8),


bler-target






Bler-Target,


hs-sich-configuration



HS-SICH-Configuration-TDD128

}

HS-SICH-Configuration-TDD128 ::=
SEQUENCE {


timeslotNumber





TimeslotNumber-LCR-r4,


channelisationCode




HS-ChannelisationCode-LCR,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



ueSpecificMidamble




SEQUENCE {




midambleShift





MidambleShiftLong



}


},


-- Actual value midambleConfiguration = IE value * 2


midambleConfiguration



INTEGER (1..8),


nack-ack-power-offset



INTEGER (-7..8),


power-level-HSSICH




INTEGER (-120..-58),


tpc-step-size





ENUMERATED { s1, s2, s3 , spare1}

}

HS-SCCH-TDD384 ::=



SEQUENCE {


timeslotNumber





TimeslotNumber,


channelisationCode




DL-TS-ChannelisationCode,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



commonMidamble





NULL,



ueSpecificMidamble




SEQUENCE {




midambleShift





MidambleShiftLong



}


},


midambleconfiguration



MidambleConfigurationBurstType1and3,


bler-target






Bler-Target,


hs-sich-configuration



HS-SICH-Configuration-TDD384

}

HS-SCCH-TDD384-r6 ::=



SEQUENCE {


timeslotNumber





TimeslotNumber,


channelisationCode




DL-TS-ChannelisationCode,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



commonMidamble





NULL,



ueSpecificMidamble




SEQUENCE {




midambleShift





MidambleShiftLong



}


},


midambleconfiguration



MidambleConfigurationBurstType1and3,

hs-sich-configuration



HS-SICH-Configuration-TDD384

}

HS-SCCH-TDD768 ::=



SEQUENCE {


timeslotNumber





TimeslotNumber,


channelisationCode




DL-TS-ChannelisationCode-VHCR,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



commonMidamble





NULL,



ueSpecificMidamble




SEQUENCE {




midambleShift





MidambleShiftLong



}


},


midambleconfiguration



MidambleConfigurationBurstType1and3,


hs-sich-configuration



HS-SICH-Configuration-TDD768

}

HS-SICH-Configuration-TDD384 ::=
SEQUENCE {


timeslotNumber





TimeslotNumber,


channelisationCode




DL-TS-ChannelisationCode,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



ueSpecificMidamble




SEQUENCE {




midambleShift





MidambleShiftLong



}


},


midambleconfiguration



MidambleConfigurationBurstType1and3
}

HS-SICH-Configuration-TDD768 ::=
SEQUENCE {


timeslotNumber





TimeslotNumber,


channelisationCode




DL-TS-ChannelisationCode-VHCR,


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



ueSpecificMidamble




SEQUENCE {




midambleShift





MidambleShiftLong



}


},


midambleconfiguration



MidambleConfigurationBurstType1and3
}

HS-SICH-Power-Control-Info-TDD384 ::= SEQUENCE {


-- Actual value ul-target-SIR = IE value * 0.5


ul-target-SIR





INTEGER (-22..40),

    hs-sich-ConstantValue


    ConstantValue

}

HS-SICH-Power-Control-Info-TDD768 ::= SEQUENCE {


-- Actual value ul-target-SIR = IE value * 0.5


ul-target-SIR





INTEGER (-22..40),


hs-sich-ConstantValue



ConstantValue

}

IndividualTimeslotInfo ::=


SEQUENCE {


timeslotNumber





TimeslotNumber,


tfci-Existence





BOOLEAN,


midambleShiftAndBurstType


MidambleShiftAndBurstType

}

IndividualTimeslotInfo-VHCR ::=


SEQUENCE {


timeslotNumber





TimeslotNumber,


tfci-Existence





BOOLEAN,


midambleShiftAndBurstType-VHCR

MidambleShiftAndBurstType-VHCR

}

IndividualTimeslotInfo-LCR-r4 ::=
SEQUENCE {


timeslotNumber





TimeslotNumber-LCR-r4,


tfci-Existence





BOOLEAN,


midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,


modulation






ENUMERATED { mod-QPSK, mod-8PSK },


ss-TPC-Symbols





ENUMERATED { zero, one, sixteenOverSF },


additionalSS-TPC-Symbols


INTEGER(1..15)

OPTIONAL

}

IndividualTimeslotInfo-LCR-r4-ext ::=

SEQUENCE {

-- timeslotNumber and tfci-Existence is taken from IndividualTimeslotInfo.

-- midambleShiftAndBurstType in IndividualTimeslotInfo shall be ignored.


midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,


modulation






ENUMERATED { mod-QPSK, mod-8PSK },


ss-TPC-Symbols





ENUMERATED { zero, one, sixteenOverSF }

}

IndividualTS-Interference ::=

SEQUENCE {


timeslot






TimeslotNumber,


ul-TimeslotInterference



TDD-UL-Interference

}

IndividualTS-InterferenceList ::=
SEQUENCE (SIZE (1..maxTS)) OF











IndividualTS-Interference

ITP ::=







ENUMERATED {











mode0, mode1 }

NidentifyAbort ::=
INTEGER (1..128)

MaxAllowedUL-TX-Power ::=


INTEGER (-50..33)

MaxAvailablePCPCH-Number ::=

INTEGER (1..64)

MaxPowerIncrease-r4 ::=



INTEGER (0..3)

MaxTFCI-Field2Value ::=



INTEGER (1..1023)

Measurement-Feedback-Info ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




measurementPowerOffset


MeasurementPowerOffset,




feedback-cycle




Feedback-cycle,




cqi-RepetitionFactor


CQI-RepetitionFactor,




deltaCQI





DeltaCQI



},



tdd







NULL


}

}

MidambleConfigurationBurstType1and3 ::= ENUMERATED {ms4, ms8, ms16}

MidambleConfigurationBurstType2 ::=

ENUMERATED {ms3, ms6}

MidambleConfigurationBurstType2-VHCR ::=

ENUMERATED {ms4, ms8}

MidambleShiftAndBurstType ::=

SEQUENCE {


burstType






CHOICE {




type1







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



},



type2







SEQUENCE {




midambleConfigurationBurstType2

MidambleConfigurationBurstType2,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftShort





}




}



},



type3







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



}


}

}

MidambleShiftAndBurstType-VHCR ::=
SEQUENCE {


burstType






CHOICE {



type1







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



},



type2







SEQUENCE {




midambleConfigurationBurstType2

MidambleConfigurationBurstType2-VHCR,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftShort-VHCR





}




}



},



type3







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



}


}

}

MidambleShiftAndBurstType-DL ::=

SEQUENCE {


burstType






CHOICE {




type1







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



},



type2







SEQUENCE {




midambleConfigurationBurstType2

MidambleConfigurationBurstType2,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftShort





}




}



}


}

}

MidambleShiftAndBurstType-DL-VHCR ::= SEQUENCE {


burstType






CHOICE {




type1







SEQUENCE {




midambleConfigurationBurstType1and3
MidambleConfigurationBurstType1and3,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftLong





}




}



},



type2







SEQUENCE {




midambleConfigurationBurstType2

MidambleConfigurationBurstType2-VHCR,




midambleAllocationMode



CHOICE {





defaultMidamble





NULL,





commonMidamble





NULL,





ueSpecificMidamble




SEQUENCE {






midambleShift





MidambleShiftShort-VHCR





}




}



}


}

}

MidambleShiftAndBurstType-LCR-r4 ::=
SEQUENCE {


midambleAllocationMode



CHOICE {



defaultMidamble





NULL,



commonMidamble





NULL,


ueSpecificMidamble




SEQUENCE {




midambleShift





INTEGER (0..15)



}


},


-- Actual value midambleConfiguration = IE value * 2


midambleConfiguration



INTEGER (1..8)

}

MidambleShiftLong ::=



INTEGER (0..15)

MidambleShiftShort ::=



INTEGER (0..5)

MidambleShiftShort-VHCR ::=


INTEGER (0..7)

MinimumSpreadingFactor ::=


ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

MultiCodeInfo ::=




INTEGER (1..16)

N-EOT ::=






INTEGER (0..7)

N-GAP ::=






ENUMERATED {











f2, f4, f8 }

N-PCH ::=






INTEGER (1..8)

N-StartMessage ::=




INTEGER (1..8)

NB01 ::=






INTEGER (0..50)

NF-Max ::=






INTEGER (1..64)

NumberOfDPDCH ::=




INTEGER (1..maxDPDCH-UL)

NumberOfFBI-Bits ::=



INTEGER (1..2)

OpenLoopPowerControl-TDD ::=

SEQUENCE {


primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power,


-- alpha, prach-ConstantValue, dpch-ConstantValue and pusch-ConstantValue

-- shall be ignored in 1.28Mcps TDD mode.


alpha







Alpha





OPTIONAL,


prach-ConstantValue




ConstantValueTdd,


dpch-ConstantValue




ConstantValueTdd,


pusch-ConstantValue




ConstantValueTdd


OPTIONAL

}

OpenLoopPowerControl-IPDL-TDD-r4 ::=
SEQUENCE {


ipdl-alpha






Alpha,


maxPowerIncrease




MaxPowerIncrease-r4

}

PagingIndicatorLength ::=


ENUMERATED {











pi4, pi8, pi16 }

PC-Preamble ::=





INTEGER (0..7)

PCP-Length ::=





ENUMERATED {











as0, as8 }

PCPCH-ChannelInfo ::=



SEQUENCE {


pcpch-UL-ScramblingCode



INTEGER (0..79),


pcpch-DL-ChannelisationCode


INTEGER (0..511),


pcpch-DL-ScramblingCode



SecondaryScramblingCode



OPTIONAL,


pcp-Length






PCP-Length,


ucsm-Info






UCSM-Info






OPTIONAL

}

PCPCH-ChannelInfoList ::=


SEQUENCE (SIZE (1..maxPCPCHs)) OF











PCPCH-ChannelInfo

PCPICH-UsageForChannelEst ::=

ENUMERATED {











mayBeUsed,











shallNotBeUsed }

PDSCH-CapacityAllocationInfo ::=
SEQUENCE {


-- pdsch-PowerControlInfo is conditional on new-configuration branch below, if this


-- selected the IE is OPTIONAL otherwise it should not be sent


pdsch-PowerControlInfo



PDSCH-PowerControlInfo



OPTIONAL,


pdsch-AllocationPeriodInfo


AllocationPeriodInfo,


configuration





CHOICE {



old-Configuration




SEQUENCE {




tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,




pdsch-Identity





PDSCH-Identity



},



new-Configuration




SEQUENCE {




pdsch-Info






PDSCH-Info,




pdsch-Identity





PDSCH-Identity



OPTIONAL



}


}

}

PDSCH-CapacityAllocationInfo-r4 ::=
SEQUENCE {


pdsch-AllocationPeriodInfo


AllocationPeriodInfo,


configuration





CHOICE {



old-Configuration




SEQUENCE {




tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,




pdsch-Identity





PDSCH-Identity



},



new-Configuration




SEQUENCE {




pdsch-Info






PDSCH-Info-r4,




pdsch-Identity





PDSCH-Identity



OPTIONAL,




pdsch-PowerControlInfo



PDSCH-PowerControlInfo

OPTIONAL



}


}

}

PDSCH-CapacityAllocationInfo-r7 ::=
SEQUENCE {


pdsch-AllocationPeriodInfo


AllocationPeriodInfo,


configuration





CHOICE {



old-Configuration




SEQUENCE {




tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,




pdsch-Identity





PDSCH-Identity



},



new-Configuration




SEQUENCE {




pdsch-Info






PDSCH-Info-r7,




pdsch-Identity





PDSCH-Identity



OPTIONAL,




pdsch-PowerControlInfo



PDSCH-PowerControlInfo

OPTIONAL



}


}

}

PDSCH-CodeInfo ::=




SEQUENCE {


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

PDSCH-CodeInfoList ::=



SEQUENCE (SIZE (1..maxTFCI-2-Combs)) OF











PDSCH-CodeInfo

PDSCH-CodeMap ::=




SEQUENCE {


spreadingFactor





SF-PDSCH,


multiCodeInfo





MultiCodeInfo,


codeNumberStart





CodeNumberDSCH,


codeNumberStop





CodeNumberDSCH

}

PDSCH-CodeMapList ::=



SEQUENCE (SIZE (1..maxPDSCH-TFCIgroups)) OF











PDSCH-CodeMap

PDSCH-CodeMapping ::=



SEQUENCE {


dl-ScramblingCode




SecondaryScramblingCode



OPTIONAL,


signallingMethod




CHOICE {



codeRange






CodeRange,



tfci-Range






DSCH-MappingList,



explicit-config





PDSCH-CodeInfoList,



replace







ReplacedPDSCH-CodeInfoList


}

}


PDSCH-Identity ::=




INTEGER (1..hiPDSCHidentities)

PDSCH-Info ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pdsch-TimeslotsCodes



DownlinkTimeslotsCodes



OPTIONAL

}

PDSCH-Info-r4 ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




pdsch-TimeslotsCodes



DownlinkTimeslotsCodes

OPTIONAL



},



tdd128







SEQUENCE {




pdsch-TimeslotsCodes



DownlinkTimeslotsCodes-LCR-r4
OPTIONAL



}


}

}

PDSCH-Info-r7 ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




pdsch-TimeslotsCodes



DownlinkTimeslotsCodes

OPTIONAL



},



tdd768







SEQUENCE {




pdsch-TimeslotsCodes



DownlinkTimeslotsCodes-VHCR

OPTIONAL



},



tdd128







SEQUENCE {




pdsch-TimeslotsCodes



DownlinkTimeslotsCodes-LCR-r4
OPTIONAL



}


}

}

PDSCH-Info-LCR-r4 ::=



SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pdsch-TimeslotsCodes



DownlinkTimeslotsCodes-LCR-r4

OPTIONAL

}

PDSCH-PowerControlInfo ::=


SEQUENCE {


tpc-StepSizeTDD





TPC-StepSizeTDD





OPTIONAL,


ul-CCTrChTPCList




UL-CCTrChTPCList




OPTIONAL

}

PDSCH-SHO-DCH-Info ::=



SEQUENCE {


dsch-RadioLinkIdentifier


DSCH-RadioLinkIdentifier,


rl-IdentifierList




RL-IdentifierList




OPTIONAL

}

PDSCH-SysInfo ::=




SEQUENCE {


pdsch-Identity





PDSCH-Identity,


pdsch-Info






PDSCH-Info,


dsch-TFS






TransportFormatSet




OPTIONAL,


dsch-TFCS






TFCS







OPTIONAL

}

PDSCH-SysInfo-r7 ::=



SEQUENCE {


pdsch-Identity





PDSCH-Identity,


pdsch-Info






PDSCH-Info-r7,


dsch-TransportChannelsInfo


DSCH-TransportChannelsInfo


OPTIONAL,


dsch-TFCS






TFCS







OPTIONAL

}

PDSCH-SysInfo-HCR-r5 ::=




SEQUENCE {


pdsch-Identity





PDSCH-Identity,


pdsch-Info






PDSCH-Info,


dsch-TransportChannelsInfo


DSCH-TransportChannelsInfo


OPTIONAL,


dsch-TFCS






TFCS







OPTIONAL

}

PDSCH-SysInfo-LCR-r4 ::=


SEQUENCE {


pdsch-Identity





PDSCH-Identity,


pdsch-Info






PDSCH-Info-LCR-r4,


dsch-TFS






TransportFormatSet




OPTIONAL,


dsch-TFCS






TFCS







OPTIONAL

}

PDSCH-SysInfoList ::=



SEQUENCE (SIZE (1..maxPDSCH)) OF











PDSCH-SysInfo

PDSCH-SysInfoList-r7 ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF PDSCH-SysInfo-r7

PDSCH-SysInfoList-HCR-r5 ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF PDSCH-SysInfo-HCR-r5

PDSCH-SysInfoList-LCR-r4 ::=

SEQUENCE (SIZE (1..maxPDSCH)) OF











PDSCH-SysInfo-LCR-r4

PDSCH-SysInfoList-SFN ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF











SEQUENCE {


pdsch-SysInfo






PDSCH-SysInfo,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PDSCH-SysInfoList-SFN-HCR-r5 ::=


SEQUENCE (SIZE (1..maxPDSCH)) OF











SEQUENCE {


pdsch-SysInfo






PDSCH-SysInfo-HCR-r5,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PDSCH-SysInfoList-SFN-LCR-r4 ::=
SEQUENCE (SIZE (1..maxPDSCH)) OF











SEQUENCE {


pdsch-SysInfo






PDSCH-SysInfo-LCR-r4,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PersistenceScalingFactor ::=

ENUMERATED {











psf0-9, psf0-8, psf0-7, psf0-6,











psf0-5, psf0-4, psf0-3, psf0-2 }

PersistenceScalingFactorList ::=
SEQUENCE (SIZE (1..maxASCpersist)) OF











PersistenceScalingFactor

PI-CountPerFrame ::=



ENUMERATED {











e18, e36, e72, e144 }

PichChannelisationCodeList-LCR-r4 ::=
SEQUENCE (SIZE (1..2)) OF












DL-TS-ChannelisationCode

PICH-Info ::=





CHOICE {


fdd








SEQUENCE {



channelisationCode256



ChannelisationCode256,



pi-CountPerFrame




PI-CountPerFrame,



sttd-Indicator





BOOLEAN


},


tdd








SEQUENCE {



channelisationCode




TDD-PICH-CCode




OPTIONAL,



timeslot






TimeslotNumber




OPTIONAL,



midambleShiftAndBurstType


MidambleShiftAndBurstType,



repetitionPeriodLengthOffset

RepPerLengthOffset-PICH


OPTIONAL,



pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi4,



n-GAP







N-GAP






DEFAULT f4,



n-PCH







N-PCH






DEFAULT 2


}


}

PICH-Info-r7 ::=




CHOICE {


fdd








SEQUENCE {



channelisationCode256



ChannelisationCode256,



pi-CountPerFrame




PI-CountPerFrame,



sttd-Indicator





BOOLEAN


},


tdd384








SEQUENCE {



channelisationCode




TDD-PICH-CCode




OPTIONAL,



timeslot






TimeslotNumber




OPTIONAL,



midambleShiftAndBurstType


MidambleShiftAndBurstType,



repetitionPeriodLengthOffset

RepPerLengthOffset-PICH


OPTIONAL,



pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi4,



n-GAP







N-GAP






DEFAULT f4,



n-PCH







N-PCH






DEFAULT 2


},


tdd768








SEQUENCE {



channelisationCode




TDD768-PICH-CCode



OPTIONAL,



timeslot






TimeslotNumber




OPTIONAL,



midambleShiftAndBurstType


MidambleShiftAndBurstType,



repetitionPeriodLengthOffset

RepPerLengthOffset-PICH


OPTIONAL,



pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi4,



n-GAP







N-GAP






DEFAULT f4,



n-PCH







N-PCH






DEFAULT 2


}

}

PICH-Info-LCR-r4 ::=



SEQUENCE {


timeslot






TimeslotNumber-LCR-r4



OPTIONAL,


pichChannelisationCodeList-LCR-r4
PichChannelisationCodeList-LCR-r4,

midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,


repetitionPeriodLengthOffset

RepPerLengthOffset-PICH



OPTIONAL,


pagingIndicatorLength



PagingIndicatorLength


DEFAULT pi4,


n-GAP







N-GAP






DEFAULT f4,


n-PCH







N-PCH






DEFAULT 2

}

PICH-PowerOffset ::=



INTEGER (-10..5)

PilotBits128 ::=




ENUMERATED {











pb4, pb8 }

PilotBits256 ::=




ENUMERATED {











pb2, pb4, pb8 }


-- Actual measurement power offset value = IE value * 0.5

MeasurementPowerOffset ::=


INTEGER (-12..26)

PLCCH-Info

::=




SEQUENCE {


plcchSequenceNumber



INTEGER(1..17),


timeslotNumber




TimeslotNumber-LCR-r4,


channelisationCode



DL-TS-ChannelisationCode,


tpcCommandTargetRate


TPC-CommandTargetRate

}

PositionFixedOrFlexible ::=


ENUMERATED {











fixed,











flexible }

PowerControlAlgorithm ::=


CHOICE {


algorithm1






TPC-StepSizeFDD,


algorithm2






NULL

}

PowerOffsetPilot-pdpdch ::=


INTEGER (0..24)
PowerOffsetTPC-pdpdch ::=


INTEGER (0..24)
PowerRampStep ::=




INTEGER (1..8)

PRACH-ChanCodes-LCR-r4 ::=


SEQUENCE (SIZE (1..4)) OF











TDD-PRACH-CCode-LCR-r4

PRACH-Definition-LCR-r4 ::=


SEQUENCE {


timeslot






TimeslotNumber-PRACH-LCR-r4,


prach-ChanCodes-LCR




PRACH-ChanCodes-LCR-r4,


midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4,


fpach-Info






FPACH-Info-r4

}

PRACH-Midamble ::=




ENUMERATED {











direct,











direct-Inverted }

PRACH-Partitioning ::=



CHOICE {


fdd








SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-FDD are listed, 


-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.












ASCSetting-FDD,


tdd








SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-TDD are listed, 


-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.












ASCSetting-TDD

}


PRACH-Partitioning-r7 ::=


CHOICE {


fdd








SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-FDD are listed,


-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.












ASCSetting-FDD,


tdd








SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-TDD are listed,


-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.












ASCSetting-TDD-r7

}

PRACH-Partitioning-LCR-r4 ::=

SEQUENCE (SIZE (1..maxASC)) OF


-- TABULAR: If only "NumASC+1" (with, NumASC+1 < maxASC) ASCSetting-TDD-LCR-r4 are listed, 


-- the remaining (NumASC+2 through maxASC) ASCs are unspecified.












ASCSetting-TDD-LCR-r4

PRACH-PowerOffset ::=



SEQUENCE {


powerRampStep





PowerRampStep,


preambleRetransMax




PreambleRetransMax

}

PRACH-RACH-Info ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




availableSignatures




AvailableSignatures,




availableSF






SF-PRACH,




preambleScramblingCodeWordNumber
PreambleScramblingCodeWordNumber,




puncturingLimit





PuncturingLimit,




availableSubChannelNumbers


AvailableSubChannelNumbers



},



tdd








SEQUENCE {




timeslot






TimeslotNumber,




channelisationCodeList



TDD-PRACH-CCodeList,




prach-Midamble





PRACH-Midamble



}


}

}

PRACH-RACH-Info-r7 ::=



SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




availableSignatures




AvailableSignatures,




availableSF






SF-PRACH,




preambleScramblingCodeWordNumber
PreambleScramblingCodeWordNumber,




puncturingLimit





PuncturingLimit,




availableSubChannelNumbers


AvailableSubChannelNumbers



},



tdd384








SEQUENCE {




timeslot






TimeslotNumber,




channelisationCodeList



TDD-PRACH-CCodeList,




prach-Midamble





PRACH-Midamble



},



tdd768








SEQUENCE {




timeslot






TimeslotNumber,




channelisationCodeList



TDD768-PRACH-CCodeList,




prach-Midamble





PRACH-Midamble



}


}

}

PRACH-RACH-Info-LCR-r4 ::=


SEQUENCE {


sync-UL-Info





SYNC-UL-Info-r4,


prach-DefinitionList



SEQUENCE (SIZE (1..maxPRACH-FPACH)) OF












PRACH-Definition-LCR-r4

}

PRACH-SystemInformation ::=


SEQUENCE {


prach-RACH-Info





PRACH-RACH-Info,


transportChannelIdentity


TransportChannelIdentity,


rach-TransportFormatSet



TransportFormatSet




OPTIONAL,


rach-TFCS






TFCS







OPTIONAL,


prach-Partitioning




PRACH-Partitioning




OPTIONAL,


persistenceScalingFactorList

PersistenceScalingFactorList

OPTIONAL,


ac-To-ASC-MappingTable



AC-To-ASC-MappingTable



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




constantValue





ConstantValue



OPTIONAL,




prach-PowerOffset




PRACH-PowerOffset


OPTIONAL,




rach-TransmissionParameters


RACH-TransmissionParameters
OPTIONAL,




aich-Info






AICH-Info




OPTIONAL



},



tdd








NULL


}


}

PRACH-SystemInformation-r7 ::=

SEQUENCE {


prach-RACH-Info





PRACH-RACH-Info-r7,


transportChannelIdentity


TransportChannelIdentity,


rach-TransportFormatSet



TransportFormatSet




OPTIONAL,


rach-TFCS






TFCS







OPTIONAL,


prach-Partitioning




PRACH-Partitioning-r7



OPTIONAL,


persistenceScalingFactorList

PersistenceScalingFactorList

OPTIONAL,


ac-To-ASC-MappingTable



AC-To-ASC-MappingTable



OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-TX-Power



PrimaryCPICH-TX-Power

OPTIONAL,




constantValue





ConstantValue



OPTIONAL,




prach-PowerOffset




PRACH-PowerOffset


OPTIONAL,




rach-TransmissionParameters


RACH-TransmissionParameters
OPTIONAL,




aich-Info






AICH-Info




OPTIONAL



},



tdd








NULL


}

}

PRACH-SystemInformation-LCR-r4 ::=
SEQUENCE {


prach-RACH-Info-LCR




PRACH-RACH-Info-LCR-r4,


rach-TransportFormatSet-LCR


TransportFormatSet-LCR


OPTIONAL,


prach-Partitioning-LCR



PRACH-Partitioning-LCR-r4

OPTIONAL

}

PRACH-SystemInformationList ::=

SEQUENCE (SIZE (1..maxPRACH)) OF











PRACH-SystemInformation

PRACH-SystemInformationList-r7 ::=
SEQUENCE (SIZE (1..maxPRACH)) OF











PRACH-SystemInformation-r7

PRACH-SystemInformationList-LCR-r4 ::=
SEQUENCE (SIZE (1..maxPRACH)) OF












PRACH-SystemInformation-LCR-r4

PreambleRetransMax ::=



INTEGER (1..64)

PreambleScramblingCodeWordNumber ::=
INTEGER (0..15)

PreDefPhyChConfiguration ::=

SEQUENCE {


ul-DPCH-InfoPredef




UL-DPCH-InfoPredef,


dl-CommonInformationPredef


DL-CommonInformationPredef
OPTIONAL

}

PrimaryCCPCH-Info ::=



CHOICE {


fdd








SEQUENCE {



tx-DiversityIndicator



BOOLEAN


},


tdd








SEQUENCE {



-- syncCase should be ignored for 1.28Mcps TDD mode



syncCase 






CHOICE {




syncCase1






SEQUENCE {





timeslot






TimeslotNumber









},




syncCase2






SEQUENCE {





timeslotSync2





TimeslotSync2




}



}
















OPTIONAL,



cellParametersID




CellParametersID



OPTIONAL,



sctd-Indicator





BOOLEAN


}

}

PrimaryCCPCH-Info-r4 ::=


CHOICE {


fdd








SEQUENCE {



tx-DiversityIndicator



BOOLEAN


},


tdd








SEQUENCE {



tddOption






CHOICE {




tdd384







SEQUENCE {





syncCase 






CHOICE {






syncCase1






SEQUENCE {







timeslot






TimeslotNumber






},






syncCase2






SEQUENCE {







timeslotSync2





TimeslotSync2






}





}














OPTIONAL




},




tdd128







SEQUENCE {





tstd-Indicator





BOOLEAN




}



},



cellParametersID




CellParametersID



OPTIONAL,



sctd-Indicator





BOOLEAN


}

}

PrimaryCCPCH-Info-r7 ::=


CHOICE {


fdd








SEQUENCE {



tx-DiversityIndicator



BOOLEAN


},


tdd








SEQUENCE {



tddOption






CHOICE {




tdd384







SEQUENCE {





syncCase 






CHOICE {






syncCase1






SEQUENCE {







timeslot






TimeslotNumber






},






syncCase2






SEQUENCE {







timeslotSync2





TimeslotSync2






}





}














OPTIONAL




},




tdd768 





SEQUENCE {





syncCase 





CHOICE {






syncCase1





SEQUENCE {







timeslot





TimeslotNumber






},






syncCase2






SEQUENCE {







timeslotSync2





TimeslotSync2






}





}














OPTIONAL




},




tdd128







SEQUENCE {





tstd-Indicator





BOOLEAN




}



},



cellParametersID




CellParametersID



OPTIONAL,



sctd-Indicator





BOOLEAN


}

}

PrimaryCCPCH-Info-LCR-r4 ::=

SEQUENCE {


tstd-Indicator





BOOLEAN,


cellParametersID




CellParametersID



OPTIONAL,


sctd-Indicator





BOOLEAN

}

-- For 1.28Mcps TDD, the following IE includes elements for the PCCPCH Info additional to those

-- in PrimaryCCPCH-Info

PrimaryCCPCH-Info-LCR-r4-ext ::=
SEQUENCE {


tstd-Indicator





BOOLEAN

}

PrimaryCCPCH-InfoPost ::=


SEQUENCE {


syncCase 






CHOICE {



syncCase1






SEQUENCE {




timeslot






TimeslotNumber








},



syncCase2






SEQUENCE {




timeslotSync2





TimeslotSync2



}


},


cellParametersID




CellParametersID,


sctd-Indicator





BOOLEAN

}

PrimaryCCPCH-InfoPostTDD-LCR-r4 ::=
SEQUENCE {


tstd-Indicator





BOOLEAN,


cellParametersID




CellParametersID,


sctd-Indicator





BOOLEAN

}

PrimaryCCPCH-TX-Power ::=


INTEGER (6..43)

PrimaryCPICH-Info ::=



SEQUENCE {


primaryScramblingCode



PrimaryScramblingCode

}

PrimaryCPICH-TX-Power ::=


INTEGER (-10..50)

PrimaryScramblingCode ::=


INTEGER (0..511)

PuncturingLimit ::=




ENUMERATED {











pl0-40, pl0-44, pl0-48, pl0-52, pl0-56,











pl0-60, pl0-64, pl0-68, pl0-72, pl0-76,











pl0-80, pl0-84, pl0-88, pl0-92, pl0-96, pl1 }

PUSCH-CapacityAllocationInfo ::=
SEQUENCE {


pusch-Allocation




CHOICE {



pusch-AllocationPending



NULL,



pusch-AllocationAssignment


SEQUENCE {




pusch-AllocationPeriodInfo


AllocationPeriodInfo,




pusch-PowerControlInfo



UL-TargetSIR



OPTIONAL,




configuration





CHOICE {





old-Configuration




SEQUENCE {






tfcs-ID







TFCS-IdentityPlain


DEFAULT 1,






pusch-Identity





PUSCH-Identity





},





new-Configuration




SEQUENCE {






pusch-Info






PUSCH-Info,






pusch-Identity





PUSCH-Identity

OPTIONAL





}




}



}


}

}

PUSCH-CapacityAllocationInfo-r4 ::=
SEQUENCE {


pusch-Allocation




CHOICE {



pusch-AllocationPending



NULL,



pusch-AllocationAssignment


SEQUENCE {




pusch-AllocationPeriodInfo


AllocationPeriodInfo,




pusch-PowerControlInfo



PUSCH-PowerControlInfo-r4
OPTIONAL,




configuration





CHOICE {





old-Configuration




SEQUENCE {






tfcs-ID







TFCS-IdentityPlain


DEFAULT 1,





pusch-Identity





PUSCH-Identity





},





new-Configuration




SEQUENCE {






pusch-Info






PUSCH-Info-r4,






pusch-Identity





PUSCH-Identity

OPTIONAL





}




}



}


}

}

PUSCH-CapacityAllocationInfo-r7 ::=
SEQUENCE {


pusch-Allocation




CHOICE {



pusch-AllocationPending



NULL,



pusch-AllocationAssignment


SEQUENCE {




pusch-AllocationPeriodInfo


AllocationPeriodInfo,




pusch-PowerControlInfo



PUSCH-PowerControlInfo-r7
OPTIONAL,




configuration





CHOICE {





old-Configuration




SEQUENCE {






tfcs-ID







TFCS-IdentityPlain


DEFAULT 1,






pusch-Identity





PUSCH-Identity





},





new-Configuration




SEQUENCE {






pusch-Info






PUSCH-Info-VHCR,






pusch-Identity





PUSCH-Identity

OPTIONAL





}




}



}


}

}

PUSCH-Identity ::=




INTEGER (1..hiPUSCHidentities)

PUSCH-Info ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pusch-TimeslotsCodes



UplinkTimeslotsCodes



OPTIONAL

}

PUSCH-Info-r4 ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




pusch-TimeslotsCodes



UplinkTimeslotsCodes

OPTIONAL



},



tdd128







SEQUENCE {




pusch-TimeslotsCodes



UplinkTimeslotsCodes-LCR-r4
OPTIONAL



}


}

}

PUSCH-Info-VHCR ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pusch-TimeslotsCodes-VHCR


UplinkTimeslotsCodes-VHCR


OPTIONAL

}

PUSCH-Info-LCR-r4 ::=



SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


pusch-TimeslotsCodes



UplinkTimeslotsCodes-LCR-r4


OPTIONAL

}

PUSCH-PowerControlInfo-r4 ::=

SEQUENCE {


-- The IE ul-TargetSIR corresponds to PRX-PUSCHdes for 1.28Mcps TDD


-- Actual value PRX-PUSCHdes = (value of IE "ul-TargetSIR" – 120)


ul-TargetSIR





UL-TargetSIR,


tddOption






CHOICE {



tdd384







NULL,



tdd128







SEQUENCE {




tpc-StepSize





TPC-StepSizeTDD



OPTIONAL



}


}

}

PUSCH-PowerControlInfo-r7 ::=

SEQUENCE {


-- The IE ul-TargetSIR corresponds to PRX-PUSCHdes for 1.28Mcps TDD


-- Actual value PRX-PUSCHdes = (value of IE "ul-TargetSIR" – 120)


ul-TargetSIR





UL-TargetSIR,


tddOption






CHOICE {



tdd384







NULL,



tdd768







NULL,



tdd128







SEQUENCE {




tpc-StepSize





TPC-StepSizeTDD



OPTIONAL



}


}

}

PUSCH-SysInfo ::=




SEQUENCE {


pusch-Identity





PUSCH-Identity,


pusch-Info






PUSCH-Info,


usch-TFS






TransportFormatSet




OPTIONAL,


usch-TFCS






TFCS







OPTIONAL

}

PUSCH-SysInfo-VHCR ::=




SEQUENCE {


pusch-Identity





PUSCH-Identity,


pusch-Info-VHCR





PUSCH-Info-VHCR,


usch-TransportChannelsInfo


USCH-TransportChannelsInfo


OPTIONAL,


usch-TFCS






TFCS







OPTIONAL

}

PUSCH-SysInfo-HCR-r5 ::=




SEQUENCE {


pusch-Identity





PUSCH-Identity,


pusch-Info






PUSCH-Info,


usch-TransportChannelsInfo


USCH-TransportChannelsInfo


OPTIONAL,


usch-TFCS






TFCS







OPTIONAL

}

PUSCH-SysInfo-LCR-r4 ::=


SEQUENCE {


pusch-Identity





PUSCH-Identity,


pusch-Info






PUSCH-Info-LCR-r4,


usch-TFS






TransportFormatSet




OPTIONAL,


usch-TFCS






TFCS







OPTIONAL

}

PUSCH-SysInfoList ::=



SEQUENCE (SIZE (1..maxPUSCH)) OF











PUSCH-SysInfo

PUSCH-SysInfoList-HCR-r5 ::=


SEQUENCE (SIZE (1..maxPUSCH)) OF PUSCH-SysInfo-HCR-r5

PUSCH-SysInfoList-LCR-r4 ::=

SEQUENCE (SIZE (1..maxPUSCH)) OF











PUSCH-SysInfo-LCR-r4

PUSCH-SysInfoList-SFN ::=


SEQUENCE (SIZE (1..maxPUSCH)) OF











SEQUENCE {


pusch-SysInfo






PUSCH-SysInfo,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PUSCH-SysInfoList-SFN-HCR-r5 ::=


SEQUENCE (SIZE (1..maxPUSCH)) OF











SEQUENCE {


pusch-SysInfo






PUSCH-SysInfo-HCR-r5,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PUSCH-SysInfoList-SFN-LCR-r4 ::=

SEQUENCE (SIZE (1..maxPUSCH)) OF











SEQUENCE {


pusch-SysInfo






PUSCH-SysInfo-LCR-r4,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

PUSCH-SysInfoList-SFN-VHCR ::=

SEQUENCE (SIZE (1..maxPUSCH)) OF











SEQUENCE {


pusch-SysInfo-VHCR





PUSCH-SysInfo-VHCR,


sfn-TimeInfo






SFN-TimeInfo




OPTIONAL

}

RACH-TransmissionParameters ::=

SEQUENCE {


mmax







INTEGER (1..32),


nb01Min







NB01,


nb01Max







NB01

}

ReducedScramblingCodeNumber ::=

INTEGER (0..8191)

Reference-Beta-QPSK


::=

SEQUENCE {


reference-Code-Rate




INTEGER (0..10),


reference-Beta





INTEGER (-15..16)

}

Reference-Beta-16QAM

::=

SEQUENCE {


reference-Code-Rate




INTEGER (0..10),


reference-Beta





INTEGER (-15..16)

}
RepetitionPeriodAndLength ::=

CHOICE {


repetitionPeriod1




NULL,


-- repetitionPeriod2 could just as well be NULL also.


repetitionPeriod2




INTEGER (1..1),


repetitionPeriod4




INTEGER (1..3),


repetitionPeriod8




INTEGER (1..7),


repetitionPeriod16




INTEGER (1..15),


repetitionPeriod32




INTEGER (1..31),


repetitionPeriod64




INTEGER (1..63)

}

RepetitionPeriodLengthAndOffset ::= CHOICE {


repetitionPeriod1




NULL,


repetitionPeriod2




SEQUENCE {



length







NULL,



offset







INTEGER (0..1)


},


repetitionPeriod4




SEQUENCE {



length







INTEGER (1..3),



offset







INTEGER (0..3)


},


repetitionPeriod8




SEQUENCE {



length







INTEGER (1..7),



offset







INTEGER (0..7)


},


repetitionPeriod16




SEQUENCE {



length







INTEGER (1..15),



offset







INTEGER (0..15)


},


repetitionPeriod32




SEQUENCE {



length







INTEGER (1..31),



offset







INTEGER (0..31)


},


repetitionPeriod64




SEQUENCE {



length







INTEGER (1..63),



offset







INTEGER (0..63)


}

}

ReplacedPDSCH-CodeInfo ::=


SEQUENCE {


tfci-Field2






MaxTFCI-Field2Value,


spreadingFactor





SF-PDSCH,


codeNumber






CodeNumberDSCH,


multiCodeInfo





MultiCodeInfo

}

ReplacedPDSCH-CodeInfoList ::=

SEQUENCE (SIZE (1..maxTFCI-2-Combs)) OF











ReplacedPDSCH-CodeInfo

RepPerLengthOffset-PICH ::=


CHOICE {


rpp4-2







INTEGER (0..3), 


rpp8-2







INTEGER (0..7), 


rpp8-4







INTEGER (0..7),


rpp16-2







INTEGER (0..15), 


rpp16-4







INTEGER (0..15), 


rpp32-2







INTEGER (0..31), 


rpp32-4







INTEGER (0..31), 


rpp64-2







INTEGER (0..63), 


rpp64-4







INTEGER (0..63)

}

RepPerLengthOffset-MICH ::=


CHOICE {


rpp4-2







INTEGER (0..3),


rpp8-2







INTEGER (0..7),


rpp8-4







INTEGER (0..7),


rpp16-2







INTEGER (0..15),


rpp16-4







INTEGER (0..15),


rpp32-2







INTEGER (0..31),


rpp32-4







INTEGER (0..31),


rpp64-2







INTEGER (0..63),


rpp64-4







INTEGER (0..63)

}

RestrictedTrCH ::=




SEQUENCE {


dl-restrictedTrCh-Type



DL-TrCH-Type,

restrictedDL-TrCH-Identity


TransportChannelIdentity,


allowedTFIList





AllowedTFI-List

}

RestrictedTrCH-InfoList ::=


SEQUENCE (SIZE(1..maxTrCH)) OF











RestrictedTrCH
RL-AdditionInformation ::=


SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL,


-- dummy and dummy2 are not used in this version of specification


-- and the IEs should be ignored.


dummy







BOOLEAN,


dummy2







SCCPCH-InfoForFACH




OPTIONAL

}

RL-AdditionInformation-r6 ::=

SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


cell-Id







CellIdentity





OPTIONAL,


dl-dpchInfo






CHOICE {


dl-DPCH-InfoPerRL




DL-DPCH-InfoPerRL-r5,



dl-FDPCH-InfoPerRL




DL-FDPCH-InfoPerRL-r6


},

e-HICH-Information




E-HICH-Information




OPTIONAL,


e-RGCH-Information




E-RGCH-Information




OPTIONAL

}

RL-AdditionInformationList ::=

SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation

RL-AdditionInformationList-r6 ::=
SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation-r6

RL-IdentifierList ::=



SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

RL-RemovalInformationList ::=

SEQUENCE (SIZE (1..maxRL)) OF











PrimaryCPICH-Info

RPP ::=







ENUMERATED {











mode0, mode1 }

S-Field ::=






ENUMERATED {











e1bit, e2bits }

SCCPCH-ChannelisationCode ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

SCCPCH-ChannelisationCode-VHCR ::=
ENUMERATED {











cc32-1, cc32-2, cc32-3, cc32-4,











cc32-5, cc32-6, cc32-7, cc32-8,











cc32-9, cc32-10, cc32-11, cc32-12,











cc32-13, cc32-14, cc32-15, cc32-16,











cc32-17, cc32-18, cc32-19, cc32-20,











cc32-21, cc32-22, cc32-23, cc32-24,











cc32-25, cc32-26, cc32-27, cc32-28,











cc32-29, cc32-30, cc32-31, cc32-32 }

SCCPCH-ChannelisationCodeList ::=
SEQUENCE (SIZE (1..16)) OF











SCCPCH-ChannelisationCode

SCCPCH-ChannelisationCodeList-VHCR ::= SEQUENCE (SIZE (1..32)) OF











SCCPCH-ChannelisationCode-VHCR

SCCPCH-InfoForFACH ::=



SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info,


tfcs







TFCS,


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




fach-PCH-InformationList


FACH-PCH-InformationList,




sib-ReferenceListFACH



SIB-ReferenceListFACH



},



tdd







SEQUENCE {




fach-PCH-InformationList


FACH-PCH-InformationList



}


}

}

SCCPCH-InfoForFACH-r4 ::=



SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info-r4,


tfcs







TFCS,


fach-PCH-InformationList


FACH-PCH-InformationList,


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




sib-ReferenceListFACH


SIB-ReferenceListFACH



},



tdd







NULL


}

}

SCCPCH-SystemInformation ::=

SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


pich-Info






PICH-Info






OPTIONAL

}

SCCPCH-SystemInformation-LCR-r4-ext ::=
SEQUENCE {


secondaryCCPCH-LCR-Extensions
SecondaryCCPCH-Info-LCR-r4-ext,


-- pich-Info in the SCCPCH-SystemInformation IE shall be absent,


-- and instead the following used.


pich-Info





PICH-Info-LCR-r4





OPTIONAL

}

SCCPCH-SystemInformation-r7 ::=

SEQUENCE {


secondaryCCPCH-Info




SecondaryCCPCH-Info-r7,


tfcs







TFCS







OPTIONAL,


fach-PCH-InformationList


FACH-PCH-InformationList


OPTIONAL,


pich-Info






PICH-Info-r7





OPTIONAL

}

SCCPCH-SystemInformationList ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF











SCCPCH-SystemInformation

SCCPCH-SystemInformationList-r7 ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF











SCCPCH-SystemInformation-r7

-- SCCPCH-SystemInformationList-LCR-r4-ext includes elements additional to those in

-- SCCPCH-SystemInformationList for the 1.28Mcps TDD. The order of the IEs

-- indicates which SCCPCH-SystemInformation-LCR-r4-ext IE extends which

-- SCCPCH-SystemInformation IE.

SCCPCH-SystemInformationList-LCR-r4-ext ::=
SEQUENCE (SIZE (1..maxSCCPCH)) OF













SCCPCH-SystemInformation-LCR-r4-ext

-- The SCCPCH-SystemInformation-MBMS-r6 is used for an S-CCPCH dedicated for MBMS purposes.

SCCPCH-SystemInformation-MBMS-r6 ::= SEQUENCE {


secondaryCCPCHInfo-MBMS



SecondaryCCPCHInfo-MBMS-r6,


transportFormatCombinationSet

TFCS,


fachCarryingMCCH




SEQUENCE {



mcch-transportFormatSet



TransportFormatSet,



mcch-ConfigurationInfo



MBMS-MCCH-ConfigurationInfo-r6


},


fachCarryingMTCH-List



MBMS-FACHCarryingMTCH-List


OPTIONAL,


-- If schedulingInformation is provided


fachCarryingMSCH




SEQUENCE {



msch-transportFormatSet



TransportFormatSet,



msch-ConfigurationInfo



MBMS-MSCH-ConfigurationInfo-r6


}

OPTIONAL

}

-- The SCCPCH-SystemInformation-MBMS-r7 is used for an S-CCPCH dedicated for MBMS purposes.

SCCPCH-SystemInformation-MBMS-r7 ::= SEQUENCE {


secondaryCCPCHInfo-MBMS



SecondaryCCPCHInfo-MBMS-r7,


transportFormatCombinationSet

TFCS,


fachCarryingMCCH




SEQUENCE {



mcch-transportFormatSet



TransportFormatSet,



mcch-ConfigurationInfo



MBMS-MCCH-ConfigurationInfo-r6


},


fachCarryingMTCH-List



MBMS-FACHCarryingMTCH-List


OPTIONAL,


-- If schedulingInformation is provided


fachCarryingMSCH




SEQUENCE {



msch-transportFormatSet



TransportFormatSet,



msch-ConfigurationInfo



MBMS-MSCH-ConfigurationInfo-r6


}

OPTIONAL

}

ScramblingCodeChange ::=


ENUMERATED {











codeChange, noCodeChange }

ScramblingCodeType ::=



ENUMERATED {











shortSC,











longSC }

SecondaryCCPCH-Info ::=



SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




-- dummy1 is not used in this version of the specification and should be ignored.




dummy1






PCPICH-UsageForChannelEst,




-- dummy2 is not used in this version of the specification.  It should not




-- be sent and if received it should be ignored.




dummy2






SecondaryCPICH-Info



OPTIONAL,




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




individualTimeslotInfo


IndividualTimeslotInfo,




channelisationCode



SCCPCH-ChannelisationCodeList



}


}

}

SecondaryCCPCH-Info-r4 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




tddOption





CHOICE {





tdd384






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo





},





tdd128






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo-LCR-r4





}




},




channelisationCode



SCCPCH-ChannelisationCodeList



}


}

}

SecondaryCCPCH-Info-r7 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




tddOption





CHOICE {





tdd384






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo,






channelisationCode



SCCPCH-ChannelisationCodeList





},





tdd768






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo-VHCR,






channelisationCode



SCCPCH-ChannelisationCodeList-VHCR





},





tdd128






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo-LCR-r4,






channelisationCode



SCCPCH-ChannelisationCodeList





}




}



}


}

}

SecondaryCCPCH-Info-LCR-r4-ext ::=
SEQUENCE {


individualTimeslotLCR-Ext


IndividualTimeslotInfo-LCR-r4-ext

}

SecondaryCCPCHInfo-MBMS-r6 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




timingOffset




TimingOffset




DEFAULT 0



},



tdd384






DownlinkTimeslotsCodes,



tdd128






DownlinkTimeslotsCodes-LCR-r4


}

}

SecondaryCCPCHInfo-MBMS-r7 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




timingOffset




TimingOffset




DEFAULT 0



},



tdd384






DownlinkTimeslotsCodes,



tdd768






DownlinkTimeslotsCodes-VHCR,



tdd128






DownlinkTimeslotsCodes-LCR-r4


}

}

SecondaryCPICH-Info ::=



SEQUENCE {


secondaryDL-ScramblingCode


SecondaryScramblingCode



OPTIONAL,


channelisationCode




ChannelisationCode256

}

SecondaryScramblingCode ::=


INTEGER (1..15)

SecondInterleavingMode ::=


ENUMERATED {











frameRelated, timeslotRelated }

SF8Codes

::=




ENUMERATED {











cc8-1, cc8-2, cc8-3, cc8-4, cc8-5, cc8-6, cc8-6, cc8-7,











cc8-8}

SF16Codes
 ::=




ENUMERATED {










cc16-1, cc16-2, cc16-3, cc16-4, cc16-5, cc16-6, cc16-7, 










cc16-8}
-- SF256-AndCodeNumber encodes both "Spreading factor" and "Code Number"

SF256-AndCodeNumber ::=



CHOICE {


sf4








INTEGER (0..3),


sf8








INTEGER (0..7),


sf16







INTEGER (0..15),


sf32







INTEGER (0..31),


sf64







INTEGER (0..63),


sf128







INTEGER (0..127),


sf256







INTEGER (0..255)

}

-- SF512-AndCodeNumber encodes both "Spreading factor" and "Code Number"

SF512-AndCodeNumber ::=



CHOICE {


sf4








INTEGER (0..3),


sf8








INTEGER (0..7),


sf16







INTEGER (0..15),


sf32







INTEGER (0..31),


sf64







INTEGER (0..63),


sf128







INTEGER (0..127),


sf256







INTEGER (0..255),


sf512







INTEGER (0..511)

}

-- SF512-AndPilot encodes both "Spreading factor" and "Number of bits for Pilot bits"

SF512-AndPilot ::=




CHOICE {


sfd4







NULL, 


sfd8







NULL, 


sfd16







NULL, 


sfd32







NULL,


sfd64







NULL, 


sfd128







PilotBits128, 


sfd256







PilotBits256, 


sfd512







NULL

}

SF-PDSCH ::=





ENUMERATED {











sfp4, sfp8, sfp16, sfp32,











sfp64, sfp128, sfp256 }

SF-PRACH ::=





ENUMERATED {











sfpr32, sfpr64, sfpr128, sfpr256 }

SFN-TimeInfo ::=




SEQUENCE {


activationTimeSFN




INTEGER (0..4095),


physChDuration




DurationTimeInfo

}

-- actual scheduling value = 2(signalled value +1) and is the periodicity of sending special burst frames
SpecialBurstScheduling ::=



INTEGER (0..7)
SpreadingFactor ::=




ENUMERATED {











sf4, sf8, sf16, sf32,











sf64, sf128, sf256 }

SRB-delay ::=





INTEGER (0..7)

SSDT-CellIdentity ::=



ENUMERATED {











ssdt-id-a, ssdt-id-b, ssdt-id-c,











ssdt-id-d, ssdt-id-e, ssdt-id-f,











ssdt-id-g, ssdt-id-h }

SSDT-Information ::=



SEQUENCE {


s-Field







S-Field,


codeWordSet






CodeWordSet

}

SSDT-Information-r4 ::=



SEQUENCE {


s-Field







S-Field,


codeWordSet






CodeWordSet,


ssdt-UL-r4






SSDT-UL








OPTIONAL

}

SSDT-UL ::=






ENUMERATED {











ul, ul-AndDL }

SynchronisationParameters-r4 ::=
SEQUENCE {


sync-UL-CodesBitmap




BIT STRING {












code7(0),












code6(1),












code5(2),












code4(3),












code3(4),












code2(5),












code1(6),












code0(7)












} (SIZE (8)),


fpach-Info






FPACH-Info-r4,


-- Actual value prxUpPCHdes = IE value - 120


prxUpPCHdes






INTEGER (0..62),


sync-UL-Procedure




SYNC-UL-Procedure-r4




OPTIONAL

}

SYNC-UL-Procedure-r4 ::=


SEQUENCE {


max-SYNC-UL-Transmissions


ENUMERATED { tr1, tr2, tr4, tr8 },


powerRampStep





INTEGER (0..3)

}

SYNC-UL-Info-r4 ::=




SEQUENCE {


sync-UL-Codes-Bitmap



BIT STRING {












code7(0),












code6(1),












code5(2),












code4(3),












code3(4),












code2(5),












code1(6),












code0(7)












} ( SIZE (8)),


-- Actual value prxUpPCHdes = IE value - 120


prxUpPCHdes






INTEGER (0..62),

powerRampStep





INTEGER (0..3),


max-SYNC-UL-Transmissions


ENUMERATED { tr1, tr2, tr4, tr8 } ,

    mmax                                INTEGER(1..32)

}

TDD-FPACH-CCode16-r4 ::=


ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-UL-Interference ::=



INTEGER (-110..-52)
TDD-PICH-CCode ::=




ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD768-PICH-CCode ::=



ENUMERATED {











cc32-1, cc32-2, cc32-3, cc32-4,











cc32-5, cc32-6, cc32-7, cc32-8,











cc32-9, cc32-10, cc32-11, cc32-12,











cc32-13, cc32-14, cc32-15, cc32-16,











cc32-17, cc32-18, cc32-19, cc32-20,











cc32-21, cc32-22, cc32-23, cc32-24,











cc32-25, cc32-26, cc32-27, cc32-28,











cc32-29, cc32-30, cc32-31, cc32-32 }

TDD-PRACH-CCode8 ::=



ENUMERATED {











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8 }

TDD-PRACH-CCode16 ::=



ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCode-LCR-r4 ::=


ENUMERATED {











cc4-1, cc4-2, cc4-3, cc4-4,











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8,











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD-PRACH-CCodeList ::= 


CHOICE {


sf8








SEQUENCE (SIZE (1..8)) OF 












TDD-PRACH-CCode8,

-- Channelisation codes cc16-9, cc16-10, cc16-11, cc16-12, cc16-13, cc16-14,

-- cc16-15 and cc16-16 shall not be used

sf16







SEQUENCE (SIZE (1..8)) OF












TDD-PRACH-CCode16

}

TDD768-PRACH-CCode8 ::=



ENUMERATED {











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8 }

TDD768-PRACH-CCode16 ::=



ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

TDD768-PRACH-CCode32 ::=



ENUMERATED {











cc32-1, cc32-2, cc32-3, cc32-4,











cc32-5, cc32-6, cc32-7, cc32-8,











cc32-9, cc32-10, cc32-11, cc32-12,











cc32-13, cc32-14, cc32-15, cc32-16 }

TDD768-PRACH-CCodeList ::= 


CHOICE {


sf32







SEQUENCE (SIZE (1..16)) OF 












TDD768-PRACH-CCode32,

-- Channelisation codes cc32-17, cc32-18, cc32-19, cc32-20, cc32-21, cc32-22,

-- cc32-23, cc32-24, cc32-25, cc32-26, cc32-27, cc32-28, cc32-29, cc32-30, cc32-31

-- and cc32-32 shall not be used

sf16







SEQUENCE (SIZE (1..16)) OF












TDD768-PRACH-CCode16,


sf8








SEQUENCE (SIZE (1..8)) OF












TDD768-PRACH-CCode8

}

TFC-ControlDuration ::=



ENUMERATED {











tfc-cd1, tfc-cd2, tfc-cd4, tfc-cd8,











tfc-cd16, tfc-cd24, tfc-cd32,











tfc-cd48, tfc-cd64, tfc-cd128,











tfc-cd192, tfc-cd256, tfc-cd512 }

TFCI-Coding ::=





ENUMERATED { 











tfci-bits-4, tfci-bits-8,











tfci-bits-16, tfci-bits-32 }

TGCFN ::=






INTEGER (0..255)

-- In TGD, value 270 represents "undefined" in the tabular description.

TGD ::=







INTEGER (15..270)

TGL ::=







INTEGER (1..14)

TGMP ::=






ENUMERATED {











tdd-Measurement, fdd-Measurement,











gsm-CarrierRSSIMeasurement, 











gsm-initialBSICIdentification, gsmBSICReconfirmation,











multi-carrier }

TGP-Sequence ::=




SEQUENCE {


tgpsi







TGPSI,


tgps-Status






CHOICE {



activate






SEQUENCE {




tgcfn







TGCFN



},



deactivate






NULL


},


tgps-ConfigurationParams


TGPS-ConfigurationParams


OPTIONAL

}

TGPS-Reconfiguration-CFN ::=

INTEGER (0..255)

TGP-SequenceList ::=



SEQUENCE (SIZE (1..maxTGPS)) OF











TGP-Sequence

TGP-SequenceShort ::=



SEQUENCE {


tgpsi







TGPSI,


tgps-Status






CHOICE {



activate






SEQUENCE {




tgcfn







TGCFN



},



deactivate






NULL


}

}

TGPL ::=






INTEGER (1..144)

-- TABULAR: In TGPRC, value 0 represents "infinity" in the tabular description.

TGPRC ::=






INTEGER (0..511)

TGPS-ConfigurationParams ::=

SEQUENCE {


tgmp







TGMP,


tgprc







TGPRC,


tgsn







TGSN,


tgl1







TGL,


tgl2







TGL








OPTIONAL,


tgd








TGD,


tgpl1







TGPL,


-- dummy is not used in this version of the specification, it should


-- not be sent and if received it shall be ignored.


dummy






TGPL







OPTIONAL,


rpp








RPP,


itp








ITP,


-- TABULAR: Compressed mode method is nested inside UL-DL-Mode


ul-DL-Mode






UL-DL-Mode,


dl-FrameType





DL-FrameType,


deltaSIR1






DeltaSIR,


deltaSIRAfter1





DeltaSIR,


deltaSIR2






DeltaSIR






OPTIONAL,


deltaSIRAfter2





DeltaSIR






OPTIONAL,


nidentifyAbort





NidentifyAbort





OPTIONAL,


treconfirmAbort





TreconfirmAbort





OPTIONAL

}

TGPSI ::=






INTEGER (1..maxTGPS)

TGSN ::=






INTEGER (0..14)

TimeInfo ::=





SEQUENCE {


activationTime





ActivationTime





OPTIONAL,


durationTimeInfo




DurationTimeInfo




OPTIONAL

}

TimeslotList ::=




SEQUENCE (SIZE (1..maxTS)) OF











TimeslotNumber

TimeslotList-r4 ::=




CHOICE {

-- the choice for 7.68 Mcps TDD is as for 3.84 Mcps TDD  --


tdd384







SEQUENCE (SIZE (1..maxTS)) OF












TimeslotNumber,


tdd128







SEQUENCE (SIZE (1..maxTS-LCR)) OF












TimeslotNumber-LCR-r4

}

-- If TimeslotNumber is included for a 1.28Mcps TDD description, it shall take values from 0..6

TimeslotNumber ::=





INTEGER (0..14)

TimeslotNumber-LCR-r4 ::=



INTEGER (0..6)

TimeslotNumber-PRACH-LCR-r4 ::=

INTEGER (1..6)

TimeslotSync2 ::=



INTEGER (0..6)

-- Actual value TimingOffset = IE value * 256

TimingOffset ::=




INTEGER (0..149)

TimingMaintainedSynchInd ::=

ENUMERATED { false }

TPC-CombinationIndex ::=


INTEGER (0..5)

TPC-CommandTargetRate ::=


INTEGER (0..10)

-- Actual value TPC-StepSizeFDD = IE value + 1
TPC-StepSizeFDD ::=




INTEGER (0..1)

TPC-StepSizeTDD ::=




INTEGER (1..3)

-- Actual value TreconfirmAbort = IE value * 0.5 seconds

TreconfirmAbort ::=
INTEGER (1..20)

TX-DiversityMode ::=



ENUMERATED {











noDiversity,











sttd,











closedLoopMode1,



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.











dummy }

UARFCN ::=





INTEGER (0..16383)

UCSM-Info ::=





SEQUENCE {


minimumSpreadingFactor



MinimumSpreadingFactor,


nf-Max







NF-Max,


channelReqParamsForUCSM



ChannelReqParamsForUCSM

}

UL-CCTrCH ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


ul-TargetSIR





UL-TargetSIR,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes



OPTIONAL

}

UL-CCTrCH-r4 ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


-- The IE ul-TargetSIR corresponds to PRX-DPCHdes for 1.28Mcps TDD


-- Actual value PRX-DPCHdes = (value of IE "ul-TargetSIR" – 120)


ul-TargetSIR





UL-TargetSIR,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes

OPTIONAL



},



tdd128







SEQUENCE {




ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes-LCR-r4
OPTIONAL



}


}

}

UL-CCTrCH-r7 ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


-- The IE ul-TargetSIR corresponds to PRX-DPCHdes for 1.28Mcps TDD


-- Actual value PRX-DPCHdes = (value of IE "ul-TargetSIR" – 120)


ul-TargetSIR





UL-TargetSIR,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes

OPTIONAL



},



tdd768







SEQUENCE {




ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes-VHCR
OPTIONAL



},



tdd128







SEQUENCE {




ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes-LCR-r7
OPTIONAL



}


}

}

UL-CCTrCHList ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











UL-CCTrCH

UL-CCTrCHList-r4 ::=



SEQUENCE (SIZE (1..maxCCTrCH)) OF











UL-CCTrCH-r4

UL-CCTrCHList-r7 ::=



SEQUENCE (SIZE (1..maxCCTrCH)) OF











UL-CCTrCH-r7

UL-CCTrCHListToRemove ::=


SEQUENCE (SIZE (1..maxCCTrCH)) OF











TFCS-IdentityPlain
UL-CCTrChTPCList ::=



SEQUENCE (SIZE (0..maxCCTrCH)) OF












TFCS-Identity
UL-ChannelRequirement ::=


CHOICE {


ul-DPCH-Info





UL-DPCH-Info,


-- dummy is not used in this version of the specification, it should


-- not be sent and if received the UE behaviour is not specified.


dummy







CPCH-SetInfo

}

UL-ChannelRequirement-r4 ::=

CHOICE {


ul-DPCH-Info





UL-DPCH-Info-r4,


-- dummy is not used in this version of the specification, it should


-- not be sent and if received the UE behaviour is not specified.


dummy







CPCH-SetInfo

}

UL-ChannelRequirement-r5 ::=

CHOICE {


ul-DPCH-Info





UL-DPCH-Info-r5,


-- dummy is not used in this version of the specification, it should


-- not be sent and if received the UE behaviour is not specified.


dummy







CPCH-SetInfo

}

-- Note: the reference to CPCH in the element name below is incorrect. The name is not

-- changed to keep it aligned with R99.

UL-ChannelRequirementWithCPCH-SetID ::=
CHOICE {


ul-DPCH-Info





UL-DPCH-Info,


-- dummy1 and dummy 2 are not used in this version of the specification, they should


-- not be sent and if received the UE behaviour is not specified.


dummy1







CPCH-SetInfo,


dummy2







CPCH-SetID

}

-- Note: the reference to CPCH in the element name below is incorrect. The name is not

-- changed to keep it aligned with R99.

UL-ChannelRequirementWithCPCH-SetID-r4 ::=
CHOICE {


ul-DPCH-Info





UL-DPCH-Info-r4,


-- dummy1 and dummy2 are not used in this version of the specification, they 


-- should not be sent and if received the UE behaviour is not specified.


dummy1







CPCH-SetInfo,


dummy2







CPCH-SetID

}

-- Note: the reference to CPCH in the element name below is incorrect. The name is not

-- changed to keep it aligned with R99.

UL-ChannelRequirementWithCPCH-SetID-r5 ::=
CHOICE {


ul-DPCH-Info





UL-DPCH-Info-r5,


-- dummy1 and dummy2 are not used in this version of the specification, they should


-- not be sent and if received the UE behaviour is not specified.


dummy1







CPCH-SetInfo,


dummy2







CPCH-SetID

}

UL-CompressedModeMethod ::=


ENUMERATED {











sf-2, 











higherLayerScheduling }

UL-DL-Mode ::=





CHOICE {


ul








UL-CompressedModeMethod,


dl








DL-CompressedModeMethod,


ul-and-dl







SEQUENCE {



ul








UL-CompressedModeMethod,



dl








DL-CompressedModeMethod


}}

UL-DPCCH-SlotFormat ::=



ENUMERATED {











slf0, slf1, slf2 }

UL-DPCH-Info ::=




SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




scramblingCode





UL-ScramblingCode,




numberOfDPDCH





NumberOfDPDCH



DEFAULT 1,




spreadingFactor





SpreadingFactor,




tfci-Existence





BOOLEAN,




-- numberOfFBI-Bits is conditional based on history




numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,




puncturingLimit





PuncturingLimit



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvanceControl

OPTIONAL,




ul-CCTrCHList





UL-CCTrCHList



OPTIONAL,




ul-CCTrCHListToRemove



UL-CCTrCHListToRemove

OPTIONAL



}


}

}

UL-DPCH-Info-r4 ::=




SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo-r4


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




scramblingCode





UL-ScramblingCode,




numberOfDPDCH





NumberOfDPDCH



DEFAULT 1,




spreadingFactor





SpreadingFactor,




tfci-Existence





BOOLEAN,




-- numberOfFBI-Bits is conditional based on history




numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,




puncturingLimit





PuncturingLimit



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvanceControl-r4
OPTIONAL,




ul-CCTrCHList





UL-CCTrCHList-r4


OPTIONAL,




ul-CCTrCHListToRemove



UL-CCTrCHListToRemove

OPTIONAL


}


}

}

UL-DPCH-Info-r5 ::=




SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo-r5


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




scramblingCode





UL-ScramblingCode,




numberOfDPDCH





NumberOfDPDCH



DEFAULT 1,




spreadingFactor





SpreadingFactor,




tfci-Existence





BOOLEAN,




-- numberOfFBI-Bits is conditional based on history




numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,




puncturingLimit





PuncturingLimit



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvanceControl-r4
OPTIONAL,




ul-CCTrCHList





UL-CCTrCHList-r4


OPTIONAL,




ul-CCTrCHListToRemove



UL-CCTrCHListToRemove

OPTIONAL


}


}

}

UL-DPCH-Info-r6 ::=




SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo-r6


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




scramblingCode





UL-ScramblingCode,




dpdchPresence





CHOICE {





present







SEQUENCE {






numberOfDPDCH





NumberOfDPDCH



DEFAULT 1,






spreadingFactor





SpreadingFactor,






tfci-Existence





BOOLEAN,






-- numberOfFBI-Bits is conditional based on history






numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,






puncturingLimit





PuncturingLimit





},





notPresent






SEQUENCE {






tfci-Existence





BOOLEAN,






-- numberOfFBI-Bits is conditional based on history






numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL





}




}



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvanceControl-r4
OPTIONAL,




ul-CCTrCHList





UL-CCTrCHList-r4


OPTIONAL,




ul-CCTrCHListToRemove



UL-CCTrCHListToRemove

OPTIONAL



}


}

}

UL-DPCH-Info-r7 ::=




SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfo-r6


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




scramblingCodeType




ScramblingCodeType,




scramblingCode





UL-ScramblingCode,




dpdchPresence





CHOICE {





present







SEQUENCE {






numberOfDPDCH





NumberOfDPDCH



DEFAULT 1,






spreadingFactor





SpreadingFactor,






tfci-Existence





BOOLEAN,






-- numberOfFBI-Bits is conditional based on history






numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL,






puncturingLimit





PuncturingLimit







},





notPresent






SEQUENCE {






tfci-Existence





BOOLEAN,






-- numberOfFBI-Bits is conditional based on history






numberOfFBI-Bits




NumberOfFBI-Bits


OPTIONAL





}




}



},



tdd








SEQUENCE {




ul-TimingAdvance




UL-TimingAdvanceControl-r7
OPTIONAL,




ul-CCTrCHList





UL-CCTrCHList-r7


OPTIONAL,




ul-CCTrCHListToRemove



UL-CCTrCHListToRemove

OPTIONAL



}


}

}

UL-DPCH-InfoPostFDD ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPostFDD,




scramblingCodeType




ScramblingCodeType,




reducedScramblingCodeNumber


ReducedScramblingCodeNumber,




spreadingFactor





SpreadingFactor

}

UL-DPCH-InfoPostTDD ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPostTDD,


ul-TimingAdvance




UL-TimingAdvanceControl




OPTIONAL,


ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes

}

UL-DPCH-InfoPostTDD-LCR-r4 ::=

SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPostTDD-LCR-r4,


ul-TimingAdvance




UL-TimingAdvanceControl-LCR-r4



OPTIONAL,


ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes-LCR-r4

}

UL-DPCH-InfoPredef ::=



SEQUENCE {


ul-DPCH-PowerControlInfo


UL-DPCH-PowerControlInfoPredef,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




tfci-Existence





BOOLEAN,




puncturingLimit





PuncturingLimit



},



tdd








SEQUENCE {




commonTimeslotInfo




CommonTimeslotInfo



}


}

}

UL-DPCH-PowerControlInfo ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble,



sRB-delay






SRB-delay,



-- TABULAR: TPC step size nested inside PowerControlAlgorithm



powerControlAlgorithm



PowerControlAlgorithm


},


tdd








SEQUENCE {



ul-TargetSIR





UL-TargetSIR



OPTIONAL,



ul-OL-PC-Signalling




CHOICE {




broadcast-UL-OL-PC-info



NULL,




individuallySignalled



SEQUENCE {





individualTS-InterferenceList

IndividualTS-InterferenceList,





dpch-ConstantValue




ConstantValueTdd,





primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power





}




}















OPTIONAL


}

}

UL-DPCH-PowerControlInfo-r4 ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble,



sRB-delay






SRB-delay,


-- TABULAR: TPC step size nested inside PowerControlAlgorithm



powerControlAlgorithm



PowerControlAlgorithm


},


tdd








SEQUENCE {



-- The IE ul-TargetSIR corresponds to PRX-DPCHdes for 1.28Mcps TDD



-- Actual value PRX-DPCHdes = (value of IE "ul-TargetSIR" – 120)



ul-TargetSIR





UL-TargetSIR



OPTIONAL,



ul-OL-PC-Signalling




CHOICE {




broadcast-UL-OL-PC-info



NULL,




individuallySignalled



SEQUENCE {





tddOption






CHOICE {






tdd384







SEQUENCE {







individualTS-InterferenceList

IndividualTS-InterferenceList,







dpch-ConstantValue




ConstantValue






},






tdd128







SEQUENCE {







tpc-StepSize





TPC-StepSizeTDD






}





},





primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power




}



}


}

}

UL-DPCH-PowerControlInfo-r5 ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble,



sRB-delay






SRB-delay,


-- TABULAR: TPC step size nested inside PowerControlAlgorithm



powerControlAlgorithm



PowerControlAlgorithm,



deltaACK






DeltaACK
OPTIONAL,



deltaNACK






DeltaNACK
OPTIONAL,



ack-NACK-repetition-factor


ACK-NACK-repetitionFactor
OPTIONAL


},


tdd








SEQUENCE {



-- The IE ul-TargetSIR corresponds to PRX-DPCHdes for 1.28Mcps TDD



-- Actual value PRX-DPCHdes = (value of IE "ul-TargetSIR" – 120)



ul-TargetSIR





UL-TargetSIR



OPTIONAL,



ul-OL-PC-Signalling




CHOICE {




broadcast-UL-OL-PC-info



NULL,




individuallySignalled



SEQUENCE {





tddOption






CHOICE {






tdd384







SEQUENCE {







individualTS-InterferenceList

IndividualTS-InterferenceList,







dpch-ConstantValue




ConstantValue






},






tdd128







SEQUENCE {







tpc-StepSize





TPC-StepSizeTDD






}





},





primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power




}



}


}

}

UL-DPCH-PowerControlInfo-r6 ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble,



sRB-delay






SRB-delay,



-- TABULAR: TPC step size nested inside PowerControlAlgorithm



powerControlAlgorithm



PowerControlAlgorithm,



deltaACK






DeltaACK
OPTIONAL,



deltaNACK






DeltaNACK
OPTIONAL,



ack-NACK-repetition-factor


ACK-NACK-repetitionFactor
OPTIONAL,



harq-Preamble-Mode




HARQ-Preamble-Mode

},


tdd








SEQUENCE {



-- The IE ul-TargetSIR corresponds to PRX-DPCHdes for 1.28Mcps TDD



-- Actual value PRX-DPCHdes = (value of IE "ul-TargetSIR" – 120)



ul-TargetSIR





UL-TargetSIR



OPTIONAL,



ul-OL-PC-Signalling




CHOICE {




broadcast-UL-OL-PC-info



NULL,




individuallySignalled



SEQUENCE {





tddOption






CHOICE {






tdd384







SEQUENCE {







individualTS-InterferenceList

IndividualTS-InterferenceList,







dpch-ConstantValue




ConstantValue






},






tdd128







SEQUENCE {







beaconPLEst






BEACON-PL-Est

OPTIONAL,







tpc-StepSize





TPC-StepSizeTDD






}





},





primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power




}



}


}

}

UL-DPCH-PowerControlInfo-r7 ::=

CHOICE {


fdd








SEQUENCE {



dpcch-PowerOffset




DPCCH-PowerOffset,



pc-Preamble






PC-Preamble,



sRB-delay






SRB-delay,



-- TABULAR: TPC step size nested inside PowerControlAlgorithm



powerControlAlgorithm



PowerControlAlgorithm,



deltaACK






DeltaACK
OPTIONAL,



deltaNACK






DeltaNACK
OPTIONAL,



ack-NACK-repetition-factor


ACK-NACK-repetitionFactor
OPTIONAL,



harq-Preamble-Mode




HARQ-Preamble-Mode

},


tdd








SEQUENCE {



-- The IE ul-TargetSIR corresponds to PRX-DPCHdes for 1.28Mcps TDD



-- Actual value PRX-DPCHdes = (value of IE "ul-TargetSIR" – 120)



ul-TargetSIR





UL-TargetSIR



OPTIONAL,



ul-OL-PC-Signalling




CHOICE {




broadcast-UL-OL-PC-info



NULL,




individuallySignalled



SEQUENCE {





tddOption






CHOICE {






tdd384







SEQUENCE {







individualTS-InterferenceList

IndividualTS-InterferenceList,







dpch-ConstantValue




ConstantValue






},






tdd768







SEQUENCE {







individualTS-InterferenceList

IndividualTS-InterferenceList,







dpch-ConstantValue




ConstantValue






},






tdd128







SEQUENCE {







beaconPLEst






BEACON-PL-Est

OPTIONAL,







tpc-StepSize





TPC-StepSizeTDD






}





},





primaryCCPCH-TX-Power



PrimaryCCPCH-TX-Power




}



}


}

}

UL-DPCH-PowerControlInfoPostFDD ::=
SEQUENCE {


-- DPCCH-PowerOffset2 has a smaller range to save bits


dpcch-PowerOffset




DPCCH-PowerOffset2,


pc-Preamble






PC-Preamble,


sRB-delay






SRB-delay

}

UL-DPCH-PowerControlInfoPostTDD ::=
SEQUENCE {


ul-TargetSIR





UL-TargetSIR,


ul-TimeslotInterference



TDD-UL-Interference

}

UL-DPCH-PowerControlInfoPostTDD-LCR-r4 ::=
SEQUENCE {


-- The IE ul-TargetSIR corresponds to PRX-DPCHdes for 1.28Mcps TDD


-- Actual value PRX-DPCHdes = (value of IE "ul-TargetSIR" – 120)


ul-TargetSIR





UL-TargetSIR

}

UL-DPCH-PowerControlInfoPredef ::=

CHOICE {


fdd








SEQUENCE {



-- TABULAR: TPC step size nested inside PowerControlAlgorithm



powerControlAlgorithm



PowerControlAlgorithm


},


tdd








SEQUENCE {



-- dpch-ConstantValue shall be ignored if in 1.28Mcps TDD mode.


dpch-ConstantValue




ConstantValueTdd


}

}

UL-EDCH-Information-r6 ::=


SEQUENCE {


mac-es-e-resetIndicator



ENUMERATED { true }





OPTIONAL,


e-DPCCH-Info





E-DPCCH-Info






OPTIONAL,


e-DPDCH-Info





E-DPDCH-Info






OPTIONAL,


schedulingTransmConfiguration

E-DPDCH-SchedulingTransmConfiguration
OPTIONAL

}
UL-EDCH-Information-r7 ::=


SEQUENCE {


mac-es-e-resetIndicator



ENUMERATED { true }





OPTIONAL,

modeSpecific





CHOICE {



fdd









SEQUENCE {




e-DPCCH-Info





E-DPCCH-Info






OPTIONAL,




e-DPDCH-Info





E-DPDCH-Info






OPTIONAL,




schedulingTransmConfiguration

E-DPDCH-SchedulingTransmConfiguration
OPTIONAL


},



tdd









CHOICE {




tdd384








SEQUENCE {





e-RUCCH-Info






E-RUCCH-Info




OPTIONAL,





e-PUCH-Info







E-PUCH-Info





OPTIONAL




},




tdd768








NULL,




tdd128








NULL




}



}
UL-Interference ::=




INTEGER (-110..-70)

UL-ScramblingCode ::=



INTEGER (0..16777215)

UL-SynchronisationParameters-r4 ::=
SEQUENCE {


stepSize






INTEGER (1..8),


frequency






INTEGER (1..8)

}

-- Actual value UL-TargetSIR = (IE value * 0.5) - 11

UL-TargetSIR ::=




INTEGER (0..62)

UL-TimingAdvance ::=



INTEGER (0..63)

UL-TimingAdvance-VHCR ::=


INTEGER (0..127)

UL-TimingAdvanceControl ::=


CHOICE {


disabled






NULL,


enabled







SEQUENCE {



ul-TimingAdvance




UL-TimingAdvance



OPTIONAL,



activationTime





ActivationTime




OPTIONAL


}

}

UL-TimingAdvanceControl-r4 ::=

CHOICE {


disabled






NULL,


enabled







SEQUENCE {



tddOption






CHOICE {




tdd384







SEQUENCE {





ul-TimingAdvance




UL-TimingAdvance



OPTIONAL,





activationTime





ActivationTime




OPTIONAL




},




tdd128







SEQUENCE {





ul-SynchronisationParameters

UL-SynchronisationParameters-r4
OPTIONAL,





synchronisationParameters


SynchronisationParameters-r4
OPTIONAL




}



}


}

}

UL-TimingAdvanceControl-r7 ::=

CHOICE {


disabled






NULL,


enabled







SEQUENCE {



tddOption






CHOICE {




tdd384







SEQUENCE {





ul-TimingAdvance




UL-TimingAdvance



OPTIONAL,





ext-ul-TimingAdvance



EXT-UL-TimingAdvance


OPTIONAL,





activationTime





ActivationTime




OPTIONAL




},




tdd768







SEQUENCE {





ext-ul-TimingAdvance



EXT-UL-TimingAdvance


OPTIONAL,





activationTime





ActivationTime




OPTIONAL




},




tdd128







SEQUENCE {





ul-SynchronisationParameters

UL-SynchronisationParameters-r4
OPTIONAL,





synchronisationParameters


SynchronisationParameters-r4
OPTIONAL




}



}


}

}

UL-TimingAdvanceControl-LCR-r4 ::=
CHOICE {


disabled






NULL,


enabled







SEQUENCE {



ul-SynchronisationParameters

UL-SynchronisationParameters-r4
OPTIONAL,



synchronisationParameters


SynchronisationParameters-r4
OPTIONAL


}

}

UL-TS-ChannelisationCode ::=

ENUMERATED {











cc1-1, cc2-1, cc2-2,











cc4-1, cc4-2, cc4-3, cc4-4,











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8,











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }

UL-TS-ChannelisationCodeList ::= 
SEQUENCE (SIZE (1..2)) OF











UL-TS-ChannelisationCode

UL-TS-ChannelisationCodeList-r7 ::= 
SEQUENCE (SIZE (1..2)) OF












SEQUENCE {



ul-TS-Channelisation-Code



UL-TS-ChannelisationCode,



plcch-info







PLCCH-Info

OPTIONAL

}

UL-TS-ChannelisationCode-VHCR ::=

ENUMERATED {











cc1-1, cc2-1, cc2-2,











cc4-1, cc4-2, cc4-3, cc4-4,











cc8-1, cc8-2, cc8-3, cc8-4,











cc8-5, cc8-6, cc8-7, cc8-8,











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16,











cc32-1, cc32-2, cc32-3, cc32-4,











cc32-5, cc32-6, cc32-7, cc32-8,











cc32-9, cc32-10, cc32-11, cc32-12,











cc32-13, cc32-14, cc32-15, cc32-16,











cc32-17, cc32-18, cc32-19, cc32-20,











cc32-21, cc32-22, cc32-23, cc32-24,











cc32-25, cc32-26, cc32-27, cc32-28,











cc32-29, cc32-30, cc32-31, cc32-32 }

UL-TS-ChannelisationCodeList-VHCR ::=
SEQUENCE (SIZE (1..2)) OF












UL-TS-ChannelisationCode-VHCR

UplinkAdditionalTimeslots ::=

SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber



},



newParameters





SEQUENCE {




individualTimeslotInfo





IndividualTimeslotInfo,




ul-TS-ChannelisationCodeList



UL-TS-ChannelisationCodeList



}


}

}

UplinkAdditionalTimeslots-LCR-r4 ::=
SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber



},



newParameters





SEQUENCE {




individualTimeslotInfo





IndividualTimeslotInfo-LCR-r4,




ul-TS-ChannelisationCodeList



UL-TS-ChannelisationCodeList



}


}

}

UplinkAdditionalTimeslots-LCR-r7 ::=
SEQUENCE {


parameters






CHOICE {



sameAsLast






SEQUENCE {




timeslotNumber





TimeslotNumber




-- plcch-info assigned as previously defined slot



},



newParameters





SEQUENCE {




individualTimeslotInfo



IndividualTimeslotInfo-LCR-r4,




ul-TS-ChannelisationCodeList

UL-TS-ChannelisationCodeList-r7



}


}

}

UplinkTimeslotsCodes ::=


SEQUENCE {


dynamicSFusage





BOOLEAN,


firstIndividualTimeslotInfo


IndividualTimeslotInfo,


ul-TS-ChannelisationCodeList

UL-TS-ChannelisationCodeList,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






SEQUENCE {





numAdditionalTimeslots



INTEGER (1..maxTS-1)




},




timeslotList





SEQUENCE (SIZE (1..maxTS-1)) OF














UplinkAdditionalTimeslots



}


}

}

UplinkTimeslotsCodes-VHCR ::=

SEQUENCE {


dynamicSFusage





BOOLEAN,


firstIndividualTimeslotInfo


IndividualTimeslotInfo-VHCR,


ul-TS-ChannelisationCodeList

UL-TS-ChannelisationCodeList-VHCR,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






SEQUENCE {





numAdditionalTimeslots



INTEGER (1..maxTS-1)




},




timeslotList





SEQUENCE (SIZE (1..maxTS-1)) OF














UplinkAdditionalTimeslots



}


}

}

UplinkTimeslotsCodes-LCR-r4 ::=

SEQUENCE {


dynamicSFusage





BOOLEAN,


firstIndividualTimeslotInfo


IndividualTimeslotInfo-LCR-r4,


ul-TS-ChannelisationCodeList

UL-TS-ChannelisationCodeList,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






SEQUENCE {





numAdditionalTimeslots



INTEGER (1..maxTS-LCR-1)




},




timeslotList





SEQUENCE (SIZE (1..maxTS-LCR-1)) OF














UplinkAdditionalTimeslots-LCR-r4



}


}

}

UplinkTimeslotsCodes-LCR-r7 ::=

SEQUENCE {


dynamicSFusage





BOOLEAN,


firstIndividualTimeslotInfo


IndividualTimeslotInfo-LCR-r4,


ul-TS-ChannelisationCodeList

UL-TS-ChannelisationCodeList-r7,


moreTimeslots





CHOICE {



noMore







NULL,



additionalTimeslots




CHOICE {




consecutive






SEQUENCE {




-- the choice of 'consecutive' is not needed because there is only 1 option. 





numAdditionalTimeslots



INTEGER (1..maxTS-LCR-1)




},




timeslotList





SEQUENCE (SIZE (1..maxTS-LCR-1)) OF














UplinkAdditionalTimeslots-LCR-r7



}


}

}

Wi-LCR ::=                                                               INTEGER(1..4)

------------------------------------- 34th Change ---------------------------------
11.4
Constant definitions

Constant-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

hiPDSCHidentities


INTEGER ::= 64

hiPUSCHidentities


INTEGER ::= 64

hiRM





INTEGER ::= 256

maxAC





INTEGER ::= 16

maxAdditionalMeas 


INTEGER ::= 4

maxASC





INTEGER ::= 8

maxASCmap




INTEGER ::= 7

maxASCpersist



INTEGER ::= 6

maxCCTrCH




INTEGER ::= 8

maxCellMeas 



INTEGER ::= 32

maxCellMeas-1



INTEGER ::= 31

maxCNdomains



INTEGER ::= 4

maxCPCHsets




INTEGER ::= 16

maxDPCH-DLchan



INTEGER ::= 8

maxDPDCH-UL




INTEGER ::= 6

maxDRACclasses



INTEGER ::= 8

maxE-DCHMACdFlow


INTEGER ::= 8

maxE-DCHMACdFlow-1


INTEGER ::= 7
maxEDCHRL




INTEGER ::= 4
maxFACHPCH




INTEGER ::= 8

maxFreq





INTEGER ::= 8

maxFreqBandsFDD



INTEGER ::= 8

maxFreqBandsFDD-ext


INTEGER ::= 15
-- maxFreqBandsFDD-ext ::= 22 – (maxFreqBandsFDD – 1)
maxFreqBandsTDD



INTEGER ::= 4

maxFreqBandsGSM



INTEGER ::= 16

maxGERAN-SI




INTEGER ::= 8

maxGSMTargetCells


INTEGER ::= 32

maxHProcesses 



INTEGER ::= 8

maxHSDSCHTBIndex


INTEGER ::= 64

maxHSDSCHTBIndex-tdd384

INTEGER ::= 512

maxHSSCCHs




INTEGER ::= 4

maxInterSysMessages 

INTEGER ::= 4

maxLoCHperRLC



INTEGER ::= 2

maxMAC-d-PDUsizes


INTEGER ::= 8
maxMBMS-CommonCCTrCh

INTEGER ::= 32

maxMBMS-CommonPhyCh


INTEGER ::= 32

maxMBMS-CommonRB


INTEGER ::= 32

maxMBMS-CommonTrCh


INTEGER ::= 32

maxMBMS-Freq



INTEGER ::= 4

maxMBMS-L1CP



INTEGER ::= 4

maxMBMSservCount


INTEGER ::= 8

maxMBMSservModif


INTEGER ::= 32

maxMBMSservSched


INTEGER ::= 16

maxMBMSservUnmodif


INTEGER ::= 64

maxMBMSTransmis



INTEGER ::= 4

maxMeasEvent



INTEGER ::= 8

maxMeasIntervals


INTEGER ::= 3

maxMeasParEvent



INTEGER ::= 2

maxNumCDMA2000Freqs


INTEGER ::=  8

maxNumE-AGCH



INTEGER ::=
 8
maxNumGSMFreqRanges


INTEGER ::= 32

maxNumFDDFreqs



INTEGER ::=  8

maxNumTDDFreqs



INTEGER ::=  8
maxNoOfMeas




INTEGER ::= 16

maxOtherRAT




INTEGER ::= 15

maxOtherRAT-16



INTEGER ::= 16

maxPage1




INTEGER ::= 8

maxPCPCH-APsig



INTEGER ::= 16

maxPCPCH-APsubCh


INTEGER ::= 12

maxPCPCH-CDsig



INTEGER ::= 16

maxPCPCH-CDsubCh


INTEGER ::= 12

maxPCPCH-SF




INTEGER ::= 7

maxPCPCHs




INTEGER ::= 64

maxPDCPAlgoType



INTEGER ::= 8

maxPDSCH




INTEGER ::= 8

maxPDSCH-TFCIgroups
 

INTEGER ::= 256

maxPRACH




INTEGER ::= 16

maxPRACH-FPACH



INTEGER ::= 8

maxPredefConfig



INTEGER ::= 16

maxPUSCH




INTEGER ::= 8

maxQueueIDs




INTEGER ::= 8

maxRABsetup




INTEGER ::= 16

maxRAT





INTEGER ::= 16

maxRB





INTEGER ::= 32

maxRBallRABs



INTEGER ::= 27

maxRBMuxOptions



INTEGER ::= 8

maxRBperRAB




INTEGER ::= 8

maxRBperTrCh



INTEGER ::= 16

maxReportedGSMCells


INTEGER ::= 8

maxRL





INTEGER ::= 8

maxRL-1





INTEGER ::= 7

maxRLCPDUsizePerLogChan

INTEGER ::= 32
maxRFC3095-CID



INTEGER ::= 16384

maxROHC-PacketSizes-r4

INTEGER ::= 16

maxROHC-Profile-r4


INTEGER ::= 8

maxSat





INTEGER ::= 16

maxSCCPCH




INTEGER ::= 16

maxSIB





INTEGER ::= 32

maxSIB-FACH




INTEGER ::= 8

maxSIBperMsg



INTEGER ::= 16

maxSRBsetup




INTEGER ::= 8

maxSystemCapability


INTEGER ::= 16

maxTF





INTEGER ::= 32

maxTF-CPCH




INTEGER ::= 16

maxTFC





INTEGER ::= 1024

maxTFCsub




INTEGER ::= 1024

maxTFCI-2-Combs
 


INTEGER ::= 512

maxTGPS





INTEGER ::= 6

maxTrCH





INTEGER ::= 32

-- maxTrCHpreconf should be 16 but has been set to 32 for compatibility

maxTrCHpreconf



INTEGER ::= 32

maxTS





INTEGER ::= 14

maxTS-1





INTEGER ::= 13 

maxTS-2





INTEGER ::= 12

maxTS-LCR




INTEGER ::= 6

maxTS-LCR-1




INTEGER ::= 5 

maxURA





INTEGER ::= 8

maxURNTI-Group



INTEGER ::= 8

END

------------------------------------- 35th Change ---------------------------------

-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************
SRNC-RelocationInfo-r3 ::= CHOICE {


r3







SEQUENCE {



sRNC-RelocationInfo-r3


SRNC-RelocationInfo-r3-IEs,



v380NonCriticalExtensions


SEQUENCE {




sRNC-RelocationInfo-v380ext
SRNC-RelocationInfo-v380ext-IEs,




-- Reserved for future non critical extension




v390NonCriticalExtensions


SEQUENCE {





sRNC-RelocationInfo-v390ext


SRNC-RelocationInfo-v390ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v3a0ext


SRNC-RelocationInfo-v3a0ext-IEs,





v3b0NonCriticalExtensions


SEQUENCE {







sRNC-RelocationInfo-v3b0ext


SRNC-RelocationInfo-v3b0ext-IEs,







v3c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v3c0ext


SRNC-RelocationInfo-v3c0ext-IEs,








laterNonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v3d0ext


SRNC-RelocationInfo-v3d0ext-IEs,









-- Container for additional R99 extensions









sRNC-RelocationInfo-r3-add-ext

BIT STRING













(CONTAINING
SRNC-RelocationInfo-v3h0ext-IEs)

OPTIONAL,









v3g0NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v3g0ext


SRNC-RelocationInfo-v3g0ext-IEs,










v4b0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v4b0ext


SRNC-RelocationInfo-v4b0ext-IEs,











v590NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v590ext




















SRNC-RelocationInfo-v590ext-IEs,












v5a0NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v5a0ext



















SRNC-RelocationInfo-v5a0ext-IEs,












v5b0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v5b0ext




















SRNC-RelocationInfo-v5b0ext-IEs,














v5c0NonCriticalExtensions


SEQUENCE {















sRNC-RelocationInfo-v5c0ext




















SRNC-RelocationInfo-v5c0ext-IEs,















v690NonCriticalExtensions

SEQUENCE {
















sRNC-RelocationInfo-v690ext




















SRNC-RelocationInfo-v690ext-IEs,
















v7xyNonCriticalExtensions SEQUENCE {

















sRNC-RelocationInfo-v7xyext




















SRNC-RelocationInfo-v7xyext-IEs,

















-- Reserved for future non critical extension

















nonCriticalExtensions
SEQUENCE {}
OPTIONAL
















}

OPTIONAL














}

OPTIONAL














}

OPTIONAL













}

OPTIONAL












}

OPTIONAL










}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL


}

OPTIONAL


},


later-than-r3




CHOICE {



r4







SEQUENCE {




sRNC-RelocationInfo-r4


SRNC-RelocationInfo-r4-IEs,




v4d0NonCriticalExtensions

SEQUENCE {





sRNC-RelocationInfo-v4d0ext

SRNC-RelocationInfo-v4d0ext-IEs,





-- Container for adding non critical extensions after freezing REL-5





sRNC-RelocationInfo-r4-add-ext

BIT STRING

OPTIONAL,





v590NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v590ext


SRNC-RelocationInfo-v590ext-IEs,






v5a0NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v5a0ext


SRNC-RelocationInfo-v5a0ext-IEs,






v5b0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5b0ext


SRNC-RelocationInfo-v5b0ext-IEs,








v5c0NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,









v690NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v690ext

SRNC-RelocationInfo-v690ext-IEs,










v7xyNonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v7xyext


















SRNC-RelocationInfo-v7xyext-IEs,












nonCriticalExtensions


SEQUENCE {}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




}
OPTIONAL



},



criticalExtensions



CHOICE {




r5







SEQUENCE {





sRNC-RelocationInfo-r5


SRNC-RelocationInfo-r5-IEs,





sRNC-RelocationInfo-r5-add-ext
BIT STRING

OPTIONAL,





v5a0NonCriticalExtensions

SEQUENCE {





sRNC-RelocationInfo-v5a0ext

SRNC-RelocationInfo-v5a0ext-IEs,





v5b0NonCriticalExtensions

SEQUENCE {







sRNC-RelocationInfo-v5b0ext

SRNC-RelocationInfo-v5b0ext-IEs,







v5c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,








v690NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v690ext


SRNC-RelocationInfo-v690ext-IEs,










v7xyNonCriticalExtensions

SEQUENCE {











sRNC-RelocationInfo-v7xyext


















SRNC-RelocationInfo-v7xyext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL



},




criticalExtensions



CHOICE {





r6







SEQUENCE {






sRNC-RelocationInfo-r6


SRNC-RelocationInfo-r6-IEs,






sRNC-RelocationInfo-r6-add-ext
BIT STRING

OPTIONAL,






v7xyNonCriticalExtensions

SEQUENCE {







sRNC-RelocationInfo-v7xyext

SRNC-RelocationInfo-v7xyext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL





},





criticalExtensions




CHOICE {






r7








SEQUENCE {







sRNC-RelocationInfo-r7



SRNC-RelocationInfo-r7-IEs,







SRNC-RelocationInfo-r7-add-ext

BIT STRING
OPTIONAL,







nonCriticalExtensions



SEQUENCE ()
OPTIONAL






},






criticalExtensions



SEQUENCE {}




}



}



}


}

}

SRNC-RelocationInfo-r3-IEs ::=

SEQUENCE {


-- Non-RRC IEs



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs


-- If the extension v380 is included use the extension for the ciphering status per CN domain



cipheringStatus




CipheringStatus,



-- If ciphering status is started and the IE latestConfiguredCN-Domain should be included,



-- the IE cn-DomainIdentity (in SRNC-RelocationInfo-v380ext-IEs) shall be used instead.



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



-- The order of occurrence in the IE cipheringInfoPerRB-List is the


-- same as the RBs in SRB-InformationSetupList in RAB-InformationSetupList.



-- The signalling RBs are supposed to be listed



-- first. Only UM and AM RBs that are ciphered are listed here



cipheringInfoPerRB-List


CipheringInfoPerRB-List



OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



integrityProtectionStatus

IntegrityProtectionStatus,



-- In the IE srb-SpecificIntegrityProtInfo, the first information listed corresponds to

      -- signalling radio bearer RB0 and after the order of occurrence is the same as the SRBs in


 -- SRB-InformationSetupList


-- The target RNC may ignore the IE srb-SpecificIntegrityProtInfo if the



-- IE integrityProtectionStatus has the value "not started".


srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationList


OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList




OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList


OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL

}

SRNC-RelocationInfo-v380ext-IEs ::= SEQUENCE {


-- Ciphering related information IEs



-- In the SRNC-RelocationInfo-r3-IEs, the IE 'cn-DomainIdentity' is used to represent the 



-- IE 'Latest configured CN domain' in the tabular.


cn-DomainIdentity




CN-DomainIdentity,



cipheringStatusList




CipheringStatusList

}

SRNC-RelocationInfo-v390ext-IEs ::= SEQUENCE {



cn-DomainInformationList-v390ext
CN-DomainInformationList-v390ext

OPTIONAL,



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext

OPTIONAL,



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext,


failureCauseWithProtErr



FailureCauseWithProtErr




OPTIONAL
}

SRNC-RelocationInfo-v3a0ext-IEs ::= SEQUENCE {



cipheringInfoForSRB1-v3a0ext

CipheringInfoPerRB-List-v3a0ext,



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL,



-- cn-domain identity for IE startValueForCiphering-v3a0ext is specified



-- in subsequent extension (SRNC-RelocationInfo-v3b0ext-IEs)


startValueForCiphering-v3a0ext

START-Value

}

SRNC-RelocationInfo-v3b0ext-IEs ::= SEQUENCE {



-- cn-domain identity for IE startValueForCiphering-v3a0ext included in previous extension



cn-DomainIdentity



CN-DomainIdentity,



-- the IE startValueForCiphering-v3b0ext contains the start values for each CN Domain. The 


-- value of start indicated by the IE startValueForCiphering-v3a0ext should be set to the


-- same value as the start-Value for the corresponding cn-DomainIdentity in the IE 



-- startValueForCiphering-v3b0ext


startValueForCiphering-v3b0ext

STARTList2







OPTIONAL

}

SRNC-RelocationInfo-v3c0ext-IEs ::= SEQUENCE {



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is “UE involved”



rb-IdentityForHOMessage



RB-Identity  

OPTIONAL
}

SRNC-RelocationInfo-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL

}

SRNC-RelocationInfo-v3g0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext

OPTIONAL

}

SRNC-RelocationInfo-v3h0ext-IEs ::= SEQUENCE {



tpc-CombinationInfoList


TPC-CombinationInfoList

OPTIONAL,



nonCriticalExtension



SEQUENCE {}



OPTIONAL

}

SRNC-RelocationInfo-v4d0ext-IEs ::= SEQUENCE {



tpc-CombinationInfoList

TPC-CombinationInfoList

OPTIONAL

}

TPC-CombinationInfoList ::= SEQUENCE (SIZE (1..maxRL)) OF



TPC-Combination-Info

STARTList2 ::=





SEQUENCE (SIZE (2..maxCNdomains)) OF











STARTSingle

SRNC-RelocationInfo-v4b0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v4b0ext
UE-RadioAccessCapability-v4b0ext

OPTIONAL
}

SRNC-RelocationInfo-v590ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v590ext
UE-RadioAccessCapability-v590ext

OPTIONAL,


ue-RATSpecificCapability-v590ext
InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL
}

SRNC-RelocationInfo-v5a0ext-IEs ::= SEQUENCE {



storedCompressedModeInfo

StoredCompressedModeInfo
OPTIONAL
}
SRNC-RelocationInfo-v5b0ext-IEs ::= SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

SRNC-RelocationInfo-v5c0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v5c0ext
UE-RadioAccessCapability-v5c0ext

OPTIONAL
}

SRNC-RelocationInfo-v7xyext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v7xyext
UE-RadioAccessCapability-v7xyext

OPTIONAL
}

CipheringInfoPerRB-List-v3a0ext ::= SEQUENCE {



dl-UM-SN





BIT STRING (SIZE (7))

}

CipheringStatusList ::=


SEQUENCE (SIZE (1..maxCNdomains)) OF











CipheringStatusCNdomain

CipheringStatusCNdomain ::=



SEQUENCE {



cn-DomainIdentity



CN-DomainIdentity,



cipheringStatus




CipheringStatus
}

CodeChangeStatusList ::= SEQUENCE (SIZE (1..maxRL)) OF



CodeChangeStatus
CodeChangeStatus ::= SEQUENCE {



primaryCPICH-Info




PrimaryCPICH-Info,



scramblingCodeChange



ScramblingCodeChange
}

StoredCompressedModeInfo ::= SEQUENCE {



storedTGP-SequenceList

StoredTGP-SequenceList,


codeChangeStatusList

CodeChangeStatusList
OPTIONAL

}

StoredTGP-SequenceList ::=


SEQUENCE (SIZE (1..maxTGPS)) OF











StoredTGP-Sequence

StoredTGP-Sequence ::=



SEQUENCE {


tgpsi







TGPSI,


current-tgps-Status




CHOICE {



active







SEQUENCE {




tgcfn







TGCFN



},



inactive






NULL


},


tgps-ConfigurationParams


TGPS-ConfigurationParams


OPTIONAL

}

SRNC-RelocationInfo-r4-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is “UE involved”



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



-- The target RNC may ignore the IE srb-SpecificIntegrityProtInfo if the



-- IE integrityProtectionStatus has the value "not started".


srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r4,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r4



OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList-r4


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,



failureCause




FailureCauseWithProtErr



OPTIONAL

}

SRNC-RelocationInfo-r5-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r5,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r5



OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r5,



rab-InformationList



RAB-InformationSetupList-r5


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL

}

SRNC-RelocationInfo-v690ext-IEs ::=
SEQUENCE {


-- User equipment IEs



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING











(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING







(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING







(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-r6-ext

OPTIONAL,


-- Measurement report



measuredResultsOnRACHinterFreq
MeasuredResultsOnRACHinterFreq

OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL,


-- Measurement IEs



intraFreqReportingCriteria

IntraFreqReportingCriteria-r6-ext

OPTIONAL

}

SRNC-RelocationInfo-r6-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING











(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING







(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING







(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r6



OPTIONAL,



interRATCellInfoIndication

InterRATCellInfoIndication


OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r6,



rab-InformationList



RAB-InformationSetupList-r6


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo


OPTIONAL,

-- Measurement report



measurementReport



BIT STRING







(CONTAINING MeasurementReport)




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}

SRNC-RelocationInfo-r7-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING











(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING







(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING







(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r6



OPTIONAL,



interRATCellInfoIndication

InterRATCellInfoIndication


OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r6,



rab-InformationList



RAB-InformationSetupList-r6


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo


OPTIONAL,

-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}

-- IE definitions

CalculationTimeForCiphering ::=

SEQUENCE {


cell-Id







CellIdentity,


sfn








INTEGER (0..4095)

}

CipheringInfoPerRB ::=



SEQUENCE {


dl-HFN







BIT STRING (SIZE (20..25)),


ul-HFN







BIT STRING (SIZE (20..25))

}

CipheringInfoPerRB-r4 ::=


SEQUENCE {


rb-Identity






RB-Identity,


dl-HFN







BIT STRING (SIZE (20..25)),


dl-UM-SN






BIT STRING (SIZE (7)) 



OPTIONAL,


ul-HFN







BIT STRING (SIZE (20..25))

}

-- TABULAR: CipheringInfoPerRB-List, multiplicity value numberOfRadioBearers 

-- has been replaced with maxRB.

CipheringInfoPerRB-List ::=


SEQUENCE (SIZE (1..maxRB)) OF











CipheringInfoPerRB

CipheringInfoPerRB-List-r4 ::=

SEQUENCE (SIZE (1..maxRB)) OF











CipheringInfoPerRB-r4

CipheringStatus ::=




ENUMERATED {











started, notStarted }

CipheringStatusList-r4 ::=


SEQUENCE (SIZE (1..maxCNdomains)) OF











CipheringStatusCNdomain-r4

CipheringStatusCNdomain-r4 ::=

SEQUENCE {



cn-DomainIdentity



CN-DomainIdentity,



cipheringStatus




CipheringStatus,



start-Value





START-Value
}

CN-DomainInformation-v390ext ::=

SEQUENCE {


cn-DRX-CycleLengthCoeff



CN-DRX-CycleLengthCoefficient

}

CN-DomainInformationList-v390ext ::=
SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainInformation-v390ext
CompressedModeMeasCapability-r4 ::=
SEQUENCE {


fdd-Measurements




BOOLEAN,


-- TABULAR: The IEs tdd-Measurements, gsm-Measurements and multiCarrierMeasurements


-- are made optional since they are conditional based on another information element.


-- Their absence corresponds to the case where the condition is not true.


tdd384-Measurements




BOOLEAN







OPTIONAL,


tdd128-Measurements




BOOLEAN







OPTIONAL,


gsm-Measurements




GSM-Measurements




OPTIONAL,


multiCarrierMeasurements


BOOLEAN







OPTIONAL

}

COUNT-C-List ::=





SEQUENCE (SIZE (1..maxCNdomains)) OF











COUNT-CSingle

COUNT-CSingle ::=





SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


count-C







BIT STRING (SIZE (32))




}

DL-PhysChCapabilityFDD-r4 ::=

SEQUENCE {


-- The IE “maxNoDPCH-PDSCH-Codes” only gives information on the maximum number of DPCH Codes.


maxNoDPCH-PDSCH-Codes



INTEGER (1..8),


maxNoPhysChBitsReceived



MaxNoPhysChBitsReceived,


supportForSF-512




BOOLEAN,


-- dummy, dummy2 and dummy3 are not used in this version of the specification


-- and if received they should be ignored.


dummy







BOOLEAN,


dummy2







SimultaneousSCCPCH-DPCH-Reception,


dummy3







SupportOfDedicatedPilotsForChEstimation

OPTIONAL

}

DL-PhysChCapabilityFDD-r5 ::=

SEQUENCE {


-- The IE “maxNoDPCH-PDSCH-Codes” only gives information on the maximum number of DPCH Codes.


maxNoDPCH-PDSCH-Codes



INTEGER (1..8),


maxNoPhysChBitsReceived



MaxNoPhysChBitsReceived,


supportForSF-512




BOOLEAN,


-- dummy, dumy2 and dummy3 are not used in this version of the specification


-- and if received they should be ignored.


dummy







BOOLEAN,


dummy2







SimultaneousSCCPCH-DPCH-Reception,


dummy3







SupportOfDedicatedPilotsForChEstimation

OPTIONAL,


fdd-hspdsch






CHOICE {



supported






SEQUENCE {




hsdsch-physical-layer-category

HSDSCH-physical-layer-category,




-- dummy and dummy2 are not used in this version of the specification




-- and if received they should be ignored.




dummy







BOOLEAN,




dummy2







BOOLEAN


},



unsupported






NULL


}

}

DL-PhysChCapabilityTDD-r5 ::=

SEQUENCE {


maxTS-PerFrame





MaxTS-PerFrame,


maxPhysChPerFrame




MaxPhysChPerFrame,


minimumSF






MinimumSF-DL,


supportOfPDSCH





BOOLEAN,


maxPhysChPerTS





MaxPhysChPerTS,


tdd384-hspdsch





CHOICE {



supported






HSDSCH-physical-layer-category,



unsupported






NULL


}

}

DL-PhysChCapabilityTDD-LCR-r5 ::=
SEQUENCE {


maxTS-PerSubFrame




MaxTS-PerSubFrame-r4,


maxPhysChPerFrame




MaxPhysChPerSubFrame-r4,


minimumSF






MinimumSF-DL,


supportOfPDSCH





BOOLEAN,


maxPhysChPerTS





MaxPhysChPerTS,


supportOf8PSK





BOOLEAN,


tdd128-hspdsch





CHOICE {



supported






HSDSCH-physical-layer-category,



unsupported






NULL


}

}

DL-RFC3095-Context ::=



SEQUENCE {


rfc3095-Context-Identity


INTEGER (0..16383),


dl-mode







ENUMERATED {u, o, r},


dl-ref-ir






OCTET STRING ( SIZE (1..3000)),


dl-ref-time






INTEGER (0..4294967295)

OPTIONAL,


dl-curr-time





INTEGER (0..4294967295)

OPTIONAL,


dl-syn-offset-id




INTEGER (0..65535)


OPTIONAL,


dl-syn-slope-ts





INTEGER (0..4294967295)

OPTIONAL,


dl-dyn-changed





BOOLEAN

}

ImplementationSpecificParams ::=
BIT STRING (SIZE (1..512))

IntegrityProtectionStatus ::=

ENUMERATED {











started, notStarted }

InterRAT-UE-RadioAccessCapabilityList-r5 ::=
SEQUENCE {


interRAT-UE-RadioAccessCapability
InterRAT-UE-RadioAccessCapabilityList,


geranIu-RadioAccessCapability

GERANIu-RadioAccessCapability



OPTIONAL

}

IntraFreqReportingCriteria-r6-ext ::= SEQUENCE {


-- The content of the v690 non-critical extension should be


-- considered as an extension of IE IntraFreqEventCriteriaList

event







Event1j-r6,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}

-- dummy is not used in this version of the specification, it should

-- not be sent and if received it should be ignored.
MaxHcContextSpace-r5 ::=



ENUMERATED { 












dummy, by1024, by2048, by4096, by8192, 












by16384, by32768, by65536, by131072 }

MeasurementCapability-r4 ::=

SEQUENCE {


downlinkCompressedMode



CompressedModeMeasCapability-r4,


uplinkCompressedMode



CompressedModeMeasCapability-r4


}

MeasurementCommandWithType ::=

CHOICE {


setup







MeasurementType,


modify







NULL,


release







NULL

}

MeasurementCommandWithType-r4 ::=
CHOICE {


setup







MeasurementType-r4,


modify







NULL,


release







NULL

}

MeasurementCommandWithType-r6 ::=
CHOICE {


setup







MeasurementType-r6,


modify







NULL,


release







NULL

}

OngoingMeasRep ::=




SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType


measurementCommandWithType


MeasurementCommandWithType,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r4 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType-r4.


measurementCommandWithType


MeasurementCommandWithType-r4,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r5 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType-r4.


measurementCommandWithType


MeasurementCommandWithType-r4,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL,


measurementCommand-v590ext


CHOICE {



-- the choice "intra-frequency" shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL

}

OngoingMeasRep-r6 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r6,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRepList ::=



SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep

OngoingMeasRepList-r4 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r4

OngoingMeasRepList-r5 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r5

OngoingMeasRepList-r6 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r6

PDCP-Capability-r4 ::=



SEQUENCE {


losslessSRNS-RelocationSupport

BOOLEAN,


supportForRfc2507




CHOICE {



notSupported





NULL,



supported






MaxHcContextSpace


},


supportForRfc3095




CHOICE {



notSupported





NULL,



supported






SEQUENCE {




maxROHC-ContextSessions



MaxROHC-ContextSessions-r4
DEFAULT s16,




reverseCompressionDepth



INTEGER (0..65535)


DEFAULT 0



}


}

}

PDCP-Capability-r5 ::=



SEQUENCE {


losslessSRNS-RelocationSupport

BOOLEAN,


supportForRfc2507




CHOICE {



notSupported





NULL,



supported






MaxHcContextSpace-r5


},


supportForRfc3095




CHOICE {



notSupported





NULL,



supported






SEQUENCE {




maxROHC-ContextSessions



MaxROHC-ContextSessions-r4
DEFAULT s16,




reverseCompressionDepth



INTEGER (0..65535)


DEFAULT 0,




supportForRfc3095ContextRelocation
BOOLEAN



}


}

}

PDCP-Capability-r6 ::=



SEQUENCE {


losslessSRNS-RelocationSupport

BOOLEAN,


losslessDLRLC-PDUSizeChange


ENUMERATED { true }




OPTIONAL,


supportForRfc2507




CHOICE {



notSupported





NULL,



supported






MaxHcContextSpace-r5


},


supportForRfc3095




CHOICE {



notSupported





NULL,



supported






SEQUENCE {




maxROHC-ContextSessions



MaxROHC-ContextSessions-r4
DEFAULT s16,




reverseCompressionDepth



INTEGER (0..65535)


DEFAULT 0,




supportForRfc3095ContextRelocation
BOOLEAN



}


}

}

PhysicalChannelCapability-r4 ::=

SEQUENCE {



fddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityFDD-r4,




uplinkPhysChCapability



UL-PhysChCapabilityFDD



}










OPTIONAL,



tdd384-PhysChCapability



SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD,




uplinkPhysChCapability



UL-PhysChCapabilityTDD



}










OPTIONAL,



tdd128-PhysChCapability



SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD-LCR-r4,




uplinkPhysChCapability



UL-PhysChCapabilityTDD-LCR-r4



}










OPTIONAL

}

PhysicalChannelCapability-r5 ::=

SEQUENCE {



fddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityFDD-r5,




uplinkPhysChCapability



UL-PhysChCapabilityFDD



}










OPTIONAL,



tdd384-PhysChCapability



SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD-r5,




uplinkPhysChCapability



UL-PhysChCapabilityTDD



}










OPTIONAL,



tdd128-PhysChCapability



SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD-LCR-r5,




uplinkPhysChCapability



UL-PhysChCapabilityTDD-LCR-r4



}










OPTIONAL

}

RF-Capability-r4 ::=



SEQUENCE {



fddRF-Capability



SEQUENCE {




ue-PowerClass




UE-PowerClassExt,




txRxFrequencySeparation


TxRxFrequencySeparation



}















OPTIONAL,



tdd384-RF-Capability


SEQUENCE {




ue-PowerClass




UE-PowerClassExt,




radioFrequencyBandTDDList

RadioFrequencyBandTDDList,




chipRateCapability



ChipRateCapability



}















OPTIONAL,



tdd128-RF-Capability


SEQUENCE {




ue-PowerClass




UE-PowerClassExt,




radioFrequencyBandTDDList

RadioFrequencyBandTDDList,




chipRateCapability



ChipRateCapability



}















OPTIONAL

}

RFC3095-ContextInfo ::= 


SEQUENCE {


rb-Identity






RB-Identity,


rfc3095-Context-List



RFC3095-Context-List

}

RFC3095-Context-List ::=


SEQUENCE (SIZE (1..maxRFC3095-CID)) OF SEQUENCE {


dl-RFC3095-Context




DL-RFC3095-Context

OPTIONAL,


ul-RFC3095-Context




UL-RFC3095-Context

OPTIONAL

}

RLC-Capability-r5 ::=



SEQUENCE {


totalRLC-AM-BufferSize



TotalRLC-AM-BufferSize-r5,


maximumRLC-WindowSize



MaximumRLC-WindowSize,


maximumAM-EntityNumber



MaximumAM-EntityNumberRLC-Cap

}

SRB-SpecificIntegrityProtInfo ::=
SEQUENCE {


ul-RRC-HFN






BIT STRING (SIZE (28)),


dl-RRC-HFN






BIT STRING (SIZE (28)),


ul-RRC-SequenceNumber



RRC-MessageSequenceNumber,


dl-RRC-SequenceNumber



RRC-MessageSequenceNumber

}

SRB-SpecificIntegrityProtInfoList ::= SEQUENCE (SIZE (4..maxSRBsetup)) OF











SRB-SpecificIntegrityProtInfo

StateOfRRC ::=





ENUMERATED {











cell-DCH, cell-FACH,











cell-PCH, ura-PCH }

StateOfRRC-Procedure ::=


ENUMERATED {











awaitNoRRC-Message,











awaitRB-ReleaseComplete,











awaitRB-SetupComplete,











awaitRB-ReconfigurationComplete,











awaitTransportCH-ReconfigurationComplete,











awaitPhysicalCH-ReconfigurationComplete,











awaitActiveSetUpdateComplete,











awaitHandoverComplete,











sendCellUpdateConfirm,











sendUraUpdateConfirm,











-- dummy is not used in this version of specification











-- It should not be sent











dummy,











otherStates 

}

TotalRLC-AM-BufferSize-r5 ::=

ENUMERATED { 











kb10, kb50, kb100, kb150, kb200, 











kb300, kb400, kb500, kb750, kb1000 }

TPC-Combination-Info ::= SEQUENCE {



primaryCPICH-Info




PrimaryCPICH-Info,



tpc-CombinationIndex



TPC-CombinationIndex

}

UE-MultiModeRAT-Capability-r5 ::=
SEQUENCE {


multiRAT-CapabilityList



MultiRAT-Capability,


multiModeCapability




MultiModeCapability,


supportOfUTRAN-ToGERAN-NACC


BOOLEAN

}

UE-Positioning-Capability-r4 ::=
SEQUENCE {


standaloneLocMethodsSupported


BOOLEAN,


ue-BasedOTDOA-Supported




BOOLEAN,


networkAssistedGPS-Supported


NetworkAssistedGPS-Supported,


supportForUE-GPS-TimingOfCellFrames

BOOLEAN,


supportForIPDL






BOOLEAN,


rx-tx-TimeDifferenceType2Capable 

BOOLEAN,


validity-CellPCH-UraPCH 



ENUMERATED { true }

OPTIONAL,


sfn-sfnType2Capability




ENUMERATED { true }


OPTIONAL
}

UE-Positioning-LastKnownPos ::=

SEQUENCE { 



sfn







INTEGER (0..4095),



cell-id






CellIdentity,



positionEstimate



PositionEstimate
}

UE-RadioAccessCapability-r4 ::=

SEQUENCE {


accessStratumReleaseIndicator

AccessStratumReleaseIndicator,


pdcp-Capability





PDCP-Capability-r4,


rlc-Capability





RLC-Capability,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability-r4,


physicalChannelCapability


PhysicalChannelCapability-r4,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability-r4,


measurementCapability



MeasurementCapability-r4

OPTIONAL

}

UE-RadioAccessCapability-r5 ::=

SEQUENCE {


accessStratumReleaseIndicator

AccessStratumReleaseIndicator,


dl-CapabilityWithSimultaneousHS-DSCHConfig










DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


pdcp-Capability





PDCP-Capability-r5,


rlc-Capability





RLC-Capability-r5,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability-r4,


physicalChannelCapability


PhysicalChannelCapability-r5,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability-r5,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability-r4,


measurementCapability



MeasurementCapability-r4

OPTIONAL

}

UE-RadioAccessCapability-r6 ::=

SEQUENCE {


accessStratumReleaseIndicator

AccessStratumReleaseIndicator,


dl-CapabilityWithSimultaneousHS-DSCHConfig











DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


pdcp-Capability





PDCP-Capability-r6,


rlc-Capability





RLC-Capability-r5,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability-r4,


physicalChannelCapability


PhysicalChannelCapability-r5,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability-r5,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability-r4,


measurementCapability



MeasurementCapability-r4

OPTIONAL

}

UE-RadioAccessCapability-r7 ::=

SEQUENCE {


accessStratumReleaseIndicator

AccessStratumReleaseIndicator,


dl-CapabilityWithSimultaneousHS-DSCHConfig











DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


pdcp-Capability





PDCP-Capability-r6,


rlc-Capability





RLC-Capability-r5,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability-r7,


physicalChannelCapability


PhysicalChannelCapability-r7,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability-r5,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability-r4,


measurementCapability



MeasurementCapability-r4

OPTIONAL

}

UL-RFC3095-Context ::=



SEQUENCE {


rfc3095-Context-Identity


INTEGER (0..16383),


ul-mode







ENUMERATED {u, o, r},


ul-ref-ir






OCTET STRING ( SIZE (1..3000)),


ul-ref-time






INTEGER (0..4294967295)

OPTIONAL,


ul-curr-time





INTEGER (0..4294967295)

OPTIONAL,


ul-syn-offset-id




INTEGER (0..65535)


OPTIONAL,


ul-syn-slope-ts





INTEGER (0..4294967295)

OPTIONAL,


ul-ref-sn-1






INTEGER (0..65535)


OPTIONAL

}

END

------------------------------------- 36th Change ---------------------------------

B.3
UTRA RRC Connected Mode States and Transitions

B.3.1
CELL_DCH state

The CELL_DCH state is characterised by

-
For TDD: A dedicated physical channel is allocated to the UE in uplink and downlink or a dedicated physical channel is allocated to the UE in the uplink and HS_DSCH_RECEPTION is set to TRUE.
-
A dedicated physical channel is allocated to the UE in uplink and downlink.
-
For 3.84 Mcps TDD:

· E_DCH_TRANSMISSION is set to TRUE and HS_DSCH_RECEPTION is set to TRUE
· E_DCH_TRANSMISSION is set to TRUE and a dedicated physical channel is allocated to the UE in the downlink
-
The UE is known on cell level according to its current active set.

-
Dedicated transport channels, downlink and uplink (TDD) shared transport channels, and a combination of these transport channels can be used by the UE.

The CELL_DCH-state is entered from the Idle Mode through the setup of an RRC connection, or by establishing a dedicated physical channel from the CELL_FACH state.

In TDD a PDSCH may be assigned to the UE in this state, to be used for a DSCH. A PUSCH may also be assigned to the UE in this state, to be used for a USCH. If PDSCH or PUSCH are used for TDD, a FACH transport channel may be assigned to the UE for reception of physical shared channel allocation messages.

---------------------------------- End of Changes ---------------------------------
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