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10.2.16c
INITIAL DIRECT TRANSFER

This message is used to initiate a signalling connection based on indication from the upper layers, and to transfer a NAS message.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE -> UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	PLMN identity
	OP
	
	PLMN identity 10.3.1.11
	This IE indicates the PLMN to which the UE requests the signalling connection to be established.
	REL-6

	CN information elements
	
	
	
	
	

	CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	Intra Domain NAS Node Selector
	MP
	
	Intra Domain NAS Node Selector 10.3.1.6
	
	

	NAS message
	MP
	
	NAS message 10.3.1.8
	
	

	START
	OP
	
	START 10.3.3.38
	START value to be used in the CN domain as indicated in the IE "CN domain identity". This IE shall always be present in this version of the protocol.
	

	Establishment cause
	OP
	
	Establishment cause 10.3.3.11
	
	Rel-5

	CS Call Type
	OP
	
	Enumerated (CS speech, CS video, other)
	One spare value is needed
	REL-7

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	

	MBMS joined information
	OP
	
	
	
	REL-6

	>P-TMSI
	OP
	
	P-TMSI (GSM-MAP) 10.3.1.13
	
	REL-6


11.2
PDU definitions
-- ***************************************************

--

-- INITIAL DIRECT TRANSFER

--

-- ***************************************************

InitialDirectTransfer-v690ext-IEs ::= SEQUENCE {


-- Core network IEs



plmn-Identity




PLMN-Identity





OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq
MeasuredResultsOnRACHinterFreq

OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}

InitialDirectTransfer ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



intraDomainNasNodeSelector

IntraDomainNasNodeSelector,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



v3a0NonCriticalExtensions

SEQUENCE {


initialDirectTransfer-v3a0ext
InitialDirectTransfer-v3a0ext,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




initialDirectTransfer-r3-add-ext

BIT STRING
OPTIONAL,





v590NonCriticalExtensions

SEQUENCE {






initialDirectTransfer-v590ext
InitialDirectTransfer-v590ext,





v690NonCriticalExtensions

SEQUENCE {






initialDirectTransfer-v690ext
InitialDirectTransfer-v690ext-IEs,






v7xyNonCriticalExtensions

SEQUENCE {







initialDirectTransfer-v7xyext
InitialDirectTransfer-v7xyext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}

OPTIONAL





}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}
OPTIONAL

}

InitialDirectTransfer-v3a0ext ::= SEQUENCE {


-- start-value shall always be included in this version of the protocol


start-Value





START-Value






OPTIONAL

}

InitialDirectTransfer-v590ext ::= SEQUENCE {


establishmentCause

EstablishmentCause
OPTIONAL

}

InitialDirectTransfer-v690ext-IEs ::= SEQUENCE {


-- Core network IEs



plmn-Identity




PLMN-Identity





OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq
MeasuredResultsOnRACHinterFreq

OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}

InitialDirectTransfer-v7xyext-IEs ::=


SEQUENCE {


-- Call Type IE

csCallType





ENUMERATED {speech, video, other, spare }
OPTIONAL

}
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