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1   Introduction
Presently, there is no L3 retransmission mechanism for event 1D. We would like to draw RAN2’s attention that, events 1A/1B/1C are all able to retransmit the event in order to cater for some abnormal conditions and allows the system to be more robust.

We believe that event ID could also take advantage of a L3 retransmission scheme and allow a small improvement to the system and suggest that we allow this functionality for Rel7 thus bring the event 1D in line with the other events. We show below a scenario where the retransmission of event 1D would resolve some problems.

In the following scenario, the HSPA serving cell can not be updated in time in the case where the request to change the best cell in active set fails for some reasons. 


[image: image1]
Cell 1/2/3 are all in active set. Cell1 is the best cell both in UE and RNC. At time t1, cell3 becomes to the best cell and UE reports 1D event to RNC. For some reasons, cell 3 can not be updated to be the best cell (for example, used as HSPA serving cell) by the RNC. At time t2, cell 2 becomes better than cell1. If the RNC can not update to cell3 which is the really best cell, then the RNC could treat cell2 as an alternative best cell.  But the RNC has no mechanism to obtain such information in the current specifications. 

Therefore, we suggest the same mechanism similar to event 1a/1b/1c is proposed.
Through the retransmission of event 1D event report, the measurement results of active set cells and the best X monitor cells can be reported to the RNC. These information can be used by the RNC judge and choose the second best cell. 

2   Discussion

There is a small problem if the retransmission of 1D is allowed and that is when should the UE stop the retransmission: Before the best cell is not changed?  There are 2 solutions:

1)  RNC informs the UE to change the best cell through explicit RRC messages, such as ACTIVE SET UPDATE or PHYSICAL CHANNEL RECONFIGURATION message. After the UE receives such information from RNC, the UE stops the retransmission of 1D event report.

2)  Binding the 1D event triggered cell at UE side to the HSPA serving cell. That is, if the current HSPA serving cell is the same cell as the latest 1D event triggered cell, the UE stops the retransmission. Otherwise, we could use the Amount of Reporting to stop the retransmission of the event.
3) RNC does not inform UE to change the best cell through explicit RRC messages. The RNC can use the measurement control parameter such as the Amount of Reporting .
3   Conclusions

We believe that event 1D should allow a L3 retransmission mechanism and that the UE should stop retransmission when the current HSPA serving cell is equal to the same cell sent in the last 1D event, i.e. solution 2.
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10.3.7.39
Intra-frequency measurement reporting criteria

The triggering of the event-triggered reporting for an intra-frequency measurement. All events concerning intra-frequency measurements are labelled 1x where x is a, b, c….

Event 1a: A Primary CPICH enters the Reporting Range (FDD only).

Event 1b: A Primary CPICH leaves the Reporting Range (FDD only).

Event 1c: A Non-active Primary CPICH becomes better than an active Primary CPICH (FDD only).

Event 1d: Change of best cell (FDD only).

Event 1e: A Primary CPICH becomes better than an absolute threshold (FDD only).

Event 1f: A Primary CPICH becomes worse than an absolute threshold (FDD only).

Event 1g: Change of best cell in TDD.

Event 1h: Timeslot ISCP below a certain threshold (TDD only).

Event 1i: Timeslot ISCP above a certain threshold (TDD only).

Event 1j: A Non-active E-DCH but active DCH Primary CPICH becomes better than an active E-DCH Primary CPICH (FDD only).

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Parameters required for each event
	OP
	1 to <maxMeasEvent>
	
	
	

	>Intra-frequency event identity
	MP
	
	Intra-frequency event identity 10.3.7.34
	
	

	>Triggering condition 1
	CV–clause 0
	
	Enumerated(Active set cells, Monitored set cells, Active set cells and monitored set cells)
	Indicates which cells can trigger the event
	

	>Triggering condition 2
	CV–clause 6
	
	Enumerated(Active set cells, Monitored set cells, Active set cells and monitored set cells, Detected set cells, Detected set cells and monitored set cells)
	Indicates which cells can trigger the event
	

	
	CV-clause 10
	
	
	
	REL-5

	>Reporting Range Constant
	CV–clause 2
	
	Real(0..14.5 by step of 0.5)
	In dB. In event 1a,1b. 
	

	>Cells forbidden to affect Reporting range
	CV–clause 1
	1 to <maxCellMeas>
	
	In event 1a,1b
	

	>>CHOICE mode
	MP
	
	
	
	

	>>>FDD
	
	
	
	
	

	>>>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>>>TDD
	
	
	
	
	

	>>>>Primary CCPCH info
	MP
	
	Primary CCPCH info 10.3.6.57
	
	

	>W
	CV–clause 2
	
	Real(0.0..2.0 by step of 0.1)
	
	

	>Hysteresis
	MP
	
	Real(0..7.5 by step of 0.5)
	In dB.
	

	>Threshold used frequency
	CV-clause 3
	
	Integer

(-115..165)


	Range used depend on measurement quantity.

CPICH RSCP -115..-25 dBm

CPICH Ec/No -24..0 dB

Pathloss 30..165dB

ISCP -115..-25 dBm
	

	
	
	
	Integer (-120..165)
	Range used depend on measurement quantity.

CPICH RSCP -120..-25 dBm

CPICH Ec/No -24..0 dB

Pathloss 30..165dB

ISCP -120..-25 dBm
	REL-6

	>DeltaThreshold used frequency
	CV-clause 8
	
	Integer(-5..-1)
	If present, the actual value of Threshold used frequency = Threshold used frequency + DeltaThreshold used frequency
	REL-5

	
	
	
	
	Not used in Release 6 and later
	REL-6

	>Reporting deactivation
 threshold
	CV–clause 4
	
	Integer(0, 1, 2, 3, 4, 5, 6, 7)
	In event 1a

Indicates the maximum number of cells allowed in the active set in order for event 1a to occur.

0 means not applicable

.
	

	>Replacement activation
 threshold
	CV-clause 5
	
	Integer(0, 1, 2, 3, 4, 5, 6, 7)
	In event 1c

Indicates the minimum number of cells allowed in the active set in order for event 1c to occur.

0 means not applicable
	

	
	
	
	
	In event 1j

Indicates the minimum number of cells allowed in the E-DCH active set in order for event 1j to occur.

For event 1j values 5, 6 and 7 are not applicable.

0 means not applicable
	REL-6

	>Time to trigger
	MP
	
	Time to trigger 10.3.7.64
	Indicates the period of time during which the event condition has to be satisfied, before sending a Measurement Report. Time in ms
	

	>Amount of reporting
	CV–clause 7
	
	Integer(1, 2, 4, 8, 16, 32, 64, Infinity)
	In case the IE "Intra-frequency reporting criteria" is included in the IE "Inter-frequency measurement", this IE is not needed.
	

	>Reporting interval
	CV–clause 7
	
	Integer(0, 250, 500, 1000, 2000, 4000, 8000, 16000)
	Indicates the interval of periodical reporting when such reporting is triggered by an event. Interval in milliseconds.

0 means no periodical reporting. In case the IE "Intra-frequency reporting criteria" is included in the IE "Inter-frequency measurement", this IE is not needed.
	

	>Reporting cell status
	OP
	
	Reporting cell status 10.3.7.61
	
	

	>Periodical reporting information-1b
	CV–clause 9
	
	Periodical reporting info-1b

10.3.7.53aa
	In case the IE "Intra-frequency reporting criteria" is included in the IE "Inter-frequency measurement", this IE is not needed.
	REL-5

	>Use CIO
	CV-clause 10
	
	Boolean
	TRUE indicates that the cell individual offset shall be used for event evaluation
	REL-5

	>Periodical reporting information-1d
	CV–clause 11
	
	Periodical reporting info-1d

10.3.7.53x
	In case the IE "Intra-frequency reporting criteria" is included in the IE "Inter-frequency measurement", this IE is not needed.
	REL-7


	Condition
	Explanation

	Clause 0
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1b" or "1f", otherwise the IE is not needed.

	Clause 1
	The IE is optional if the IE "Intra-frequency event identity" is set to "1a" or "1b", otherwise the IE is not needed.

	Clause 2
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1a" or "1b", otherwise the IE is not needed.

	Clause 3
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to , "1e", "1f", "1h" or "1i", otherwise the IE is not needed.

	Clause 4
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1a", otherwise the IE is not needed.

	Clause 5
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1c" or 1j , otherwise the IE is not needed.

	Clause 6
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1a" or "1e", otherwise the IE is not needed. 

	Clause 7
	The IE is mandatory present if the IE "Intra-frequency event identity" is set to "1a", "1c" or 1j, otherwise the IE is not needed. 

	Clause 8
	The IE is optional if the IE "Intra-frequency event identity" is set to "1e", "1f", "1h" or "1i". Otherwise the IE is not needed.

	Clause 9
	The IE is optional if the IE "Intra-frequency event identity" is set to "1b", otherwise the IE is not needed.

	Clause 10
	The IE is optional if the IE "Intra-frequency event identity" is set to "1d", otherwise the IE is not needed.

	Clause 11
	The IE is optional if the IE "Intra-frequency event identity" is set to "1d", otherwise the IE is not needed.


10.3.7.53x
Periodical reporting info-1d
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Amount of reporting
	MP
	
	Integer(1, 2, 4, 8, 16, 32, 64, Infinity)
	
	REL-6

	Reporting interval
	MP
	
	Integer(0, 250, 500, 1000, 2000, 4000, 8000, 16000)
	Indicates the interval of periodical reporting when such reporting is triggered by an event. Interval in milliseconds.

0 means no periodical reporting.
	REL-6


11.2
PDU definitions

IMPORTS

-- Measurement IEs :


IntraFreqReportingCriteria-1d-r7ext,
-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= CHOICE {


-- The Rel-4 functionality of UE Positioning OTDOA AssistanceData TDD is only available


-- in the later-than-r3 branch of this message (i.e. through the use of the IE


-- ue-Positioning-OTDOA-AssistanceData-r4)

r3







SEQUENCE {



measurementControl-r3


MeasurementControl-r3-IEs,



v390nonCriticalExtensions

SEQUENCE {




measurementControl-v390ext

MeasurementControl-v390ext,




v3a0NonCriticalExtensions


SEQUENCE {





measurementControl-v3a0ext


MeasurementControl-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {






-- Container for additional R99 extensions






measurementControl-r3-add-ext

BIT STRING
OPTIONAL,






v4b0NonCriticalExtensions


SEQUENCE{






-- The content of the v4b0 non-critical extension has been removed. If sent 







-- to a UE of AS release 4, the UE behaviour is unspecified. A UE of AS 







-- release 5 onward shall comply with the v4b0 and later extensions in this 







-- branch of the message.







v590NonCriticalExtensions

SEQUENCE {








measurementControl-v590ext

MeasurementControl-v590ext-IEs,








v5b0NonCriticalExtensions

SEQUENCE {









measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,








v7xyNonCriticalExtensions


SEQUENCE {










measurementControl-v7xyext


MeasurementControl-v7xyext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}





OPTIONAL







}





OPTIONAL







}





OPTIONAL






}





OPTIONAL





}





OPTIONAL




}





OPTIONAL



}





OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





measurementControl-r4


MeasurementControl-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






measurementControl-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE{






measurementControl-v590ext

MeasurementControl-v590ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {








measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,








v7xyNonCriticalExtensions

SEQUENCE {









measurementControl-v7xyext

MeasurementControl-v7xyext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




},




later-than-r4




SEQUENCE {





-- Most significant part of "RRC transaction identifier" (MSP),





-- "RRC transaction identifier" = rrc-TransactionIdentifier-MSP * 4 + 





-- rrc-TransactionIdentifier




rrc-TransactionIdentifier-MSP

RRC-TransactionIdentifier,





criticalExtensions



CHOICE {






r6







SEQUENCE {







measurementControl-r6


MeasurementControl-r6-IEs,







v6a0NonCriticalExtensions

SEQUENCE {








measurementControl-v6a0ext

MeasurementControl-v6a0ext-IEs,








v7xyNonCriticalExtensions

SEQUENCE {









measurementControl-v7xyext

MeasurementControl-v7xyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL






},






criticalExtensions



SEQUENCE {}





}



}


}


}

}

MeasurementControl-v7xyext-IEs ::= SEQUENCE{


intraFreqReportingCriteria-1d-r7ext

IntraFreqReportingCriteria-1d-r7ext
OPTIONAL

}
-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************

IntraFreqReportingCriteria-1d-r7 ::= SEQUENCE {

periodicReportingInfo-1d


PeriodicReportingInfo-1d
}
PeriodicReportingInfo-1d ::= SEQUENCE {

reportingAmount





ReportingAmount,

reportingInterval




ReportingInterval
}
-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************

SysInfoType11 ::=




SEQUENCE {



sib12indicator




BOOLEAN,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {



sysInfoType11-v4b0ext


SysInfoType11-v4b0ext-IEs

OPTIONAL,



v590NonCriticalExtension

SEQUENCE {





sysInfoType11-v590ext


SysInfoType11-v590ext-IEs,




v690NonCriticalExtensions


SEQUENCE {






sysInfoType11-v690ext


SysInfoType11-v690ext-IEs,





v7xyNonCriticalExtensions


SEQUENCE {







sysInfoType11-v7xyext


SysInfoType11-v7xyext-IEs,






nonCriticalExtensions


SEQUENCE {}





OPTIONAL





}






OPTIONAL




}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType11-v7xyext-IEs ::= SEQUENCE{


intraFreqReportingCriteria-1d-r7ext

IntraFreqReportingCriteria-1d-r7ext
OPTIONAL

}
SysInfoType12 ::=




SEQUENCE {


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {



sysInfoType12-v4b0ext


SysInfoType12-v4b0ext-IEs

OPTIONAL,



v590NonCriticalExtension

SEQUENCE {





sysInfoType12-v590ext


SysInfoType12-v590ext-IEs,




v690NonCriticalExtensions


SEQUENCE {






sysInfoType12-v690ext


SysInfoType12-v690ext-IEs,





v7xyNonCriticalExtensions


SEQUENCE {







sysInfoType12-v7xyext


SysInfoType12-v7xyext-IEs,






nonCriticalExtensions


SEQUENCE {}





OPTIONAL





}






OPTIONAL




}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType12-v7xyext-IEs ::= SEQUENCE{


intraFreqReportingCriteria-1d-r7ext

IntraFreqReportingCriteria-1d-r7ext
OPTIONAL

}

14.1.2.4
Reporting event 1D: Change of best cell

When an intra-frequency measurement configuring event 1d is set up, the UE shall:

1>
create a variable TRIGGERED_1D_EVENT related to that measurement, which shall initially contain the best cell in the active set when the measurement is initiated;

1>
delete this variable when the measurement is released.

1>
As soon as the best cell in the active set has been evaluated by the UE (and stored in the TRIGGERED_1D_EVENT variable) and provided that there is more than one cell in the active set,  trigger an immediate measurement report with IEs set as below:

2>
set in "intra-frequency measurement event results"; "Intrafrequency event identity" to "1d" and "cell measurement event results" to the CPICH info of the primary CPICH stored in the TRIGGERED_1D_EVENT variable;

2>
set the IE "measured results" and the IE "additional measured results" according to subclause 8.4.2

When event 1D is configured in the UE, the UE shall:

1>
if IE "useCIO" is present and its value is TRUE, take into account the Cell Individual Offset for evaluation of the Equation 1 and 2, otherwise do not take it into account.
1>
if "Measurement quantity" is "pathloss" and Equation 1 below is fulfilled for a primary CPICH that is not stored in "Best cell" in variable BEST_CELL_1D_EVENT, or if "Measurement quantity" is "CPICH Ec/N0" or "CPICH RSCP", and Equation 2 below is fulfilled for a primary CPICH that is not stored in "Best cell" in variable BEST_CELL_1D_EVENT:

NOTE:
If the equations are simultaneously fulfilled for more than one primary CPICH, the UE should report only one event 1D, triggered by the best primary CPICH.

2>
if all required reporting quantities are available for that cell, and if the equations have been fulfilled for a time period indicated by "Time to trigger" and if IE "Triggering condition 2" is absent or if it is present and that primary CPICH is part of cells allowed to trigger the event according to "Triggering condition 2":

3>
set "best cell" in the variable BEST_CELL_1D_EVENT to that primary CPICH that triggered the event;
3>
if “Periodic reporting info-1d” is present, and ”"Reporting interval" for this event is not equal to 0:

4>
if the IE "Periodical reporting running" in the variable TRIGGERED_1D_EVENT is set to FALSE:

5>
start a timer with the value of "Reporting interval" for this event and set the IE "Periodical reporting running" in the variable TRIGGERED_1D_EVENT to TRUE;

4>
set "sent reports" for the primary CPICHs in "cells recently triggered" in the variable TRIGGERED_1D_EVENT to 1.
3>
send a measurement report with IEs set as below:

4>
set in "intra-frequency measurement event results"; "Intrafrequency event identity" to "1d" and "cell measurement event results" to the CPICH info of the primary CPICH that triggered the report.

4>
set the IE "measured results" and the IE "additional measured results" according to subclause 8.4.2.
1>
if the timer for the periodical reporting has expired:

2>
if the primary CPICH included in the variable BEST_CELL_1D_EVENT is not the HSDPA or HSUPA serving cell
3> if “Periodic reporting info-1b” is present:

4> if "Reporting interval" is not equal to 0, and if "Amount of reporting" is greater than "sent reports" stored in the variable TRIGGERED_1D_EVENT:

5>
increment the stored counter "sent reports" in variable TRIGGERED_1D_EVENT;

5>
start a timer with the value of "Reporting interval-1d" for this event;

5>
send a measurement report with IEs set as below:

6>
set in "intra-frequency measurement event results": "Intrafrequency event identity" to "1d"; and

6>
include in "cell measurement event results" the entry of the variable TRIGGERED_1D_EVENT with value of IE "sent reports" smaller than value of "Amount of reporting";

6>
set the IE "measured results" and the IE "additional measured results" according to subclause 8.4.2, not taking into account the cell individual offset for each cell.

5>
if "sent reports" in variable TRIGGERED_1D_EVENT is greater than "Amount of reporting" for the entry:

6>
set the IE "Periodical Reporting running" in the variable TRIGGERED_1D_EVENT to FALSE and disable the timer for the periodical reporting.

This event is only applicable to the CELL_DCH state. Upon transition to CELL_DCH the UE shall:

1>
set "best cell" in the variable BEST_CELL_1D_EVENT to the best cell of the primary CPICHs included in the active set.

Equation 1 (Triggering condition for pathloss)
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Equation 2 (Triggering condition for all the other measurement quantities)
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The variables in the formula are defined as follows:

MNotBest is the measurement result of a cell not stored in "best cell" in the variable BEST_CELL_1D_EVENT.

CIONotBest is the cell individual offset of a cell not stored in "best cell" in the variable BEST_CELL_1D_EVENT.

MBest is the measurement result of the cell stored in "best cell" in variable BEST_CELL_1D_EVENT.

CIOBest is the cell individual offset of a cell stored in "best cell" in the variable BEST_CELL_1D_EVENT.

H1d is the hysteresis parameter for the event 1d.

If the measurement results are pathloss or CPICH-Ec/No then MNot Best and MBest are expressed as ratios.

If the measurement result is CPICH-RSCP then MNot Best and MBest are expressed in mW.
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Figure 14.1.2.4-1 [Informative]: A primary CPICH becomes better than the previously best primary CPICH

In this figure, the parameters hysteresis and time to trigger, as well as the cell individual offsets for all cells are equal to 0.
14.1.4.2
Change of best cell failure (FDD only)
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Figure 14.1.4.1-x: Periodic reporting triggered by event 1C

When a cell becomes the best cell and triggers event 1D, the UE shall transmit a MEASUREMENT REPORT to the UTRAN and typically this may result in the changing of the HSDPA or HSUPA serving cell. If the UTRAN is unable to changing the serving cell due to for example capacity shortage, it is beneficial to receive continuous reports in this case as well.

The UE shall revert to periodical measurement reporting if the UTRAN does not changing the HSDPA or HSUPA serving cell. This is illustrated in Figure 14.1.4.1-x. During periodic reporting the UE shall transmit MEASUREMENT REPORT messages to the UTRAN at predefined intervals. The reports shall include reporting information of the cells in the current active set and of the monitored cell(s).

Event-triggered periodic measurement reporting shall be terminated if:

1>
the cell is not the best cell any longer; or

1>
the UE has sent the maximum number of MEASUREMENT REPORT messages (defined by the amount of reporting parameter).

The reporting period is assigned by the UTRAN (with the Reporting interval parameter). If the reporting interval is set to zero, event-triggered periodic measurement reporting shall not be applied.



















Cell3





Cell2





t2





t1





Cell1





time








�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

_1217256047.vsd

