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8.1.1.6.18
System Information Block type 18

If the System Information Block type 18 is present, a UE shall obtain knowledge of the PLMN identity of the neighbour cells to be considered for cell reselection, and shall behave as specified in this subclause and in subclause 8.5.14a.

The UE should store all the relevant IEs included in this system information block.

A UE in idle mode shall act according to the following rules:

1>
any PLMN list of a given type (IEs "PLMNs of intra-frequency cells list", "PLMNs of inter-frequency cells list", "PLMNs of inter-RAT cell lists") included in the IE "Idle mode PLMN identities" is paired with the list of cells of the same type derived from System Information Block type 11 and System Information Block 11bis if present;

1> if the IE "Idle mode PLMN identities for SIB 11bis" is present it should be considered for the cells signalled in System Information Block type 11bis 
1>
the PLMN identity located at a given rank in the PLMN list is that of the cell with the same ranking in the paired list of cells, the cells being considered in the increasing order of their associated identities ("Intra-frequency cell id", "Inter-frequency cell id", "Inter-RAT cell id");

1>
if no identity is indicated for the first PLMN in a list, the UE shall assume that the neighbouring cell broadcasts the same PLMN configuration (i.e. IE "PLMN Identity" and IE "Multiple PLMN List") as the current cell;

1>
if no identity is indicated for another entry in the list, the UE shall assume that the neighbouring cell broadcasts the same PLMN configuration (i.e. IE "PLMN Identity" and IE "Multiple PLMN List") as the previous cell in the list;
1>
if the number of identities in a PLMN list exceeds the number of neighbour cells in the paired list (if any), the extra PLMN identities are considered as unnecessary and ignored;

1>
if the number of identities in a PLMN list (if any) is lower than the number of neighbour cells in the paired list, the missing PLMN identities are replaced by the PLMN configuration for the last cell in the list.

A UE in connected mode shall act in the same manner as a UE in idle mode with the following modifications:

1>
the PLMN lists to be considered are the ones included, when present, in the IE "Connected mode PLMN identities"; otherwise, the UE shall use, in place of any missing list, the corresponding one in the IE "Idle mode PLMN identities";
1>
the paired lists of cells are the ones derived from System Information Block type 11, and System Information Block 11bis if present, and System Information Block type 12 if present.
1> if the IE "Connected mode PLMN identities for SIB 11bis" is present it should be considered for the cells signalled in System Information Block type 11bis 
<<< Next modified section ------------------------------------------------------------->>>
10.2.48.8.21
System Information Block type 18

The System Information Block type 18 contains PLMN identities of neighbouring cells to be considered in idle mode as well as in connected mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Idle mode PLMN identities
	OP
	
	PLMN identities of neighbour cells

10.3.7.53a
	
	

	Connected mode PLMN identities
	OP
	
	PLMN identities of neighbour cells

10.3.7.53a
	
	

	Idle mode PLMN identities for SIB 11bis
	OP
	
	PLMN identities of neighbour cells

10.3.7.53a
	
	REL-6

	Connected mode PLMN identities for SIB 11bis
	OP
	
	PLMN identities of neighbour cells

10.3.7.53a
	
	REL-6
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11.3
Information element definitions
SysInfoType18 ::=





SEQUENCE {



idleModePLMNIdentities


PLMNIdentitiesOfNeighbourCells

OPTIONAL,



connectedModePLMNIdentities
PLMNIdentitiesOfNeighbourCells

OPTIONAL,


-- Extension mechanism for non- release99 information


v6b0NonCriticalExtensions

SEQUENCE {




sysInfoType18-v6b0ext


SysInfoType18-v6b0ext,



nonCriticalExtensions


SEQUENCE {}

OPTIONAL


}
OPTIONAL
}

SysInfoType18-v6b0ext ::=



SEQUENCE {



idleModePLMNIdentitiesSIB11bis

PLMNIdentitiesOfNeighbourCells

OPTIONAL,



connectedModePLMNIdentitiesSIB11bis
PLMNIdentitiesOfNeighbourCells

OPTIONAL
}
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