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1st Change

8.6.4.6
RB information to release

If the IE "RB information to release" is included, the UE shall apply the following actions on the radio bearer identified with the value of the IE "RB identity". The UE shall:

1>
if the IE "RB identity" is set to a value less than 4:

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "RB identity" refers to a signalling radio bearer:

2>
release the RLC entity for the signalling radio bearer;

2> delete the information about the signalling radio bearer from the variable ESTABLISHED_RABS.
      1> if the IE "RB identity" refers to a MBMS radio bearer and the IE “MBMS RB list released to change transfer mode” is present for that MBMS radio bearer:
2>   perform the actions as specified in subclause 8.6.9.5.
1>
if the IE "RB identity" refers to a radio bearer:

2>
release the PDCP and RLC entities for that radio bearer;

2>
indicate release of the RAB subflow associated with the radio bearer to upper layers;

2>
delete the information about the radio bearer from the variable ESTABLISHED_RABS;

2>
when all radio bearers belonging to the same radio access bearer have been released:

3>
indicate release of the radio access bearer to upper layers providing the "CN domain identity" together with the "RAB identity" stored in the variable ESTABLISHED_RABS;

3>
delete all information about the radio access bearer from the variable ESTABLISHED_RABS.

The UE shall:

1>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25;

    1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
Next Change

8.6.9.5
MBMS RB list released to change transfer mode

If the IE "MBMS RB list released to change transfer mode" is included the UE shall:

1>
release the PDCP and RLC entities for that radio bearer;

1>
indicate release of the RAB subflow associated with the radio bearer to upper layers;

1>
delete the information about the radio bearer from the variable ESTABLISHED_RABS;

1>
when all radio bearers belonging to the same radio access bearer have been released:

2>
indicate release of the radio access bearer to upper layers providing the "CN domain identity" together with the "RAB identity" stored in the variable ESTABLISHED_RABS;

2>
delete all information about the radio access bearer from the variable ESTABLISHED_RABS.
1> perform the MCCH acquisition procedure as specified in subclause 8.7.2.

1> perform the service prioritisation procedure as specified in subclause 8.5.26, taking into account that the MBMS service(s) for which the radio bearers are released will be provided via p-t-m radio bearer(s).
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