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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in [1] apply, together as:

Data Description Indicator (DDI): MAC-e header field used to identify the logical channel, MAC-d flow and the size of the MAC-d PDUs concatenated into a MAC-es PDU.
E-DCH active set: The set of cells which carry the E-DCH for one UE. Only radio links for which an E-HICH configuration is stored are considered part of the E-DCH active set.

HARQ profile: One HARQ profile consists of a power offset attribute and maximum number of transmissions.
MBMS activated services: the MBMS multicast services the UE has joined as well as the broadcast services the UE is interested in.

MCCH acquisition: the procedure for acquiring all MCCH information relevant for the UE ie. includes reception of the RB information for the UE’s MBMS activated services.

MBMS controlling cell: the cell from which the UE receives MCCH.

MBMS notification: a notification provided by UTRAN indicating a change in the provision of one or more MBMS services.

MBMS transmission: a possibly repeated session of an MBMS service. An MBMS transmission is uniquely identified by the combination of the MBMS service identity and the MBMS session identity.

MBMS Selected Services: a subset of the MBMS activated services of the Broadcast type for which the UE applies RRC procedures to inform UTRAN that the service has been selected (by upper layers) 
Primary Absolute Grant: Absolute Grant received with the primary E-RNTI.

Secondary Absolute Grant: Absolute Grant received with the secondary E-RNTI.
Serving E-DCH cell: Cell from which the UE receives Absolute Grants from the Node-B scheduler. A UE has one Serving E-DCH cell.

Serving E-DCH RLS or Serving RLS: Set of cells which contains at least the Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. The UE has only one Serving E-DCH RLS.

Non-serving E-DCH RL or Non-serving RL: Cell which belongs to the E-DCH active set but does not belong to the Serving E-DCH RLS and from which the UE can receive one Relative Grant. The UE can have zero, one or several Non-serving E-DCH RL(s).
8.1.3.3
RRC CONNECTION REQUEST message contents to set

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

1>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;

1>
set the IE "Initial UE identity" to the value of the variable INITIAL_UE_IDENTITY;

1>
set the IE "Protocol error indicator" to the value of the variable PROTOCOL_ERROR_INDICATOR; and

1>
include the IE "Predefined configuration status information" and set this IE to true if  the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated.

1>
if the UE is attempting to establish the signalling connection to PS-domain:

2> include the IE "Domain Indicator" and set it to "PS domain".

1> else if the UE is attempting to establish the signalling connection to CS domain:
2>
include the IE "Domain Indicator" and set it to "CS domain".
1>
if the UE only supports HS-DSCH but not E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH" value.

1>
if the UE supports HS-DSCH and E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH+E-DCH" value.
1> for each MBMS Selected Service that is indicated on MCCH:
2> 
include the MBMS Selected Service ID and set it to a value in accordance with 8.6.9.8. 
2> 
include the MBMS Modification Period identity and set it to a value in accordance with 8.5.29.
The UE shall not include the IE "UE Specific Behaviour Information 1 idle".
8.3.1.2
Initiation

A UE shall initiate the cell update procedure in the following cases:

1>
Uplink data transmission:

2>
if the UE is in URA_PCH or CELL_PCH state; and

2>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit:

3>
perform cell update using the cause "uplink data transmission".

1>
Paging response:

2>
if the criteria for performing cell update with the cause specified above in the current subclause are not met; and

2>
if the UE in URA_PCH or CELL_PCH state, receives a PAGING TYPE 1 message fulfilling the conditions for initiating a cell update procedure specified in subclause 8.1.2.3:

3>
perform cell update using the cause "paging response".

1>
Radio link failure:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_DCH state and the criteria for radio link failure are met as specified in subclause 8.5.6; or
3>
if the transmission of the UE CAPABILITY INFORMATION message fails as specified in subclause 8.1.6.6:

4>
perform cell update using the cause "radio link failure".

1>
Re-entering service area:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in CELL_FACH or CELL_PCH state; and

2>
if the UE has been out of service area and re-enters service area before T307 or T317 expires:

3>
perform cell update using the cause "re-entering service area".

1>
RLC unrecoverable error:
2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE detects RLC unrecoverable error [16] in an AM RLC entity:

3>
perform cell update using the cause "RLC unrecoverable error".

1>
Cell reselection:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met:

3>
if the UE is in CELL_FACH or CELL_PCH state and the UE performs cell re-selection; or

3>
if the UE is in CELL_FACH state and the variable C_RNTI is empty:

4>
perform cell update using the cause "cell reselection".

1>
Periodical cell update:

2>
if none of the criteria for performing cell update with the causes specified above in the current subclause is met; and

2>
if the UE is in CELL_FACH or CELL_PCH state; and

2>
if the timer T305 expires; and

2>
if the criteria for "in service area" as specified in subclause 8.5.5.2 are fulfilled; and

2>
if periodic updating has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity":

3>
perform cell update using the cause "periodical cell update".

1>
MBMS reception:

2>
if the UE is in URA_PCH, Cell_PCH or Cell_FACH state; and

2>
if the UE should perform cell update for MBMS counting as specified in subclause 8.7.4:

3>
perform cell update using the cause "MBMS reception".

1>
MBMS ptp RB request:

2>
if the UE is in URA_PCH, Cell_PCH or Cell_FACH state; and

2>
if the UE should perform cell update for MBMS ptp radio bearer request as specified in 8.6.9.6:

3>
perform cell update using the cause "MBMS ptp RB request".

1>
MBMS change:

2>
if the UE is in URA_PCH, Cell_PCH or Cell_FACH state; and

2>
if the UE should perform cell update due to a change of the MBMS Selected Services as specified in subclause 8.3.1.3:

3>
perform cell update using the cause "MBMS change".

A UE in URA_PCH state shall initiate the URA update procedure in the following cases:

1>
URA reselection:

2>
if the UE detects that the current URA assigned to the UE, stored in the variable URA_IDENTITY, is not present in the list of URA identities in system information block type 2; or

2>
if the list of URA identities in system information block type 2 is empty; or

2>
if the system information block type 2 can not be found:

3>
perform URA update using the cause "change of URA".

1>
Periodic URA update:

2>
if the criteria for performing URA update with the causes as specified above in the current subclause are not met; and

2>
if the timer T305 expires; and

2>
if periodic updating has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity":

3>
perform URA update using the cause "periodic URA update".

When initiating the URA update or cell update procedure, the UE shall:

1>
stop timer T305;

1>
if the UE is in CELL_DCH state:

2>
in the variable RB_TIMER_INDICATOR, set the IE "T314 expired" and the IE "T315 expired" to FALSE;

2>
if the stored values of the timer T314 and timer T315 are both equal to zero; or

2>
if the stored value of the timer T314 is equal to zero and there are no radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315":

3>
release all its radio resources;

3>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

3>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

3>
clear the variable ESTABLISHED_RABS;

3>
enter idle mode;

3>
perform other actions when entering idle mode from connected mode as specified in subclause 8.5.2;

3>
and the procedure ends.

2>
if the stored value of the timer T314 is equal to zero:

3>
release all radio bearers, associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314";

3>
in the variable RB_TIMER_INDICATOR set the IE "T314 expired" to TRUE.

2>
if the stored value of the timer T315 is equal to zero:

3>
release all radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315";

3>
in the variable RB_TIMER_INDICATOR set the IE "T315 expired" to TRUE.

2>
if the stored value of the timer T314 is greater than zero:

3>
if there are radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314":

4>
start timer T314.
3>
if there are no radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT314" or "useT315":

4>
start timer T314.
2>
if the stored value of the timer T315 is greater than zero:

3>
if there are radio bearers associated with any radio access bearers for which in the variable ESTABLISHED_RABS the value of the IE "Re-establishment timer" is set to "useT315":

4>
start timer T315.

2>
for the released radio bearer(s):

3>
delete the information about the radio bearer from the variable ESTABLISHED_RABS;

3>
when all radio bearers belonging to the same radio access bearer have been released:

4>
indicate local end release of the radio access bearer to upper layers using the CN domain identity together with the RAB identity stored in the variable ESTABLISHED_RABS;

4>
delete all information about the radio access bearer from the variable ESTABLISHED_RABS.

2>
move to CELL_FACH state;
2>
select a suitable UTRA cell on the current frequency according to [4];

2>
select PRACH according to subclause 8.5.17;

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
use the transport format set given in system information as specified in subclause 8.6.5.1;

2>
set the variable ORDERED_RECONFIGURATION to FALSE.

1>
set the variables PROTOCOL_ERROR_INDICATOR, FAILURE_INDICATOR, UNSUPPORTED_CONFIGURATION and INVALID_CONFIGURATION to FALSE;

1>
set the variable CELL_UPDATE_STARTED to TRUE;

1>
if any IEs releated to HS-DSCHare stored in the UE:

2>
clear any stored IE "Downlink HS-PDSCH information";

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if any IEs related to E-DCHare stored in the UE:

2>
clear any stored IE "E-DCH info";

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
1>
if the UE is not already in CELL_FACH state:

2>
move to CELL_FACH state;

2>
select PRACH according to subclause 8.5.17;

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
use the transport format set given in system information as specified in subclause 8.6.5.1.

1>
if the UE performs cell re-selection:

2>
clear the variable C_RNTI; and

2>
stop using that C_RNTI just cleared from the variable C_RNTI in MAC.

1>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

1>
in case of a cell update procedure:

2>
set the contents of the CELL UPDATE message according to subclause 8.3.1.3;

2>
submit the CELL UPDATE message for transmission on the uplink CCCH.

1>
in case of a URA update procedure:

2>
set the contents of the URA UPDATE message according to subclause 8.3.1.3;

2>
submit the URA UPDATE message for transmission on the uplink CCCH.

1>
set counter V302 to 1;

1>
start timer T302 when the MAC layer indicates success or failure in transmitting the message.

8.3.1.3
CELL UPDATE / URA UPDATE message contents to set

In case of cell update procedure the UE shall transmit a CELL UPDATE message.

In case of URA update procedure the UE shall transmit a URA UPDATE message.

The UE shall set the IEs in the CELL UPDATE message as follows:

1>
set the IE "Cell update cause" corresponding to the cause specified in subclause 8.3.1.2 that is valid when the CELL UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a cell update procedure is initiated by the UE until when the procedure ends, additional CELL UPDATE messages may be transmitted by the UE with different causes.

1>
if the IE "Cell update cause" is set to "uplink data transmission" and if an event triggered traffic volume measurement has been configured:

2>
if the TCTV is larger than the threshold in the IE "Reporting threshold" for a traffic volume measurement stored in the MEASUREMENT_IDENTITY variable and that traffic volume measurement has "measurement identity" equal to 4, "Traffic volume event identity" equal to "4a", "Measurement validity" equal to "all states" or "all states except CELL_DCH":

3>
set the IE "Traffic volume indicator" to TRUE.

2>
else:

3>
set the IE "Traffic volume indicator" to FALSE.
1>
set the IE "U-RNTI" to the value of the variable U_RNTI;

1>
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
include and set the IE "failure cause" to the cause value "protocol error";

2>
set the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION.

1>
if the value of the variable FAILURE_INDICATOR is TRUE:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS.

2>
include and set the IE "failure cause" to the value of the variable FAILURE_CAUSE.

1>
for each CN domain for which an entry exists in the variable ESTABLISHED_RABS or which is indicated in the variable LATEST CONFIGURED CN DOMAIN:

2>
include the START value calculated according to subclause 8.5.9.

1>
if an unrecoverable error [16] in any of the AM RLC entities for the signalling radio bearers RB2, RB3 or RB4 is detected:

2>
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to TRUE;

2>
set the variable AM_RLC_ERROR_PENDING_RB234 to TRUE.

1>
otherwise:

2>
if the value of the variable AM_RLC_ERROR_PENDING_RB234 is TRUE:

3>
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to TRUE.

2>
otherwise:

3>
set the IE "AM_RLC error indication (RB2, RB3 or RB4)" to FALSE.

1>
if an unrecoverable error [16] in any of the AM RLC entities for the RB5 or upward is detected:

2>
set the IE "AM_RLC error indication (RB>4)" to TRUE;

2>
set the variable AM_RLC_ERROR_PENDING_RB5_AND_UP to TRUE.

1>
otherwise:

2>
if the value of the variable AM_RLC_ERROR_PENDING_RB5_AND_UP is TRUE:

3>
set the IE "AM_RLC error indication (RB>4)" to TRUE.

2>
otherwise:

3>
set the IE "AM_RLC error indication (RB>4)" to FALSE.

1>
set the IE "RB Timer indicator" to the value of the variable RB_TIMER_INDICATOR;

1>
if the variable ESTABLISHMENT_CAUSE is initialised:

2>
include the IE "Establishment cause" and set it to the value of the variable ESTABLISHMENT_CAUSE.

1>
if the variable ORDERED_RECONFIGURATION is set to TRUE:
2>
include the IE "Reconfiguration Status Indicator" and set it to TRUE.

1>
if the IE "Cell update cause" is set to "radio link failure" and the UE has submitted a reconfiguration response message to RLC and the UE has not received the RLC acknowledgement for the response message:
2>
include the IE "Reconfiguration Status Indicator" and set it to TRUE.
1>
if the UE performs cell update for MBMS counting as specified in subclause 8.7.4 or for MBMS ptp radio bearer request as specified in 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the cell update procedure concerns an MBMS Selected Service, for each MBMS Selected Service:
2> for each MBMS Selected Service that is indicated on MCCH:

3> 
include the MBMS Selected Service ID and set it to a value in accordance with 8.6.9.8.
3> 
include the MBMS Modification Period identity and set it to a value in accordance with 8.5.29.

1>
if the UE is in URA_PCH, CELL_PCH or CELL_FACH state; and

1> if there is a change of the MBMS Selected Services; and: 
1> if the IE ‘Indicate changes in MBMS Selected Services’ that is included in the MBMS GENERAL INFORMATION message is set to TRUE:
2> for each MBMS Selected Service that is indicated on MCCH:
3> 
include the MBMS Selected Service ID and set it to a value in accordance with 8.6.9.8.
3> 
include the MBMS Modification Period identity and set it to a value in accordance with 8.5.29.

The UE shall set the IEs in the URA UPDATE message as follows:

1>
set the IE "U-RNTI" to the value of the variable U_RNTI;

1>
set the IE "URA update cause" corresponding to which cause as specified in subclause 8.3.1.2 that is valid when the URA UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a URA update procedure is initiated by the UE until when the procedure ends, additional URA UPDATE messages may be transmitted by the UE with different causes, depending on which causes are valid for the respective URA UPDATE message.

1>
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

2

>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
set the IE "Protocol error indicator" to TRUE;

2>
include the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION.

1>
if the value of the variable PROTOCOL_ERROR_INDICATOR is FALSE:

2>
if the value of the variable INVALID_CONFIGURATION is TRUE:

3>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS;

3>
set the IE "Protocol error indicator" to TRUE;

3>
include the IE "Protocol error information" set to "Information element value not comprehended".

2>
if the value of the variable INVALID_CONFIGURATION is FALSE:

3>
set the IE "Protocol error indicator" to FALSE.
8.5.29
MBMS modification period identity calculation
The UE shall calculate the identity of a Modification period as follows:

MP identity= (SFNMP div MPlen) mod 4

With
SFNMP being the SFN corresponding with the frame in which the concerned Modification Period starts

MPlen being the length of the Modification Period, that is indicated by the IE Modification period coefficient that is included in System Information Block type 5 and 5bis
8.6.9.6
MBMS Required UE action

If the IE "MBMS required UE action" is included and concerns an MBMS activated service the UE shall:

1>
if the "MBMS required UE action" is set to 'None':
2>
take no action with respect to this IE.

1>
if the IE "MBMS required UE action" is set to 'Acquire counting info' or set to 'Acquire counting info– PTM RBs unmodified':

2>
perform the MBMS counting procedure as specified in subclause 8.7.4;

NOTE:
If upper layers indicate that an MBMS transmission has already been received correctly, the UE will continue as if the information about the concerned MBMS transmission was not included in the message. This implies that the UE does not respond to counting for a transmission already received correctly.
1>
if the IE "MBMS required UE action" is set to 'Acquire PTM RB info'; or

1>
if the IE "MBMS required UE action" is set to 'Acquire counting info– PTM RBs unmodified' and the UE is not receiving a p-t-m RB for the concerned service:

2>
continue acquiring the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3

2>
act upon the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION message, if received,  in accordance with subclause 8.7.5;

1>
if the IE "MBMS required UE action" is set to 'Request PTP RB':

2>
if the UE is in idle mode:

3>
indicate to upper layers that establishment of an RRC connection is required to receive the concerned MBMS service with the establishment cause set to 'MBMS ptp RB request', unless the UE has already requested p-t-p RB establishment in the current modification period.

2>
if the UE is in URA_PCH or Cell_PCH states:

3>
perform a cell update procedure with cause "MBMS ptp RB request", as specified in subclause 8.3.1.2, unless the UE has already requested p-t-p RB establishment in the current modification period.

2>
if the UE is in CELL_DCH:

3>
indicate to upper layers that establishment of an PMM connection is required to receive the concerned MBMS service with the establishment cause set to 'MBMS ptp RB request' unless the UE has already established the PMM connection.
1>
if the IE "MBMS required UE action" is set to 'Release PTM RB':

2>
stop receiving the concerned MBMS service;

2>
if the UE is in a state other than CELL_DCH (for FDD) or if the UE is in Idle mode, URA_PCH or CELL_PCH state (for TDD); and
2>
if the UE does not decide to receive an MBMS service for which a preferred frequency applies; and

2>
if the IE ‘MBMS dispersion indicator’ is set to TRUE; and
2>
if the variable MBMS_PREV_FREQUENCY_INFO is not empty:
3>
if any frequency in SIB11 or SIB12 has the same frequency stored in the variable MBMS_PREV_FREQUENCY_INFO:

4>
select a suitable UTRA cell in that frequency.

4>
if no suitable UTRA cell in that frequency is found:

5>
select a suitable UTRA cell in another frequency.

3>
if no frequency in SIB11 or SIB12 has the same frequency stored in the variable MBMS_PREV_FREQUENCY_INFO.
4>
select a frequency randomly among the inter-frequencies indicated in SIB11 or SIB12.

5>
select a suitable UTRA cell in the selected frequency 
5>
if no suitable UTRA cell in the selected frequency is found:

6>
select a suitable UTRA cell in another frequency.

3>
clear the variable MBMS_PREV_FREQUENCY_INFO.
2>
clear all service specific information applicable for the concerned service.
NOTE:
The UE is only required to acquire the relevant SIB11 or SIB12, according to what is specified in subclauses 8.1.1.6.11 and 8.1.1.6.12.

8.7.2.4
Reception of the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION by the UE

If the UE is receiving an MBMS service that is not included in variable MBMS_ACTIVATED_SERVICES and that is using a p-t-m radio bearer, the UE shall:
1>
stop receiving the concerned MBMS service and clear all service specific information applicable for the concerned service.
Upon completing the reception of the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages, the UE shall

1>
act as follows for each of the services included in these messages provided that the service is included in variable MBMS_ACTIVATED_SERVICES and upper layers indicate that the session has not yet been received correctly (referred to as 'applicable services');

1>
act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following;

1>
if one or more preferred frequency applies for the applicable services:

2>
delay acting upon the "MBMS Preferred frequency information" until receiving  the relevant MCCH information i.e. the MBMS GENERAL INFORMATION message;

2>
act upon the "MBMS Preferred frequency information" as specified in subclause 8.6.9.4 for the service(s) that upper layers indicate to have highest priority.

1>
perform the service prioritisation procedure as specified in subclause 8.5.26;

1>
if the UE receives an MBMS service using a p-t-m radio bearer and the received messages do not contain an IE "MBMS required UE action" set to "Acquire PTM RB info" or set to "Acquire counting info– PTM RBs unmodified" for that service then the UE shall:

2>
stop receiving the concerned MBMS service and clear all service specific information applicable for the concerned service.

NOTE
The UE should not initiate the cell update or RRC connection establishment procedures upon detecting that one of the MBMS Selected Services is indicated on the MCCH unless there is an explicit counting request or unless it should initiate ptp radio bearer establishment.

8.7.3.4
UE action upon receiving MBMS MODIFIED SERVICES INFORMATION message

Upon receiving the MBMS MODIFIED SERVICES INFORMATION message, the UE shall act as follows for each of the services included in this messages provided that the service is included in variable MBMS_ACTIVATED_SERVICES and upper layers indicate that the session has not yet been received correctly (referred to as 'applicable services'):

1>
if the IE "MBMS all unmodified p-t-m services" is included in the MBMS MODIFIED SERVICES INFORMATION messages:

2>
for all services listed in the message UNMODIFIED SERVICES INFORMATION, provided that the service is included in variable MBMS_ACTIVATED_SERVICES, upper layers indicate that the session has not yet been received correctly (referred to as 'applicable services') and the IE "MBMS required UE action" in the message MBMS Unmodified services Information is set to "Acquire PTM RB info":
3>
continue acquiring the MBMS Unmodified services Information, MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION, and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3;

3>
act upon the MBMS Unmodified services Information MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION message, if received, in accordance with subclause 8.7.5.

2>
if the UE receives an MBMS service using a p-t-m radio bearer and the messages MBMS UNMODIFIED SERVICES INFORMATION and MBMS MODIFIED SERVICES INFORMATION do not contain an IE "MBMS required action" set to "Acquire PTM RB info" or set to "Acquire counting info – PTM RBs unmodified" for that service then the UE shall:

3>
stop receiving the concerned MBMS service and clear all service specific information applicable for the concerned service.

1>
act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following

1>
if one or more preferred frequency applies for the applicable services:

2>
if the UE is in CELL_FACH state:
3>
acquire the MBMS GENERAL INFORMATION message;

3>
act as specified in subclause 8.6.9.2 upon the IE "MBMS PL Service Restriction information" for the corresponding preferred frequency, as received in the MBMS GENERAL INFORMATION message.
2>
delay acting upon the "MBMS Preferred frequency information" until receiving the relevant MCCH information i.e. the MBMS GENERAL INFORMATION message;

2>
act upon the "MBMS Preferred frequency information" as specified in 8.6.9.2 for the service(s) that upper layers indicate to have highest priority.

1>
perform the service prioritisation procedure as specified in subclause 8.5.26;

1>
if applicable, use a single MBMS MODIFICATION REQUEST to request release of radio bearers corresponding with lower priority MBMS services provided p-t-p and/or to request a move to the preferred frequency and/or to inform RNC about a change of the MBMS Selected Services as specified in subclause 8.5.26, 8.6.9.2 and subclause 8.7.6 respectively;
1>
the procedure ends.

NOTE
The UE should not initiate the cell update or RRC connection establishment procedures upon detecting that one of the MBMS Selected Services is indicated on the MCCH unless there is an explicit counting request or unless it should initiate ptp radio bearer establishment.

8.7.6.2
Initiation

The UE shall initiate the MBMS modification request procedure in the following cases:

1>
the preferred frequency applicable for the MBMS service prioritised by upper layers is different from the currently used frequency;

1>
upper layers request to discontinue reception of an MBMS service provided via a p-t-p radio bearer e.g. because this inhibits reception of a higher priority service.

1>
upon entering CELL_DCH,
1>
upon a change of the MBMS Selected Services while the UE is in CELL_DCH.
NOTE:
The above case may occur upon receiving a dedicated notification or in other cases eg. a change of transfer mode from p-t-p to p-t-m for the UE's highest priority MBMS service.

8.7.6.2a
MBMS MODIFICATION REQUEST message contents to set

The UE shall set the contents of the MBMS MODIFICATION REQUEST message as follows:

1>
if the preferred frequency applicable for the MBMS service prioritised by upper layers is different from the currently used frequency:

2>
include the IE "MBMS preferred frequency request" and set it to the prioritised MBMS service identity;

1>
if upper layers request to discontinue reception of an MBMS service provided via a p-t-p radio bearer:

2>
include the p-t-p radio bearers used for the corresponding MBMS services within the IE "MBMS RB list requested to be released".

1>
if theUE enters CELL_DCH; or
1> if there is a change of the MBMS Selected Services:
2>
if the UE has not selected any MBMS Selected Service: 

3> 
include the MBMS Selected Service Info and set the Status to ‘None’.
2> Otherwise:
3> 
include the MBMS Selected Service Info and set the Status to ‘Some’.
3> for each MBMS Selected Service:

4> 
include the MBMS Selected Service ID.

NOTE:
The UE should also include the IE in case the status changes to/from ‘None’ 
10.2.7
CELL UPDATE

This message is used by the UE to initiate a cell update procedure.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	U-RNTI
	MP
	
	U-RNTI 10.3.3.47
	
	

	RRC transaction identifier
	CV-Failure
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	AM_RLC error indication(RB2, RB3 or RB4)
	MP
	
	Boolean
	TRUE indicates AM_RLC unrecoverable error [16] occurred on RB2, RB3 or RB4 in the UE
	

	AM_RLC error indication(RB>4)
	MP
	
	Boolean
	TRUE indicates AM_RLC unrecoverable error [16] occurred on RB>4 in the UE
	

	Cell update cause
	MP
	
	Cell update cause 10.3.3.3
	
	

	Traffic volume indicator
	OP
	
	Enumerated

(true)
	This IE shall be set to TRUE when the criteria for event based traffic volume measurement reporting is fulfilled.

Absence of this element means not fulfilled.
	REL-6

	Failure cause
	OP
	
	Failure cause and error information 10.3.3.14
	
	

	RB timer indicator
	MP
	
	RB timer indicator 10.3.3.28
	
	

	Establishment cause
	OP
	
	Establishment cause 10.3.3.11
	
	REL-5

	Reconfiguration Status Indicator
	OP
	
	Enumerated

(true)
	TRUE indicates a reconfiguration procedure is ongoing within the UE or a response message has been submitted to RLC and the UE is waiting for the layer 2 ACK.
	REL-6

	MBMS Selected Services
	OP
	
	MBMS Selected Services Short 10.3.9a.x
	
	REL-6

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	


	Condition
	Explanation

	Failure
	This IE is mandatory present if the IE "Failure cause" is present and not needed otherwise.


10.2.16h
MBMS General Information
This message is transmitted periodically by UTRAN to inform UEs about the general MBMS (configuration) information. The message contents does not change within a modification period.


RLC-SAP: UM

Logical channel: MCCH


Direction: UTRAN ( UE
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message type
	MP
	
	Message Type
	
	REL-6

	MBMS preferred frequency information
	OP
	
	MBMS preferred frequency information 10.3.7.43a
	
	REL-6

	MBMS timers and counters
	MP
	
	MBMS specific timers and counters 10.3.9a.11
	
	REL-6

	MICH configuration information
	MP
	
	MICH configuration information

10.3.9a.14
	
	REL-6

	Cell group identity
	MP
	
	Bit string (12)
	Identifies the group of cells for which the same common RLC and PDCP entity is used as the current cell
	REL-6

	Default MSCH configuration information
	OP
	
	MSCH configuration information 10.3.9a.16
	The default MSCH configuration
	REL-6

	Indicate changes in MBMS Selected Services
	MP
	
	Boolean
	True means the UE indicates changes in MBMS Selected Services while in URA_PCH, CELL_PCH or in CELL_FACH
	REL-6


10.2.16i
MBMS Modification request
The UE transmits this message to request UTRAN to take certain actions to improve the UE's ability to receive its (prioritised) activated MBMS services and/ or sessions.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UE ( UTRAN
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message type
	MP
	
	Message Type
	
	REL-6

	MBMS preferred frequency request
	OP
	
	MBMS service identity 10.3.9a.8
	The MBMS preferred frequency the UE would like to be moved to. The MBMS preferred frequency is identified by the identity of the MBMS service the UE would like to receive.
	REL-6

	MBMS RB list requested to be released
	OP
	1 to <maxRB>
	
	RBs of lower priority MBMS services inhibiting reception of a higher priority service
	REL-6

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	REL-6

	MBMS Selected Service Info
	OP
	
	MBMS Selected Service Info 10.3.9a.z
	
	REL-6


10.2.39
RRC CONNECTION REQUEST

RRC Connection Request is the first message transmitted by the UE when setting up an RRC Connection to the network.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	Radio Bearer IEs
	
	
	
	
	

	Predefined configuration status information
	MP
	
	Boolean
	True indicates the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated
	REL-5

	UE information elements
	
	
	
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	Establishment cause
	MP
	
	Establishment cause 10.3.3.11
	
	

	Protocol error indicator
	MD
	
	Protocol error indicator 10.3.3.27
	Default value is FALSE
	

	>UE Specific Behaviour Information 1 idle
	OP
	
	UE Specific Behaviour Information 1 idle

10.3.3.51
	This IE shall not be included in this version of the protocol
	

	Domain indicator
	MP
	
	CN domain identity 10.3.1.1
	
	REL-6

	Call type
	CV-CS-domain
	
	Enumerated (speech, video, other)
	One spare value is needed
	REL-6

	UE capability indication
	OP
	
	Enumerated (HS-DSCH, HS-DSCH+E-DCH)
	Absence of this IE implies that neither HS-DSCH nor E-DCH are supported by the UE
	REL-6

	MBMS Selected Services
	OP
	
	MBMS Selected Services Short 10.3.9a.x
	
	REL-6

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	

	Access stratum release indicator
	MP
	
	Enumerated(REL-4,
	Absence of the IE implies R99.

The IE also indicates the release of the RRC transfer syntax supported by the UE

13 spare values are needed
	REL-4

	
	
	
	REL-5
	
	REL-5

	
	
	
	REL-6)
	
	REL-6


	Condition
	Explanation

	CS-domain
	This IE is mandatory present if the IE "Domain indicator" has the value "CS domain". Otherwise it is not needed.


If the encoded message does not fill a transport block, the RRC layer shall insert padding according to subclause 12.1.
10.3.3.3
Cell update cause
Indicates the cause for cell update.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Cell update cause
	MP
	
	Enumerated (cell reselection, periodical cell update, uplink data transmission, paging response, re-entered service area, radio link failure, RLC unrecoverable error, MBMS reception, MBMS ptp RB request, MBMS change)
	Two spare values are needed.


10.3.4.8
RAB info

This IE contains information used to uniquely identify a radio access bearer.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	RAB identity
	MP
	
	RAB identity 10.3.1.14
	
	

	MBMS Service Identity
	OP
	
	MBMS service identity 10.3.9a.8a
	Included when establishing a RB for a MBMS service of the broadcast type
	REL-6

	MBMS Session identity
	CV-Message
	
	MBMS Session identity 10.3.9a.9
	
	REL-6

	CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	NAS Synchronization Indicator
	OP
	
	NAS Synchronization indicator 10.3.4.12
	
	

	Re-establishment timer
	MP
	
	Re-establishment timer 10.3.3.30
	
	


	Condition
	Explanation

	Message
	This IE is optionally present in the RADIO BEARER SETUP and the SRNS RELOCATION INFO messages and not needed otherwise.


10.3.9a.x
MBMS Selected Services Short
This IE indicates the MBMS Selected Services by means of a short identity to identify the MBMS transmission by referencing the services included in the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages.

	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MBMS Selected Services
	MP
	
	1 to < maxMBMSservSelect>
	
	REL-6

	>MBMS Selected Service ID
	MP
	
	MBMS Short transmission identity 10.3.9a.10
	
	REL-6

	Modification period identity
	MP
	
	Integer (1..4)
	Indicates the modification period the MBMS short transmission identities refer to
	REL-6


10.3.9a.y
MBMS Selected Services Full
This IE provides the MBMS Selected Services by means of the full identity.

	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MBMS Selected Services
	MP
	
	1 to < maxMBMSservSelect>
	
	REL-6

	>MBMS Selected Service ID
	MP
	
	MBMS service identity 10.3.9a.8
	
	REL-6


10.3.9a.z
MBMS Selected Service Info
This IE indicates whether the UE has any MBMS Selected Services, and if it does it includes the list of MBMS Selected Services.

	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Status
	
	
	
	
	

	>None
	
	
	
	(no data)
	

	>Some
	MP
	
	MBMS Selected Services Full 10.3.9a.y
	
	REL-6


10.3.10
Multiplicity values and type constraint values

The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value
	Version

	CN information
	
	
	

	maxCNdomains
	Maximum number of CN domains
	4
	

	UTRAN mobility information
	
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1
	

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15
	

	maxURA
	Maximum number of URAs in a cell
	8
	

	maxInterSysMessages
	Maximum number of Inter System Messages
	4
	

	maxRABsetup
	Maximum number of RABs to be established
	16
	

	UE information
	
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25
	

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8
	

	maxFreqBandsFDD
	Maximum number of frequency bands supported by the UE as defined in [21]
	8
	

	maxFreqBandsFDD-ext
	Maximum number of frequency bands as defined in [21] and treated by RRC
	22
	REL-6

	maxFreqBandsTDD
	Maximum number of frequency bands supported by the UE as defined in [22]
	4
	

	maxFreqBandsGSM
	Maximum number of frequency bands supported by the UE as defined in [45]
	16
	

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8
	

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16
	

	MaxURNTIgroup
	Maximum number of U-RNTI groups in one message
	8
	REL-5

	RB information
	
	
	

	maxPredefConfig
	Maximum number of predefined configurations
	16
	

	maxRB
	Maximum number of RBs
	32
	

	maxSRBsetup
	Maximum number of signalling RBs to be established 
	8
	

	maxRBperRAB
	Maximum number of RBs per RAB
	8
	

	maxRBallRABs
	Maximum number of non signalling RBs
	27
	

	maxRBperTrCh
	Maximum number of RB per TrCh
	16
	REL-6

	maxRBMuxOptions
	Maximum number of RB multiplexing options
	8
	

	maxLoCHperRLC
	Maximum number of logical channels per RLC entity
	2
	

	maxRLCPDUsizePerLogChan
	Maximum number of RLC PDU sizes per logical channel mapped on E-DCH
	32
	REL-6

	MaxROHC-PacketSizes
	Maximum number of packet sizes that are allowed to be produced by ROHC.
	16
	

	MaxROHC-Profiles
	Maximum number of profiles supported by ROHC on a given RB.
	8
	

	maxRFC 3095-CID
	Maximum number of available CID values per radio bearer
	16384
	REL-5

	TrCH information
	
	
	

	maxE-DCHMACdFlow
	Maximum number of E-DCH MAC-d flows
	8
	REL-6

	MaxHProcesses
	Maximum number of H-ARQ processes
	8
	REL-5

	MaxHSDSCH_TB_index
	Maximum number of TB set size configurations for the HS-DSCH.
	64 (FDD and 1.28 MCPS TDD); 512 (3.84 Mcps TDD)
	REL-5

	maxMACdPDUSizes
	Maximum number of MAC-d PDU sizes per queue permitted for MAC-hs
	8
	REL-5

	maxTrCH
	Maximum number of transport channels used in one direction (UL or DL)
	32
	

	maxTrCHpreconf
	Maximum number of preconfigured Transport channels, per direction
	16
	

	maxCCTrCH
	Maximum number of CCTrCHs
	8
	

	maxQueueID
	Maximum number of Mac-hs queues
	8
	REL-5

	MaxTF
	Maximum number of different transport formats that can be included in the Transport format set for one transport channel
	32
	

	maxTFC
	Maximum number of Transport Format Combinations
	1024
	

	maxTFCsub
	Maximum number of Transport Format Combinations Subset
	1024
	

	maxSIBperMsg
	Maximum number of complete system information blocks per SYSTEM INFORMATION message
	16
	

	maxSIB
	Maximum number of references to other system information blocks.
	32
	

	maxSIB-FACH
	Maximum number of references to system information blocks on the FACH
	8
	

	PhyCH information
	
	
	

	maxHSSCCHs
	Maximum number of HSSCCH codes that can be assigned to a UE
	4
	REL-5

	maxAC
	Maximum number of access classes
	16
	

	maxASC
	Maximum number of access service classes
	8
	

	maxASCmap
	Maximum number of access class to access service classes mappings
	7
	

	maxASCpersist
	Maximum number of access service classes for which persistence scaling factors are specified
	6
	

	maxPRACH
	Maximum number of PRACHs in a cell
	16
	

	MaxPRACH_FPACH
	Maximum number of PRACH / FPACH pairs in a cell (1.28 Mcps TDD)
	8
	REL-4

	maxFACHPCH
	Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
	8
	

	maxRL
	Maximum number of radio links
	8
	

	maxEDCHRL
	Maximum number of E-DCH radio links
	4
	REL-6

	maxSCCPCH
	Maximum number of secondary CCPCHs per cell
	16
	

	maxDPDCH-UL
	Maximum number of DPDCHs per cell
	6
	

	maxDPCH-DLchan
	Maximum number of channelisation codes used for DL DPCH

	8
	

	maxPUSCH
	Maximum number of PUSCHs
	(8)
	

	maxPDSCH
	Maximum number of PDSCHs
	8
	

	maxTS
	Maximum number of timeslots used in one direction (UL or DL)
	14 (3.84 Mcps TDD)
	

	
	
	6 (1.28 Mcps TDD)
	REL-4

	hiPUSCHidentities
	Maximum number of PUSCH Identities
	64
	

	hiPDSCHidentities
	Maximum number of PDSCH Identities
	64
	

	Measurement information
	
	
	

	maxTGPS
	Maximum number of transmission gap pattern sequences 
	6
	

	maxAdditionalMeas
	Maximum number of additional measurements for a given measurement identity
	4
	

	maxMeasEvent
	Maximum number of events that can be listed in measurement reporting criteria
	8
	

	maxMeasParEvent
	Maximum number of measurement parameters (e.g. thresholds) per event
	2
	

	maxMeasIntervals
	Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
	1
	

	maxCellMeas
	Maximum number of cells to measure
	32
	

	maxReportedGSMCells
	Maximum number of GSM cells to be reported
	8
	

	maxFreq
	Maximum number of frequencies to measure
	8
	

	maxSat
	Maximum number of satellites to measure
	16
	

	maxSatAlmanacStorage
	Maximum number of satellites for which to store GPS Almanac information
	32
	

	HiRM
	Maximum number that could be set as rate matching attribute for a transport channel
	256
	

	Frequency information
	
	
	

	MaxFDDFreqList
	Maximum number of FDD carrier frequencies to be stored in USIM
	4 
	

	MaxTDDFreqList
	Maximum number of TDD carrier frequencies to be stored in USIM
	4
	

	MaxFDDFreqCellList
	Maximum number of neighbouring FDD cells to be stored in USIM
	32
	

	MaxTDDFreqCellList
	Maximum number of neighbouring TDD cells to be stored in USIM
	32
	

	MaxGSMCellList
	Maximum number of GSM cells to be stored in USIM
	32
	

	Other information
	
	
	

	MaxGERANSI
	Maximum number of GERAN SI blocks that can be provided as part of NACC information
	8
	REL-5

	maxNumGSMFreqRanges
	Maximum number of GSM Frequency Ranges to store
	32
	

	MaxNumFDDFreqs
	Maximum number of FDD centre frequencies to store
	8
	

	MaxNumTDDFreqs
	Maximum number of TDD centre frequencies to store
	8
	

	maxNumCDMA200Freqs
	Maximum number of CDMA2000 centre frequencies to store
	8
	

	maxGSMTargetCells
	Maximum number of GSM target cells
	32
	REL-6

	MBMS information
	
	
	

	maxMBMS-CommonCCTrCh
	Maximum number of CCTrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonPhyCh
	Maximum number of PhyCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonRB
	Maximum number of RB configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonTrCh
	Maximum number of TrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-Freq
	Maximum number of MBMS preferred frequencies
	4
	REL-6

	maxMBMS-L1CP
	Maximum number of periods in which layer 1 combining applies
	4
	REL-6

	maxMBMSservCount
	Maximum number of MBMS services in a Access Info message
	8
	REL-6

	maxMBMSservModif
	Maximum number of MBMS services in a MBMS Modified Services Information message
	32
	REL-6

	maxMBMSservSched
	Maximum number of MBMS services in a MBMS Scheduling Information message
	16
	REL-6

	maxMBMSservSelect
	Maximum number of MBMS Selected Services in a CELL UPDATE or RRC CONNECTION REQUEST message
	8
	REL-6

	maxMBMSservUnmodif
	Maximum number of MBMS services in a MBMS Unmodified Services Information message
	64
	REL-6

	maxMBMSTransmis
	Maximum number of transmissions for which scheduling information is provided within a scheduling period
	4
	REL-6


13.4.11c
MBMS_ACTIVATED_services
This variable stores the MBMS multicast services the UE has joined as well as the MBMS broadcast services the UE is interested to receive. Whenever the list of joined multicast services and/ or interested broadcast services changes, upper layers provide an indication upon which the UE shall update the variable accordingly.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Activated service list
	OP
	1 to <maxMBMS-Services>
	
	

	>Service Identity
	MP
	
	MBMS Service identity 10.3.9a.8
	

	>Service type
	MP
	
	Enumerated (Multicast, Broadcast)
	

	>>> MBMS Selected Services Indicator
	CV-Broadcast
	
	Boolean
	TRUE means that the service is currently a MBMS Selected Service



	Condition
	Explanation

	Broadcast
	This IE is mandatory present if the IE "Service type" is set to ‘Broadcast’ and not needed otherwise.


14.12.4.2
SRNS RELOCATION INFO
This RRC message is sent between network nodes when preparing for an SRNS relocation or a handover/cell reselection from GERAN Iu mode.

With the presence or absence of the IE "RB identity for Hard Handover message" the source RNC indicates to the target SRNC whether the source RNC expects to receive the choice "DL DCCH message" in the IE "RRC information, target RNC to source RNC" in case the SRNS relocation is of type "UE involved". Furthermore the target RNC uses this information for the calculation of the MAC-I.


Direction: source RNC/RAT(target RNC

	Information Element/Group Name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Non RRC IEs
	
	
	
	
	

	>RB identity for Handover message
	OP
	
	RB identity

10.3.4.16
	Gives the id of the radio bearer on which the source RNC will transmit the RRC message in the case the relocation is of type "UE involved". In handover from GERAN Iu mode this IE is always set to 2.
	

	>State of RRC
	MP
	
	RRC state indicator, 10.3.3.35a
	
	

	>State of RRC procedure
	MP
	
	Enumerated (await no RRC message, await RB Release Complete, await RB Setup Complete, await RB Reconfiguration Complete, await Transport CH Reconfiguration Complete, await Physical CH Reconfiguration Complete, await Active Set Update Complete, await Handover Complete, send Cell Update Confirm, send URA Update Confirm,

, others)
	
	

	Ciphering related information
	
	
	
	
	

	>Ciphering status for each CN domain
	MP
	<1 to maxCNDomains>
	
	
	

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>Ciphering status
	MP
	
	Enumerated(Not started, Started)
	
	

	>>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	>Latest configured CN domain
	MP
	
	CN domain identity 10.3.1.1
	Value contained in the variable of the same name.

In case this variable is empty, the source RNC can set any CN domain identity. In that case, the Ciphering status and the Integrity protection status should be Not started and the target RNC should not initialise the variable Latest configured CN domain.
	

	>Calculation time for ciphering related information
	CV-Ciphering
	
	
	Time when the ciphering information of the message were calculated, relative to a cell of the target RNC. In handover and cell reselection from GERAN Iu mode this field is not present.
	

	>>Cell Identity
	MP
	
	Cell Identity 10.3.2.2
	Identity of one of the cells under the target RNC and included in the active set of the current call
	

	>>SFN
	MP
	
	Integer(0..4095)
	
	

	>COUNT-C list
	OP
	1 to <maxCNdomains>
	
	COUNT-C values for radio bearers using transparent mode RLC
	

	>>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>>COUNT-C
	MP
	
	Bit string(32)
	
	

	>Ciphering info per radio bearer
	OP
	1 to <maxRB>
	
	For signalling radio bearers this IE is mandatory.
	

	>>RB identity
	MP
	
	RB identity

10.3.4.16
	
	

	>>Downlink HFN 
	MP
	
	Bit string(20..25)
	This IE is either RLC AM HFN (20 bits) or RLC UM HFN (25 bits)
	

	>>Downlink SN
	CV-SRB1
	
	Bit String(7)
	VT(US) of RLC UM
	

	>>Uplink HFN 
	MP
	
	Bit string(20..25)
	This IE is either RLC AM HFN (20 bits) or RLC UM HFN (25 bits)
	

	Integrity protection related information
	
	
	
	
	

	>Integrity protection status
	MP
	
	Enumerated(Not started, Started)
	
	

	>Signalling radio bearer specific integrity protection information
	CV-IP
	4 to <maxSRBsetup>
	
	
	

	>>Uplink RRC HFN
	MP
	
	Bit string (28)
	For each SRB, in the case activation times for the next IP configuration to be applied on this SRB have already been reached this IE corresponds to the last value used. Else this value corresponds to the value the source would have initalized the HFN to at the activation time, not considering any increment of HFN due to RRC SN roll over. Increment of HFN due to RRC SN roll over is taken care of by target based on value sent by the source.
	

	>>Downlink RRC HFN
	MP
	
	Bit string (28)
	For each SRB, in the case activation times for the next IP configuration to be applied on this SRB have already been reached this IE corresponds to the last value used. Else this value corresponds to the value the source would have initalized the HFN to at the activation time, not considering any increment of HFN due to RRC SN roll over. Increment of HFN due to RRC SN roll over is taken care of by target based on value sent by the source. In particular, for SRB2, this IE should not take into account the RRC message that will trigger the relocation.

NOTE: In order to have the possibility of sending downlink messages after the construction of the IE "SRNS RELOCATION INFO", the source may choose a value ahead of the last value used.
	

	>>Uplink RRC Message sequence number
	MP
	
	Integer (0..

15)
	For each SRB, this IE corresponds to the last value received or in the case activation time was not reached for a configuration the value equals (activation time -1).
	

	>>Downlink RRC Message sequence number
	MP
	
	Integer (0..

15)
	For each SRB, this IE corresponds to the last value used or in the case activation time was not reached for a configuration the value equals (activation time -1). In particular, for SRB2, this IE should not take into account the RRC message that will trigger the relocation.

NOTE: In order to have the possibility of sending downlink messages after the construction of the IE "SRNS RELOCATION INFO", the source may choose a value ahead of the last value used for SRB3 and SRB4.
	

	>Implementation specific parameters
	OP
	
	Bit string (1..512)
	
	

	RRC IEs
	
	
	
	
	

	UE Information elements
	
	
	
	
	

	>U-RNTI
	MP
	
	U-RNTI

10.3.3.47
	G-RNTI is placed in this field when performing handover or cell reselection from GERAN Iu mode.
	

	>C-RNTI
	OP
	
	C-RNTI

10.3.3.8
	
	

	>UE radio access Capability
	MP
	
	UE radio access capability

10.3.3.42
	
	

	>UE radio access capability extension
	OP
	
	UE radio access capability extension 10.3.3.42a
	
	

	>Last known UE position
	OP
	
	
	
	

	>>SFN
	MP
	
	Integer (0..4095)
	Time when position was estimated
	

	>>Cell ID
	MP
	
	Cell identity; 10.3.2.2
	Indicates the cell, the SFN is valid for.
	

	>>CHOICE Position estimate
	MP
	
	
	
	

	>>>Ellipsoid Point
	
	
	Ellipsoid Point; 10.3.8.4a
	
	

	>>>Ellipsoid point with uncertainty circle
	
	
	Ellipsoid point with uncertainty circle 10.3.8.4d
	
	

	>>>Ellipsoid point with uncertainty ellipse
	
	
	Ellipsoid point with uncertainty ellipse 10.3.8.4e
	
	

	>>>Ellipsoid point with altitude
	
	
	Ellipsoid point with altitude 10.3.8.4b
	
	

	>>>Ellipsoid point with altitude and uncertainty ellipsoid
	
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	
	

	>UE Specific Behaviour Information 1 idle
	OP
	
	UE Specific Behaviour Information idle 1 10.3.3.51
	This IE should be included if received via the "INTER RAT HANDOVER INFO", the "RRC CONNECTION REQUEST", the IE "SRNS RELOCATION INFO" or the "Inter RAT Handover Info with Inter RAT Capabilities"
	

	>UE Specific Behaviour Information 1 interRAT
	OP
	
	UE Specific Behaviour Information 1 interRAT 10.3.3.52
	This IE should be included if received via the "INTER RAT HANDOVER INFO", the "RRC CONNECTION REQUEST", the IE "SRNS RELOCATION INFO" or the "Inter RAT Handover Info with Inter RAT Capabilities"
	

	Other Information elements
	
	
	
	
	

	>UE system specific capability
	OP
	1 to <maxSystemCapability>
	
	
	

	>>Inter-RAT UE radio access capability 
	MP
	
	Inter-RAT UE radio access capability 10.3.8.7
	
	

	UTRAN Mobility Information elements
	
	
	
	
	

	>URA Identifier
	OP
	
	URA identity

10.3.2.6
	
	

	CN Information Elements
	
	
	
	
	

	>CN common GSM-MAP NAS system information
	MP
	
	NAS system information (GSM-MAP)

10.3.1.9
	
	

	>CN domain related information
	OP
	1 to <MaxCNdomains>
	
	CN related information to be provided for each CN domain
	

	>>CN domain identity
	MP
	
	
	
	

	>>CN domain specific GSM-MAP NAS system info
	MP
	
	NAS system information (GSM-MAP)

10.3.1.9
	
	

	>>CN domain specific DRX cycle length coefficient
	MP
	
	CN domain specific DRX cycle length coefficient, 10.3.3.6
	
	

	Measurement Related Information elements
	
	
	
	
	

	>For each ongoing measurement reporting
	OP
	1 to <MaxNoOfMeas>
	
	The source RNC should include the measurement IEs for each measurement configured and ongoing in the UE.
	

	>>Measurement Identity
	MP
	
	Measurement identity

10.3.7.48
	
	

	>>Measurement Command
	MP
	
	Measurement command

10.3.7.46
	This IE should have the value Setup.
	

	>>Measurement Type
	CV-Setup
	
	Measurement type

10.3.7.50
	
	

	>>Measurement Reporting Mode
	OP
	
	Measurement reporting mode

10.3.7.49
	
	

	>>Additional Measurements list
	OP
	
	Additional measurements list

10.3.7.1
	
	

	>>CHOICE Measurement
	CV-Setup
	
	
	
	

	>>>Intra-frequency
	
	
	
	
	

	>>>>Intra-frequency cell info
	OP
	
	Intra-frequency cell info list

10.3.7.33
	
	

	>>>>Intra-frequency measurement
quantity 
	OP
	
	Intra-frequency measurement quantity

10.3.7.38
	
	

	>>>>Intra-frequency reporting quantity 
	OP
	
	Intra-frequency reporting quantity

10.3.7.41
	
	

	>>>>Reporting cell status
	OP
	
	Reporting cell status

10.3.7.61
	
	

	>>>>Measurement validity
	OP
	
	Measurement validity

10.3.7.51
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>Intra-frequency
measurement 
reporting criteria 
	
	
	Intra-frequency measurement reporting criteria

10.3.7.39
	
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	
	

	>>>>>No reporting
	
	
	NULL
	
	

	>>>Inter-frequency
	
	
	
	
	

	>>>>Inter-frequency cell info
	OP
	
	Inter-frequency cell info list

10.3.7.13
	
	

	>>>>Inter-frequency measurement
quantity 
	OP
	
	Inter-frequency measurement quantity

10.3.7.18
	
	

	>>>>Inter-frequency reporting quantity 
	OP
	
	Inter-frequency reporting quantity

10.3.7.21
	
	

	>>>>Reporting cell status
	OP
	
	Reporting cell status

10.3.7.61
	
	

	>>>>Measurement validity
	OP
	
	Measurement validity

10.3.7.51
	
	

	>>>>Inter-frequency set update
	OP
	
	Inter-frequency set update 10.3.7.22
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>Intra-frequency measurement reporting criteria
	
	
	Intra-frequency measurement reporting criteria 10.3.7.39
	
	

	>>>>>Inter-frequency
measurement 
reporting criteria 
	
	
	Inter-frequency measurement reporting criteria

10.3.7.19
	
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	
	

	>>>>>No reporting
	
	
	NULL
	
	

	>>>Inter-RAT
	
	
	
	
	

	>>>>Inter-RAT cell info
	OP
	
	Inter-RAT cell info list

10.3.7.23
	
	

	>>>>Inter-RAT measurement
quantity 
	OP
	
	Inter-RAT measurement quantity

10.3.7.29
	
	

	>>>>Inter-RAT reporting quantity 
	OP
	
	Inter-RAT reporting quantity

10.3.7.32
	
	

	>>>>Reporting cell status
	OP
	
	Reporting cell status

10.3.7.61
	
	

	>>>>Measurement validity
	OP
	
	Measurement validity

10.3.7.51
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>Inter-RAT measurement 
reporting criteria 
	
	
	Inter-RAT measurement reporting criteria

10.3.7.30
	
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	
	

	>>>>>No reporting
	
	
	NULL
	
	

	>>>Traffic Volume
	
	
	
	
	

	>>>>Traffic volume measurement
Object
	OP
	
	Traffic volume measurement object

10.3.7.70
	
	

	>>>>Traffic volume measurement
quantity 
	OP
	
	Traffic volume measurement quantity

10.3.7.71
	
	

	>>>>Traffic volume reporting quantity 
	OP
	
	Traffic volume reporting quantity

10.3.7.74
	
	

	>>>>Measurement validity
	OP
	
	Measurement validity 10.3.7.51
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>Traffic volume measurement 
reporting criteria 
	
	
	Traffic volume measurement reporting criteria

10.3.7.72
	
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	
	

	>>>>>No reporting
	
	
	NULL
	
	

	>>>Quality
	
	
	
	
	

	>>>>Quality measurement quantity
	OP
	
	Quality measurement quantity 10.3.7.59
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>Quality measurement 
reporting criteria 
	
	
	Quality measurement reporting criteria

10.3.7.58
	
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	
	

	>>>>>No reporting
	
	
	NULL
	
	

	>>>UE internal
	
	
	
	
	

	>>>>UE internal measurement
quantity 
	OP
	
	UE internal measurement quantity

10.3.7.79
	
	

	>>>>UE internal reporting quantity 
	OP
	
	UE internal reporting quantity

10.3.7.82
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>UE internal measurement 
reporting criteria 
	
	
	UE internal measurement reporting criteria

10.3.7.80
	
	

	>>>>>Periodical reporting
	
	
	Periodical reporting criteria

10.3.7.53
	
	

	>>>>>No reporting
	
	
	NULL
	
	

	>>>UE positioning
	
	
	
	
	

	>>>>LCS reporting quantity
	OP
	
	LCS reporting quantity 10.3.7.111
	
	

	>>>>CHOICE report criteria
	OP
	
	
	
	

	>>>>>LCS reporting criteria
	
	
	LCS reporting criteria 10.3.7.110
	
	

	>>>>>Periodical reporting 
	
	
	Periodical reporting criteria 10.3.7.53
	
	

	>>>>>No reporting
	
	
	
	
	

	Radio Bearer Information Elements
	
	
	
	
	

	>Predefined configuration status information
	OP
	
	Predefined configuration status information 10.3.4.5a
	
	

	>Signalling RB information list
	MP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer
	

	>>Signalling RB information
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	>RAB information list
	OP
	1 to <maxRABsetup>
	
	Information for each RAB
	

	>>RAB information
	MP
	
	RAB information to setup

10.3.4.10
	
	

	Transport Channel Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels

10.3.5.24
	
	

	>UL transport channel information list
	OP
	1 to <MaxTrCH>
	
	
	

	>>UL transport channel information
	MP
	
	Added or reconfigured UL TrCH information

10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels

10.3.5.6
	
	

	>DL transport channel information list
	OP
	1 to <MaxTrCH>
	
	
	

	>>DL transport channel information
	MP
	
	Added or reconfigured DL TrCH information

10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	>TPC Combination Info list
	OP
	1 to <maxRL>
	
	
	

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>>TPC combination index
	MP
	
	TPC combination index 10.3.6.85
	
	

	>Transmission gap pattern sequence
	OP
	1 to <maxTGPS>
	
	
	REL-5

	>>TGPSI
	MP
	
	TGPSI 10.3.6.82
	
	REL-5

	>> Current TGPS Status Flag
	MP
	
	Enumerated(active, inactive)
	This flag indicates the current status of the Transmission Gap Pattern Sequence, whether it is active or inactive
	REL-5

	>>TGCFN
	CV-Active
	
	Integer (0..255)
	Connection Frame Number of the latest past frame of the first pattern within the Transmission Gap Pattern Sequence.
	REL-5

	>>Transmission gap pattern sequence configuration parameters
	OP
	
	
	
	REL-5

	>>>TGMP
	MP
	
	Enumerated(TDD measurement, FDD measurement, GSM carrier RSSI measurement, GSM Initial BSIC identification, GSM BSIC re-confirmation, Multi-carrier measurement)
	Transmission Gap pattern sequence Measurement Purpose.
	REL-5

	>>>TGPRC
	MP
	
	Integer (1..511, Infinity)
	The number of remaining transmission gap patterns within the Transmission Gap Pattern Sequence.
	REL-5

	>>>TGSN
	MP
	
	Integer (0..14)
	Transmission Gap Starting Slot Number

The slot number of the first transmission gap slot within the TGCFN.
	REL-5

	>>>TGL1
	MP
	
	Integer(1..14)
	The length of the first Transmission Gap within the transmission gap pattern expressed in number of slots
	REL-5

	>>>TGL2
	MD
	
	Integer (1..14)
	The length of the second Transmission Gap within the transmission gap pattern. If omitted, then TGL2=TGL1.
The value of TGL2 shall be ignored if TGD is set to ”undefined”
	REL-5

	>>>TGD
	MP
	
	Integer(15..269, undefined)
	Transmission gap distance indicates the number of slots between starting slots of two consecutive transmission gaps within a transmission gap pattern. If there is only one transmission gap in the transmission gap pattern, this parameter shall be set to undefined.


	REL-5

	>>>TGPL1
	MP
	
	Integer (1..144)
	The duration of transmission gap pattern 1.
	REL-5

	>>>RPP
	MP
	
	Enumerated (mode 0, mode 1).
	Recovery Period Power control mode during the frame after the transmission gap within the compressed frame. Indicates whether normal PC mode or compressed PC mode is applied
	REL-5

	>>>ITP
	MP
	
	Enumerated (mode 0, mode 1).
	Initial Transmit Power is the uplink power control method to be used to compute the initial transmit power after the compressed mode gap.
	REL-5

	>>>CHOICE UL/DL mode
	MP
	
	
	
	REL-5

	>>>>DL only
	
	
	
	Compressed mode used in DL only
	REL-5

	>>>>>Downlink compressed mode method
	MP
	
	Enumerated (SF/2, higher layer scheduling)
	Method for generating downlink compressed mode gap


	REL-5

	>>>>UL only
	
	
	
	Compressed mode used in UL only
	REL-5

	>>>>>Uplink compressed mode method
	MP
	
	Enumerated (SF/2, higher layer scheduling)
	Method for generating uplink compressed mode gap
	REL-5

	>>>>UL and DL 
	
	
	
	Compressed mode used in UL and DL
	REL-5

	>>>>>Downlink compressed mode method
	MP
	
	Enumerated (SF/2, higher layer scheduling)
	Method for generating downlink compressed mode gap


	REL-5

	>>>>>Uplink compressed mode method
	MP
	
	Enumerated (SF/2, higher layer scheduling)
	Method for generating uplink compressed mode gap
	REL-5

	>>>Downlink frame type
	MP
	
	Enumerated (A, B)
	
	REL-5

	>>>DeltaSIR1
	MP
	
	Real(0..3 by step of 0.1)
	Delta in DL SIR target value to be set in the UE during the frame containing the start of the first transmission gap in the transmission gap pattern (without including the effect of the bit-rate increase)
	REL-5

	>>>DeltaSIRafter1
	MP
	
	Real(0..3 by step of 0.1)
	Delta in DL SIR target value to be set in the UE one frame after the frame containing the start of the first transmission gap in the transmission gap pattern. 
	REL-5

	>>>DeltaSIR2
	OP
	
	Real(0..3 by step of 0.1)
	Delta in DL SIR target value to be set in the UE during the frame containing the start of the second transmission gap in the transmission gap pattern (without including the effect of the bit-rate increase)

When omitted, DeltaSIR2 = DeltaSIR1.
	REL-5

	>>>DeltaSIRafter2
	OP
	
	Real(0..3 by step of 0.1)
	Delta in DL SIR target value to be set in the UE one frame after the frame containing the start of the second transmission gap in the transmission gap pattern.

When omitted, DeltaSIRafter2 = DeltaSIRafter1.
	REL-5

	>>>N Identify abort
	CV-Initial BSIC
	
	Integer(1..128)
	Indicates the maximum number of repeats of patterns that the UE shall use to attempt to decode the unknown BSIC of the GSM cell in the initial BSIC identification procedure
	REL-5

	>>>T Reconfirm abort
	CV-Re-confirm BSIC
	
	Real(0.5..10.0 by step of 0.5)
	Indicates the maximum time allowed for the re-confirmation of the BSIC of one GSM cell in the BSIC re-confirmation procedure. The time is given in steps of 0.5 seconds.
	REL-5

	>Scrambling Code Change List
	CH-SF/2
	1 to <maxRL>
	
	
	REL-5

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-5

	>>Scrambling code change 
	MP
	
	Enumerated (code change, no code change)
	Indicates whether the alternative scrambling code is used for compressed mode method 'SF/2'. 
	REL-5

	Other Information elements
	
	
	
	
	

	>Measurement report
	OP
	
	MEASUREMENT REPORT 10.2.19
	The source RNC should include the Measurement report the UE sent that triggered the SRNS relocation.

This information could e.g. be used by the target RNC to set initial power when establishing a DCH.
	

	>Failure cause
	OP
	
	Failure cause 10.3.3.13
	Diagnostics information related to an earlier SRNC Relocation request (see NOTE 2 in 14.12.0a)
	

	>Protocol error information
	CV-ProtErr
	
	Protocol error information 10.3.8.12
	
	

	MBMS joined information
	OP
	
	
	Included if the UE has joined one or more MBMS services
	REL-6

	>P-TMSI
	OP
	
	P-TMSI (GSM-MAP) 10.3.1.13
	In case the UE is in PMM-Idle
	REL-6

	MBMS Selected Service Info
	OP
	
	MBMS Selected Services Info 10.3.9a.z
	
	REL-6


	Multi Bound
	Explanation

	MaxNoOfMeas
	Maximum number of active measurements, upper limit 16


	Condition
	Explanation

	Setup
	The IE is mandatory present when the IE Measurement command has the value "Setup", otherwise the IE is not needed.

	Ciphering
	The IE is mandatory present when the IE Ciphering Status has the value "started" and the ciphering counters need not be reinitialised, otherwise the IE is not needed.

	IP
	The IE is mandatory present when the IE Integrity protection status has the value "started" and the integrity protection counters need not be reinitialised, otherwise the IE is not needed.

	ProtErr
	This IE is mandatory present if the IE "Protocol error indicator" is included and has the value "TRUE". Otherwise it is not needed.

	SRB1
	The IE is mandatory present for RB1. Otherwise it is not needed.

	Active
	This IE is mandatory present when the value of the IE "Current TGPS Status Flag" is "Active" and not needed otherwise.

	Initial BSIC
	This IE is mandatory present when the value of the IE "TGMP" is set to "GSM Initial BSIC identification" and not needed otherwise.

	Re-confirm BSIC
	This IE is mandatory present when the value of the IE "TGMP" is set to "GSM BSIC re-confirmation" and not needed otherwise.

	SF/2
	The IE is mandatory present if the IE “Transmission Gap Pattern Sequence” is included and has the value “SF/2” as the compressed mode method, and already sent the UE the IE “Scrambling Code Change” for each RL in the active set. Otherwise the IE is not needed.
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