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8.6.6.24
Tx Diversity Mode

If the IE "Tx Diversity Mode" is included the UE shall:

1>
if the value of the IE "Tx Diversity Mode" is STTD:

2>
configure the Layer 1 to use the Tx diversity mode indicated in the IE "Tx Diversity Mode" for the radio links for which the IE "Closed loop timing adjustment mode" is included, ignoring the actual value of IE "Closed loop timing adjustment mode".

1>
if the value of the IE "Tx Diversity Mode" is closed loop mode 1:

2>
configure the Layer 1 to use the Tx diversity mode indicated in the IE "Tx Diversity Mode" for the radio links for which the IE "Closed loop timing adjustment mode" is included, using the actual value of the IE "Closed loop timing adjustment mode".

1>
if the value of the IE "Tx Diversity Mode" is "none":

2>
configure the Layer 1 not to use Tx diversity for all radio links in the active set.

If the IE "Tx Diversity Mode" is not included, the UE shall:

1>
continue to use the already configured Tx diversity mode;

1>
in case no Tx diversity mode has been configured:

2>
do not apply Tx diversity.

For F-DPCH the UE shall:

1> if the IE "STTD indication" is included in the IE "Downlink F-DPCH info for each RL" the UE shall:
2>
use STTD for F-DPCH on the radio links for which the IE "STTD indication" is set to TRUE.
For HS-SCCH, the UE shall:

1>
if the DPCH associated with a HS-SCCH is using either open or closed loop transmit diversity on the radio link transmitted from the HS-DSCH serving cell:

2>
use STTD for this HS-SCCH;

1>
if the F-DPCH associated with an HS-SCCH is using open loop transmit diversity on the radio link transmitted from the HS-DSCH serving cell:

2>
use STTD for this HS-SCCH.

1>
otherwise: 
2>
not use Tx diversity for this HS-SCCH.

For E-AGCH, E-RGCH, and E-HICH from the same cell, the UE shall:

1>
if the DPCH associated with E-AGCH, E-RGCH, and E-HICH from the same cell is using either open or closed loop transmit diversity on the radio link received from the E-DCH serving cell:

2>
use STTD for these E-AGCH, E-RGCH, and E-HICH.

1>
if the F-DPCH associated with E-AGCH, E-RGCH, and E-HICH from the same cell is using open loop transmit diversity on the radio link received from the E-DCH serving cell:

2>
use STTD for these E-AGCH, E-RGCH, and E-HICH.

1>
otherwise: 
2>
not use Tx diversity for these E-AGCH, E-RGCH, and E-HICH.
[…]
10.3.6.23ob
Downlink F-DPCH info for each RL

NOTE:
For FDD only.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Primary CPICH usage for channel estimation
	MP
	
	Primary CPICH usage for channel estimation 10.3.6.62
	
	REL-6

	F-DPCH frame offset
	MP
	
	Integer (0..38144 by step of 256)
	Offset (in number of chips) between the beginning of the P-CCPCH frame and the beginning of the F-DPCH frame

This is called (F-DPCH,n in [26]
	REL-6

	Secondary CPICH info
	OP
	
	Secondary CPICH info 10.3.6.73
	
	REL-6

	Secondary scrambling code
	MD
	
	Secondary scrambling code 10.3.6.74
	Default is the same scrambling code as for the Primary CPICH 
	REL-6

	Code number
	MP
	
	Integer (0..255)
	
	REL-6

	TPC combination index
	MP
	
	TPC combination index 10.3.6.85
	
	REL-6

	STTD indication
	CV-NoHOtoUTRAN
	
	Enumerated

(true)
	This IE shall be set to TRUE when STTD is used. Absence of this element means STTD is not used.
	REL-6


	Condition
	Explanation

	NoHOtoUTRAN
	This IE is not needed in the HANDOVER TO UTRAN COMMAND and it is optional in all the other messages in which the IE "Downlink F-DPCH info for each RL" can be included.


 […]

11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,

URA-Identity,

-- User Equipment IEs :


UE-RadioAccessCapabilityComp-r7,


UE-RadioAccessCapability-v7xyext,


UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-r7-ext,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringModeInfo,


DelayRestrictionFlag,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


GroupReleaseInformation,


H-RNTI,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RejectionCause,


ReleaseCause,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UE-CapabilityContainer-IEs,

UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp2,

DL-PhysChCapabilityFDD-v380ext,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-r5,


UE-SecurityInformation,


UE-SecurityInformation2,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigIdentity-r6,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-r6,

RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList2,


SRB-InformationSetupList2-r6,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DRAC-StaticInformationList,


PowerOffsetInfoShort,

TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

CCTrCH-PowerControlInfo-r7,


ConstantValue,


ConstantValueTdd,


CPCH-SetInfo,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformation-r7,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-HSPDSCH-Information-r7,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6,

DL-InformationPerRL-List-r7,


DL-InformationPerRL-List-v6b0ext,

DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-PDSCH-Information,


DL-TPC-PowerOffsetPerRL-List,


DPC-Mode,


DPCH-CompressedModeStatusInfo,


DynamicPersistenceLevel,


E-DCH-ReconfigurationInfo,


EXT-UL-TimingAdvance,


FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


HARQ-Preamble-Mode,

HS-SICH-Power-Control-Info-TDD384,

HS-SICH-Power-Control-Info-TDD768,


MaxAllowedUL-TX-Power,


OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4,

PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,

RL-RemovalInformationList,


Serving-HSDSCH-CellInformation,


SpecialBurstScheduling,


SSDT-Information,


SSDT-Information-r4,


TFC-ControlDuration,


SSDT-UL,


TimingMaintainedSynchInd,


TimeslotList,


TimeslotList-r4,

TX-DiversityMode,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,

UL-DPCH-Info,


UL-DPCH-Info-r4,

UL-DPCH-Info-r5,

UL-DPCH-Info-r6,


UL-DPCH-Info-r7,

UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,

UL-EDCH-Information-r6,


UL-SynchronisationParameters-r4,

UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,

UL-TimingAdvanceControl-r7,


UL-TimingAdvance-VHCR,

-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsOnRACH,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-Measurement-v390ext,


UE-Positioning-Measurement-v7xyext,

UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,

VelocityEstimate,

UE-InternalMeasuredResults-r7,

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,

InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,

ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type,

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-MICHConfigurationInfo-r7,


MBMS-ModifedServiceList-r6,


MBMS-MSCH-ConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-NumberOfNeighbourCells-r6,

MBMS-PhyChInformationList-r6,


MBMS-PL-ServiceRestrictInfo-r6,


MBMS-PreferredFreqRequest-r6,


MBMS-PreferredFrequencyList-r6,


MBMS-PTMActivationTime-r6,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceIdentity-r6,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCounters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6

FROM InformationElements


maxSIBperMsg,


maxURNTI-Group
FROM Constant-definitions;

-- ***************************************************

--

-- ACTIVE SET UPDATE (FDD only)

--

-- ***************************************************

ActiveSetUpdate ::= CHOICE {


r3







SEQUENCE {



activeSetUpdate-r3



ActiveSetUpdate-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




activeSetUpdate-r3-add-ext

BIT STRING

OPTIONAL,




v4b0NonCriticalExtensions

SEQUENCE {





activeSetUpdate-v4b0ext

ActiveSetUpdate-v4b0ext-IEs,





v590NonCriticalExtensions

SEQUENCE {






activeSetUpdate-v590ext


ActiveSetUpdate-v590ext-IEs,






v690NonCriticalExtensions

SEQUENCE {







activeSetUpdate-v690ext


ActiveSetUpdate-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {} OPTIONAL






}
OPTIONAL





}
OPTIONAL




} OPTIONAL



} OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r6







SEQUENCE {





activeSetUpdate-r6



ActiveSetUpdate-r6-IEs,





activeSetUpdate-r6-add-ext

BIT STRING

OPTIONAL,





v6b0nonCriticalExtensions


SEQUENCE {





activeSetUpdate-v6b0ext


ActiveSetUpdate-v6b0ext-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL





} OPTIONAL




},




criticalExtensions



SEQUENCE {}



}

}

}

ActiveSetUpdate-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



-- dummy and dummy2 are not used in this version of the specification, they should



-- not be sent and if received they should be ignored.



dummy





IntegrityProtectionModeInfo


OPTIONAL,



dummy2





CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



newU-RNTI





U-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



-- dummy3 is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy3





DL-CounterSynchronisationInfo

OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList

RL-AdditionInformationList


OPTIONAL,



rl-RemovalInformationList

RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode



TX-DiversityMode




OPTIONAL,



-- dummy4 is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy4






SSDT-Information




OPTIONAL

}

ActiveSetUpdate-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE RL-AdditionInformationList included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

ActiveSetUpdate-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dpc-Mode






DPC-Mode,



dl-TPC-PowerOffsetPerRL-List

DL-TPC-PowerOffsetPerRL-List


OPTIONAL

}

ActiveSetUpdate-v690ext-IEs ::= SEQUENCE {


-- Core network IEs


primary-plmn-Identity



PLMN-Identity





OPTIONAL

}

ActiveSetUpdate-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


rl-AdditionInformation-list-v6b0ext ::=

RL-AdditionInformation-list-v6b0ext OPTIONAL
}
ActiveSetUpdate-r6-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime





ActivationTime





OPTIONAL,



newU-RNTI






U-RNTI







OPTIONAL,



newH-RNTI






H-RNTI







OPTIONAL,



newPrimary-E-RNTI




E-RNTI







OPTIONAL,



newSecondary-E-RNTI




E-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo




CN-InformationInfo-r6



OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList


RL-AdditionInformationList-r6

OPTIONAL,



rl-RemovalInformationList


RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode




TX-DiversityMode




OPTIONAL,



dpc-Mode






DPC-Mode






OPTIONAL,



serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation

OPTIONAL,



e-dch-ReconfigurationInfo


E-DCH-ReconfigurationInfo


OPTIONAL
}

[…]

-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= CHOICE {


r3







SEQUENCE {



cellUpdateConfirm-r3


CellUpdateConfirm-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




cellUpdateConfirm-v3a0ext

CellUpdateConfirm-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





cellUpdateConfirm-r3-add-ext
BIT STRING
OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






cellUpdateConfirm-v4b0ext

CellUpdateConfirm-v4b0ext-IEs,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





cellUpdateConfirm-r4


CellUpdateConfirm-r4-IEs,





v4d0NonCriticalExtensions

SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






cellUpdateConfirm-r4-add-ext
BIT STRING

OPTIONAL,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






cellUpdateConfirm-r5


CellUpdateConfirm-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






cellUpdateConfirm-r5-add-ext
BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







cellUpdateConfirm-r6


CellUpdateConfirm-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







cellUpdateConfirm-r6-add-ext
BIT STRING

OPTIONAL,







v6b0nonCriticalExtensions


SEQUENCE {







cellUpdateConfirm-v6b0ext


CellUpdateConfirm-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








cellUpdateConfirm-r7


CellUpdateConfirm-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








cellUpdateConfirm-r7-add-ext
BIT STRING

OPTIONAL,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

CellUpdateConfirm-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

CellUpdateConfirm-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI



DSCH-RNTI







OPTIONAL

}

CellUpdateConfirm-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

CellUpdateConfirm-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

CellUpdateConfirm-v5d0ext-IEs ::=
SEQUENCE {


--Radio Bearer IEs



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL

}

CellUpdateConfirm-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove
BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r4

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

CellUpdateConfirm-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove
BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r5

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.




dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}

CellUpdateConfirm-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

CellUpdateConfirm-v690ext-IEs ::=
SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,

-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

CellUpdateConfirm-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

CellUpdateConfirm-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext ::=

DL-InformationPerRL-List-v6b0ext OPTIONAL
}
-- ***************************************************

--

-- CELL UPDATE CONFIRM for CCCH

--

-- ***************************************************

CellUpdateConfirm-CCCH ::= CHOICE {


r3







SEQUENCE {



-- User equipment IEs




u-RNTI





U-RNTI,



-- The rest of the message is identical to the one sent on DCCH.




cellUpdateConfirm-r3



CellUpdateConfirm-r3-IEs,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





cellUpdateConfirm-CCCH-r3-add-ext


BIT STRING
OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






cellUpdateConfirm-v4b0ext

CellUpdateConfirm-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL


},


later-than-r3




SEQUENCE {



u-RNTI






U-RNTI,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





-- The rest of the message is identical to the one sent on DCCH.





cellUpdateConfirm-r4


CellUpdateConfirm-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






cellUpdateConfirm-CCCH-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






cellUpdateConfirm-r5


CellUpdateConfirm-r5-IEs,






cellUpdateConfirm-CCCH-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},







criticalExtensions



CHOICE {






r6







SEQUENCE {







cellUpdateConfirm-r6


CellUpdateConfirm-r6-IEs,







cellUpdateConfirm-r6-add-ext
BIT STRING

OPTIONAL,







v6b0nonCriticalExtensions


SEQUENCE {







cellUpdateConfirm-v6b0ext


CellUpdateConfirm-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








cellUpdateConfirm-r7


CellUpdateConfirm-r7-IEs,








cellUpdateConfirm-r7-add-ext
BIT STRING

OPTIONAL,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

[…]

-- ***************************************************

--

-- HANDOVER TO UTRAN COMMAND

--

-- ***************************************************

HandoverToUTRANCommand ::= CHOICE {


r3







SEQUENCE {



handoverToUTRANCommand-r3

HandoverToUTRANCommand-r3-IEs,



nonCriticalExtensions


SEQUENCE {} OPTIONAL


},


criticalExtensions



CHOICE {



r4







SEQUENCE {




handoverToUTRANCommand-r4

HandoverToUTRANCommand-r4-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



},



criticalExtensions



CHOICE {




r5







SEQUENCE {





handoverToUTRANCommand-r5

HandoverToUTRANCommand-r5-IEs,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL




},




criticalExtensions



CHOICE {





r6







SEQUENCE {






handoverToUTRANCommand-r6

HandoverToUTRANCommand-r6-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL





},





criticalExtensions



CHOICE {






r7







SEQUENCE {







handoverToUTRANCommand-r7

HandoverToUTRANCommand-r7-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






},






criticalExtensions



SEQUENCE {}





}




}



}


}

}

HandoverToUTRANCommand-r3-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



-- dummy is not used in this version of specification, it should



-- not be sent and if received it should be ignored.



dummy






ActivationTime





OPTIONAL,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList,





rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,





ul-DPCH-Info




UL-DPCH-Info,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







-- dummy and dummy2 are not used in this version of specification,







-- they should not be sent and if received they should be ignored.







dummy






DL-PDSCH-Information OPTIONAL,







dummy2






CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation,





dl-InformationPerRL-List

DL-InformationPerRL-List,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd








SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostTDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL



DL-InformationPerRL-PostTDD,







frequencyInfo




FrequencyInfoTDD,







primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r4-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList,





rab-InformationSetupList

RAB-InformationSetupList-r4


OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4,





ul-DPCH-Info




UL-DPCH-Info-r4,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







-- dummy and dummy2 are not used in this version of specification,







-- they should not be sent and if received they should be ignored.







dummy






DL-PDSCH-Information OPTIONAL,







dummy2






CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation-r4,





dl-InformationPerRL-List

DL-InformationPerRL-List-r4,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r4






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD-LCR-r4,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r5-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r5,





rab-InformationSetupList

RAB-InformationSetupList-r5


OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5,





ul-DPCH-Info




UL-DPCH-Info-r5,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







-- dummy and dummy2 are not used in this version of specification,







-- they should not be sent and if received they should be ignored.







dummy






DL-PDSCH-Information OPTIONAL,







dummy2






CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation-r4,





dl-InformationPerRL-List

DL-InformationPerRL-List-r5,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD-LCR-r4,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r6-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r6,





rab-InformationSetupList

RAB-InformationSetupList-r6

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5,





ul-DPCH-Info




UL-DPCH-Info-r6,





ul-EDCH-Information



UL-EDCH-Information-r6


OPTIONAL,





dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6

OPTIONAL,





dl-CommonInformation


DL-CommonInformation-r6,





dl-InformationPerRL-List

DL-InformationPerRL-List-r6,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD-LCR-r4,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r7-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm





OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r6,





rab-InformationSetupList

RAB-InformationSetupList-r6

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5,





ul-DPCH-Info




UL-DPCH-Info-r7,





dl-CommonInformation


DL-CommonInformation-r4,





dl-InformationPerRL-List

DL-InformationPerRL-List-r7,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd768






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-List-r7,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

[…]

-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION

--

-- ***************************************************

PhysicalChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



physicalChannelReconfiguration-r3











PhysicalChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions


SEQUENCE {




physicalChannelReconfiguration-v3a0ext

PhysicalChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





physicalChannelReconfiguration-r3-add-ext


BIT STRING

OPTIONAL,





v4b0NonCriticalExtenstions


SEQUENCE {






physicalChannelReconfiguration-v4b0ext













PhysicalChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext














PhysicalChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,







nonCriticalExtensions




SEQUENCE {} OPTIONAL







}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,




criticalExtensions



CHOICE {




r4







SEQUENCE {





physicalChannelReconfiguration-r4













PhysicalChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






physicalChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext













PhysicalChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






physicalChannelReconfiguration-r5














PhysicalChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






physicalChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







physicalChannelReconfiguration-r6















PhysicalChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







physicalChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0nonCriticalExtensions


SEQUENCE {







physicalChannelReconfiguration-v6b0ext

















PhysicalChannelReconfiguration-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








physicalChannelReconfiguration-r7















PhysicalChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








physicalChannelReconfiguration-r7-add-ext
BIT STRING
OPTIONAL,








nonCriticalExtensions





SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

PhysicalChannelReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- Note: the reference to CPCH in the element name below is incorrect. The name is not



-- changed to keep it aligned with R99.


ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID

OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

PhysicalChannelReconfiguration-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

PhysicalChannelReconfiguration-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

PhysicalChannelReconfiguration-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

PhysicalChannelReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- Note: the reference to CPCH in the element name below is incorrect. The name is not



-- changed to keep it aligned with R99.


ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID-r4
OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

PhysicalChannelReconfiguration-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- Note: the reference to CPCH in the element name below is incorrect. The name is not



-- changed to keep it aligned with R99.


ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID-r5
OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}

PhysicalChannelReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

PhysicalChannelReconfiguration-v690ext-IEs ::= SEQUENCE {


-- User Equipment IEs



delayRestrictionFlag


DelayRestrictionFlag 



OPTIONAL,


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

PhysicalChannelReconfiguration-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

PhysicalChannelReconfiguration-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext ::=

DL-InformationPerRL-List-v6b0ext OPTIONAL
}

[…]

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



-- Prefix "v3ao" is used (in one instance) to keep alignment with R99



v3aoNonCriticalExtensions

SEQUENCE {




radioBearerReconfiguration-v3a0ext
RadioBearerReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions


SEQUENCE {






radioBearerReconfiguration-v4b0ext















RadioBearerReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext
















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5








SEQUENCE {






radioBearerReconfiguration-r5

RadioBearerReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions


SEQUENCE {







radioBearerReconfiguration-v5d0ext
RadioBearerReconfiguration-v5d0ext-IEs,







v690NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,







nonCriticalExtensions



SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6








SEQUENCE {







radioBearerReconfiguration-r6

RadioBearerReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0nonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v6b0ext
















RadioBearerReconfiguration-v6b0ext-IEs,








nonCriticalExtensions



SEQUENCE {}

OPTIONAL







}
OPTIONAL





},






criticalExtensions



CHOICE {







r7








SEQUENCE {








radioBearerReconfiguration-r7

RadioBearerReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8 







radioBearerReconfiguration-r7-add-ext

BIT STRING

OPTIONAL,








nonCriticalExtensions



SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

RadioBearerReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



-- NOTE: IE rb-InformationReconfigList should be optional in later versions



-- of this message



rb-InformationReconfigList

RB-InformationReconfigList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



-- NOTE: IE dl-InformationPerRL-List is optional in later versions



-- of this message



dl-InformationPerRL-List

DL-InformationPerRL-List

}

RadioBearerReconfiguration-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified

new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

RadioBearerReconfiguration-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RadioBearerReconfiguration-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RadioBearerReconfiguration-v5d0ext-IEs ::= SEQUENCE {


--Radio Bearer IEs



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL

}

RadioBearerReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r4

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4 

OPTIONAL

}

RadioBearerReconfiguration-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received 



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r5

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,





-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the





-- specification, they should not be sent and if received they should be ignored.




dummy






CHOICE {






fdd







SEQUENCE {







dummy1






CPCH-SetID




OPTIONAL,







dummy2






DRAC-StaticInformationList
OPTIONAL






},






tdd







NULL





}
















OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.




dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5 

OPTIONAL

}
RadioBearerReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}
RadioBearerReconfiguration-v690ext-IEs ::= SEQUENCE {


-- User Equipment IEs



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,

-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerReconfiguration-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}
RadioBearerReconfiguration-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext ::=

DL-InformationPerRL-List-v6b0ext OPTIONAL
}

[…]

-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease ::= CHOICE {


r3







SEQUENCE {



radioBearerRelease-r3


RadioBearerRelease-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerRelease-v3a0ext

RadioBearerRelease-v3a0ext,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




radioBearerRelease-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v4b0ext

RadioBearerRelease-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {} OPTIONAL







}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerRelease-r4


RadioBearerRelease-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerRelease-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerRelease-r5


RadioBearerRelease-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerRelease-r5-add-ext
BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerRelease-r6


RadioBearerRelease-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerRelease-r6-add-ext
BIT STRING

OPTIONAL,







v6b0nonCriticalExtensions


SEQUENCE {







radioBearerRelease-v6b0ext


RadioBearerRelease-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerRelease-r7


RadioBearerRelease-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerRelease-r7-add-ext
BIT STRING

OPTIONAL,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

RadioBearerRelease-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity

     
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RadioBearerRelease-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

RadioBearerRelease-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



--  in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RadioBearerRelease-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RadioBearerRelease-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

RadioBearerRelease-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity

     
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}
RadioBearerRelease-v690ext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}

RadioBearerRelease-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}
RadioBearerRelease-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}
RadioBearerRelease-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext ::=

DL-InformationPerRL-List-v6b0ext OPTIONAL
}

[…]

-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= CHOICE {


r3







SEQUENCE {



radioBearerSetup-r3



RadioBearerSetup-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerSetup-v3a0ext

RadioBearerSetup-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerSetup-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerSetup-v4b0ext

RadioBearerSetup-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerSetup-r4



RadioBearerSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerSetup-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerSetup-r5



RadioBearerSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerSetup-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerSetup-r6



RadioBearerSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerSetup-r6-add-ext

BIT STRING

OPTIONAL,







v6b0nonCriticalExtensions


SEQUENCE {







radioBearerSetup-v6b0ext


RadioBearerSetup-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerSetup-r7



RadioBearerSetup-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerSetup-r7-add-ext

BIT STRING

OPTIONAL,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

RadioBearerSetup-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RadioBearerSetup-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

RadioBearerSetup-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RadioBearerSetup-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RadioBearerSetup-v5d0ext-IEs ::=
SEQUENCE {


--Radio Bearer IEs



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL

}

RadioBearerSetup-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r4


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

RadioBearerSetup-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList-r5


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r5


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}
RadioBearerSetup-v690ext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-r6-ext

OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList-r6


OPTIONAL,





rab-InformationSetupList

RAB-InformationSetupList-r6


OPTIONAL,





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,




rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





rab-Info





RAB-Info-r6,





defaultConfigMode



DefaultConfigMode,





defaultConfigIdentity 


DefaultConfigIdentity-r6,





rb-InformationChangedList

RB-InformationChangedList-r6

OPTIONAL,





powerOffsetInfoShort


PowerOffsetInfoShort




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList-r6


OPTIONAL,





rab-InformationSetupList

RAB-InformationSetupList-r6


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





rab-Info





RAB-Info-r6,





defaultConfigMode



DefaultConfigMode,





defaultConfigIdentity 


DefaultConfigIdentity-r6,





rb-InformationChangedList

RB-InformationChangedList-r6

OPTIONAL,





powerOffsetInfoShort


PowerOffsetInfoShort




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext ::=

DL-InformationPerRL-List-v6b0ext OPTIONAL
}

[…]

-- ***************************************************

--

-- RRC CONNECTION SETUP

--

-- ***************************************************

RRCConnectionSetup ::= CHOICE {


r3







SEQUENCE {



rrcConnectionSetup-r3


RRCConnectionSetup-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




rrcConnectionSetup-r3-add-ext
BIT STRING

OPTIONAL,




v4b0NonCriticalExtensions

SEQUENCE { 





rrcConnectionSetup-v4b0ext

RRCConnectionSetup-v4b0ext-IEs,





v590NonCriticalExtensions

SEQUENCE { 






rrcConnectionSetup-v590ext

RRCConnectionSetup-v590ext-IEs,






v690NonCriticalExtensions

SEQUENCE {







rrcConnectionSetup-v690ext

RRCConnectionSetup-v690ext-IEs,







v7xyNonCriticalExtensions

SEQUENCE {








rrcConnectionSetup-v7xyext

RRCConnectionSetup-v7xyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





rrcConnectionSetup-r4


RRCConnectionSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






rrcConnectionSetup-r4-add-ext
BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE { 







rrcConnectionSetup-v590ext

RRCConnectionSetup-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








rrcConnectionSetup-v690ext

RRCConnectionSetup-v690ext-IEs,








v7xyNonCriticalExtensions

SEQUENCE {









rrcConnectionSetup-v7xyext

RRCConnectionSetup-v7xyext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions




CHOICE {





r5







SEQUENCE {






rrcConnectionSetup-r5


RRCConnectionSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






rrcConnectionSetup-r5-add-ext
BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {







rrcConnectionSetup-v690ext

RRCConnectionSetup-v690ext-IEs,







v7xyNonCriticalExtensions

SEQUENCE {








rrcConnectionSetup-v7xyext

RRCConnectionSetup-v7xyext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







rrcConnectionSetup-r6


RRCConnectionSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







rrcConnectionSetup-r6-add-ext
BIT STRING




OPTIONAL,







v6b0nonCriticalExtensions


SEQUENCE {







rrcConnectionSetup-v6b0ext


RRCConnectionSetup-v6b0ext-IEs,








v7xyNonCriticalExtensions

SEQUENCE {









rrcConnectionSetup-v7xyext

RRCConnectionSetup-v7xyext-IEs,









nonCriticalExtensions


SEQUENCE {}




OPTIONAL








}
OPTIONAL







}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








rrcConnectionSetup-r7


RRCConnectionSetup-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








rrcConnectionSetup-r7-add-ext
BIT STRING




OPTIONAL,








nonCriticalExtensions


SEQUENCE {}




OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

RRCConnectionSetup-r3-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



-- NOTE: ul-AddReconfTransChInfoList should be optional in later versions of



-- this message



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



-- NOTE: dl-AddReconfTransChInfoList should be optional in later versions



-- of this message



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RRCConnectionSetup-v4b0ext-IEs ::= SEQUENCE {



capabilityUpdateRequirement-r4-ext
CapabilityUpdateRequirement-r4-ext
OPTIONAL,


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RRCConnectionSetup-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



systemSpecificCapUpdateReq

SystemSpecificCapUpdateReq-v590ext

OPTIONAL,


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RRCConnectionSetup-r4-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r4

OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

RRCConnectionSetup-r5-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r5

OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5bis

OPTIONAL

}
RRCConnectionSetup-v690ext-IEs ::= SEQUENCE {


-- Physical Channel IEs



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL
}

RRCConnectionSetup-r6-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r5

OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2-r6,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL

}

RRCConnectionSetup-r7-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r5

OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2-r6,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL

}

RRCConnectionSetup-v7xyext-IEs ::= SEQUENCE {



capabilityUpdateRequirement-r7-ext
CapabilityUpdateRequirement-r7-ext

OPTIONAL

}

RRCConnectionSetup-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext ::=

DL-InformationPerRL-List-v6b0ext OPTIONAL
}

[…]

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



transportChannelReconfiguration-r3











TransportChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




transportChannelReconfiguration-v3a0ext












TransportChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions


SEQUENCE {





-- Container for additional R99 extensions





transportChannelReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v4b0ext















TransportChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext
















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}

OPTIONAL





}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





transportChannelReconfiguration-r4













TransportChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






transportChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






transportChannelReconfiguration-r5














TransportChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






transportChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







transportChannelReconfiguration-r6















TransportChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







transportChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0nonCriticalExtensions


SEQUENCE {







transportChannelReconfiguration-v6b0ext

















TransportChannelReconfiguration-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








transportChannelReconfiguration-r7















TransportChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








transportChannelReconfiguration-r7-add-ext

BIT STRING
OPTIONAL,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

TransportChannelReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

TransportChannelReconfiguration-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received


-- the UE behaviour is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

TransportChannelReconfiguration-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

TransportChannelReconfiguration-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

TransportChannelReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

TransportChannelReconfiguration-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}

TransportChannelReconfiguration-v690ext-IEs ::= SEQUENCE {


-- User Equipment IEs



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,

-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

TransportChannelReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

TransportChannelReconfiguration-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

TransportChannelReconfiguration-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext ::=

DL-InformationPerRL-List-v6b0ext OPTIONAL
}

[…]

11.3
Information element definitions

[…]

-- ***************************************************

--

--     PHYSICAL CHANNEL INFORMATION ELEMENTS (10.3.6)

--

-- ***************************************************

ACK-NACK-repetitionFactor ::=

INTEGER(1..4)
AC-To-ASC-Mapping ::=



INTEGER (0..7)

AC-To-ASC-MappingTable ::=


SEQUENCE (SIZE (maxASCmap)) OF











AC-To-ASC-Mapping

[…]

DL-DPCH-InfoPerRL-r7 ::=


CHOICE {


fdd








SEQUENCE {



pCPICH-UsageForChannelEst


PCPICH-UsageForChannelEst,



dpch-FrameOffset




DPCH-FrameOffset,



secondaryCPICH-Info




SecondaryCPICH-Info



OPTIONAL,



dl-ChannelisationCodeList


DL-ChannelisationCodeList,



tpc-CombinationIndex



TPC-CombinationIndex,



sttdIndication





STTDIndication




OPTIONAL,


powerOffsetTPC-pdpdch



PowerOffsetTPC-pdpdch


OPTIONAL,



closedLoopTimingAdjMode



ClosedLoopTimingAdjMode


OPTIONAL


},


tdd








SEQUENCE {



dl-CCTrChListToEstablish


DL-CCTrChList-r7



OPTIONAL,



dl-CCTrChListToRemove



DL-CCTrChListToRemove


OPTIONAL


}

}

[…]

DL-InformationPerRL-List-v6b0ext ::=

SEQUENCE (SIZE (1..maxRL)) OF











DL-InformationPerRL-v6b0ext
DL-InformationPerRL-v6b0ext ::=

SEQUENCE {


sttdIndication



STTDIndication


OPTIONAL

}
[…]

RL-AdditionInformationList ::=

SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation

RL-AdditionInformationList-r6 ::=
SEQUENCE (SIZE (1..maxRL-1)) OF











RL-AdditionInformation-r6











PrimaryCPICH-Info

RL-AdditionInformation-list-v6b0ext ::=

SEQUENCE (SIZE (1..maxRL)) OF











RL-AdditionInformation-v6b0ext

RL-AdditionInformation-v6b0ext ::= SEQUENCE {


sttdIndication



STTDIndication


OPTIONAL

}
RL-IdentifierList ::=



SEQUENCE (SIZE (1..maxRL)) OF

[…]

SSDT-UL ::=






ENUMERATED {











ul, ul-AndDL }

STTDIndication ::= ENUMERATED { true }
SynchronisationParameters-r4 ::=
SEQUENCE {


sync-UL-CodesBitmap




BIT STRING {












code7(0),












code6(1),












code5(2),












code4(3),












code3(4),












code2(5),












code1(6),












code0(7)












} (SIZE (8)),


fpach-Info






FPACH-Info-r4,


-- Actual value prxUpPCHdes = IE value - 120


prxUpPCHdes






INTEGER (0..62),


sync-UL-Procedure




SYNC-UL-Procedure-r4




OPTIONAL

}

[…]
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