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1
Introduction
In this document, proposed solutions for the remaining open issues are summarized. In the text below, we refer to the call flow illustrated in Figure 3 in [1].
2
Proposals
Table 1 summarizes proposals for the following open issues in the random access procedure:

· Physical channels used for the transmission on Message 2
· Timing of C-RNTI allocation
· Id used before C-RNTI allocation

· Size of Message 3

Merging Contention Resolution (Message 4) and RRC Connection Setup

· Table 1: Open issues for RACH procedure
	Company
	Physical channel for Message 2
	C-RNTI allocation
	ID used before C-RNTI allocation
	Size of Message 3
	Merging Contention Resolution and RRC Connection Setup

	Alcatel
	L1/L2 control + DL SCH
	Message 2
	RA-RNTI
	Dynamic
	Yes

	CATT
	L1/L2 control + DL SCH
	Message 2
	
	Dynamic
	No

	Ericsson
	L1/L2 control + DL SCH
	Message 4
	RA-RNTI
	Dynamic
	No

	ETRI
	DL SCH
	Message 2
	RA-RNTI
	Dynamic
	No

	Fujitsu 
	L1/L2 control + DL SCH
	Message 4
	RA-RNTI
	Dynamic
	No

	Huawei
	L1/L2 control + DL SCH
	
	RA-RNTI
	Static
	Yes

	IP Wireless
	L1/L2 control
	Message 4 or after
	I-CRNTI
	
	Yes

	Interdigital
	L1/L2 control + DL SCH
	Message 4
	
	
	

	LGE
	L1/L2 control + DL SCH
	Message 4
	RA-RNTI
	Dynamic
	Yes

	Motorola
	L1/L2 control + DL-SCH
	Message 4
	RA-RNTI
	Dynamic
	Yes

	NEC
	L1/L2 control + DL SCH
	Message 2
	RA-RNTI
	Dynamic
	Yes

	Nokia
	L1/L2 control + DL SCH
	Message 4
	RA-RNTI
	Dynamic
	Yes

	Nortel
	L1/L2 control + DL SCH
	Message 2
	RA-RNTI
	Dynamic
	Yes

	NTT DoCoMo
	L1/L2 control + DL SCH
	Message 2
	RA-RNTI
	Dynamic
	Yes

	Panasonic
	L1/L2 control+ DL SCH
	Message 2
	RA-RNTI
	Dynamic
	Yes

	Philips 
	L1/L2 control + DL SCH
	Message 2
	RA-RNTI
	Dynamic
	No

	QUALCOMM Incorporated
	L1/L2 control
	Message 4
	I-CRNTI
	Static
	Yes

	Samsung
	L1/L2 control + DL-SCH
	Message 2
	RA-RNTI
	Dynamic
	No

	Siemens
	L1/L2 control + DL-SCH
	Message 4
	RA-RNTI
	Dynamic
	Yes

	TD Tech
	L1/L2 control
	Message 4
	I-CRNTI
	Static
	Yes

	Texas Instruments
	L1/L2 control + DL-SCH
	Message 2
	I-CRNTI
	Dynamic
	Yes

	ZTE
	L1/L2 control + DL-SCH
	Message 2
	RA-RNTI
	Dynamic
	Yes
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