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SA2 would like to thank RAN2 for S2-064266 / R2-063561 related to “UL/DL Rate Policing in the eNB”.

SA2 has discussed the subject and agrees on the following design principles:
· It is preferable to have network-based control when feasible (e.g., in terms of complexity, signaling overhead).
· Radio resource consumption should be minimized.

· The level of trust placed into the UE should be minimized.

· UE conformance testing of the functions mentioned below should be possible.

SA2 would like to provide the following guidance to the questions posed by RAN2:
Q1:
Which layer(s) of which node(s) are responsible for ensuring the UL-MBR per bearer? (e.g. AS of UE, eNode B, etc.) 

In this context, SA2 would like to point out the agreement reached in S2-064300 with respect to the QoS parameters MBR and AMBR. SA2 assumes that RAN2 ensures that functions are available to enforce the UL-MBR / UL-AMBR. SA2 acknowledges that it is RAN2’s responsibility to agree on whether such functions are UE-based, eNB-based, or a hybrid of both.
Q2:
Which layer(s) of which node(s) are responsible for ensuring the UL-GBR per bearer for bearers with UL-MBR greater than UL-GBR at certain congestion levels, or in “cell edge” scenarios? (e.g. AS of UE, eNode B, etc.) 

SA2 assumes that RAN2 ensures that functions are available to enforce that – given acceptable radio conditions – a GBR SAE Bearer will at least be scheduled at a rate of the UL-GBR associated with that GBR SAE Bearer. SA2 acknowledges that it is RAN2’s responsibility to agree on whether such functions are UE-based, eNB-based, or a hybrid of both.
In the design of those functions SA2 would like RAN2 to ensure that sources such as TCP-based applications/services and AMR codecs are supported efficiently.
2. Actions:

To RAN2 group

ACTION: 
SA2 kindly requests RAN2 to consider the principles agreed in SA2 and the answers provided to the questions posed by RAN2.

Once RAN2 has agreed on solutions for the mentioned functions, SA2 would appreciate to get an LS from RAN2 that summarizes the solutions, and that points out in which way the above mentioned design principles have been met.
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