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6.1
Band VI UE

UEs that conform to Release 5 and support Band VI shall support the following requirements in Release 6:
6.1.1
RF Requirements

The UE shall comply with the RF requirements for Band VI specified in [9]. These requirements are:
	Section / Clause
	Description

	5
	Frequency bands and channel arrangement

	6.2.1
	UE maximum output power

	6.6
	Output RF spectrum emissions

	7.3
	Reference sensitivity level

	7.6
	Blocking characteristics

	
	

	7.9
	Spurious emissions

	B2.2
	Multi-path fading propagation conditions


The UE shall comply with the following Radio Resource Management requirements for Band VI specified in [10]. These requirements are:
	Section / Clause
	Description

	9.1
	Measurement Performances for UE.


6.1.2
Signalling Requirements

The UE shall support the following RRC extensions specified in [8]:

· The parameter value "Band VI" for the IE "FDD frequency band" contained within the IEs "UE radio access capability extension" and "Measurement capability extension". The UE shall use this parameter value in order to signal its radio access capabilities relating to Band VI.

· The IE "Frequency band indicator" contained within the IEs "System Information Block type 5" and "System Information Block type 6". The UE shall use this IE to determine whether it is compliant with the RF requirement in the indicated frequency band, in case the UE is in the frequency that belongs to multiple frequency bands.

The UE may:

-
If the UE is on a network with Mobile Country Code set to '440', '441', '442' or '443' (i.e. the MCC is reserved for Japan):

-
assume that any DL UARFCN sent by the network from the overlapping region of Band V and Band VI is from Band VI. 

-
If the UE is on a network with a Mobile Country Code other than ‘440’, ‘441’, ‘442 or ‘443’ (i.e. the MCC is not reserved for Japan):

-
assume that any DL UARFCN sent by the network from the overlapping region of Band V and Band VI is from Band V.
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