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[...]
8.6.6.37
E-DCH Info

If the IE "E-DCH Info" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
for FDD:

2>
if the IE "E-DPCCH Info" is included:

3>
store the newly received E-DPCCH configuration.

2>
if the IE "E-DPDCH Info" is included:

3>
store the newly received E-DPDCH configuration.

2>
if the IE "UL 16QAM settings" is not included:

3>
indicate to lower layers to stop any operation in 16QAM mode.
1>
for 3.84/7.68 Mcps TDD:

2>
if the IE "E-RUCCH Info" is included:

3>
store the newly received E-RUCCH configuration.

2>
if the IE "E-PUCH Info" is included:

NOTE 1:
The UTRAN should ensure the ordering of the E-TFCI table in increasing transmission power, by correct setting of the reference E-TFCI power offsets.

NOTE 2:
If a reference E-TFCI signalled to the UE is outside the UE physical channel capability, the UE behaviour is unspecified.
NOTE 3 : If  E-TFCI boost is signalled to the UE and a reference E-TFCI <= E-TFCI Boost is signalled to the UE with a Reference E-TFCI PO of value 30 or 31, the UE behaviour is unspecified.
1>
if the IE "MAC-es/e reset indicator" is included:

2>
reset the MAC-es/e entity [15].

NOTE 3:
If the IE "MAC-es/e reset indicator" is not set to TRUE in case the IE "E-DCH Transmission Time Interval" is reconfigured, the UE behaviour is unspecified.

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
for FDD:

2>
configure the UL E-DPCCH in accordance with the stored IE "E-DPCCH" configuration;

2>
configure the MAC with the stored IE "E-DPDCH" configuration and/or the information contained in IE "Scheduled Transmission configuration".

1>
for 3.84/7.68 Mcps TDD:

2>
configure the E-RUCCH with the stored E-RUCCH configuration;

2>
configure the MAC with the stored E-PUCH configuration.

[...]
10.3.3.25
Physical channel capability

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Downlink physical channel capability information elements
	
	
	
	
	

	FDD downlink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Max no DPCH codes
	MP
	
	Integer

(1..8)
	Maximum number of DPCH codes to be simultaneously received
	

	>Max no physical channel bits received
	MP
	
	Integer

(1200, 2400, 3600, 4800, 7200, 9600, 14400, 19200, 28800, 38400, 48000, 57600, 67200, 76800)
	Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)
	

	>Support for SF 512 and 80 ms TTI for DPCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-5

	>>Unsupported
	
	
	
	(no data)
	REL-5

	3.84 Mcps TDD downlink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per frame
	MP
	
	Integer

(5..224)
	
	

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-5

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (5..16)
	
	

	7.68 Mcps TDD downlink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per frame
	MP
	
	Integer

(5..448)
	
	REL-7

	>Minimum SF
	MP
	
	Integer (1, 32)
	
	REL-7

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (5..32)
	
	REL-7

	1.28 Mcps TDD downlink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum number of timeslots per subframe
	MP
	
	Integer (1..6)
	
	REL-4

	>Maximum number of physical channels per subframe
	MP
	
	Integer (1..96)
	
	REL-4

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	REL-4

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-5

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (1..16)
	
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	Uplink physical channel capability information elements
	
	
	
	
	

	FDD uplink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Maximum number of DPDCH bits transmitted per 10 ms
	MP
	
	Integer (600, 1200, 2400, 4800. 9600, 19200. 28800, 38400, 48000, 57600)
	
	

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35].  Only values 1 to 6 shall be used for this IE. UE with category above 6 shall signal category 6 on this IE.
	REL-6

	>>>E-DCH physical layer category above 6
	OP
	
	Integer (1..16)
	
	REL-7

	
	
	
	
	
	

	>>Unsupported
	
	
	
	(no data)
	REL-6

	3.84 Mcps TDD uplink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	7.68 Mcps TDD uplink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	REL-7

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	REL-7

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	1.28 Mcps TDD uplink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum Number of timeslots per subframe
	MP
	
	Integer

(1..6)
	
	REL-4

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	REL-4

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8, 16)
	
	REL-4

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	


	Condition
	Explanation

	3.84_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "3.84 Mcps" and a 3.84 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	7.68_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "7.68 Mcps" and a 7.68 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	1.28_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "1.28 Mcps" and a 1.28 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	fdd_req_sup
	The IE is mandatory present if the IE "Multi-mode capability" has the value "FDD" or "FDD/TDD" and a FDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	not_iRAT_HoInfo
	The CHOICE Support of HS-PDSCH is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory present.

	not_iRAT_HoInfo
	The CHOICE Support of E-DCH is not needed in the INTER RAT HANDOVER INFO message. 

Otherwise, it is mandatory present.


[...]
10.3.6.99
E-DPDCH Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-TFCI table index
	MP
	
	Integer (0..1)
	Indicates which standardised E-TFCI TB size table shall be used. See Note 3.
	REL-6

	E-DCH minimum set E-TFCI
	MD
	
	Integer (0..127)
	See [15]; Absence means no E-DCH minimum set
	REL-6

	Reference E-TFCIs
	MP
	1 to 8
	
	See [29]
	REL-6

	>Reference E-TFCI
	MP
	
	Integer (0..127)
	
	REL-6

	>Reference E-TFCI PO
	MP
	
	Integer (0..29,
	Refer to quantization of the power offset in [28]
	REL-6

	
	
	
	30, 31)
	Values 30, 31 can only be used for E-TFCI > ETFCI Boost
	Rel7

	Maximum channelisation codes
	MP
	
	Enumerated (sf256, sf128, sf64, sf32, sf16, sf8, sf4, 2sf4, 2sf2, 2sf2and2sf4)
	
	REL-6

	PLnon-max
	MP
	
	Real (0.44 ..1.0 by step of 0.04)
	As defined in [27]
	REL-6

	Scheduling Information Configuration
	MP
	
	
	
	REL-6

	>Periodicity for Scheduling Info – no grant
	MD
	
	Enumerated (everyEDCHTTI,4,10,20,50,100,200,500,1000)
	Values in ms.

Default value is “no report”

NOTE 1.
	REL-6



	>Periodicity for Scheduling Info – grant
	MD
	
	Enumerated (everyEDCHTTI,4,10,20,50,100,200,500,1000)
	Values in ms.

Default value is “no report”

NOTE 1.
	REL-6

	>Power Offset for Scheduling Info 
	MP
	
	Integer (0..6)
	Only used when no MACd PDUs are included in the same MACe PDU. Unit is in dB.
	REL-6

	3-Index-Step Threshold
	MD
	
	Integer (0..37)
	Refers to an index in the “SG-Table” (see [15]).

Default value is 0.

NOTES 2, 3.
	REL-6

	2-Index-Step Threshold
	MD
	
	Integer (0..37)
	Refers to an index in the “SG-Table” (see [15]).

Default value is 0.

NOTES 2, 3.
	REL-6

	NOTE 1:
If the Periodicity is set to 4ms and the E-DCH TTI is set to 10ms, the UE shall interpret the periodicity value as 10ms.

NOTE 2:
If the 3-index-Step Threshold value is greater than 2-index-Step Threshold, the UE behaviour is unspecified.

NOTE 3: 
If the UE is operating in 16QAM mode, the value of “E-TFCI table index” is increased by 2, and indices in the SG-Table refer to Scheduling Grant Table 2 in [15].


 [...]
11.2
PDU definitions

[...]
[...]

-- ***************************************************

--

-- ACTIVE SET UPDATE (FDD only)

--

-- ***************************************************

ActiveSetUpdate ::= CHOICE {


r3







SEQUENCE {



activeSetUpdate-r3



ActiveSetUpdate-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




activeSetUpdate-r3-add-ext

BIT STRING

OPTIONAL,




v4b0NonCriticalExtensions

SEQUENCE {





activeSetUpdate-v4b0ext

ActiveSetUpdate-v4b0ext-IEs,





v590NonCriticalExtensions

SEQUENCE {






activeSetUpdate-v590ext


ActiveSetUpdate-v590ext-IEs,






v690NonCriticalExtensions

SEQUENCE {







activeSetUpdate-v690ext


ActiveSetUpdate-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {} OPTIONAL






}
OPTIONAL





}
OPTIONAL




} OPTIONAL



} OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r6







SEQUENCE {





activeSetUpdate-r6



ActiveSetUpdate-r6-IEs,





activeSetUpdate-r6-add-ext

BIT STRING

OPTIONAL,





v6b0NonCriticalExtensions

SEQUENCE {






activeSetUpdate-v6b0ext


ActiveSetUpdate-v6b0ext-IEs,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r7







SEQUENCE {






activeSetUpdate-r7


ActiveSetUpdate-r7-IEs,






activeSetUpdate-r7-add-ext
BIT STRING

OPTIONAL,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL





},





criticalExtensions



SEQUENCE {}




}



}

}

}

ActiveSetUpdate-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



-- dummy and dummy2 are not used in this version of the specification, they should



-- not be sent and if received they should be ignored.



dummy





IntegrityProtectionModeInfo


OPTIONAL,



dummy2





CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



newU-RNTI





U-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



-- dummy3 is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy3





DL-CounterSynchronisationInfo

OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList

RL-AdditionInformationList


OPTIONAL,



rl-RemovalInformationList

RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode



TX-DiversityMode




OPTIONAL,



-- dummy4 is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy4






SSDT-Information




OPTIONAL

}

ActiveSetUpdate-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE RL-AdditionInformationList included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

ActiveSetUpdate-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dpc-Mode






DPC-Mode,



dl-TPC-PowerOffsetPerRL-List

DL-TPC-PowerOffsetPerRL-List


OPTIONAL

}

ActiveSetUpdate-v690ext-IEs ::= SEQUENCE {


-- Core network IEs


primary-plmn-Identity



PLMN-Identity





OPTIONAL

}

ActiveSetUpdate-r6-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime





ActivationTime





OPTIONAL,



newU-RNTI






U-RNTI







OPTIONAL,



newH-RNTI






H-RNTI







OPTIONAL,



newPrimary-E-RNTI




E-RNTI







OPTIONAL,



newSecondary-E-RNTI




E-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo




CN-InformationInfo-r6



OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList


RL-AdditionInformationList-r6

OPTIONAL,



rl-RemovalInformationList


RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode




TX-DiversityMode




OPTIONAL,



dpc-Mode






DPC-Mode






OPTIONAL,



serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation

OPTIONAL,



e-dch-ReconfigurationInfo


E-DCH-ReconfigurationInfo


OPTIONAL
}

ActiveSetUpdate-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


rl-AdditionInformation-list-v6b0ext

RL-AdditionInformation-list-v6b0ext
OPTIONAL
}

ActiveSetUpdate-r7-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime





ActivationTime





OPTIONAL,



newU-RNTI






U-RNTI







OPTIONAL,



newH-RNTI






H-RNTI







OPTIONAL,



newPrimary-E-RNTI




E-RNTI







OPTIONAL,



newSecondary-E-RNTI




E-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo




CN-InformationInfo-r6



OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList


RL-AdditionInformationList-r7

OPTIONAL,



rl-RemovalInformationList


RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode




TX-DiversityMode




OPTIONAL,



dpc-Mode






DPC-Mode






OPTIONAL,



serving-HSDSCH-CellInformation

Serving-HSDSCH-CellInformation

OPTIONAL,



e-dch-ReconfigurationInfo


E-DCH-ReconfigurationInfo-r7

OPTIONAL,



ul-16QAM-Settings




UL-16QAM-Settings




OPTIONAL

}

[...]

PhysicalChannelCapability-r7 ::=

SEQUENCE {



fddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityFDD,




uplinkPhysChCapability



UL-PhysChCapabilityFDD-r7


}










OPTIONAL,



-- tddPhysChCapability describes the 3.84Mcps TDD physical channel capability



tddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD,




uplinkPhysChCapability



UL-PhysChCapabilityTDD



}










OPTIONAL,



-- tddPhysicalChaCapability-768 describes the 7.68 TDD physical channel capability



tddPhysChCapability-768



SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD-768,




uplinkPhysChCapability



UL-PhysChCapabilityTDD



}

}

[...]
UE-RadioAccessCapability-v7xyext ::=

SEQUENCE {


rf-Capability







RF-Capability-r7



OPTIONAL,


physicalChannelCapability-r7



PhysicalChannelCapability-r7
OPTIONAL,

physicalchannelcapability-tddedch


PhysicalChannelCapability-tddedch-r7
OPTIONAL,


physicalChannelCapability-hspdsch-r7

PhysicalChannelCapability-hspdsch-r7
OPTIONAL
}

[...]
PhysicalChannelCapability-r7 ::=

SEQUENCE {



fddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityFDD,




uplinkPhysChCapability



UL-PhysChCapabilityFDD-r7


}










OPTIONAL,



-- tddPhysChCapability describes the 3.84Mcps TDD physical channel capability



tddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD,




uplinkPhysChCapability



UL-PhysChCapabilityTDD



}










OPTIONAL,



-- tddPhysicalChaCapability-768 describes the 7.68 TDD physical channel capability



tddPhysChCapability-768



SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD-768,




uplinkPhysChCapability



UL-PhysChCapabilityTDD



}

}

[...]
UL-PhysChCapabilityFDD-r6 ::=


SEQUENCE {


maxNoDPDCH-BitsTransmitted



MaxNoDPDCH-BitsTransmitted,


physicalchannelcapability-edch


PhysicalChannelCapability-edch-r6

}

UL-PhysChCapabilityFDD-r7 ::=


SEQUENCE {

maxNoDPDCH-BitsTransmitted



MaxNoDPDCH-BitsTransmitted,


physicalchannelcapability-edch


PhysicalChannelCapability-edch-r7,

}

[...]
PhysicalChannelCapability-edch-r6 ::=
SEQUENCE {


fdd-edch







CHOICE {



supported







SEQUENCE {




edch-PhysicalLayerCategory



INTEGER (1..16)


},



unsupported







NULL


}

}

PhysicalChannelCapability-edch-r7 ::=
SEQUENCE {


fdd-edch







CHOICE {



supported







SEQUENCE {




edch-PhysicalLayerCategory



INTEGER (1..16)



edch-PhysicalLayerCategory-Above6

INTEGER (1..16)


},



unsupported







NULL


}

}

[...]
11.3
Information element definitions

[...]
E-DCH-MinimumSet-E-TFCI ::=


INTEGER (0..127)

E-DCH-ReconfigurationInfo ::=
SEQUENCE {


e-DCH-RL-InfoNewServingCell


E-DCH-RL-InfoNewServingCell



OPTIONAL,


e-DCH-RL-InfoOtherCellList


SEQUENCE (SIZE (1..maxEDCHRL)) OF












E-DCH-RL-InfoOtherCell



OPTIONAL
}
E-DCH-ReconfigurationInfo-r7 ::=
SEQUENCE {


e-DCH-RL-InfoNewServingCell


E-DCH-RL-InfoNewServingCell-r7



OPTIONAL,


e-DCH-RL-InfoOtherCellList


SEQUENCE (SIZE (1..maxEDCHRL)) OF












E-DCH-RL-InfoOtherCell



OPTIONAL
}

E-DCH-RL-InfoNewServingCell ::=

SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


e-AGCH-Information




E-AGCH-Information,


servingGrant





SEQUENCE {



value







INTEGER (0..38)





OPTIONAL,



primary-Secondary-GrantSelector

ENUMERATED { primary, secondary }


}
OPTIONAL,


e-DPCCH-DPCCH-PowerOffset


E-DPCCH-DPCCH-PowerOffset



OPTIONAL,


reference-E-TFCIs




E-DPDCH-Reference-E-TFCIList


OPTIONAL,


powerOffsetForSchedInfo



INTEGER (0..6)






OPTIONAL,


threeIndexStepThreshold



INTEGER (0..37)






OPTIONAL,


twoIndexStepThreshold



INTEGER (0..37)






OPTIONAL,

e-HICH-Information




E-HICH-Information

OPTIONAL,


e-RGCH-Info






CHOICE
{



e-RGCH-Information




E-RGCH-Information,



releaseIndicator




NULL


}
OPTIONAL

}
E-DCH-RL-InfoNewServingCell-r7 ::=

SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


e-AGCH-Information




E-AGCH-Information,


servingGrant





SEQUENCE {



value







INTEGER (0..38)





OPTIONAL,



primary-Secondary-GrantSelector

ENUMERATED { primary, secondary }


}
OPTIONAL,


e-DPCCH-DPCCH-PowerOffset


E-DPCCH-DPCCH-PowerOffset



OPTIONAL,


reference-E-TFCIs




E-DPDCH-Reference-E-TFCIList-r7


OPTIONAL,


powerOffsetForSchedInfo



INTEGER (0..6)






OPTIONAL,


threeIndexStepThreshold



INTEGER (0..37)






OPTIONAL,


twoIndexStepThreshold



INTEGER (0..37)






OPTIONAL,

e-HICH-Information




E-HICH-Information

OPTIONAL,


e-RGCH-Info






CHOICE
{



e-RGCH-Information




E-RGCH-Information,



releaseIndicator




NULL


}
OPTIONAL

}

E-DCH-RL-InfoOtherCell ::=


SEQUENCE {


primaryCPICH-Info




PrimaryCPICH-Info,


e-HICH-Info






CHOICE {



e-HICH-Information




E-HICH-Information,



releaseIndicator




NULL


}
OPTIONAL,


e-RGCH-Info






CHOICE {



e-RGCH-Information




E-RGCH-Information,



releaseIndicator




NULL


}
OPTIONAL

}

E-DPCCH-Info ::=




SEQUENCE {


e-DPCCH-DPCCH-PowerOffset


E-DPCCH-DPCCH-PowerOffset,


happyBit-DelayCondition



HappyBit-DelayCondition

}
E-DPCCH-DPCCH-PowerOffset ::=

INTEGER (0..8)
E-DPDCH-Info ::=




SEQUENCE {


e-TFCI-TableIndex




E-TFCI-TableIndex,


e-DCH-MinimumSet-E-TFCI



E-DCH-MinimumSet-E-TFCI



OPTIONAL,


reference-E-TFCIs




E-DPDCH-Reference-E-TFCIList,


maxChannelisationCodes



E-DPDCH-MaxChannelisationCodes,


pl-NonMax






E-DPDCH-PL-NonMax,


schedulingInfoConfiguration


E-DPDCH-SchedulingInfoConfiguration,


threeIndexStepThreshold



INTEGER (0..37)





OPTIONAL,


twoIndexStepThreshold



INTEGER (0..37)





OPTIONAL

}
E-DPDCH-Info-r7 ::=




SEQUENCE {


e-TFCI-TableIndex




E-TFCI-TableIndex,


e-DCH-MinimumSet-E-TFCI



E-DCH-MinimumSet-E-TFCI



OPTIONAL,


reference-E-TFCIs




E-DPDCH-Reference-E-TFCIList-r7,


maxChannelisationCodes



E-DPDCH-MaxChannelisationCodes,


pl-NonMax






E-DPDCH-PL-NonMax,


schedulingInfoConfiguration


E-DPDCH-SchedulingInfoConfiguration,


threeIndexStepThreshold



INTEGER (0..37)





OPTIONAL,


twoIndexStepThreshold



INTEGER (0..37)





OPTIONAL

}
E-DPDCH-PeriodicyOfSchedInfo ::=
ENUMERATED {











everyEDCHTTI, ms4, ms10, ms20, ms50, ms100, ms200, ms500,











ms1000 }

-- The actual value of E-DPDCH-PL-NonMax is: IE value * 0.04

E-DPDCH-PL-NonMax ::=



INTEGER (11..25)

E-DPDCH-Reference-E-TFCI ::=

SEQUENCE {


reference-E-TFCI




INTEGER (0..127),


reference-E-TFCI-PO




INTEGER (0..29)

}

E-DPDCH-Reference-E-TFCI-r7 ::=

SEQUENCE {


reference-E-TFCI




INTEGER (0..127),


reference-E-TFCI-PO-r7



INTEGER (0..31)
}

E-DPDCH-Reference-E-TFCIList ::=
SEQUENCE (SIZE (1..8)) OF E-DPDCH-Reference-E-TFCI

E-DPDCH-Reference-E-TFCIList-r7 ::=
SEQUENCE (SIZE (1..8)) OF E-DPDCH-Reference-E-TFCI-r7
E-DPDCH-SchedulingInfoConfiguration ::= SEQUENCE {


periodicityOfSchedInfo-NoGrant

E-DPDCH-PeriodicyOfSchedInfo

OPTIONAL,


periodicityOfSchedInfo-Grant

E-DPDCH-PeriodicyOfSchedInfo

OPTIONAL,


powerOffsetForSchedInfo



INTEGER (0..6)

}

E-DPDCH-SchedulingTransmConfiguration ::= SEQUENCE {


ms2-SchedTransmGrantHARQAlloc

BIT STRING (SIZE (8))



OPTIONAL,


servingGrant





SEQUENCE {



value







INTEGER (0..38),



primary-Secondary-GrantSelector

ENUMERATED { primary, secondary }


}

OPTIONAL

}
E-DPDCH-MaxChannelisationCodes ::=
ENUMERATED {










sf256, sf128, sf64, sf32, sf16, sf8, sf4, sf4x2, sf2x2, sf4x2-and-sf2x2 }

[...]
UL-EDCH-Information-r6 ::=


SEQUENCE {


mac-es-e-resetIndicator



ENUMERATED { true }





OPTIONAL,


e-DPCCH-Info





E-DPCCH-Info






OPTIONAL,


e-DPDCH-Info





E-DPDCH-Info






OPTIONAL,


schedulingTransmConfiguration

E-DPDCH-SchedulingTransmConfiguration
OPTIONAL

}
UL-EDCH-Information-r7 ::=


SEQUENCE {


mac-es-e-resetIndicator



ENUMERATED { true }





OPTIONAL,


modeSpecific





CHOICE {



fdd








SEQUENCE {




e-DPCCH-Info





E-DPCCH-Info





OPTIONAL,




e-DPDCH-Info





E-DPDCH-Info-r7





OPTIONAL,




schedulingTransmConfiguration

E-DPDCH-SchedulingTransmConfiguration
OPTIONAL



},



tdd








CHOICE {




tdd384-tdd768





SEQUENCE {





e-RUCCH-Info





E-RUCCH-Info




OPTIONAL,





e-PUCH-Info






E-PUCH-Info





OPTIONAL




},




tdd128







NULL



}


}

}

[...]
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