Page 1



3GPP TSG-RAN WG2 Meeting #58
(
R2-072065
Kobe, Japan, 7th- 11th of May 2007

Source: 


Nokia, NSN, Motorola
Agenda Item: 
5.16
Title:



UE Capabilities for Rel-7
Document for: discussion & decision
1 Description
In document R2-071178/R2-071902 the Rel-7 feature dependencies are analysed in accordance to the request from RAN#33. This document demonstrates how the full extent of possible UE capability parameters discussed in that document would affect the specification.
2 Proposal
We propose to technically endorse the attached CRs and provide them to RAN#34. Following discussion and decision in RAN on the release 7 UE capabilities then the CRs can be approved (with any revision necessary to reflect the outcome of that discussion).
3GPP TSG-RAN-WG2 Meeting #58 
(
DocNumber

Kobe, Japan, 7th- 11th of May 2007

	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	25.306
	CR
	CRNum
	(

rev
	-
	(

Current version:
	7.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	UE Capabilities for Rel-7

	
	

	Source to WG:
(

	Nokia, NSN, Motorola

	Source to TSG:
(

	

	
	

	Work item code:
(

	
	
	Date: (

	07/05/2007

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	

	
	

	Summary of change:
(

	

	
	

	Consequences if 
(

not approved:
	

	
	

	Clauses affected:
(

	

	
	

	
	Y
	N
	
	

	Other specs
(

	x
	
	 Other core specifications
(

	25.331

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


4.3
RLC and MAC-hs parameters

Total RLC AM and MAC-hs buffer size

When HS-DSCH is not configured this is defined as the maximum total buffer size across all RLC AM entities supported by the UE. When HS-DSCH is configured this is defined as the maximum total buffer size across all MAC-hs reordering entities and all RLC AM entities supported by the UE. The memory signalled in this capability is  dynamically shared by RLC AM entities and MAC-hs reordering entities at any time.


In order to evaluate memory consumption in the UE, it shall be assumed that:

· a stored AMD PDU of N octets requires a memory equal to N octets;

· a stored MAC-hs PDU of N bits requires a memory equal to (N – 10) bits. 

The UE shall only consider itself in a memory shortage situation as defined in [9] [10] when the amount of stored AM RLC PDUs and MAC-hs PDUs exceeds its capability. 

Maximum number of AM entities

This is defined as the maximum number of RLC AM entities supported by the UE.
Maximum RLC AM Window Size

This is defined as the maximum transmission and receiving window size of RLC AM entities supported by the UE.
Support of Flexible RLC AM PDU Sizes in downlink

Defines whether the UE supports reception of flexible RLC AM PDU size in downlink and MAC-ehs operation.

	Section omitted


4.5.3
FDD Physical channel parameters in downlink

Maximum number of DPCH codes to be simultaneously received

Defines the number of codes the UE is capable of receiving in parallel. For DPCH in soft/softer handover, each DPCH is only calculated once in this capability. The capability does not include codes used for S-CCPCH.

Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)

Defines the number of physical channel bits the UE is capable of receiving. For DPCH in soft/softer handover, each DPCH is only calculated once in this capability.

The number of DPCH channel bits indicates the capability of the UE when operating in non-compressed mode.

The parameter also indicates the capability of the UE to support compressed mode by spreading factor reduction as follows. The UE shall:
-
for parameter values up to and including 9600 bits:
-
support compressed mode by spreading factor reduction when operating at any value up to the reported capability.
-
for parameter values greater than 9600 bits:
-
support compressed mode by spreading factor reduction when operating at any value up to the greater of:
-
half the reported capability; or

-
9600bits.
NOTE:
Compressed mode by spreading factor reduction is not applicable when operating at spreading factor 4.

Support for SF 512 and 80 ms TTI for DPCH

Defines whether the UE supports spreading factor 512 and 80 ms TTI in downlink DPCH or not.

Support of HS-PDSCH in CELL_DCH
Defines whether the UE supports HS-PDSCH in CELL_DCH state or not. If the UE supports HS-PDSCH in CELL_DCH then the UE shall support also F-DPCH.

Support of HS-SCCHless HS-DSCH
Defines whether the UE supports HS-PDSCH reception in CELL_DCH without prior reception of HS-SCCH. If the UE supports HS-SCCHless HS-DSCH then the UE shall support HS-PDSCH in CELL_DCH.
Support of HS-PDSCH in CELL_FACH

Defines whether the UE supports HS-PDSCH in CELL_FACH state or not. If the UE supports HS-PDSCH in CELL_FACH then the UE shall support also HS-PDSCH in CELL_DCH and Flexible RLC AM PDU Sizes in downlink.
Support of HS-PDSCH in CELL_PCH and URA_PCH
Defines whether the UE supports HS-PDSCH in CELL_PCH and URA_PCH states or not. If the UE supports HS-PDSCH in CELL_PCH then the UE shall support also HS-PDSCH in CELL_FACH.
Support of Enhanced F-DPCH

Defines whether the UE supports enhanced F-DPCH operation.
Maximum number of HS-DSCH codes received

Defines the maximum number of HS-DSCH codes the UE is capable of receiving.

Total number of soft channel bits in HS-DSCH

Defines the maximum number of soft channel bits over all HARQ processes. When explicit signalling is used, UTRAN configures Process Memory Size for each HARQ process so that the following criterion must be fulfilled in the configuration:

Total number of soft channel bits in HS-DSCH ( sum of Process Memory Size of all the HARQ processes.
Minimum inter-TTI interval in HS-DSCH

Defines the distance from the beginning of a TTI to the beginning of the next TTI that can be assigned to the UE.

4.5.4
FDD physical channel parameters in uplink

Maximum number of DPDCH bits per 10 ms

Defines the maximum number of the DPDCH bits the UE is capable to transmit per 10 ms.

If the reported capability is lower than 9600, the number of DPDCH channel bits indicates the capability of the UE when operating in non-compressed mode; if the reported capability is equal to or greater than 9600 it indicates the maximum capability of the UE considering both compressed and non compressed mode operation.
NOTE 1:
This capability combines the 'Max number of DPDCH' and 'Minimum SF' capabilities into one capability. Note that no flexibility is lost due to this, as multiple DPDCH is only used for SF = 4, i.e. when the number of DPDCH bits exceed a certain value.

NOTE 2:
Compressed mode by spreading factor reduction is not applicable when operating at spreading factor 4.

Support of E-DPDCH

Defines whether the UE supports E-DPDCH or not.

Maximum number of E-DCH codes transmitted

Defines the maximum number of E-DCH codes and spreading factors the UE is capable of transmitting. The UE can support 1, 2 or 4 E-DPDCHs using either SF=2 or/and SF=4.

Support of 2ms TTI for E-DCH
Defines whether the UE supports 2ms TTI or not.
Support of Discontinuous Transmission in CELL_DCH
Defines whether the UE supports discontinuous transmission in CELL_DCH. If the UE supports discontinuous transmission then the UE shall also support E-DPDCH.

Support of Slot Format #4

Defines whether the UE supports slot format #4. If the UE supports slot format #4 then the UE shall also support Discontinuous Transmission in CELL_DCH.
	Section omitted


5
Possible UE radio access capability parameter settings

5.1
Value ranges

Table 5.1: UE radio access capability parameter value ranges

	
	UE radio access capability parameter
	Value range

	PDCP parameters
	Support for RFC 2507
	Yes/No

	
	Support for RFC 3095
	Yes/No

	
	Support for RFC 3095 context relocation
	Yes/No

	
	Support for loss-less SRNS relocation
	Yes/No

	
	Support for loss-less DL RLC PDU size change
	Yes/No

	
	Maximum header compression context space
	 1024, 2048, 4096, 8192, 16384, 32768, 65536, 131072 bytes

	
	Maximum number of ROHC context sessions
	2, 4, 8, 12, 16, 24, 32, 48, 64, 128, 256, 512, 1024, 16384

	
	Support for Reverse Decompression
	Not supported, 1..65535

	RLC and MAC-hs parameters
	Total RLC AM and MAC-hs buffer size
	2, 10, 50, 100, 150, 200, 300, 400, 500, 750, 1000, 2000 kBytes

	
	Maximum number of AM entities
	3, 4, 5, 6, 8, 16, 30

	
	Maximum RLC AM window size
	2047, 4095

	
	
	

	PHY parameters
	Transport channel parameters in downlink
	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840, 204640

	
	
	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840, 204640

	
	
	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840, 204640

	
	
	Maximum number of simultaneous transport channels
	4, 8, 16, 32

	
	
	Maximum number of simultaneous CCTrCH 
	1, 2, 3, 4, 5, 6, 7, 8

	
	
	Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval
	4, 8, 16, 32, 48, 64, 96, 128, 256, 512

	
	
	Maximum number of TFC
	16, 32, 48, 64, 96, 128, 256, 512, 1024

	
	
	Maximum number of TF
	32, 64, 128, 256, 512, 1024

	
	
	Support for turbo decoding
	Yes/No

	
	Transport channel parameters in uplink
	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum number of simultaneous transport channels
	2, 4, 8, 16, 32

	
	
	Maximum number of simultaneous CCTrCH of DCH type (TDD only) 
	1, 2, 3, 4, 5, 6, 7, 8

	
	
	Maximum total number of transport blocks transmitted within TTIs that start at the same time
	2, 4, 8, 16, 32, 48, 64, 96, 128, 256, 512

	
	
	Maximum number of TFC
	4, 8, 16, 32, 48, 64, 96, 128, 256, 512, 1024

	
	
	Maximum number of TF
	32, 64, 128, 256, 512, 1024

	
	
	Support for turbo encoding
	Yes/No

	
	FDD Physical channel parameters in downlink
	Maximum number of DPCHcodes to be simultaneously received
	1, 2, 3, 4, 5, 6, 7, 8

	
	
	Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)
	600, 1200, 2400, 3600, 4800, 7200, 9600, 14400, 19200, 28800, 38400, 48000, 57600, 67200, 76800

	
	
	Support for SF 512 and 80 ms TTI for DPCH
	Yes/No

	
	
	Support of HS-PDSCH in CELL_DCH
	Yes/No

	
	
	Support of HS-SCCHless HS-DSCH
	Yes/No

	
	
	Support of HS-PDSCH in CELL_FACH
	Yes/No

	
	
	Support of HS-PDSCH in CELL_PCH and URA_PCH
	Yes/No

	
	
	Support of Enhanced F-DPCH
	Yes/No

	
	FDD Physical channel parameters in uplink
	Maximum number of DPDCH bits transmitted per 10 ms
	600, 1200, 2400, 4800, 9600, 19200, 28800, 38400, 48000, 57600

	
	
	Support of E-DPDCH 
	Yes/No

	
	
	Support of Discontinuous Transmission in CELL_DCH
	Yes/No

	
	
	Support of Slot Format #4
	Yes/No

	
	TDD 3.84 Mcps physical channel parameters in downlink
	Maximum number of timeslots per frame
	1..14

	
	
	Maximum number of physical channels per frame
	1, 2, 3..224

	
	
	Minimum SF
	16, 1

	
	
	Support of PDSCH
	Yes/No

	
	
	Support of HS-PDSCH
	Yes/No

	
	
	Maximum number of physical channels per timeslot
	1..16

	
	TDD 3.84 Mcps physical channel parameters in uplink
	Maximum Number of timeslots per frame
	1..14

	
	
	Maximum number of physical channels per timeslot
	1, 2

	
	
	Minimum SF
	16, 8, 4, 2, 1

	
	
	Support of PUSCH
	Yes/No

	
	
	Support of E-PUCH
	Yes/No

	
	TDD 7.68 Mcps physical channel parameters in downlink

TDD 7.68 Mcps physical channel parameters in downlink
	Maximum number of timeslots per frame
	1..14

	
	
	Maximum number of physical channels per frame
	1, 2, 3..448

	
	
	Minimum SF
	32, 1

	
	
	Support of PDSCH
	Yes/No

	
	
	Support of HS-PDSCH
	Yes/No

	
	
	Maximum number of physical channels per timeslot
	1..32

	
	TDD 7.68 Mcps physical channel parameters in uplink
	Maximum Number of timeslots per frame
	1..14

	
	
	Maximum number of physical channels per timeslot
	1, 2

	
	
	Minimum SF
	32, 16, 8, 4, 2, 1

	
	
	Support of PUSCH
	Yes/No

	
	
	Support of E-PUCH
	Yes/No

	
	TDD 1.28 Mcps physical channel parameters in downlink
	Maximum number of timeslots per subframe
	1..6

	
	
	Maximum number of physical channels per subframe
	1, 2, 3, …, 96

	
	
	Minimum SF
	16, 1

	
	
	Support of PDSCH
	Yes/No

	
	
	Support of HS-PDSCH
	Yes/No

	
	
	Maximum number of physical channels per timeslot
	1..16

	
	
	Support 8PSK
	Yes/No

	
	TDD 1.28 Mcps physical channel parameters in uplink
	Maximum number of timeslots per subframe
	1..6

	
	
	Maximum number of physical channels per timeslot
	1, 2

	
	
	Minimum SF
	16, 8, 4, 2, 1

	
	
	Support of 8PSK
	Yes/No

	
	
	Support of PUSCH
	Yes/No

	
	
	Support of E-PUCH
	Yes/No

	RF parameters
	FDD RF parameters
	UE power class


	3, 4

NOTE:
Only power classes 3 and 4 are part of this release of the specification

	
	
	Radio frequency bands
	The radio frequency bands defined in [4]

	
	
	Tx/Rx frequency separation


	Defined in [4] for the respective supported radio frequency band

	RF parameters
	TDD 3.84 Mcps RF parameters
	UE power class
	2, 3

NOTE:
Only power classes 2 and 3 are part of this release of the specification



	
	
	Radio frequency bands
	a), b), c), a+b), a+c), b+c), a+b+c)

	
	TDD 1.28 Mcps RF parameters 
	UE power class
	2, 3

	
	
	Radio frequency bands
	a), b), c), a+b), a+c), b+c), a+b+c)

	Multi-mode related parameters
	Support of UTRA FDD
	Yes/No

	
	Support of UTRA TDD 3.84 Mcps
	Yes/No

	
	Support of UTRA TDD 1.28 Mcps
	Yes/No

	Multi-RAT related parameters
	Support of GSM
	Yes/No (per GSM frequency band)

	
	Support of multi-carrier
	Yes/No

	
	Support of UTRAN to GERAN Network Assisted Cell Change
	Yes/No

	
	Support of Handover to GAN
	Yes/No

	
	Support of Inter-RAT PS Handover
	Yes/No

	Security parameters
	Support of ciphering algorithm UEA0
	Yes

	
	Support of ciphering algorithm UEA1
	Yes

	
	Support of ciphering algorithm UEA2
	Yes

	
	Support of integrity protection algorithm UIA1
	Yes

	
	Support of integrity protection algorithm UIA2
	Yes

	UE positioning related parameters
	Standalone location method(s) supported
	Yes/No

	
	Network assisted GPS support
	Network based / UE based / Both/ None

	
	GPS reference time capable
	Yes/No

	
	Support for IPDL
	Yes/No

	
	Support for OTDOA UE based method
	Yes/No

	
	Support for Rx-Tx time difference type 2 measurement
	Yes/No

	
	Support for UE Positioning assisted GPS measurement validity in CELL_PCH and URA_PCH RRC states
	Yes

	
	Support for SFN-SFN observed time difference type 2 measurement
	Yes/No

	Measurement related capabilities 
	Need for downlink compressed mode
	Yes/No (per frequency band, UTRA mode and RAT)

	
	Need for uplink compressed mode
	Yes/No (per frequency band, UTRA mode and RAT)

	
	Support for System Information Block type 11bis
	Yes

	General capabilities
	Access Stratum release indicator
	R99, REL-4, REL-5, REL-6, REL-7

	
	Device type
	Benefits from NW-based battery consumption optimisation / Does not benefit from NW-based battery consumption optimisation

	DL capabilities with simultaneous HS-DSCH
	DL capability with simultaneous HS-DSCH configuration
	32 kbps, 64 kbps, 128 kbps, 384 kbps

	UL capabilities with simultaneous E-DCH
	UL capabilities with simultaneous E-DCH
	64 kbps


Table 5.1a: FDD HS-DSCH physical layer categories
	HS-DSCH category
	Maximum number of HS-DSCH codes received
	Minimum inter-TTI interval
	Maximum number of bits of an HS-DSCH transport block received within

an HS-DSCH TTI
	Total number of soft channel bits


	Category 1
	5
	3
	7298
	19200

	Category 2 
	5
	3
	7298
	28800

	Category 3
	5
	2
	7298
	28800

	Category 4
	5
	2
	7298
	38400

	Category 5 
	5
	1
	7298
	57600

	Category 6
	5
	1
	7298
	67200

	Category 7
	10
	1
	14411
	115200

	Category 8
	10
	1
	14411
	134400

	Category 9
	15
	1
	20251
	172800

	Category 10
	15
	1
	27952
	172800

	Category 11
	5
	2
	3630
	14400

	Category 12
	5
	1
	3630
	28800

	Category 13
	15
	1
	34800
	259200

	Category 14
	15
	1
	42196
	259200

	Category 15
	15
	1
	23370
	345600

	Category 16
	15
	1
	27952
	345600



UEs of Categories 1 to 10 support QPSK and 16QAM only.
UEs of Categories 11 and 12 support QPSK only.
UEs of Categories 13 and 14 support QPSK, 16QAM and 64QAM. These UEs also support flexible RLC AM PDU Sizes in downlink.
UEs of Categories 15 and 16 support MIMO. These UEs also support flexible RLC AM PDU Sizes in downlink.
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8.1.3.3
RRC CONNECTION REQUEST message contents to set

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

1>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;

1>
set the IE "Initial UE identity" to the value of the variable INITIAL_UE_IDENTITY;

1>
set the IE "Protocol error indicator" to the value of the variable PROTOCOL_ERROR_INDICATOR; and

1>
include the IE "Predefined configuration status information" and set this IE to true if  the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated.

1>
if the UE is attempting to establish the signalling connection to PS-domain:

2> include the IE "Domain Indicator" and set it to "PS domain".

1> else if the UE is attempting to establish the signalling connection to CS domain:
2>
include the IE "Domain Indicator" and set it to "CS domain".

2>
if the value of the variable ESTABLISHMENT_CAUSE is set to "Originating Conversational Call" or "Terminating Conversational Call" or "Emergency Call":

3>
set the value of the IE "Call type" to "speech", "video" or "other" according to the call being initiated.
1>
if the UE only supports HS-DSCH but not E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH" value.

1>
if the UE supports HS-DSCH and E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH+E-DCH" value. 

1>
if, according to [4], the High-mobility state is applicable and it has been detected by the UE:

2>
include the IE "UE Mobility State Indicator" and set it to the "High-MobilityDetected" value.
1>
if the UE performs connection establishment for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the ptp radio bearer request:

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
otherwise if the UE performs connection establishment for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.
1>
if the UE supports flexible RLC AM PDU Size operation in downlink:

2>
include the IE “Flexible RLC AM PDU Sizes in downlink”.
1>
if the UE supports HS-DSCH reception in CELL_FACH state:
2>
include the IE “Support of HS-PDSCH in CELL_FACH”;
The UE shall not include the IE "UE Specific Behaviour Information 1 idle".
	Section omitted


10.2.39
RRC CONNECTION REQUEST

RRC Connection Request is the first message transmitted by the UE when setting up an RRC Connection to the network.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	Radio Bearer IEs
	
	
	
	
	

	Predefined configuration status information
	MP
	
	Boolean
	True indicates the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated
	REL-5

	UE information elements
	
	
	
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	Establishment cause
	MP
	
	Establishment cause 10.3.3.11
	
	

	Protocol error indicator
	MD
	
	Protocol error indicator 10.3.3.27
	Default value is FALSE
	

	>UE Specific Behaviour Information 1 idle
	OP
	
	UE Specific Behaviour Information 1 idle

10.3.3.51
	This IE shall not be included in this version of the protocol
	

	Domain indicator
	MP
	
	CN domain identity 10.3.1.1
	
	REL-6

	Call type
	CV-CS-domain
	
	Enumerated (speech, video, other)
	One spare value is needed
	REL-6

	UE capability indication
	OP
	
	Enumerated (HS-DSCH, HS-DSCH+E-DCH)
	Absence of this IE implies that neither HS-DSCH nor E-DCH are supported by the UE
	REL-6

	MBMS Selected Services
	OP
	
	MBMS Selected Services Short 10.3.9a.7d
	
	REL-6

	UE Mobility State Indicator
	MD
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4] either the High mobility state is not applicable or it has not been detected by the UE.
	REL-7

	Support of HS-PDSCH in CELL_FACH
	MD
	
	Enumerated (TRUE)
	The default value is FALSE.
	

	Support of Flexible RLC AM Sizes in downlink
	MD
	
	Enumerated (TRUE)
	The default value is FALSE
	

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	

	Access stratum release indicator
	MP
	
	Enumerated(REL-4,
	Absence of the IE implies R99.

The IE also indicates the release of the RRC transfer syntax supported by the UE

12 spare values are needed
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7)
	
	REL-7


	Condition
	Explanation

	CS-domain
	This IE is mandatory present if the IE "Domain indicator" has the value "CS domain". Otherwise it is not needed.


If the encoded message does not fill a transport block, the RRC layer shall insert padding according to subclause 12.1.

	Section omitted


10.2.41
RRC CONNECTION SETUP COMPLETE

This message confirms the establishment of the RRC Connection by the UE.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	UE radio access capability
	OP
	
	UE radio access capability 10.3.3.42
	
	

	UE radio access capability extension
	OP
	
	UE radio access capability extension 10.3.3.42a
	
	

	Other information elements
	
	
	
	
	

	UE system specific capability
	OP
	1 to <maxInterSysMessages>
	
	
	

	>Inter-RAT UE radio access capability 
	MP
	
	Inter-RAT UE radio access capability 10.3.8.7
	
	

	Deferred measurement control reading
	MD
	
	Enumerated (TRUE)
	Indicates the UE has not read SIB11, SIB11bis and SIB12, if available.

Default value is FALSE
	REL-7


	Section omitted


10.3.3.42
UE radio access capability

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access stratum release indicator
	MP
	
	Enumerated(R99)
	Indicates the release of the UE according to [35]. The IE also indicates the release of the RRC transfer syntax supported by the UE..
	

	
	CV-not_rrc_connectionSetupComplete
	
	Enumerated(REL-4,
	12 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7)
	
	REL-7

	DL capability with simultaneous HS-DSCH configuration
	CV-not_iRAT_HoInfo
	
	Enumerated(32kbps, 64kbps, 128kbps, 384kbps)
	
	REL-5

	PDCP capability
	MP
	
	PDCP capability 10.3.3.24
	
	

	RLC capability
	MP
	
	RLC capability 10.3.3.34
	
	

	Transport channel capability
	MP
	
	Transport channel capability 10.3.3.40
	
	

	RF capability FDD
	OP
	
	RF capability FDD 10.3.3.33
	
	

	RF capability TDD
	OP
	
	RF capability TDD 10.3.3.33b
	One "TDD RF capability" entity shall be included for every Chip rate capability supported.
	

	
	
	1 to 2
	
	Note 1
	REL-4

	RF capability TDD 1.28 Mcps
	CV-iRAT_HoInfo
	
	RF capability TDD 1.28 Mcps 10.3.3.33c
	Note 1
	REL-4

	Physical channel capability
	MP
	
	Physical channel capability 10.3.3.25
	
	

	UE multi-mode/multi-RAT capability
	MP
	
	UE multi-mode/multi-RAT capability 10.3.3.41
	
	

	Security capability
	MP
	
	Security capability 10.3.3.37
	
	

	UE positioning capability
	MP
	
	UE positioning capability 10.3.3.45
	
	

	Measurement capability
	CV-fdd_req_sup
	
	Measurement capability 10.3.3.21
	
	

	Device type
	MD
	
	Enumerated (DoesNotBenefitFromBatteryConsumptionOptimisation)
	Absence of this value means that the device does benefit from NW-based battery consumption optimisation.

UE may set the value to 

DoesNotBenefitFromBatteryConsumptionOptimisation when it does not foresee to particularly benefit from NW-based
	REL-6

	Support for System Information Block type 11bis
	OP
	
	Enumerated (True)
	The IE shall be present and set to TRUE in this version of the specification
	REL-7

	Note 1:
The second entity of the "RF capability TDD" is not needed in the INTER RAT HANDOVER INFO message: if both TDD 3.84/7.68 Mcps and TDD 1.28 Mcps are supported, the "RF capability TDD 1.28 Mcps" entity shall be used for TDD 1.28 Mcps; the "UE power class" in the "RF capability TDD" entity shall apply for both chip rates.


	Condition
	Explanation

	fdd_req_sup
	The IE is mandatory present if the IE "Multi-mode capability" has the value "FDD" or "FDD/TDD" and a FDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	not_rrc_connectionSetupComplete
	The IE is not needed in the RRC CONNECTION SETUP COMPLETE message. Otherwise the IE is mandatory present.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.

	iRAT_HoInfo
	The IE is optional in the INTER RAT HANDOVER INFO message. Otherwise, the IE is not needed.


	Section omitted


10.3.3.25
Physical channel capability

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Downlink physical channel capability information elements
	
	
	
	
	

	FDD downlink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Max no DPCH codes
	MP
	
	Integer

(1..8)
	Maximum number of DPCH codes to be simultaneously received
	

	>Max no physical channel bits received
	MP
	
	Integer

(1200, 2400, 3600, 4800, 7200, 9600, 14400, 19200, 28800, 38400, 48000, 57600, 67200, 76800)
	Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)
	

	>Support for SF 512 and 80 ms TTI for DPCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]. See Note 2. See Note 3.
	REL-5

	>>>HS-DSCH support of 64QAM
	OP
	
	Boolean
	TRUE if the UE supports 64QAM.  See Note 2.
	REL-7

	>>>UE MIMO support
	OP
	
	Enumerated (TRUE)
	Absence of this IE indicates that the UE does not support MIMO.  See Note 3.
	

	>>>HS-SCCHless HS-DSCH operation support
	MD
	
	Enumerated (TRUE)
	Default value is FALSE
	REL-7

	>>>Enhanced F-DPCH support
	MD
	
	Enumerated (TRUE)
	Default value is FALSE
	REL-7

	>>>HS-PDSCH in CELL_FACH
	MD
	
	Enumerated (TRUE)
	Default value is FALSE
	REL-7

	>>>HS-PDSCH in CELL_PCH and URA_PCH
	MD
	
	Enumerated (TRUE)
	Default value is FALSE
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-5

	3.84 Mcps TDD downlink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per frame
	MP
	
	Integer

(5..224)
	
	

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-5

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (5..16)
	
	

	7.68 Mcps TDD downlink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per frame
	MP
	
	Integer

(5..448)
	
	REL-7

	>Minimum SF
	MP
	
	Integer (1, 32)
	
	REL-7

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (5..32)
	
	REL-7

	1.28 Mcps TDD downlink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum number of timeslots per subframe
	MP
	
	Integer (1..6)
	
	REL-4

	>Maximum number of physical channels per subframe
	MP
	
	Integer (1..96)
	
	REL-4

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	REL-4

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-5

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (1..16)
	
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	Uplink physical channel capability information elements
	
	
	
	
	

	FDD uplink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Maximum number of DPDCH bits transmitted per 10 ms
	MP
	
	Integer (600, 1200, 2400, 4800. 9600, 19200. 28800, 38400, 48000, 57600)
	
	

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-6

	>>>Discontinuous Transmission support
	MD
	
	Enumerated (TRUE)
	Default value is FALSE
	REL-7

	>>>Slot Format #4 support
	MD
	
	Enumerated (TRUE)
	Default value is FALSE
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-6

	3.84 Mcps TDD uplink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	7.68 Mcps TDD uplink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	REL-7

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	REL-7

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	1.28 Mcps TDD uplink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum Number of timeslots per subframe
	MP
	
	Integer

(1..6)
	
	REL-4

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	REL-4

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8, 16)
	
	REL-4

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..5)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	NOTE 2: 
The IE “HS-DSCH support of 64QAM” is meaningful if the value of “HS-DSCH physical layer category” is 9 or 10.  If it is set to TRUE, the network interprets category 9 as category 13, and category 10 as category 14.  A UE of category 13 or 14 indicates category 9 or 10, respectively, in the IE “HS-DSCH physical layer category”, and TRUE in the IE “HS-DSCH support of 64QAM”.

	NOTE 3: 
The IE “UE MIMO support” is meaningful only if the value of “HS-DSCH physical layer category” is 9 or 10.  If it is set to TRUE, the network interprets category 9 as category 15 and category 10 as category 16.  A UE of category 15 or 16 indicates category 9 or 10, respectively, in the IE “HS-DSCH physical layer category”, and TRUE in the IE “UE MIMO support”.


	Condition
	Explanation

	3.84_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "3.84 Mcps" and a 3.84 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	7.68_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "7.68 Mcps" and a 7.68 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	1.28_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "1.28 Mcps" and a 1.28 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	fdd_req_sup
	The IE is mandatory present if the IE "Multi-mode capability" has the value "FDD" or "FDD/TDD" and a FDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	not_iRAT_HoInfo
	The CHOICE Support of HS-PDSCH is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory present.

	not_iRAT_HoInfo
	The CHOICE Support of E-DCH is not needed in the INTER RAT HANDOVER INFO message. 

Otherwise, it is mandatory present.


	Section omitted


10.3.3.34
RLC capability

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Total RLC AM buffer size
	MP
	
	Integer

(10, 50, 100, 150, 500, 1000, 
	Total receiving and transmitting RLC AM buffer and MAC-hs reordering buffer capability in kBytes.

Note 1.
	

	
	
	
	200, 300, 400, 750)
	
	REL-5

	Maximum RLC AM Window Size
	MP
	
	Integer(2047,4095)
	Maximum supported RLC TX and RX window in UE
	

	Maximum number of AM entities
	MP
	
	Integer

(4,5,6,8,16,30)
	
	

	Flexible RLC AM PDU Sizes in downlink support
	MD
	
	Enumerated (TRUE)
	Default value is FALSE
	REL-7

	Note 1:
The IE "Total RLC AM buffer size" values 200, 300, 400 and 750 are not used in the 
INTER RAT HANDOVER INFO message.
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