Page 1



3GPP TSG-RAN WG 2 Meeting #58 
(
R2-072275
Kobe, Japan, 7th – 11th MAY 2007
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	25.322
	CR
	CR0306
	(

rev
	1
	(

Current version:
	7.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Removing an incomplete optimization for RLC operations during HSDPA cell change

	
	

	Source to WG:
(

	Ericsson, LG Electronics Inc., Samsung

	Source to TSG:
(

	RAN2

	
	

	Work item code:
(

	TEI7
	
	Date: (

	11/05/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	An incomplete optimization was adopted  to the previous release so that an implementation comforming to the RLC core specification could be penaltied in such a manner that the missing RLC PDUs are recovered more slowly. 

	
	

	Summary of change:
(

	An optimization mandating RLC to trigger the status report upon MAC-hs reset is removed. 
Implementation of this CR by Rel-5 and Rel-6 UEs will not cause backwards compatibility problems

	
	

	Consequences if 
(

not approved:
	Any implementation strictly conforming to the RLC core specification will suffer from the slower recovery of the RLC PDUs remaining in the old Node B

	
	

	Clauses affected:
(

	11.5

	
	

	
	Y
	N
	
	

	Other specs
(

	x
	
	 Other core specifications
(

	25.308, 25.321

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


11.5
STATUS report transfer procedure

11.5.1
General

The status report transfer procedure is used for transferring of status information between two RLC peer entities, which are operating in acknowledged mode. Figure 11.5 below illustrates the elementary procedure for status report transfer. A status report consists of one or several STATUS PDUs.

In case two logical channels are configured in the uplink, control PDUs are transmitted on the second logical channel. In case two logical channels are configured in the downlink, control PDUs can be transmitted on any of the two logical channels.

The STATUS PDUs have higher priority than AMD PDUs.
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Figure 11.5: Status report transfer procedure

11.5.2
Initiation

The Receiver shall:

-
if one of the following triggers is detected:

1)
The "Polling bit" in a received AMD PDU is set to "1";

2)
"Missing PDU Indicator" is configured and a missing AMD PDU is detected;

3)
The "Timer based STATUS transfer" is configured and the timer Timer_Status_Periodic has expired:

-
act on the trigger as specified in subclause 9.7.2.
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