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8.5.28
Actions related to E_DCH_TRANSMISSION variable
The variable E_DCH_TRANSMISSION shall be set to "TRUE" only when all the following conditions are met:

1>
the UE is in CELL_DCH state;

1>
the variable E_RNTI includes either the Primary E-RNTI or the Secondary E-RNTI or both the Primary and the Secondary E-RNTI;

1>
For FDD:

2>
the UE has stored the following IEs:

-
IE "E-DCH Transmission Time Interval";

-
IE "HARQ info for E-DCH";

-
IE "E-DCH info", including the IE "E-DPCCH info" and the IE "E-DPDCH info".

-
one of the radio links in the active set is configured as the serving E-DCH radio link, and for this radio link the UTRAN has configured the IE "E-HICH configuration" and the IE "E-AGCH info".

1>
For TDD:

2>
the UE has stored the following IEs:

-
IE "HARQ info for E-DCH";

-
IE "E-DCH information", including the IE "E-RUCCH info" and the IE "E-PUCH info";

-
IE "E-HICH info";

-
IE "E-AGCH info".
1>
there is at least one logical channel mapped to E-DCH for which:

2>
the corresponding E-DCH MAC-d flow is configured, i.e. the IEs "E-DCH MAC-d flow power offset" and "E-DCH MAC-d flow maximum number of retransmissions", and the transmission grant type are configured.

If any of the above conditions is not met and the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
set the variable E_DCH_TRANSMISSION to FALSE;

1>
stop any E-AGCH and E-HICH reception procedures;

1>
For FDD:

2>
stop any E-RGCH reception procedures.

1>
For FDD:

2>
stop any E-DPCCH and E-DPDCH transmission procedures.

1>
For TDD:

2>
stop any E-RUCCH and E-PUCH transmission procedures.

1>
clear the variable E_RNTI;

1>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

1>
release all E-DCH HARQ resources;

1>
no longer consider any radio link to be the serving E-DCH radio link.

Whenever the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>For FDD:

2>
perform E_AGCH reception procedures according to the stored E_AGCH configuration as stated in:

3>
subclause 8.6.3.14 for the IE "New Primary E-RNTI" and the IE "New Secondary E-RNTI".

2>
perform E-HICH reception procedures for all radio links in the E-DCH active set;

2>
perform E-RGCH reception procedures for all radio links in the active set for which an E-RGCH configuration has been provided;

2>
perform E-DPCCH transmission procedures according to the stored E-DPCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-DPCCH Info".

2>
perform E-DPDCH transmission procedures according to the stored E-DPDCH configuration as stated in:

3>
subclause 8.6.5.16 for the IE "E-DCH Transmission Time Interval";

3>
subclause 8.6.5.17 for the IE "HARQ info for E-DCH";

3>
subclause 8.6.6.37 for the IE "E-DPDCH Info".

2>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the IE "Non-scheduled transmission grant info" is configured shall:

3>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause  8.6.5.18).

2>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the IE "Scheduled transmission grant info" is configured shall:

3>
be performed in accordance with the received scheduling grant on E-AGCH/E-RGCH (see [15]); and

3>
obey the scheduling restrictions as specified for scheduled transmissions (see subclause 8.6.6.37).

1>For TDD:

2>perform E-AGCH reception procedures according to the stored E_AGCH configureation as stated in:

3>
subclause 8.6.3.14 for the IE "New E-RNTI".

2>
Perform E-HICH reception;

2>
for 3.84/7.68 Mcps TDD, perform E-RUCCH transmission  procedures according to the stored E-RUCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-RUCCH Info".

2>
for 1.28 Mcps TDD, perform E-RUCCH transmission procedure according to the stored PRACH configuration (see [60]) and the stored E-RUCCH configuration as stated in:

3> subclause 8.6.6.37 for the IE "E-RUCCH Info".
Note: The PRACH configuration is signalled directly to the UE in "E-RUCCH Info" IE in case of E-DCH serving cell change. 
2>
Perform E-PUCH transmission procedures according to the stored E-PUCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-PUCH Info".

2>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the 
IE "Non-scheduled transmission grant info" is configured shall:

3>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause 8.6.5.18).

2>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the 
IE "Scheduled transmission grant info" is configured shall:

3>
be performed in accordance with the received scheduling grant on E-AGCH (see [15]); and




3>
obey the scheduling restrictions as specified for scheduled transmissions  (see subclause 8.6.6.37).
------------------------------------ 2st Change ------------------------------------
10.3.6.103
E-RUCCH Info (TDD only)

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE TDD mode
	
	
	
	
	REL-7

	>3.84/7.68 Mcps TDD
	
	
	
	
	

	>>E-RUCCH constant value
	MP
	
	Integer (-35..10)
	Power to be used 
	REL-7

	>>E-RUCCH perisitence scaling factor
	MP
	
	Real(0.9..0.2 by step of 0.1)
	
	REL-7

	>>T-RUCCH
	MD
	
	Integer(40..320 by step of 40)
	Default =200ms

If T-RUCH expires before Grant is received then uE should send scheduling information again on E-RUCH
	REL-7

	>>E-RUCCH timeslot number
	MD
	
	10.3.6.84
	Default is same as PRACH timeslot number
	REL-7

	>>E-RUCCH midamble
	MD
	
	Enumerated(Direct, Direct/Inverted)
	Default is as PRACH midamble
	REL-7

	>>CHOICE TDD option
	
	
	
	
	REL-7

	>>>3.84 Mcps TDD
	
	
	
	
	REL-7

	>>>>CHOICE SF
	MD
	
	
	Default is as PRACH
	REL-7

	>>>>>SF16
	
	
	
	
	REL-7

	>>>>>>Channelisation Code List
	MD
	1 to 8
	
	Default as PRACH
	REL-7

	>>>>>>>Channelisation code
	MD
	
	Enumerated

((16/1)...(16/8))
	Default is as assigned for PRACH.

There is a 1:1 mapping between spreading code and midamble shift defined in [30] for channelisation codes (16/1) to (16/8).

NOTE: channelisation codes (16/9) to (16/16) are not to be used.
	REL-7

	>>>>>SF8
	
	
	
	
	REL-7

	>>>>>>Channelisation Code List
	MD
	1 to 8
	
	Default as PRACH
	REL-7

	>>>>>>>Channelisation Code
	MD
	
	Enumerated((8/1)..(8/8))
	Default as PRACH
	REL-7

	>>>7.68 Mcps TDD
	
	
	
	
	REL-7

	>>>>CHOICE SF
	MD
	
	
	Default is as PRACH
	REL-7

	>>>>>SF32
	
	
	
	
	REL-7

	>>>>>>Channelisation Code List
	MD
	1 to 16
	
	Default as PRACH
	REL-7

	>>>>>>>Channelisation code
	MD
	
	Enumerated

((32/1)...(32/16))
	Default is as assigned for PRACH.

There is a 1:1 mapping between spreading code and midamble shift defined in [30] for channelisation codes (32/1) to (32/16).

NOTE: channelisation codes (32/17) to (32/32) are not to be used.
	REL-7

	>>>>>SF16
	
	
	
	
	REL-7

	>>>>>>Channelisation Code List
	MD
	1 to 16
	
	Default as PRACH
	REL-7

	>>>>>>>Channelisation Code
	MD
	
	Enumerated((16/1)..(16/16))
	Default as PRACH
	REL-7

	>1.28 Mcps TDD
	
	
	
	
	REL-7

	>>T-RUCCH
	MD
	
	Integer (100, 200... 2000 by step of 200)
	Default =200ms

If T-RUCCH expires before Grant is received then UE should send scheduling information again on E-RUCCH
	REL-7

	>>N-RUCCH
	MD
	
	Integer (0…7)
	Default = 3
Maximum number of retransmissions of scheduling information on E-RUCCH
	REL-7

	>>T-WAIT
	MD
	
	Enumerated (everyEDCHTTI, 20,40,60,80,160,200)
	Values in ms.

Default = 40ms

If T-WAIT expires then UE should send scheduling information on E-RUCCH
	REL-7

	>>PRACH Information
	OP
	
	
	Only be included in case of E-DCH serving cell change. And the PRACHs are related to the SYNC_UL and FPACH configuration in “Uplink Timing Advance Control” IE 
	REL-7

	>>>Timeslot number
	MP
	
	Timeslot number 10.3.6.84
	
	REL-7

	>>> Channelisation Code List
	MP
	
	1..2
	
	REL-7

	>>>> Channelisation Code
	MP
	
	Enumerated ((4/1)..(4/4),(8/1)..(8/8),(16/1)..(16/16))
	
	REL-7

	>>>Midamble Shift and burst type
	MP
	
	Midamble shift and burst type 10.3.6.41
	
	REL-7


------------------------------------ 3st Change ------------------------------------
11.3 Information element definitions

//--omitted--//

E-RUCCH-Info ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



tdd384-tdd768





SEQUENCE {




e-RUCCH-ConstantValue



INTEGER (-35..10),




e-RUCCH-PersistenceScalingFactor
PersistenceScalingFactor,




t-RUCCH







ENUMERATED {ms40, ms80, ms120, ms160, ms200,














ms240, ms280, ms320}



OPTIONAL,




e-RUCCH-TS-Number




INTEGER (0..14)






OPTIONAL,




e-RUCCH-Midamble




ENUMERATED {direct, direct-Inverted}
OPTIONAL,




modeSpecificInfo




CHOICE {





tdd384







CHOICE {






sF16







SEQUENCE (SIZE (1..8)) OF SF16Codes,






sF8








SEQUENCE (SIZE (1..8)) OF SF8Codes






},





tdd768






CHOICE {






sF32







SEQUENCE (SIZE (1..16)) OF SF32Codes,






sF816







SEQUENCE (SIZE (1..16)) OF SF16Codes2





}




}



},



tdd128







SEQUENCE {




t-RUCCH







ENUMERATED { ms100, ms200, ms400, ms600, ms800,














ms1000, ms1200, ms1400, ms1600, ms1800,














ms2000 }






OPTIONAL,




n-RUCCH







INTEGER (0..7)






OPTIONAL,




t-WAIT







ENUMERATED {ms20, ms40, ms60, ms80, ms160,














ms200 }







OPTIONAL,



prach-information




PRACH-Information-LCR




OPTIONAL


}


}

}
PRACH-Information-LCR ::=


SEQUENCE {


timeslot






TimeslotNumber-PRACH-LCR-r4,


prach-ChanCodes-list-LCR


PRACH-ChanCodes-List-LCR,


midambleShiftAndBurstType


MidambleShiftAndBurstType-LCR-r4
}
PRACH-ChanCodes-List-LCR ::=

SEQUENCE (SIZE (1..2)) OF











TDD-PRACH-CCode-LCR-r4
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