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8.6.5.22
Common MAC-ehs reordering queue (FDD only)

When variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED is set to TRUE, the UE shall:

1>
set the release timer for the MAC-ehs queue in the MAC-ehs entity to the value in the corresponding IE "T1";
1>
set the reset timer for the MAC-ehs queue in the MAC-ehs entity to the value in te corresponding IE "Treset";
1>
set the MAC-ehs receiver window size for the MAC-ehs queues in the MAC-ehs entity to the value in the corresponding IE "MAC-ehs window size".

8.6.5.23
Added or reconfigured MAC-ehs reordering queue

If the IE "Added or reconfigured MAC-ehs reordering queue" is included, the UE shall:

1>
if a MAC-ehs queue (identified by the IE "MAC-ehs queue Id") is included in both the IE "MAC-ehs queue to add or reconfigure list" and the IE "MAC-ehs queue to delete list":

2>
set the variable INVALID_CONFIGURATION to TRUE.
1>
for each MAC-ehs queue included in the IE "MAC-ehs queue to add or reconfigure" list:

2>
set the release timer for each of the MAC-ehs queues in the MAC-ehs entity to the value in the corresponding IE "T1";
2>
set the reset timer for the MAC-ehs queue in the MAC-ehs entity to the value in te corresponding IE "Treset";

NOTE:
A UE that does not support reception of HS-DSCH in CELL_FACH state may ignore the IE “Treset”.

2>
set the MAC-hs receiver window size for each of the MAC-hs queues in the MAC-hs entity to the value in the corresponding IE "MAC-ehs window size".

1>
for each MAC-ehs queue included in the IE "MAC-ehs queue to delete" list:

2>
delete any information about the MAC-ehs queue identified by the IE "MAC-ehs queue Id".

1>
if the IE "Added or reconfigured MAC-ehs reordering queue" is considered valid according to the rules above:

2>
perform the actions as specified in subclause 8.5.21.
Next Section
10.3.5.1c
Added or reconfigured MAC-ehs reordering queue

This IE is used in relation to the MAC-ehs reordering queues mapped to the HS-DSCH transport channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MAC-ehs queue to add or reconfigure list
	OP
	<1 to maxQueueID>
	
	
	REL-7

	>MAC-ehs queue Id
	MP
	
	MAC-ehs Queue Id 10.3.5.7f
	
	REL-7

	>T1
	MP
	
	Integer (10, 20, 30, 40, 50, 60, 70, 80, 90, 100, 120, 140, 160, 200, 300, 400)
	Timer (in milliseconds) when PDUs are released to the upper layers even though there are outstanding PDUs with lower TSN values.
	REL-7

	>Treset
	MD
	
	Integer (1, 2, 3, 4)
	Timer in multiples of T1 values (milliseconds). Used when MAC-ehs reordering queue is reset in CELL_FACH and CELL_PCH (FDD only). 
Default value is 2
	REL-7

	>MAC-ehs window size
	MP
	
	Integer (4, 6, 8, 12, 16, 24, 32)
	One spare value needed.
	REL-7

	MAC-ehs queue to delete list
	OP
	<1 to maxQueueID>
	
	
	REL-7

	>MAC-ehs queue Id
	MP
	
	MAC-ehs Queue Id 10.3.5.7f
	
	REL-7


Next Section
10.3.5.3a
Common MAC-ehs reordering queues

NOTE:
For FDD only.

This IE is defines common MAC-ehs priority queue parameters, which can be used for CCCH and SRB1 reception.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MAC-ehs queue to configure list
	MP
	<1 to maxCommonQueueID>
	
	
	

	>MAC-ehs queue Id
	MP
	
	Integer (0..7)
	
	REL-7

	>T1
	MP
	
	Integer (10, 20, 30, 40, 50, 60, 70, 80, 90, 100, 120, 140, 160, 200, 300, 400)
	Timer (in milliseconds) when PDUs are released to the upper layers even though there are outstanding PDUs with lower TSN values.
	REL-7

	>Treset
	OP
	
	Integer (1, 2, 3, 4)
	Timer in multiples of T1 values (milliseconds). Used when MAC-ehs reordering queue is reset in CELL_FACH and CELL_PCH (FDD only). 
Default value is 2
	REL-7

	>MAC-ehs window size
	MP
	
	Integer (4, 6, 8, 12, 16, 24, 32)
	
	REL-7


ASN.1:
-- ***************************************************

--

--     TRANSPORT CHANNEL INFORMATION ELEMENTS (10.3.5)

--

-- ***************************************************

< snip, snip >
Common-MAC-ehs-ReorderingQueues ::=
SEQUENCE {


mac-ehsQueueId





INTEGER(0..7),


t1-ReleaseTimer





ENUMERATED {












rt10, rt20, rt30, rt40, rt50, rt60, rt70, rt80, rt90,












rt100, rt120, rt140, rt160, rt200, rt300, rt400 },

reorderingResetTimer



Treset-ResetTimer 
OPTIONAL,

mac-ehsWindowSize




ENUMERATED {

< snip, snip >











mws4, mws6, mws8, mws12, mws16, mws24, mws32 }

}
MAC-ehs-AddReconfReordQ ::=


SEQUENCE {


mac-ehs-QueueId





MAC-ehs-QueueId,


reorderingReleaseTimer



T1-ReleaseTimer,

reorderingResetTimer



Treset-ResetTimer 
OPTIONAL,

mac-ehsWindowSize




MAC-hs-WindowSize

}

Treset-ResetTimer ::=



ENUMERATED {











rt1, rt2, rt3, rt4 }
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