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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ARQ
Automatic Repeat Request

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

C-
Control-

CC
Call Control

CCCH
Common Control Channel

CCH
Control Channel

CCTrCH
Coded Composite Transport Channel

CN
Core Network

CQI
Channel Quality Indicator
CRC
Cyclic Redundancy Check

DC
Dedicated Control (SAP)

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCH
Dedicated Channel

DL
Downlink

DRNC
Drift Radio Network Controller

DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

E-AGCH
E-DCH Absolute Grant Channel

E-DCH
Enhanced DCH

E-DPCCH
E-DCH Dedicated Physical Control Channel (FDD only)

E-DPDCH
E-DCH Dedicated Physical Data Channel (FDD only)

E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-PUCH
E-DCH Physical Uplink Channel (TDD only)

E-RGCH
E-DCH Relative Grant Channel (FDD only)

E-RUCCH
E-DCH Random access Uplnk Control Channel (TDD only)

E-TFC
E-DCH Transport Format Combination

E-UCCH
E-DCH Uplink Control Channel (3.84 Mcps and 7.68 Mcps TDD only)

FACH
Forward Link Access Channel
FCS
Fame Check Sequence

FDD
Frequency Division Duplex 

F-DPCH
Fractional Dedicated Physical Channel (FDD only)

GC
General Control (SAP)
GANSS
Galileo and Additional Navigation Satellite Systems

GNSS
Global Navigation Satellite System

GPS
Global Positioning System
HARQ
Hybrid Automatic Repeat Request
HS-DPCCH
High Speed Dedicated Physical Control CHannel

HS-DSCH
High Speed Downlink Shared CHannel

HS-SCCH
High Speed Shared Control CHannel

HS-SICH
High Speed Shared Information CHannel

HO
Handover

ITU
International Telecommunication Union

kbps
kilo-bits per second

L1
Layer 1 (physical layer)

L2
Layer 2 (data link layer)

L3
Layer 3 (network layer)

LAC
Link Access Control

LAI
Location Area Identity

MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MCCH
MBMS point-to-multipoint Control Channel

MICH
MBMS notification Indicator Channel
MM
Mobility Management

MSCH
MBMS point-to-multipoint Scheduling Channel
MTCH
MBMS point-to-multipoint Traffic Channel
Nt
Notification (SAP)

PCCH
Paging Control Channel

PCH
Paging Channel

PDU
Protocol Data Unit

PHY
Physical layer

PhyCH
Physical Channels

RACH
Random Access Channel

RLC
Radio Link Control

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RNTI
Radio Network Temporary Identity

RRC
Radio Resource Control

SAP
Service Access Point

SDU
Service Data Unit

SRNC
Serving Radio Network Controller

SRNS
Serving Radio Network Subsystem

SS
Synchronisation Shift
TCH
Traffic Channel

TDD
Time Division Duplex

TFCI
Transport Format Combination Indicator

TFI
Transport Format Indicator

TFRI
Transport Format and Resource Indicator

TMSI
Temporary Mobile Subscriber Identity

TPC
Transmit Power Control

TSN
Transmission Sequence Number 

U-
User-

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunications System

URA
UTRAN Registration Area

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network

Next modified section

9.2.19
UE GANSS Timing of Cell Frames for UE positioning

This measure is mandatory for UE that has the capability to measure GANSS reference time for a given GANSS system and signal.

	Measurement
	UE GANSS Timing of Cell Frames for UE positioning



	Source
	L1 (UE)

	Destination
	RRC (RNC-UE positioning)

	Reporting Trigger
	On-demand, Event-triggered, Periodic

	Description
	The timing between UTRA cell and GANSS Time of Day. 


Next modified section

9.2.20
UE GANSS code measurement
This measure is mandatory for UE with UE-assisted GANSS capability.

NOTE:
The UE transmits the GANSS code phase in the IE "GANSS Code Phase" and in the IE "GANSS Integer Code Phase" defined in [13].

	Measurement
	UE GANSS code phase

	Source
	L1 (UE)

	Destination
	RRC (RNC)

	Reporting Trigger
	On-demand, Event-triggered, Periodic

	Description
	The code phase and optionally the Integer code phase of the spreading code of the GANSS satellite signal.
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9.3.29
UTRAN GANSS Timing of Cell Frames for UE positioning

	Measurement
	UTRAN GANSS Timing of Cell Frames for UE positioning

	Source
	L1 (LMU)

	Destination
	RRC (RNC-UE positioning)

	Reporting Trigger
	On-demand, Event-triggered, Periodic

	Description
	This is the absolute time reference measurement in respect to GANSS Time Of Day for the transmission of a particular frame. This is provided in a specific GANSS system time.
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