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7.5.xx
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:13.6 DL:13.6kbps SRBs for DCCH on DCH 
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
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on DPCH
	Signalling Radio Bearer
on E-DPCH
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	6.10.2.4.6.1.1.1.1 of [1]
	6.10.2.4.1.3.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.3.1.1.2 of [1]

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.3.1.2 of [1]
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	Radio Bearer
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	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	
	6.10.2.4.5.1.2.1.1 of [1]
	6.10.2.4.1.3.2.1.1 of [1]
	

	TFCS
	6.10.2.4.1.3.2.1.2 of [1]

	Physical Channel
	
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.3.2.2 of [1]
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