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1 Introduction
This document identifies a problem with the specification of default configuration 17.
2 Discussion
The intent of default configuration 17 was for it to be usable in either the RRC CONNECTION SETUP or HANDOVER TO UTRAN messages, providing a default configuration for mapping SRBs onto HS-DSCH/E-DCH.  Evidently, this configuration can only be used in a message that provides physical channel identifiers to indicate what channel is having these SRBs mapped to it.

For the RRC CONNECTION SETUP, there is no difficulty.  However, the HANDOVER TO UTRAN COMMAND message lacks the IEs “E-DCH info, “Downlink information common for all radio links”, “Downlink information per radio link list”, and “Downlink HS-PDSCH information”, which are required for the default configuration to be meaningful.  As a result, this configuration cannot actually be used in the HANDOVER TO UTRAN COMMAND message.

The obvious solution is of course to add the missing IEs to the HANDOVER TO UTRAN COMMAND, but the issue does not seem critical enough to break the ASN.1 freeze of Rel-7; it therefore seems more reasonable to disallow the use of default configuration 17 in the HANDOVER TO UTRAN COMMAND for Rel-7, and consider adding the missing IEs for Rel-8 and onward.
It should be noted that the HANDOVER TO UTRAN COMMAND has limited space available when sent over GSM; thus GERAN->UTRAN cases may not be able to benefit from the new IEs even if they are available.  However, in the E-UTRAN->UTRAN context, the bandwidth for a larger message should be available (in any case it is not yet spent), and the fully-scheduled nature of LTE means that mapping SRBs on HS*PA is the natural approach in such cases.  We therefore consider that the support of this configuration for inter-RAT handover is important from Rel-8 onward.
3 Conclusion

We propose that the following changes should be made for the support of default configuration 17:
· Rel-7: Remove the text indicating that the configuration can be used in the HANDOVER TO UTRAN COMMAND message;

· Rel-8: Add the IEs “E-DCH info”, “Downlink information common for all radio links”, “Downlink information per radio link list”, and “Downlink HS-PDSCH information” to the HANDOVER TO UTRAN COMMAND message (encapsulated in a single container to minimise over-the-air impact in GERAN).

If these changes are agreeable, Qualcomm will be glad to provide CRs capturing them.

1
1

