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8.6.4
Radio bearer information elements
8.6.4.1
Signalling RB information to setup list
If the IE "Signalling RB information to setup list" is included the UE shall:

1>
use the same START value to initialise the COUNT-C and COUNT-I variables for all the signalling radio bearers in the list;

1>
if the IE "Signalling RB information to setup list" was included in the RADIO BEARER SETUP message:

2>
if the variable LATEST_CONFIGURED_CN_DOMAIN has been initialised:

3>
calculate the START value only once during this procedure according to subclause 8.5.9 for the CN domain indicated in the variable LATEST_CONFIGURED_CN_DOMAIN;

3>
store the calculated START value in the variable START_VALUE_TO_TRANSMIT.

1>
for each occurrence of the IE "Signalling RB information to setup":

2>
use the value of the IE "RB identity" as the identity of the signalling radio bearer to setup;

2>
if the signalling radio bearer identified with the IE "RB identity" does not exist in the variable ESTABLISHED_RABS:

3>
create a new entry for the signalling radio bearer in the variable ESTABLISHED_RABS.

2>
if the IE "Signalling RB information to setup list" was received in a message other than HANDOVER TO UTRAN COMMAND; and
2>
if the variable LATEST_CONFIGURED_CN_DOMAIN has been initialised and the value "STATUS" of the variable CIPHERING_STATUS of the CN domain stored in this variable is "Started":

3>
if the IE "Uplink RLC mode" or the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "AM RLC" or "UM RLC":

4>
initialise the 20 MSB of the hyper frame number component of COUNT-C for this signalling radio bearer with the START value in the variable START_VALUE_TO_TRANSMIT;

4>
set the remaining LSB of the hyper frame number component of COUNT-C for this signalling radio bearer to zero;

4>
start to perform ciphering on this signalling radio bearer, using the value of the IE "RB identity" minus one as the value of BEARER in the ciphering algorithm.

2>
if the IE "Signalling RB information to setup list" was received in a message other than HANDOVER TO UTRAN COMMAND; and

2>
if the variable LATEST_CONFIGURED_CN_DOMAIN has been initialised and the value "Status" of the variable "INTEGRITY_PROTECTION_INFO" of the CN domain stored in this variable is "Started":

3>
initialise the 20 MSB of the hyper frame number component of COUNT-I for this signalling radio bearer with the START value in the variable START_VALUE_TO_TRANSMIT;

3>
set the remaining LSB of the hyper frame number component of COUNT-I for this signalling radio bearer to zero;

3>
for this signalling radio bearer, set the IE "Uplink RRC Message sequence number" in the variable INTEGRITY_PROTECTION_INFO to zero;

3>
start performing integrity protection according to subclauses 8.5.10.1 and 8.5.10.2.

2>
perform the actions for the IE "RLC info" as specified in subclause 8.6.4.9, applied for that signalling radio bearer;

2>
perform the actions for the IE "RB mapping info" as specified in subclause 8.6.4.8, applied for that signalling radio bearer.

1>
apply a default value of the IE "RB identity" equal to 1 for the first IE "Signalling RB information to setup"; and

1>
increase the default value by 1 for each occurrence.

NOTE:
The UTRAN should only use the default value of the IE "RB identity" within the RRC Connection Setup and Handover to UTRAN Command messages. If the default value of the IE "RB identity" is used in any other message then the UE behaviour is not specified.

8.6.4.2
RAB information for setup
If the IE "RAB information for setup" is included, the procedure is used to establish or establish/release (only if CS domain RAB mapping is reconfigured between DCH and EDCH/HSPA) radio bearers belonging to a radio access bearer, and the UE shall:

1>
if the radio access bearer identified with the IE "RAB info" does not exist in the variable ESTABLISHED_RABS:

2>
create a new entry for the radio access bearer in the variable ESTABLISHED_RABS;

2>
store the content of the IE "RAB info" in the entry for the radio access bearer in the variable ESTABLISHED_RABS;

2>
indicate the establishment of each radio access bearer to the upper layer entity using the IE "CN domain identity", forwarding the content of the IE "RAB identity" and the IEs NAS Synchronization Indicator as well as the following IEs if included in the IE "RAB info": "MBMS Session identity" and/ or "MBMS Service Identity";

2>
if prior to this procedure there exists no transparent mode radio bearer for the CN domain included in the IE "CN domain identity" and at least one transparent mode radio bearer is included in the IE "RB information to setup"; or

2>
if at least one RLC-AM or RLC-UM radio bearer is included in the IE "RB information to setup":

3>
calculate the START value only once during this procedure (the same START value shall be used on all new radio bearers created for this radio access bearer) according to subclause 8.5.9 for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" part of the IE "RAB information to setup";

3>
store the calculated START value in the variable START_VALUE_TO_TRANSMIT.

2>
if the IE "UL AMR rate" is included in the IE "RAB information for setup", UE shall forward the content to upper layers;

2>
if the IE "Max jitter delay" is included in the IE "RAB information for setup", UE shall forward the content to upper layers;

1>
if the radio access bearer identified with the IE "RAB identity" in the IE "RAB info" already exists in the variable ESTABLISHED_RABS:

2>
for each radio bearer in the variable ESTABLISHED_RABS for that radio access bearer:

3>
release the PDCP and RLC entities for that radio bearer;

3>
release the RAB subflow associated with the radio bearer;

3>
delete the information about the radio bearer from the variable ESTABLISHED_RABS.
1>
for each radio bearer in the IE "RB information to setup":

2>
if the radio bearer identified with the IE "RB identity" does not exist in the variable ESTABLISHED_RABS:

3>
perform the actions specified in subclause 8.6.4.3;

3>
store information about the new radio bearer in the entry for the radio access bearer identified by "RAB info" in the variable ESTABLISHED_RABS;

3>
create a new RAB subflow for the radio access bearer;

3>
number the RAB subflow in ascending order, assigning the smallest number to the RAB subflow corresponding to the first radio bearer in the list;

3>
if the IE "CN domain identity" in the IE "RAB info" is set to "PS domain" and the number of RAB subflows for the radio access bearer is greater than 1:

4>
set the variable INVALID_CONFIGURATION to TRUE.

2>
if the radio bearer identified with the IE "RB identity" already exists in the variable ESTABLISHED_RABS:

3>
set the variable INVALID_CONFIGURATION to TRUE.
8.6.4.2a
RAB information to reconfigure
If the IE "RAB information to reconfigure" is included then the UE shall:

1>
if the entry for the radio access bearer identified by the IE "CN domain identity" together with the IE "RAB Identity" in the variable ESTABLISHED_RABS already exists:

2>
perform the action for the IE "NAS Synchronization Indicator", according to subclause 8.6.4.12.

1>
else:

2>
set the variable INVALID_CONFIGURATION to TRUE.

8.6.4.3
RB information to setup
If the IE "RB information to setup" is included, the UE shall apply the following actions on the radio bearer identified with the value of the IE "RB identity". The UE shall:

1>
use the same START value to initialise the hyper frame number components of COUNT-C variables for all the new radio bearers to setup;

1>
perform the actions for the IE "PDCP info", if present, according to subclause 8.6.4.10, applied for the radio bearer;

1>
perform the actions for the IE "RLC info", according to subclause 8.6.4.9, applied for the radio bearer;

1>
perform the actions for the IE "RB mapping info", according to subclause 8.6.4.8, applied for the radio bearer;

1>
if the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "TM RLC":
2>
configure delivery of erroneous SDUs in lower layers according to indication from upper layer [5].

1>
if the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "UM RLC" and if the radio bearer is connected to a CS domain radio access bearer:
2>
configure delivery of RLC sequency number in lower layers.

1>
if the IE "RB information to setup" was received in a message other than HANDOVER TO UTRAN COMMAND; and
1>
if the IE "Uplink RLC mode" or the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "AM RLC" or "UM RLC":

2>
initialise the 20 MSB of the hyper frame number component of COUNT-C for this radio bearer with the START value in the variable START_VALUE_TO_TRANSMIT;

2>
set the remaining LSB of the hyper frame number component of COUNT-C for this radio bearer to zero;

2>
start incrementing the COUNT-C values.

1>
if the IE "RB information to setup" was received in a message other than HANDOVER TO UTRAN COMMAND; and

1>
if the IE "Uplink RLC mode" and the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "TM RLC":

2>
if prior to this procedure there exists no transparent mode radio bearer for the CN domain included in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS and at least one transparent mode radio bearer is included in the IE "RB information to setup":

3>
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to "Not Started":

4>
at the activation time as specified in the IE "Ciphering activation time for DPCH" if included in the IE "Ciphering mode info" in the command message or, if this IE is not included, as specified in the IE "COUNT-C activation time" included in the response message:

5>
initialise the 20 most significant bits of the hyper frame number component of COUNT-C common for all transparent mode radio bearers of this CN domain with the START value in the variable START_VALUE_TO_TRANSMIT;

5>
set the remaining LSB of the hyper frame number component of COUNT-C to zero;

5>
do not increment the COUNT-C value common for all transparent mode radio bearers for this CN domain.

3>
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to " Started":

4>
at the activation time as specified in the IE "Activation Time" in the RADIO BEARER SETUP message:

5>
initialise the 20 most significant bits of the HFN component of COUNT-C common for all transparent mode RLC radio bearer to the value of the latest transmitted START for this CN domain, while not incrementing the value of the HFN component of COUNT-C at each CFN cycle; and

5>
set the remaining LSB of the HFN component of COUNT-C to zero;

5>
start to perform ciphering on the radio bearer in lower layers while not incrementing the HFN.

4>
at the activation time as specified in the IE "Ciphering activation time for DPCH" if included in the IE "Ciphering mode info" in the command message or, if this IE is not included, as specified in the IE "COUNT-C activation time" included in the response message:
5>
initialise the 20 most significant bits of the HFN component of COUNT-C common for all transparent mode radio bearers of this CN domain with the START value in the variable START_VALUE_TO_TRANSMIT;

5>
set the remaining LSB of the HFN component of COUNT-C to zero;

5>
if the received message is used to perform a Timing re-initialised hard handover:


6>
increment the HFN component of the COUNT-C variable by one even if the "COUNT-C 

activation time" is set to zero.

5>
start incrementing the COUNT-C value common for all transparent mode radio bearers of this CN domain as normal, at each CFN value, i.e. the HFN component is no longer fixed in value but incremented at each CFN cycle.

2>
if prior to this procedure there exists at least one transparent mode radio bearer for the CN domain included in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS:

3>
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to "Not Started":

4>
do not increment the COUNT-C value common for all transparent mode radio bearers for this CN domain.
3>
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to "Started":

4>
use the COUNT-C value common for all transparent mode radio bearers of this CN domain.

1>
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to "Started":

2>
start to perform ciphering on the radio bearer in lower layers, using the value of the IE "RB identity" minus one as the value of BEARER in the ciphering algorithm.

NOTE:
UTRAN should not use the IE "RB information to setup" to setup radio bearers with RB identity in the range 1-4.
10.2.16a
HANDOVER TO UTRAN COMMAND
This message is sent to the UE via other system to make a handover to UTRAN.


RLC-SAP: N/A (Sent through a different RAT)


Logical channel: N/A (Sent through a different RAT)


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	New U-RNTI
	MP
	
	U-RNTI Short 10.3.3.48
	
	

	Ciphering algorithm
	OP
	
	Ciphering algorithm 10.3.3.4
	
	

	RNC support for change of UE capability
	MP
	
	Boolean
	
	REL-7

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-6

	New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	CHOICE specification mode
	MP
	
	
	
	

	>Complete specification
	
	
	
	
	

	RB information elements
	
	
	
	
	

	>>Signalling RB information to setup list
	MP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer established
	

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	>>RAB information to setup list
	OP
	1 to <maxRABsetup>
	
	For each RAB established
	

	>>>RAB information for setup
	MP
	
	RAB information for setup 10.3.4.10
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	MP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Added or Reconfigured TrCH information
	MP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	MP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Added or Reconfigured TrCH information
	MP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	
	

	Uplink radio resources
	
	
	
	
	

	>>Uplink DPCH info 
	MP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-6

	>>Downlink information common for all radio links
	MP
	
	Downlink information common for all radio links

10.3.6.24
	
	

	>>Downlink information per radio link
	MP
	1 to <maxRL>
	
	
	

	>>>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	>Preconfiguration
	
	
	
	
	

	>>CHOICE Preconfiguration mode
	MP
	
	
	
	

	>>>Predefined configuration 
	MP
	
	Predefined configuration identity 10.3.4.5
	
	

	>>>Default configuration
	
	
	
	
	

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	

	>>RAB info
	OP
	
	RAB info Post 10.3.4.9
	One RAB is established
	

	>>Uplink DPCH info 
	MP
	
	Uplink DPCH info Post 10.3.6.89
	
	

	Downlink radio resources
	
	
	
	
	

	>>Downlink information common for all radio links
	MP
	
	Downlink information common for all radio links Post 10.3.6.25
	
	

	>>Downlink information per radio link
	MP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up.

In TDD MaxRL is 1.
	

	>>>Downlink information for each radio link
	MP
	
	Downlink information for each radio link Post

10.3.6.28
	
	

	>>CHOICE mode
	MP
	
	
	
	

	>>>FDD
	
	
	
	(no data)
	

	>>>TDD
	
	
	
	
	

	>>>>Primary CCPCH Tx Power
	MP
	
	Primary CCPCH Tx Power 10.3.6.59
	
	

	Frequency info
	MP
	
	Frequency info

10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	Maximum allowed UL TX power
	MP
	
	Maximum allowed UL TX power

10.3.6.39
	
	


10.2.33
RADIO BEARER SETUP
This message is sent by UTRAN to the UE to establish new radio bearer(s). It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	>>New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	>TDD
	
	
	
	
	REL-7

	>>New E-RNTI
	
	
	E-RNTI 10.3.3.10a
	
	REL-7

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB Information Elements
	
	
	
	
	

	CHOICE specification mode
	MP
	
	
	
	REL-6

	>Complete specification
	
	
	
	In this version of the specification, only this value is specified
	REL-6

	>>Signalling RB information to setup list
	OP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer established
	

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	>>RAB information to setup list
	OP
	1 to <maxRABsetup>
	
	For each RAB established
	

	>>>RAB information for setup
	MP
	
	RAB information for setup 10.3.4.10
	
	

	>>RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	REL-6

	>>>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	REL-6

	>>RB information to reconfigure list
	OP
	1to <maxRB>
	
	
	REL-6

	>>>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	REL-6

	>>RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>>>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	>>Downlink counter synchronisation info
	OP
	
	
	
	

	>>>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	>>PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	>>Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	>>Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6


10.3.4.10
RAB information for setup
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	RAB info
	MP
	
	RAB info 10.3.4.8
	
	

	RB information to setup list
	MP
	1 to <maxRBperRAB>
	
	
	

	>RB information to setup
	MP
	
	RB information to setup

10.3.4.20
	
	

	UL AMR rate
	MD
	
	bit string(9)

	Indicates the bit rate as defined in TS 26.101 and TS 26.201.

Bit 0 (first/leftmost bit) is for Frame Type 0, Bit 1 is for Frame Type 1, …

Value ‘1’ for a bit means this type is allowed.
In case NAS Synchronization Indicator indicates AMR, Bit 8 is not used and default value is equal to that only Bit 7 is ‘1’.
In case NAS Synchronization Indicator indicates  AMR-WB, default value is equal to that only Bit 8 is ‘1’.
	REL-8

	Max jitter delay
	OP
	
	Integer(20..200)
	
	REL-8


11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,

URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-v770ext,


CapabilityUpdateRequirement-r7,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DL-PhysChCapabilityFDD-v380ext,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


PDCP-Capability-v770ext,

ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RejectionCause,


ReleaseCause,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


UE-CapabilityContainer-IEs,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-r5,


UE-HSPA-Identities-r6,

UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp-v770ext,

UE-RadioAccessCapabilityComp2,

UE-RadioAccessCapabilityComp2-v770ext,

UE-RadioAccessCapabilityInfo-v770ext,

UE-SecurityInformation,


UE-SecurityInformation2,

UE-SpecificCapabilityInformation-LCRTDD,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


UTRAN-DRX-CycleLengthCoefficient-r7,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigIdentity-r6,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-r6,


RAB-Info-r7,

RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationMBMSPtpList,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RAB-InformationSetupList-v820ext,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationAffectedList-r7,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReconfigList-r7,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList2,


SRB-InformationSetupList2-r6,


SRB-InformationSetupList2-r7,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DL-DeletedTransChInfoList-r7,


DRAC-StaticInformationList,


PowerOffsetInfoShort,

TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

CCTrCH-PowerControlInfo-r7,


ConstantValue,


ConstantValueTdd,


CPCH-SetInfo,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformation-r7,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-HSPDSCH-Information-r7,


DL-HSPDSCH-MultiCarrier-Information,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6,

DL-InformationPerRL-List-r7,


DL-InformationPerRL-List-v6b0ext,

DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-MultiCarrier-Information,


DL-PDSCH-Information,


DL-TPC-PowerOffsetPerRL-List,


DPC-Mode,


DPCH-CompressedModeStatusInfo,


DTX-DRX-TimingInfo-r7,


DTX-DRX-Info-r7,


DynamicPersistenceLevel,


E-DCH-ReconfigurationInfo,


E-DCH-ReconfigurationInfo-r7,


E-DCH-RL-InfoSameServingCell,


E-TFC-Boost-Info-r7,

E-DPDCH-PowerInterpolation,

EXT-UL-TimingAdvance,


Feedback-cycle-r7,

FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


HARQ-Preamble-Mode,

HS-SCCH-LessInfo-r7,


HS-SICH-Power-Control-Info-TDD384,

HS-SICH-Power-Control-Info-TDD768,


MaxAllowedUL-TX-Power,


MIMO-Parameters,

OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity,


Multi-frequencyInfo-LCR-r7,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4,

PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,


RL-AdditionInformationList-r7,


RL-RemovalInformationList,


Serving-HSDSCH-CellInformation,


SpecialBurstScheduling,


SSDT-Information,


SSDT-Information-r4,


TFC-ControlDuration,


SSDT-UL,


TimingMaintainedSynchInd,


TimeslotList,


TimeslotList-r4,

TX-DiversityMode,


UL-16QAM-Config,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,

UL-DPCH-Info,


UL-DPCH-Info-r4,

UL-DPCH-Info-r5,

UL-DPCH-Info-r6,


UL-DPCH-Info-r7,

UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,

UL-EDCH-Information-r6,


UL-EDCH-Information-r7,


UL-SynchronisationParameters-r4,

UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,

UL-TimingAdvanceControl-r7,

UpPCHposition-LCR,
-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


EventResults-v770ext,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResults-v770ext,


MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsList-v770xet,

MeasuredResultsOnRACH,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementCommand-r7,

MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-AssistanceData-v770ext,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


UE-Positioning-OTDOA-MeasuredResultsTDD-ext,


UE-Positioning-GANSS-AssistanceData,

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,

InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,


MIB-ValueTag,


ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type,

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-MICHConfigurationInfo-v770ext,


MBMS-ModifedServiceList-r6,


MBMS-ModifiedServiceListExt-v770,


MBMS-MSCH-ConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-NeighbouringCellSCCPCHList-v770ext,


MBMS-NumberOfNeighbourCells-r6,

MBMS-PhyChInformationList-r6,


MBMS-PhyChInformationList-r7,


MBMS-PL-ServiceRestrictInfo-r6,


MBMS-PreferredFrequencyList-r6,


MBMS-PTMActivationTime-r6,


MBMS-SelectedServiceInfo,


MBMS-SelectedServicesShort,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceIdentity-r6,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCounters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6,


MBMS-UnmodifiedServiceListExt-v770,

MBSFN-ClusterFrequency-r7,


MBSFN-InterFrequencyNeighbourList-r7,


MBSFN-TDM-Info-List

FROM InformationElements


maxSIBperMsg,


maxURNTI-Group
FROM Constant-definitions;

/* Unchanged part of ASN.1 is omitted. */ 

-- ***************************************************

--

-- HANDOVER TO UTRAN COMMAND

--

-- ***************************************************

HandoverToUTRANCommand ::= CHOICE {


r3







SEQUENCE {



handoverToUTRANCommand-r3

HandoverToUTRANCommand-r3-IEs,



nonCriticalExtensions


SEQUENCE {} OPTIONAL


},


criticalExtensions



CHOICE {



r4







SEQUENCE {




handoverToUTRANCommand-r4

HandoverToUTRANCommand-r4-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



},



criticalExtensions



CHOICE {




r5







SEQUENCE {





handoverToUTRANCommand-r5

HandoverToUTRANCommand-r5-IEs,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL




},




criticalExtensions



CHOICE {





r6







SEQUENCE {






handoverToUTRANCommand-r6

HandoverToUTRANCommand-r6-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







handoverToUTRANCommand-v6b0ext
HandoverToUTRANCommand-v6b0ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r7







SEQUENCE {







handoverToUTRANCommand-r7

HandoverToUTRANCommand-r7-IEs,







v820NonCriticalExtensions

SEQUENCE {








handoverToUTRANCommand-v820ext
HandoverToUTRANCommand-v820ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}





},






criticalExtensions



SEQUENCE {}





}




}



}


}

}

HandoverToUTRANCommand-r3-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



-- dummy is not used in this version of specification, it should



-- not be sent and if received it should be ignored.



dummy






ActivationTime





OPTIONAL,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList,





rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,





ul-DPCH-Info




UL-DPCH-Info,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







-- dummy and dummy2 are not used in this version of specification,







-- they should not be sent and if received they should be ignored.







dummy






DL-PDSCH-Information OPTIONAL,







dummy2






CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation,





dl-InformationPerRL-List

DL-InformationPerRL-List,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd








SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostTDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL



DL-InformationPerRL-PostTDD,







frequencyInfo




FrequencyInfoTDD,







primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r4-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList,





rab-InformationSetupList

RAB-InformationSetupList-r4


OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4,





ul-DPCH-Info




UL-DPCH-Info-r4,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







-- dummy and dummy2 are not used in this version of specification,







-- they should not be sent and if received they should be ignored.







dummy






DL-PDSCH-Information OPTIONAL,







dummy2






CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation-r4,





dl-InformationPerRL-List

DL-InformationPerRL-List-r4,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r4






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD-LCR-r4,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r5-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r5,





rab-InformationSetupList

RAB-InformationSetupList-r5


OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5,





ul-DPCH-Info




UL-DPCH-Info-r5,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







-- dummy and dummy2 are not used in this version of specification,







-- they should not be sent and if received they should be ignored.







dummy






DL-PDSCH-Information OPTIONAL,







dummy2






CPCH-SetInfo

OPTIONAL






},






tdd







NULL





},





dl-CommonInformation


DL-CommonInformation-r4,





dl-InformationPerRL-List

DL-InformationPerRL-List-r5,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {

-- All IEs that include an FDD/TDD choice are split in two IEs for this message,

-- one for the FDD only elements and one for the TDD only elements, so that one

-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD-LCR-r4,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-r6-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm




OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r6,





rab-InformationSetupList

RAB-InformationSetupList-r6

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5,





ul-DPCH-Info




UL-DPCH-Info-r6,





ul-EDCH-Information



UL-EDCH-Information-r6


OPTIONAL,





dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6

OPTIONAL,





dl-CommonInformation


DL-CommonInformation-r6,





dl-InformationPerRL-List

DL-InformationPerRL-List-r6,





frequencyInfo




FrequencyInfo




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD-LCR-r4,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-v6b0ext-IEs ::= SEQUENCE {


ue-hspa-identities





UE-HSPA-Identities-r6
OPTIONAL

}

HandoverToUTRANCommand-r7-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm-r7




OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN,



new-H-RNTI





H-RNTI








OPTIONAL,



newPrimary-E-RNTI



E-RNTI








OPTIONAL,



newSecondary-E-RNTI



E-RNTI








OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r7,





rab-InformationSetupList

RAB-InformationSetupList-r7

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7,





ul-DPCH-Info




UL-DPCH-Info-r7,





ul-EDCH-Information-r7


UL-EDCH-Information-r7


OPTIONAL,





dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7

OPTIONAL,





dl-CommonInformation


DL-CommonInformation-r7,





dl-InformationPerRL-List

DL-InformationPerRL-List-r7,





frequencyInfo




FrequencyInfo,





multi-frequencyInfo



Multi-frequencyInfo-LCR-r7

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power,








multi-frequencyInfo



Multi-frequencyInfo-LCR-r7

OPTIONAL







},







tdd768






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-List-r7,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-v820ext-IEs ::= SEQUENCE {


-- Radio bearer IEs


rab-InformationSetupList

RAB-InformationSetupList-v820ext

OPTIONAL

}
/* Unchanged part of ASN.1 is omitted. */ 

-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= CHOICE {


r3







SEQUENCE {



radioBearerSetup-r3



RadioBearerSetup-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerSetup-v3a0ext

RadioBearerSetup-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerSetup-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerSetup-v4b0ext

RadioBearerSetup-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerSetup-r4



RadioBearerSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerSetup-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerSetup-r5



RadioBearerSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerSetup-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerSetup-r6



RadioBearerSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerSetup-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v6b0ext

RadioBearerSetup-v6b0ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerSetup-r7



RadioBearerSetup-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerSetup-r7-add-ext

BIT STRING

OPTIONAL,








v820NonCriticalExtensions

SEQUENCE {









radioBearerSetup-v820ext

RadioBearerSetup-v820ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}






},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

RadioBearerSetup-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RadioBearerSetup-v3a0ext ::= SEQUENCE {


-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received the UE behaviour


-- is unspecified


new-DSCH-RNTI




DSCH-RNTI






OPTIONAL

}

RadioBearerSetup-v4b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



-- dummy is not used in this version of the specification, it should



-- not be sent and if received it should be ignored.



dummy







SSDT-UL







OPTIONAL,



-- The order of the RLs in IE cell-id-PerRL-List is the same as



-- in IE DL-InformationPerRL-List included in this message



cell-id-PerRL-List




CellIdentity-PerRL-List



OPTIONAL

}

RadioBearerSetup-v590ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-TPC-PowerOffsetPerRL-List
DL-TPC-PowerOffsetPerRL-List

OPTIONAL

}

RadioBearerSetup-v5d0ext-IEs ::=
SEQUENCE {


--Radio Bearer IEs



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL

}

RadioBearerSetup-r4-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r4


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

RadioBearerSetup-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode, and if received



-- the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList-r5


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r5


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r5

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r5


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r5


OPTIONAL

}
RadioBearerSetup-v690ext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



-- The IE harq-Preamble-Mode should not be used in the r3 and r4 versions of the message


-- If included in the r3 or r4 version of the message, the UE should ignore the IE


harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,



postVerificationPeriod


ENUMERATED { true }




OPTIONAL,


dhs-sync





DHS-Sync






OPTIONAL,



timingMaintainedSynchInd

TimingMaintainedSynchInd


OPTIONAL,

-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-r6-ext

OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList-r6


OPTIONAL,





rab-InformationSetupList

RAB-InformationSetupList-r6


OPTIONAL,





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,




rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




-- dummy is not used in this version of the specification




-- if it is sent, the UE behaviour is unspecified.




dummy






SEQUENCE {





rab-Info





RAB-Info-r6,





defaultConfigMode



DefaultConfigMode,





defaultConfigIdentity 


DefaultConfigIdentity-r6,





rb-InformationChangedList

RB-InformationChangedList-r6

OPTIONAL,





powerOffsetInfoShort


PowerOffsetInfoShort




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r6





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r6


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-v6b0ext-IEs ::= SEQUENCE {


-- Physical channel IEs


dl-InformationPerRL-List-v6b0ext
DL-InformationPerRL-List-v6b0ext
OPTIONAL,

-- MBMS IEs



-- The order of the RABs in IE rab-InformationSetupListExt is the same as



-- in IE rab-InformationSetupList that is included in this message



rab-InformationSetupListExt

RAB-InformationSetupList-v6b0ext
OPTIONAL

}

RadioBearerSetup-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList-r7


OPTIONAL,





rab-InformationSetupList

RAB-InformationSetupList-r7


OPTIONAL,





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,




rb-InformationReconfigList

RB-InformationReconfigList-r7

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r7

OPTIONAL,





dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r7

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL




},




-- dummy is not used in this version of the specification




-- if it is sent, the UE behaviour is unspecified.




dummy






NULL



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r7


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-v820ext-IEs ::= SEQUENCE {

-- Radio bearer IEs


rab-InformationSetupList

RAB-InformationSetupList-v820ext
OPTIONAL

}
/* Unchanged part of ASN.1 is omitted. */ 

11.3
Information element definitions

/* Unchanged part of ASN.1 is omitted. */ 

-- ***************************************************

--

--     RADIO BEARER INFORMATION ELEMENTS (10.3.4)

--

-- ***************************************************

AlgorithmSpecificInfo ::=


CHOICE {


rfc2507-Info





RFC2507-Info

}

AlgorithmSpecificInfo-r4 ::=

CHOICE {


rfc2507-Info





RFC2507-Info,


rfc3095-Info





RFC3095-Info-r4

}

CID-InclusionInfo-r4 ::=


ENUMERATED {











pdcp-Header,











rfc3095-PacketFormat }

CommonRBMappingInfo ::=



SEQUENCE {


logicalChannelIdentity



LogicalChannelIdentity,


mac-ehs-QueueId





MAC-ehs-QueueId
}

-- Upper limit of COUNT-C is 2^32 - 1

COUNT-C ::=






INTEGER (0..4294967295)

-- Upper limit of COUNT-C-MSB is 2^25 - 1

COUNT-C-MSB ::=





INTEGER (0..33554431)

DefaultConfigIdentity ::=


INTEGER (0..10)

DefaultConfigIdentity-r4 ::=

INTEGER (0..12)

DefaultConfigIdentity-r5 ::=

INTEGER (0..13)

-- DefaultConfigIdentity-r6 values 23..31 are spare and shall not be used in this version of 

-- the protocol

DefaultConfigIdentity-r6 ::=

INTEGER (0..31)

DefaultConfigMode ::=



ENUMERATED {











fdd,











tdd }

DDI ::=







INTEGER (0..62)

DL-AM-RLC-Mode ::=




SEQUENCE {


inSequenceDelivery




BOOLEAN,


receivingWindowSize




ReceivingWindowSize,


dl-RLC-StatusInfo




DL-RLC-StatusInfo

}

DL-AM-RLC-Mode-r5 ::=




SEQUENCE {


dl-RLC-PDU-size





OctetModeRLC-SizeInfoType1,


inSequenceDelivery




BOOLEAN,


receivingWindowSize




ReceivingWindowSize,


dl-RLC-StatusInfo




DL-RLC-StatusInfo

}

DL-AM-RLC-Mode-r7 ::=



SEQUENCE {


dl-RLC-PDU-size





CHOICE {



fixedSize






OctetModeRLC-SizeInfoType1,



flexibleSize





ENUMERATED { size7, size15 }


},


inSequenceDelivery




BOOLEAN,


receivingWindowSize




ReceivingWindowSize,


dl-RLC-StatusInfo




DL-RLC-StatusInfo

}

DL-CounterSynchronisationInfo ::=

SEQUENCE {


rB-WithPDCP-InfoList




RB-WithPDCP-InfoList
OPTIONAL

}

DL-CounterSynchronisationInfo-r5 ::=
SEQUENCE {


rb-WithPDCP-InfoList




RB-WithPDCP-InfoList


OPTIONAL,


rb-PDCPContextRelocationList


RB-PDCPContextRelocationList
OPTIONAL
}

DL-LogicalChannelMapping ::=

SEQUENCE {


-- TABULAR: DL-TransportChannelType contains TransportChannelIdentity as well.


dl-TransportChannelType



DL-TransportChannelType,


logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL

}

DL-LogicalChannelMapping-r5 ::=

SEQUENCE {


-- TABULAR: DL-TransportChannelType contains TransportChannelIdentity as well.


dl-TransportChannelType



DL-TransportChannelType-r5,


logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL

}

DL-LogicalChannelMapping-r7 ::=

SEQUENCE {


-- TABULAR: DL-TransportChannelType contains TransportChannelIdentity as well.


dl-TransportChannelType



DL-TransportChannelType-r7,


logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL

}

DL-LogicalChannelMappingList ::=
SEQUENCE (SIZE (1..maxLoCHperRLC)) OF











DL-LogicalChannelMapping

DL-LogicalChannelMappingList-r5 ::=
SEQUENCE (SIZE (1..maxLoCHperRLC)) OF











DL-LogicalChannelMapping-r5

DL-LogicalChannelMappingList-r7 ::=
SEQUENCE (SIZE (1..maxLoCHperRLC)) OF











DL-LogicalChannelMapping-r7

DL-Reception-Window-Size-r6 ::=

ENUMERATED { size32, size48, size64, size80, size96, size112 }

DL-RFC3095-r4 ::=




SEQUENCE {

-- dummy is not used in this version of the specification and shall be ignored by the receiver.

dummy







CID-InclusionInfo-r4,

max-CID







INTEGER (1..16383)




DEFAULT 15,

reverseDecompressionDepth


INTEGER (0..65535)




DEFAULT 0
}
DL-RLC-Mode ::=





CHOICE {


dl-AM-RLC-Mode





DL-AM-RLC-Mode,


dl-UM-RLC-Mode





NULL,


dl-TM-RLC-Mode





DL-TM-RLC-Mode

}

DL-RLC-Mode-r5 ::=




CHOICE {


dl-AM-RLC-Mode





DL-AM-RLC-Mode-r5,


dl-UM-RLC-Mode





DL-UM-RLC-Mode-r5,


dl-TM-RLC-Mode





DL-TM-RLC-Mode

}

DL-RLC-Mode-r6 ::=




CHOICE {


dl-AM-RLC-Mode





DL-AM-RLC-Mode-r5,


dl-UM-RLC-Mode





DL-UM-RLC-Mode-r6,


dl-TM-RLC-Mode





DL-TM-RLC-Mode

}

DL-RLC-Mode-r7 ::=




CHOICE {


dl-AM-RLC-Mode





DL-AM-RLC-Mode-r7,


dl-UM-RLC-Mode





DL-UM-RLC-Mode-r6,


dl-TM-RLC-Mode





DL-TM-RLC-Mode

}

DL-RLC-StatusInfo ::=



SEQUENCE {


timerStatusProhibit




TimerStatusProhibit




OPTIONAL,


-- dummy is not used in this version of the specification, it should not be sent 


-- and if received they should be ignored.


dummy






TimerEPC






OPTIONAL,


missingPDU-Indicator




BOOLEAN,


timerStatusPeriodic




TimerStatusPeriodic




OPTIONAL

}

DL-TM-RLC-Mode ::=




SEQUENCE {


segmentationIndication




BOOLEAN

}

DL-TransportChannelType ::=


CHOICE {


dch








TransportChannelIdentity,


fach







NULL,


-- The choice “dsch” should not be used in FDD mode, and if received


-- the UE behaviour is unspecified.


dsch







TransportChannelIdentity,


-- The choice “dch-and-dsch” should not be used in FDD mode, and if received the UE


-- behaviour is unspecified


dch-and-dsch





TransportChannelIdentityDCHandDSCH

}

DL-TransportChannelType-r5 ::=


CHOICE {


dch








TransportChannelIdentity,


fach







NULL,


-- The choice “dsch” should not be used in FDD mode, and if received


-- the UE behaviour is unspecified.


dsch







TransportChannelIdentity,


-- The choice “dch-and-dsch” should not be used in FDD mode, and if received the UE 


-- behaviour is unspecified


dch-and-dsch





TransportChannelIdentityDCHandDSCH,


hsdsch







MAC-d-FlowIdentity,


dch-and-hsdsch





MAC-d-FlowIdentityDCHandHSDSCH

}

DL-TransportChannelType-r7 ::=

CHOICE {


dch








TransportChannelIdentity,


fach







NULL,


-- The choice "dsch" should not be used in FDD mode, and if received


-- the UE behaviour is unspecified.


dsch







TransportChannelIdentity,


-- The choice "dch-and-dsch" should not be used in FDD mode, and if received the UE 


-- behaviour is unspecified


dch-and-dsch





TransportChannelIdentityDCHandDSCH,


hsdsch







CHOICE {



mac-hs







MAC-d-FlowIdentity,



mac-ehs







MAC-ehs-QueueId


},


dch-and-hsdsch





CHOICE {



mac-hs







MAC-d-FlowIdentityDCHandHSDSCH,



mac-ehs







MAC-ehs-QueueIdDCHandHSDSCH


}

}

DL-UM-RLC-LI-size ::=




ENUMERATED {











size7, size15 }

DL-UM-RLC-Mode-r5 ::=




SEQUENCE {


dl-UM-RLC-LI-size




DL-UM-RLC-LI-size

}

DL-UM-RLC-Mode-r6 ::=



SEQUENCE {


dl-UM-RLC-LI-size




DL-UM-RLC-LI-size,


dl-Reception-Window-Size


DL-Reception-Window-Size-r6


OPTIONAL

}

ExpectReordering ::=



ENUMERATED {











reorderingNotExpected,











reorderingExpected }

ExplicitDiscard ::=




SEQUENCE {


timerMRW






TimerMRW,


timerDiscard





TimerDiscard,


maxMRW







MaxMRW

}

HeaderCompressionInfo ::=


SEQUENCE {


algorithmSpecificInfo



AlgorithmSpecificInfo

}

HeaderCompressionInfoList ::=

SEQUENCE (SIZE (1..maxPDCPAlgoType)) OF











HeaderCompressionInfo

HeaderCompressionInfo-r4 ::=

SEQUENCE {


algorithmSpecificInfo



AlgorithmSpecificInfo-r4

}

HeaderCompressionInfoList-r4 ::=
SEQUENCE (SIZE (1..maxPDCPAlgoType)) OF











HeaderCompressionInfo-r4

LogicalChannelIdentity ::=


INTEGER (1..15)

LosslessSRNS-RelocSupport ::=

CHOICE {


supported






MaxPDCP-SN-WindowSize,


notSupported





NULL

}

MAC-d-HFN-initial-value ::=


BIT STRING (SIZE (24))
MAC-LogicalChannelPriority ::= 

INTEGER (1..8)

MaxDAT ::=






ENUMERATED {











dat1, dat2, dat3, dat4, dat5, dat6,











dat7, dat8, dat9, dat10, dat15, dat20,











dat25, dat30, dat35, dat40 }

MaxDAT-Retransmissions ::=


SEQUENCE {


maxDAT







MaxDAT,


timerMRW






TimerMRW,


maxMRW







MaxMRW

}

MaxMRW ::=






ENUMERATED {











mm1, mm4, mm6, mm8, mm12, mm16,











mm24, mm32 }

MaxPDCP-SN-WindowSize ::=


ENUMERATED {











sn255, sn65535 }

MaxRST ::=






ENUMERATED {











rst1, rst4, rst6, rst8, rst12,











rst16, rst24, rst32 }

NoExplicitDiscard ::=



ENUMERATED {











dt10, dt20, dt30, dt40, dt50,











dt60, dt70, dt80, dt90, dt100 }

PDCP-Info ::=





SEQUENCE {


losslessSRNS-RelocSupport


LosslessSRNS-RelocSupport


OPTIONAL,


-- TABULAR: pdcp-PDU-Header is MD in the tabular format and it can be encoded


-- in one bit, so the OPTIONAL is removed for compactness.


pdcp-PDU-Header





PDCP-PDU-Header,


headerCompressionInfoList


HeaderCompressionInfoList


OPTIONAL

}

PDCP-Info-r4 ::=




SEQUENCE {


losslessSRNS-RelocSupport


LosslessSRNS-RelocSupport


OPTIONAL,


-- TABULAR: pdcp-PDU-Header is MD in the tabular format and it can be encoded


-- in one bit, so the OPTIONAL is removed for compactness.


pdcp-PDU-Header





PDCP-PDU-Header,


headerCompressionInfoList


HeaderCompressionInfoList-r4

OPTIONAL

}

PDCP-InfoReconfig ::=



SEQUENCE {


pdcp-Info






PDCP-Info,


-- dummy is not used in this version of the specification and


-- it should be ignored.


dummy







INTEGER (0..65535)

}

PDCP-InfoReconfig-r4 ::=


SEQUENCE {


pdcp-Info






PDCP-Info-r4

}

PDCP-PDU-Header ::=




ENUMERATED {











present, absent }

PDCP-ROHC-TargetMode ::=


ENUMERATED { o-Mode, r-Mode }
PDCP-SN-Info ::=




INTEGER (0..65535)

Poll-PDU ::=





ENUMERATED {











pdu1, pdu2, pdu4, pdu8, pdu16, 











pdu32, pdu64, pdu128 }

Poll-SDU ::=





ENUMERATED {











sdu1, sdu4, sdu16, sdu64 }

PollingInfo ::=





SEQUENCE {


timerPollProhibit




TimerPollProhibit




OPTIONAL,


timerPoll






TimerPoll






OPTIONAL,


poll-PDU






Poll-PDU






OPTIONAL,


poll-SDU






Poll-SDU






OPTIONAL,


lastTransmissionPDU-Poll


BOOLEAN,


lastRetransmissionPDU-Poll


BOOLEAN,


pollWindow






PollWindow






OPTIONAL,


timerPollPeriodic




TimerPollPeriodic




OPTIONAL

}

PollWindow ::=





ENUMERATED {











pw50, pw60, pw70, pw80, pw85, 











pw90, pw95, pw99 }

PredefinedConfigIdentity ::=

INTEGER (0..15)

PredefinedConfigValueTag ::=

INTEGER (0..15)

PredefinedRB-Configuration ::=

SEQUENCE {


re-EstablishmentTimer



Re-EstablishmentTimer,


srb-InformationList




SRB-InformationSetupList,


rb-InformationList




RB-InformationSetupList

}

PreDefRadioConfiguration ::=

SEQUENCE {


-- Radio bearer IEs



predefinedRB-Configuration


PredefinedRB-Configuration,


-- Transport channel IEs



preDefTransChConfiguration


PreDefTransChConfiguration,


-- Physical channel IEs



preDefPhyChConfiguration


PreDefPhyChConfiguration

}

PreDefRadioConfiguration-v770ext ::= SEQUENCE {


-- Physical channel IEs



preDefPhyChConfiguration


PreDefPhyChConfiguration-v770ext

}

PredefinedConfigStatusList ::=



SEQUENCE (SIZE (maxPredefConfig)) OF












PredefinedConfigStatusInfo

PredefinedConfigStatusInfo ::=

CHOICE {


storedWithValueTagSameAsPrevius

NULL,


other







CHOICE {



notStored






NULL,



storedWithDifferentValueTag


PredefinedConfigValueTag


}

}

PredefinedConfigStatusListComp ::= SEQUENCE {


setsWithDifferentValueTag


PredefinedConfigSetsWithDifferentValueTag,


otherEntries





PredefinedConfigStatusListVarSz



OPTIONAL

}

PredefinedConfigSetsWithDifferentValueTag ::= SEQUENCE (SIZE (1..2)) OF













PredefinedConfigSetWithDifferentValueTag

PredefinedConfigSetWithDifferentValueTag ::= SEQUENCE {


startPosition







INTEGER (0..10)

DEFAULT 0,


-- numberOfEntries






INTEGER (6..16),

-- numberOfEntries is covered by the size of the list in IE PredefinedConfigValueTagList


valueTagList







PredefinedConfigValueTagList

}

PredefinedConfigValueTagList ::=

SEQUENCE (SIZE (1..maxPredefConfig)) OF












PredefinedConfigValueTag

PredefinedConfigStatusListVarSz ::=

SEQUENCE (SIZE (1..maxPredefConfig)) OF












PredefinedConfigStatusInfo

RAB-Info ::=





SEQUENCE {


rab-Identity





RAB-Identity,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator
OPTIONAL,


re-EstablishmentTimer



Re-EstablishmentTimer

}

RAB-Info-r6-ext ::=




SEQUENCE {


mbms-SessionIdentity



MBMS-SessionIdentity



OPTIONAL

}

RAB-Info-v6b0ext ::=



SEQUENCE {


mbms-ServiceIdentity



OCTET STRING (SIZE (3))

}

RAB-Info-r6 ::=





SEQUENCE {


rab-Identity





RAB-Identity,


mbms-SessionIdentity



MBMS-SessionIdentity



OPTIONAL,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator

OPTIONAL,


re-EstablishmentTimer



Re-EstablishmentTimer

}

RAB-Info-r7 ::=





SEQUENCE {


rab-Identity





RAB-Identity,


mbms-SessionIdentity



MBMS-SessionIdentity



OPTIONAL,


mbms-ServiceIdentity



OCTET STRING (SIZE (3))



OPTIONAL,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator

OPTIONAL,


re-EstablishmentTimer



Re-EstablishmentTimer

}

RAB-InformationList ::=



SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-Info

RAB-InformationList-r6 ::=


SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-Info-r6

RAB-InformationReconfigList ::= 
SEQUENCE (SIZE (1.. maxRABsetup)) OF











RAB-InformationReconfig

RAB-InformationReconfig ::=


SEQUENCE {


rab-Identity





RAB-Identity,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator

}

RAB-Info-Post ::=





SEQUENCE {


rab-Identity





RAB-Identity,


cn-DomainIdentity




CN-DomainIdentity,


nas-Synchronisation-Indicator

NAS-Synchronisation-Indicator
OPTIONAL

}

RAB-InformationMBMSPtp ::=


SEQUENCE {


rb-Identity






RB-Identity,


mbms-ServiceIdentity



OCTET STRING (SIZE (3)),


mbms-SessionIdentity



MBMS-SessionIdentity



OPTIONAL
}

RAB-InformationMBMSPtpList ::=

SEQUENCE (SIZE (1..maxMBMSservSelect)) OF











RAB-InformationMBMSPtp
RAB-InformationSetup ::=


SEQUENCE {


rab-Info






RAB-Info,


rb-InformationSetupList



RB-InformationSetupList

}

RAB-InformationSetup-r4 ::=


SEQUENCE {


rab-Info






RAB-Info,


rb-InformationSetupList



RB-InformationSetupList-r4

}

RAB-InformationSetup-r5 ::=


SEQUENCE {


rab-Info






RAB-Info,


rb-InformationSetupList



RB-InformationSetupList-r5

}

RAB-InformationSetup-r6-ext ::=

SEQUENCE {


rab-Info-r6-ext





RAB-Info-r6-ext

}

RAB-InformationSetup-r6 ::=


SEQUENCE {


rab-Info






RAB-Info-r6,


rb-InformationSetupList



RB-InformationSetupList-r6

}

RAB-InformationSetup-v6b0ext ::=
SEQUENCE {


rab-Info-v6b0ext




RAB-Info-v6b0ext


OPTIONAL

}

RAB-InformationSetup-r7 ::=


SEQUENCE {


rab-Info






RAB-Info-r7,


rb-InformationSetupList



RB-InformationSetupList-r7

}

RAB-InformationSetup-v820ext ::=
SEQUENCE {


cs-HSPA-Information




CS-HSPA-Information


OPTIONAL
}
RAB-InformationSetupList ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup

RAB-InformationSetupList-r4 ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup-r4

RAB-InformationSetupList-r5 ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup-r5

RAB-InformationSetupList-r6 ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup-r6

-- The IE 'RAB-InformationSetupList-r6-ext' provides elements of extension information, which

-- are added to the corresponding elements of the IE 'RAB-InformationSetupList/-r4/-r5'.

RAB-InformationSetupList-r6-ext ::= SEQUENCE (SIZE (1..maxRABsetup)) OF










RAB-InformationSetup-r6-ext
RAB-InformationSetupList-v6b0ext ::= SEQUENCE (SIZE (1..maxRABsetup)) OF










RAB-InformationSetup-v6b0ext
RAB-InformationSetupList-r7 ::=

SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup-r7

RAB-InformationSetupList-v820ext ::= SEQUENCE (SIZE (1..maxRABsetup)) OF











RAB-InformationSetup-v820ext
CS-HSPA-Information ::=


SEQUENCE {


ul-AMR-Rate






UL-AMR-Rate



OPTIONAL,


max-Jitter-Delay




MAX-Jitter-Delay

OPTIONAL
}
MAX-Jitter-Delay ::=



INTEGER (20..200)

RB-ActivationTimeInfo ::=


SEQUENCE {


rb-Identity






RB-Identity,


rlc-SequenceNumber




RLC-SequenceNumber

}


RB-ActivationTimeInfoList ::=

SEQUENCE (SIZE (1..maxRB)) OF











RB-ActivationTimeInfo

RB-COUNT-C-Information ::=


SEQUENCE {


rb-Identity






RB-Identity,


count-C-UL






COUNT-C,


count-C-DL






COUNT-C

}

RB-COUNT-C-InformationList ::=

SEQUENCE (SIZE (1..maxRBallRABs)) OF











RB-COUNT-C-Information

RB-COUNT-C-MSB-Information ::=

SEQUENCE {


rb-Identity






RB-Identity,


count-C-MSB-UL





COUNT-C-MSB,


count-C-MSB-DL





COUNT-C-MSB

}

RB-COUNT-C-MSB-InformationList ::=
SEQUENCE (SIZE (1..maxRBallRABs)) OF











RB-COUNT-C-MSB-Information

RB-Identity ::=





INTEGER (1..32)

RB-IdentityList ::=




SEQUENCE (SIZE (1..maxRB)) OF











RB-Identity

RB-InformationAffected ::=


SEQUENCE {


rb-Identity






RB-Identity,


rb-MappingInfo





RB-MappingInfo

}

RB-InformationAffected-r5 ::=

SEQUENCE {


rb-Identity






RB-Identity,


rb-MappingInfo





RB-MappingInfo-r5

}

RB-InformationAffected-r6 ::=

SEQUENCE {


rb-Identity






RB-Identity,


rb-MappingInfo





RB-MappingInfo-r6

}

RB-InformationAffected-r7 ::=

SEQUENCE {


rb-Identity






RB-Identity,


rb-MappingInfo





RB-MappingInfo-r7

}

RB-InformationAffectedList ::= 

SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationAffected

RB-InformationAffectedList-r5 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationAffected-r5

RB-InformationAffectedList-r6 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationAffected-r6

RB-InformationAffectedList-r7 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationAffected-r7

RB-InformationChanged-r6 ::=

SEQUENCE {


rb-Identity






RB-Identity,


rb-Change






CHOICE {



release







NULL,



re-mapToDefaultRb




RB-Identity


}

}

RB-InformationChangedList-r6 ::= 

SEQUENCE (SIZE (1..maxRB)) OF












RB-InformationChanged-r6

RB-InformationReconfig ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig




OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info






OPTIONAL,


rb-MappingInfo





RB-MappingInfo





OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfig-r4 ::=

SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig-r4



OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info






OPTIONAL,


rb-MappingInfo





RB-MappingInfo





OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfig-r5 ::=

SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig-r4



OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info-r5






OPTIONAL,


rb-MappingInfo





RB-MappingInfo-r5




OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfig-r6 ::=

SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig-r4



OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info-r6






OPTIONAL,


rb-MappingInfo





RB-MappingInfo-r6




OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfig-r7 ::=

SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig-r4



OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info-r7






OPTIONAL,


rb-MappingInfo





RB-MappingInfo-r7




OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfigList ::= 

SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig

RB-InformationReconfigList-r4 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig-r4

RB-InformationReconfigList-r5 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig-r5

RB-InformationReconfigList-r6 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig-r6

RB-InformationReconfigList-r7 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig-r7

RB-InformationReleaseList ::=

SEQUENCE (SIZE (1..maxRB)) OF











RB-Identity

RB-InformationSetup ::=



SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}

RB-InformationSetup-r4 ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info-r4





OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}

RB-InformationSetup-r5 ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info-r4





OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r5,


rb-MappingInfo





RB-MappingInfo-r5

}

RB-InformationSetup-r6 ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info-r4





OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r6,


rb-MappingInfo





RB-MappingInfo-r6

}

RB-InformationSetup-r7 ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info-r4





OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r7,


rb-MappingInfo





RB-MappingInfo-r7

}

RB-InformationSetupList ::=


SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup

RB-InformationSetupList-r4 ::=

SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup-r4

RB-InformationSetupList-r5 ::=

SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup-r5

RB-InformationSetupList-r6 ::=

SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup-r6

RB-InformationSetupList-r7 ::=

SEQUENCE (SIZE (1..maxRBperRAB)) OF











RB-InformationSetup-r7

RB-MappingInfo ::=




SEQUENCE (SIZE (1..maxRBMuxOptions)) OF











RB-MappingOption

RB-MappingInfo-r5 ::=



SEQUENCE (SIZE (1..maxRBMuxOptions)) OF











RB-MappingOption-r5

RB-MappingInfo-r6 ::=



SEQUENCE (SIZE (1..maxRBMuxOptions)) OF











RB-MappingOption-r6

RB-MappingInfo-r7 ::=



SEQUENCE (SIZE (1..maxRBMuxOptions)) OF











RB-MappingOption-r7

-- Actual bit rate per each bit is defined in TS 26.101 and TS 26.201
UL-AMR-Rate ::=





BIT STRING (SIZE(9))
RB-MappingOption ::= 



SEQUENCE {


ul-LogicalChannelMappings


UL-LogicalChannelMappings


OPTIONAL,


dl-LogicalChannelMappingList

DL-LogicalChannelMappingList

OPTIONAL

}

RB-MappingOption-r5 ::= 



SEQUENCE {


ul-LogicalChannelMappings


UL-LogicalChannelMappings


OPTIONAL,


dl-LogicalChannelMappingList

DL-LogicalChannelMappingList-r5

OPTIONAL

}

RB-MappingOption-r6 ::= 



SEQUENCE {


ul-LogicalChannelMappings


UL-LogicalChannelMappings-r6

OPTIONAL,


dl-LogicalChannelMappingList

DL-LogicalChannelMappingList-r5

OPTIONAL

}

RB-MappingOption-r7 ::= 



SEQUENCE {


ul-LogicalChannelMappings


UL-LogicalChannelMappings-r6

OPTIONAL,


dl-LogicalChannelMappingList

DL-LogicalChannelMappingList-r7

OPTIONAL

}

RB-PDCPContextRelocation ::=


SEQUENCE {


rb-Identity







RB-Identity,


dl-RFC3095-Context-Relocation


BOOLEAN,


ul-RFC3095-Context-Relocation


BOOLEAN

}

RB-PDCPContextRelocationList ::=


SEQUENCE (SIZE (1..maxRBallRABs)) OF












RB-PDCPContextRelocation

RB-StopContinue ::=




ENUMERATED {











stopRB, continueRB }

RB-WithPDCP-Info ::=



SEQUENCE {


rb-Identity






RB-Identity,


pdcp-SN-Info





PDCP-SN-Info

}

RB-WithPDCP-InfoList ::=


SEQUENCE (SIZE (1..maxRBallRABs)) OF











RB-WithPDCP-Info

ReceivingWindowSize ::=



ENUMERATED {











rw1, rw8, rw16, rw32, rw64, rw128, rw256,











rw512, rw768, rw1024, rw1536, rw2047, 











rw2560, rw3072, rw3584, rw4095 }

RFC2507-Info ::=




SEQUENCE {


f-MAX-PERIOD





INTEGER (1..65535)




DEFAULT 256,


f-MAX-TIME






INTEGER (1..255)




DEFAULT 5,


max-HEADER






INTEGER (60..65535)




DEFAULT 168,


tcp-SPACE






INTEGER (3..255)




DEFAULT 15,


non-TCP-SPACE





INTEGER (3..65535)




DEFAULT 15,


-- TABULAR: expectReordering has only two possible values, so using Optional or Default


-- would be wasteful


expectReordering




ExpectReordering

}

RFC3095-Info-r4 ::=



SEQUENCE {


rohcProfileList





ROHC-ProfileList-r4,


ul-RFC3095






UL-RFC3095-r4





OPTIONAL,

dl-RFC3095






DL-RFC3095-r4





OPTIONAL
}

RLC-Info ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode






DL-RLC-Mode






OPTIONAL

}

RLC-Info-r5 ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode






DL-RLC-Mode-r5





OPTIONAL,


rlc-OneSidedReEst




BOOLEAN

}

RLC-Info-r6 ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode






DL-RLC-Mode-r6





OPTIONAL,


rlc-OneSidedReEst




BOOLEAN,


altE-bitInterpretation



ENUMERATED { true }




OPTIONAL

}

RLC-Info-r7 ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode






DL-RLC-Mode-r7





OPTIONAL,


rlc-OneSidedReEst




BOOLEAN,


altE-bitInterpretation



ENUMERATED { true }




OPTIONAL,


useSpecialValueOfHEField


ENUMERATED { true }




OPTIONAL

}

RLC-Info-MCCH-r6 ::=



SEQUENCE {


dl-UM-RLC-LI-size




DL-UM-RLC-LI-size,


dl-UM-RLC-OutOSeqDelivery-Info

UM-RLC-OutOSeqDelivery-Info-r6

OPTIONAL

}

RLC-Info-MSCH-r6 ::=



SEQUENCE {


dl-UM-RLC-LI-size




DL-UM-RLC-LI-size

}

RLC-Info-MTCH-r6 ::=



SEQUENCE {


dl-UM-RLC-LI-size




DL-UM-RLC-LI-size,


dl-UM-RLC-DuplAvoid-Reord-Info

UM-RLC-DuplAvoid-Reord-Info-r6

OPTIONAL

}

RLC-InfoChoice ::=




CHOICE {


rlc-Info






RLC-Info,


same-as-RB






RB-Identity

}

RLC-InfoChoice-r5 ::=



CHOICE {


rlc-Info






RLC-Info-r5,


same-as-RB






RB-Identity

}

RLC-InfoChoice-r6 ::=



CHOICE {


rlc-Info






RLC-Info-r6,


same-as-RB






RB-Identity

}

RLC-InfoChoice-r7 ::=



CHOICE {


rlc-Info






RLC-Info-r7,


same-as-RB






RB-Identity

}

RLC-PDU-Size ::=




OctetModeRLC-SizeInfoType1

RLC-PDU-SizeList ::=



SEQUENCE (SIZE (1..maxRLCPDUsizePerLogChan)) OF










RLC-PDU-Size

RLC-SequenceNumber ::=



INTEGER (0..4095)

RLC-SizeInfo ::=




SEQUENCE {


rlc-SizeIndex





INTEGER (1..maxTF)

}

RLC-SizeExplicitList ::=


SEQUENCE (SIZE
(1..maxTF))
OF











RLC-SizeInfo

ROHC-Profile-r4 ::=




INTEGER (1..3)

ROHC-ProfileList-r4 ::=



SEQUENCE (SIZE
(1..maxROHC-Profile-r4))
OF











ROHC-Profile-r4

ROHC-PacketSize-r4 ::=



INTEGER (2..1500)

ROHC-PacketSizeList-r4 ::=


SEQUENCE (SIZE
(1..maxROHC-PacketSizes-r4))
OF











ROHC-PacketSize-r4

SRB-InformationSetup ::=


SEQUENCE {


-- The default value for rb-Identity is the smallest value not used yet.


rb-Identity






RB-Identity






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}

SRB-InformationSetup-r5 ::=


SEQUENCE {


-- The default value for rb-Identity is the smallest value not used yet.


rb-Identity






RB-Identity






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r5,


rb-MappingInfo





RB-MappingInfo-r5

}

SRB-InformationSetup-r6 ::=


SEQUENCE {


-- The default value for rb-Identity is the smallest value not used yet.


rb-Identity






RB-Identity






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r6,


rb-MappingInfo





RB-MappingInfo-r6

}

SRB-InformationSetup-r7 ::=


SEQUENCE {


-- The default value for rb-Identity is the smallest value not used yet.


rb-Identity






RB-Identity






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice-r7,


rb-MappingInfo





RB-MappingInfo-r7

}

SRB-InformationSetupList ::=

SEQUENCE (SIZE (1..maxSRBsetup)) OF











SRB-InformationSetup

SRB-InformationSetupList-r5 ::=

SEQUENCE (SIZE (1..maxSRBsetup)) OF











SRB-InformationSetup-r5

SRB-InformationSetupList-r6 ::=

SEQUENCE (SIZE (1..maxSRBsetup)) OF











SRB-InformationSetup-r6

SRB-InformationSetupList-r7 ::=

SEQUENCE (SIZE (1..maxSRBsetup)) OF











SRB-InformationSetup-r7

SRB-InformationSetupList2 ::=

SEQUENCE (SIZE (3..4)) OF











SRB-InformationSetup

SRB-InformationSetupList2-r6 ::=
SEQUENCE (SIZE (3..4)) OF











SRB-InformationSetup-r6

SRB-InformationSetupList2-r7 ::=
SEQUENCE (SIZE (3..4)) OF











SRB-InformationSetup-r7

TimerDAR-r6 ::=





ENUMERATED {











ms40, ms80, ms120, ms160, ms240, ms320, ms480, ms640,











ms960, ms1280, ms1920, ms2560, ms3840, ms5120 }

TimerDiscard ::=




ENUMERATED {











td0-1, td0-25, td0-5, td0-75,











td1, td1-25, td1-5, td1-75,











td2, td2-5, td3, td3-5, td4,











td4-5, td5, td7-5 }

TimerEPC ::=





ENUMERATED {











te50, te60, te70, te80, te90,











te100, te120, te140, te160, te180,











te200, te300, te400, te500, te700,











te900 }

TimerMRW ::=





ENUMERATED {











te50, te60, te70, te80, te90, te100, 











te120, te140, te160, te180, te200, 











te300, te400, te500, te700, te900 }

TimerOSD-r6 ::=





ENUMERATED {











ms40, ms80, ms120, ms160, ms240, ms320, ms480, ms640,











ms960, ms1280, ms1920, ms2560, ms3840, ms5120 }

TimerPoll ::=





ENUMERATED {











tp10, tp20, tp30, tp40, tp50,











tp60, tp70, tp80, tp90, tp100,











tp110, tp120, tp130, tp140, tp150,











tp160, tp170, tp180, tp190, tp200,











tp210, tp220, tp230, tp240, tp250,











tp260, tp270, tp280, tp290, tp300,











tp310, tp320, tp330, tp340, tp350,











tp360, tp370, tp380, tp390, tp400,











tp410, tp420, tp430, tp440, tp450,











tp460, tp470, tp480, tp490, tp500,











tp510, tp520, tp530, tp540, tp550,











tp600, tp650, tp700, tp750, tp800,











tp850, tp900, tp950, tp1000 }

TimerPollPeriodic ::=



ENUMERATED {











tper100, tper200, tper300, tper400,











tper500, tper750, tper1000, tper2000 }

TimerPollProhibit ::=



ENUMERATED {











tpp10, tpp20, tpp30, tpp40, tpp50,











tpp60, tpp70, tpp80, tpp90, tpp100,











tpp110, tpp120, tpp130, tpp140, tpp150,











tpp160, tpp170, tpp180, tpp190, tpp200,











tpp210, tpp220, tpp230, tpp240, tpp250,











tpp260, tpp270, tpp280, tpp290, tpp300,











tpp310, tpp320, tpp330, tpp340, tpp350,











tpp360, tpp370, tpp380, tpp390, tpp400,











tpp410, tpp420, tpp430, tpp440, tpp450,











tpp460, tpp470, tpp480, tpp490, tpp500,











tpp510, tpp520, tpp530, tpp540, tpp550,











tpp600, tpp650, tpp700, tpp750, tpp800,











tpp850, tpp900, tpp950, tpp1000 }

TimerRST ::=





ENUMERATED {











tr50, tr100, tr150, tr200, tr250, tr300, 











tr350, tr400, tr450, tr500, tr550,











tr600, tr700, tr800, tr900, tr1000 }

TimerStatusPeriodic ::=



ENUMERATED {











tsp100, tsp200,
tsp300, tsp400, tsp500,











tsp750, tsp1000, tsp2000 }

TimerStatusProhibit ::=



ENUMERATED {











tsp10,tsp20,tsp30,tsp40,tsp50,











tsp60,tsp70,tsp80,tsp90,tsp100,











tsp110,tsp120,tsp130,tsp140,tsp150,











tsp160,tsp170,tsp180,tsp190,tsp200,











tsp210,tsp220,tsp230,tsp240,tsp250,











tsp260,tsp270,tsp280,tsp290,tsp300,











tsp310,tsp320,tsp330,tsp340,tsp350,











tsp360,tsp370,tsp380,tsp390,tsp400,











tsp410,tsp420,tsp430,tsp440,tsp450,











tsp460,tsp470,tsp480,tsp490,tsp500,











tsp510,tsp520,tsp530,tsp540,tsp550,











tsp600,tsp650,tsp700,tsp750,tsp800,











tsp850,tsp900,tsp950,tsp1000 }

TransmissionRLC-Discard ::=


CHOICE {


timerBasedExplicit




ExplicitDiscard,


timerBasedNoExplicit



NoExplicitDiscard,


maxDAT-Retransmissions



MaxDAT-Retransmissions,


noDiscard






MaxDAT

}

TransmissionWindowSize ::=


ENUMERATED {











tw1, tw8, tw16, tw32, tw64, tw128, tw256,











tw512, tw768, tw1024, tw1536, tw2047, 











tw2560, tw3072, tw3584, tw4095 }

UL-AM-RLC-Mode ::=




SEQUENCE {


transmissionRLC-Discard



TransmissionRLC-Discard,


transmissionWindowSize



TransmissionWindowSize,


timerRST






TimerRST,


max-RST







MaxRST,


pollingInfo






PollingInfo






OPTIONAL

}

UL-CounterSynchronisationInfo ::=

SEQUENCE {


rB-WithPDCP-InfoList




RB-WithPDCP-InfoList 
OPTIONAL,


startList







STARTList

}

UL-LogicalChannelMapping ::=

SEQUENCE {


-- TABULAR: UL-TransportChannelType contains TransportChannelIdentity as well.


ul-TransportChannelType



UL-TransportChannelType,


logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL,


rlc-SizeList





CHOICE {



allSizes






NULL,



configured






NULL,



explicitList





RLC-SizeExplicitList


},


mac-LogicalChannelPriority


MAC-LogicalChannelPriority

}

UL-LogicalChannelMapping-r6 ::=

SEQUENCE {


ul-TrCH-Type





CHOICE {



dch-rach-usch





SEQUENCE {




-- TABULAR: UL-TransportChannelType contains TransportChannelIdentity as well.




ul-TransportChannelType



UL-TransportChannelType,




logicalChannelIdentity



LogicalChannelIdentity



OPTIONAL,




rlc-SizeList





CHOICE {





allSizes






NULL,





configured






NULL,





explicitList





RLC-SizeExplicitList




}



},



e-dch







SEQUENCE {




logicalChannelIdentity



LogicalChannelIdentity,




e-DCH-MAC-d-FlowIdentity


E-DCH-MAC-d-FlowIdentity,




ddi








DDI,




rlc-PDU-SizeList




RLC-PDU-SizeList,




includeInSchedulingInfo



BOOLEAN



}


},


mac-LogicalChannelPriority


MAC-LogicalChannelPriority

}

UL-LogicalChannelMappingList ::=
SEQUENCE {


-- rlc-LogicalChannelMappingIndicator shall be set to TRUE in this version


-- of the specification


rlc-LogicalChannelMappingIndicator
BOOLEAN,


ul-LogicalChannelMapping


SEQUENCE (SIZE (maxLoCHperRLC)) OF











UL-LogicalChannelMapping

}

UL-LogicalChannelMappingList-r6 ::=
SEQUENCE {


-- rlc-LogicalChannelMappingIndicator shall be set to TRUE in this version


-- of the specification


rlc-LogicalChannelMappingIndicator
BOOLEAN,


ul-LogicalChannelMapping


SEQUENCE (SIZE (maxLoCHperRLC)) OF












UL-LogicalChannelMapping-r6

}

UL-LogicalChannelMappings ::=

CHOICE {


oneLogicalChannel




UL-LogicalChannelMapping,


twoLogicalChannels




UL-LogicalChannelMappingList

}

UL-LogicalChannelMappings-r6 ::=
CHOICE {


oneLogicalChannel




UL-LogicalChannelMapping-r6,


twoLogicalChannels




UL-LogicalChannelMappingList-r6

}

UL-RFC3095-r4 ::=




SEQUENCE {

-- dummy1 is not used in this version of the specification and shall be ignored by the receiver.

dummy1







CID-InclusionInfo-r4,

max-CID







INTEGER (1..16383)




DEFAULT 15,

-- dummy is not used in this version of the specification and


-- it should be ignored by the receiver.


dummy







ROHC-PacketSizeList-r4
}
UL-RLC-Mode ::=





CHOICE {


ul-AM-RLC-Mode





UL-AM-RLC-Mode,


ul-UM-RLC-Mode





UL-UM-RLC-Mode,


ul-TM-RLC-Mode





UL-TM-RLC-Mode,


spare







NULL

}

UL-TM-RLC-Mode ::=




SEQUENCE {


transmissionRLC-Discard



TransmissionRLC-Discard



OPTIONAL,


segmentationIndication



BOOLEAN

}

UL-UM-RLC-Mode ::=




SEQUENCE {


transmissionRLC-Discard



TransmissionRLC-Discard



OPTIONAL

}

UL-TransportChannelType ::=


CHOICE {


dch








TransportChannelIdentity,


rach







NULL,


-- dummy is not used in this version of the specification and


-- if received the UE behaviour is not specified.


dummy







NULL,


usch







TransportChannelIdentity

}

UM-RLC-DuplAvoid-Reord-Info-r6 ::=
SEQUENCE {


timer-DAR






TimerDAR-r6,


widowSize-DAR





WindowSizeDAR-r6

}

UM-RLC-OutOSeqDelivery-Info-r6 ::=
SEQUENCE {


timer-OSD






TimerOSD-r6






OPTIONAL,


windowSize-OSD





WindowSizeOSD-r6

}

WindowSizeDAR-r6 ::=



ENUMERATED {











ws4, ws8, ws16, ws32, ws40, ws48,











ws56, ws64 }

WindowSizeOSD-r6 ::=



ENUMERATED {











ws8, ws16, ws32, ws40, ws48,











ws56, ws64 }

/* Unchanged part of ASN.1 is omitted. */ 

11.4
Constant definitions

Constant-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

hiPDSCHidentities


INTEGER ::= 64

hiPUSCHidentities


INTEGER ::= 64

hiRM





INTEGER ::= 256

maxAC





INTEGER ::= 16

maxAdditionalMeas 


INTEGER ::= 4

maxASC





INTEGER ::= 8

maxASCmap




INTEGER ::= 7

maxASCpersist



INTEGER ::= 6

maxCCTrCH




INTEGER ::= 8

maxCellMeas 



INTEGER ::= 32

maxCellMeas-1



INTEGER ::= 31

maxCNdomains



INTEGER ::= 4

maxCommonHRNTI



INTEGER ::= 4

maxCommonQueueID


INTEGER ::= 2

maxCPCHsets




INTEGER ::= 16

maxDPCH-DLchan



INTEGER ::= 8

maxDPDCH-UL




INTEGER ::= 6

maxDRACclasses



INTEGER ::= 8

maxE-DCHMACdFlow


INTEGER ::= 8

maxE-DCHMACdFlow-1


INTEGER ::= 7
maxEDCHRL




INTEGER ::= 4
maxFACHPCH




INTEGER ::= 8

maxFreq





INTEGER ::= 8

maxFreqBandsFDD



INTEGER ::= 8

maxFreqBandsFDD-ext


INTEGER ::= 15
-- maxFreqBandsFDD-ext ::= 22 – (maxFreqBandsFDD – 1)
maxFreqBandsTDD



INTEGER ::= 4

maxFreqBandsGSM



INTEGER ::= 16

maxGANSS




INTEGER ::= 8

maxGANSS-1




INTEGER ::= 7
maxGANSSSat




INTEGER ::= 64

maxGANSSSat-1



INTEGER ::= 63
maxGERAN-SI




INTEGER ::= 8

maxGSMTargetCells


INTEGER ::= 32

maxHProcesses 



INTEGER ::= 8

maxHS-SCCHLessTrBlk


INTEGER ::= 4

maxHSDSCHTBIndex


INTEGER ::= 64

maxHSDSCHTBIndex-tdd384

INTEGER ::= 512

maxHSSCCHs




INTEGER ::= 4

maxInterSysMessages 

INTEGER ::= 4

maxLoCHperRLC



INTEGER ::= 2

maxMAC-d-PDUsizes


INTEGER ::= 8
maxMBMS-CommonCCTrCh

INTEGER ::= 32

maxMBMS-CommonPhyCh


INTEGER ::= 32

maxMBMS-CommonRB


INTEGER ::= 32

maxMBMS-CommonTrCh


INTEGER ::= 32

maxMBMS-Freq



INTEGER ::= 4

maxMBMS-L1CP



INTEGER ::= 4

maxMBMSservCount


INTEGER ::= 8

maxMBMSservModif


INTEGER ::= 32

maxMBMSservSched


INTEGER ::= 16

maxMBMSservSelect


INTEGER ::= 8

maxMBMSservUnmodif


INTEGER ::= 64

maxMBMSTransmis



INTEGER ::= 4

maxMBSFNClusters


INTEGER ::= 16

maxMeasEvent



INTEGER ::= 8

maxMeasIntervals


INTEGER ::= 3

maxMeasParEvent



INTEGER ::= 2

maxNumCDMA2000Freqs


INTEGER ::=  8

maxNumE-AGCH



INTEGER ::= 4

maxNumE-HICH



INTEGER ::= 4

maxNumGSMFreqRanges


INTEGER ::= 32

maxNumFDDFreqs



INTEGER ::=  8

maxNumTDDFreqs



INTEGER ::=  8
maxNoOfMeas




INTEGER ::= 16

maxOtherRAT




INTEGER ::= 15

maxOtherRAT-16



INTEGER ::= 16

maxPage1




INTEGER ::= 8

maxPCPCH-APsig



INTEGER ::= 16

maxPCPCH-APsubCh


INTEGER ::= 12

maxPCPCH-CDsig



INTEGER ::= 16

maxPCPCH-CDsubCh


INTEGER ::= 12

maxPCPCH-SF




INTEGER ::= 7

maxPCPCHs




INTEGER ::= 64

maxPDCPAlgoType



INTEGER ::= 8

maxPDSCH




INTEGER ::= 8

maxPDSCH-TFCIgroups
 

INTEGER ::= 256

maxPRACH




INTEGER ::= 16

maxPRACH-FPACH



INTEGER ::= 8

maxPredefConfig



INTEGER ::= 16

maxPUSCH




INTEGER ::= 8

maxQueueIDs




INTEGER ::= 8

maxRABsetup




INTEGER ::= 16

maxRAT





INTEGER ::= 16

maxRB





INTEGER ::= 32

maxRBallRABs



INTEGER ::= 27

maxRBMuxOptions



INTEGER ::= 8

maxRBperRAB




INTEGER ::= 8

maxRBperTrCh



INTEGER ::= 16

maxReportedGSMCells


INTEGER ::= 8

maxRL





INTEGER ::= 8

maxRL-1





INTEGER ::= 7

maxRLCPDUsizePerLogChan

INTEGER ::= 32
maxRFC3095-CID



INTEGER ::= 16384

maxROHC-PacketSizes-r4

INTEGER ::= 16

maxROHC-Profile-r4


INTEGER ::= 8

maxSat





INTEGER ::= 16

maxSatClockModels


INTEGER ::= 4
maxSCCPCH




INTEGER ::= 16

maxSgnType




INTEGER ::= 8
maxSIB





INTEGER ::= 32

maxSIB-FACH




INTEGER ::= 8

maxSIBperMsg



INTEGER ::= 16

maxSRBsetup




INTEGER ::= 8

maxSystemCapability


INTEGER ::= 16

maxTDD128Carrier


INTEGER ::= 6
maxTF





INTEGER ::= 32

maxTF-CPCH




INTEGER ::= 16

maxTFC





INTEGER ::= 1024

maxTFCsub




INTEGER ::= 1024

maxTFCI-2-Combs
 


INTEGER ::= 512

maxTGPS





INTEGER ::= 6

maxTrCH





INTEGER ::= 32

-- maxTrCHpreconf should be 16 but has been set to 32 for compatibility

maxTrCHpreconf



INTEGER ::= 32

maxTS





INTEGER ::= 14

maxTS-1





INTEGER ::= 13 

maxTS-2





INTEGER ::= 12

maxTS-LCR




INTEGER ::= 6

maxTS-LCR-1




INTEGER ::= 5 

maxURA





INTEGER ::= 8

maxURNTI-Group



INTEGER ::= 8

END

11.5
RRC information between network nodes

Internode-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


HandoverToUTRANCommand,


MeasurementReport,


PhysicalChannelReconfiguration,


RadioBearerReconfiguration,


RadioBearerRelease,


RadioBearerSetup,


RRCConnectionSetupComplete-r3-add-ext-IEs,


RRC-FailureInfo,


TransportChannelReconfiguration,


UECapabilityInformation-r3-add-ext-IEs
FROM PDU-definitions

-- Core Network IEs :


CN-DomainIdentity,

CN-DomainInformationList,


CN-DomainInformationListFull,


CN-DRX-CycleLengthCoefficient,


NAS-SystemInformationGSM-MAP,

-- UTRAN Mobility IEs :


CellIdentity,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


C-RNTI,


ChipRateCapability,


DL-CapabilityWithSimultaneousHS-DSCHConfig,


DL-PhysChCapabilityFDD-v380ext,


DL-PhysChCapabilityTDD,


DL-PhysChCapabilityTDD-LCR-r4,


GSM-Measurements,


HSDSCH-physical-layer-category,


FailureCauseWithProtErr,

MaxHcContextSpace,


MaximumAM-EntityNumberRLC-Cap,


MaximumRLC-WindowSize,


MaxNoPhysChBitsReceived,


MaxNoDPDCH-BitsTransmitted,


MaxPhysChPerFrame,


MaxPhysChPerSubFrame-r4,


MaxPhysChPerTS,


MaxROHC-ContextSessions-r4,


MaxTS-PerFrame,


MaxTS-PerSubFrame-r4,


MinimumSF-DL,


MultiModeCapability,

MultiRAT-Capability,


NetworkAssistedGPS-Supported,


PhysicalChannelCapability-edch-r6,


RadioFrequencyBandTDDList,


RLC-Capability,


RRC-MessageSequenceNumber,


SecurityCapability,


SimultaneousSCCPCH-DPCH-Reception,


STARTList,


STARTSingle,


START-Value,


SupportOfDedicatedPilotsForChEstimation,


T-305,


TransportChannelCapability,


TxRxFrequencySeparation,


U-RNTI,


UE-CapabilityContainer-IEs,

UE-GANSSPositioning-Capability,

UE-MultiModeRAT-Capability,


UE-PowerClassExt,


UE-RadioAccessCapabBandFDDList,


UE-RadioAccessCapabBandFDDList2,

UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,

UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UL-PhysChCapabilityFDD,


UL-PhysChCapabilityFDD-r6,

UL-PhysChCapabilityTDD,


UL-PhysChCapabilityTDD-LCR-r4,

-- Radio Bearer IEs :


PredefinedConfigStatusList,


PredefinedConfigValueTag,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RAB-InformationSetupList-v820ext,

RB-Identity,


SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,

-- Transport Channel IEs :


CPCH-SetID,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DRAC-StaticInformationList,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-AddReconfTransChInfoList,

UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,

-- Physical Channel IEs :


PrimaryCPICH-Info,


TPC-CombinationIndex,


ScramblingCodeChange,


TGCFN,


TGPSI,


TGPS-ConfigurationParams,
-- Measurement IEs :


Event1j-r6,


Hysteresis,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,


IntraFreqEvent-1d-r5,


IntraFreqReportingCriteria-1b-r5,


InterRATCellInfoIndication,


MeasuredResultsOnRACHinterFreq,

MeasurementIdentity,


MeasurementReportingMode,


MeasurementType,


MeasurementType-r4,


MeasurementType-r6,


MeasurementType-r7,


AdditionalMeasurementID-List,


PositionEstimate,

ReportingCellStatus,


ThresholdSFN-GPS-TOW-us,


TimeToTrigger,

-- MBMS IEs :


MBMS-JoinedInformation-r6,


MBMS-SelectedServiceInfo,
-- Other IEs :


GERANIu-RadioAccessCapability,


GSM-MS-RadioAccessCapability,


InterRAT-UE-RadioAccessCapabilityList,


InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-RadioAccessCapability-v690ext,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT

FROM InformationElements


maxCNdomains,

maxGANSS,

maxNoOfMeas,


maxRB,


maxRBallRABs,


maxRFC3095-CID,


maxSRBsetup,


maxRL,


maxTGPS

FROM Constant-definitions;

-- Part 1: Class definitions similar to what has been defined in 11.1 for RRC messages

-- Information that is tranferred in the same direction and across the same path is grouped

-- ***************************************************

--

-- RRC information, to target RNC

--

-- ***************************************************
-- RRC Information to target RNC sent either from source RNC or from another RAT

ToTargetRNC-Container ::= CHOICE {


interRATHandoverInfo



InterRATHandoverInfoWithInterRATCapabilities-r3,


srncRelocation





SRNC-RelocationInfo-r3,


rfc3095-ContextInfo




RFC3095-ContextInfo-r5,


extension






NULL

}

-- ***************************************************

--

-- RRC information, target RNC to source RNC

--

-- ***************************************************
TargetRNC-ToSourceRNC-Container ::= CHOICE {


radioBearerSetup




RadioBearerSetup,


radioBearerReconfiguration


RadioBearerReconfiguration,


radioBearerRelease




RadioBearerRelease,


transportChannelReconfiguration

TransportChannelReconfiguration,


physicalChannelReconfiguration

PhysicalChannelReconfiguration,


rrc-FailureInfo





RRC-FailureInfo,


-- IE dl-DCCHmessage consists of an octet string that includes the IE DL-DCCH-Message

dL-DCCHmessage





OCTET STRING,

extension






NULL

}

-- Part 2: Container definitions, similar to the PDU definitions in 11.2 for RRC messages

-- In alphabetical order

-- ***************************************************

--

-- Handover to UTRAN information

--

-- ***************************************************
InterRATHandoverInfoWithInterRATCapabilities-r3 ::= CHOICE {


r3







SEQUENCE {



-- IE InterRATHandoverInfoWithInterRATCapabilities-r3-IEs also 



-- includes non critical extensions



interRATHandoverInfo-r3


InterRATHandoverInfoWithInterRATCapabilities-r3-IEs,



v390NonCriticalExtensions

SEQUENCE {




interRATHandoverInfoWithInterRATCapabilities-v390ext











InterRATHandoverInfoWithInterRATCapabilities-v390ext-IEs,




-- Reserved for future non critical extension




v690NonCriticalExtensions

SEQUENCE {




interRATHandoverInfoWithInterRATCapabilities-v690ext











InterRATHandoverInfoWithInterRATCapabilities-v690ext-IEs,





nonCriticalExtensions


SEQUENCE {}
OPTIONAL




}

OPTIONAL


}

OPTIONAL

},


criticalExtensions



SEQUENCE {}

}

InterRATHandoverInfoWithInterRATCapabilities-r3-IEs ::=

SEQUENCE {



-- The order of the IEs may not reflect the tabular format



--  but has been chosen to simplify the handling of the information in the BSC


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,



-- interRATHandoverInfo, Octet string is used to obtain 8 bit length field prior to 



-- actual information.  This makes it possible for BSS to transparently handle information



-- received via GSM air interface even when it includes non critical extensions.



-- The octet string shall include the InterRATHandoverInfo information


-- The BSS can re-use the 44.018 length field received from the MS



interRATHandoverInfo


OCTET STRING (SIZE (0..255))
}

InterRATHandoverInfoWithInterRATCapabilities-v390ext-IEs ::= SEQUENCE {


-- User equipment IEs



failureCauseWithProtErr



FailureCauseWithProtErr




OPTIONAL
}

InterRATHandoverInfoWithInterRATCapabilities-v690ext-IEs ::= SEQUENCE {


-- Other IEs



ue-RATSpecificCapability-v690ext
InterRAT-UE-RadioAccessCapability-v690ext
OPTIONAL
}

-- ***************************************************

--

-- RFC3095 context, source RNC to target RNC

--

-- ***************************************************

RFC3095-ContextInfo-r5 ::= CHOICE {


r5







SEQUENCE {



rFC3095-ContextInfoList-r5

RFC3095-ContextInfoList-r5,



-- Reserved for future non critical extension



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

RFC3095-ContextInfoList-r5 ::=

SEQUENCE (SIZE (1..maxRBallRABs)) OF











RFC3095-ContextInfo

-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************
SRNC-RelocationInfo-r3 ::= CHOICE {


r3







SEQUENCE {



sRNC-RelocationInfo-r3


SRNC-RelocationInfo-r3-IEs,



v380NonCriticalExtensions


SEQUENCE {




sRNC-RelocationInfo-v380ext
SRNC-RelocationInfo-v380ext-IEs,




-- Reserved for future non critical extension




v390NonCriticalExtensions


SEQUENCE {





sRNC-RelocationInfo-v390ext


SRNC-RelocationInfo-v390ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v3a0ext


SRNC-RelocationInfo-v3a0ext-IEs,





v3b0NonCriticalExtensions


SEQUENCE {







sRNC-RelocationInfo-v3b0ext


SRNC-RelocationInfo-v3b0ext-IEs,







v3c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v3c0ext


SRNC-RelocationInfo-v3c0ext-IEs,








laterNonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v3d0ext


SRNC-RelocationInfo-v3d0ext-IEs,









-- Container for additional R99 extensions









sRNC-RelocationInfo-r3-add-ext

BIT STRING













(CONTAINING
SRNC-RelocationInfo-v3h0ext-IEs)

OPTIONAL,









v3g0NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v3g0ext


SRNC-RelocationInfo-v3g0ext-IEs,










v4b0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v4b0ext


SRNC-RelocationInfo-v4b0ext-IEs,











v590NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v590ext




















SRNC-RelocationInfo-v590ext-IEs,












v5a0NonCriticalExtensions


SEQUENCE {













sRNC-RelocationInfo-v5a0ext




















SRNC-RelocationInfo-v5a0ext-IEs,













v5b0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v5b0ext




















SRNC-RelocationInfo-v5b0ext-IEs,














v5c0NonCriticalExtensions


SEQUENCE {















sRNC-RelocationInfo-v5c0ext




















SRNC-RelocationInfo-v5c0ext-IEs,















v690NonCriticalExtensions

SEQUENCE {
















sRNC-RelocationInfo-v690ext




















SRNC-RelocationInfo-v690ext-IEs,
















v6b0NonCriticalExtensions

SEQUENCE {

















sRNC-RelocationInfo-v6b0ext




















SRNC-RelocationInfo-v6b0ext-IEs,

















v770NonCriticalExtensions
SEQUENCE {


















sRNC-RelocationInfo-v770ext




















SRNC-RelocationInfo-v770ext-IEs,


















-- Reserved for future non critical


















-- extension


















nonCriticalExtensions























SEQUENCE {}
OPTIONAL

















}

OPTIONAL
















}

OPTIONAL















}

OPTIONAL














}

OPTIONAL













}

OPTIONAL












}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL


}

OPTIONAL


},


later-than-r3




CHOICE {



r4







SEQUENCE {




sRNC-RelocationInfo-r4


SRNC-RelocationInfo-r4-IEs,




v4d0NonCriticalExtensions

SEQUENCE {





sRNC-RelocationInfo-v4d0ext

SRNC-RelocationInfo-v4d0ext-IEs,





-- Container for adding non critical extensions after freezing REL-5





sRNC-RelocationInfo-r4-add-ext

BIT STRING

OPTIONAL,





v590NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v590ext


SRNC-RelocationInfo-v590ext-IEs,






v5a0NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v5a0ext


SRNC-RelocationInfo-v5a0ext-IEs,






v5b0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5b0ext


SRNC-RelocationInfo-v5b0ext-IEs,








v5c0NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,









v690NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v690ext

SRNC-RelocationInfo-v690ext-IEs,










v6b0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v6b0ext


















SRNC-RelocationInfo-v6b0ext-IEs,











v770NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v770ext


















SRNC-RelocationInfo-v770ext-IEs,













nonCriticalExtensions


SEQUENCE {}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



},



criticalExtensions



CHOICE {




r5







SEQUENCE {





sRNC-RelocationInfo-r5


SRNC-RelocationInfo-r5-IEs,





sRNC-RelocationInfo-r5-add-ext
BIT STRING

OPTIONAL,





v5a0NonCriticalExtensions

SEQUENCE {





sRNC-RelocationInfo-v5a0ext

SRNC-RelocationInfo-v5a0ext-IEs,





v5b0NonCriticalExtensions

SEQUENCE {







sRNC-RelocationInfo-v5b0ext

SRNC-RelocationInfo-v5b0ext-IEs,







v5c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,








v690NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v690ext


SRNC-RelocationInfo-v690ext-IEs,









v6b0NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v6b0ext

SRNC-RelocationInfo-v6b0ext-IEs,











v770NonCriticalExtensions

SEQUENCE {












sRNC-RelocationInfo-v770ext


















SRNC-RelocationInfo-v770ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r6







SEQUENCE {






sRNC-RelocationInfo-r6


SRNC-RelocationInfo-r6-IEs,






sRNC-RelocationInfo-r6-add-ext
BIT STRING

OPTIONAL,






v6b0NonCriticalExtensions

SEQUENCE {







sRNC-RelocationInfo-v6b0ext

SRNC-RelocationInfo-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








sRNC-RelocationInfo-v770ext

SRNC-RelocationInfo-v770ext-IEs,








v820NonCriticalExtensions

SEQUENCE {









srnc-RelocationInfo-v820ext

SRNC-RelocationInfo-v820ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





},





criticalExtensions



CHOICE {






r7







SEQUENCE {







sRNC-RelocationInfo-r7


SRNC-RelocationInfo-r7-IEs,







sRNC-RelocationInfo-r7-add-ext
BIT STRING

OPTIONAL,







v820NonCriticalExtensions

SEQUENCE {








srnc-RelocationInfo-v820ext

SRNC-RelocationInfo-v820ext-IEs,








nonCriticalExtensions


SEQUENCE {}
OPTIONAL







}





},






criticalExtensions



SEQUENCE {}





}




}



}


}

}

SRNC-RelocationInfo-r3-IEs ::=

SEQUENCE {


-- Non-RRC IEs



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs


-- If the extension v380 is included use the extension for the ciphering status per CN domain



cipheringStatus




CipheringStatus,



-- If ciphering status is started and the IE latestConfiguredCN-Domain should be included,



-- the IE cn-DomainIdentity (in SRNC-RelocationInfo-v380ext-IEs) shall be used instead.



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



-- The order of occurrence in the IE cipheringInfoPerRB-List is the


-- same as the RBs in SRB-InformationSetupList in RAB-InformationSetupList.



-- The signalling RBs are supposed to be listed



-- first. Only UM and AM RBs that are ciphered are listed here



cipheringInfoPerRB-List


CipheringInfoPerRB-List



OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



integrityProtectionStatus

IntegrityProtectionStatus,



-- In the IE srb-SpecificIntegrityProtInfo, the first information listed corresponds to

      -- signalling radio bearer RB0 and after the order of occurrence is the same as the SRBs in


 -- SRB-InformationSetupList


-- The target RNC may ignore the IE srb-SpecificIntegrityProtInfo if the



-- IE integrityProtectionStatus has the value "not started".


srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationList


OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList




OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





-- dummy and dummy2 are not used in this version of the specification, they should





-- not be sent and if received they should be ignored.





dummy






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList


OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL

}

SRNC-RelocationInfo-v380ext-IEs ::= SEQUENCE {


-- Ciphering related information IEs



-- In the SRNC-RelocationInfo-r3-IEs, the IE 'cn-DomainIdentity' is used to represent the 



-- IE 'Latest configured CN domain' in the tabular.


cn-DomainIdentity




CN-DomainIdentity,



cipheringStatusList




CipheringStatusList

}

SRNC-RelocationInfo-v390ext-IEs ::= SEQUENCE {



cn-DomainInformationList-v390ext
CN-DomainInformationList-v390ext

OPTIONAL,



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext

OPTIONAL,



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext,


failureCauseWithProtErr



FailureCauseWithProtErr




OPTIONAL
}

SRNC-RelocationInfo-v3a0ext-IEs ::= SEQUENCE {



cipheringInfoForSRB1-v3a0ext

CipheringInfoPerRB-List-v3a0ext,



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL,



-- cn-domain identity for IE startValueForCiphering-v3a0ext is specified



-- in subsequent extension (SRNC-RelocationInfo-v3b0ext-IEs)


startValueForCiphering-v3a0ext

START-Value

}

SRNC-RelocationInfo-v3b0ext-IEs ::= SEQUENCE {



-- cn-domain identity for IE startValueForCiphering-v3a0ext included in previous extension



cn-DomainIdentity



CN-DomainIdentity,



-- the IE startValueForCiphering-v3b0ext contains the start values for each CN Domain. The 


-- value of start indicated by the IE startValueForCiphering-v3a0ext should be set to the


-- same value as the start-Value for the corresponding cn-DomainIdentity in the IE 



-- startValueForCiphering-v3b0ext


startValueForCiphering-v3b0ext

STARTList2







OPTIONAL

}

SRNC-RelocationInfo-v3c0ext-IEs ::= SEQUENCE {



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is “UE involved”



rb-IdentityForHOMessage



RB-Identity  

OPTIONAL
}

SRNC-RelocationInfo-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL

}

SRNC-RelocationInfo-v3g0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext

OPTIONAL

}

SRNC-RelocationInfo-v3h0ext-IEs ::= SEQUENCE {



tpc-CombinationInfoList


TPC-CombinationInfoList

OPTIONAL,



nonCriticalExtension



SEQUENCE {}



OPTIONAL

}

SRNC-RelocationInfo-v4d0ext-IEs ::= SEQUENCE {



tpc-CombinationInfoList

TPC-CombinationInfoList

OPTIONAL

}

TPC-CombinationInfoList ::= SEQUENCE (SIZE (1..maxRL)) OF



TPC-Combination-Info

STARTList2 ::=





SEQUENCE (SIZE (2..maxCNdomains)) OF











STARTSingle

SRNC-RelocationInfo-v4b0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v4b0ext
UE-RadioAccessCapability-v4b0ext

OPTIONAL
}

SRNC-RelocationInfo-v590ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v590ext
UE-RadioAccessCapability-v590ext

OPTIONAL,


ue-RATSpecificCapability-v590ext
InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL
}

SRNC-RelocationInfo-v5a0ext-IEs ::= SEQUENCE {



storedCompressedModeInfo

StoredCompressedModeInfo
OPTIONAL
}

SRNC-RelocationInfo-v5b0ext-IEs ::= SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

SRNC-RelocationInfo-v5c0ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v5c0ext
UE-RadioAccessCapability-v5c0ext

OPTIONAL
}

CipheringInfoPerRB-List-v3a0ext ::= SEQUENCE {



dl-UM-SN





BIT STRING (SIZE (7))

}

CipheringStatusList ::=


SEQUENCE (SIZE (1..maxCNdomains)) OF











CipheringStatusCNdomain

CipheringStatusCNdomain ::=



SEQUENCE {



cn-DomainIdentity



CN-DomainIdentity,



cipheringStatus




CipheringStatus
}

CodeChangeStatusList ::= SEQUENCE (SIZE (1..maxRL)) OF



CodeChangeStatus
CodeChangeStatus ::= SEQUENCE {



primaryCPICH-Info




PrimaryCPICH-Info,



scramblingCodeChange



ScramblingCodeChange

}

StoredCompressedModeInfo ::= SEQUENCE {



storedTGP-SequenceList

StoredTGP-SequenceList,


codeChangeStatusList

CodeChangeStatusList
OPTIONAL

}

StoredTGP-SequenceList ::=


SEQUENCE (SIZE (1..maxTGPS)) OF











StoredTGP-Sequence

StoredTGP-Sequence ::=



SEQUENCE {


tgpsi







TGPSI,


current-tgps-Status




CHOICE {



active







SEQUENCE {




tgcfn







TGCFN



},



inactive






NULL


},


tgps-ConfigurationParams


TGPS-ConfigurationParams


OPTIONAL

}

SRNC-RelocationInfo-r4-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is “UE involved”



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



-- The target RNC may ignore the IE srb-SpecificIntegrityProtInfo if the



-- IE integrityProtectionStatus has the value "not started".


srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r4,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r4



OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList,



rab-InformationList



RAB-InformationSetupList-r4


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r4

OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,



failureCause




FailureCauseWithProtErr



OPTIONAL

}

SRNC-RelocationInfo-r5-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r5,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r5



OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r5,



rab-InformationList



RAB-InformationSetupList-r5


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList


OPTIONAL,



-- 'dummy', 'dummy1' and 'dummy2' are not used in this version of the specification,



-- they should not be sent and if received they should be ignored.


dummy






CHOICE {




fdd







SEQUENCE {





dummy1






CPCH-SetID




OPTIONAL,





dummy2






DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,


-- Measurement report



measurementReport



MeasurementReport




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL

}

SRNC-RelocationInfo-v690ext-IEs ::=
SEQUENCE {


-- User equipment IEs



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING








(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING








(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-r6-ext

OPTIONAL,


-- Measurement report



measuredResultsOnRACHinterFreq
MeasuredResultsOnRACHinterFreq

OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL,


-- Measurement IEs



intraFreqReportingCriteria

IntraFreqReportingCriteria-r6-ext

OPTIONAL

}

SRNC-RelocationInfo-r6-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING








(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING








(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r6



OPTIONAL,



interRATCellInfoIndication

InterRATCellInfoIndication


OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r6,



rab-InformationList



RAB-InformationSetupList-r6


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r6

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo


OPTIONAL,

-- Measurement report



measurementReport



BIT STRING








(CONTAINING MeasurementReport)




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL

}

SRNC-RelocationInfo-v6b0ext-IEs ::=
SEQUENCE {



-- The order of the RABs in IE rab-InformationSetupListExt is the same as



-- in IE rab-InformationSetupList that is included in this message



rab-InformationSetupListExt

RAB-InformationSetupList-v6b0ext
OPTIONAL,



mbmsSelectedServiceInfo


MBMS-SelectedServiceInfo

}

SRNC-RelocationInfo-r7-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



-- IE 'UE-RadioAccessCapability-r6' includes the Rel-5 radio access capability extensions



-- and earlier. Rel-6 and later extensions are included in IE 'UE-CapabilityContainer-IEs'.


ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING








(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING








(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



srns-t-305





T-305







OPTIONAL,

-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r7



OPTIONAL,



interRATCellInfoIndication

InterRATCellInfoIndication


OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r7,



rab-InformationList



RAB-InformationSetupList-r7


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r7

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r7

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo


OPTIONAL,

-- Measurement report



measurementReport



BIT STRING








(CONTAINING MeasurementReport)




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL,



mbmsSelectedServiceInfo


MBMS-SelectedServiceInfo


OPTIONAL

}

SRNC-RelocationInfo-v770ext-IEs ::= SEQUENCE {



thresholdSFN-GPS-TOW-us



ThresholdSFN-GPS-TOW-us




OPTIONAL,


srns-t-305






T-305








OPTIONAL
}

SRNC-RelocationInfo-v820ext-IEs ::=
SEQUENCE {


-- Radio bearer IEs



rab-InformationList



RAB-InformationSetupList-v820ext
OPTIONAL

}

-- IE definitions

CalculationTimeForCiphering ::=

SEQUENCE {


cell-Id







CellIdentity,


sfn








INTEGER (0..4095)

}

CipheringInfoPerRB ::=



SEQUENCE {


dl-HFN







BIT STRING (SIZE (20..25)),


ul-HFN







BIT STRING (SIZE (20..25))

}

CipheringInfoPerRB-r4 ::=


SEQUENCE {


rb-Identity






RB-Identity,


dl-HFN







BIT STRING (SIZE (20..25)),


dl-UM-SN






BIT STRING (SIZE (7)) 



OPTIONAL,


ul-HFN







BIT STRING (SIZE (20..25))

}

-- TABULAR: CipheringInfoPerRB-List, multiplicity value numberOfRadioBearers 

-- has been replaced with maxRB.

CipheringInfoPerRB-List ::=


SEQUENCE (SIZE (1..maxRB)) OF











CipheringInfoPerRB

CipheringInfoPerRB-List-r4 ::=

SEQUENCE (SIZE (1..maxRB)) OF











CipheringInfoPerRB-r4

CipheringStatus ::=




ENUMERATED {











started, notStarted }

CipheringStatusList-r4 ::=


SEQUENCE (SIZE (1..maxCNdomains)) OF











CipheringStatusCNdomain-r4

CipheringStatusCNdomain-r4 ::=

SEQUENCE {



cn-DomainIdentity



CN-DomainIdentity,



cipheringStatus




CipheringStatus,



start-Value





START-Value
}

CN-DomainInformation-v390ext ::=

SEQUENCE {


cn-DRX-CycleLengthCoeff



CN-DRX-CycleLengthCoefficient

}

CN-DomainInformationList-v390ext ::=
SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainInformation-v390ext
CompressedModeMeasCapability-r4 ::=
SEQUENCE {


fdd-Measurements




BOOLEAN,


-- TABULAR: The IEs tdd-Measurements, gsm-Measurements and multiCarrierMeasurements


-- are made optional since they are conditional based on another information element.


-- Their absence corresponds to the case where the condition is not true.


tdd384-Measurements




BOOLEAN







OPTIONAL,


tdd128-Measurements




BOOLEAN







OPTIONAL,


gsm-Measurements




GSM-Measurements




OPTIONAL,


multiCarrierMeasurements


BOOLEAN







OPTIONAL

}

COUNT-C-List ::=





SEQUENCE (SIZE (1..maxCNdomains)) OF











COUNT-CSingle

COUNT-CSingle ::=





SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


count-C







BIT STRING (SIZE (32))




}

DL-PhysChCapabilityFDD-r4 ::=

SEQUENCE {


-- The IE “maxNoDPCH-PDSCH-Codes” only gives information on the maximum number of DPCH Codes.


maxNoDPCH-PDSCH-Codes



INTEGER (1..8),


maxNoPhysChBitsReceived



MaxNoPhysChBitsReceived,


supportForSF-512




BOOLEAN,


-- dummy, dummy2 and dummy3 are not used in this version of the specification


-- and if received they should be ignored.


dummy







BOOLEAN,


dummy2







SimultaneousSCCPCH-DPCH-Reception,


dummy3







SupportOfDedicatedPilotsForChEstimation

OPTIONAL

}

DL-PhysChCapabilityFDD-r5 ::=

SEQUENCE {


-- The IE “maxNoDPCH-PDSCH-Codes” only gives information on the maximum number of DPCH Codes.


maxNoDPCH-PDSCH-Codes



INTEGER (1..8),


maxNoPhysChBitsReceived



MaxNoPhysChBitsReceived,


supportForSF-512




BOOLEAN,


-- dummy, dumy2 and dummy3 are not used in this version of the specification


-- and if received they should be ignored.


dummy







BOOLEAN,


dummy2







SimultaneousSCCPCH-DPCH-Reception,


dummy3







SupportOfDedicatedPilotsForChEstimation

OPTIONAL,


fdd-hspdsch






CHOICE {



supported






SEQUENCE {




hsdsch-physical-layer-category

HSDSCH-physical-layer-category,




-- dummy and dummy2 are not used in this version of the specification




-- and if received they should be ignored.




dummy







BOOLEAN,




dummy2







BOOLEAN


},



unsupported






NULL


}

}

DL-PhysChCapabilityTDD-r5 ::=

SEQUENCE {


maxTS-PerFrame





MaxTS-PerFrame,


maxPhysChPerFrame




MaxPhysChPerFrame,


minimumSF






MinimumSF-DL,


supportOfPDSCH





BOOLEAN,


maxPhysChPerTS





MaxPhysChPerTS,


tdd384-hspdsch





CHOICE {



supported






HSDSCH-physical-layer-category,



unsupported






NULL


}

}

DL-PhysChCapabilityTDD-LCR-r5 ::=
SEQUENCE {


maxTS-PerSubFrame




MaxTS-PerSubFrame-r4,


maxPhysChPerFrame




MaxPhysChPerSubFrame-r4,


minimumSF






MinimumSF-DL,


supportOfPDSCH





BOOLEAN,


maxPhysChPerTS





MaxPhysChPerTS,


supportOf8PSK





BOOLEAN,


tdd128-hspdsch





CHOICE {



supported






HSDSCH-physical-layer-category,



unsupported






NULL


}

}

DL-RFC3095-Context ::=



SEQUENCE {


rfc3095-Context-Identity


INTEGER (0..16383),


dl-mode







ENUMERATED {u, o, r},


dl-ref-ir






OCTET STRING ( SIZE (1..3000)),


dl-ref-time






INTEGER (0..4294967295)

OPTIONAL,


dl-curr-time





INTEGER (0..4294967295)

OPTIONAL,


dl-syn-offset-id




INTEGER (0..65535)


OPTIONAL,


dl-syn-slope-ts





INTEGER (0..4294967295)

OPTIONAL,


dl-dyn-changed





BOOLEAN

}

ImplementationSpecificParams ::=
BIT STRING (SIZE (1..512))

IntegrityProtectionStatus ::=

ENUMERATED {











started, notStarted }

InterRAT-UE-RadioAccessCapabilityList-r5 ::=
SEQUENCE {


interRAT-UE-RadioAccessCapability
InterRAT-UE-RadioAccessCapabilityList,


geranIu-RadioAccessCapability

GERANIu-RadioAccessCapability



OPTIONAL

}

IntraFreqReportingCriteria-r6-ext ::= SEQUENCE {


-- The content of the v690 non-critical extension should be


-- considered as an extension of IE IntraFreqEventCriteriaList

event







Event1j-r6,


hysteresis






Hysteresis,


timeToTrigger





TimeToTrigger,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}

-- dummy is not used in this version of the specification, it should

-- not be sent and if received it should be ignored.
MaxHcContextSpace-r5 ::=



ENUMERATED { 












dummy, by1024, by2048, by4096, by8192, 












by16384, by32768, by65536, by131072 }

MeasurementCapability-r4 ::=

SEQUENCE {


downlinkCompressedMode



CompressedModeMeasCapability-r4,


uplinkCompressedMode



CompressedModeMeasCapability-r4


}

MeasurementCommandWithType ::=

CHOICE {


setup







MeasurementType,


modify







NULL,


release







NULL

}

MeasurementCommandWithType-r4 ::=
CHOICE {


setup







MeasurementType-r4,


modify







NULL,


release







NULL

}

MeasurementCommandWithType-r6 ::=
CHOICE {


setup







MeasurementType-r6,


modify







NULL,


release







NULL

}

MeasurementCommandWithType-r7 ::=
CHOICE {


setup







MeasurementType-r7,


modify







NULL,


release







NULL

}

OngoingMeasRep ::=




SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType


measurementCommandWithType


MeasurementCommandWithType,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r4 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType-r4.


measurementCommandWithType


MeasurementCommandWithType-r4,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r5 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType-r4.


measurementCommandWithType


MeasurementCommandWithType-r4,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL,


measurementCommand-v590ext


CHOICE {



-- the choice "intra-frequency" shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL

}

OngoingMeasRep-r6 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r6,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r7 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r7,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRepList ::=



SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep

OngoingMeasRepList-r4 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r4

OngoingMeasRepList-r5 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r5

OngoingMeasRepList-r6 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r6

OngoingMeasRepList-r7 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r7

PDCP-Capability-r4 ::=



SEQUENCE {


losslessSRNS-RelocationSupport

BOOLEAN,


supportForRfc2507




CHOICE {



notSupported





NULL,



supported






MaxHcContextSpace


},


supportForRfc3095




CHOICE {



notSupported





NULL,



supported






SEQUENCE {




maxROHC-ContextSessions



MaxROHC-ContextSessions-r4
DEFAULT s16,




reverseCompressionDepth



INTEGER (0..65535)


DEFAULT 0



}


}

}

PDCP-Capability-r5 ::=



SEQUENCE {


losslessSRNS-RelocationSupport

BOOLEAN,


supportForRfc2507




CHOICE {



notSupported





NULL,



supported






MaxHcContextSpace-r5


},


supportForRfc3095




CHOICE {



notSupported





NULL,



supported






SEQUENCE {




maxROHC-ContextSessions



MaxROHC-ContextSessions-r4
DEFAULT s16,




reverseCompressionDepth



INTEGER (0..65535)


DEFAULT 0,




supportForRfc3095ContextRelocation
BOOLEAN



}


}

}

PDCP-Capability-r6 ::=



SEQUENCE {


losslessSRNS-RelocationSupport

BOOLEAN,


losslessDLRLC-PDUSizeChange


ENUMERATED { true }




OPTIONAL,


supportForRfc2507




CHOICE {



notSupported





NULL,



supported






MaxHcContextSpace-r5


},


supportForRfc3095




CHOICE {



notSupported





NULL,



supported






SEQUENCE {




maxROHC-ContextSessions



MaxROHC-ContextSessions-r4
DEFAULT s16,




reverseCompressionDepth



INTEGER (0..65535)


DEFAULT 0,




supportForRfc3095ContextRelocation
BOOLEAN



}


}

}

PhysicalChannelCapability-r4 ::=

SEQUENCE {



fddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityFDD-r4,




uplinkPhysChCapability



UL-PhysChCapabilityFDD



}










OPTIONAL,



tdd384-PhysChCapability



SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD,




uplinkPhysChCapability



UL-PhysChCapabilityTDD



}










OPTIONAL,



tdd128-PhysChCapability



SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD-LCR-r4,




uplinkPhysChCapability



UL-PhysChCapabilityTDD-LCR-r4



}










OPTIONAL

}

PhysicalChannelCapability-r5 ::=

SEQUENCE {



fddPhysChCapability




SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityFDD-r5,




uplinkPhysChCapability



UL-PhysChCapabilityFDD



}










OPTIONAL,



tdd384-PhysChCapability



SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD-r5,




uplinkPhysChCapability



UL-PhysChCapabilityTDD



}










OPTIONAL,



tdd128-PhysChCapability



SEQUENCE {




downlinkPhysChCapability


DL-PhysChCapabilityTDD-LCR-r5,




uplinkPhysChCapability



UL-PhysChCapabilityTDD-LCR-r4



}










OPTIONAL

}

RF-Capability-r4 ::=



SEQUENCE {



fddRF-Capability



SEQUENCE {




ue-PowerClass




UE-PowerClassExt,




txRxFrequencySeparation


TxRxFrequencySeparation



}















OPTIONAL,



tdd384-RF-Capability


SEQUENCE {




ue-PowerClass




UE-PowerClassExt,




radioFrequencyBandTDDList

RadioFrequencyBandTDDList,




chipRateCapability



ChipRateCapability



}















OPTIONAL,



tdd128-RF-Capability


SEQUENCE {




ue-PowerClass




UE-PowerClassExt,




radioFrequencyBandTDDList

RadioFrequencyBandTDDList,




chipRateCapability



ChipRateCapability



}















OPTIONAL

}

RFC3095-ContextInfo ::= 


SEQUENCE {


rb-Identity






RB-Identity,


rfc3095-Context-List



RFC3095-Context-List

}

RFC3095-Context-List ::=


SEQUENCE (SIZE (1..maxRFC3095-CID)) OF SEQUENCE {


dl-RFC3095-Context




DL-RFC3095-Context

OPTIONAL,


ul-RFC3095-Context




UL-RFC3095-Context

OPTIONAL

}

RLC-Capability-r5 ::=



SEQUENCE {


totalRLC-AM-BufferSize



TotalRLC-AM-BufferSize-r5,


maximumRLC-WindowSize



MaximumRLC-WindowSize,


maximumAM-EntityNumber



MaximumAM-EntityNumberRLC-Cap

}

SRB-SpecificIntegrityProtInfo ::=
SEQUENCE {


ul-RRC-HFN






BIT STRING (SIZE (28)),


dl-RRC-HFN






BIT STRING (SIZE (28)),


ul-RRC-SequenceNumber



RRC-MessageSequenceNumber,


dl-RRC-SequenceNumber



RRC-MessageSequenceNumber

}

SRB-SpecificIntegrityProtInfoList ::= SEQUENCE (SIZE (4..maxSRBsetup)) OF











SRB-SpecificIntegrityProtInfo

StateOfRRC ::=





ENUMERATED {











cell-DCH, cell-FACH,











cell-PCH, ura-PCH }

StateOfRRC-Procedure ::=


ENUMERATED {











awaitNoRRC-Message,











awaitRB-ReleaseComplete,











awaitRB-SetupComplete,











awaitRB-ReconfigurationComplete,











awaitTransportCH-ReconfigurationComplete,











awaitPhysicalCH-ReconfigurationComplete,











awaitActiveSetUpdateComplete,











awaitHandoverComplete,











sendCellUpdateConfirm,











sendUraUpdateConfirm,











-- dummy is not used in this version of specification











-- It should not be sent











dummy,











otherStates 

}

TotalRLC-AM-BufferSize-r5 ::=

ENUMERATED { 











kb10, kb50, kb100, kb150, kb200, 











kb300, kb400, kb500, kb750, kb1000 }

TPC-Combination-Info ::= SEQUENCE {



primaryCPICH-Info




PrimaryCPICH-Info,



tpc-CombinationIndex



TPC-CombinationIndex

}

UE-MultiModeRAT-Capability-r5 ::=
SEQUENCE {


multiRAT-CapabilityList



MultiRAT-Capability,


multiModeCapability




MultiModeCapability,


supportOfUTRAN-ToGERAN-NACC


BOOLEAN

}

UE-Positioning-Capability-r4 ::=
SEQUENCE {


standaloneLocMethodsSupported


BOOLEAN,


ue-BasedOTDOA-Supported




BOOLEAN,


networkAssistedGPS-Supported


NetworkAssistedGPS-Supported,


supportForUE-GPS-TimingOfCellFrames

BOOLEAN,


supportForIPDL






BOOLEAN,


rx-tx-TimeDifferenceType2Capable 

BOOLEAN,


validity-CellPCH-UraPCH 



ENUMERATED { true }

OPTIONAL,


sfn-sfnType2Capability




ENUMERATED { true }


OPTIONAL
}

UE-Positioning-LastKnownPos ::=

SEQUENCE { 



sfn







INTEGER (0..4095),



cell-id






CellIdentity,



positionEstimate



PositionEstimate
}

UE-RadioAccessCapability-r4 ::=

SEQUENCE {


accessStratumReleaseIndicator

AccessStratumReleaseIndicator,


pdcp-Capability





PDCP-Capability-r4,


rlc-Capability





RLC-Capability,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability-r4,


physicalChannelCapability


PhysicalChannelCapability-r4,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability-r4,


measurementCapability



MeasurementCapability-r4

OPTIONAL

}

UE-RadioAccessCapability-r5 ::=

SEQUENCE {


accessStratumReleaseIndicator

AccessStratumReleaseIndicator,


dl-CapabilityWithSimultaneousHS-DSCHConfig










DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


pdcp-Capability





PDCP-Capability-r5,


rlc-Capability





RLC-Capability-r5,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability-r4,


physicalChannelCapability


PhysicalChannelCapability-r5,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability-r5,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability-r4,


measurementCapability



MeasurementCapability-r4

OPTIONAL

}

UE-RadioAccessCapability-r6 ::=

SEQUENCE {


accessStratumReleaseIndicator

AccessStratumReleaseIndicator,


dl-CapabilityWithSimultaneousHS-DSCHConfig











DL-CapabilityWithSimultaneousHS-DSCHConfig
OPTIONAL,


pdcp-Capability





PDCP-Capability-r6,


rlc-Capability





RLC-Capability-r5,


transportChannelCapability


TransportChannelCapability,


rf-Capability





RF-Capability-r4,


physicalChannelCapability


PhysicalChannelCapability-r5,


ue-MultiModeRAT-Capability


UE-MultiModeRAT-Capability-r5,


securityCapability




SecurityCapability,


ue-positioning-Capability


UE-Positioning-Capability-r4,


measurementCapability



MeasurementCapability-r4

OPTIONAL

}

UL-RFC3095-Context ::=



SEQUENCE {


rfc3095-Context-Identity


INTEGER (0..16383),


ul-mode







ENUMERATED {u, o, r},


ul-ref-ir






OCTET STRING ( SIZE (1..3000)),


ul-ref-time






INTEGER (0..4294967295)

OPTIONAL,


ul-curr-time





INTEGER (0..4294967295)

OPTIONAL,


ul-syn-offset-id




INTEGER (0..65535)


OPTIONAL,


ul-syn-slope-ts





INTEGER (0..4294967295)

OPTIONAL,


ul-ref-sn-1






INTEGER (0..65535)


OPTIONAL

}

END




�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





3GPP


