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1.
Introduction
A model of TM RLC entity is recently agreed by [1], and taken in the RLC specification. The agreed TM RLC model is almost NULL entity except transmission buffer in the transmitting TM RLC entity. This paper proposes to remove the transmission buffer if no specific usage is found.
2.
Transmission buffer in TM RLC
In UMTS, segmentation function can be configured in TM RLC. Thus, to store the part of the SDU after segmentation, transmission buffer is needed in TM RLC. But in LTE, segmentation is not used in TM RLC, so there is no need to have the buffer. For the data transmission, TM RLC just fetches SDUs from the PDCP transmission buffer when the MAC notifies transmission. Therefore, if there is no other reason to have transmission buffer, we propose to remove it from the TM RLC to avoid any different understanding. If adopted, the TM RLC looks like a NULL entity in the end.
3.
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4.2.1.1
TM RLC entity

4.2.1.1.1
General
A TM RLC entity can be configured to deliver/receive RLC PDUs through the following logical channels:

· BCCH (mapped on BCH), UL CCCH and PCCH.
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Figure 4.2.1.1.1-1: Model of two transparent mode peer entities

Editor’s note: Whether TM RLC entity can be configured to transmit/receive RLC PDUs through BCCH (mapped on DL-SCH) is FFS.

A TM RLC entity delivers/receives the following RLC data PDU:

· TMD PDU.
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