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	The MBMS PTP bearer may be on DPCH or HS-PDSCH, dependent on the UE capability and network configuration. The RAB combinations with MBMS PTP on HS-PDSCH are defined in sections 7.4.31 and 7.4.32 in TR 25.993. It is proposed to add a NOTE that for RAB combinations with MBMS PTP on DPCH the existing RAB combinations with Streaming PS RABs apply. 
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<Start of first modified section>

7.4.31
RB for Streaming MBMS PTP / unkown / UL:16 DL:[max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11, and MBMS minimum capability.

This is supported in Release 6.
NOTE: For RAB combinations including MBMS PTP on DPCH the combinations defined in chapter 7.1 including Streaming PS RABs (DL 64, 128 or 256 kbps) apply. 
7.4.31.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DPCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DPCH )

	Transport Channel
	6.10.2.4.5.9.1 of [1]

	TFCS
	

	Physical Channel
	


7.4.31.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.5.9.2 of [1]

	TFCS
	

	Physical Channel
	


7.4.32
RB for Streaming MBMS PTP / unkown / UL:16 DL:[max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + RB for Interactive or background / UL:64 DL:[max bit rate depending on UE category & RAB maximum bitrate] / PS RAB + RB for Interactive or background / UL:64 DL:[max bit rate depending on UE category & RAB maximum bitrate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 128 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11, and MBMS minimum capability.

This is supported in Release 6.
NOTE: For RAB combinations including MBMS PTP on DPCH the combinations defined in chapter 7.1 including Streaming PS RABs (DL 64, 128 or 256 kbps) apply. 
7.4.32.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DPCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DPCH )

	Transport Channel
	6.10.2.4.5.10.1 of [1]



	TFCS
	

	Physical Channel
	


7.4.32.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.5.10.2 of [1]

	TFCS
	

	Physical Channel
	


<End of modified section>
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