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Start of first modified sub-clause
9.2.5.4
Transport block size

RRC can configure the MAC-e or MAC-i to use one of two Transport block size sets for the 10ms TTI duration and one of four Transport block size sets for the 2ms TTI duration. The normative description of the mapping between the E-TFCI and the corresponding transport block size is provided in Annex B:

-
If the UE is configured with E-TFCI table 0 (see [7]), 2ms TTI and MAC-e, it shall use the mapping defined in Annex B.1a

-
If the UE is configured with E-TFCI table 0 (see [7]), 2ms TTI and MAC-i, it shall use the mapping defined in Annex B.1b
-
If the UE is configured with E-TFCI table 1 (see [7]) and 2ms TTI, it shall use the mapping defined in Annex B.2
-
If the UE is configured with E-TFCI table 2 (see [7]), 2ms TTI and MAC-e, it shall use the mapping defined in Annex B.2a

-
If the UE is configured with E-TFCI table 3 (see [7]) and 2ms TTI, it shall use the mapping defined in Annex B.2b
-
If the UE is configured with E-TFCI table 2 (see [7]), 2ms TTI and MAC-i, it shall use the mapping defined in Annex B.2c
-
If the UE is configured with E-TFCI table 0 (see [7]), 10ms TTI and MAC-e, it shall use the mapping defined in Annex B.3a

-
If the UE is configured with E-TFCI table 0 (see [7]), 10ms TTI and MAC-i, it shall use the mapping defined in Annex B.3b
-
If the UE is configured with E-TFCI table 1 (see [7]) and 10ms TTI, it shall use the mapping defined in Annex B.4

The mapping in Transport block size table 0 for 2ms TTI (see table in Annex B.1) and MAC-e can also be obtained using the formula below.

Let k be the chosen E-TFCI, then the corresponding E-DCH transport block size Lk is given by the following formula (informative):
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The mapping in Transport block size table 2 for 2ms TTI (see table in Annex B.2a) and MAC-e can also be obtained using the formula below.

Let k be the chosen E-TFCI, then the corresponding E-DCH transport block size Lk is given by the following formula (informative):
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The mapping in Transport block size table 0 for 10ms TTI (see table in Annex B.3) and MAC-e can also be obtained using the formula below.

Let k be the chosen E-TFCI, then the corresponding E-DCH transport block size Lk is given by the following formula (informative):


[image: image3.wmf]ë

û

1

127

1

1

0

120

20000

)

(

*

120

126

..

0

18

-

+

÷

ø

ö

ç

è

æ

=

=

=

=

r

r

where

L

k

if

L

k

k


End of first modified sub-clause
Start of second modified sub-clause
Annex B (normative):
E-DCH Transport Block Size Tables for FDD

The mapping between the chosen E-TFCI and the corresponding E-DCH transport block size is given in the following tables:

B.1a
2ms TTI E-DCH Transport Block Size Table 0 for MAC-e
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)

	0
	18
	30
	342
	60
	1015
	90
	3008
	120
	8913

	1
	120
	31
	355
	61
	1053
	91
	3119
	121
	9241

	2
	124
	32
	368
	62
	1091
	92
	3234
	122
	9582

	3
	129
	33
	382
	63
	1132
	93
	3353
	123
	9935

	4
	133
	34
	396
	64
	1173
	94
	3477
	124
	10302

	5
	138
	35
	410
	65
	1217
	95
	3605
	125
	10681

	6
	143
	36
	426
	66
	1262
	96
	3738
	126
	11075

	7
	149
	37
	441
	67
	1308
	97
	3876
	127
	11484

	8
	154
	38
	458
	68
	1356
	98
	4019
	
	

	9
	160
	39
	474
	69
	1406
	99
	4167
	
	

	10
	166
	40
	492
	70
	1458
	100
	4321
	
	

	11
	172
	41
	510
	71
	1512
	101
	4480
	
	

	12
	178
	42
	529
	72
	1568
	102
	4645
	
	

	13
	185
	43
	548
	73
	1626
	103
	4816
	
	

	14
	192
	44
	569
	74
	1685
	104
	4994
	
	

	15
	199
	45
	590
	75
	1748
	105
	5178
	
	

	16
	206
	46
	611
	76
	1812
	106
	5369
	
	

	17
	214
	47
	634
	77
	1879
	107
	5567
	
	

	18
	222
	48
	657
	78
	1948
	108
	5772
	
	

	19
	230
	49
	682
	79
	2020
	109
	5985
	
	

	20
	238
	50
	707
	80
	2094
	110
	6206
	
	

	21
	247
	51
	733
	81
	2172
	111
	6435
	
	

	22
	256
	52
	760
	82
	2252
	112
	6672
	
	

	23
	266
	53
	788
	83
	2335
	113
	6918
	
	

	24
	275
	54
	817
	84
	2421
	114
	7173
	
	

	25
	286
	55
	847
	85
	2510
	115
	7437
	
	

	26
	296
	56
	878
	86
	2603
	116
	7711
	
	

	27
	307
	57
	911
	87
	2699
	117
	7996
	
	

	28
	318
	58
	944
	88
	2798
	118
	8290
	
	

	29
	330
	59
	979
	89
	2901
	119
	8596
	
	


B.1b
2ms TTI E-DCH Transport Block Size Table 0 for MAC-i
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)

	0
	18
	30
	336
	60
	1016
	90
	3008
	120
	8912

	1
	40
	31
	352
	61
	1048
	91
	3120
	121
	9240

	2
	64
	32
	368
	62
	1088
	92
	3232
	122
	9576

	3
	80
	33
	376
	63
	1128
	93
	3352
	123
	9936

	4
	104
	34
	392
	64
	1168
	94
	3472
	124
	10296

	5
	120
	35
	408
	65
	1216
	95
	3600
	125
	10680

	6
	128
	36
	424
	66
	1256
	96
	3736
	126
	11072

	7
	136
	37
	440
	67
	1304
	97
	3872
	127
	11480

	8
	144
	38
	456
	68
	1352
	98
	4016
	
	

	9
	152
	39
	472
	69
	1400
	99
	4168
	
	

	10
	160
	40
	488
	70
	1456
	100
	4320
	
	

	11
	168
	41
	504
	71
	1512
	101
	4480
	
	

	12
	176
	42
	528
	72
	1568
	102
	4640
	
	

	13
	184
	43
	544
	73
	1624
	103
	4816
	
	

	14
	192
	44
	568
	74
	1680
	104
	4992
	
	

	15
	200
	45
	584
	75
	1744
	105
	5176
	
	

	16
	208
	46
	608
	76
	1808
	106
	5368
	
	

	17
	216
	47
	632
	77
	1872
	107
	5568
	
	

	18
	224
	48
	656
	78
	1944
	108
	5768
	
	

	19
	232
	49
	680
	79
	2016
	109
	5984
	
	

	20
	240
	50
	704
	80
	2088
	110
	6200
	
	

	21
	248
	51
	728
	81
	2168
	111
	6432
	
	

	22
	256
	52
	760
	82
	2248
	112
	6672
	
	

	23
	264
	53
	784
	83
	2328
	113
	6912
	
	

	24
	272
	54
	816
	84
	2416
	114
	7168
	
	

	25
	280
	55
	848
	85
	2504
	115
	7432
	
	

	26
	296
	56
	872
	86
	2600
	116
	7712
	
	

	27
	304
	57
	904
	87
	2696
	117
	7992
	
	

	28
	312
	58
	944
	88
	2792
	118
	8288
	
	

	29
	328
	59
	976
	89
	2896
	119
	8592
	
	


B.2
2ms TTI E-DCH Transport Block Size Table 1

	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)

	0
	18
	43
	2724
	86
	7252

	1
	186
	44
	2742
	87
	7288

	2
	204
	45
	3042
	88
	7428

	3
	354
	46
	3060
	89
	7464

	4
	372
	47
	3078
	90
	7764

	5
	522
	48
	3298
	91
	7800

	6
	540
	49
	3316
	92
	7908

	7
	674
	50
	3334
	93
	7944

	8
	690
	51
	3378
	94
	8100

	9
	708
	52
	3396
	95
	8136

	10
	726
	53
	3414
	96
	8436

	11
	858
	54
	3732
	97
	8472

	12
	876
	55
	3750
	98
	8564

	13
	1026
	56
	3972
	99
	8600

	14
	1044
	57
	3990
	100
	8772

	15
	1062
	58
	4068
	101
	8808

	16
	1194
	59
	4086
	102
	9108

	17
	1212
	60
	4404
	103
	9144

	18
	1330
	61
	4422
	104
	9220

	19
	1348
	62
	4628
	105
	9256

	20
	1362
	63
	4646
	106
	9444

	21
	1380
	64
	4740
	107
	9480

	22
	1398
	65
	4758
	108
	9780

	23
	1530
	66
	5076
	109
	9816

	24
	1548
	67
	5094
	110
	9876

	25
	1698
	68
	5284
	111
	9912

	26
	1716
	69
	5302
	112
	10116

	27
	1734
	70
	5412
	113
	10152

	28
	1866
	71
	5430
	114
	10452

	29
	1884
	72
	5748
	115
	10488

	30
	1986
	73
	5766
	116
	10532

	31
	2004
	74
	5940
	117
	10568

	32
	2022
	75
	5958
	118
	10788

	33
	2034
	76
	6084
	119
	10824

	34
	2052
	77
	6102
	120
	11124

	35
	2070
	78
	6420
	121
	11178

	36
	2370
	79
	6438
	122
	11188

	37
	2388
	80
	6596
	123
	11242

	38
	2406
	81
	6614
	124
	11460

	39
	2642
	82
	6756
	125
	11478

	40
	2660
	83
	6774
	
	

	41
	2678
	84
	7092
	
	

	42
	2706
	85
	7110
	
	


B.2a
2ms TTI E-DCH Transport Block Size Table 2 for MAC-e
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)

	0
	18
	30
	402
	60
	1405
	90
	4913
	120
	17173

	1
	120
	31
	419
	61
	1465
	91
	5122
	121
	17904

	2
	125
	32
	437
	62
	1528
	92
	5341
	122
	18667

	3
	130
	33
	455
	63
	1593
	93
	5568
	123
	19462

	4
	135
	34
	475
	64
	1661
	94
	5805
	124
	20291

	5
	141
	35
	495
	65
	1731
	95
	6053
	125
	21155

	6
	147
	36
	516
	66
	1805
	96
	6310
	126
	22056

	7
	154
	37
	538
	67
	1882
	97
	6579
	127
	22995

	8
	160
	38
	561
	68
	1962
	98
	6859
	
	

	9
	167
	39
	585
	69
	2046
	99
	7152
	
	

	10
	174
	40
	610
	70
	2133
	100
	7456
	
	

	11
	182
	41
	636
	71
	2224
	101
	7774
	
	

	12
	189
	42
	663
	72
	2319
	102
	8105
	
	

	13
	197
	43
	691
	73
	2417
	103
	8450
	
	

	14
	206
	44
	721
	74
	2520
	104
	8810
	
	

	15
	215
	45
	752
	75
	2628
	105
	9185
	
	

	16
	224
	46
	784
	76
	2740
	106
	9577
	
	

	17
	233
	47
	817
	77
	2856
	107
	9985
	
	

	18
	243
	48
	852
	78
	2978
	108
	10410
	
	

	19
	254
	49
	888
	79
	3105
	109
	10853
	
	

	20
	265
	50
	926
	80
	3237
	110
	11316
	
	

	21
	276
	51
	965
	81
	3375
	111
	11798
	
	

	22
	288
	52
	1007
	82
	3519
	112
	12300
	
	

	23
	300
	53
	1049
	83
	3669
	113
	12824
	
	

	24
	313
	54
	1094
	84
	3825
	114
	13370
	
	

	25
	326
	55
	1141
	85
	3988
	115
	13940
	
	

	26
	340
	56
	1189
	86
	4158
	116
	14534
	
	

	27
	354
	57
	1240
	87
	4335
	117
	15153
	
	

	28
	370
	58
	1293
	88
	4520
	118
	15798
	
	

	29
	385
	59
	1348
	89
	4712
	119
	16471
	
	


B.2b
2ms TTI E-DCH Transport Block Size Table 3

	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)

	0
	18
	30
	1902
	60
	6614
	90
	14184
	120
	21966

	1
	186
	31
	1986
	61
	6774
	91
	14538
	121
	22302

	2
	204
	32
	2004
	62
	7110
	92
	14874
	122
	22430

	3
	354
	33
	2034
	63
	7270
	93
	15210
	123
	22638

	4
	372
	34
	2052
	64
	7446
	94
	15546
	124
	22996

	5
	522
	35
	2370
	65
	7782
	95
	15882
	
	

	6
	540
	36
	2388
	66
	7926
	96
	16218
	
	

	7
	558
	37
	2642
	67
	8118
	97
	16554
	
	

	8
	674
	38
	2660
	68
	8454
	98
	16890
	
	

	9
	692
	39
	2706
	69
	8582
	99
	17226
	
	

	10
	708
	40
	2724
	70
	8790
	100
	17562
	
	

	11
	858
	41
	3042
	71
	9126
	101
	17802
	
	

	12
	876
	42
	3060
	72
	9238
	102
	17898
	
	

	13
	894
	43
	3298
	73
	9462
	103
	18252
	
	

	14
	1026
	44
	3316
	74
	9798
	104
	18476
	
	

	15
	1044
	45
	3378
	75
	9894
	105
	18588
	
	

	16
	1194
	46
	3396
	76
	10134
	106
	18924
	
	

	17
	1212
	47
	3750
	77
	10470
	107
	19132
	
	

	18
	1230
	48
	3990
	78
	10550
	108
	19260
	
	

	19
	1330
	49
	4086
	79
	10806
	109
	19596
	
	

	20
	1348
	50
	4422
	80
	11160
	110
	19788
	
	

	21
	1362
	51
	4646
	81
	11224
	111
	19932
	
	

	22
	1380
	52
	4758
	82
	11496
	112
	20268
	
	

	23
	1530
	53
	5094
	83
	11880
	113
	20444
	
	

	24
	1548
	54
	5302
	84
	12168
	114
	20604
	
	

	25
	1566
	55
	5430
	85
	12536
	115
	20940
	
	

	26
	1698
	56
	5766
	86
	12840
	116
	21100
	
	

	27
	1716
	57
	5958
	87
	13192
	117
	21276
	
	

	28
	1866
	58
	6102
	88
	13512
	118
	21612
	
	

	29
	1884
	59
	6438
	89
	13848
	119
	21774
	
	


B.2c
2ms TTI E-DCH Transport Block Size Table 2 for MAC-i
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)

	0
	18
	30
	400
	60
	1400
	90
	4912
	120
	17168

	1
	40
	31
	416
	61
	1464
	91
	5120
	121
	17904

	2
	80
	32
	432
	62
	1528
	92
	5336
	122
	18664

	3
	120
	33
	448
	63
	1592
	93
	5568
	123
	19456

	4
	128
	34
	472
	64
	1656
	94
	5800
	124
	20288

	5
	136
	35
	488
	65
	1728
	95
	6048
	125
	21152

	6
	144
	36
	512
	66
	1800
	96
	6304
	126
	22056

	7
	152
	37
	536
	67
	1880
	97
	6576
	127
	22992

	8
	160
	38
	560
	68
	1960
	98
	6856
	
	

	9
	168
	39
	584
	69
	2040
	99
	7152
	
	

	10
	176
	40
	608
	70
	2128
	100
	7456
	
	

	11
	184
	41
	632
	71
	2224
	101
	7768
	
	

	12
	192
	42
	656
	72
	2312
	102
	8104
	
	

	13
	200
	43
	688
	73
	2416
	103
	8448
	
	

	14
	208
	44
	720
	74
	2520
	104
	8808
	
	

	15
	216
	45
	752
	75
	2624
	105
	9184
	
	

	16
	224
	46
	784
	76
	2736
	106
	9576
	
	

	17
	232
	47
	816
	77
	2856
	107
	9984
	
	

	18
	240
	48
	848
	78
	2976
	108
	10408
	
	

	19
	248
	49
	888
	79
	3104
	109
	10848
	
	

	20
	264
	50
	920
	80
	3232
	110
	11312
	
	

	21
	272
	51
	960
	81
	3368
	111
	11792
	
	

	22
	288
	52
	1000
	82
	3512
	112
	12296
	
	

	23
	296
	53
	1048
	83
	3664
	113
	12824
	
	

	24
	312
	54
	1088
	84
	3824
	114
	13368
	
	

	25
	320
	55
	1136
	85
	3984
	115
	13936
	
	

	26
	336
	56
	1184
	86
	4152
	116
	14528
	
	

	27
	352
	57
	1240
	87
	4328
	117
	15152
	
	

	28
	368
	58
	1288
	88
	4520
	118
	15792
	
	

	29
	384
	59
	1344
	89
	4712
	119
	16462
	
	


B.3a
10ms TTI E-DCH Transport Block Size Table 0 for MAC-e
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)

	0
	18
	30
	389
	60
	1316
	90
	4452
	120
	15051

	1
	120
	31
	405
	61
	1371
	91
	4636
	121
	15675

	2
	124
	32
	422
	62
	1428
	92
	4828
	122
	16325

	3
	130
	33
	440
	63
	1487
	93
	5029
	123
	17001

	4
	135
	34
	458
	64
	1549
	94
	5237
	124
	17706

	5
	141
	35
	477
	65
	1613
	95
	5454
	125
	18440

	6
	147
	36
	497
	66
	1680
	96
	5680
	126
	19204

	7
	153
	37
	517
	67
	1749
	97
	5915
	127
	20000

	8
	159
	38
	539
	68
	1822
	98
	6161
	
	

	9
	166
	39
	561
	69
	1897
	99
	6416
	
	

	10
	172
	40
	584
	70
	1976
	100
	6682
	
	

	11
	180
	41
	608
	71
	2058
	101
	6959
	
	

	12
	187
	42
	634
	72
	2143
	102
	7247
	
	

	13
	195
	43
	660
	73
	2232
	103
	7547
	
	

	14
	203
	44
	687
	74
	2325
	104
	7860
	
	

	15
	211
	45
	716
	75
	2421
	105
	8186
	
	

	16
	220
	46
	745
	76
	2521
	106
	8525
	
	

	17
	229
	47
	776
	77
	2626
	107
	8878
	
	

	18
	239
	48
	809
	78
	2735
	108
	9246
	
	

	19
	249
	49
	842
	79
	2848
	109
	9629
	
	

	20
	259
	50
	877
	80
	2966
	110
	10028
	
	

	21
	270
	51
	913
	81
	3089
	111
	10444
	
	

	22
	281
	52
	951
	82
	3217
	112
	10877
	
	

	23
	293
	53
	991
	83
	3350
	113
	11328
	
	

	24
	305
	54
	1032
	84
	3489
	114
	11797
	
	

	25
	317
	55
	1074
	85
	3634
	115
	12286
	
	

	26
	331
	56
	1119
	86
	3784
	116
	12795
	
	

	27
	344
	57
	1165
	87
	3941
	117
	13325
	
	

	28
	359
	58
	1214
	88
	4105
	118
	13877
	
	

	29
	374
	59
	1264
	89
	4275
	119
	14453
	
	


B.3b
10ms TTI E-DCH Transport Block Size Table 0 for MAC-i
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)

	0
	18
	30
	384
	60
	1312
	90
	4448
	120
	15048

	1
	40
	31
	400
	61
	1368
	91
	4632
	121
	15672

	2
	64
	32
	416
	62
	1424
	92
	4824
	122
	16320

	3
	96
	33
	440
	63
	1480
	93
	5024
	123
	17000

	4
	120
	34
	456
	64
	1544
	94
	5232
	124
	17704

	5
	128
	35
	472
	65
	1608
	95
	5448
	125
	18440

	6
	136
	36
	496
	66
	1680
	96
	5680
	126
	19200

	7
	144
	37
	512
	67
	1744
	97
	5912
	127
	20000

	8
	152
	38
	536
	68
	1816
	98
	6160
	
	

	9
	160
	39
	560
	69
	1896
	99
	6416
	
	

	10
	168
	40
	584
	70
	1976
	100
	6680
	
	

	11
	176
	41
	608
	71
	2057
	101
	6952
	
	

	12
	184
	42
	632
	72
	2136
	102
	7240
	
	

	13
	192
	43
	656
	73
	2232
	103
	7544
	
	

	14
	200
	44
	680
	74
	2320
	104
	7856
	
	

	15
	208
	45
	712
	75
	2416
	105
	8184
	
	

	16
	216
	46
	744
	76
	2520
	106
	8520
	
	

	17
	224
	47
	776
	77
	2624
	107
	8872
	
	

	18
	232
	48
	808
	78
	2728
	108
	9240
	
	

	19
	248
	49
	840
	79
	2848
	109
	9624
	
	

	20
	256
	50
	872
	80
	2960
	110
	10024
	
	

	21
	264
	51
	912
	81
	3088
	111
	10440
	
	

	22
	280
	52
	944
	82
	3216
	112
	10872
	
	

	23
	288
	53
	984
	83
	3344
	113
	11328
	
	

	24
	304
	54
	1032
	84
	3488
	114
	11792
	
	

	25
	312
	55
	1072
	85
	3632
	115
	12280
	
	

	26
	328
	56
	1112
	86
	3784
	116
	12792
	
	

	27
	344
	57
	1160
	87
	3936
	117
	13320
	
	

	28
	352
	58
	1208
	88
	4104
	118
	13872
	
	

	29
	368
	59
	1264
	89
	4272
	119
	14448
	
	


B.4
10ms TTI E-DCH Transport Block Size Table 1

	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)
	E-TFCI
	TB Size (bits)

	0
	18
	41
	5076
	82
	11850

	1
	186
	42
	5094
	83
	12132

	2
	204
	43
	5412
	84
	12186

	3
	354
	44
	5430
	85
	12468

	4
	372
	45
	5748
	86
	12522

	5
	522
	46
	5766
	87
	12804

	6
	540
	47
	6084
	88
	12858

	7
	690
	48
	6102
	89
	13140

	8
	708
	49
	6420
	90
	13194

	9
	858
	50
	6438
	91
	13476

	10
	876
	51
	6756
	92
	13530

	11
	1026
	52
	6774
	93
	13812

	12
	1044
	53
	7092
	94
	13866

	13
	1194
	54
	7110
	95
	14148

	14
	1212
	55
	7428
	96
	14202

	15
	1362
	56
	7464
	97
	14484

	16
	1380
	57
	7764
	98
	14556

	17
	1530
	58
	7800
	99
	14820

	18
	1548
	59
	8100
	100
	14892

	19
	1698
	60
	8136
	101
	15156

	20
	1716
	61
	8436
	102
	15228

	21
	1866
	62
	8472
	103
	15492

	22
	1884
	63
	8772
	104
	15564

	23
	2034
	64
	8808
	105
	15828

	24
	2052
	65
	9108
	106
	15900

	25
	2370
	66
	9144
	107
	16164

	26
	2388
	67
	9444
	108
	16236

	27
	2706
	68
	9480
	109
	16500

	28
	2724
	69
	9780
	110
	16572

	29
	3042
	70
	9816
	111
	17172

	30
	3060
	71
	10116
	112
	17244

	31
	3378
	72
	10152
	113
	17844

	32
	3396
	73
	10452
	114
	17916

	33
	3732
	74
	10488
	115
	18516

	34
	3750
	75
	10788
	116
	18606

	35
	4068
	76
	10824
	117
	19188

	36
	4086
	77
	11124
	118
	19278

	37
	4404
	78
	11178
	119
	19860

	38
	4422
	79
	11460
	120
	19950

	39
	4740
	80
	11514
	
	

	40
	4758
	81
	11796
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