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Introduction
36.300v800 was approved at RAN#38 and there was no discussion of UE capabilities at RAN2#60bis. This paper gives an updated list of the open items in 36.306 (previously presented in [1]. For some cases where limited discussion is anticipated a way forward is proposed. A draft CR containing these proposed plus some other editorial corrections is presented in [2]. 
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Open items
The following items are open issues requiring further discussion in RAN2 or input from other groups:

1. ROHC related capability parameters

a. The list of ROHC parameters in 36.306 is aligned to that in 36.323 and hence it is proposed that the editor's note on this topic can be removed.

b. Is the parameter 'Maximum number of ROHC context sessions' required? Currently this is FFS in the 36.306.
2. Total L2 buffer size

a. The exact definition is to be determined, e.g. should it included RLC or PDCP as well? 

b. Should the values be linked to the UE classes?
c. Value range to be decided
3. 'Maximum number of radio bearers'. Currently FFS in the 36.306. Is a capability parameter required or will there be a single mandatory value? If required then value range to be decided.
4. 'Maximum number of AM entities'. Currently FFS in the 36.306. Is this parameter required separate to the Maximum number of radio bearers?. If required then value range to be decided.
5. 'Support of E-UTRA FDD' and 'Support of E-UTRA TDD'. Currently FFS in 36.306. Current understanding is that each band is defined by RAN4 to be specific to E-UTRA FDD or E-UTRA TDD and therefore these parameter are provide no additional information beyond that given by the list of support E-UTRA bands. Therefore it is proposed to removed these parameters.
6. 'RF power classes' and 'TX-RX separation'. Currently nothing included in 36.306 and further input required from RAN4 to determine what, if anything, needs to be added.
7. 'Handover to GAN'. Currently nothing included in 36.306 and further input required to determine what, if anything, needs to be added. 
8. ' Support of inter-RAT PS to UTRAN'. Currently 36.306 includes an editor's note indicating that this capability may need to be mandatory depending on the outcome of discussions in SA2.
9. MBMS

a. Any mandatory support for MBMS (e.g. for emergency applications) need to be decided?

b. Physical layer reception requirements for MBMS capable UEs to be decided. Input from RAN1 required.

c. Do any UE capability parameters need to be signalled to the eNB?

10. UE positioning related capability parameters. Currently nothing included in 36.306 and further input from SA2 required to determine what, if anything, needs to be added. 
3
Conclusion
It is proposed to RAN2 review the draft CR provided in [2]. This CR will be further updated based on progress in the current RAN1 and RAN2 meetings.
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