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1
Introduction

The document contains a text proposal to introduce all the E-UTRA UE capability parameters currently listed in 36.306v800 into 36.331. Where an FFS exists in 36.306 the parameter is introduced with a corresponding FFS in 36.331.
Text proposal is written on 36.331 CR 001r1 v05 as provided on the RAN2 reflector by the rapporteur.
6.2.25
UE CAPABILITY ENQUIRY 

Command used to request transfer of UE radio access capabilities, for E-UTRA as well as for other RATs


Signalling radio bearer: SRB1 or SRB2 (FFS)


RLC-SAP: AM


Logical channel: DCCH


Direction: E-UTRAN -> UE

	Name
	Need
	Multi
	Type/ reference
	Semantics description
	Ver

	Message Type
	MP
	
	<ref>
	
	

	Transaction identifier
	MP
	
	Integer [0..3]
	
	

	UE radio access capability request
	MP
	
	<ref>
	Used to request the UE to transfer UE radio capabilities for other RATs, e.g. UTRAN, GERAN
	


6.2.26
UE CAPABILITY INFORMATION

Used to transfer the UE radio access capabilities requested by the network


Signalling radio bearer: SRB1 or SRB2 (FFS)


RLC-SAP: AM


Logical channel: DCCH


Direction: UE -> E-UTRAN

	Name
	Need
	Multi
	Type/ reference
	Semantics description
	Ver

	Message Type
	MP
	
	<ref>
	
	

	Transaction identifier
	MP
	
	Integer [0..3]
	
	

	UE radio access capabilities E-UTRA
	OP
	
	<ref>
	It is FFS if this includes all information relevant for E-UTRA, i.e. including inter-RAT information E-UTRAN needs to activate measurements
	

	UE radio access capabilities GSM/GERAN
	OP
	
	<ref>
	
	

	UE radio access capabilities UTRA
	OP
	
	<ref>
	
	


Editors note
The ‘UE radio access capabilities E-UTRA’ do not include AS- security capability information, since these are assumed to be the same as the NAS-security capabilities. Consequently it is also assumed that AS need not provide ‘man- in the middle’ protection for the security capabilities, i.e. it is assumed that NAS provides this functionality.

6.3.6.7
UE radio access capability request

Covering a means by which E-UTRAN can request the UE to provide UE radio capability information. Applicable in case UE radio capabilities are signalled at AS level.

6.3.6.8
UE radio access capabilities E-UTRA

	Name
	Need
	Multi
	Type/ reference
	Semantics description
	Ver

	Access stratum release indicator
	MP
	
	Enumerated(

Rel-8)
	7 spare values needed
	

	UE Category
	MP
	
	Integer(1..5)
	11 spare values needed
	

	PDCP Parameters
	MP
	
	
	
	

	> Supported ROHC Profiles
	MP
	
	
	
	

	>>Profile 0x0000
	MP
	
	Boolean
	
	

	>>Profile 0x0001
	MP
	
	Boolean
	
	

	>>Profile 0x0002
	MP
	
	Boolean
	
	

	>>Profile 0x0003
	MP
	
	Boolean
	
	

	>>Profile 0x0004
	MP
	
	Boolean
	
	

	>>Profile 0x0006
	MP
	
	Boolean
	
	

	>>Profile 0x0101
	MP
	
	Boolean
	
	

	>>Profile 0x0102
	MP
	
	Boolean
	
	

	>>Profile 0x0103
	MP
	
	Boolean
	
	

	>>Profile 0x0104
	MP
	
	Boolean
	
	

	> Max number of ROHC context sessions
	MP
	
	Integer(1..max)
	FFS
	

	RLC Parameters
	MP
	
	
	
	

	> Maximum total layer 2 buffer size
	MP
	
	Enumerated(

size1,

size2,

size3

)
	Actual values FFS
	

	> Maximum number of radio bearers
	MP
	
	Integer(1..16)
	FFS
	

	> Maximum number of RLC AM entities
	MP
	
	Integer(2..16)
	FFS
	

	Physical layer parameters
	MP
	
	
	
	

	> Support of E-UTRA FDD
	MP
	
	Boolean
	FFS
	

	> Support of E-UTRA TDD
	MP
	
	Boolean
	FFS
	

	RF parameters
	MP
	
	
	
	

	> Supported E-UTRA bands
	MP
	1..16
	Integer(1..64)
	
	

	Measurement parameters
	MP
	
	
	
	

	> E-UTRA band list
	MP
	1..16
	
	One entry corresponding to each supported E-UTRA band listed in the same order as in the IE "Supported E-UTRA bands"
	

	>> Inter-frequency E-UTRA band list
	MP
	1..16
	
	One entry corresponding to each supported E-UTRA band listed in the same order as in the IE "Supported E-UTRA bands"
	

	>>> Need for DL measurement gaps
	MP
	
	Boolean
	Indicates need for DL measurement gaps when operating on the E-UTRA band given by the entry in IE "E-UTRA band list" and measuring on the E-UTRA band given by the entry in the IE "Inter-frequency E-UTRA band list RAT band"
	

	>>> Need for UL measurement gaps
	
	
	Boolean
	Indicates need for UL measurement gaps when operating on the E-UTRA band given by the entry in IE "E-UTRA band list" and measuring on the E-UTRA band given by the entry in the IE "Inter-frequency E-UTRA band list"
	

	>> Inter RAT band list
	MP
	1..16
	
	One entry corresponding to each supported band of another RAT listed in the same order in the IE "Inter-RAT parameters".
	

	>>> Need for DL measurement gaps
	MP
	
	Boolean
	Indicates need for DL measurement gaps when operating on the E-UTRA band and measuring on the inter-RAT band. 
	

	>>> Need for UL measurement gaps
	
	
	Boolean
	Indicates need for UL measurement gaps given by the entry in IE "E-UTRA band list" when operating on the E-UTRA band and measuring on the inter-RAT band given by the entry in the IE "Inter RAT band list"
	

	Inter-RAT parameters
	MP
	
	
	
	

	> Support of UTRA FDD
	MP
	
	
	
	

	> Supported UTRA FDD bands
	OP
	1..16
	Enumerated(Band I,

Band II,

Band III,

Band IV,

Band V,

Band VI, 

Band VII,

Band VIII,

Band IX,

Band X,)
	6 spare values needed
	

	> Support of UTRA TDD 1.28 Mcps
	MP
	
	
	
	

	> Supported UTRA TDD 1.28 Mcps bands
	OP
	1..16
	Enumerated(a, b, c, d)
	spare values needed?
	

	> Support of UTRA TDD 3.84 Mcps
	MP
	
	
	
	

	>> Supported UTRA TDD 3.84 Mcps bands
	OP
	1..16
	Enumerated(a, b, c, d)
	spare values needed?
	

	> Support of UTRA TDD 7.68 Mcps
	MP
	
	
	
	

	> Supported UTRA TDD 7.68 Mcps bands
	OP
	1..16
	Enumerated(a, b, c, d)
	spare values needed?
	

	> Support of GERAN
	MP
	
	
	
	

	> Supported GERAN bands
	OP
	1..16
	Enumerated(GSM450, GSM480, GSM850, GSM900P, GSM900E, GSM1800, GSM1900)
	9 spare values needed
	

	> Support of inter-RAT PS handover to GERAN
	MP
	
	Boolean
	
	

	
	
	
	
	
	


6.3.6.9
UE radio access capabilities GSM/GERAN

Covering the GSM/GERAN capabilities.
6.3.6.10
UE radio access capabilities UTRA

Covering UTRA capabilities.






1

