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Introduction

Capture requirements that RLC entities transmit in the order in which the RLC SDUs are submitted to them.  
2 Proposed changes in 36.322
4.2.1.1.2
Transmitting TM RLC entity

When a transmitting TM RLC entity forms TMD PDUs from RLC SDUs, it shall:

· Not segment nor concatenate the RLC SDUs;

· Not include any RLC headers in the TMD PDUs;
· Deliver the TMD PDUs to MAC for transmission in the order in which the corresponding RLC SDUs were received from PDCP.
[…]

4.2.1.2.2
Transmitting UM RLC entity

When a transmitting UM RLC entity forms UMD PDUs from RLC SDUs, it shall:

· Segment and/or concatenate the RLC SDUs in the order that they were received from PDCP, such that consecutive segments of the same RLC SDU are placed in order, in consecutive UMD PDUs.  The size of each UMD PDU is in accordance to the TB size selected by MAC at the particular transmission opportunity notified by MAC;

· Include relevant RLC headers in the UMD PDU;
· Deliver the UMD PDUs to the MAC for transmission in the order that they were formed.
 […]
4.2.1.3.2
Transmitting side
When the transmitting side of an AM RLC entity forms AMD PDUs from RLC SDUs, it shall:

· Segment and/or concatenate the RLC SDUs in the order that they were received from PDCP, such that consecutive segments of the same RLC SDU are placed in order, in consecutive AMD PDUs.  The size of each AMD PDU is in accordance to the TB size selected by MAC at the particular transmission opportunity notified by MAC;
· Deliver the AMD PDUs to the MAC for transmission in the order that they were formed.
The transmitting side of an AM RLC entity supports retransmission of RLC data PDUs (ARQ):

· If the RLC data PDU to be retransmitted does not fit into the new TB size selected by MAC at the particular transmission opportunity notified by MAC, the AM RLC entity can re-segment the RLC data PDU into AMD PDU segments;

· The number of re-segmentations is not limited;

· Retransmit AMD PDUs and AMD PDU segments associated with earlier received RLC SDUs before retransmitting those associated with later received RLC SDUs.

When the transmitting side of an AM RLC entity forms AMD PDUs from RLC SDUs received from PDCP or AMD PDU segments from RLC data PDUs to be retransmitted, it shall:

· Include relevant RLC headers in the RLC data PDU.
[…]
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